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S and photocatalysis effects in
a photo-responsive Ag/TiO2 nanostructure for an
ultrasensitive and renewable PI-PC SERS
technique†
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Anh-Tuan Phamc and Anh-Tuan Le *ac

Surface-enhanced Raman spectroscopy (SERS) is a renowned analytical technique for non-invasive

molecular identification. Advancements in SERS technology pivot on designing nano-structured

substrates to enhance sensitivity and reliability. A key emerging trend involves integrating pre-treatment

and post-treatment techniques on these substrates, leveraging advanced nanostructures to bring unique

features, such as ultrasensitivity or reusability, to bridge the gap between laboratory and real-world

applications of the SERS technique. Despite these advances, the synergistic application of pre- and post-

treatment techniques on a single SERS substrate to fully exploit unique physicochemical effects remains

underexplored. To address this, we introduce photo-induced-photo-catalytic SERS (PI-PC SERS), a novel

technique that synergistically combines photo-induced enhanced Raman scattering (PIERS) and

photocatalysis using a single Ag/TiO2 nanocomposite structure. This method aims to deliver

ultrasensitive sensing capabilities and reusability. The PI-PC SERS technique involves pre-irradiating the

SERS substrate with UV light to amplify the Raman signal and post-irradiating to remove fouled analytes.

Pre-irradiation enhances the SERS signal by several orders of magnitude compared to normal SERS,

attributed to the PIERS effect. Consequently, the detection sensitivity for methylene blue (MB) using PI-

PC SERS reaches 1.02 × 10−14 M, significantly better than the 3.04 × 10−11 M achieved with normal SERS.

Similar enhancements are observed for thiram, with a limit of detection (LOD) of 1.02 × 10−11 M for PI-

PC SERS compared to 2.19 × 10−9 M for normal SERS. Additionally, post-irradiation facilitates the

removal of analyte molecules via photocatalysis, restoring the substrate to its pristine state, as the

byproducts – water and CO2 gas – are easily managed. Our findings demonstrate that PI-PC SERS

creates ultrasensitive sensors and ensures substrate cleanliness and longevity. This method shows great

promise for ultrasensitive, sustainable, and cost-effective applications in chemical sensing and molecular

diagnostics.
1. Introduction

Surface-enhanced Raman spectroscopy (SERS) sensors have
garnered signicant attention due to their distinct advantages
over other sensing platforms, such as label-free, non-invasive,
and ultrasensitive detection capabilities, extending to the
single-molecule level. Light interacting with molecules can
A), Phenikaa University, Hanoi 12116,

a-uni.edu.vn; tuan.leanh@phenikaa-uni.

Academy of Science and Technology, 18

ring (MSE), Phenikaa University, Hanoi

tion (ESI) available. See DOI:

the Royal Society of Chemistry
produce a Raman signal, while the addition of nanostructures
creates a three-body interaction among light, nanostructures,
and molecules, generating a SERS signal where the Raman
signal is amplied by millions of times.1–4 Consequently, the
design and implementation of nanostructures, known as SERS
substrates, are critical for achieving optimal SERS signals while
maintaining reliability and experimental feasibility.5–7 Over the
past decades, signicant progress has been made in the devel-
opment of SERS substrates, with a primary focus on the fabri-
cation of nanostructures. These nanostructures range from
simple metallic nanoparticles with controllable arrangements
to complex core–shell structures and composites of two or three
components, known as nanocomposites.8–16 Such designs have
demonstrated exceptional SERS sensing capabilities across
a wide range of analytes.17–19 Recently, the escalating demands
for practical SERS applications have necessitated research to
RSC Adv., 2025, 15, 4149–4162 | 4149
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develop techniques that concurrently ensure high sensitivity,
high reliability, and reusability on a single SERS substrate.

Several advanced techniques leveraging external physical
interactions with SERS substrates have been introduced,
demonstrating exceptional efficiency. These include heat-
induced surface-enhanced Raman scattering (HI-SERS),
electric-eld-induced surface-enhanced Raman scattering (E-
SERS), and the more recent photo-induced enhanced Raman
scattering (PIERS). Additionally, photocatalytic activity has been
effectively incorporated into SERS substrate engineering to
develop reusable substrates aimed at sustainability. Huang
et al. introduced the HI-SERS technique, which signicantly
enhances the SERS signal of glutathione, a biological molecule,
by heating silver colloid substrates before measurements.20 This
method achieved a LOD value of 50 nM for glutathione,
compared to 1 mM with normal SERS techniques, showcasing
a substantial improvement in sensing efficiency. Almohammed
et al. demonstrated the E-SERS technique by applying an elec-
tric eld (10–25 V mm−1) to aligned semiconducting peptide
nanotube–graphene oxide composite structures during SERS
measurements.21 This approach enabled nanomolar detection
sensitivity for glucose and nucleobases, with up to a tenfold
signal enhancement compared to metal-based substrates. The
PIERS technique, as demonstrated by Ben-Jaber et al., showed
signicantly enhanced sensing efficiency over normal SERS.22

By irradiating metal/semiconductor-structured SERS substrates
with UV light before conducting SERS measurements, they
observed a substantial increase in the SERS signal of analytes
compared to non-irradiated substrates. Wu et al. introduced
a reusable SERS substrate based on the photocatalytic activity of
Au@Cu2O–Ag nanocomposites.23 Aer SERS measurements of
the analyte malachite green (MG), the Au@Cu2O–Ag substrates
were irradiated with UV light, effectively decomposing MG
molecules via photocatalysis. This process rejuvenated the SERS
substrates, making them ready for subsequent measurements.
This innovation addresses the issue of waste associated with
single-use SERS substrates due to residual analytes, providing
economic and environmental benets, and aligning with
sustainability goals. These advancements underscore the
potential of integrating external physical interactions and
photocatalytic activity in SERS substrate design, paving the way
for ultra-sensitive, reliable, and sustainable sensing
technologies.

The effectiveness of the developed techniques surrounding
SERS has been convincingly demonstrated. However, each
technique has its limitations. For example, HI-SERS requires
substrates to sustain high temperatures during pre-treatment,
which limits the use of SERS materials and also restricts its
applications due to the effect of temperature on heat-sensitive
analytes. The E-SERS technique necessitates the application of
a continuous electric eld during measurements, as the electric
eld effect disappears immediately aer the voltage is removed.
This requirement for complex substrate fabrication poses scal-
ability challenges. The PIERS technique can eliminate the need
for continuous irradiation during measurement, signicantly
simplifying experimental procedures. However, it does not
address the issue of substrate reusability, as residual analytes
4150 | RSC Adv., 2025, 15, 4149–4162
remain on the substrate. SERS substrates based on photo-
catalytically active materials can provide reusability for the
substrate; however, this feature alone does not fully exploit the
potential of the strong SERS enhancement. Combining these
techniques into a single experimental protocol promises to
create a SERS substrate with even greater advantages. Among
the aforementioned techniques, PIERS and photocatalysis
share many similarities and exhibit high potential for syner-
gistic integration within a SERS measurement protocol. Mech-
anistically, a SERS substrate utilizing the PIERS effect is based
on a metal/semiconductor nanocomposite structure.22,24,25

When the semiconductor material is pre-irradiated with UV
light, oxygen vacancies can occur on the surface, creating
a temporary defect energy level at the metal–semiconductor
interface.22 This leads to an increased charge transfer between
the metal and the semiconductor, resulting in a signicantly
enhanced Raman scattering intensity compared to non-
irradiated (i.e., normal SERS) scenarios. Meanwhile, the pho-
tocatalytic activity of metal/semiconductor nanocomposite
materials is highly regarded and well-documented in numerous
studies.26–28 This structure signicantly increases the number of
electrons available to participate in reactions, forming hydroxyl
radicals (cOH) that decompose organic molecules into water
and CO2 gas.27,28 Subsequently, the water can be evaporated, and
the CO2 gas diffused into the air, restoring the SERS substrate to
a pristine state. Based on this foundation, fabricating a SERS
substrate using a metal/semiconductor structure and simulta-
neously applying both pre- and post-irradiation techniques to
combine the synergistic effects of PIERS and photocatalysis in
a single SERS protocol can result in several key benets: (i) high
sensitivity due to superior signal enhancement, (ii) substrate
reusability contributing to cost-effectiveness and sustainability,
and (iii) simplied, scalable experimental procedures suitable
for diverse sensing applications. By integrating these mecha-
nisms into a single SERS protocol, this technique not only
enhances the overall SERS signal but also offers a practical
solution for sustainable and reusable SERS substrates, out-
performing conventional techniques in terms of sensitivity,
simplicity, and long-term practicality.

Herein, inspired by the PIERS and photocatalysis effects of
the metal/semiconductor structure, we introduce a novel tech-
nique that combines these two effects on a SERS substrate
based on Ag (metal)/TiO2 (semiconductor) nanocomposite
material, termed photo-induced-photo-catalytic SERS (hereaer
abbreviated as PI-PC SERS). This approach yields a SERS
substrate with simultaneous ultra-sensitive sensing capabilities
achieved by pre-irradiating the Ag/TiO2 substrate with UV light
(365 nm) before conducting SERS measurements (PIERS effect),
and reusability facilitated by post-irradiation with UV light (365
nm) aer SERS measurements (photocatalysis effect). Methy-
lene blue (MB), an organic dye, and thiram, a plant protection
agent, were selected as analytes to evaluate the effectiveness of
the proposed PI-PC SERS technique. The results demonstrate
superior sensor performance of PI-PC SERS compared to
normal SERS, with LOD for MB and thiram under PI-PC SERS
conditions measured at 1.02 × 10−14 M and 1.02 × 10−11 M,
respectively, whereas normal SERS achieves 3.04 × 10−11 M and
© 2025 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4ra07718k


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

7 
Fe

br
ua

ry
 2

02
5.

 D
ow

nl
oa

de
d 

on
 1

/1
7/

20
26

 1
1:

25
:3

2 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
2.19 × 10−9 M, respectively. Moreover, the photocatalysis effect
was effectively applied to the used Ag/TiO2 SERS substrate to
remove fouled analyte molecules (MB or thiram) from its
surface. The decomposition of MB and thiram on the Ag/TiO2

substrate was evaluated by monitoring the SERS intensity of
these molecules over increasing durations of UV irradiation at
365 nm. The results show complete degradation of MB and
thiram residues on the Ag/TiO2 substrate within 60 to 70
minutes of UV irradiation, evidenced by the disappearance of
their Raman scattering peaks in the SERS spectra. This process
results in a completely refreshed Ag/TiO2 substrate ready for
subsequent PI-PC SERS experiments. Clearly, the PI-PC SERS
technique not only improves detection sensitivity and substrate
longevity but also offers a sustainable and cost-effective solu-
tion for high-performance chemical and bio-analytical sensing
applications. This advancement represents a signicant step
forward in enhancing both the practicality and efficiency of
SERS technologies.
2. Methods
2.1. Materials

We obtained precursors from Shanghai Chemical Reagent Co.,
which included silver nitrate (AgNO3, $99.0%), sodium boro-
hydride (NaBH4, 99%), titanium tetrachloride (TiCl4, $99.8%),
ammonium hydroxide (NH4OH, 28.0–30.0% NH3), and ethanol
(C2H5OH, 98%). Analytes, also sourced from Shanghai Chem-
ical Reagent Co., were methylene blue (C16H18ClN3S, $97.0%)
and thiram (C6H12N2S4, 97.0%). All chemicals were used as
received, and double distilled water was utilized throughout the
experiments.
2.2. Synthesis and characterizations of Ag/TiO2

nanocomposite

The Ag/TiO2 nanocomposite was fabricated following proce-
dures and directly utilized from our previous research.29 TiO2

nanoparticles were prepared initially using a modied sol–gel
method from TiCl4 precursors. TiO2 was then thermally treated
at 400 °C for 4 hours to ensure total crystallization. Subse-
quently, Ag nanoparticles were generated by reducing AgNO3

with NaBH4 in the presence of TiO2 nanoparticles to ensure
intimate contact between them. Specically, 50 mg of TiO2

powder was dispersed in 50 mL of ethanol (C2H5OH) using
ultrasonic agitation and mechanical stirring. Next, a specied
amount of AgNO3, dissolved in 25 mL of C2H5OH, was added to
the TiO2 suspension and stirred for 1 hour to facilitate the
interaction between Ag+ ions and TiO2. To form Ag nano-
particles, NaBH4, also dispersed in ethanol, was gradually
introduced to the solution over a 2 hour period, reducing Ag+

ions to Ag. The resulting mixture was then ltered, washed
three times with C2H5OH, and dried at 60 °C to yield the Ag/
TiO2 nanocomposite powder. The ratio of Ag to TiO2 in the
study was chosen as 1 : 1, as it has been shown to provide
optimal sensing performance. The morphology of the Ag–TiO2

nanocomposites was examined using scanning electron
microscopy (SEM) with a Hitachi S-4800 instrument, operating
© 2025 The Author(s). Published by the Royal Society of Chemistry
at an acceleration voltage of 5 kV. The crystal property of the Ag–
TiO2 nanocomposite was assessed using X-ray diffraction (XRD)
with a Bruker D5005 diffractometer, employing Cu Ka radiation
(l = 1.5406 Å) at 40 kV and 30 mA. Raman spectroscopy (Horiba
Macro-RAM™) with a 785 nm laser was utilized to investigate
the molecular vibrations and structural properties of the Ag–
TiO2. Additionally, photoluminescence (PL) spectroscopy with
a 380 nm excitation wavelength was used to explore the optical
properties of the nanocomposite. Results indicated that Ag
nanoparticles were formed with an average size of 43 nm and
distributed around TiO2 nanoparticles with an average size of
125 nm. XRD, Raman, and PL measurements conrmed the
close interaction between Ag and TiO2. Detailed characteristics
of the Ag/TiO2 nanocomposite are presented in our previous
study.29

2.3. SERS measurements

Aluminum (Al) substrates measuring 1 × 1 × 0.1 cm were
prepared, featuring a surface-active area with a diameter of
0.2 cm. The substrates were cleaned with ethanol and air-dried
at room temperature (RT). A solution of SERS-active substrate
was drop-cast onto the surface-active area and dried at RT.
Analyte solutions of varying concentrations of MB (10−4 M to
10−14 M) and thiram (10−4 M to 10−11 M) were prepared in
double-distilled water. Thiram has limited solubility in water,
making it challenging to prepare a 10−4 M solution using only
double-distilled water. To address this, 0.5 mL of ethanol was
added as a co-solvent to dissolve appropriate amount of thiram,
followed by the addition of 9.5 mL of double-distilled water.
Since both solvents were evaporated during the SERS
measurements, this did not affect the SERS signals. For each
SERS measurement, the sample preparation protocol involved
depositing 5 mL of analyte solution directly onto the prepared
substrate, followed by natural drying at RT. SERS spectra were
acquired using a MacroRaman™ Raman spectrometer (Horiba)
equipped with a 785 nm laser excitation. Measurements were
conducted with a 100× objective having a numerical aperture of
0.90. The laser power was set at 45 mW, with a 30° incident
angle, yielding a diffraction-limited laser spot diameter of 1.1
mm (1.22l/NA) and a focal length of 115 nm. Each measurement
utilized an exposure time of 20 seconds with one accumulation.
The intensity of the peaks was determined by considering both
the baseline signal caused by uorescence and the contribu-
tions from the Ag/TiO2 substrate. The uorescence baseline was
subtracted during the measurement, and the contributions
from the Ag/TiO2 substrate were calculated and incorporated
into the determination of the analyte's characteristic peak
intensity to minimize the impact of overlapping signals and
enhance the accuracy of peak intensity determination.

2.4. PIERS experiments and SERS measurements

The PIERS effect was applied in this study following the
procedure outlined in Scheme 1. First, Ag/TiO2 nanocomposites
were deposited onto a surface area with a diameter of 0.2 cm
and air-dried at room temperature. Subsequently, the Ag/TiO2

SERS substrate was subjected to pre-irradiation with UV light at
RSC Adv., 2025, 15, 4149–4162 | 4151
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a wavelength of 365 nm (the light source chosen based on prior
research to activate the PIERS effect) for 30 minutes (this
duration was optimized in our previous study).29 Immediately
thereaer, the analyte MB (or thiram) was applied onto the pre-
treated Ag/TiO2 substrate, and SERS measurements were
promptly conducted to mitigate reactivity from the adsorption
of environmental oxygen atoms onto the TiO2 material. The
above experimental conditions for the PIERS effect in this study
were optimized based on our previous study.29 The SERS
measurements were carried out using the method described
above.

2.5. Photocatalysis experiments and SERS measurements

Aer performing SERS measurements on the Ag/TiO2 substrate,
5 mL of water was dropped onto the surface to initiate photo-
catalytic activity. UV irradiation at 365 nm was applied to acti-
vate the photocatalytic effect of the Ag/TiO2 structure. During
post-irradiation, SERS measurements were conducted continu-
ously at time intervals of 5, 10, 20, 30. minutes to monitor the
photocatalytic efficacy by observing the intensity of character-
istic Raman peaks of the analyte. UV irradiation was ceased
when the SERS spectrum no longer showed the presence of
characteristic Raman peaks of the analyte. At this point,
a renewed Ag/TiO2 substrate was obtained as the analyte-fouled
molecules on the surface of the Ag/TiO2 nanocomposite were
completely decomposed into water and CO2 gas (Scheme 2).

2.6. PI-PC SERS technique experiments

Scheme 3 outlines the protocol for implementing the PI-PC
SERS technique on the Ag/TiO2 SERS substrate in four distinct
steps. Step 1 involves preparing the Ag/TiO2 SERS substrate as
detailed previously. Step 2 encompasses the pre-irradiation
Scheme 1 Pre-irradiation procedure of Ag/TiO2 SERS substrate in the PI

4152 | RSC Adv., 2025, 15, 4149–4162
process. Step 3 entails conducting SERS measurements to
capture signal intensities. Step 4 involves post-irradiating the
Ag/TiO2 substrate to degrade residual analytes. This method
achieves two pivotal objectives: (i) obtaining robust SERS
spectra (greater than the normal SERS signal) of the target
analytes, and (ii) obtaining a renewable Ag/TiO2 SERS substrate
for subsequent analyses.
3. Results and discussion
3.1. Efficacy of PI-PC SERS technique on MB analyte

The PI-PC SERS technique involves three stages of light irradi-
ation: (i) stage 1: pre-irradiation of the Ag/TiO2 substrate with
365 nm UV light to activate the PIERS effect for enhancing the
SERS signal; (ii) stage 2: using a 785 nm laser source to capture
the SERS signal; (iii) stage 3: post-irradiation with 365 nm UV
light to activate the photocatalytic effect for analyte degrada-
tion. Initially, the effectiveness of applying the PIERS effect is
evaluated by comparing the detection performance of the MB
analyte between pre-irradiation and non-pre-irradiation cases.

Fig. 1 illustrates the results of MB detection under normal
SERS conditions (i.e., without pre-irradiation) on the Ag/TiO2

substrate. SERS spectra of MB were acquired across concen-
trations ranging from 10−4 M to 10−11 M (Fig. 1a). Characteristic
peaks of MB are detailed in Table S1 and Fig. S1a (ESI†). The
signal intensities of these characteristic peaks are notably
pronounced at concentrations of 10−4, 10−5, and 10−6 M, dis-
playing a diminishing trend with decreasing concentration.
These peaks are faintly discernible at a concentration of
10−10 M and are absent at 10−11 M (cannot be clearly distin-
guished with noise signals). Based on the relationship between
the SERS intensities at each concentration, the LOD values were
-PC SERS technique for enhancing the SERS signal via the PIERS effect.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Scheme 2 Post-irradiation process of the Ag/TiO2 SERS substrate following SERS measurements to utilize photocatalytic effect for obtaining
a renewable Ag/TiO2 substrate.
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calculated for the peaks at 460, 1120, 1410, and 1615 cm−1. The
linear correlation between the logarithm of the MB concentra-
tion and the SERS intensity of the selected peaks is illustrated in
Fig. 1b and S1b–d.† The highest linearity was observed at the
460 cm−1 peak with an R2 value of 0.97 over the concentration
range of 10−7 to 10−11 M, while the other peaks exhibited R2

values < 0.9. SERS spectra of MB at different concentrations in
the range of 10−7 to 10−11 M were also collected to enhance the
accuracy of the linear calibration curve (Fig. S2†). The linear
Scheme 3 Protocol for implementing the PI-PC SERS technique.

© 2025 The Author(s). Published by the Royal Society of Chemistry
calibration curve, established based on 9 data points (Fig. 1b),
yields the equation y = 7.71 + 0.58x. Using this linear equation
and the calculationmethod detailed in the ESI,† the LOD in this
case was determined to be 2.89 × 10−11 M. The practical
application of the Ag/TiO2 substrate was also evaluated over a 60
day storage period and exhibited high long-term stability when
stored away from direct exposure to moisture and light (as
detailed in Fig. S3 and the ESI†).
RSC Adv., 2025, 15, 4149–4162 | 4153
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Fig. 1 SERS spectra of MB in the concentration range of 10−4 M to 10−11 M under normal SERS conditions (a), and the linear relationship between
MB concentration and SERS intensity on a logarithmic scale (b).
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Applying the PIERS effect in the PI-PC SERS technique is
anticipated to signicantly enhance the efficiency of MB
detection. The experiment involved pre-irradiating the Ag/TiO2

substrate with 365 nm UV light for 30 minutes prior to depos-
iting the MB analyte and conducting SERS measurements. The
results are depicted in Fig. 2 and 3. The SERS peaks at 460, 508,
890, 1120, 1410, and 1615 cm−1 remain distinctly visible
without any notable shis, indicating that the pre-irradiation
process did not affect the molecular vibrations of MB.
Notably, the SERS intensity in the PI-PC SERS approach exhibits
signicant enhancement compared to normal SERS experi-
ment. Fig. 3a and b compare the SERS signals obtained from PI-
PC SERS and normal SERS at MB concentrations of 10−6 M and
10−10 M, respectively. At the higher concentration of 10−6 M, the
application of the PIERS technique results in approximately
a twofold enhancement in SERS intensity compared to normal
Fig. 2 SERS spectra of MB in the concentration range of 10−4 to 10−14 M u
concentration and SERS intensity on a logarithmic scale (b).

4154 | RSC Adv., 2025, 15, 4149–4162
SERS, while at the lower concentration of 10−10 M, PI-PC SERS
demonstrates an impressive 8.8-fold enhancement in SERS
signal intensity over normal SERS (comparison of enhancement
across the 10−4 to 10−10 M concentration range at the best linear
peak, 460 cm−1, is detailed in Table S2†). This notable
enhancement enables the Ag/TiO2 substrate with PIERS appli-
cation to detect clear SERS signals from MB molecules even at
an ultra-low concentration of 10−13 M (see Fig. S4†). Sensitivity
metrics were calculated, revealing a linear range from 10−9 to
10−14 M with a linear equation of y = 8.70 + 0.55x (Fig. 2b),
based on 9 data points collected from SERS spectra of closely
spaced concentrations to ensure greater accuracy in the line-
arity within this range (Fig. S5†). The LOD value was determined
to be 1.02 × 10−14 M, which represents an improvement of
three orders of magnitude over normal SERS. Furthermore, the
reliability of the experiment was assessed through parameters
nder PI-PC SERS technique (a), and the linear relationship betweenMB

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Comparison of SERS intensity of MB between normal SERS and PI-PC SERS techniques at concentrations of 10−6 M (a) and 10−10 M (b).
Mechanism of normal SERS of the Ag/TiO2 substrate in MB detection (c) and mechanism of enhanced SERS signal in PI-PC SERS of the Ag/TiO2

substrate (d).
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of repeatability and reproducibility. Repeatability was evaluated
by measuring ve different points on a single Ag/TiO2 substrate
aer irradiation and subsequent analyte addition (Fig. S6a†).
Reproducibility was assessed by performing ve separate irra-
diation and SERS signal collection processes on different Ag/
TiO2 substrates (Fig. S6b†). The results demonstrate high
experimental reliability, indicated by very low relative standard
deviations (RSD) of 5.97% and 6.62% for repeatability and
reproducibility, respectively (detailed RSD calculation method
in the ESI†). The detection efficiency of MB using the PI-PC
SERS technique on the Ag/TiO2 substrate is signicantly supe-
rior to the normal SERS technique reported on other SERS
substrates. Table 1 compares the MB detection efficiency of
normal SERS and PI-PC SERS techniques, highlighting signi-
cant improvements in sensitivity, with PI-PC SERS achieving
a sensitivity of up to 1.02 × 10−14 M.
Table 1 Compare the performance of MB detection using the PI-PC
graphene oxide, GO is graphene oxide)

Substrate Technique L

Ag–rGO nanocomposite SERS 1.
Ni(OH)2/Ag nanocomposites SERS 1.
Fe3O4/GO/Ag
nanocomposite

SERS 1.

Au/Cu2O nanocomposite SERS 3.
Ag/TiO2 nanocomposite SERS 2.
Ag/TiO2 nanocomposite PI-PC SERS 1.

© 2025 The Author(s). Published by the Royal Society of Chemistry
The superior enhancement of SERS signals in the PI-PC SERS
technique arises from intricate photo-electro interactions
within the Ag/TiO2 transition structure. Fig. 3c and d elucidate
the mechanisms in both conventional SERS and PI-PC SERS
cases. During SERS measurements, the localized surface plas-
mon resonance (LSPR) effect in Ag nanoparticles induces
charge excitation. These charges are either directly transferred
to nearby MB molecules, thereby generating SERS signals, or
they interact indirectly via TiO2 intermediates before reaching
MB. In normal SERS, excited charges from Ag migrate to the
conduction band of TiO2, which lacks electrons. Subsequently,
these charges transition to the lowest unoccupied molecular
orbital (LUMO) of MB. Charges returning from the LUMO level
to the highest occupied molecular orbital (HOMO) of MB
amplify Raman scattering signals. The charge transfer and
interactions among light, Ag/TiO2 nanocomposites, and MB
SERS technique with that reported in recent studies (rGO is reduced

OD Reproducibility Ref.

00 × 10−8 M — 30
00 × 10−8 M — 31
00 × 10−9 M — 32

40 × 10−12 M <10% 33
89 × 10−11 M — This work
02 × 10−14 M 6.62% This work
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Fig. 4 Photocatalytic activity of the Ag/TiO2 SERS substrate in MB degradation monitored by SERS spectra (a), and the mechanism of MB
degradation by the Ag/TiO2 nanostructure under UV 365 nm irradiation (b).
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molecules signicantly enhance SERS signals, enabling detec-
tion of MB at near-picogram levels (10−11 M). Pre-irradiation of
the Ag/TiO2 structure with 365 nm UV light causes surface
oxygen atoms on TiO2 to eject, forming oxygen vacancies, as
previously demonstrated.22,24,34 Using experimental methods
combined with scanning tunnelingmicroscopy, Mezhenny et al.
provided evidence of defect formation in TiO2, attributed to the
collective removal of oxygen induced by UV light.35 This process
generates a transient intermediate energy state (V0 in Fig. 3d)
within the TiO2 electronic structure. Henrich et al. identied
that this V0 state generates energy levels located approximately
0.7 eV below the minimum conduction band edge of TiO2.36

This temporary state facilitates charge transfer from Ag to TiO2,
thereby enhancing the probability and number of charges
Fig. 5 SERS spectra of thiram in the concentration range of 10−4 to 10−9 M
thiram concentration and SERS intensity on a logarithmic scale (b).

4156 | RSC Adv., 2025, 15, 4149–4162
transferred to surrounding MB molecules near the Ag/TiO2

nanostructure.22,37,38 Consequently, this enhancement results in
signicantly boosted SERS signals compared to normal SERS
techniques. However, the ability to maintain the PIERS effect
aer ceasing the irradiation source needs to be assessed, as
oxygen vacancies may be lled by oxygen molecules from the
air. This phenomenon of surface healing has been demon-
strated by the ability of the TiO2 surface to adsorb O2 or H2O
molecules from the air, thereby lling the oxygen vacancies.39

An experiment evaluating the stability of the PIERS effect on the
Ag/TiO2 substrate was performed by collecting SERS spectra at
various time intervals following the pre-irradiation process to
further conrm this surface healing phenomenon on the TiO2

surface. The results are presented in Fig. S7† and the analysis
under normal SERS conditions (a), and the linear relationship between

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 SERS spectra of thiram in the concentration range of 10−4 to 10−11 M under PI-PC SERS technique (a), and the linear relationship between
thiram concentration and SERS intensity on a logarithmic scale (b).
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provided in the ESI† shows that the SERS signal gradually
decreased over time as the SERS was exposed to air, which
indirectly supports the formation of oxygen vacancies on TiO2.

In practical terms, once SERS signals have been collected,
the SERS substrates are typically rendered unusable due to the
accumulation of analyte molecules on their surfaces. Removing
these analytes through conventional methods such as washing
Fig. 7 Comparison of SERS intensity of thiram between normal SERS and
Mechanism of normal SERS of the Ag/TiO2 substrate in thiram detection
TiO2 substrate (d).

© 2025 The Author(s). Published by the Royal Society of Chemistry
or thermal decomposition is nearly impractical due to their
molecular-level adhesion, which directly affects the substrate's
quality. Therefore, reusing SERS substrates to achieve goals
such as cost reduction and sustainability poses signicant
challenges. Apart from successfully exploiting the PIERS effect
in Ag/TiO2 nanostructures as demonstrated earlier, the photo-
catalytic activity of this structure can be further utilized to
PI-PC SERS techniques at concentrations of 10−6 M (a) and 10−9 M (b).
(c) and mechanism of enhanced SERS signal in PI-PC SERS of the Ag/
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Table 2 Compare the performance of thiram detection using the PI-PC SERS technique with that reported in recent studies (ZIF-67 is zeolitic
imidazolate framework-67, Fe3O4 is iron(II,III) oxide, MXene is titanium carbide (Ti3C2) with surface functional groups, AgNs is Ag nanostars, MoS2
is molybdenum disulfide, Ag-NP is Ag nanoparticle)

Substrate Technique LOD Reproducibility Ref.

Ag@ZIF-67 nanocomposite SERS 1.00 × 10−8 M — 42
Fe3O4@Au nanocomposites SERS 7.69 × 10−9 M — 43
MXene/AgNs nanocomposite SERS 1.00 × 10−8 M 2.22% 44
MoS2-NS@Ag-NP
nanocomposite

SERS 4.20 × 10−8 M 45

Ag/TiO2 nanocomposite SERS 2.06 × 10−9 M — This work
Ag/TiO2 nanocomposite PI-PC SERS 1.24 × 10−11 M 7.58% This work
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provide additional advantages for SERS substrates based on Ag/
TiO2. If applying pre-UV irradiation at 365 nm has already
shown effective improvements in the sensing performance for
detecting MB, subsequent UV irradiation at 365 nm could
enable self-regeneration of Ag/TiO2 substrates through photo-
catalytic activity (details described in the Methods section). The
Ag/TiO2 SERS substrate, aer SERS signal collection, is moist-
ened with water and then subjected to UV irradiation at 365 nm
(UV region capable of activating TiO2 photocatalytic effects).
SERS signals from this irradiated substrate are continuously
recorded at different time intervals during the post-irradiation
period, as shown in Fig. 4a. At time point 0 minutes, the SERS
signal of MB at a concentration of 10−5 M before irradiation is
depicted. Subsequent time points (5, 10, 20 minutes, etc.) show
the SERS results of MB aer irradiation. It is evident that the
intensity of MB's characteristic peaks decreases gradually over
the irradiation period, indicating molecular degradation of MB
and consequent weakening of molecular bonds. Aer just 70
minutes of irradiation, MB's characteristic peaks have
completely disappeared (as further observed in Fig. S8†), indi-
cating that MB has been degraded to a level where it no longer
interferes with the SERS signal on the Ag/TiO2 substrate. Fig. 4b
Fig. 8 Photocatalytic activity of the Ag/TiO2 SERS substrate in thiram de
degradation by the Ag/TiO2 nanostructure under UV 365 nm irradiation

4158 | RSC Adv., 2025, 15, 4149–4162
succinctly describes the photocatalytic mechanism of MB
degradation on Ag/TiO2 following UV irradiation at 365 nm.
Electrons excited by the appropriate wavelength in TiO2 nano-
material generate electron–hole pairs, which can react with
water and environmental oxygen to produce hydroxyl radicals
(cOH).40 These radicals possess the capability to directly oxidize
MB molecules, breaking them down into the primary products
of water and CO2.40,41 This explains why the SERS spectra ob-
tained during photocatalysis do not exhibit additional scat-
tering peaks, as CO2 can readily diffuse away from the substrate
surface, and water molecules do not contribute to Raman
signals. Although theMBmolecule contains nitrogen (N), sulfur
(S), and chlorine (Cl), the degradation products may include
these elements, but they are present as monatomic or simple
molecular forms. This also does not interfere with the overall
SERS spectrum. The presence of Ag nanoparticles enhances the
photocatalytic efficiency for MB degradation by facilitating
electron transfer between TiO2 and Ag, thereby minimizing
electron–hole recombination and maximizing the number of
active electron–hole pairs involved in the reaction. These
synergistic interactions within the Ag/TiO2 composite accelerate
MB degradation on the SERS substrate, achieving signicant
gradation monitored by SERS spectra (a), and the mechanism of thiram
(b).

© 2025 The Author(s). Published by the Royal Society of Chemistry
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decomposition within a mere 70 minutes of irradiation. Ulti-
mately, this process yields a fully regenerated Ag/TiO2 SERS
substrate, preserving the original characteristics necessary for
subsequent SERS experiments. We term this advantage as
renewable ability.

Aer surface cleaning via the photocatalytic effect, the
renewable ability of the Ag/TiO2 substrate was evaluated
through its cyclability using the PI-PC SERS technique. This was
tested by detecting MB at a concentration of 10−6 M over ve
cycles, following the PI-PC SERS protocol detailed in section 2.5.
The byproducts of the photocatalytic process, such as water and
CO2, could potentially interfere with the reusability of the Ag/
TiO2 substrate. Therefore, aer the photocatalytic degradation
of MB, the Ag/TiO2 substrate was treated at a temperature of 40 °
C for 2 hours to evaporate water and CO2 generated during the
self-cleaning process. The results are presented in Fig. S9.† The
data show that the SERS signals obtained from MB across the
different cycles are consistent and comparable to those from the
initial use (Fig. S9a and b†). This demonstrates that the PI-PC
SERS protocol exhibits excellent cyclability, with no signicant
decline in sensing performance over multiple cycles.
3.2. Efficacy of PI-PC SERS technique on thiram analyte

The renewable Ag/TiO2 SERS substrate was further assessed for
efficacy using the PI-PC SERS technique to establish its reli-
ability. Another experiment applying the PI-PC SERS technique
was conducted using a different randomly chosen analyte,
thiram pesticide, to evaluate the effectiveness of the PI-PC SERS
technique, in addition to the MB analyte. The Ag/TiO2 substrate,
aer applying the PI-PC SERS technique to MB, was treated on
a heated surface at a temperature of 40 °C for 2 hours to
minimize the byproducts of the photocatalytic process. The PI-
PC SERS procedure for thiram was conducted similarly to the
protocol applied to MB. Initially, the normal SERS signal of
thiram on the rejuvenated Ag/TiO2 substrate was collected for
comparison with PI-PC SERS outcomes. The results of thiram
detection using normal SERS are illustrated in Fig. 5a. Char-
acteristic peaks of thiram are detailed in Table S3 and Fig. S10a
(ESI†). Notably, no interference peaks from MB, the previously
used analyte, were observed, indicating the high effectiveness of
the rejuvenated Ag/TiO2 SERS substrate in terms of renewal and
reuse. The intensities of the characteristic thiram peaks grad-
ually decreased with decreasing concentration, becoming
undetectable at 10−9 M. The linear relationship between thiram
concentration and SERS intensity was analyzed using a loga-
rithmic function across the four characteristic peaks (Fig. 5b
and S10b–d†). SERS spectra of thiram at different concentra-
tions in the range of 10−6 to 10−9 M were also collected to
enhance the accuracy of the linear calibration curve (Fig. S11†).
The results revealed that the 450 cm−1 peak exhibited the
highest linear correlation, with an R2 value of 0.97 over the
linear range from 10−6 to 10−9 M, described by the equation y =
8.17 + 0.80x based on 7 data points (Fig. 5b). Consequently, the
LOD was calculated to be 2.06 × 10−9 M. Thus, despite previous
PI-PC SERS experimentation with MB, the renewable Ag/TiO2
© 2025 The Author(s). Published by the Royal Society of Chemistry
SERS substrate continued to exhibit excellent sensing capabil-
ities for thiram.

The efficacy of normal SERS sensing on the renewable Ag/
TiO2 substrate has been demonstrated to persist for thiram. A
critical inquiry arises regarding the sustained efficacy of the PI-
PC SERS technique on this substrate. The PI-PC SERS experi-
ment commenced with pre-irradiating the Ag/TiO2 substrate
using 365 nm UV light for 30 minutes, followed by the intro-
duction of the thiram onto the substrate and immediate
collection of SERS signals thereaer. The efficacy of thiram
detection using PI-PC SERS is illustrated in Fig. 6. The distinc-
tive peaks of thiram are vividly resolved and sharply dened.
Notably, the SERS signal intensity obtained surpasses that of
normal SERS. At a concentration of 10−6 M (Fig. 7a), the SERS
signal from PI-PC SERS is 1.75 times higher than that from
normal SERS, rising to 8.68 times at 10−9 M (Fig. 7b). While the
characteristic SERS peaks vanish completely at 10−9 M
concentration for normal SERS, those at 450, 570, and
1386 cm−1 persist at 10−10 M concentration for PI-PC SERS. The
450 cm−1 peak exhibits an excellent linear correlation between
concentration and SERS intensity with an R2 value of 0.99
(Fig. 6b and S12†). The linear range spans from 10−8 M to
10−11 M with a linear equation of y = 7.42 + 0.59x, and the
calculated LOD is 1.24 × 10−11 M, two orders of magnitude
superior to that of normal SERS. The reliability of the PI-PC
SERS experiment on the Ag/TiO2 substrate for thiram analysis
is further evaluated through parameters of repeatability and
reproducibility (Fig. S13a and b†). The results demonstrate high
reliability with RSD values for repeatability and reproducibility
of 5.68% and 7.58%, respectively.

Table 2 compares the detection efficiency of thiram on
various SERS substrates using normal SERS and PI-PC SERS
techniques, showing a signicant improvement in sensitivity
with PI-PC SERS, achieving a LOD of 10−11 M. The mechanism
underlying the amplied SERS signal of the PI-PC SERS tech-
nique relative to normal SERS is elucidated in Fig. 7c and d. The
occurrence of oxygen vacancies on the TiO2 surface induced by
UV irradiation generates an intermediate energy level between
the valence and conduction bands of TiO2, thereby enhancing
the probability and number of charge transfer from Ag to TiO2,
subsequently to thiram. This cascade effect culminates in
higher SERS signals from the PI-PC SERS technique.

The renewable and reusable capabilities of the Ag/TiO2 SERS
substrate were further assessed following sensor signal acqui-
sition with thiram. The photocatalytic outcomes under 365 nm
UV irradiation in the presence of water are presented in Fig. 8. It
is apparent that the SERS signal from thiram gradually dimin-
ishes over the duration of post-irradiation. Aer 60 minutes of
irradiation and photocatalytic activity, the Ag/TiO2 SERS
substrate demonstrates cleanliness as the thiram SERS signal
completely vanishes, revealing only the scattering peaks of the
Ag/TiO2 substrate material (Fig. 8a). The photocatalytic degra-
dation mechanism for thiram is elucidated in Fig. 8b, akin to
the degradation pathway observed for MB, driven by the
formation of cOH radicals procient in decomposing adjacent
organic molecules. The resultant products, water and CO2 gas,
facilitate vaporization, thereby facilitating the regeneration of
RSC Adv., 2025, 15, 4149–4162 | 4159
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a pristine Ag/TiO2 substrate, primed for reuse in subsequent
applications. Thus, the PI-PC SERS technique has been rigor-
ously appraised and has exhibited consistent efficacy in thiram
analysis, showcasing both amplied SERS performance via the
PIERS effect and rejuvenation capacity through photocatalytic
mechanisms. The demonstrated feasibility and efficacy across
multiple usage cycles underscore the PI-PC SERS technique
introduced in this study as highly promising for practical
applications.
4. Conclusions

In conclusion, we have demonstrated the PI-PC SERS technique
by harnessing the synergistic interplay between PIERS and
photocatalysis effects on an Ag/TiO2 nanocomposite-based
SERS substrate. By pre-irradiating the Ag/TiO2 substrate with
365 nm UV light to activate its PIERS effect, we achieved
a substantial enhancement in the SERS signal of the analyte
compared to normal SERS, thereby signicantly improving
sensing performance. Subsequently, efficient photocatalytic
decomposition of residual analyte molecules on the Ag/TiO2

substrate under 365 nm UV light further exemplied its capa-
bility to renew and prepare the SERS substrate for other
analytical measurements. The high reliability of this introduced
PI-PC SERS technique was proved through consistent experi-
mental protocols applied to two distinct analytes, MB and
thiram. Our ndings underscore the robust preservation of
both PIERS and photocatalytic functionalities across multiple
reuse cycles, affirming the sustained efficacy of the PI-PC SERS
approach. This innovative integration of cooperative PIERS and
photocatalysis within the PI-PC SERS technique presents
a compelling strategy for designing sensing approach that offer
superior sensitivity while ensuring recyclability, aligning
seamlessly with contemporary imperatives for sustainable
technological development. This study paves the way for further
exploration of PI-PC SERS methodologies across other nano-
composite materials and diverse analytes, promising new
frontiers in analytical techniques and sensor design.
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