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composite from
polyhexamethylene guanidine hydrochloride for
high performance triboelectric nanogenerators
(TENGs)†

Doan T. Tung, a Le T. T. Tam, ab Nguyen T. T. Duong,ab Hoang T. Dung, ab

Ngo T. Dung, a Nguyen A. Duc,c Phan N. Hong,d Nguyen T. Dung,a Phan N. Minh*b

and Le T. Lu *ab

In this study, we report the successful fabrication of a novel antibacterial triboelectric nanogenerator (TENG)

using a polymer composite film based on polyhexamethylene guanidine hydrochloride (PHMG). The

composite materials, with optimised ingredient ratios, consist of PHMG, polyvinyl alcohol (PVA) and

glutaraldehyde (GA) as a crosslinking agent (PHMG-GA-PVA). Utilising 3D printing, these composite

materials were directly deposited on the conductive substrates and used as positive TENG electrodes.

The obtained results show that the TENGs based on PHMG-GA-PVA exhibit high output efficiency,

achieving peak-to-peak open-circuit voltage (Vp–p) and short-circuit current (ISC) values of 664.5 V and

116.8 mA, respectively, at a low operating frequency of 1 Hz with an actuation force of 10 N. The device

retains approximately 98% of its initial output voltage value after 360 000 contact-release cycles.
Introduction

Triboelectric nanogenerators are emerging as innovative devices for
harvesting mechanical energy from various environmental sources
and converting it into electricity. Over the past decade, the devel-
opment of TENGs hasmainly focused on enhancing the conversion
efficiency of the devices through new structural designs and elec-
trodematerials.1–4 To improve TENG performance, it is necessary to
increase the charge density transferred during physical contact, as
both open-circuit voltage and short-circuit current depend on the
surface charge density. This density is predominantly inuenced by
the intrinsic properties of the materials used.5,6

The triboelectric effect is a universal phenomenon observed
in most materials, including metals, wool, wood, and poly-
mers.7,8 Each material exhibits distinct triboelectric properties,
inuenced by its electron exchange capability, primarily deter-
mined by its chemical structure.9–13 Polymers are the most
commonly used materials in TENG electrodes. The functional
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tion (ESI) available. See DOI:
groups present on these polymers play a crucial role in the
contact electrication process.14 Electron-withdrawing groups
(e.g., uorine, chlorine, cyanide, ester, carboxyl and nitro),
generally yield negative triboelectric properties.15 In contrast,
electron-donating groups (e.g. amidogen, amide, hydroxyl and
alkoxy) tend to produce positive triboelectric properties.15 In
addition, some of the electric generation mechanisms in TENG
when contacting different materials such as tribovoltaic nano-
generators (TVNG) and piezoelectric nanogenerator (PENG)
have also been thoroughly explained in the literature.16,17

It has been demonstrated that polymers, such as thermo-
plastic polyurethane (TPU),18,19 polypyrrole (PPy),20,21 poly-
ethylene oxide (PEO),22,23 polybenzimidazole (PBI)24 or polyvinyl
alcohol (PVA)25–27 with high mechanical properties, nitrogen-
containing composition, or easy processability are commonly
used as positive electrodes of TENGs. For example, Xin Jing
et al. created a exible semitransparent dual-electrode hydrogel-
based TENG (DH-TENG) with high output when pairing a TPU
tribopositive layer with a polydimethylsiloxane (PDMS) negative
electrode. The device, achieving voltage of 311.5 V, current of
32.4 mA and a maximum power density of 2.7 W m−2, can
quickly charge capacitors and power small electronic devices.18

PVA, a cost-effective polymer, is also frequently utilised in TENG
application. Sannathammegowda et al. designed an economical
PVA-TENG for mechanical energy harvesting. The uniform PVA
membrane as positive friction electrode combined with a poly-
propylene (PP) negative friction electrode produced an open-
circuit voltage VOC and short-circuit current ISC of 21.62 V and
© 2025 The Author(s). Published by the Royal Society of Chemistry
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1.72 mA, respectively. The device also demonstrated mechanical
durability and electrical stability over more than 5000 success-
ful cycles. Furthermore, it also effectively charged commercial
capacitors, digital clocks, and humidity sensors.28

In the current study, we introduce a novel polymer composite
by combining PVA and polyhexamethylene guanidine hydro-
chloride (PHMG) – a cationic polymer containing amino and
guanidine groups. PHMG not only exhibits high compatibility
with various polymers but also possesses antimicrobial
properties,29–34 expanding its potential applications in medical
and industrial elds.35–40 The rst use of PHMG for TENGs yiel-
ded promising results in triboelectric performance. The prepared
device reveals a high peak-to-peak open-circuit voltage and peak-
to-peak short-circuit current, with values of 664.5 V and 116.8 mA,
respectively, at a low operating frequency of 1 Hz. In addition, the
device exhibits a high durability, retaining appropriately 98% of
its initial output voltage aer 360 000 operational cycles. The
results of this work could pave the way directions for the devel-
opment of advanced renewable energy sources that meet the
growing demand for clean and sustainable energy globally.
Experimental
Materials

Guanidine hydrochloride (GHC, CH5N3HCl 99%), hexam-
ethylene diamine (HMDA, C6H16N2 99%), glutaraldehyde (GA)
solution in H2O (50 wt%) were purchased from Sigma-Aldrich
(Singapore), polyvinyl alcohol 217 (PVA) was ordered from
Kuraray-Poval (Singapore). All chemicals were used as received
without any purication.

Copper adhesive tape with a thickness of 0.036 mm was
ordered from 3 M company. Transparent Fluorinated ethylene
propylene (FEP), with an approximately 0.15 mm thickness was
purchased from Anycubic. White polyethylene terephthalate
glycol (PETG) 3D printing lament is produced by Kingroon.
Preparing for PHMG-GA-PVA printing ink

PHMG was synthesised from GHC and HMDA monomers
according to the following procedure: in a typical process, GHC
Fig. 1 Illustration of the fabrication process for PHMG-GA-PVA TENG e

© 2025 The Author(s). Published by the Royal Society of Chemistry
and HMDA were weighed at molar ratio of 1 : 1 and added in
a three-necked ask. The mixture was heated to 125 °C and
maintained at this temperature for 4 h. The temperature was
then increased to 160 °C and held for additional 4 h, followed by
nal rise to 180 °C for one hour before cooling to 60 °C. At this
temperature, a certain amount of GA was added into the PHMG
solution. The mixture was stirred for 2 h to form PHMG-GA. To
prepare PHMG-GA-PVA composite, PVA is dissolved in double
distilled water at a concentration of 5% by stirring at appropri-
ately 90 °C. The PHMG-GA and PVA solutions were thenmixed at
the different mass ratios of PHMG-GA : PVA of 1 : 1; 4 : 1 and 8 : 1.

Fabrication of TENG electrode

The TENG PHMG-GA-PVA electrode was fabricated using 3D
printingmethod. The PHMG-GA-PVA gel was directly printed onto
10 × 10 cm2 copper adhesive tape. The printing parameters,
including a speed of 20 mm min−1, line width of 0.6 mm, layer
thickness of 0.2 mm and substrate temperature of 80 °C were
determined. The described 3D printing technique employs a dual-
pass method with orthogonal inll patterns. In the initial pass,
the printer deposits material along a predetermined axis, creating
a series of parallel lines. The second pass then applies material in
a direction perpendicular to the rst, resulting in a cross-hatched
internal structure. Aer printing, the electrodes were dried in an
oven at a temperature of 120 °C overnight. The fabrication process
of PHMG-GA-PVA TENG electrode is presented in Fig. 1.

Structure of TENG device

The TENG device consists of three 3D-printed parts made from
PETG lament. The top and bottom components incorporate
PHMG-GA-PVA printed electrodes, which serve as positive fric-
tion electrodes, while the middle component has two symmet-
rical sides mounted on the FEP membrane to act as a negative
friction electrode. Rubber buttons, commonly used in computer
keyboards, were used to separate the electrodes.

Characteristics

FTIR spectra were recorded using a Nicolet 6700 FT-IR spec-
trometer in the wavenumber range of 4000–400 cm−1. A eld
lectrodes.

RSC Adv., 2025, 15, 844–850 | 845
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emission scanning electron microscope (FE-SEM, HITACHI)
equipped with an energy dispersive X-ray spectroscope (EDX)
was used to investigate the morphology and elemental compo-
sition of the TENG electrode.

The open-circuit voltages (OCV or VOC) of the TENG device
were characterised using Lecroy Wave Surfer 424 oscilloscope.
The short-circuit currents (ISC) of the device were amplied by
a low-noise current preamplier SR570 and measured with
a Tektronix DPO4032 oscilloscope.

Mechanical properties were determined by two parameters:
impact strength and bending strength. Impact strength was
measured using ERICHSEN Impact Tester 304 according to ISO
6272-1 standard. Bending strength was performed using the
ELCOMETER 1500 on-axis exural tester according to ASTM-
D522 standard.

The evaluation of the antibacterial efficacy of the PHMG-
containing membrane samples coated on copper substrates
was conducted using the colony method as follows: initially, the
sample (2 cm × 2 cm) was placed on a Petri dish containing
0.4 mL of E. coli (Gram-negative bacteria) or B. subtilis (Gram-
positive bacteria) at a density of ∼108 CFU mL−1 and le in
contact for 1 hour. The sample was then removed and shaken in
20 mL of 0.9% NaCl solution for 2 minutes. The resulting liquid
was diluted 100 times with saline solution. A volume of 100 mL
from this dilution was transferred onto Luria-Bertani agar
plates, which were then placed in a climate-controlled incu-
bator set at 37 °C for 24 hours. The plates were then carefully
examined to identify or count the colonies that had grown on
the agar surface. In addition, the PHMG-coated copper
membrane was also soaked in double distilled water for 15
minutes before performing the antibacterial test to evaluate the
effect of water on the washout of the PHMG membrane.
Results and discussions
Polymer composite material property

Chemical compositions of the materials are characterised using
FTIR analysis. Fig. 2 shows FTIR spectra of PVA, PHMG, PHMG-
GA and PHMG-GA-PVA prepared at the PHMG-GA : PVA ratio of
Fig. 2 FTIR spectra of PVA (a), PHMG (b), PHMG-GA (c), and PHMG-
GA-PVA (at the ratio of 8 : 1) (d).

846 | RSC Adv., 2025, 15, 844–850
8 : 1. The characteristic peaks of pure PVA (a) used in this study
are shown by two strong absorption bands at wavenumbers
1241 cm−1 (C–O–C) and 1087 cm−1 (C–OH), indicating that PVA
retains some acetate groups and –OH groups along the polymer
chain. The infrared (IR) spectrum of PHMG (b) shows bands at
3158 cm−1 and 1464 cm−1, which are assigned to N–H stretch-
ing and bending vibrations of a secondary amine group,
respectively. Two absorption peaks at 2932 cm−1 and 2860 cm−1

are characteristic of symmetric and asymmetric stretching
vibrations of the CH2 group. The peak at 1621 cm−1 is attributed
to the C]N bond. The band at 1353 cm−1 is characteristic of the
C–N bond stretching of the secondary amine group. The
absorption peaks at 3264 cm−1 and 1160 cm−1 are assigned to
O–H stretching and bending vibrations, respectively. The IR
spectrum of the PHMG-GA (c) membrane exhibits a character-
istic absorption peak of GA at 1100 cm−1, which is assigned to
the C]O bond stretching vibration.41 The IR spectrum of the
PHMG-GA/PVA (d) membrane exhibits a characteristic absorp-
tion peak of PVA at 3297 cm−1, which is assigned to the O–H
bond stretching vibration of the hydroxyl group. Additionally,
two peaks at 1253 cm−1 (C–O–C) and 1024 cm−1 (C–OH) char-
acteristic of PVA, are still present, indicating the presence of
PVA in the PHMG-GA-PVA composition.

Fig. 3 shows the SEM, EDX, and EDX mapping images of the
printed polymer electrode composed of PHMG, cross-linking
agent GA, and PVA. The SEM image reveals a relatively
smooth surface with microstructures and layered printing,
reecting the 3D printing process with sequentially stacked
polymer layers. The EDX results identify the presence of
elements within the material, with spectral peaks correspond-
ing to the characteristic elements of PHMG (e.g., carbon, chlo-
rine, nitrogen), GA (e.g., oxygen, carbon), and PVA (e.g., carbon,
oxygen). Quantitative analysis indicates the relative proportions
of these elements, where a higher carbon and oxygen content is
expected due to the polymeric nature of the components. The
EDX mapping analysis provides a detailed view of the distri-
bution of the elements within the sample. The mapping images
show each color representing a different element, highlighting
areas where specic elements are concentrated. For instance,
a uniform distribution of carbon is expected as all components
contain carbon, while oxygen-rich areas correspond to PVA or
GA. Furthermore, the presence of nitrogen indicates regions
rich in PHMG.
Triboelectric properties

To evaluate the triboelectric properties of PHMG, ve TENG
electrode materials, including pure PVA and PVA with varying
PHMG ratios were investigated. Fig. 4 indicates the output
open-circuit voltage of the device under the same applied force.
It can be seen that the pure PVA electrode generates the lowest
voltage, with a positive value of about 181 V and a negative value
of around −79 V, indicating the limited electrical generation
capacity (Fig. 4a). As the PHMG ratio increases, the electrical
performance also improves signicantly. For example, at the
ratio of PHMG-GA/PVA = 1 : 1 (PHMG1-GA-PVA1) the sample
achieves a maximum positive voltage of approximately 215 V
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 (a) Appearance photo, (b) SEM, (c) EDX and (d) EDX mapping of the 3D-printing PHMG-GA-PVA electrode prepared at PHMG-GA : PVA
ratio of 8 : 1.
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View Article Online
and a negative voltage of around −118 V, while it reaches 387 V
(positive) and −137 V (negative) for the ratio of 4 : 1 (PHMG4-
GA-PVA1). These values reach 462 V (positive) and −199 V
(negative) at the ratio of 8 : 1 (PHMG8-GA-PVA1).

Notably, the PHMG-GA sample without PVA achieves the
highest voltages, reaching a maximum positive value of around
494 V and a negative value of approximately −230 V. However,
the absence of PVA signicantly impacts PHMG's lm-forming
ability, making it relatively less durable. PHMG tends to form
discrete clusters and lacks the ability to form cross-links or
stable molecular networks. As a result, during the printing
Fig. 4 (a) Open circuit voltages (VOC) of PVA, PHMG-GA-PVA and PHM
maximum (Vmax), minimum (Vmin ), and peak-to-peak (Vp−p) voltages of

© 2025 The Author(s). Published by the Royal Society of Chemistry
process, the material did not ow evenly and continuously,
leading to uneven or interrupted print lines. The resulting lm
oen has cracks, small holes or uneven surfaces and needs
a long drying time. In the current study, GA serves as a linker to
enhance the structural and mechanical properties of the
material.

Fig. 4b and Table 1 show a trend of OCV values changing
with the mass percentage of PHMG. It is clear that OCV values
increase with the increasing PHMG content. PHMG is a polymer
containing guanide reactive groups (]NH), which can interact
with H+ to form cations (]NH+). These active groups carry
G-GA electrodes prepared at different ratios of PHMG-GA/PVA; (b)
VOC as a function of PHMG content.

RSC Adv., 2025, 15, 844–850 | 847
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Table 1 OCV values of PHMG-GA-PVA samples

Samples Vmax (V) Vmin (V) Vp–p (V)

PVA 181 −79 260
PHMG1-GA-PVA1 215 −118 333
PHMG4-GA-PVA1 387 −137 524
PHMG8-GA-PVA1 462 −199 661
PHMG-GA 494 −230 724
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a positive charge, making PHMG a highly efficient positive tri-
bopolymer. The addition of PVA as a binding agent signicantly
improves lm-forming ability by enhancing intermolecular
interactions, thereby improving exibility and the mechanical
strength of the lms. Table S1† further compares the maximum
generated triboelectric voltage values with other publications
showing the role of the new positive friction material PHMG.

To evaluate the triboelectric properties in more detail,
PHMG8-GA-PVA1 sample was selected. Fig. 5 indicates the
inuence of working frequency on the open circuit voltage
(OCV) and short circuit current (ISC). At low operating
frequencies (1–5 Hz), the voltage (Vp–p) remains around 664 V,
almost unchanged as the operating frequency increase (Table
2). However, the Vp–p value decreases at higher operating
frequencies (10 and 20 Hz). According to the basic theory of
a contact-separation TENG system, we have the equation:42,43

Voc ¼ � Q

S30

�
d1

31
þ d2

32
þ xðtÞ

�
þ sxðtÞ

30
(1)

where Q is the amount of charge transferred (C), and x is the
distance that can be moved between the two friction charge
layers, 30, S and s are the dielectric constant of vacuum, the
working area of the friction electrode and the static charge
density on the friction layer, respectively. Additionally, d1 and d2
are the thicknesses, and 31 and 32 are the relative dielectric
constants of the two friction material layers (PHMG-GA-PVA
and FEP). With two boundary conditions, open circuit voltage
(Q= 0) and short circuit current (V= 0) and by setting do= d1/31
Fig. 5 Voc (a) and Isc (b) values at the different working frequencies of P

848 | RSC Adv., 2025, 15, 844–850
+ d2/32, we can easily obtain the following two corresponding
equations:

Voc ¼ sxðtÞ
30

(2)

Isc ¼ dQsc

dt
¼ Ssd0

½d0 þ xðtÞ�2
dx

dt
¼ Ssd0vðtÞ

½d0 þ xðtÞ�2 (3)

where, v(t) is the impact movement speed between the two
electrode plates of the TENG module.

From eqn (2), it can be seen that the open circuit voltage is
independent of the operating frequency. Therefore, in theory,
VOC should not change with frequency. This is consistent with
the experimental data at low working frequencies (1–5 Hz), as
shown in Table 2. However, the experimental data indicate
a decrease in VOC at frequencies above 10 Hz. At high frequen-
cies, the reduction in VOC values is possible due to the fact that
the impact speed is faster than the recovery time to the initial
state of the electrode.44

In addition, according to eqn (3), it can be seen that the
short-circuit current ISC is expected to increase with the impact
frequency. If the moving speed of the two TENG electrodes is
considered constant, the frequency will be proportional to v(t).
Thus, a higher frequency corresponds to a larger v(t). This
increase in short-circuit current (Isc) with the impact frequency
was observed experimentally, as shown in Fig. 5 and Table 2.
From Table 2, it is evident that the Isc values of the TENG device
utilising the positive electrode material of PHMG8-GA-PVA1 are
relatively high compared to some other reports using PVA
electrode material.28

As a device that converts mechanical movement into elec-
tricity, stability during operation is crucial for practical appli-
cations. In this study, a durability test was conducted at an
impact frequency of 20 Hz and the results shown in Fig. 6a. The
output voltage decreases insignicantly (by only 2%) aer 360
000 working cycles suggesting that the device can maintain
a stable output for an extended period in practical applications.
To demonstrate the applicability of the TENG device utilising
PHMG-GA-PVA electrode, we connected it with LED systems. As
HMG8-GA-PVA1 electrode.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 2 VOC and ISC values of the device utilising PHMG8-GA-PVA1 electrode at the different impact frequencies

Frequency (Hz) Vmax (V) Vmin (V) Vp–p (V) Imax (mA) Imin (mA) Ip–p (mA)

1 467.4 −197.1 664.5 84.0 −32.8 116.8
2 443.1 −225.2 668.3 90.4 −32.8 132.2
3 433.0 −223.1 656.1 98.4 −42.4 140.8
5 462.4 −205.9 668.3 103.2 −47.2 150.4
10 403.5 −208.7 611.2 111.2 −48.8 160.0
20 364.7 −207.3 572.0 119.8 −52.6 172.4
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shown in Fig. 6b, all LEDs were lit under full daylight condi-
tions. Additionally, when measuring impact resistance, a 2 kg
metal ball dropped from a height of 100 cm showed that the
lm did not crack or peel off from the copper substrate
(Fig. S1a†). In the bending strength test (Fig. S1b†), the lm also
did not crack or peel off the copper substrate when bent around
the smallest diameter axis of the Elcometer 1500 device (2 mm).
Therefore, the PHMG8-GA-PVA1 lm can be aimed at applica-
tions for exible wearable devices.

Finally, the antibacterial properties of the PHMG8-GA-PVA1
membrane were evaluated, with the results shown in Fig. S2.†
PHMG, PHMG-GA, and PHMG8-GA-PVA1 all showed good
antibacterial properties, even at a high initial bacterial density
of 108 CFU mL−1. Aer soaking in water for 15 minutes, PHMG
without GA was partially hydrolyzed in water and its antibac-
terial ability was reduced (shown by the appearance of both S.
subtilis (gram +) and E. coli (gram −) colonies on the agar
surface in the Petri dish). However, when the GA crosslinking
agent was present, the membrane exhibited better structural
Fig. 6 Output voltage decline of a 3D printed PHMG-GA-PVA TENG
device after 360 000 working cycles (a) and photos of a TENGmodule
used to power for LEDs (b).

© 2025 The Author(s). Published by the Royal Society of Chemistry
integrity and increased water-resistant. With its strong anti-
bacterial ability, the PHMG8-GA-PVA1 membrane shows great
potential for use in antibacterial facemasks and self-deodorized
smart shoes.
Conclusions

For the rst time, PHMG material-a polymer with strong anti-
bacterial properties, has been successfully utilized in a TENG
device as a positive electrode. The results indicate that the
PHMG content in the positive electrode affects the output of the
TENG device. The presence of amine functional groups of the
PHMG combined with GA as cross-linker and PVA enables the
device to achieve impressive triboelectric performance, with
a peak-to-peak open-circuit voltage of up to 664.5 V and a short-
circuit current of 116.8 mA at a low operating frequency of 1 Hz
when using a PHMG-GA : PVA ratio of 8 : 1. At a higher
frequency of 20 Hz, the device maintains and output of 572 V
and 172 mA under an actuation force of 10 N. Furthermore, the
device retains appropriately 98% of its initial output voltage
aer 360 000 operational cycles, suggesting its potential for
practical applications such as self-powered devices, sensors,
and particularly in antibacterial facemasks and self-deodorized
smart shoes.
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