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An electrospinning deposited cobalt oxide
nanofiber gas sensing device: selective
enhancement as a thermal electronic noset
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Cobalt oxide nanofibers (CosO, NFs) were synthesized using a two-step procedure involving
electrospinning followed by calcination. The microstructural, morphological, and elemental properties of
the nanofibers were characterized using X-ray diffraction (XRD), transmission electron microscopy (TEM),
scanning electron microscopy (SEM), and energy-dispersive spectrometry (EDS). The CozO4 NFs
exhibited high structural integrity, chemical purity, and uniform diameters ranging from 20 to 50 nm.
Thermal treatment at 600 °C for 3 hours transformed the electrospun fibers into elongated nanofibers

composed of interconnected CozO4 nanoparticles. The gas sensing properties of the CozO,4 NFs were
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Accepted 30th April 2025 evaluated for ethanol (C,HsOH) detection over a temperature range of 250 to 450 °C. The sensor
demonstrated a significant response to ethanol, highlighting their potential for gas sensing applications.
DOI: 10.1039/d5ra00873e ’ . . - o
When employed as a thermal electronic nose, the device achieved perfect classification (100% accuracy)

rsc.li/rsc-advances for six tested gases and demonstrated effective concentration estimation, with an average error of 28.6%.
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1. Introduction

Gas sensors have attracted significant attention due to their wide-
ranging applications in industrial emissions control, residential
safety, environmental monitoring, and medical diagnostics.
Among them, metal oxide-based chemoresistor gas sensors, such
as those using indium oxide (In,O3)," tungsten oxide (WO3),> and
cobalt oxide (Co;0,),® have seen substantial advancements. These
sensors are valued for their compact size, low production costs,
portability, reliability, long lifespan, and ease of use.

Spinel cobalt oxide (Coz;0,) is a mixed-valence compound
comprising CoO and Co,0; phases, exhibiting p-type semi-
conducting behavior with high oxygen content. It has been
extensively studied for various applications, including energy
storage,” catalysis,” sensor technology,® and electrochemical
systems.” Coz0, exhibits outstanding catalytic performance,
characterized by high activity, durability, and stability across
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a range of environmentally relevant applications. Additionally,
Co;0, features diverse morphological structures, a high concen-
tration of surface oxygen species, and excellent structural stability,
rendering it a highly effective material for gas sensing applica-
tions. The gas sensing capabilities of Co;0, are well-documented,
with its sensing mechanism primarily relying on surface catalytic
interactions. Recent studies reported that Co;O4-based gas sensors
typically require high operational temperatures, exceeding 200 °C,
to achieve optimal performance due to improved catalytic prop-
erties and high oxygen content.®** Thus in this study, we tested the
sensors in the temperature range from 250 to 450 °C.

Ethanol, a volatile and flammable compound, has a lower
and upper explosion limit of 3.3% and 19% in air, respectively,
posing risks in industrial and domestic environments.'>** Pro-
longed exposure to ethanol vapor can lead to intoxication,
neurological damage, and other health issues. As a result, there
is a growing need for advanced ethanol gas sensor for industrial
safety and everyday applications.

One-dimensional (1D) nanostructures offer significant advan-
tages for gas sensing properties due to their ability to confine
charge carriers transport along a single axis, enhancing charge
mobility and sensitivity. Additionally, hollow nanostructures
adsorption and desorption kinetics, reducing response and
recovery times. For instance, Y. Zhang et al. demonstrated that
electrospun LaFeO; nanotubes exhibited enhanced ethanol
sensing performance with faster response and recovery times."*

Various methods, including thermal evaporation, self-catalytic
growth, hydrothermal synthesis, and electrospinning, have been
employed to produce 1D nanomaterials.® Among these,

RSC Adv, 2025, 15, 15293-15301 | 15293


http://crossmark.crossref.org/dialog/?doi=10.1039/d5ra00873e&domain=pdf&date_stamp=2025-05-09
http://orcid.org/0000-0001-5731-4244
http://orcid.org/0000-0003-0813-1956
http://orcid.org/0000-0002-5221-1323
https://doi.org/10.1039/d5ra00873e
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5ra00873e
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA015019

Open Access Article. Published on 09 May 2025. Downloaded on 1/23/2026 5:56:50 AM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

RSC Advances

electrospinning particularly attractive due to its simplicity and
ability to grow nanomaterials with high length-to-diameter ratios,
promoting efficient electron transport.*®

In this study, Co;0, nanofibers (NFs) were synthesized via
electrospinning and characterized using scanning electron
microscopy (SEM), X-ray diffraction (XRD), transmission elec-
tron microscopy (TEM), and energy-dispersive X-ray spectros-
copy (EDS). The gas-sensing performance of the Co;0, NFs was
evaluated for ethanol detection, demonstrating a strong
response, indicating their potential for gas sensing applica-
tions. The importance of this work is supported by its ability to
accurately discriminate and quantify different gases using
a single Coz;0, nanofiber sensor in a thermal electronic nose
system. This functionality, combined with the relative
simplicity of the electrospinning fabrication process, makes
these Co;0,4 nanofibers promising candidates for the develop-
ment of high-performance ethanol sensors and compact elec-
tronic noses with reliable classification and quantification
capabilities for a wide range of gases.

2. Materials and methods

2.1. Materials

Cobalt nitrate hexahydrate (Co(NO),-6H,0, =98%) and polyvinyl
alcohol (PVA, M,, = 89 000, 99+%) were procured from Sigma-
Aldrich and used as received without further purification.

2.2. Sample preparation and characterization

The Coz;0, nanofibers were synthesized using a multi-step process,
as depicted in Fig. 1. Initially, 1.5 g of polyvinyl alcohol was dis-
solved in 6 ml of deionized water (DI H,O) at 130 °C to prepare
a white solution (solution A), which was then stirred for 4 hours.
Subsequently, 0.5 g of cobalt nitrate hexahydrate (Co(NO3),-6H,0)

PVA
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Fig. 1 Synthesis process of CozO4 nanofibers sensor.
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was added to solution A. The resulting mixture (solution B),
exhibiting a pink-purple color, was stirred for an additional 14
hours at 60 °C. Solution B was then loaded into a syringe which is
at a distance of 13.5 cm to the collector and electrospun for 20
minutes onto silicon substrates with interdigitated platinum elec-
trodes, which were placed on the collector. The pumping speed and
the voltage were applied at 0.3 ul h™! and 20 kV, respectively. The
deposited nanofibers were dried at 60 °C for 3 hours and subse-
quently annealed at 600 °C for 3 hours, with a temperature ramp
rate of 0.5 °C min~". This annealing step aimed to enhance the
stability of the nanofibers and ensure strong adhesion between the
material and the electrodes, resulting in pure Co;O, nanofibers.

The synthesized nanofibers underwent detailed morpho-
logical, structural and compositional characterizations. X-ray
diffraction (XRD) analysis was performed using a Bruker
D5005 diffractometer equipped with CuKal radiation (A =
1.5406 A), operating at 40 kv and 40 mA, to confirm the crystal
structure. High-resolution scanning electron microscopy (SEM)
and transmission electron microscopy (TEM) was respectively
conducted using a Hitachi-S4800 and a JEOL 2100 microscope
at voltage of 5 kv and 200 kV to analyze surface morphology,
while elemental composition was determined via energy-
dispersive spectroscopy (EDS) on the SEM instrument.
Thermal properties were evaluated using thermogravimetric
analysis (TGA) differential thermal analysis (DTA) with a Linseis
TGA 1000 thermal analyzer. The measurements were conducted
under ambient air conditions over a temperature range of 26—
950 °C, with a heating rate of 2 °C min ", to assess the mate-
rial's thermal stability and decomposition behavior.

2.3. Sensor performance evaluation

The gas-sensing performance of the Co;0, nanofiber sensor was
evaluated by continuously monitoring its electrical resistance
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Fig. 2 FESEM images of as-prepared Co(NOs),/PVA composite nanofibers: (A) low magnification and (B) high magnification.

using a Keithley 2602 source meter (Keithley, Solon, OH, USA).
Three sensors were fabricated and tested for reproducibility.
Their response to 500 ppm of ammonia at 350 °C gave a value of
1.68 + 0.12, demonstrating a good reproducibility (Fig. S17).
The sensor was exposed cyclically to ethanol (C,H;O0H) gas
diluted in air at concentrations ranging from 25 to 500 ppm,
ethanol concentrations were precisely controlled using mass
flow controllers (MKS, model GV50A), while maintaining a total
gas flow rate of 400 standard cubic centimeters per minute
(scem).” Sensing experiments were conducted at operating
temperatures of 250, 300, 350, 400, and 450 °C in a custom-
designed measurement chamber. As cobalt oxide is a p-type
metal oxide, the sensor resistance increased upon exposure to
ethanol, a reducing gas. The sensor response (S) was calculated
as the ratio of the resistance in the presence of ethanol (Ry) to
the baseline resistance in air (R,), expressed as S = Ry/R,. In all
calculations, an error of 3 standard deviations was used, cor-
responding to a significance level of 99.7%.

3. Results and discussion

3.1. Nanofiber characterizations

The morphology of the synthesized Co;0, nanostructures was
studied by scanning electron microscopy (SEM). The SEM
images of Co(NOj3),/PVA composite nanofibers, as depicted in
Fig. 2, reveal a nonwoven, spiderweb-like structure with
randomly oriented fibers. These nanofibers exhibited smooth

surfaces and uniform diameters, which were homogeneously
distributed, with an average range of 100-300 nm.

The morphological changes induced by annealing were
analyzed through SEM imaging, as shown in Fig. 3. After
annealing at 600 °C, the Co;O, nanofibers maintained their
spiderweb arrangement, with lengths extending to several tens
of microns (Fig. 3A). The average diameter, however, decreased
to approximately 100-200 nm, attributed to the thermal
decomposition of polyvinyl alcohol and the transformation of
precursor fibers into crystalline Co;O, nanofibers.

The calcination process was further examined using differ-
ential thermal analysis (DTA) and thermal gravimetric analysis
(TGA), with results presented in Fig. 4. The TGA curve revealed
distinct weight loss stages:

e Initial stage (up to 220 °C): a weight loss of ~30%, attrib-
uted to the evaporation of low boiling points components, such
as residual water.®

e Intermediate stage (220-340 °C): a slower weight loss
(~18%), associated with the decomposition of Co(NO;), and
intermolecular cross-linking reactions.***' Concurrently, the
degradation of PVA's side chains and the loss of -OH groups
resulted in the formation of conjugated and non-conjugated
polyenes.**™"

e Final stage (350-470 °C): a substantial weight loss (~40%),
with an endothermic peak at 370 °C, due to carbon oxidation
and the complete decomposition of residual PVA structures.??

Fig. 3 SEM images of annealed CozO4 nanofibers: (A) low magnification and (B) high magnification.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 DTA-TGA curves of the Co(NOs),/PVA composite nanofibers.

The elemental composition of the annealed nanofibers was
examined using energy dispersive spectroscopy (EDS) and
elemental mapping, as illustrated in Fig. 5. The EDS elemental
spectrum confirmed the presence of cobalt (Co) and oxygen (O),
with silicon (Si) originating from the Si/SiO, substrate (Fig. 5B).
Elemental mapping further demonstrated the homogeneous
distribution of Co and O within the nanofibers (Fig. 5C-E).

X-ray diffraction analysis (Fig. 6) identified six distinct peaks
corresponding to the cubic spinel phase of Co;0,, indexed to
crystalline planes (220), (311), (400), (422), (511), and (440)
(JCPDS 042-1467).* The absence of peaks related to impurities
or amorphous phases confirmed the high crystallinity of the
synthesized material.

Transmission electron microscopy provided further insights
into the microstructure of the Co;0, nanofibers (Fig. 7). Low-
magnification TEM images (Fig. 7A) revealed a spiderweb-like
structure with fiber diameters ranging from 20 to 200 nm,
while high-magnification TEM images (Fig. 7B) highlighted the

Fig. 5
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Fig. 6 XRD pattern of the annealed CozO4 NFs.

presence of interconnected nanoparticles (3-10 nm), forming
a porous architecture. These results demonstrate the successful
formation of stable Co;0, nanofibers with a consistent
morphology.

3.2. Gas sensing performance

The gas-sensing properties of the Co;0, nanofibers were eval-
uated for ethanol (C,HsOH) detection across a range of
concentrations (25-500 ppm) and operating temperatures (250-
450 °C). The dynamic resistance of the sensor during cyclic
ethanol exposures is shown in Fig. 8A. After ethanol injection,
the sensor resistance increased rapidly, reflecting the reducing
nature of ethanol. The base resistance in air gradually
decreased with increasing temperature, as expected.

The relationship between sensor response gas and ethanol
concentration at different temperatures is presented in Fig. 8B.
The sensor response increased with ethanol concentration,

(A) SEM image, (B) EDS spectrum and (C—-E) EDS mapping of CozO4 nanofibers.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 TEM micrographs featuring the microstructure of annealed In,O3 polycrystalline nanofibers at varying levels of magnification: (A) lower

magnification view and (B) higher magnification view.
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Fig. 8 Ethanol sensing performance of CozO4 sensors: (A) dynamic
operating temperatures (250-450 °C); (B) sensor response as a fu
temperatures (250-450 °C).

exhibiting a rapid rise at lower concentrations (up to 125 ppm)
before transitioning to a more linear trend, likely due to surface
saturation effects. The optimal operating temperature was
identified as 450 °C, at which the sensor achieved responses of
1.12,1.18, 1.23, 1.25, 1.31 and 1.39 for concentrations of 25, 50,
100, 125, 250, and 500 ppm, respectively.

3.3. Gas sensing mechanism

Co;0,, a p-type semiconductor, operates via hole-dominated
conduction. Upon exposure to ambient air, oxygen molecules
adsorb onto the nanofiber surface, forming O~ and O*~ ions by
sequestering electrons from the material. This increases the
hole concentration and enhances conductivity.

© 2025 The Author(s). Published by the Royal Society of Chemistry

resistance to ethanol concentrations ranging 50-500 ppm at various
nction of ethanol concentration (50-500 ppm) at different working

When ethanol is introduced, it reacts with the adsorbed
oxygen species, releasing trapped electrons back into the
material where they recombine with holes. This reduces holes
concentration, thereby increasing resistance.

The presence of oxygen defects in Co;0, nanofibers plays
a pivotal role in enhancing their gas-sensing capabilities,
particularly for ethanol detection. Oxygen defects act as active
sites for gas adsorption, significantly influencing the sensor's
surface chemistry. When ethanol molecules interact with the
sensor's surface, oxygen defects facilitate the adsorption and
subsequent catalytic oxidation of ethanol. This reaction leads to
a change in surface resistance, which is the primary sensing
mechanism for CozO4-based gas sensors. Specifically, the

RSC Adv, 2025, 15, 15293-15301 | 15297
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Table 1 Comparison of ethanol sensing performance of CozO4 nanomaterials in recent literature
Material Method T (°C) C,H;sOH conc. (ppm) Response Ref. (year)
Co030,-Pt nanorods Hydrothermal 250 100 1.35 23 (2023)
Co30, nanodisks Hydrothermal 175 100 94% 26 (2023)
Au@Co;0, core-shell nanoparticles Wet chemical 250 2 1.7 27 (2022)
Co030,-MoTe, nanocomposite Wet chemical 25 1 10% 28 (2022)
Coz04nanofibers Electrospinning 450 500 1.39 This work
15 i - 5 - using methods such as hydrothermal synthesis and wet chem-
— L 2 .
. ——— ical routes.?*?
2
r
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Fig. 9 Three-dimensional PCA plot of the sensor response values.

oxygen vacancies enhance the material's ability to chemisorb
oxygen molecules from the air, which are then ionized into
reactive oxygen species such as O~ or O, .>*** These species
participate in the redox reactions with ethanol, releasing elec-
trons back into the conduction band, thereby modulating the
sensor's electrical resistance.

Moreover, oxygen defects also impact the electron-hole
recombination process. By trapping free electrons, oxygen
vacancies prolong the lifetime of photogenerated charge
carriers, which is critical for maintaining a high level of sensi-
tivity. This mechanism ensures a more pronounced and stable
change in resistance upon ethanol exposure, improving the
signal-to-noise ratio and the overall performance of the sensor.
Furthermore, the enhanced charge carrier dynamics associated
with oxygen vacancies contribute to a lower operating temper-
ature, reducing energy consumption and making the sensor
more efficient.

To benchmark the performance of the Co;0, nanofibers
sensor, a comparative analysis with recent studies was con-
ducted (Table 1). The results indicate that the Co;0, nanofibers
synthesized via electrospinning exhibit good ethanol sensing,
achieving a response of 1.39 at 500 ppm and 450 °C. This
compares favorably to other Co;O,-based sensors produced

15298 | RSC Adv, 2025, 15, 15293-15301

towards ethanol compared to other tested gases, selectivity
remains one of the limitations of metal oxide-based resistive
sensors.” To address this, such sensors are often integrated
into electronic nose systems, which typically rely on arrays of
sensors based on different materials. However, this approach
complicates miniaturization due to the varying requirements of
the materials. An innovative alternative is to use a single
material at different working temperatures.*® In this study,
response values obtained from the Co;0, nanofiber sensor at
the five different operating temperatures were combined and
analyzed using multivariate statistical techniques.

Fig. 9 shows a principal component analysis (PCA) plot,
showing the first three principal components that together
account for 99.7% of the total variance. Despite the dimensional
reduction, the data points corresponding to different gases are
well-separated, indicating effective discrimination. Moreover,
points for each gas lie along distinct lines rather than clusters,
with points at the top of the graph representing low concen-
trations and points further down indicating higher
concentrations.

The classification of the gases was carried out using linear
discriminant analysis (LDA), with the results summarized in
Table 2.

The analysis achieved perfect classification, with no
misclassifications across 30 measurements, yielding an accu-
racy of 100.0%.

Once individual gases were identified, their concentrations
were estimated using six different support vector regressors
(SVRs), one for each gas. The regression results are shown in

Table 2 Gas classification by linear discriminant analysis. True gas on
columns, predicted on rows

Pred./True C,HsOH CgH;sN CH3COCH; H, H,S NH;

C,H-OH 5
CeHisN 5

CH,COCH, 5

H, 5

H,S 5

NH, 5

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 10 Estimate of the gas concentration as a function of the true gas concentration for the tested gases.

Fig. 10, which compares estimated gas concentrations against
true concentrations.

The data points lie close to the diagonal, indicating strong
quantification performance. The error on the concentration
estimate varies from gas to gas, and is reported in the boxes of
Fig. 10. The electronic nose works relatively well for acetone,
hydrogen sulfide and triethylamine, since it must be considered
that the gas concentration spans many orders of magnitude (if
the electronic nose estimates 2 ppm, there is the certainty that
the true concentration is between 1 and 4 ppm, and not ppb).
With hydrogen, ethanol and ammonia the electronic nose
works very well, with an error ranging from 21.5 to 12.4%. The
ability to accurately distinguish different gases and estimate
their concentration is beyond the normal performance of
a chemoresistive gas sensor, and is only possible with the
thermal electronic nose approach.

4. Conclusions

This study demonstrates the successful synthesis of polycrystalline
Co30, nanofibers through a two-step process involving electro-
spinning and thermal annealing. The resulting nanofibers show
porous structures composed of interconnected nanoparticles with
diameters ranging from 3 to 10 nm. The Co;0, nanofibers were
evaluated as resistive sensors for ethanol detection. The sensor
achieved a notable response of 1.39 when exposed to 500 ppm of
ethanol at an optimal working temperature of 450 °C. Thanks to
the thermal electronic nose approach and the use of algorithms
such as LDA and SVM, the sensor achieves performances
unmatched by a simple chemical gas sensor: perfect classification

© 2025 The Author(s). Published by the Royal Society of Chemistry

(100% accuracy) for all tested gases and good concentration esti-
mation, with an average error of 28.6%. Particularly strong
performance was observed for ethanol and ammonia, with errors
of 15.5 and 12.4%, respectively. These results demonstrate that
electrospun polycrystalline Co;O, nanofibers are promising
candidates for the development of high-performance ethanol
sensors and compact electronic noses, offering reliable classifi-
cation and quantification capabilities across a wide range of gases.
In addition to reducing the working temperature to lower power
consumption, improving gas response—especially for breath
diagnostics (challenging due to bio-interferents)—is essential for
enhancing road safety.
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