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ule derived porous carbon
materials through the in situ ZIF-8 activation
strategy†

Minyu Li, *b Yifan Zhou,ab Lingling Linb and Wenmu Li *c

The utilization of harsh chemicals is obligatory during the preparation of biomass-derived carbon materials.

ZIF-8 serves as a zinc-based metal–organic framework (MOF), in which the internal zinc ions (Zn2+) are

reduced to metallic Zn during high-temperature pyrolysis, which then evaporates and etches the carbon

skeleton, significantly increasing the specific surface area and porosity of the material. In the current

work, the ZIF-8 and the legume root nodules were used as an activator and biomass precursors to

develop a more atom-economical and eco-friendly strategy for the preparation of porous carbon

materials. The roles the ZIF-8 and the species of legume root nodules play in the structure and

performance of the final carbon materials were well explored and discussed. The specific surface area of

our optimal carbon RW@Z8(5) is up to 1459.27 m2 g−1. The catalyst RW@Z8(5) was employed in fuel cells

for the oxygen reduction reaction (ORR) and demonstrated a half-wave potential (E1/2) of 0.720 V (vs. RHE)

in 0.1 M HClO4, which is only 88 mV lower than that of the Pt/C catalyst. Our results prove the possibility of

the metal–organic framework (MOF) activation strategy for the development of biomass-derived porous

carbon materials.
Introduction

Biomass is regarded as an ideal precursor for the preparation of
multifunctional carbon materials owing to its environmentally
friendly renewability and unique chemical composition.1–3 Its
primary components are carbohydrates, which can form
a porous structure during the pyrolysis process by self-doping
with heteroatoms like Fe, N, and Mo. This offers a natural
advantage for the targeted design of functional carbon
materials.4–6 Controlling the pyrolysis and activation processes
enables biomass-derived carbon materials to precisely form
hierarchical pore structures (micro/meso/macropores in
synergy),7,8 which endow them with excellent electrical
conductivity, high specic surface area, and outstanding cycling
stability. These characteristics render them highly promising
for applications in various elds, such as CO2 adsorption (with
CO2 uptake as high as 5 mmol g−1), lithium-sulfur battery
separators (with suppression of polysulde shuttle effect), and
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fuel cell catalysts (with enhanced electrochemical activity).9–13

However, the chemical heterogeneity of biomass precursors
makes the carbonization process difficult to control precisely.
The transformation of renewable biomass into innovative
carbon-based materials and the control of their functionality
remain a signicant challenge.14,15

To convert biomass into high-quality porous carbon mate-
rials, many methods have been developed, such as hydro-
thermal carbonization, chemical activation, hard and so
templates, and so on.16,17 Among them, the chemical activation
method can effectively increase the number of micropores and
mesopores of biomass carbon material to improve the trans-
mission efficiency. It can also control the porosity of carbon
materials and obtain porous carbon materials with uniform
pore size.16 Many harsh chemicals, like KOH, H3PO4, ZnCl2, and
others, are frequently utilized in chemical activation
techniques.18–20 Different activators have slight differences in
activation mechanisms. KOH operates as an oxidizing agent,
while H3PO4 and ZnCl2 primarily carry out dehydration
processes.21 The chemical activators increase the degree of
surface defects, porosity, and specic surface area of carbon
materials through a series of integrated and synergistic effects.
These effects include the distortion of the carbon lattice to
create a microporous structure, the insertion of metal into
carbon layer, and the creation of multilevel pore structures by
etching the carbon skeleton.22 The usage of KOH serves as an
oxidizing agent, converting carbon into carbonate. This method
leads to the production of pores in the carbon framework due to
RSC Adv., 2025, 15, 16267–16275 | 16267
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etching, promoting the development of microporous struc-
tures.23 H3PO4 reacts primarily with carbon fragments,
removing oxygen and forming vacancies, which leads to non-
homogeneous pore size. In contrast, ZnCl2 produces
a uniform pore size due to its hydrate or small molecular
size.24,25 Additionally, the solvation effect of ZnCl2 promotes the
breaking of lateral bonds in cellulose molecules, etching the
carbon material to form abundant inter- and intra-pore
spaces.26,27 Thus, ZnCl2 facilitates the formation of a uniform
mesoporous structure compared to other activators.28 However,
chemical activation has several drawbacks, such as the need for
a high acid cleaning process and the extreme corrosiveness of
commonly used agents like H3PO4 and KOH, which are non-
recyclable.2,14,28,29 Thus, the use of harsh chemicals as pore-
opening agents conicts with the goals of eco-friendliness and
atom-economy. Meanwhile, chemical activation converts the
biomass into a porous carbon material, where the structure is
a combination of amorphous and crystalline carbon.17 Amor-
phous carbon exhibits a wide range of surface functional groups
and high specic surface area, which can provide abundant
loading sites for the catalyst and make the catalyst particles
dispersed uniformly.30 However, the electrical conductivity as
well as the chemical stability of the carbon material with a high
degree of disorder will be inferior to that of highly crystalline
graphitic carbon.31 Thus, the overall catalytic performance can
be further enhanced by optimizing the ratio of crystalline and
amorphous graphitic carbon in porous carbon materials.

In recent years, the zeolite imidazolate framework (ZIF-8) has
been recognized as a novel porous material.32,33 Besides its
applications in gas separation, energy storage, and sensing, ZIF-
8 is also used in catalysis as an efficient support for metal
atoms.34 This is owing to its tunable particle size, large surface
area, microporosity, remarkable heat stability, and distinctive
spatial organization.35,36 When calcined at around 900 °C, the
zinc ions (Zn2+) in ZIF-8 was reduced tometallic zinc (Zn), which
then etched the carbon material through evaporation.37–39

Meanwhile, the structure of the regular dodecahedron of ZIF-8
is retained intact, which increases the ratio of graphitization of
the porous carbon material.35,40 Thus, using ZIF-8 as a pore-
opening method to activate biomass-derived carbon materials
is more economical and ecologically friendly compared to
traditional harsh chemicals.

In recent years, the application of biomass-derived porous
carbon materials in proton exchange membrane fuel cells
(PEMFCs) has shown great potential, especially in replacing
precious metal catalysts (PMCs) for oxygen reduction reaction
(ORR).41–44 For instance, Wang et al. synthesized N-, P-, and Fe tri-
doped nanoporous carbon from corn husk, achieving superior
ORR activity, enhanced stability, and strongermethanol tolerance
compared to commercial Pt/C in 0.1 M KOH.45 Zhou et al.
prepared porous carbon materials with graphene-like nanosheet
structures by KOH activation of biomass eggplant, exhibiting
ORR performance comparable to Pt/C in alkaline media.46 Liu
et al. employed ZnCl2 activation and subsequent H2SO4 washing
to produce carbon-based catalysts from soybean biomass, with
onset and half-wave potentials nearly matching those of Pt/C.29

Overall, biomass-derived carbon materials can rival noble metal
16268 | RSC Adv., 2025, 15, 16267–16275
catalysts in alkaline media; however, their performance remains
signicantly limited under the acidic conditions required for
practical PEMFC operation.37,47 Our previous work demonstrated
that highly efficient ORR catalysts could be prepared by ZnCl2
activation of legume root nodules. However, this strategy relies on
acid washing to remove residual metal ions and oxides in the
pores, a process that not only reduces active site density but also
poses environmental contamination risks.48 The legume root
nodules, which contain atomically dispersed metal sites Fe and
Mo coordinated through elements N and S,48–51 are inherent
multi-metal catalytical biomass precursors. In the current work,
the ZIF-8 was grown in situ on the pre-carbonized legume root
nodules and used as an activator to replace the harsh chemicals
for the preparation of biomass-derived porous carbon materials.
In addition, the catalytic activity of the prepared catalysts in the
oxidative raw reaction (ORR) was thoroughly investigated. Our
results prove the possibility of the metal–organic framework
materials activation strategy for the development of biomass-
derived carbon materials.
Experiment
Materials

Zn(NO3)2$6H2O (99%), methanol (99%), and 2-methylimidazole
(98%), were purchased from Sinopharm Chemical Reagent Co.,
Ltd. Legume root nodules were obtained from different areas.
All chemicals and materials were used without further
purication.
Catalysts preparation

Four legume root nodules with high nitrogen content were
selected for the experiment: White lentil, Soybean, Lentil, and
Knife Beans (named W, S, L, and K, respectively). The rhizomes
were washed with ultrapure water to remove the outer skin and
impurities, followed by drying at 120 °C for 10 hours. Subse-
quently, the dried rhizomes were carbonized at 350 °C for 2 hours
under an argon ow to achieve complete carbonization. Aer-
ward, the carbonized rhizomes were subjected to ball milling to
obtain the black carbon powder RN350 (N]W, S, L, and K).

2.271 g of zinc nitrate hexahydrate and 166 mg of RW350
(nodular carbonation) were dissolved in 75 mL of methanol
using the hydrothermal synthesis process. The mixture was
then heated and stirred at 60 °C to ensure uniform distribution.
There were 2.683 g of 2-methylimidazole in the other 75 mL
methanol solution. The two solutions were combined and
heated and stirred at 60 °C for 40 hours. Through the centri-
fugation process and wash the precipitate with ethanol, fol-
lowed by vacuum drying for 12 hours at 60 °C degrees state. The
resulting RW@ZIF-8(5) blend, with a mass ratio of RW350 to
ZIF-8 of 1 : 5, was then prepared by ne grinding. Finally, the
blend was pyrolyzed for two hours at temperatures between 800
and 1100 °C while being heated at a rate of 5 °C per minute
using an argon ow. The black powder was ground to obtain
RW@Z8(5)-T (where T represents 800, 900, 1000, and 1100 °C).

For comparison, RW-1000, RW@Z8(1), RW@Z8(2), and
RW@Z8(10) represent the direct pyrolysis of RW350 powder for
© 2025 The Author(s). Published by the Royal Society of Chemistry
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2 h under an Ar atmosphere at 1000 °C and the mass ratios of
RW350 and ZIF-8 of 1 : 1, 1 : 2, and 1 : 10 at 1000 °C under Ar
atmosphere, respectively. The catalysts were prepared by
pyrolysis for 2 h. Additionally, three more catalysts were
synthesized using rhizobia from three different legumes as
precursors, in combination with ZIF-8, to investigate the effect
of various legumes on ORR. The obtained catalysts are denoted
as RS@Z8(5), RL@Z8(5), and RK@Z8(5), respectively, and the
preparation method is the same as RW@Z8(5).

Characterization

The micro-morphology of the catalysts was investigated by
eld emission scanning electron microscopy (FESEM)
(SU8010) and eld emission transmission electron micros-
copy (FETEM) (Tecnai G2 F20 S-TWIN). A MiniFlex-II diffrac-
tometer (Rigaku, Japan) was used to perform powder X-ray
diffraction (XRD) patterns. Use of Raman spectra (Renishaw
2000) for testing the graphitization of catalysts. The specic
surface area and pore size distribution of samples were
examined using the Brunauer–Emmett–Teller (BET, Micro-
meritics) technique. A device called an ESCALAB 250Xi was
used to perform X-ray photoelectron spectroscopy (XPS)
observations. A Vario EL Cube was used to collect measure-
ments for elemental analysis (EA). Using inductively coupled
plasma emission spectrometry (ICP, Ultima-2) to identify trace
elements in samples.

Electrochemical measurements

The rotating disk electrode (RDE) and rotating ring disk elec-
trode (RRDE) were used as the working electrodes, graphite as
the counter electrode, and KCl-saturated Ag/AgCl as the
Fig. 1 Schematic of the procedure of fabrication of RN@Z8(x) from bio

© 2025 The Author(s). Published by the Royal Society of Chemistry
reference electrode. These electrodes were linked to the CHI-
760E electrochemical workstation to perform electrochemical
tests in a three-electrode system. The conversion of electro-
chemically measured potentials to reversible hydrogen elec-
trodes (RHE) using the Nernst equation:

ERHE = EAg/AgCl + 0.059 pH + 0.197 V (1)

The catalyst powder (4 mg), Naon (30 mL, 5 wt%) solution,
deionized water (416 mL), and isopropanol (550 mL) were mixed
and sonicated for 1 hour to form an ink. Then, 10 mL of the ink
was loaded onto the glassy carbon electrode to obtain a loading
of 200 mg cm−2 and dried naturally at room temperature.

The cyclic voltammetry (CV) and linear scanning voltam-
metry (LSV) in O2-saturated 0.1 M HClO4 solution at a scanning
rate of 10 mV s−1 to study the electrochemical properties of
catalysts. The LSV curve was obtained by subtracting the
nitrogen background. The K–L equation was used to compute
the electrochemical catalytic route from LSV data that RDE had
recorded at various speeds. Four-electron selectivity and
peroxide yield were obtained at 0.6 V (vs. HER) using the RRDE.
Catalyst durability and methanol tolerance tests were per-
formed using the i–t chronoamperometry approach.
Results and discussion

The process for synthesizing RN@Z8(x) porous catalysts from
biomass legume root nodules is shown in Fig. 1. The x in
RN@Z8(x) represents the initial weight ratio of ZIF-8 to the root
nodules. The N stands for legume root nodules of the White
lentil (W), Soybean (S), Lentil (L), and Knife bean (K). Most of
mass legume root nodules.

RSC Adv., 2025, 15, 16267–16275 | 16269
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Fig. 2 (a) SEM (b) TEM (c) HRTEM, and (d) SAED images of RW@Z8(5). (e) HAADF-STEM image of RW@Z8(5). The corresponding elemental
mapping images of (f) C, (g) N, (h) O, (i) S, and (j) Fe. (The content of S and Mo atoms in root nodules is very small, and it is difficult to distinguish
between S and Mo elements by EDS mapping; therefore, we do not show the mapping images of Mo elements in figure).
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our RN@Z8(x) catalysts were synthesized under 1000 °C heat
treatment, unless otherwise specied.

Fig. 2a–c show typical SEM, TEM, and HRTEM images of
RW@Z8(5). The large number of characteristic dodecahedral
structures in ZIF-8, anchoring on or embedding in the legume
root nodules before and aer calcination, was clearly observed.
The zinc in ZIF-8 evaporates and etches the root nodules during
high-temperature treatment. It thus acts as a pore-forming
agent. Numerous nanoscale pores contained in the disordered
carbon layer are seen in the photos, indicating that ZIF-8 added
to the legume root nodules greatly increases the carbon mate-
rial's porosity and electrical conductivity, improving the cata-
lyst's performance (RW@Z8(5)). The selected-area electron
diffraction (SAED) pattern (Fig. 2d) distinctly reveals two
diffraction rings representing the (100) and (110) crystallo-
graphic planes of graphite. The HAADF-STEM was applied to
explicate the element composition of RW@Z8(5). Fig. 2f–j
displays the matching EDS mapping image for the elements
C, N, O, S, and Fe. In particular, trace amounts of S and Mo
atoms are difficult to discern using EDS mapping analysis. The
EDS mapping of Mo elements is not shown here. The SEM
16270 | RSC Adv., 2025, 15, 16267–16275
images of three other catalysts RN@Z8(5) (N]S, L, and K) ob-
tained from different types of legume root nodules are shown in
Fig. S1.† No signicant structural discrepancy was observed,
indicating that the different types of legume root nodules do not
signicantly affect the spatial structure of the catalysts.

XRD was used to investigate the crystal structure of the
produced samples. As illustrated in Fig. 3a, all RW@Z8(x)
catalysts exhibit two separate wide diffraction peaks at 23.7°
and 42.7°, which represent the graphite peaks of the (002) and
(100) crystal planes, respectively. However, the RW-1000 cata-
lyst's diffraction peak is at about 22.1°, which differs from that
of the RW@Z8(x) catalyst, exhibiting a poorly graphitized (002)
crystal surface. This suggests that the incorporation of ZIF-8
increases the graphitization of carbon in RW@Z8(5).3,45 Due to
the low concentrations of Fe, Mo, and S, or their incorporation
into a disordered carbon framework, no distinct diffraction
peaks for these elements are observed. To investigate the effect
of temperature on graphitization, catalysts derived from white
lentils (W) were prepared at various temperatures (Fig. S5(a)†).
As a result, we found a slight deviation in the position of the
characteristic peaks of the (002) crystal surface of the catalyst,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 (a) XRD pattern of RX@Z8(x), (b) Raman spectra with the corresponding ID/IG values, (c) N2 adsorption–desorption isotherms, (d) cor-
responding pore size distributions.
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which indicates that the degree of graphitization of the catalyst
is affected by the temperature.

The catalysts were characterized by Raman spectroscopy for
structural defects and graphitization structure. Carbon mate-
rials exhibit a D-band at 1343 cm−1, which is a distinctive
feature of their disordered structure, and a G-band at
1590 cm−1, corresponding to the sp2 hybridized graphitic
structure. The degree of graphitization and defects in carbon
materials are evaluated using the D-band/G-band intensity ratio
(ID/IG). The ID/IG values of RW@Z8(x), as displayed in Fig. 3b,
fall between 1.028 and 1.068, and they are strongly correlated
with ZIF-8 loading. These results suggest that the degree of
carbon skeleton defects increases with ZIF-8 loading, likely due
to the etching of the carbon skeleton by ZIF-8, which facilitates
the creation of more defects through in situ self-doping of
heteroatoms. However, theID/IG value decreases at higher
loading due to a reduced concentration of heteroatoms. ZIF-8
etching of carbon material disrupts its regular structure,
exposing more crystal edges with unique atomic coordination
and electronic structure, which can provide active sites for
reactions. Etching can not only create defects such as vacancies
and dislocations, but also change the electron density distri-
bution. Fig. S5(d)† shows the Raman test of catalysts prepared
from different root nodules at the same temperature. As all root
nodules are derived from beans, the carbon materials show
a similar degree of graphitization during high-temperature
pyrolysis. Among the root nodules of various beans, it is
evident that RW@Z8(5) has the greatest ID/IG value. Our results
© 2025 The Author(s). Published by the Royal Society of Chemistry
indicated that the rhizobacteria do not affect the graphitization
degree of the catalysts.

The catalysts' specic surface area was investigated using the
Brunauer–Emmett–Teller (BET) method (Fig. 3c), and the cor-
responding pore size distribution was ascertained using the
Barrett–Joyner–Halenda (BJH) approach (Fig. 3d). Table S1†
summarizes the data on specic surface area, microporous/
mesoporous area, average pore size values, and other relevant
properties of catalysts produced with various ZIF-8 loadings.
The mesopores of RW@Z8(x) increase with ZIF-8 loading, and
their type-H4 hysteresis loop becomes more pronounced. The
number of mesopores of RW@Z8(x) increases with the
increasing loading of the activator ZIF-8, and their type-H4
hysteresis line is more obvious. The sample displays a typical
type IV adsorption isotherm with a noticeable type-H4 hyster-
esis loop when the relative pressure p/po is between 0.45 and 1.
According to adsorption isotherm theories, this phenomenon
strongly suggests the presence of mesoporous structures in the
prepared catalysts. The BET specic surface area of RW@Z8(x)
ranged from 292.07 to 1459.27 m2 g−1, signicantly larger than
that of RW-1000 (109.74m2 g−1), indicating that the inclusion of
ZIF-8 promotes the formation of micro/mesopores and is
strongly correlated with its loading. Fig. S7–S8† displays the
pore size distributions and N2 adsorption–desorption
isotherms of RW@Z8(5) at various pyrolysis temperatures (800–
1100 °C) and RN@Z8(5) from various root nodules (W, S, L, and
K). Table S2–S3† displays the catalysts' specic surface areas
and pore characteristics. Following the same procedure, the
RSC Adv., 2025, 15, 16267–16275 | 16271
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RN@Z8(5) produced from several bean rhizomes showed
comparable pore size distribution.

The elemental composition and surface chemical bonding
were investigated using XPS. From the full XPS spectrum of
Fig. 4b, it was observed that the catalyst RW-1000, which was
not activated by ZIF-8, contained elements such as C, N, S, Br,
and Ca. This shows that bean rhizomes may be made up of
protein, cellulose, and trace amounts of inorganic minerals.
High-resolution XPS spectra of RW-1000 revealed the details
of N, S, Mo, and Fe elements (Fig. 4 and S9†), suggesting that
leguminous rhizomes are promising precursors rich in hetero-
atoms. It can be observed through the high-resolution N1s XPS
spectra of Fig. 4a that elemental N exhibits four different
nitrogen species, namely pyridinic-N (398.4± 0.1 eV), pyrrolic-N
(399.5 ± 0.2 eV), graphitic-N (401.1 ± 0.2 eV), and oxidized-N
(402.7 ± 0.4 eV). XPS analysis was conducted on catalysts
prepared with different ZIF-8 loadings, at different tempera-
tures, and various bean species, as shown in Fig. S9–S14.†High-
resolution XPS spectroscopy was used to show that self-
doped N, S, Mo, and Fe were present inside the carbon matrix.
The elemental composition in the made samples was measured
by integrating the peak regions of each element's high-
resolution spectra (Tables S4–S6†). Analyzing the elemental
composition and electronic makeup of S, Mo, and Fe in
RW@Z8(5) produced at various temperatures. As shown in
Table S3,† the N content gradually decreased with increasing
pyrolysis temperature. Furthermore, because of their distinct
electrical structures and molecular congurations, graphitic-N
and pyridinic-N are both acknowledged as catalytically active
Fig. 4 (a) High-resolution N1s spectra of RW-1000 and RW@Z8(5). (b) Th
the four different species of N in the above catalysts. (d) High-resolution S
spectra.
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locations for redox reactions. As shown in Table S4,† the elec-
trocatalysts synthesized at 1000 °C did not exhibit the highest N
content. However, the relative content of pyridinic-N and
graphitic-N was higher than that of catalysts prepared at lower
pyrolysis temperatures. The concentration of pyridine-N and
graphite-N decreases as ZIF-8 loading increases, according to
a comparison of nitrogen in the RW@Z8(x) with variable ZIF-8
loading. Moreover, the heteroatom content in RW@Z8(5) is
higher than that in RN@Z8(5) catalysts derived from various
bean sources. In agreement with the XPS ndings, elemental
analysis (EA) and inductively coupled plasma (ICP) emission
spectrometry (Tables S7–S9†) corroborated the contents of C,
H, N, S, Fe, and Mo in the RW@Z8(x) catalysts. The inuence of
minor quantities of Br, Si, and Ca in precursor RN350 is insig-
nicant since they are relatively inactive.

The activator loading and pyrolysis temperature are the
primary factors inuencing the ORR catalytic activity of
biomass-derived catalysts. The cyclic voltammetry (CV) was
used to evaluate the inuence of activator loading and pyrolysis
temperature on the electrochemical properties of the catalyst
(Fig. 5a and S15a†). The catalyst RW@Z8(5), with a ve-fold
weight loading of ZIF-8 to RW350 pyrolyzed at 1000 °C,
demonstrated superior oxygen reduction performance (cathode
oxygen reduction peak potential: 0.745 V vs. RHE) among all
RW@Z8(x) catalysts pyrolyzed within the temperature range of
800–1100 °C. This clearly demonstrated that ve times the
weight loading of the ZIF-8 and the heat-treated temperature
around 1000 °C are the optimal conditions in our catalyst
preparation procedure. The main reason is likely due to the fact
e full XPS spectra of RW@Z8(5) and RW-1000. (c) The atomic ratios of
2p spectra. (e) High-resolutionMo 3d spectra. (f) High-resolution Fe 2p

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 (a) CV curves of RW-1000, RW@Z8(x) (x= 1,2,5, and 10), and Pt/
C in O2 or N2-saturated 0.1 M HClO4 solution at a scanning rate of
10 mV s−1. (b) Corresponding LSV curves in O2-saturated 0.1 M HClO4

solution at a scan rate of 10 mV s−1 and a rotation speed of 1600 rpm.
(c) LSV curves of RW@Z8(5) at a different rotation speed from 225 to
2025 rpm, and the inset shows the K–L plots in the potential range of
0.1 to 0.6 V. (d) Peroxide yield (%) and electron transfer number (n) of
RW@Z8(5) and Pt/C in O2-saturated 0.1 M HClO4 solution at different
potentials, which were calculated by the corresponding RRDE dates.

Fig. 6 (a) LSV curves of RW@Z8(5) and Pt/C in O2-saturated 0.1 M
HClO4 solution at a rotation speed of 1600 rpm with/without 1 M
methanol; (b) LSV curves of RW@Z8(5) and Pt/C before and after 30
000 s durability measurement in O2-saturated 0.1 M HClO4 solution at
a rotation speed of 1600 rpm; (c) chronoamperometric responses of
RW@Z8(5) and Pt/C at 0.6 V in O2-saturated 0.1 M HClO4 solution at
a rotating rate of 1600 rpm with 1 M methanol added at 300 s; (d)
Current–time (i–t) durability measurement for RW@Z8(5) and Pt/C at
0.6 V in O2-saturated 0.1 M HClO4 solution with slight bubbling at
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that the Zn in ZIF-8 starts to evaporate around 900 °C,39,52 which
promotes the formation of more cavities and an increased
specic surface area. However, the higher pyrolysis tempera-
tures may further anneal the carbon material, causing the pores
to collapse and reducing the catalyst's ORR catalytic efficiency.
The attempt to verify the role of the nodules from different bean
roots and produced places is also tried. The ORR performance
of the RW-derived catalyst exhibited the highest activity among
catalysts derived from different bean roots, including White
lentil (W), Soybean (S), Lentil (L), and Knife bean (K).

We employed the rotating disk electrode (RDE) method to
test the catalyst RW@Z8(5) using linear scanning voltammetry
(LSV) in order to further examine its electrocatalytic perfor-
mance, as shown in Fig. 5b. The maximum half-wave potential
(E1/2) of the catalyst RW@Z8(5) was 0.720 V (vs. RHE) and the
limiting diffusion current density (JL) was 5.08 mA cm−2 at
0.1 M HClO4 and at 1600 rpm. Based on the data, we estimated
the Tafel slope (Fig. S17†), which reveals that the catalyst
RW@Z8(5) has the lowest Tafel slope of 52.59 mV/dec across
RN@Z8(x)-T catalysts. The other catalysts made as depicted in
Fig. S15–S19† underwent testing for the same electrochemical
characteristics. RW@Z8(5) has the lowest.

Fig. 5c shows the LSV curves of RW@Z8(5) from 225 to
2025 rpm. As the rotating speed increases, so does JL while the
diffusion distance decreases. The average electron transfer
number was calculated to be 3.9 using the K–L equation,
showing that the reaction follows a highly selective four-
electron transfer comparable to that of the Pt/C catalyst. The
rotating ring disk electrode (RRDE) tests in 0.1 M HClO4 at
1600 rpm and a ring potential of 1.2 V were used to further
© 2025 The Author(s). Published by the Royal Society of Chemistry
assess the ORR catalytic pathway. Over a broad voltage range,
the average electron transfer number of RW@Z8(5) was 3.9, and
the perovskite yield ranged from 5.0% to 6.45%. The electron
transfer number is comparable to that of Pt/C and matches the
value derived from the K–L curve.

In the performance evaluation of fuel cell catalysts, besides
electrochemical activity, methanol tolerance and catalyst dura-
bility are also crucial parameters. In order to assess the meth-
anol tolerance of RW@Z8(5) and Pt/C, i–t chronoamperometric
measurements were performed in O2-saturated 0.1 M HClO4 at
1600 rpm and a constant voltage of 0.6 V, as shown in Fig. 6c. In
acidic conditions, the RW@Z8(5) catalyst shows negligible
change in current before and aer the injection of 1 M meth-
anol, while Pt/C experiences a signicant current decay aer
methanol addition. This demonstrates that RW@Z8(5) exhibits
superior methanol resistance compared to Pt/C catalysts under
acidic conditions. This is mostly because the electrochemical
process oxidizes methanol on the Pt surface, competing with
the original ORR. By adhering to the Pt surface and creating
a link that takes up several active sites, the CO generated by
methanol oxidation lowers catalytic activity. The same test
parameters were used to perform i-t chronoamperometric tests
to evaluate the durability of RW@Z8(5) and Pt/C in 30 000 s, as
shown in Fig. 6b. The RW@Z8(5) and Pt/C retained 79.22% and
51.05% of their original current density. The RW@Z8(5) and
Pt/C showed a general 79.22% and 51.05% durability of the
original current density, respectively. These results also show
that RW@Z8(5) in acidic environments has better long-term
stability compared to commercially available Pt/C.
a rotating rate of 1600 rpm.
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Conclusions

In summary, an eco-friendly and atom-economical strategy has
been developed to synthesize the highly efficient ORR catalysts
using ZIF-8 as an activator and the legume root nodules as the
precursor. The porous carbon materials doped with bimetal
(Mo, Fe) and heteroatoms (N, S) were obtained by this strategy.
The highest specic surface area of these catalysts reaches
1459.27 m2 g−1. The half-wave potential of the optimal catalyst
was only just 88 mV behind the commercially available Pt/C
catalyst. Our data indicate that the ORR performance of the
nal catalysts is mainly inuenced by the loading of ZIF-8, heat
treatment temperature, Fe/Mo elemental content, and multi-
layer pore structure. The current strategy also proves that ZIF-8
can replace the harsh chemical ZnCl2 as an activator, avoiding
environmental problems such as acid wash treatment and high
salt wastewater discharge, creating a new avenue for the atom-
economical and sustainable utilization of biomass.
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