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igation on the dynamic behavior of
bubbles under forced flow in a microchannel†

Dayong Li, * Junbo Xing, Ziqun Zhang and Hongfei Wang

Understanding the process of bubble detachment and motion along microchannel walls, driven by liquid

flow, is crucial for elucidating bubble dynamics and realizing diverse applications within the realm of

microfluidics. This paper uses the phase-field method to perform a comprehensive numerical study on

the conversion of surface gas bubbles into bulk bubbles at the lower wall of a microfluidic channel. The

study identifies several key factors that have a coupled impact on the ‘surface-bulk’ conversion, including

wall wettability, Reynolds number, and the initial contact angle/volume of the surface bubbles (with

contact angle and volume positively correlated at a fixed base radius). Specifically, higher Reynolds

numbers, smaller initial bubble contact angles, and more hydrophilic channel walls facilitate the

detachment of surface bubbles from the channel wall. However, at high Reynolds numbers, bubbles on

superhydrophilic surfaces may be split, causing fluctuations or longer conversion time. Conversely, as

wall hydrophobicity increases, surface bubbles remain attached.
Introduction

Surface and bulk micro/nanobubbles are two distinct types of
gaseous domains at the micro/nanoscale. Surface bubbles are
spherical-cap-shaped gas bubbles forming on immersed
substrates,1–3 while bulk bubbles are gaseous domains
dispersed in solutions.4 The two kinds of gas bubbles have
attracted signicant attention in recent decades due to their
numerous potential applications. Bulk bubbles exhibit prom-
ising prospects in elds such as medical diagnosis, oxygen
delivery, hydrogen storage, and sediment improvement.4,5 On
the other hand, surface micro/nanobubbles are considered key
factors in drag reduction,6–10 mineral separation,11 protein
adsorption,12 energy efficient13 and interface science.14

With the advancement of microuidic technology, the
effectiveness of uid ows in microchannels has become
increasingly important. The study of bubble dynamics within
microchannels has also attracted signicant attention, and
such studies have shown that bubble dynamics signicantly
impact the thermal and hydraulic characteristics of liquid ow
in conned environment.15–31 Xiong and coauthors15 conducted
both experimental and numerical investigations on the forma-
tion of bulk bubbles in a simple microchannel setup. Their
research revealed that bubble shapes varied with the viscosity
and surface tension of the liquid, while bubble length was
inuenced by the rates of liquid and gas ow. Triplett et al.16
e Engineering, Yantai University, Yantai,

(ESI) available: A detailed analysis of
(Table 3) during surface bubble sliding
/10.1039/d5ra02116b

3426
conducted a comprehensive experimental study on the gas–
liquid two-phase ow patterns in microchannels. They identi-
ed several distinct ow patterns, including bubbly, slug, slug-
annular, churn, and annular ow. Similarly, Yang and Shieh17

emphasized the roles of buoyant force, turbulent uctuations,
and surface tension in determining ow patterns in small
tubes. They also observed that bubble locations during the
transition from plug ow to slug ow could be inuenced by
uid properties. Tseng and coauthors experimentally studied
the dynamics of bubble growth for convective boiling in a single
microchannel18 and two parallel microchannels.19 They found
that surface tension and bulk ow drag were key factors gov-
erning the size of bubble departure from the channel wall. Fu
and Pan20 investigated the nucleation and growth of CO2

bubbles resulting from the reactions of sulfuric acid and
sodium bicarbonate in microchannels with diverging and
uniform cross-sections. They observed that the equivalent
radius of gas bubbles exhibited a linear increase during the
initial stage of bubble growth. For high liquid ow rates, the
bubbles moved along with the liquid ow, whereas for low
liquid ow rates, the bubbles mostly remained at the nucleation
site and grew at a constant rate of gas generation.

The utilization of surface gas bubbles or gas layers at the
solid–liquid interface to achieve drag reduction has received
extensive attention and is anticipated as a strategy to effectively
mitigate uid drag within microuidic systems, thereby
enhancing the uid dynamics and optimizing ow
efficiency.6–10,32 The formation of surface bubbles at the solid–
liquid interface converts solid–liquid contact into gas–liquid
contact, thereby transforming the non-slip boundary condition
into a slip boundary condition and effectively reducing uid
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Schematic diagram of microchannel model. A zoomed-in view
showing the morphological parameters of a surface gas bubble. The
bubble radius is 2.4 mm, and the initial contact angle q is varied within
the range of 30° to 90° in the simulation study.
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ow resistance. It is worth noting that the stable presence of gas
bubbles on the wall is the prerequisite for its drag reduction
application. However, experimental studies have found that
surface bubbles may detach from the wall, which is believed to
be responsible for pulsatile ow in microchannels.33 Further-
more, the detachment of surface bubbles from the micro-
channel wall can result in gas bubble embolism, as reported in
ref. 16, 17 and 34. This phenomenon is even considered to be
the cause of failure in specic chemical and biological experi-
ments.35,36 Therefore, studying surface-to-bulk conversion in
a microchannel is crucial for understanding bubble dynamics
and their applications in microuidics, particularly in lab-on-
chip devices.

The stability of surface gas bubbles, particularly those at the
micro-nano scale, has long been a central focus of research.
Classical thermodynamic theories indicate that the small-scale
effect induces extremely high internal pressure within bubbles.
Theoretically, nanoscale bubbles in water should dissolve
rapidly; however, experimental evidence demonstrates that
surface nanobubbles can stably persist at the solid–liquid
interface. To account for the prolonged longevity of nano-
bubbles, several plausible mechanisms have been proposed:
contamination, dynamic equilibrium, contact line pinning, and
gas supersaturation.3 Current consensus suggests that the
stability of nanobubbles is predominantly governed by gas
saturation and contact line pinning.37,38

Similar to droplet depinning, surface bubble pinning force
predominantly originates from the synergistic dynamics of the
three-phase contact line and the liquid–gas interface.39 The
primary factors affecting this pinning force include liquid–gas
interfacial tension, surface texture geometry, and material
wettability. When analyzing the depinning process of a droplet
or a bubble in a conned channel, the inuence of droplet/
bubble volume and the viscosity ratio should also be taken
into account.40 Notably, while the majority of research on gas
bubble detachment has focused on ow boiling,29–31,41–43 very
few studies have explored the factors inuencing surface bubble
detachment from microchannel walls without considering heat
transfer. In this paper, we investigated the dynamic behavior of
gas bubbles under forced ow in a microchannel. We focused
on elucidating the mechanism by which micro-sized surface gas
bubbles on the lower wall transform into bulk bubbles. Given
the complexity of the experiment, we conducted a comprehen-
sive simulation analysis to assess how wall wettability, Reynolds
number, and initial contact surface bubble angle inuence the
surface-to-bulk conversion process. Our research provides
valuable insights for understanding nanobubble stability,
bubble dynamics theory and applying surface gas bubbles to
improve boundary slip.

Simulation methodology
A. Simulation model description

Numerical simulation method (phase eld method, the COM-
SOL Multiphysics soware) is used to study the surface-bulk
conversion process of surface gas bubbles on a microchannel
lower wall. Fig. 1 illustrates the microchannel model, which has
© 2025 The Author(s). Published by the Royal Society of Chemistry
dimensions of length (L) 17.2 mm, height (H) 20 mm, and width
(W) 7 mm. A zoomed-in view of the rectangular region in Fig. 1
shows an example of a micro-sized surface bubble with a base
radius (r) of 2.4 mm and varying initial gas-phase contact angle
(q) ranging from 30° to 90°.

The liquid ows from the le side to the right side of the
channel. The ow behavior is considered to be laminar, and the
Reynolds number (Re) is chosen within the range of 10–1200
based on the equation Re = ruDeq/m (where Deq = 2WH/(W + H)
is the equivalent hydraulic diameter; r, u and m are the uid
density, mean velocity at the channel inlet and dynamic
viscosity of the liquid, respectively). Table 1 lists the Re values
and corresponding inlet velocities used in this study.
B. Fluid properties and governing equations

The phase-eld method is utilized to simulate the two-phase
ow dynamics, where incompressible water with surface
tension value 72.75 mN m−1 is selected as the uid, and the
simulations are based on the Navier–Stokes equations.

rl(u$V)u = V$[−pI + m(Vu + (Vu)T)] + F (1)

rlV$u = 0 (2)

Here rl is the uid density (rl = 0.9982071 × 103 kg m−3), u is
the velocity vector, p is the driving pressure, m is the uid
dynamic viscosity (1.005 × 10−3 Pa s) and F is external forces.
Simulation is conducted under constant temperature condi-
tions at 293.15 K.
C. Boundary conditions

The wettability of the channel wall is adjusted by setting the wall
wettability contact angle according to simulation requirements.
The microchannel has smooth upper and lower walls, with no-
slip boundary conditions dened as:

u ¼ 0

u$n ¼ 0
(3)
RSC Adv., 2025, 15, 23414–23426 | 23415
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Table 1 Reynolds number (Re) and corresponding inlet velocity (V)

Reynolds number (Re) 3 10 52 104 208 312 416 800 1200
Inlet velocity V (m s−1) 0.29 0.97 5 10 20 30 40 76.9 115.4
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The gas–liquid interface of surface gas bubbles is set to be no
shear boundary condition,44 which means:

K − (K$n)n = 0 (4)

Here K = [m(Vu + (Vu)T)]n, n represents the normal vector. To
simplify calculations, the side walls of the microchannel are
assumed to be symmetric to each other, which can be expressed
as eqn (4).

The uid is set to be a velocity driven uid, and there is no
backow at the microchannel outlet. The boundary condition
can be expressed as

nT
�
�pIþ m

�
Vuþ ðVuÞT�� 2

3
mðV$uÞI

�
n ¼ �p̂0

u$t ¼ 0

(5)

where p̂0 represents the outside pressure near the outlet, and t is
the wall tangent vector. The gas–liquid interface evolution
during ow is governed by the phase-eld equation:

vf

vt
þ u$Vf ¼ V$

�
3pf

2Vj
�

(6)

Here f is the phase-eld variable, which indicates the position
of the gas–liquid interface, and generally varies from −1 (gas
phase) to 1 (liquid phase); 3pf is the parameter related to the
interface thickness, j is the chemical potential, which repre-
sents the gradient of the system's free energy density, and can
be expressed as

j ¼ �V$�3pf 2Vf�þ �
f2 � 1

�
fþ 3pf

2

l

vf

vf
(7)

where f denotes the free energy density function; the variable l

serves as the Lagrange multiplier, intrinsically related to inter-
facial energy, ensuring the overall balance of the system's total
free energy, that is

l ¼ 33pfsffiffiffi
8

p (8)

Here s represents the surface tension coefficient.
During the evolution of bubbles, the diffusion of gas mole-

cules into water is governed by the gas phase transport
equation.45

v
�
rgFg

�
vt

þ V$
�
rgFgug

� ¼ �mgl (9)

where rg is the gas density, Fg denotes the volume fraction
occupied by the gas phase,mgl represents the mass transfer rate
from the gas phase to the liquid phase, which can be modeled
on the basis of two-lm theory, as described in the COMSOL
CFD Module User's Guide.

mgl = kL(c* − c)M a (10)
23416 | RSC Adv., 2025, 15, 23414–23426
Here kL represents the mass transfer coefficient, c denotes the
dissolved gas concentration in the liquid phase, M stands for
the molecular weight of the species, and a is the interfacial area
per unit volume. According to Henry's law, the equilibrium
concentration c* of the gas dissolved in the liquid phase can be
calculated as.

c* ¼ pþ pref

H
(11)

where H is Henry's constant and pref is the reference pressure.
D. Grid convergence test

To assess grid independence and determine the precision of
numerical simulations, a spectrum of grid congurations with
varying densities were employed to mesh the model. Eight
distinct grids were used to calculate the average uid velocity at
the microchannel exit (with a bubble protrusion angle of 50°);
the wettability angle of the channel wall was set to 1°, the inlet
velocity V = 10 m s−1, and the corresponding Reynolds number
Re = 104. As presented in Table 2, the grid number utilized in
our numerical simulations was 648 634, the relative error
compared to the maximum grid resolution was approximately
0.62%, demonstrating acceptable accuracy. The maximum
observed relative error of around 4.66% occurred when using
a grid size of 718. Furthermore, a diagram showing the
comparison of the velocity distributions under conditions with
and without bubbles at different grid numbers is presented in
Fig. 2. This nding shows the robustness of the physical model
across diverse grid resolutions, ensuring that numerical results
consistently maintained their precision in all simulation
scenarios.
E. Force analysis of bubble detachment from the lower wall
in a microchannel

The forces acting on a surface bubble formed on the lower wall
of a microchannel mainly include quasi-steady drag force Fqs,
shear li force Fsl, contact pressure force Fcp, buoyancy force Fb,
and pinning force Fp. As shown in Fig. 3, the uid drag force Fqs
can be expressed as41,42

Fqs ¼ 1

2
CDrlpR

2ðu� vÞju� vj (12)

where R and v are the curvature radius and moving speed of
a sliding bubble on the wall respectively; u represents the
velocity vector of the liquid, rl is the liquid density, and CD

represents the drag coefficient, which depends on the ow
regime, liquid properties, and contamination level. Based on
a recent review by Chen and coauthors,46 an appropriate CD

value can be selected.
The shear li force Fsl on a bubble in the laminar ow is

given as42
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 2 Results of mesh convergence test

Test number i 1 2 3 4 5 6 7 8
Mesh number 718 9843 87 658 300 240 648 634 1 191 870 2 386 618 3 329 013
V (m s−1) 9.20 9.30 9.42 9.54 9.59 9.62 9.65 9.65

Relative error
jVi � V8j

V8

4.66% 3.63% 2.38% 1.14% 0.62% 0.31% 0 ..

Fig. 2 Comparison of the velocity distributions under conditions with
and without bubbles at different grid numbers.

Fig. 3 Forces acting on a surface gas bubble. The white dotted line
next to the bubble depicts the initial contour of the bubble before any
changes occur to its morphology.

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
Ju

ly
 2

02
5.

 D
ow

nl
oa

de
d 

on
 1

1/
13

/2
02

5 
10

:4
8:

55
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
Fsl ¼ 1

2
ClrlpR

2ðu� vÞju� vj (13)

where Cl is the factor of shear li force, and it can be selected in
accordance with the guidance provided in the ref. 47 and 48.

The contact pressure force Fcp accounts for the bubble inner
pressure acting on the solid wall, which can be approximated
as43

Fcp ¼ pdw
2

4
$
2glg

R
(14)
© 2025 The Author(s). Published by the Royal Society of Chemistry
Here dw is the base diameter of a surface bubble on the channel
wall, glg is the surface tension of gas–liquid interface.

The buoyancy force Fb acting on a surface gas bubble is
estimated according to Archimedes' principle and can be
expressed as43

Fb = V(rl − rg)g (15)

where rg is the gas density and V is the bubble volume.
The pinning force Fp is dened as the force that deviates the

contact angle from that predicted by Young's equation.49

Numerical and experimental observations show that during
bubble nucleation, the three-phase contact line of surface
nanobubbles rst expands from the bottom of the nanoscale
hole to the edge, then protrudes out and extends around the pit
mouth.50,51 According to the classical nucleation theory, the
driven force for the three-phase contact line change can be
calculated, from which the pinning force can be estimated as52

FP ¼ DGS þ DGV

Dr
¼ �glgDAlg þ

�
gsg � gsl

�
DAsl � DVDP

Dr
(16)

where DGS and DGV represent the surface and volume compo-
nents of surface free energy respectively, Dr is the difference of
the radius of three-phase contact line; DAlg and DAsl are the
differences in the liquid–gas and solid–liquid interface areas
before and aer the surface bubble contact line changes; gsl and
gsg are the surface tension of solid–liquid and solid–gas
respectively; DV and DP are the differences in volume and inner
pressure before and aer the bubble contact line has been
changed.

The forces acting on a surface gas bubble in horizontal
direction are a vector sum including the force of uid ow Fqs
and the pinning force Fpx. Therefore, the resultant horizontal
force acting on a surface gas bubble can be written as

P
Fx = Fqs + Fpx (17)

Similarly, the forces acting on a surface bubble in the vertical
direction include the shear li force Fsl, buoyancy Fb, contact
pressure force Fcp and vertical pinning force Fpy, the resultant
vertical force acting on the surface bubble can be expressed as

P
Fy = Fsl + Fb + Fpy + Fcp (18)

Suppose that the positive directions are the rightward hori-
zontal and upward vertical directions. The surface gas bubble
will remain stationary on the wall when the resultant forces in
both directions are less than or equal to zero, i.e.,

P
Fx # 0,

P
Fy

# 0. If
P

Fx > 0, the surface bubble slides on the wall; if
P

Fy > 0,
it detaches from the wall to convert into a bulk bubble.
RSC Adv., 2025, 15, 23414–23426 | 23417
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Results and discussion
A. Inuence of initial contact angle on the bubble
detachment from the channel wall

Fig. 4 illustrates the inuence of the initial contact angle of
a surface gas bubble on morphology changes during the
surface-to-bulk conversion process. For a surface bubble with
an initial contact angle of 30°, as depicted in Fig. 4a, a clear
shrinking of the three-phase contact line is observed at 40 ns.
This phenomenon also shows a concurrent increase in both the
bubble's contact angle and height. By 120 ns, the contact line
reduction accelerates, resulting in a signicant increase in
bubble height. With the contraction of the three-phase contact
line and increase in bubble height, the micro-sized surface
bubble detaches from the lower wall at 138 ns and transforms
into an ellipsoidal bulk bubble. Subsequently, the volume of the
newly converted bulk bubble decreases as gas molecules
diffuse, until it completely disappears in the channel at 1054 ns.
Similarly, for a surface bubble with an initial contact angle of
50° (Fig. 4b), it converts into a bulk bubble at 162 ns and
disappears in the microchannel at 1810 ns. In contrast, the
surface bubble with a 90° initial contact angle in Fig. 4c
detaches from the lower wall at 360 ns and exits the channel at
Fig. 4 Water flow field showing surface bubbles converting into bulk bub
90°; (d) a time-axis showing the time of surface bubble converting into bu
different colors of symbols correspond to bubbles with different contac
Reynolds number Re = 104 and the wetting angle of the lower wall qwa

23418 | RSC Adv., 2025, 15, 23414–23426
2372 ns. Notably, surface bubbles with varying contact angles
on the superhydrophilic channel wall exhibit almost imper-
ceptible sliding behavior along the solid surface until they
transform into bulk bubbles under the forced ow.

This phenomenon serves as an indication that as the
contraction of the three phase contact line of surface bubbles,
the uid ow force Fqs exceeds the x-direction pinning force
component Fpx (i.e.,

P
Fx > 0), driving the bubble to slide along

the x-axis; meanwhile, if the sum of shear li force Fsl, buoyancy
force Fb and contact pressure force Fcp becomes substantially
larger than the pinning force component Fpy in the y-direction
(i.e.,

P
Fy > 0), the surface bubble will detach from the wall.

Considering that undertaking a quantitative force analysis
across various stages would demand highly precise measure-
ments of dynamic bubble morphology parameters. These
parameters encompass the surface area, volume, and the
geometric characteristics of the three-phase contact line. Given
the inherently dynamic and multi-dimensional nature of
bubble behavior, these measurements are inherently intricate.
Especially, the shapes of bubbles aer deformation oen
display a high degree of irregularity, posing formidable obsta-
cles to obtaining accurate and consistent data. Therefore, Table
3 summarizes the estimated force trends for the scenarios of
bles. The gas phase initial contact angle (qbubble) is (a) 30°, (b) 50° and (c)
lk bubble and the time of bubble leaving or disappearing in the channel,
t angles. The color bar signifies the flow field velocity (nm ns−1). The

ll = 1°.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 3 A summary on estimated force trends for surface bubble
sliding and detachinga

Behaviors forces Fsl Fb Fpy Fcp Fqs Fpx

Sliding and detaching [ [ Y [ Y [ Y
Sliding without detaching [ Y Y Y [ Y

a Force increase ([) or decrease (Y).
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bubble sliding and with or without detaching, a detailed anal-
ysis of these force variations is provided in the ESI.†

Fig. 4d is a temporal plot showing the conversion time of
a surface bubble to a bulk bubble and the subsequent departure
time or disappearance time of the bulk bubble in the channel
due to gas molecule diffusion. It is noticeable that surface
bubbles with larger initial contact angles require more time to
convert into bulk bubbles. In our model, the base radius of
surface bubbles is kept constant. So the bubble contact angle is
positively correlated with its volume. This implies that as the
initial contact angle increases, both the bubble volume and the
gas–liquid interface area increase. As a result, the pinning force
acting on the bubble also increases, which aligns with the
ndings of Mhatre and Kumar.40 They showed that droplet
volume is a key factor affecting droplet depinning, helping to
explain why surface bubbles with larger initial contact angles
take longer to transform into bulk bubbles.

Fig. 5 shows pressure contour plots depicting the correlation
between the initial contact angles of gas bubbles and their
impact on bubble morphology during the surface-to-bulk tran-
sition. It should be noted that distinct bubble morphologies
imply different curvatures of the gas–liquid interface. According
to Laplace's formula (DP = 2s/R), these curvature variations
result in varied internal pressures within the bubbles. This
pressure disparity, in turn, serves as a pivotal determinant in
Fig. 5 Pressure contour plots showing the effects of bubble initial cont
conversion. The initial contact angle of surface gas bubble is (a) 30°, (b) 50
(Pa).

© 2025 The Author(s). Published by the Royal Society of Chemistry
shaping the pressure gradient of the surrounding uid. For an
ellipsoidal bubble at a specic angle to the wall, the minimum
and maximum pressures occur primarily at the lower-le and
upper-right ends of the ellipsoid's major axis, respectively.
During the transformation of surface bubbles to bulk bubbles,
an upward trend in uid pressure is observed near the wall on
the le side of the surface gas bubble, along with a pressure
decline on the opposite side as the initial contact angle
increases. As the gas diffuses and the bubble volume gradually
shrinks, the high-pressure area on the le side increases
steadily, while the low-pressure region on the right diminishes.
This highlights the key role of initial contact angle in bubble
dynamics, signicantly affecting morphological characteristics
and the corresponding surface-to-bulk conversion duration.
B. Inuence of Reynolds number on the surface-bulk
conversion of surface bubbles

Fig. 6 presents the impact of Reynolds number (Re) on the
shape changes of a micro-sized gas bubble during the surface-
to-bulk conversion. Similar to the phenomena in Fig. 4, the
surface bubble in Fig. 6 undergoes three-phase contact line
contraction and bubble height increase before transforming
into a bulk bubble at different Re values. The main difference
lies in the bubble's shape change with increasing Re. Speci-
cally, the spherical-cap surface bubble evolves into a sub-
spherical bulk bubble at Re = 52 (Fig. 6a), when Re rises to 416
(Fig. 6b), it becomes an elongated ellipsoidal shape. Surpris-
ingly, at Re = 1200 (Fig. 6c), the bubble elongates further and
even splits into multiple parts during conversion. The conver-
sion time initially decreases with increasing Re (Fig. 6d), from
240 ns at Re = 52 (Fig. 6a) to 214 ns at Re = 416 (Fig. 6b).
However, when the bubble bottom is torn apart at high Re, the
conversion time increases to 276 ns at Re = 1200 (Fig. 6c).
act angle on the bubble morphology in the course of surface-to-bulk
° and (c) 90°. The color bar reflects the pressure change of the flow field

RSC Adv., 2025, 15, 23414–23426 | 23419
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Fig. 6 Water flow field showing the effect of Reynolds number (Re) on the surface-to-bulk conversion. Re values are set to (a) 52, (b) 416 and (c)
1200; (d) a time axis showing surface-to-bulk conversion times and bubble departure/disappearance times in the channel, where symbols of
different colors denote different Re values. The color bar represents flow field velocity (nm ns−1). Conditions: initial bubble contact angle is 60°,
channel lower wall wetting angle is 1°.
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Simultaneously, the bulk bubble ows out of the channel
sooner as the Re increases.

Fig. 7 shows representative pressure contour plots depicting
the signicant impact of Re on bubble morphology during the
‘surface-bulk’ transition. As Re increases from 52 to 416 and
Fig. 7 Pressure contour plots showing the influence of Re on bubble m
and (c) Re = 1200. The color bar reflects flow field pressure (Pa).

23420 | RSC Adv., 2025, 15, 23414–23426
then to 1200, both the amplitudes and the spatial scopes of the
high-and low-pressure zones of bubbles experience a remark-
able increase. This is mainly attributed to bubble shape changes
induced by liquid ow. These drastic morphological alterations
cause corresponding changes in bubble internal pressures, thus
orphology during surface-to-bulk conversion (a) Re = 52, (b) Re = 416

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 Water flow field illustrating the effects of microchannel wall wettability on bubble morphology. The values of qwall are (a) 1°, (b) 45° and (c)
135°; (d) a time-axis showing surface-to-bulk bubble conversion times and bubble departure/disappearance times in the channel; where
symbols of different colors denote different wall wettabilities. The color bar represents flow field velocity (nm ns−1). Conditions: Reynolds
number Re = 104, initial bubble contact angle qbubble = 60°.
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signicantly inuencing the surrounding pressure eld.
Specically, the high-pressure area on their le side grows in
accordance with the increase in Re. By contrast, the low-
pressure area on the right side decreases as Re becomes
larger. Additionally, as gasmolecule diffusion within the bubble
decreases, the strengths of both high-pressure and low-pressure
zones diminish. These visual representations illustrate the
intricate interplay between ow dynamics and bubble
morphology.

Wang et al.53 numerically investigated the effect of bubble
morphological deformation on drag reduction at varying ow
velocities. Their study revealed that on smooth hydrophobic
surfaces, bubbles exhibited sliding behavior, accompanied by
obvious shape changes at ow velocities of 5–15 m s−1 (corre-
sponding to Re z 400–1200 in their simulations). Specically,
at 5 m s−1 (Rez 400), the bubbles maintained a relatively stable
shape. However, as the velocity increased to 10 m s−1 (Re z
800), the enhanced uid forces caused noticeable deformations;
the bubbles elongated and tilted forward. When the ow
velocity reached 15 m s−1 (Re z 400), a signicant transition
took place: surface bubbles detached from the channel wall,
and the bottom of the gas bubbles was torn apart. This observed
phenomenon aligns well with the ndings of our research. Gao
et al.33 employed microparticle image velocimetry (mPIV) to
examine the dynamics of surface bubbles on PDMS micro-
channel walls under depressurization. As pressure decreased,
bubbles grew and detached, triggering periodic uctuations in
ow velocity. The frequency of these uctuations increased with
© 2025 The Author(s). Published by the Royal Society of Chemistry
higher pressure differentials (DP), a phenomenon linked to
accelerated bubble growth–detachment cycles. Critically, these
ndings provide direct experimental evidence for enhanced
surface bubble detachment under high DP conditions, which
are inherently linked to elevated Reynolds numbers (Re) due to
increased ow velocities. This mechanistic consistency aligns
closely with the detachment dynamics observed in our study,
reinforcing the validity of our numerical predictions across both
simulation and experimental frameworks.
C. Inuence of wall wettability on the surface-to-bulk
conversion of surface bubbles

The effects of wall wettability on the surface-to-bulk conversion
are illustrated in Fig. 8. The wetting angles (qwall) of the lower
channel wall are of 1°, 45°, and 135°, the Reynolds number is
104 and the initial bubble contact angle is 60°. For the super-
hydrophilic wall (qwall = 1°, Fig. 8a), the surface bubble trans-
forms to a bulk bubble promptly, taking about 236 ns. In
contrast, at qwall = 45° (Fig. 8b), the conversion time increase
signicantly to about 1980 ns. It is noted that the bubble slides
forward before detaching from the channel wall, indicating that
the uid ow Fqs changes larger than x-component of the
pinning force Fpx rst (i.e.,

P
Fx > 0), and then the resultant

forces in the y-direction becomes positive (i.e.,
P

Fy > 0). When
the lower wall is hydrophobic (qwall = 135°, Fig. 8c), the surface
bubble remains attached to the wall, undergoing a reduction in
height and sliding along the surface without detachment. Even
RSC Adv., 2025, 15, 23414–23426 | 23421
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at Re = 800, the surface bubble consistently adheres to the
hydrophobic surface (

P
Fx > 0,

P
Fy < 0). The estimated force

trends for the scenario of bubble sliding and without detaching
can be seen in Table 3.

Studies have revealed that hydrophobic surfaces exhibit
a pronounced tendency to adsorb gas molecules, thereby facil-
itating surface bubble nucleation.3,54 Notably, the gas – phase
contact angle of micro/nano-scale surface bubbles is typically
much smaller than the macroscopic contact angle.55 Based on
the modied Young's equation, the pinning strength Fp of
surface gas bubbles can be expressed as:52

Fp = (cos qY − cos q)glg (19)

Here qY represents the macroscopic gas-phase contact angle, q
denotes the micro/nanoscopic gas-phase contact angle of a gas
bubble, and glg is the liquid–gas surface tension.52 It is crucial to
emphasize that qY is inversely related to substrate hydropho-
bicity. That is, as the surface hydrophobicity increases, the value
of qY decreases, leading to an increase in cos qY, and thus
enhancing the bubble pinning strength Fp. This theoretical
relationship explains why, even under high Reynolds numbers,
surface gas bubbles on hydrophobic surface remain rmly
adhered to the channel wall. In Fig. 9, the uid pressure contour
maps further illustrate the signicant effect of channel wall
wettability, which induces distinct changes in bubble geome-
tries within the ow eld.

More specically, Fig. 10a presents the relationship between
wall wettability and surface-to-bulk conversion time at Re= 104.
As the value of qwall changes in the range of 0–20°, the conver-
sion time increases very slowly. However, when qwall > 20°, the
conversion time rises dramatically, and no surface bubbles
detach from the channel wall when qwall > 50°. As shown in
Fig. 9 Pressure contour plots showing the effects of microchannel wall
and (c) 135°. The color bar indicates flow field pressure (Pa).

23422 | RSC Adv., 2025, 15, 23414–23426
Fig. 10b, the conversion time for surface bubbles on a super-
hydrophilic surface (qwall = 1°) exhibits a nearly linear upward
trend, directly correlating with the increments in the initial
bubble contact angle.

Fig. 10c presents the surface-to-bulk conversion time as
a function of Re. For bubbles on superhydrophilic (qwall = 1°)
and hydrophilic (qwall = 20°) surfaces, the conversion time
decreases slowly as Re increases. At high Re, however, the
conversion time uctuates (qwall = 20°) or increases (qwall = 1°)
due to bubble bottom tearing or morphology changes. In
addition, when examining the scenario where qwall = 45°, the
conversion time is obviously longer than that for qwall = 1° and
20°, and notable acceleration in bubble detachment is observed
at higher Re.
D. Dynamic changes in the contact angle of surface
nanobubbles during the ‘surface-to-bulk’ conversion

Fig. 11 presents the dynamic evolution of the contact angle
during the transition of a surface bubble to a bulk bubble at
different Reynolds number. The angle between the solid–liquid
interface on bubble le side and the gas–liquid interface is
dened as advancing angle a, while the angle between the
solid–liquid interface on the bubble right side and the gas–
liquid interface is dened as receding angle b (as shown in
Fig. 3). The initial contact angle of a surface gas bubble is 60°,
meaning that both advancing angle a and receding angle b are
initially 120°. When the wetting angle qwall = 1° and Re = 52
(Fig. 11a), the three-phase contact line of the gas bubble expe-
riences rapid shrinkage at the onset. Observations show that
a decreases from 120° to 74°, while b accordingly decreases to
83°. Subsequently, both a and b exhibit a discernible decline in
their respective values, depicting a virtually symmetrical
wettability on bubble morphology. The value of qwall was (a) 1°, (b) 45°

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 10 Surface-to-bulk conversion time vs. (a) Surface bubble initial contact angle; (b) Reynolds numbers (Re); (c) wall wettability (qwall).

Fig. 11 Dynamic evolution of contact angles for surface bubbles at different Reynolds numbers (Re): (a) 52, (b) 416 and (c) 1200. The advancing
angle and receding angles are denoted as a and b respectively.
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reduction pattern. As the surface bubble detaches from the wall,
the advancing angle a settles at 21°; concurrently, the receding
angle b decreases to 18°, reecting the progressive detachment
process.

As Re increases to 416 (Fig. 11b), the surface bubble asym-
metrically transforms from a spherical shape to prolate oval
morphology during the transition to a bulk bubble. With the
contraction of the three-phase contact line, both the advancing
angle a and the receding angle b gradually decrease. Notably,
when the surface bubble detaches from the substrate, b drops to
13°, contrasted with a, which remains at 46°. As the value of Re
surges to 1200 (Fig. 11c), the three-phase contact line of the
surface bubble undergoes a rapid decrease between 0 and 20 ns,
correspondingly altering a from 120° to 60° and b from 120° to
43°. Subsequently, starting from 20 ns, the uid's stretching
effect distinctly transforms the bubble morphology, signi-
cantly increasing the advancing angle a. At the moment of the
surface bubble detaching from the wall, a surges to 147°, while
b decreases to 12°. Evidently, increasing Re has a more
pronounced effect on a, whereas its impact on b is relatively
limited.

Fig. 12 shows the variations in advancing angle a and
receding angle b for surface bubbles on walls with different
wettabilities. The lower channel wall is characterized by three
wetting angles: 1°, 45°, and 135°. As shown in Fig. 12c, surface
bubbles on the hydrophobic wall exhibit a contrasting behavior,
© 2025 The Author(s). Published by the Royal Society of Chemistry
which do not transition to bulk bubbles, but exhibit a pure
sliding motion along the surface. In particular, from t= 0 to 200
ns, the decrease in bubble height during sliding leads to an
increase in both a and b from 120° to 139° and 135°, respec-
tively. Subsequently, from 200 to 3000 ns, a gradual increase is
noted, with a settling around 148° and b reaching to approxi-
mately 139°.

Our investigations further revealed a signicant correlation
between surface bubble characteristics and their detachment
behavior in hydrophilic and hydrophobic microchannels. At low
Reynolds numbers, hydrophilic surfaces predominantly yield
spherical bubbles upon detachment, reecting their tendency
to maintain a more uniform shape. Conversely, when hydro-
phobicity increases and Re rises, the detachment morphology
becomes more elongated, indicating a departure from the
spherical form. Under exceedingly high Reynolds numbers,
bubble fragmentation was observed. This observation under-
scores the pivotal role of the channel wall wettability, Reynolds
number, and the initial contact angle/volume of surface gas
bubbles in the surface-to-bulk transformation within the
microchannel. The interplay of these factors collectively dictates
the ‘surface-bulk’ transition dynamics of bubbles. Our ndings
underscore the intricate nature of these factors and their
signicance in understanding bubble dynamics in
microchannels.
RSC Adv., 2025, 15, 23414–23426 | 23423
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Fig. 12 Dynamic evolution of contact angles for surface bubbles at different wall wettabilities. The wetting angles qwall are (a) 1°, (b) 45° and (c)
135°. The advancing and receding angle are labeled as a and b, respectively.
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Conclusion

In this study, we conducted numerical analysis to investigate
how a micro-sized surface bubble converts into a bulk bubble
within a microuidic channel. The wettability of the channel
wall, Reynolds number, and bubble contact angle/volume were
identied as crucial factors affecting the surface-to-bulk
conversion. Our ndings reveal that surface bubbles on
hydrophilic wall exhibit rapid three-phase contact line
contraction at low Reynolds number, with both the advancing
angle a and receding angle b decreasing as surface bubbles
transform into bulk bubbles. At high Reynolds numbers,
surface bubbles are elongated, with a rapidly contracting before
a sharp increase. In scenarios where surface bubbles remain
attached to the wall (specically, when the channel wall
hydrophobicity is sufficiently high and Re is increased), it has
been observed that both a and b exhibit a gradual increment as
the bubble volume decreases. Meanwhile, it is observed that
hydrophilic surface and lower Reynolds number result in
a surface bubble approaching to a spherical shape when it
detaching from the wall.

The evolution of a surface bubble converting into a bulk
bubble in a microchannel is inuenced by the initial bubble
contact angle qbubble, wall wetting angle qwall, and Reynolds
number Re. Specically, a rise in both qbubble and qwall results in
a prolonged conversion period. Conversely, a rise in Re gener-
ally accelerates the conversion process. However, at high Re,
bubble fragmentation occurs, thus leading to uctuations in
conversion time. For superhydrophilic surfaces, a larger qbubble
and a higher Re accelerate bubble detachment. Conversely, with
the increase in qwall, surface bubbles will not detach from the
substrate. For example, surface bubbles do not convert into
bulk bubbles on the channel wall with a wetting angle qwall > 50°
at a Reynolds number of 104. Overall, this research elucidates
the intricate dynamics of surface bubble detachment in
microuidic channels, contributing to a deeper comprehension
of bubble dynamics theory and potential applications, such as
investigating how surface gas bubbles enhance boundary slip in
microchannel ows.
23424 | RSC Adv., 2025, 15, 23414–23426
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