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alculations of the photocatalytic
performance of ZnO–MX2 (M = Mo, W; X = S, Se)
heterojunctions

Meng-Yao Dai, ab Xue Wen,ab Rui Xia,ab Yi-Min Zheng,ab Lai Wei,ab

Li-Li Zhang, *ab Xiao-Hui Liang c and Yi-Neng Huang*ad

In this work, we systematically investigate the stability, electronic structure, optical properties, and

photocatalytic performance of four ZnO–MX2 (M = Mo, W; X = S, Se) heterojunctions. The results

indicate that all four heterojunctions exhibit excellent structural stability. In each system, an internal

electric field is formed from the ZnO layer to the MX2 layer, facilitating the effective transfer of electrons.

Moreover, the effective mass of holes in these systems is greater than that of electrons, suggesting

efficient separation of electron–hole pairs, which enhances photocatalytic efficiency. Compared with

monolayer ZnO, the band gap of the heterojunctions is significantly reduced, and all heterojunctions

display direct band gap characteristics. Simultaneously, the static dielectric constant of these systems

increases, and redshift is observed in their absorption spectra. Both ZnO–MoSe2 and ZnO–WSe2 exhibit

type I band alignment, making them unsuitable for photocatalytic applications but ideal candidates for

solar cells. On the other hand, ZnO–MoS2 and ZnO–WS2 exhibit a II-type band alignment. In

comparison to ZnO–MSe2, they demonstrate a higher static dielectric constant and light absorption

coefficient, as well as a larger D value (the ratio of the effective mass of electrons to holes), which

suggests their superior photocatalytic efficiency. Notably, while ZnO–MoS2 only possesses hydrogen

evolution reaction (HER) capability, ZnO–WS2 demonstrates both HER and oxygen evolution reaction

(OER) capabilities.
1. Introduction

Since the end of the 20th century, with the acceleration of
industrialization and the continuous growth of the global
population, energy shortages and environmental pollution have
gradually become key challenges restricting the sustainable
development of society.1,2 The rise of photocatalytic technology
has provided a brand-new approach for effectively utilizing
solar energy to address resource scarcity and ecological crises.3

In recent years, researchers have been dedicated to developing
high-performance photocatalysts and applying them in
multiple elds such as hydrogen production,4 pollutant degra-
dation,5 microbial inactivation,6 and articial photosynthesis
simulation,7 with the aim of achieving the dual goals of envi-
ronmental governance and clean energy production. However,
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the development of efficient photocatalysts is still limited by
factors such as rapid recombination of photogenerated carriers
and insufficient active sites. Two-dimensional materials,8 with
their unique advantages such as high specic surface area,
ultrafast carrier mobility, and abundant interfacial active sites,
have shown excellent application potential in the eld of pho-
tocatalysis. Compared with three-dimensional ZnO, experi-
mental studies have shown that monolayer ZnO, due to its
larger specic surface area, experiences carrier migration that
leads to an increase in effective mass and a decrease inmobility.
However, the exciton binding energy signicantly increases,
thereby causing a reduction in the band gap. Therefore, it shows
broad application prospects in the eld of two-dimensional
optoelectronic devices and beyond. Two-dimensional ZnO,
with its vertically stacked structure similar to graphene and
a high surface area-to-volume ratio, exhibits outstanding opto-
electronic properties, such as superior optical transparency,
enhanced carrier mobility, and efficient light absorption
capacity.9 In addition, its tunable bandgap structure further
enhances its adaptability in optoelectronic applications.
However, the practical application of ZnO monolayers is still
constrained by some inherent limitations: (1) chemical degra-
dation is prone to occur in harsh environments such as high
temperature, high humidity, or corrosive media;10 (2) the
RSC Adv., 2025, 15, 23489–23498 | 23489

http://crossmark.crossref.org/dialog/?doi=10.1039/d5ra03215f&domain=pdf&date_stamp=2025-07-07
http://orcid.org/0009-0009-6032-5046
http://orcid.org/0000-0003-0810-9476
http://orcid.org/0000-0001-9742-4624
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5ra03215f
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA015029


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
Ju

ly
 2

02
5.

 D
ow

nl
oa

de
d 

on
 3

/7
/2

02
6 

3:
48

:4
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
relatively large bandgap (about 3.37 eV) leads to a fast electron–
hole recombination rate, thereby limiting the improvement of
carrier mobility;11 (3) due to the rigid band structure charac-
teristics, the exibility inmodulating optical properties is rather
limited.12

In response to the above challenges, in recent years, the
strategy of constructing vertical heterostructures based on ZnO
has received extensive attention.13,14 Haddad et al.15 synthesized
CuO/ZnO heterojunctions with different CuO contents via a low-
temperature coprecipitation method. Photocatalytic character-
ization indicated that they were p-type semiconductors with
holes as the dominant carriers, demonstrating excellent pho-
tocatalytic performance. The conduction band potential of CuO
was more negative than that of ZnO, which facilitated the
electron transfer for adsorbed water oxidation and hydrogen
generation. Among them, the sample with a 5% CuO doping
ratio exhibited the best photocatalytic activity. Li et al.16

prepared CeO2/ZnO heterostructures via in situ hydrothermal
synthesis. This heterostructure effectively promoted the sepa-
ration of photogenerated electron–hole pairs, signicantly
reduced the charge recombination rate, and modulated the
electronic properties of the material. At the same time, it
enhanced the surface adsorption capacity for oxygen molecules,
thereby promoting the generation of superoxide radicals (O2

−),
and ultimately signicantly improved the photocatalytic
performance. Yuan et al.17 prepared ZnO/GaN(O) hetero-
junctions by an in situ re-oxidation method and signicantly
enhanced the separation efficiency of hot carriers, effectively
delayed the electron–hole pair recombination process by opti-
mizing the heterostructure and microstructure, thereby
improving the adsorption and activation performance of NO.
These studies jointly promoted the application and develop-
ment of ZnO-based heterostructures in the eld of photo-
catalysis. In terms of experimental research, Jia et al.18

successfully synthesized MoS2/ZnO heterojunctions using
nano-photothermal energy-driven technology. The research
results show that, compared with single-layer materials, this
heterojunction exhibits more excellent optical properties. In
addition, by real-time regulation of the laser wavelength, pro-
cessing time, and power parameters, a simple and precise in situ
control preparation process for new functional materials can be
achieved. Jiang et al.19 successfully fabricated WS2, ZnO thin
lms and ZnO & WS2 (ZnO@WS2 and WS2@ZnO) hetero-
junction composite lms through single-step or two-step radio
frequency magnetron sputtering. The research indicates that
the optical absorption performance of the ZnO@WS2 hetero-
junction composite lm is signicantly superior to that of the
single-layer lms, and its carrier lifetime is notably longer than
that of the WS2 lm, demonstrating promising application
prospects in the eld of nonlinear optical materials. In addi-
tion, theoretical computational research can effectively make
up for the deciency of experimental research in exploring
microscopic mechanisms and provide reasonable microscopic
explanations for the macroscopic phenomena observed in
experiments. In theoretical calculations, Guan et al.20 designed
a novel ZnO/MoSe2 van der Waals heterostructure with
a bandgap of 1.556 eV. Research shows that under
23490 | RSC Adv., 2025, 15, 23489–23498
photoexcitation conditions, electrons can efficiently migrate
from the conduction band of the ZnO monolayer to that of the
MoSe2 monolayer, thereby achieving efficient carrier separa-
tion. This band alignment not only helps enhance the absorp-
tion capacity of visible light but also signicantly promotes the
effective excitation of carriers. Wang et al.21 fabricated ZnO/
MoS2 and ZnO/MoSe2 composites and compared them with the
individual monolayer systems. The study demonstrated that
electrons transferred from the ZnO side to the MoS2 (MoSe2)
side, a feature that effectively promotes the separation and
transport of photogenerated carriers, thereby signicantly
enhancing the photocatalytic efficiency. Additionally, the
absorption edge of the composites shied signicantly towards
the visible light region compared to pure ZnO and MoX2

monolayers, indicating their potential for important applica-
tions as photocatalysts in water splitting.

Experimentally, the three heterojunctions of ZnO/WS2, ZnO/
MoSe2, and ZnO/MoS2 have been individually studied aer
synthesis; theoretically, only comparative studies of ZnO/MoS2
and ZnO/MoSe2 have been conducted, while collectively
comparative studies on the theoretical mechanisms of the four
ZnO/MX2 heterojunctions are rarely reported. The electron
transfer mechanism plays a crucial role in the photocatalytic
process, directly determining the separation efficiency of pho-
togenerated carriers, the selectivity of reaction pathways, and
the overall catalytic performance. Therefore, this study adopted
the rst-principles method to systematically calculate and
deeply explore the stability, electronic structure, optical prop-
erties and photocatalytic performance of ZnO–MX2 (M=Mo,W;
X = S, Se) materials, and further revealed the intrinsic mecha-
nism for the differences in photocatalytic efficiency among this
series of heterojunctions. This research not only provides
important theoretical guidance for the design of efficient pho-
tocatalytic materials, but also lays a solid theoretical foundation
for the development of newmaterials with higher photocatalytic
activity.
2. Computational methods and
model construction
2.1 Calculation method

All the calculations in this paper are based on Density Func-
tional Theory (DFT) and the Projector-Augmented-Wave (PAW)
method,22 and were carried out using the VASP (Vienna Ab initio
Simulation Package)23 soware package. To obtain accurate
calculation results, the cutoff energy is set to 520 eV, the self-
consistent eld (SCF) convergence accuracy is 2 × 10−6 eV per
atom, and the k-points in the rst Brillouin zone are sampled
using a 3 × 3 × 1 Monkhorst–Pack grid. To avoid the interac-
tion between adjacent supercells along the interlayer, a vacuum
layer of 18 Å was added in the out-of-plane vertical direction for
the four groups of heterojunction structures. Geometric opti-
mization was carried out using the BFGS algorithm, and van der
Waals forces were taken into account with the Tkatchenko–
Scheffler (TS) dispersion correction.24 All calculations were
performed in reciprocal lattice vector space. In addition, the
© 2025 The Author(s). Published by the Royal Society of Chemistry
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stability of the heterojunction system was tested using the ab
initiomolecular dynamics (AIMD). The AIMD test based on DFT
used the Nosé–Hoover thermostat to control the temperature,
with a total simulation length of 8000 steps and a time step of
0.8 fs.
Fig. 2 Layer spacing optimization test diagram (a) ZnO–MoSe2 (b)
ZnO–WSe2 (c) ZnO–MoS2 (d) ZnO–WS2.
2.2 Model construction

This paper studies the relatively stable ideal ZnO crystal, whose
stable phase is hexagonal wurtzite and belongs to the P63mc
space group, with unit cell parameters of a = b = 90° and g =

120°. The chalcogenide compounds MoS2 and MoSe2 belong to
the P63/mmc space group, and the stable phase of these two
structures is the 2H phase, which exhibits semiconductor
properties. The 2H phase adopts an ABA stacking mode, that is,
the sulfur atoms in the upper layer are directly above those in
the lower layer. WS2 and WSe2 are characterized by the periodic
arrangement of metal and chalcogen elements in a hexagonal
structure. However, this hexagonal structure differs from that of
graphene. When observed along the c-axis, the structural
arrangement in the system forms an X–M–X sandwich.

The ZnO unit cell was expanded by 3 × 3 × 1, and a single
layer was cut along the (001) plane. The optimized model is
shown in Fig. 1(a). The band structure of the single-layer ZnO
was calculated using both the Perdew–Burke–Ernzerhof (PBE)25

functional and the hybrid functional Heyd–Scuseria–Ernzerhof
(HSE06).26 The band gap calculated using the HSE06 hybrid
functional is 3.32 eV (as shown in Fig. 1(a)), and the error
compared to the experimental results is only 0.602%.27 This
value is closer to the actual result than that obtained using PBE
(as shown in Fig. 1(b)). Consequently, all subsequent calcula-
tions in this work will employ the HSE06 method. According to
Fig. 2, the optimal interlayer distances of ZnO–MX2 are 3.401 Å,
2.966 Å, 3.302 Å, and 2.808 Å, respectively.
3. Analysis and discussion
3.1 Stability analysis

3.1.1 Lattice mismatch rate and binding energy. To form
a stable heterojunction, the two materials should have crystal
structures as similar or consistent as possible, and the lattice
mismatch rate (s) between the two types of materials should be
less than 5%.28 This paper calculates the s of four types of
Fig. 1 (a) Crystal model of single-layer ZnO; (b) band structure
calculated by PBE; and (c) band structure calculated by HSE06.

© 2025 The Author(s). Published by the Royal Society of Chemistry
heterojunctions. Then, s of these four systems is dened as
follows:29

s = (a2 − a1)/a1 (1)

Here, a1 denotes the lattice constant of the single-layer ZnO
supercell, while a2 denotes the lattice constant of the MX2

supercell. Aer geometric optimization, the optimal model of
the heterojunction was obtained. According to the above
formula, the s of these four heterostructures were calculated
and are shown in Table 1. All the s values are less than 5%,
which indicates that all four heterojunctions can be successfully
constructed.

To further discuss the structural stability, the binding energy
of ZnO–MX2 was also calculated. When Eb is negative, the larger
its absolute value, the higher the stability of the system. The
interface binding energy can be expressed as follows:30

Eb = EZnO–MX2
− EZnO − EMX2

(2)

where EZnO–MX2
represents the total energy of the hetero-

junction, EZnO represents the energy of the single-layer ZnO, and
EMX2

represents the energy of MX2 (M = Mo, W; X = S, Se). By
calculating the binding energy, it can be determined that the
binding energy of all systems is negative, indicating that these
systems are stable. Among them, the binding energy value of
ZnO–MoSe2 is the smallest, indicating that this system is the
most stable among the four heterojunctions.

3.1.2 AIMD test. To further evaluate the stability of ZnO–
MX2, this study continues to employ AIMD simulations to
Table 1 Layer spacing d, mismatch rate s, binding energy Eb, and band
gap width calculated by PBE and HSE06 of the ZnO–MX2

Heterojunction ZnO–MoSe2 ZnO–WSe2 ZnO–MoS2 ZnO–WS2

d (Å) 3.401 2.966 3.302 2.088
s (%) 2.11 1.01 2.17 2.12
Eb (eV) −7.20 −7.56 −6.99 −6.94
Eg (eV) PBE 1.129 1.421 0.235 1.420
Eg (eV) HSE06 1.956 2.098 1.014 1.493

RSC Adv., 2025, 15, 23489–23498 | 23491
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calculate the thermodynamic stability of the four types of het-
erojunctions.31 AIMD combines rst-principles DFT with
molecular dynamics (MD) techniques, enabling the determi-
nation of molecular motion within the DFT framework. As
shown in Fig. 3, with the temperature set at 300 K, aer 8000
steps of calculation within 0.8 fs, the system remains stable. As
shown in Fig. 3, all four systems exhibit only minor structural
changes, accompanied by negligible energy uctuations, while
the overall structure remains intact (see the illustrations). These
results indicate that the four heterojunctions possess good
thermodynamic stability at 300 K.

3.2 Electronic structure

3.2.1 Band structure and electronic density of states. To
explore the electronic structures of the above four hetero-
junctions, the band structures and electronic density of states of
ZnO–MX2 were further calculated. In this study, the Fermi level
was set as the energy zero point, and the band structures, total
density of states (TDOS), and partial density of states (PDOS)
near the Fermi level were primarily investigated. Fig. 4(a) and
(b) respectively show the band structure and electronic density
of states of the ZnO–MoSe2. The band gap of this system is
1.956 eV, and it belongs to the direct transition type. Since
indirect transitions will cause relaxation and energy loss during
the electron transition process, the transition probability is
relatively low. In addition to requiring photon energy, indirect
transitions also need momentum exchange. In contrast, the
direct transition process can avoid these drawbacks. It does not
require phonon participation and only needs electrons to
absorb photons of a certain energy to achieve electron transfer,
thereby signicantly improving the photocatalytic efficiency of
the system. From the TDOS (see Fig. 4(b)), both the CBM and
VBM are contributed byMoSe2, indicating that it belongs to type
I band alignment. By comparing the vertical coordinates of the
total density of states diagrams of the four heterojunctions, it is
found that the peak of the ZnO–MoSe2 is the highest, indicating
Fig. 3 AIMD curves of total energy and temperature of (a) ZnO–
MoSe2 (b) ZnO–WSe2 (c) ZnO–MoS2 (d) ZnO–WS2 (the inset shows the
top views of the four heterojunctions).

Fig. 4 (a and b) Show the band structure (left) and density of states
(right) of ZnO–MoSe2, (c and d) of ZnO–WSe2, (e and f) of ZnO–MoS2,
and (g and h) of ZnO–WS2. (In the figure, the contribution of each
atom is represented by the size of the small balls. The larger the ball,
the greater the contribution of the corresponding atom.)

23492 | RSC Adv., 2025, 15, 23489–23498
that there is a greater distribution of electrons in a specic
energy range, that is, this system has a larger electronic density
of states. This creates favorable conditions for electron transi-
tion, thereby enhancing electron mobility and is expected to
signicantly improve the photocatalytic efficiency of this
system. From the analysis of the PDOS, it can be seen that the
CBM is primarily provided by the Mo-4d states in the MoSe2
layer, with contributions from the Se-4p and Se-4s states; the
VBM is mainly contributed by the Mo-4d and Se-4p states in
MoSe2, while the O-2p states in ZnO also provide a signicant
contribution. Research ndings indicate that type I band
alignment is conducive to the recombination of photogenerated
carriers. Although it is not suitable for application in the eld of
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 Presents the planar average electrostatic potential diagrams of
(a) ZnO–MoSe2, (b) ZnO–WSe2, (c) ZnO–MoS2, and (d) ZnO–WS2. The
inset figures illustrate the side views of the three-dimensional differ-
ential charge density (yellow indicates electron accumulation, while
cyan indicates depletion). Panels (e) ZnO–MoSe2, (f) ZnO–WSe2, (g)
ZnO–MoS2, and (h) ZnO–WS2 depict the work function diagrams, with
the inset figures showing the side views of the corresponding single-
layer system models.
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photocatalysis, it holds great potential for use in the eld of
luminescence, such as in light-emitting diodes (LEDs).

Fig. 4(c) and (d) respectively show the band structure and
electron density diagram of ZnO–WSe2, with a band gap of
2.098 eV. Compared to bulk ZnO, the band gap of this system is
reduced; the conduction band position is signicantly lowered,
and the energy levels are more densely packed. It is a direct
transition type. Electrons require less energy to transition from
the top of the valence band to the bottom of the conduction
band, leading to a redshi in the absorption edge and a signif-
icant enhancement in the response to visible light. From the
analysis of the TDOS diagram, it can be seen that the CBM and
VBM of this system are both contributed by WSe2, indicating
a type I band alignment. Under light irradiation, the photo-
generated electron–hole pairs tend to accumulate in the WSe2
layer, making effective separation challenging. The analysis of
the DOS in the valence band and conduction band indicates
that the CBM of the ZnO–WSe2 is primarily composed of the W-
5d states inWSe2, while the VBM ismainly contributed by the O-
2p states in ZnO and the W-5d states in WSe2, with a minor
contribution from the Zn-3d states in ZnO. In addition, a new
peak emerged on the right side of the Fermi level, mainly
contributed by the N-2p state, indicating that some energy levels
split. This is manifested as a sparser energy level distribution in
the band diagram. At 5.25 eV, the electronic orbitals of WSe2
and ZnO overlap, which is conducive to electron transfer.

It can be seen from Fig. 4(e) and (f) that the band gap of ZnO–
MoS2 is 1.014 eV, and the transition mode is direct. The
conduction band as a whole shis downward, and the energy
levels become more densely packed, indicating that the number
of electrons that can be accommodated in this energy region
increases, that is, the electron density in the system increases,
leading to a higher transition probability and signicantly
improved photocatalytic efficiency. Furthermore, the CBM of
this system is contributed by the MoS2, while the VBM is
contributed by the ZnO, indicating that it belongs to a type II
heterojunction. From the TDOS diagram analysis, it is evident
that MoS2 plays a decisive role in determining the CBM and
VBM. From the partial wave density of states analysis, it can be
seen that the CBM of this system is primarily contributed by the
Mo-4d and S-3p states in MoS2, while the VBM is mainly
composed of the Mo-4d and S-3p states in MoS2 as well as the O-
2p states in ZnO. The Mo-4d and S-3p electron orbitals fully
overlap, and the electrons between different layers hybridize,
thereby generating an internal electric eld within the system
that facilitates the transition of photogenerated carriers, thus
improving both the injection efficiency and the charge ow rate.
The above analysis indicates that the photocatalytic perfor-
mance of this system has been signicantly improved.

Fig. 4(g) and (h) respectively show the band structure and
electronic density of states of the ZnO–WS2. The band gap of
this system is 1.493 eV. Compared with the single-layer ZnO (see
Fig. 1(b)), the conduction band position shis downward, the
band gap narrows, and the energy levels become more dense,
indicating a direct transition type. Its CBM is mainly contrib-
uted by the WS2, while the VBM is mainly contributed by the
ZnO, which belongs to the type II band alignment. From the
© 2025 The Author(s). Published by the Royal Society of Chemistry
DOS diagram analysis, it can be seen that the conduction band
is primarily contributed by WS2, while the valence band is
jointly composed of ZnO and WS2. The wave function-resolved
DOS analysis indicates that the VBM of the ZnO–WS2 is
mainly provided by the W-5d state in WS2 and the O-2p state in
ZnO, with minor contributions from the W-6s state in WS2 and
the Zn-4s state in ZnO; meanwhile, the CBM is predominantly
provided by the W-5d state in WS2. The CBM of this system
originates from WS2, and the VBM originates from ZnO, form-
ing a type II heterojunction, which is consistent with the band
structure diagram. This process signicantly enhances electron
migration efficiency, thereby effectively boosting the photo-
catalytic activity of the entire system.

Overall, the ZnO–MoSe2 and ZnO–WSe2 are type I hetero-
junctions. The photogenerated electrons transfer from the CBM
of ZnO to the CBM of MoSe2 and WSe2. This band structure is
conducive to the rapid recombination of photogenerated
carriers, and thus is mainly applied in the eld of light-emitting
devices such as LEDs and photovoltaic cells. Meanwhile, ZnO–
MoS2 and ZnO–WS2 belong to type II heterojunctions, with their
energy bands arranged in an offset manner. This causes the
photogenerated electrons and holes to accumulate in different
materials, respectively, effectively suppressing the recombina-
tion of photogenerated carriers and promoting carrier separa-
tion. This type of heterojunction is mainly applied in elds such
as photocatalysis and photodetection. For instance, in the
process of photocatalytic water splitting for hydrogen produc-
tion, it can signicantly enhance the separation efficiency of
photogenerated electron–hole pairs, thereby increasing the
overall efficiency of the photocatalytic reaction.

3.2.2 Work function and differential charge density. To
deeply explore the distribution characteristics of electrons in
the internal regions of heterojunctions, this paper calculates
their differential charge density. Fig. 5(a)–(d) present the planar
average electrostatic potential curves and three-dimensional
RSC Adv., 2025, 15, 23489–23498 | 23493
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Table 2 Optimized effective mass m* (m0) (Å) and D of ZnO–MX2

Systems ZnO ZnO–MoSe2 ZnO–WSe2 ZnO–MoS2 ZnO–WS2

m*
e 0.31 0.32 0.36 0.27 0.31

m*
h 0.19 0.40 0.43 0.36 0.48

* *

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
Ju

ly
 2

02
5.

 D
ow

nl
oa

de
d 

on
 3

/7
/2

02
6 

3:
48

:4
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
differential charge density diagrams for four groups of hetero-
junctions. The calculation expression is:32

Dr = r(ZnO/MX2)
− r(ZnO) − r(MX2)

(3)

Among them, r(ZnO/MX2) represents the charge density of the four
heterojunction systems, r(ZnO) represents the charge density of
the ZnO layer, and r(MX2) represents the charge density of the
MX2 layer. Research has found that there is an interaction force
between the two layers of semiconductor materials that make
up a heterojunction, causing a redistribution of charges and
thus forming an internal electric eld at their interface. When
the heterojunction is illuminated, photons interact with the
electrons in the semiconductor materials, generating photo-
generated electron–hole pairs. Under the inuence of the
internal electric eld, these photogenerated electrons undergo
directed movement, leading to efficient separation of the pho-
togenerated electron–hole pairs. In the three-dimensional
differential charge density diagram, cyan indicates electron
depletion and yellow indicates electron accumulation. It can be
seen that the electrons in the four groups of heterojunctions all
migrate from the MX2 to the ZnO, and the direction of the built-
in electric eld points from the ZnO to the MX2. This process
helps to efficiently separate the photogenerated electron–hole
pairs, enabling more electrons and holes to participate in the
redox reaction, thereby signicantly enhancing the photo-
catalytic activity of the system. The analysis of the planar
average electrostatic potential curve shows that positive values
indicate electron depletion, while negative values suggest elec-
tron accumulation. In the four systems, electrons are depleted
in the MX2 and accumulated in the ZnO, indicating electron
migration from the MX2 layer to the ZnO, which is consistent
with the results of the three-dimensional image. The work
function refers to the minimum energy required to transfer an
electron from the interior of a semiconductor to its surface. It
reects the strength of the material's binding ability to elec-
trons; that is, the larger the work function, the greater the
difficulty for electrons to escape from the material, and the
stronger the binding ability to electrons; conversely, the smaller
the work function, the easier it is for electrons to escape. In this
paper, the work functions of four groups of heterojunctions
were further calculated, and the expression is:33

F = Evac − EFermi (4)

where, Evac represents the vacuum level, and EFermi represents
the Fermi level. The difference between the two is the work
function (F), as shown in Fig. 5(e)–(h). The work functions of
the ZnO–MX2 are 5.014 eV, 4.980 eV, 4.862 eV, and 4.724 eV,
respectively. Moreover, all four systems exhibit a signicant
potential difference, which can effectively separate photo-
generated carriers. It can be seen from the gure that the
photogenerated electrons migrate from the MX2 with a lower
potential to the ZnO with a higher potential until the Fermi
levels of both reach equilibrium. The direction of the built-in
electric eld points from the ZnO to the MX2, which is consis-
tent with the calculation results of the differential charge
23494 | RSC Adv., 2025, 15, 23489–23498
density. In addition, due to the existence of the built-in electric
eld, the separation of photogenerated carriers is effectively
promoted, thereby signicantly suppressing their recombina-
tion. Therefore, more electrons and holes can participate in the
photocatalytic reaction process, greatly enhancing the photo-
catalytic efficiency of the heterojunction system.

3.2.3 Effective mass. In the process of solar water splitting,
the recombination of electrons and holes aer absorbing
sunlight is also a key factor in achieving the photocatalytic
process. We calculated the effective masses of electrons ðm*

eÞ
and holes ðm*

hÞ in the ZnO–MX2 as well as their ratio (D) to
evaluate the retention of electrons and holes in the system aer
absorbing light. The formula for effective mass is given by:34

m* ¼ ħ2
��

v2E

vK2

�
(5)

The unit of (v2E/vK2) is (2p/a)2 eV, where ħ= h/2p. A higher D
value indicates a greater difference in the effective masses of
electrons and holes in the system. Although D is not a direct
criterion for the recombination rate, it provides a way to
determine whether the photogenerated electrons and holes can
be utilized in the photocatalytic water splitting process. As
shown in Table 2, the effective mass of holes in all systems is
greater than that of electrons, forming a heavy-hole–light-
electron system. This further suggests that electrons and
holes within the system can be effectively separated.

The effective electron mass ðm*
eÞ of the ZnO–MoS2 is slightly

larger than that of monolayer ZnO due to the contribution of the
S-3s state in the conduction band. Compared with monolayer
ZnO, the effective hole mass in the heterojunction system has
increased. In the ZnO–WSe2, the D value is closest to 1, indi-
cating that the electron and hole mobilities are not signicantly
different. This suggests that this system may not be very suit-
able for use as a photocatalyst. Compared with the literature,
the errors in the effective masses of electrons and holes calcu-
lated in this paper are 5% and 4%, respectively, indicating that
the calculation results of this paper have reference value.35

Compared with ZnO, the D value of the ZnO–MX2 signicantly
increases, indicating that aer constructing the heterojunction,
the recombination rate of photogenerated electrons and holes
in the system decreases, thereby effectively enhancing the
photocatalytic efficiency of the material. Among them, the D
value of the ZnO–WS2 is the highest, meaning that the separa-
tion of electrons and holes in this system is most pronounced,
making it less likely for them to recombine and facilitating
further separation of photogenerated carriers.
D ðmh=meÞ 0.61 1.25 1.13 1.33 1.55

© 2025 The Author(s). Published by the Royal Society of Chemistry
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The D values of ZnO–MS2 are greater than those of ZnO–
MSe2, suggesting a more prominent separation of electrons and
holes in ZnO–MS2. This phenomenon reduces the probability of
carrier recombination and promotes the further separation of
photogenerated carriers. This nding is consistent with the
characteristic of ZnO–MS2 forming a type-II heterojunction,
which effectively enhances the separation of electron–hole
pairs.
3.3 Optical properties

The magnitude of the dielectric function reects the strength of
a medium's ability to bind charges. The larger the magnitude of
the dielectric function, the stronger the material's response to
an electric eld and the greater its polarization capacity. From
the real part of the dielectric function graph in Fig. 6(a), it can
be seen that the static dielectric constants of the ve systems,
ZnO, ZnO–MoSe2, ZnO–WSe2, ZnO–MoS2, and ZnO–WS2, are
2.32, 1.77, 4.93, 1.98, and 5.72, respectively. By comparison, it
can be seen that the static dielectric constant value of the ZnO–
WS2 is the largest, indicating a higher number of electric
dipoles in this system, which can maximize the carrier density
and the efficiency of charge transport and separation. In the
visible light range around 2 eV, both the ZnO–WS2 and ZnO–
WSe2 exhibit a prominent and sharp peak, indicating that these
two heterojunctions have a stronger response to light and
a greater polarization capacity.

As shown in Fig. 6(b), the absorption edge of ZnO is
approximately at 430 nm, and its light absorption intensity
gradually decreases within the range of 450 to 800 nm, with
almost no obvious absorption peak. The absorption peaks of the
four heterojunctions are all signicantly higher than that of
ZnO, with the absorption band edges redshied and shied
towards the low-energy region. The intensity of light absorption
shows an upward trend. At approximately 5.32 eV, the light
absorption peaks of the four systems overlap, indicating that
the light absorption intensity reaches its maximum at this
energy level.

The above results are due to the fact that, compared to the
ZnO2 monolayer, the band gaps of all heterojunctions exhibit
a decreasing trend, which correspondingly reduces the
minimum photon energy required for electron transitions. This
enables the material to absorb photons with longer wavelengths
(i.e., lower energy) – for example, extending the absorption
Fig. 6 Optical property spectra of ZnO-based heterojunctions: (a) real
part of the dielectric function; (b) absorption spectrum.

© 2025 The Author(s). Published by the Royal Society of Chemistry
range from ultraviolet light to visible light or even infrared light
– thereby effectively broadening the spectral range of light
absorption. Additionally, the built-in electric eld present in the
heterojunction accelerates the transition process of photo-
generated electrons through the action of the electric eld
force. Therefore, under the synergistic effect of the reduced
band gap and the built-in electric eld, the absorption coeffi-
cients of all four systems are signicantly enhanced, and their
absorption spectra all exhibit redshi phenomena.

Among them, the absorption peaks of ZnO–WS2 and ZnO–
WSe2 are signicantly higher than those of ZnO–MoS2 and ZnO–
MoSe2, indicating that the former two have higher light
absorption intensities. The energy range corresponding to
visible light is 1.61 to 3.10 eV. Within this range, ZnO–WS2 and
ZnO–WSe2 exhibit the best light absorption performance,
especially the ZnO–WSe2, which has the highest light absorp-
tion rate. Corresponding to Fig. 6(a), the light absorption effect
of ZnO–WS2 and ZnO–WSe2 is signicantly better than that of
ZnO–MoS2 and ZnO–MoSe2.

3.4 Photocatalytic performance

The position of the band edge is one of the core elements for
evaluating the performance of a photocatalyst. An ideal photo-
catalyst should have a band gap that covers the redox potential
of water, meaning that the conduction band minimum of the
material should be lower than the reduction potential of H+/H2,
while the valence band maximum should be higher than the
oxidation potential of O2/H2O.36 This requirement is crucial for
the design and selection of efficient photocatalysts, as it not
only directly affects the efficiency of photocatalytic water split-
ting but also determines the stability and service life of the
photocatalyst. Based on the concept of semiconductor electro-
negativity, this paper calculates the oxidation–reduction
potential of each system relative to water, with the specic
expression given in ref. 37.

EVBM = c − Eelec + 0.5Eg (6)

ECBM = EVBM − Eg (7)

c represents the average electronegativity of the atoms in the
system, Eelec represents a constant value relative to the H elec-
trode (Eelec = 4.5 eV), and Eg is the band gap of the system. The
ECBM and EVBM denote the potential values of the CBM and VBM
for ZnO–MX2, as listed in Table 3. Fig. 7 shows the oxidation–
reduction band edge positions of ZnO monolayer and four
groups of ZnO–MX2.

As shown in Fig. 7, aer constructing ZnO-based hetero-
junctions, their band gaps are signicantly reduced and
become closer to the redox potential of water, indicating that
Table 3 Shows the CBM and VBM of ZnO–MX2

Heterojunction ZnO–MoSe2 ZnO–WSe2 ZnO–MoS2 ZnO–WS2

ECBM (eV) −0.214 −0.165 0.7532 −0.051
EVBM (eV) 2.169 2.263 1.7671 1.442

RSC Adv., 2025, 15, 23489–23498 | 23495
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Fig. 7 Shows the oxidation–reduction band edge positions of ZnO
monolayer and ZnO–MX2 heterojunctions (under the condition of pH
= 0, with the oxidation–reduction potential of H+/H2 and O2/H2O).
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constructing ZnO-based heterojunctions is an effective strategy
to enhance their photocatalytic performance.38

Comparing the two types of type-I heterojunctions, ZnO–
MoSe2 and ZnO–WSe2, although their CBMs are both higher
than the reduction potential and their VBMs are both lower
than the oxidation potential, meeting the basic conditions for
redox reactions to occur, it is observed that both electrons and
holes mainly migrate from the ZnO layer to the MoSe2 or WSe2
layers, resulting in difficulty in achieving effective separation of
charge carriers. Therefore, such structures are not well-suited to
serve as efficient photocatalysts.

It is observed in the two types of type-II heterojunctions,
ZnO–MoS2 and ZnO–WS2, that both exhibit alternating band
structures. Specically, electrons accumulate in the MoS2/WS2
layer, while holes accumulate in the ZnO layer. This electron
transfer mechanism helps achieve effective separation of elec-
tron–hole pairs, thereby promoting more electrons to partici-
pate in redox reactions and signicantly enhancing
photocatalytic performance.39,40

In the ZnO–MoS2, the CBM of MoS2 is located below the H+/
H2 reduction potential, thereby rendering the photocatalyst
incapable of hydrogen production. The VBM of ZnO–MoS2 lies
above the O2/H2O oxidation potential, thereby enabling the
ZnO–MoS2 system to satisfy the requirements for the oxygen
evolution reaction. On the contrary, in ZnO–WS2, the CBM and
VBM are respectively located on the upper and lower sides of the
redox potential. Thus, it can be concluded that ZnO–WS2, as
a photocatalyst, is capable of facilitating both HER and OER.
4. Conclusion

The ZnO–MX2 (M = Mo, W; X = S, Se) heterojunctions exhibit
excellent structural stability. The AIMD simulation results show
that they have the smallest energy uctuation amplitude at 300
K. Specically, the band gaps of ZnO–MoSe2 (1.956 eV), ZnO–
WSe2 (2.098 eV), ZnO–MoS2 (1.014 eV) and ZnO–WS2 (1.493 eV)
are signicantly smaller than that of single-layer ZnO, enabling
them to effectively absorb visible light. The electron transfer
fromMX2 to ZnO constructs an internal electric eld pointing to
MX2 at the interface, further enhancing the charge separation
efficiency.
23496 | RSC Adv., 2025, 15, 23489–23498
ZnO–MS2 systems form type-II heterojunctions, whereas
ZnO–MSe2 systems form type-I heterojunctions. The D values of
ZnO–MS2 are larger than those of ZnO–MSe2, indicating that the
separation of electrons and holes in ZnO–MS2 is more
pronounced. This reduces the likelihood of recombination and
facilitates the further separation of photogenerated carriers.
This conclusion aligns with the characteristic of ZnO–MS2
forming a type-II heterojunction, which enhances the separa-
tion of electron–hole pairs.

The static dielectric constants of ZnO–MS2 systems are
greater than that of ZnO–MSe2 systems, indicating that ZnO–
MS2 systems have better internal eld polarization ability,
which is highly conducive to the separation of electron–hole
pairs. All four heterojunctions exhibit a distinct redshi in the
absorption spectrum, among which the absorption coefficient
of ZnO–MS2 systems is greater than that of ZnO–MSe2 systems.

It can be inferred from the analysis that type-I hetero-
junctions (ZnO–MoSe2/WSe2) exhibit inefficient charge separa-
tion. In contrast, type-II heterojunctions demonstrate enhanced
functionality, as ZnO–MoS2 promotes oxygen evolution but not
hydrogen evolution. Moreover, the bandgap of ZnO–WS2
straddles the water's redox potentials, indicating that ZnO–WS2
effectively promotes both OER and HER.

Overall, ZnO–WS2 emerges as the most promising photo-
catalyst due to its optimal charge separation, exceptional light
absorption, and superior dielectric properties. This work
provides critical insights for designing high-performance ZnO-
based heterostructures through bandgap engineering and
interfacial charge regulation.
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