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ultiferroic properties and ability to
absorb electromagnetic microwaves of NFO/BZT-
BCT composites

Tran Dang Thanh, a Bui Son Tung,b Tran Quang Dat,c Dinh Chi Linh,a

Bui Xuan Khuyen,a Le Thi Giang,d Phan Tien Danhe and Dao Son Lam*ab

Multiferroic composites of xNiFe2O4/(1 − x)(0.5BaZr0.2Ti0.8O3-0.5Ba0.7Ca0.3TiO3) (NFO/BZT-BCT with x =

0, 0.2, 0.4, 0.6, 0.8 and 1.0) with an average particle size of 100 nm was prepared by high-energy ball

milling combined with the thermal annealing methods. The X-ray diffraction patterns indicate the

presence of both NiFe2O4 (NFO) and BaZr0.2Ti0.8O3-Ba0.7Ca0.3TiO3 (BZT-BCT) phases in the multiferroic

composites. As the ferromagnetic phase content increases, the ferroelectric and ferromagnetic

properties of the material are significantly improved. For an applied electric field below 10 kV cm−1, the

values of the residual polarization (Pr) and the coercive field (Ec) are found to be 0.02–0.064 mC cm−2

and 2.06–5.67 kV cm−1, corresponding to x = 0–0.8, respectively. The loss of energy density increases

from 0.035 to 0.18 mJ cm−3 and the stored energy density decreases from 82.6 to 17.4%, with NFO

content increasing from 0 to 0.8. The material has the ability to strongly absorb electromagnetic waves

(EMW) in the frequency range of 2–18 GHz corresponding to thicknesses of 1.5–5 mm. With a thickness

of 2.5 mm, the minimum reflection loss (RLmin) value reaches −41.87 dB occurring at 13.06 GHz for the

NFO sample; RLmin = −38.51 dB for the BZT-BCT sample at 12.5 GHz and RLmin = −33.91 dB for the

NFO/BZT-BCT with x = 0.4 (NBZ4) sample at 9.62 GHz. The research results show the potential for

developing electromagnetic wave absorption applications of the material in a wide range of investigated

frequencies from 2–18 GHz.
Introduction

Nowadays, multiferroic composites are widely used in many
different elds in advanced electronic components such as
DRAM, MRAMs, FeRAMs, magnetic transducers, actuators.1–4

Their unique combination of ferroelectric and magnetic prop-
erties makes them promising candidates for advanced elec-
tronic applications, sensors, and ultra-high-speed
telecommunications absorb electromagnetic wave (EMW)5–8

and so on. Multiferroic composites are engineered materials
that bring together at least two distinct phases with different
physical and chemical properties: a ferroelectric phase and
a ferromagnetic or ferrimagnetic phase. These are not single
materials with inherent multiferroic properties, but rather
a combination of different materials designed to exhibit both
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ferroelectricity and ferromagnetism. The quest for multiferroic
materials that exhibit coupling effects between electric and
magnetic properties is a fascinating area in materials engi-
neering.9 The structure of multiferroic composites can vary
signicantly depending on the fabrication method and desired
properties.10–12 They absorb electromagnetic waves through
a combination of energy dissipation mechanisms inherent to
their ferroelectric and ferromagnetic components, inuenced
by their structural arrangement and the coupling between the
two phases. Their electromagnetic wave absorption properties
depend on the properties, structure and ration between phases,
and as well as the frequency of the electromagnetic wave.7,10,13

The ferroelectric component contributes to absorption through
dielectric polarization and subsequent energy dissipation as
heat.14–16 The magnetic component absorbs electromagnetic
wave through magnetic losses arises from the interaction of the
oscillating magnetic eld of the wave with the material's
magnetic moments.11,14,17 The ability of multiferroic composites
to absorb electromagnetic wave depends on the inuence of
dielectric constant and permeability in the electromagnetic
eld. An increase in ferrite content in a composite can affect the
dielectric constant and resistivity. With increased ferrite
content, resistivity might decrease as the ferrite phase oen has
lower resistivity than the ferroelectric phase, forming
RSC Adv., 2025, 15, 24679–24695 | 24679
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conductive chains. Therefore, the selection of materials that act
as ferroelectric and ferromagnetic phases of multiferroic
composites is considered important in adjusting the ability to
absorb electromagnetic wave.18

For the ferromagnetic phase, spinel ferrites such as MFe2O4,
(M is Fe, Ni, Co, Zn, Mn.) are chosen as the typical materials.
They have some advanced characters, such as high perme-
ability, high saturation magnetization, and high resistivity. For
magnetic materials with spinel structure, and their interaction
with the magnetic component of an EMW leads to energy
dissipation. Factors like the anisotropy energy and saturation
magnetization of the spinel oxide inuence the natural reso-
nance frequency.18,19 Spinel oxides absorb electromagnetic
waves through a complex interplay of magnetic and dielectric
loss mechanisms. The specic contributions of each mecha-
nism depend on the material's intrinsic properties, its micro-
structure, and the frequency of the incident electromagnetic
radiation. Designing spinel oxide-based materials with
controlled morphology, composition, and heterostructures is
a key strategy for achieving high-performance microwave
absorption.19,20 A typical example is NiFe2O4 (NFO). This is a so
ferromagnetic material, characterised by low coercivity and
high saturation magnetisation. These magnetic properties
contribute to its ability to interact with and absorb electro-
magnetic waves through magnetic losses.8–10 NiFe2O4 is
a potential component in microwave absorbing materials
(MAMs) and radar absorbing materials (RAM) that operate in
the GHz frequency range like the making it useful in microwave
absorption applications, oen in composites where its proper-
ties can be combined with other materials to enhance
performance.17–21 Spinel ferrite nanoparticles, particularly
NiFe2O4, show promise in electromagnetic wave absorption
technology due to their magnetic and dielectric loss capabil-
ities. However, their application still faces several limitations.
Single-phase spinel ferrite nanoparticles oen have limited
absorption bandwidth, require high material thickness, and
possess high density, reducing their practicality as EMI
shielding materials.22 Additionally, they frequently encounter
poor impedance matching, leading to a signicant portion of
waves being reected rather than absorbed.23 Spinel ferrites
primarily rely on magnetic loss mechanisms, but achieving
optimal performance necessitates a balance with dielectric loss.
A lack of or imbalance between these two mechanisms can
diminish absorption efficiency.24 Furthermore, the scalability of
manufacturing effective millimeter-scale absorbing materials
remains limited, especially for Ni-ferrite.25

To overcome these limitations and enhance the permeability
of NiFe2O4, the combined method of solid-state reaction (SSR)
and high-energy ball milling (HEBM) offers several advantages.
The annealing process in SSR helps atoms rearrange into
a stable crystalline structure, minimizing lattice defects and
improving magnetic properties, including high permeability.
Although HEBM can initially introduce defects, its use as a pre-
treatment step to homogenize and reduce precursor size facil-
itates the subsequent calcination process. This “heals” defects
and promotes better crystalline structure formation, leading to
higher permeability. HEBM also allows for better control over
24680 | RSC Adv., 2025, 15, 24679–24695
precursor particle size, which in turn optimizes the nal
NiFe2O4 particle size through adjusted milling and calcination
parameters, helping achieve the highest permeability.

For ferroelectric phase, a typical example is BaTiO3. This is
a lead-free material with a high dielectric constant, high spon-
taneous polarization, large piezoelectric coefficient, its chem-
ical versatility for property tuning, and compatibility with
ferromagnetic phase.26–29 These factors make it a versatile
building block for designing novel multiferroic materials with
tailored properties for various applications. Recently, studies on
the electromagnetic wave absorption ability of BaTiO3-based
materials in the frequency range of 2–18 GHz have attracted
much attention. The results indicate that BaTiO3/TiO2@PPy
HoMSs exhibit improved microwave absorption compared with
BaTiO3/TiO2 HoMSs. In particular, tripled-shelled BaTiO3/
TiO2@PPy HoMS has the most excellent absorbing perfor-
mance. The best reection loss can reach up to −21.80 dB at
13.34 GHz with a corresponding absorber thickness of only 1.3
mm, and the qualied absorption bandwidth of tripled-shelled
BaTiO3/TiO2@PPy HoMS is up to 4.2 GHz.27 In addition, recent
results indicate that the electromagnetic wave absorption ability
of multiferroic materials combining BaTiO3 substrate with
ferromagnetic materials with spinel structure has a peak value
of reection loss shied to the frequency from 8 to 12
GHz.7,11,14,26 The electrical properties of BaTiO3 can be altered by
substituting ions at either the barium (Ba) site or the titanium
(Ti) site in its perovskite structure with elements like calcium
(Ca) or zirconium (Zr).10,31 For instance, calcium substitution
(Ba1−xCaxTiO3: BCT) can lead to a phase transition from
rhombohedral to cubic, while zirconium substitution (BaZry-
Ti1−yO3: BZT) can result in a tetragonal to cubic phase transi-
tion.28 Doping with elements like strontium (Sr) can also
enhance the dielectric constant and piezoelectric properties.11,30

The high piezoelectric coefficient of systems like
Ba1−xCaxZryTi1−yO3 (derived from BaTiO3) is attributed to the
presence of such a boundary.10,17,31 Among the BaTiO3-based
materials, BZT-BCT material is considered as a typical lead-free
piezoelectric material. Compositions of BZT-BCT near the
morphotropic phase boundary (MPB) have been reported to
exhibit signicantly higher piezoelectric coefficients (d33 ∼ 620
pC N−1) compared to pure BaTiO3 (d33 ∼ 150–190 pC N−1).31 The
existence of an MPB, where multiple phases coexist, is oen
associated with enhanced piezoelectric properties, which are
crucial for strong magnetoelectric coupling in composites
relying on strain transfer mechanisms.32 This enhanced piezo-
electricity is attributed to the coexistence of different ferro-
electric phases, leading to a lower energy barrier for polarization
rotation and thus a larger piezoelectric response to applied
stress.28 The higher piezoelectric coefficient of BZT-BCT
suggests an even greater potential for enhanced (magnetoelec-
tric) ME coupling when combined with a magnetostrictive
phase. Studies have indeed shown promising ME coefficients in
composites using BZT-BCT derivatives.32 Based on the above
characteristics and properties of spinel ferrite NFO and piezo-
electric material BZT-BCT, we can see that they can be
combined into multiferroic materials with many potential
applications, especially electromagnetic wave absorption
© 2025 The Author(s). Published by the Royal Society of Chemistry
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applications. However, research on multiferroic materials by
combining BZT-BCT with NFO oriented for electromagnetic
wave absorption represents a new idea that has not been
mentioned before. In this study, we investigate the fabrication
and properties of xNiFe2O4/(1 − x)(0.5BaZr0.2Ti0.8O3-0.5Ba0.7-
Ca0.3TiO3) (denoted as NFO/BZT-BCT) composites and examine
their ability to absorb electromagnetic waves in the frequency
range of 2–18 GHz. This research is a pioneering effort involving
the NFO/BZT-BCTmaterial family. The ndings in this work will
contribute to expanding the potential applications of multi-
ferroic composites in the areas of electromagnetic wave
absorption and shielding at high frequencies.

Experiment

Multiferroic composites of NFO/BZT-BCT were synthesized for
values of x = 0.0, 0.2, 0.5, 0.8, and 1.0. These samples were
prepared using a combination of high-energy mechanical milling
and thermal annealing methods. The raw materials included
BaCO3, CaCO3, TiO2, ZrO2, NiO, and Fe2O3 powders, all with
a purity of 99.9% or higher. The particulate composites contain-
ing the BZT-BCT compound and the NFO compound were
fabricated separately. The raw chemical powder mixtures of the
BZT-BCT and NFO phases were ground andmixed by high-energy
ball milling for 30 min. Aer mixing, the powder mixtures were
pressed into pellets under a pressure of 7000 kg cm−2. Each set of
pellets were subsequently sintered for 5 h in air at 1300 °C for
BZT-BCT sample and at 1000 °C for NFO sample with a heating
rate of 5 °C min−1. Aer that the samples were cooled naturally
with the furnace to room temperature. Following sintering, the
NFO and BZT-BCT samples were subjected to high-energy ball
milling for 2 h in the air, resulting in ne powders as the nal
products. The NFO and BZT-BCT powders were measured
according to the molar ratios of xNFO/(1− x)BZT-BCT with x= 0,
0.2, 0.4, 0.6, 0.8, 1, labeled as BZT-BCT, NBZ2, NBZ4, NBZ6, and
NBZ8, NFO, respectively. Herein, high-energy ball milling
processes have used a SPEX SamplePrep 8000D Mixer/Mill
machine with a speed of 875 rpm in air at room temperature
with a ball/powder weight ratio of 24/5. Aer weighing the
powders, the mixtures were thoroughly combined and pressed
into pellets under a pressure of 7000 kg cm−2. These pellets were
then heat-treated at 800 °C for 6 h to form solid pellets of uniform
size, 12 mm in diameter and 1 mm in thickness. The structure of
all samples was analyzed using the X-ray diffraction (XRD)
patterns obtained from a Thermo Scientic Equinox 5000 device,
utilizing a wavelength of l = 1.54056 Å from Cu-Ka radiation.
Raman spectra of samples have been measured at room
temperature using Raman spectroscopy instruments, powered by
LabSpec 6 HORIBA (Japan). The morphology and particle size of
the samples were determined using the eld emission scanning
electron microscopy (FE-SEM) with equipment of Hitachi S4800.
The chemical elements' composition and the substances' distri-
bution within the samples were analyzed using Aztec energy
dispersive spectroscopy (EDS) equipment from Oxford Instru-
ments (UK). The samples' characteristic ferromagnetic and
ferroelectric properties were assessed using M(H) and P(E)
hysteresis curves. These measurements were conducted at room
© 2025 The Author(s). Published by the Royal Society of Chemistry
temperature with a vibrating sample magnetometer VersaLab
(Quantum design) and a Precision LC II Model 609 system.
Herein, an external voltage of 1 kV was applied, corresponding to
an applied electric eld of 10 kV cm−1 for P(E) hysteresis
measurements. To investigate the microwave absorption prop-
erties of the samples, we measured the S-parameters using
a vector network analyzer (VNA, PNA-X, Keysight). Where, the
nal NFO/BZT-BCT powders were mixed with paraffin in
a volume ratio of 40 : 60, and then were formed into toroidal
devices using a punch, which had inner and outer diameters of
3.04 mm and 7 mm, respectively. Aer collecting the S-parameter
data, we used the Nicolson–Ross–Weir (NRW) method to extract
the complex permittivity and complex permeability of the
samples. Finally, the microwave absorption performance was
calculated using transmission line theory.

Result and discussion

XRD patterns at room temperature of all the samples are pre-
sented in Fig. 1(a). Our ndings indicate that the x = 0 sample
exhibits a single phase of BZT-BCT, which corresponds to
a tetragonal structure. This is represented by a set of Miller
indices (hkl), including (100), (110), (111), (002), (210), (211),
and (220). In the XRD patterns of the other samples, we
observed some peaks corresponding to the NFO phase, which
has a cubic structure (denoted by asterisks *), coexisting with
those of the BZT-BCT phase. Notably, there was no observable
shi in the XRD peaks or any appearance of unusual peaks. This
implies that the BZT-BCT and NFO phases can coexist in the
samples, and the heat treatment did not result in the formation
of a new phase. Raman spectroscopy is considered a powerful
technique for identifying subtle structural distortions and
symmetry in perovskite materials. The Raman spectra of the
NFO/BZT-BCT material are shown in Fig. 1(b). The NFO/BZT-
BCT material has a basic BaTiO3 (BTO) matrix with a perov-
skite structure and therefore exhibits the same Ramanmodes as
pure BTO. The band assignments were performed using litera-
ture data for pure BTO. The resonance frequencies of [E(LO),
A1(LO), E(TO)], [E(TO), A1(TO)], and [E(LO), A1(LO)] were re-
ported to be located at 432.36, 519.1, and 725.54 cm−1,
respectively, for all samples.33,34 This indicates that the material
has a tetragonal phase. As the NFO content increases, the
intensity of the spectral peaks corresponding to wavenumbers
519.1 and 725.54 cm−1 signicantly decreases and shows
a tendency to broaden gradually. When the NFO content grad-
ually increases, the spectral peaks corresponding to wave-
numbers 180.06, 519.1, and 725.54 cm−1 shi slightly to peaks
corresponding to wavenumbers 171.39, 510.26, and
718.89 cm−1. This is due to uctuations in the perovskite
structure of the material. Although both the ferroelectric BZT-
BCT phase and the ferromagnetic NFO phase are simulta-
neously present in the composite, there is no chemical reaction.
However, electromagnetic interactions still occur at the inter-
face between the two phases, causing a slight effect on the
material's structure.

The morphology and particle size of the samples were
analyzed using scanning electron microscopy (SEM) images.
RSC Adv., 2025, 15, 24679–24695 | 24681

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5ra03621f


Fig. 1 (a) XRD patterns and (b) Raman spectra of the powdered composites of xNiFe2O4/(1 − x)(0.5Ba(Zr0.2Ti0.8)O3-0.5(Ba0.7Ca0.3)TiO3).

Fig. 2 SEM images of the (a) BZT-BCT, (b) NBZ2, (c) NBZ4, (d) NBZ8 samples.

24682 | RSC Adv., 2025, 15, 24679–24695 © 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 presents the SEM images of four samples of BZT-BCT,
NBZ2, NBZ4, and NBZ8, (remaining sample has a similar
form). The grains in all samples were not homogeneous, with
sizes ranging from several tens to hundreds of nanometers.
Smaller particles were observed adhering to the larger ones. The
crystal orientation appeared random, likely due to various
interactions. The average grain size (D) was determined using
grain size analysis soware integrated with eld emission
Fig. 3 (a and b) EDX element mapping images and (c and d) EDX spectr

© 2025 The Author(s). Published by the Royal Society of Chemistry
scanning electron microscopy (FE-SEM) equipment from Hita-
chi S4800. The particle size distribution was broad, with an
average value of approximately 100 nm. Because of the sample's
poor electrical conductivity, the grain boundaries were unclear,
leading to the formation of clumps between the particles.
Furthermore, the particle size remained consistent, regardless
of the sample composition or the content of NFO.
a of BZT-BCT and NBZ4 samples, respectively.

RSC Adv., 2025, 15, 24679–24695 | 24683
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Fig. 4 M(H) loops measured at room temperature of NFO/BZT-BCT
multiferroic.
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To verify the presence and distribution of elements in the
BZT-BCT sample, specically Ba, Ca, Ti, Zr, and O, as well as Ba,
Ca, Ti, Zr, Ni, Fe, and O in the composite samples, we conducted
elemental mapping analysis, as shown in Fig. 3(a and b). The
results indicate that all components are evenly distributed
throughout the material. This nding conrms that the multi-
ferroic composites have been fabricated, with the ferromagnetic
and ferroelectric components thoroughly mixed and uniformly
dispersed within the samples. The percentage rations of
elements are quite close to those of the nominal values of the
samples, no presence of any foreign elements, shown in Fig. 3(c
and d), EDX spectra of BZT-BCT and NBZ4 samples. Fig. 4 shows
hysteresis curves M(H) for all samples at room temperature. All
samples demonstrate the ferromagnetic characteristics except
the BZT-BCT sample, which is clearly identied as a para-
magnetic compound exhibiting very low magnetization. The
magnetization of the NFO/BZT-BCT composites increases
signicantly with higher concentrations of NFO, with saturation
magnetization (Ms) rising from 13.6 to 57.7 emu g−1 and
residual magnetization (Mr) increasing from 0.67 to 1.4 emu g−1

as NFO content (x) changing from 0.2 to 0.8. This is completely
agreed with previous studies.2,3,5,10 The coercivity (Hc) value
decreases with increasing NFO concentration, from Hc = 66 Oe
at x = 0.2 to Hc = 49 Oe at x = 0.8, is also a trend that has been
reported in some studies, although the relationship between
ferrite content and coercivity can be more complex. A decrease
in coercivity with increasing ferrite content might be explained
by: (i) with a higher proportion of the magnetic phase, the
composite might become easier to magnetize and demagnetize,
leading to a lower coercive eld,1 (ii) at lower ferrite concen-
trations, the non-magnetic ferroelectric grains might act as
“pores” in the magnetic structure, hindering the movement of
magnetic domain walls and thus increasing coercivity.2 The
increase of saturation and residual magnetization with NFO
content, and the decrease of coercive force, are generally
consistent with the behaviour observed in similar multiferroic
24684 | RSC Adv., 2025, 15, 24679–24695
composite systems as described in the provided sources. The
dominance of the ferrite phase's magnetic contribution
explains the increase in Ms and Mr, while the decrease in Hc

could be related to easier magnetization.10,11,13 This data is
clearly presented in the inset of Fig. 4 and Table 1. Fig. 5(a)
shows the ferroelectric hysteresis loops P(E) of NFO/BZT-BCT
composites measured at room temperature under a maximum
external voltage of 1 kV at a frequency of 50 Hz. It is clear that
these P(E) hysteresis loops exhibit the ferroelectric characteris-
tics. As the NFO concentration increasing, these P(E) curves are
widened and the value of the electrical polarization increases
signicantly. When the ferrite phase content gradually
increases from x = 0 to x = 0.8, the shape of the curve also
changes quite signicantly. The abnormal ferroelectric loops
with rounded edges are due to the leakage current generated by
the less resistive ferrite phase.7,11 The leakage current due to the
incorporation of a less resistive ferrite phase compared to the
higher resistive ferroelectric phase results in non-saturated,
round P(E) loops, the non-saturated and rounded edges in
P(E) loops are due to leakage currents in the composites.2,7 The
remanent polarization is considered an indirect quantity used
when evaluating the magnetoelectric coupling coefficient in
multiferroic composites.35 Indeed, in these materials, the effi-
ciency of magnetoelectric coupling largely depends on the
ferroelectric phase's ability to generate strain when an electric
eld is applied. The greater value of the potential for a change in
strain (DS) during ferroelectric switching will be occurred with
higher value of the remanent polarization (Pr). This DS is then
transferred to the magnetostrictive phase, altering its magnetic
properties. Therefore, the magnitude of the polarization change
(DP, from +Pr to −Pr or vice versa) directly determines the
maximum strain transfer and the resulting magnetoelectric
response.36 The piezoelectric coefficient, which indicates the
strain generated per unit electric eld, is inherently linked to
the ferroelectric state and its Pr. A robust Pr signies well-
aligned ferroelectric domains, leading to a more effective
piezoelectric response. Consequently, a larger DP (due to
a stronger Pr) directly contributes to a greater induced strain,
which is crucial for efficient strain-mediated magnetoelectric
coupling.35,36 Besides, as x increases from x = 0 to x = 0.4, the
value of Pr increases more than 3 times, from 0.02 to 0.064 mC
cm−2. This enhancement has been attributed to the space
charge effect that arises at the interface between the ferroelec-
tric and ferrite phases due to differences in their conductivities
and permittivities.10 As the amount of the ferrite phase
increases, more space charges accumulate at these interfaces,
contributing to a higher overall polarization.11 Additionally, the
presence of the ferrite phase can induce stress on the ferro-
electric phase, which, through magnetoelectric coupling, could
potentially inuence the polarization state and lead to an initial
increase in Pr under certain conditions.12 However, beyond
a certain concentration, the remanent polarization typically
starts to decrease with further increases in the ferrite content x
$ 0.4. This can be explained that: (i) the ferrite phase is
generally not ferroelectric. As its proportion increases, it effec-
tively dilutes the overall ferroelectric nature of the composite,
leading to a reduction in the total polarization, including the
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 1 The values of the characteristic parameters of NFO/BZT-BCT multiferroic nanocomposite, including the remanent magnetization
(Mr),the saturation magnetization (Ms), and the coercive force (Hc), the coercive field (Ec), the maximum electrical polarization (Pm) the residual
polarization (Pr)

Sample x Ms (emu g−1) Mr (emu g−1) Hc (Oe) Pm (mC cm−2) Pr (mC cm−2) Ec (kV cm−1) Ref.

xNFO/(1 − x)(BZT-BCT) 0.0 — — — 0.09 0.02 2.06 This work
0.2 13.6 0.67 66 0.077 0.037 3.95
0.4 27.45 1.25 58 0.089 0.064 5.67
0.6 36.92 1.27 53 0.079 0.039 4.03
0.8 57.7 1.4 49 0.07 0.022 2.87

xCNFO/(1 − x)(0.15BCT-0.85BZT) 0 — — — 5.51 0.72 4.91 28
0.1 3.38 0.35 91 6.79 1.77 7.72
0.2 10.89 1.24 96 9.34 5.15 7.58
0.3 22.2 3.09 120 11.11 6.36 6.18
0.4 29.08 4.29 130 10.37 5.78 8.98

xNi0.7Zn0.3Fe2O4/(1− x)BaTiO3 0.1 4.1 0.48 48.67 0.21 0.14 7.6 12
0.3 20.8 3.43 54.47 0.44 0.55 7.6
0.5 37.6 7.21 68.03 0.3 0.52 5.1
0.7 55.5 5.04 39.17 0.75 0.25 4
0.9 67.6 4.44 31.55 0.95 0.2 2
1 78.7 2.64 0.018 — — —
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remanent polarization;37 (ii) ferrite phases oen have a lower
electrical resistivity compared to ferroelectric phases. Intro-
ducing more of the ferrite phase31 creates more conductive
pathways within the composite, resulting in a higher leakage
current.38 This leakage of charge can hinder the retention of
polarization, thus decreasing the measured remanent polari-
zation.39 The rounded hysteresis loops observed in many
studies with increasing ferrite content are indicative of this
increased leakage;7 (iii) while the presence of the ferrite phase
can lead to a pinning effect on the ferroelectric domains, which
might initially contribute to an increase Ec and Pr, at higher
concentrations, this pinning can become too dominant. It can
impede the switching of ferroelectric domains and their align-
ment, ultimately leading to a decrease in the achievable rema-
nent polarization.2 Beside, as x increases from x = 0 to x = 0.4,
the Ec also tends to rise sharply, nearly 3 times, from 2.06 to 5.67
kV cm−1, these increases are attributed to the pinning effect
that arises and relates to the presence of the FM phase in
composites. It can be seen that, with the ferrite phase content
reaching about x = 0.4, the Ec value reaches its maximum. This
result indicates that, with the content x= 0.4, the pinning effect
is most effective.14 This might occur at a specic concentration
and distribution of the ferrite phase where the domain wall
motion is optimally impeded.31 However, when the ferromag-
netic phase content is higher than x = 0.4, the coercive force
value Ec tends to decrease, which can be explained by: (i) at
higher ferrite concentrations, the ferrite phase might become
more interconnected, potentially leading to easier magnetic
domain wall motion within the ferrite phase itself. This could,
in turn, reduce the overall constraint on the ferroelectric
domains;10 (ii) a higher content of the typically less resistive
ferrite phase leads to a signicant increase in leakage current.
This leakage can effectively screen the applied electric eld
within the ferroelectric domains, making it easier to switch
their polarization at lower applied elds, thus reducing Ec. The
rounded P–E loops observed with higher ferrite content oen
© 2025 The Author(s). Published by the Royal Society of Chemistry
indicate such increase leakage;14 (iii) at very high ferrite
concentrations, the ferroelectric phase might become increas-
ingly isolated, potentially altering the collective domain
switching behaviour and leading to a decrease in Ec.38 In this
study, the ferromagnetic phase content has a value of x = 0.4,
which is considered a more optimal content to improve the
electromagnetic interaction occurring in multiferroic compos-
ites. The ferromagnetic phase content corresponding to x = 0.4
is optimal implies a balance between sufficient magnetic
interaction for the pinning effect and maintaining good ferro-
electric properties by having a dominant ferroelectric phase.40

Table 1 also lists the values of the characteristic parameters of
NFO/BZT-BCT multiferroic nanocomposites, including Ms, Mr,
Hc, Ps, Pr, and Ec. It shows that composites with x = 0.2–0.8 are
multiferroics with rather small Hc (below 100 Oe).

Determining magnetoelectric coupling in BZT-BCT/NFO
multiferroic materials can be indirectly analyzed using Raman
spectroscopy. This analysis focuses on observing changes
(frequency shis, linewidth broadening/narrowing) of the
phonon peaks of one phase when the other phase is inuenced
by an external eld (magnetic or electric eld), indicating the
mechanical transfer of strain between the two phases. Speci-
cally, when an external magnetic eld is applied to the ferro-
magnetic phase (NFO), it induces magnetostriction. This strain
is then transferred to the ferroelectric phase (BZT-BCT) due to
the mechanical coupling between the two phases, leading to
a change in the electric polarization of BZT-BCT. Conversely,
when an electric eld is applied to BZT-BCT, it causes piezo-
electric strain, which is then transferred to NFO, altering its
magnetic properties. This transferred strain will affect BZT-
BCT, modifying the interatomic interactions within its crystal
lattice. These changes can result in a phonon frequency shi or
linewidth broadening/narrowing of the Raman peaks of BZT-
BCT. Such shis serve as indirect evidence of magnetoelectric
coupling occurring in the material, demonstrating the
mechanical strain transfer from the magnetic to the
RSC Adv., 2025, 15, 24679–24695 | 24685
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Fig. 5 (a) P(E) curves, (b) the dependences of WUE, WLE, and hP–E on NFO content for NFO/BZT-BCT composites. The insert in figure (a) shows
the change of Pr, Pm, and Ec.
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ferroelectric phase. Qualitative assessments of the electromag-
netic interactions occurring within the material are clearly
demonstrated by the most signicant shi in the spectral peaks
corresponding to the sample with an NFO ferromagnetic phase
content of x = 0.4 (i.e., sample NBZ4). Besides, to choose
a material with high loss that has effective absorption and
shielding of electromagnetic waves, in this study we perform
some analyses and evaluation of the loss and energy storage
capacity of the materials.41–48 Therefore, in the following
contents, we will consider and have specic and relevant
discussions. The useful recoverable energy storage density and
the energy storage efficiency can be obtained from the
expressions:42

WUE ¼
ðPmax

0

EapplieddPinduced (1)

hP�E ¼ WUE

WUE þWLE

� 100 (2)

where Eapplied is the applied electric eld, Pinduced is the induced
polarization, hP–E is the energy storage efficiency, WUE and WLE

are the recoverable useful energy storage density and the lost
energy density, respectively. Fig. 5(b) shows the dependences of
WUE, WLE, and hP–E on NFO content of samples measured at 10
kV cm−1. As x increases from x = 0 to x = 0.8, we see that the
P(E) curve tends to expand gradually with increasing NFO
content. It means that the energy loss could increase. Under an
electric eld of 10 kV cm−1, the loss of energy density increases
from 0.415 to 1.13 mJ cm−3 and the stored energy density
decreases from 52.3 to 27.6%, with NFO content increasing
from 0 to 0.8, the value of the loss of energy density reaches its
maximum value at the NFO ferrite content of x= 0.4. This result
has signicant implications for the practice of conducting
material-oriented studies in the eld of microwave absorption.
In this study, the dependence of dielectric constant and
magnetic permeability on the frequency of NFO, BZT-BCT, and
NBZ4 samples was investigated in detail. This is clearly shown
24686 | RSC Adv., 2025, 15, 24679–24695
in Fig. 6(a–d). The results clearly show the inuence of the
investigated frequency on the real and imaginary parts of
dielectric constant. The 30 values shows that electric energy's
storage capability decreases with an increasing of frequency.
The 30 values of BZT-BCT showed the peaks at ∼3.5; 12.5 GHz
and 15.6 GHz; of NFO reaches the maximum values at 3.5; 12
and 15.1 GHz. For the NBZ4 sample, we see a shi of the peaks
to positions corresponding to frequencies of 11.5 and 15.5 GHz.
While in the frequency range from 4–10 GHz, the 30 values tend
to decrease sharply, the 300 values change quite specically.
Indeed, for all samples, in the frequency range of 4–12 GHz, the
imaginary part of the dielectric constant as well as the dielectric
loss reach larger values than in other frequency ranges, with
multiple peaks appearing at different frequencies. The 300 value
reaches the maximum values at the frequencies of 5.8 GHz and
8.8 GHz corresponding to the BZT-BCT sample; meanwhile, this
value reaches the maxima at frequencies of 4.2; 6.2 and 8.5 GHz
for NFO sample and the maximum value of 300 is achieved at
a frequency of 6.5 GHz, for NBZ4 sample. The appearance of
multiple peaks of the imaginary part of the dielectric constant
with frequencies in the range of 4–12 GHz for the samples is
explained by: (i) at low frequencies, space charges accumulate at
interfaces within the material (grain boundaries, phase
boundaries in composites, electrode-material interfaces) due to
differences in conductivity and permittivity.49

This accumulation contributes signicantly to the high value
of 30. However, the movement and accumulation of these
charges are not instantaneous and involve some lag with respect
to the alternating electric eld. This lag leads to energy dissi-
pation, resulting in a higher 300. The frequency at which the
maximum loss occurs is related to the relaxation time of these
interfacial charges;31,47 (ii) the presence of defects and impuri-
ties in the crystal lattice can trap charge carriers, leading to
polarisation at low frequencies.27,29 The movement of these
trapped charges in response to the electric eld is oen asso-
ciated with energy loss due to interactions with the surrounding
lattice, contributing to 300.39 In the higher frequency range from
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 (a and c) Real permittivity and (b and d) complex permeability as a function of frequency for NFO, BZT-BCT and NBZ4 samples.
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12–18 GHz, in all samples, the graph showing the dependence
of the imaginary part value of the dielectric and imaginary
permeability constant on frequency tends to increase with
frequency and reaches a maximum at a specic frequency for
each sample. Specically, For the BZT-BCT sample, this
maximum value is achieved at a frequency of about 17.2 GHz;
the NFO sample is achieved at frequencies of 14.2 and 17.2 GHz;
the NBZ4 sample reaches a maximum at a frequency of 14.2
GHz. This is also clearly shown in Fig. 7 (a) dielectric and (b)
magnetic loss tangents as a function of frequency for NFO, BZT-
BCT and NBZ4 samples. Especially at a frequency of 14.2 GHz,
Fig. 7 (a) Dielectric and (b) magnetic loss tangents as a function of freq

© 2025 The Author(s). Published by the Royal Society of Chemistry
we can clearly see the role of the presence of the NFO ferro-
magnetic phase in the material; the loss value has increased
signicantly compared to the original NFO and BZT-BCT
samples. The presence of a ferromagnetic phase in the mate-
rials increases the dielectric loss which can be explained:
ferromagnetic materials oen exhibit higher electrical
conductivity compared to ferroelectric materials.50–52 At higher
frequency range, this increased conductivity can lead to greater
energy dissipation through conduction losses. As frequency
increases, the contribution of these conductive charge carriers
to the loss might become more signicant relative to the
uency for NFO, BZT-BCT and NBZ4 samples.

RSC Adv., 2025, 15, 24679–24695 | 24687
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decreasing contribution from slower polarization mecha-
nisms.46,52 Besides, when analyzing the dependence of the real
and imaginary permeability of the system on the data
frequency, we see a similar trend as the survey results with the
dielectric constant. The results show that: m00 has a maximum
value at a lower frequency and then increases exponentially with
increasing frequency. The magnetic loss value reaches a large
value in the frequency range below 10 GHz. This loss peak in
permeability is attributed to the lag of domain wall motion with
respect to the applied eld and lattice imperfections. This result
is completely agreed with previous researches.10,11 When the
ferromagnetic phase x = 0.4 is present in the material compo-
sition, the dependence of the real part of the dielectric constant
does not change much, tending to decrease with frequency. In
the low-frequency range, below 6 GHz, the real part of the
dielectric constant of the sample is slightly reduced compared
to when only the ferroelectric phase is present. This can be
explained by: (i) ferrite materials typically exhibit a lower
dielectric constant compared to ferroelectric materials. When
a ferrite phase is introduced into a ferroelectric matrix, it
effectively reduces the overall proportion of the high dielectric
constant ferroelectric material within the composite.7–10

Consequently, the composite as a whole can exhibit a lower
dielectric constant, especially if the ferrite content becomes
signicant. This result was also shown by Richa Sharma et al.
and colleagues that the dielectric constant of their composites
decreased with increasing CFO (ferrite) concentration,7 sug-
gesting that the incorporation of CFO dilutes the dielectric
properties of the ferroelectric phase. Similarly, Ajith S. Kumar
et al. observed a decrease in the dielectric constant with an
increase in ferrite content, attributing it to the lower dielectric
constant of the ferrite phase compared to the ferroelectric
phase;10 (ii) ferrite phases oen possess a lower electrical
resistivity (higher conductivity) than ferroelectric phases.12,29,40

The presence of a more conductive ferrite phase can lead to an
increase in the overall conductivity and leakage current in the
composite.12,14,26,37 This increased conductivity can hinder the
effective build-up of charge in response to the applied electric
eld at low frequencies, potentially leading to a reduction in the
measured capacitance and, consequently, the dielectric
constant. Patil et al. noted that the resistivity of composites
decreases with increasing ferrite content due to the lower
resistivity of ferrites.40 Kumar et al. also mentioned that the
leakage current decreases with an increasing concentration of
the ferroelectric phase because the electrical resistivity of the
magnetic phase is smaller than that of the ferroelectric phase;4

(iii) while the introduction of a second phase generally creates
interfaces that can enhance polarisation through the Maxwell–
Wagner effect, the specic properties of the ferrite phase and its
interaction with the ferroelectric matrix can sometimes lead to
a less effective contribution to low-frequency polarisation
compared to the pure ferroelectric material.12 For instance, the
conductivity difference might not be optimally suited for charge
accumulation at the interfaces in the low-frequency regime in
all material combinations. Although typically interfacial polar-
isation leads to a higher dielectric constant at low frequencies,
the overall effect on the dielectric constant depends on the
24688 | RSC Adv., 2025, 15, 24679–24695
relative contributions of all polarisation mechanisms and the
specic electrical properties of the constituent phases.51,52 We
further analyze the absorption mechanism by means of the
Cole–Cole plot. Fig. 8(a–c) shows relation curves of 30 versus 300 of
pure NFO, BZT-BCT, NBZ4 composites in 2–18 GHz. The Cole–
Cole semicircles derived from the plots of 30 versus 300 represent
Debye relaxation process to conrm the polarization relaxation
behaviors. On the basis of classical Debye theory, the relation-
ship between 30 and 300 may be described below:32

�
3
0 � 3s þ 3N

2

�2

þ �
3
00�2 ¼ �3s � 3N

2

�2

(3)

where 3s and 3N represent the static dielectric constant and
dielectric constant at the innite frequency, respectively.
Generally, a single semicircle denoted as Cole–Cole symbolizes
one Debye polarization relax ation process. The abscissa of the
Cole–Cole plots of NFO, BZT-BCT, NBZ4, paran is the real part
of the complex dielectric constant, and the ordinate is the
imaginary part of the complex dielectric constant. The appear-
ance of a semicircle in the curve in the Cole–Cole plots indicates
the presence of a Debye relaxation process.53 The more Debye
semicircles, the stronger the polarization ability and dielectric
loss of the material are.54 Fig. 8 indicates that a certain amount
of Debye semicircle exists in all three samples, which means
that polarization relaxation exists in all three samples during
wave absorption. When the microwave passes through these
defects, it will form a polarization center and form a Debye
semicircle. The polarization losses of NFO, BZT-BCT and NFO/
BZT-BCT samples are present together, and they have
a certain conductive loss, which is consistent with the previous
analysis results.

To investigate the ability of material to absorb and shield
electromagnetic waves, in the next content we used xNFO/(1 −
x)BZT-BCT multiferroic composites with x = 0, 0.4 and 1.0
(denoted as NFO; NBZ4; BZT-BCT samples, respective) as a ller
in paraffin 40% to create NFO-Paraffin; NBZ4-paraffin and BZT-
BCT-paraffin composites. The electromagnetic parameters of
the material are tested in the frequency range of 2–18 GHz using
vector network analyzer. The RL values are calculated according
to the formula (4) and (5) and the graphs are plotted as below.
Fig. 9(a–i) shows two-dimensional RL curves: (a) NFO-paraffin;
(b) BZT-BCT-paraffin; (c) NBZ4-paraffin; three-dimensional RL
curves: (d) NFO-paraffin; (e) BZT-BCT-paraffin; (f) NBZ4-
paraffin; RL contour plots: (g) NFO-paraffin; (h) BZT-BCT-
paraffin; (i) NBZ4-paraffin mixed at the mass ratio 40 wt% in
paraffin. The horizontal axis is the frequency, and the vertical
axis is the RL value. Based on the transmission line theory, the
key index RL for evaluating the absorption characteristics of
electromagnetic waves can be derived from the following
formulas.43

RL ¼ 20log

����Zin � Z0

Zin þ Z0

���� (4)

Z ¼
����Zin

Z0

���� ¼
ffiffiffiffiffiffiffiffiffiffiffiffiffi
jmrjj3rj

p
tanh

�
j

	
2pfd

c


 ffiffiffiffiffiffiffiffi
mr3r

p �
(5)
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 The relation between the real part (30) and imaginary part (300) of complex permittivity (Cole–Cole plot) of (a) the NFO-paraffin; (b) BZT-
BCT-paraffin and (c) NBZ4-paraffin composites.

Fig. 9 Two-dimensional RL curves: (a) NFO-parafin; (b) BZT-BCT-parafin; (c) NBZ4-parafin; three-dimensional RL curves: (d) NFO-parafin; (e)
BZT-BCT-parafin; (f) NBZ4-parafin; RL contour plots: (g) NFO-parafin; (h) BZT-BCT-parafin; (i) NBZ4-parafin.

© 2025 The Author(s). Published by the Royal Society of Chemistry RSC Adv., 2025, 15, 24679–24695 | 24689
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where Zin is the normalized input impedance of the absorbing
material, Z0 is the free space impedance, 3r is the complex
permittivity, mr is the complex permeability, f is the frequency, c
is the speed of light in free space, and d is the thickness of the
absorber. As the effective absorption bandwidth (the RL value is
below −15 dB), the electromagnetic wave absorption rate of the
material can reach to 90%, which is effective absorption. The
maximum bandwidth with RL value continuously less than 10
dB is the maximum effective absorption bandwidth. In order to
better evaluate the microwave absorbing properties of the
materials, we divide the 2–18 GHz band into four parts, which
are S (2–4 GHz), C (4–8 GHz), X (8–12 GHz) and Ku (12–18 GHz)
bands. According to the grey dashed reference line in Fig. 9, we
can see that the composites perform better overall in the range
of 1.5–5.0 mm for samples thicknesses, with all RLmin values
below −10 dB.

Observing the RL(f) curve of all samples, we see that
absorption peaks appear at specic frequencies corresponding
to different thicknesses. For the NFO sample, except for the
thickness of 1.5 mm, absorption peaks appear at other thick-
nesses with the minimum value of the smallest RL all being less
than −20 dB. Corresponding to the sample with a thickness of
2.5 mm, the smallest RL value reaches −41.87 dB at a frequency
of 13.06 GHz, with the effective absorption bandwidth (EAB)
value greater than 10.3 GHz. When the thickness increases to
3.5 mm, the RLmin value reaches −38.51 dB corresponding to
a frequency of 16.74 GHz; when the thickness increases, cor-
responding to 4 mm, 4.5 mm and 5 mm, the RLmin value does
not change much, however, the resonance frequency is shied
to a smaller value, corresponding to 14.18; 12.69 and 11.51 GHz.
For the BZT-BCT sample, as the sample thickness increases, the
frequency of the resonance peaks tends to decrease. When the
sample has a thickness of 2; 2.5; 3; 3.5 mm, the frequency of the
resonance peak is achieved at frequencies of 12.95; 12.5; 11.74
and 9.68 mm GHz, respectively. For samples with larger thick-
nesses, the RLmin value increases signicantly compared to
thinner samples, corresponding to thicknesses of 4; 4.5 and 5
mm, the RLmin value reaches the smallest values of −45.2;
−41.04 and−39.6, respectively, corresponding to frequencies of
16.06; 13.61 and 12.13 GHz. For the NBZ4 sample, the simul-
taneous presence of both ferroelectric and ferromagnetic pha-
ses changes the material's ability to absorb electromagnetic
waves. For the sample with a thickness of 2 mm, the RLmin value
reached −41.71 dB at a frequency of 11.6 GHz. When the
frequency increased to 2.5 mm, the RLmin value tended to
decrease, RLmin reached −33.91 dB. However, the frequency of
the absorption peak at this time reached a value of about 9.62
GHz, tending to decrease in the range of 8–12 GHz. This means
that, for the NBZ4 material, the ability to absorb electromag-
netic waves in the X-band band is highly effective corresponding
to a thickness of about 2.5 mm. This is a reasonable thickness
for the development of applications of electromagnetic wave
absorbing materials in the future. When the thickness of the
NBZ4 material increased, the RLmin value changed quite
signicantly, reaching −48.83; −39.85; −42.36; −43.68 and
−38.93 dB, correspond to frequencies 16.4; 14.11; 13.09; 11.79;
10.52 GHz at thicknesses of 3; 3.5; 4; 4.5; 5 mm, respectively. We
24690 | RSC Adv., 2025, 15, 24679–24695
can see that as the thickness of the sample increases, the
frequency of the electromagnetic wave at the absorption peaks
tends to shi to lower frequencies. This result is completely
consistent with previous research results.51–53 The difference in
the RLmin value as well as the absorption capacity of the elec-
tromagnetic wave at different thicknesses is due to the inuence
of the impedance matching of the sample during the sample
measurement process. The results obtained are considered
quite impressive compared to previous studies on BaTiO3-based
multiferroic composites,5,6,26,55,56 as shown in Table 2.

It is clear that these parameters depend not only on the
nature of the composites, but also on the thickness of the
absorbing layers. For NBZ4 – paran composite with thickness
of 2.5 mm, the absorbing bandwidth value at RL = −10 dB is
found to be over 12.1 GHz. This research result can be
compared with the research results of Zainal et al.5 and Yue H
et al.6 From the Fig. 9(a–i), it can be seen that the greater
thickness corresponds to the lower frequency of the effective
absorption band. The projection of the RL peak gradually moves
to the direction of lower frequency as the thickness increases.
This phenomenon can be explained by the quarter-wavelength
theory with the following formula:

tm ¼ nl

4
¼ nc

4f
ffiffiffiffiffiffiffiffiffiffiffiffiffijmrjj3rj

p ðn ¼ 1; 3; 5;.Þ (6)

where l denotes the wavelength. From the formula, we can see
that when other parameters keep unchanged, the thickness tm
is inversely proportional to the frequency f. Thus, when the
thickness tm continuously increases, the frequency f will grad-
ually decrease. The theoretical derivation is consistent with the
experimental results. As the test frequency increases and the
thickness decreases, the RL value of all samples gradually
decreases. For all samples, the full prole of the width of the
maximum RL value could not be displayed as it exceeds the
measurement range. However, the trend of the curves illustrates
that the width is still large and has important application
prospects at higher frequencies. The attenuation coefficient a is
also an important factor that inuences the reection loss and
determines the attenuation characteristics of the material.
According to the transmission line theory and electromagnetic
wave propagation con stant, the derivation formula of the
attenuation coefficient a is as follows:56

a ¼
ffiffiffi
2

p
pf

c
�

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi�
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ðm00

3
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3
0 þ m

0
3
00 Þ2

qr

(7)

In order to select a sample with a suitable thickness for practical
application, we chose a sample with a thickness of 2.5 mm as
the subject of the study. The larger the attenuation coefficient a,
the stronger the ability to attenuate electromagnetic waves.
Fig. 10(a) illustrates that the attenuation coefficient a of BZT-
BCT-paraffin is also greater than those of NFO and NBZ4
samples, in the frequency range from 2–8 GHz. However, in the
frequency range from 13–15 GHz, the attenuation coefficient
a value of NBZ4 material is much higher than that of BZT-BCT
and NFO samples. This shows that the presence of NFO
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 2 The parameters (RLmin, resonant frequency f and the EAB corresponding to the RL value at−10 dB) related to the microwave absorption
of NFO/BZT-BCT composites with different thickness and comparison with some similar composites

Sample x
Filler loading
(wt%)

Thickness
(mm)

RLmin

(dB)
f
(GHz)

EAB
(GHz) Ref.

NFO 1 40 2.5 −41.87 13.06 $10.3 This work
3.0 −35.39 9.56
3.5 −38.51 16.74
4.0 −37.7 14.48
4.5 −38.63 12.69
5.0 −40.67 11.51

BZT-BCT 0 2.5 −38.51 12.5 $11.5
3.0 −35.15 11.74
3.5 −25.66 9.68
4.0 −45.24 16.06
4.5 −41.04 13.6
5.0 −39.6 12.13

NBZ4 0.4 2.5 −33.91 9.62 $12.1
3 −48.83 16.4 $12.3
3.5 −39.85 14.11 $12.7
4.0 −42.36 13.09 $13.2
4.5 −43.68 11.79 $13.5
5.0 −40.12 10.43 —

xCoFe2O4/(1 − x)BaTiO3 0 — — −13.338 10.04 — 5
0.2 — — −33.39 11.32 —
0.5 — — −40.11 10.98 —
0.8 — — −20.44 11 —
1.0 — — −29.29 11.32 —

xFe3O4/(1 − x)BTO 0 — 4.5 −20.7 17.7 0.7 6
0.25 — 1.9 −29.5 12.1 2.4
0.5 — 1.7 −49.5 14.6 4.0
0.75 — 2.3 −42.5 10.2 2.6
0.8 — 2.2 −47.4 12.26 5.0
1 — 3 −16 9.6 2.4

NCZFO/BTO — 30 3 −30.7 — 4.8–10.6 26
— 30 5 −65.6 — 2.6–6.8; 13.7–17.3

Co2Z/BaTiO3 — 15 3 −31 — 5.1–9.5 55
NFO-BTO-AP 0.3 — 5 −16.5 17.5 2.6 56
NiFe2O4@SiO2@MXene — — 2 −52.8 11.6 7.2 57

Fig. 10 Frequency dependence of attenuation constant a (a) and impedance matching ratio (b) of all as prepared samples.
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ferromagnetic phase with x = 0.4 content will enhance the
ability to absorb electromagnetic waves of NBZ4 material in the
frequency range from 12–15 GHz. For better quantitative
© 2025 The Author(s). Published by the Royal Society of Chemistry
evaluation of the impedance matching performance of 2.5 mm
thick NFO, BZT-BCT and NBZ4 samples with frequency, we
plotted all values of impedance matching ratio in the frequency
RSC Adv., 2025, 15, 24679–24695 | 24691
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range of 2–18 GHz. According to formula (5),54 when Z = 1, the
reection coefficient is zero, indicating that the electromagnetic
wave incident perpendicular from the free space to the interface
of the microwave absorbing material can achieve zero reec-
tion, which is complete impedance matching at this time. The
impedance matching ratio in the range of 0.8–1.2 as good
impedance matching performance. This is shown in Fig. 10(b).
Obviously, the gure shows that all samples have good imped-
ance matching in the frequency range of 10–18 GHz. In the
frequency range of 10–18 GHz, the curves representing the
impedance matching ratio with frequency for the two samples
NFO and NBZ4 are almost identical and approximately equal to
1, while the value for the BZT-BCT sample deviates more from
the value Z= 1. It can be seen that the NFO ferromagnetic phase
plays an important role in enhancing the impedance matching
in the frequency range of 10–18 GHz. NFO/BZT-BCT composites
are excellent microwave absorbers due to a combination of
magnetic and dielectric loss mechanisms.58 This is also indi-
cated in some recent research ndings on perovskite-based
composite.59,60 Fig. 11 presents a detailed diagram illustrating
the electromagnetic wave absorption mechanism of the NFO/
BZT-BCT multiferroic composite material in the 2–18 GHz
frequency range, with specic color annotations for each
material and its contributions.
For NFO material (NiFe2O4 – ferromagnetic)

Represented by the color dark red/brown; primary contribution:
magnetic loss; mechanism: when electromagnetic waves pass
through NFO, the magnetic eld component of the wave inter-
acts with the magnetic moments within the material. The
wave's energy is dissipated as heat through: (i) spin resonance:
electron spins in NFO oscillate and resonate at specic
frequencies. (ii) Domain wall resonance: the oscillation and
movement of the boundaries between different magnetized
regions (domains). (iii) Eddy current loss: induced currents
Fig. 11 Diagram illustrating the electromagnetic wave absorption
mechanism of NFO/BZT-BCT composites in the 2–18 GHz.

24692 | RSC Adv., 2025, 15, 24679–24695
generated in conductive or semiconductive materials (NFO can
have some conductivity) due to a changing magnetic eld,
leading to energy dissipation.

For BZT-BCT material (lead-free piezoelectric)

Represented by the color light blue/green; primary contribu-
tion: dielectric loss; mechanism: the electric eld component of
the electromagnetic wave interacts with the electric dipoles
within BZT-BCT. The wave's energy is dissipated as heat
through: (i) dipole polarization: permanent or induced electric
dipoles in BZT-BCT attempt to align with the alternating electric
eld, causing friction and energy dissipation; (ii) ion polariza-
tion: the relative displacement of charged ions within the crystal
lattice under the inuence of the electric eld. For interfacial
polarization: highlighted with a glowing, bright purple effect at
the boundaries between the NFO and BZT-BCT phases; mech-
anism: as electromagnetic waves pass through the composite
material, charge carriers (e.g., electrons, holes) can accumulate
at the interfaces between the two materials with different elec-
trical properties (NFO and BZT-BCT). This accumulation and
release of charges create larger dipoles and cause signicant
energy dissipation, which is particularly effective across a broad
frequency range.

For impedance matching: illustration

The incident electromagnetic wave (green arrow) enters the
material with minimal reection (dotted green arrow); mecha-
nism: for an absorbing material to be effective, its impedance
must closely match that of free space. When impedance is
matched, most of the wave energy enters the material instead of
being reected, maximizing absorption capability. The combi-
nation of NFO and BZT-BCT with appropriate ratios and struc-
tures can help tune the impedance of the composite material to
achieve optimal impedance matching in the 2–18 GHz range.
Absorbed electromagnetic wave: represented by dark blue
arrows inside the material, indicating that the wave energy has
been converted.

The synergistic combination of all these mechanisms
(dielectric loss, magnetic loss, interfacial polarization, and
impedance matching) enables the NFO/BZT-BCT composites to
achieve excellent electromagnetic wave absorption properties
within the broad 2–18 GHz frequency band.

Conclusions

Multiferroic composites of xNiFe2O4/(1 − x)(0.5BaZr0.2Ti0.8O3-
0.5Ba0.7Ca0.3TiO3) (NFO/BZT-BCT with x = 0, 0.2, 0.4, 0.6, 0.8
and 1.0) were prepared by high-energy ball milling combined
with the thermal annealing methods. The presence of NFO
ferromagnetic phase improved the ferroelectric and ferromag-
netic properties of the materials. The values of saturation
magnetization and remanence magnetization gradually
increase with the ferromagnetic phase content. The values of
residual electric polarization and loss electric energy density
reach their maxima corresponding to the ferromagnetic phase
content of x = 0.4. The material was capable of absorbing
© 2025 The Author(s). Published by the Royal Society of Chemistry
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electromagnetic waves in the frequency range of 6–18 GHz with
an efficiency of over 90%, especially for the NFO/BZT-BCT with x
= 0.4 sample, at a thickness of 2.5 mm, the ability to absorb
electromagnetic waves reached over 99.9% in the frequency
range above 8 GHz, the minimum position of the reection loss
is shied to a lower frequency range, reaching about 9.62 GHz.
As the thickness of the sample for measuring electromagnetic
wave absorption increases, the absorption efficiency is signi-
cantly improved, tending to shi towards shorter frequency
waves. This research result shows the potential application of
BZT-BCT multiferroic materials in the eld of electromagnetic
wave absorption.
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