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Co3O4@WO3 hetero-structure
derived from WO3@Co-CoPBA for oxygen
evolution reaction
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The oxygen evolution reaction (OER) is hindered by the sluggish kinetics, high costs, and poor stability of

noble metal catalysts (e.g., RuO2), as well as low atomic utilization and limited accessibility of active sites

in transition metal oxide catalysts. To address these challenges, this study develops a core–shell

structured WO3@Co-CoPBA heterostructure as an efficient OER electrocatalyst. Co-CoPBA nanocubes

are hydrothermally synthesized and then loaded with WO3 nanorods, followed by gradient annealing

under N2 atmosphere (optimized at 500 °C) to form a Co3O4@WO3 heterojunction. Characterization and

electrochemical evaluations reveal that annealing at 500 °C induces topological reconstruction of Co-

CoPBA into porous Co3O4 and graphene cores, Co sites in Co3O4 serve as the catalytic active centers,

forming a strong electronic coupling interface with the WO3 shell. This architecture significantly

enhances the density of active sites (electrochemically active surface area of 3.8 cm2) and charge

transfer efficiency (Tafel slope of 55.12 mV dec−1). The catalyst delivers an overpotential of 315 mV at

100 mA cm−2 in 1 M KOH, outperforming commercial benchmark catalyst RuO2 (372 mV). It exhibits

exceptional stability with almost no performance decay after 100 h. Density functional theory (DFT)

calculations demonstrate that interfacial electronic restructuring modulates the d-band center,

optimizing the adsorption Gibbs free energy of OOH* intermediates and thereby improving intrinsic

catalytic activity. This work provides an effective interface engineering strategy for designing high-

performance, low-cost transition metal-based electrocatalysts.
1 Introduction

Driven by global energy transition and carbon neutrality goals,
the development of sustainable energy technologies has
become imperative. Hydrogen energy, with its high-energy
density (120 MJ kg−1) and zero carbon emissions (with water
as the only combustion product), has been widely recognized by
the International Energy Agency (IEA) as a promising clean
energy carrier.1 The water electrolysis technology for hydrogen
production, powered by uctuating renewable energy sources,
has garnered signicant attention due to its advantages of being
both clean and efficient, as well as the convenience of hydrogen
purication2. However, the sluggish kinetics of oxygen evolu-
tion reaction (OER) and hydrogen evolution reaction (HER),
along with the high overpotentials, result in low energy
conversion efficiency. Developing efficient and stable catalysts
is the key to overcoming this bottleneck. Although noble metal
oxide RuO2 is still regarded as the benchmark catalyst for OER
hina University of Water Resources and
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the Royal Society of Chemistry
owing to its superior catalytic performance, its scarcity, high
cost, and stability issues limit its scalability.3–5

Transition metal-based materials, such as those based on Ni,
Co, Mn and Fe, and their oxides and hydroxides doped with
non-metallic elements (N, O, S, P) have become research hot-
spots for non-precious metal electrocatalysts, which demon-
strate environmental sustainability and cost-effectiveness in
large-scale applications.6–8 However, their active sites are
primarily concentrated in the surface/edge regions, resulting in
low atomic utilization in the bulk phase. These limitations
result in limited spatial availability of active sites and mass
transport barriers in the bulk phase, causing a decline in the
mass activity and overall performance of the catalyst.9 Layered
WO3 crystals exhibit advantages in HER/OER bifunctional
catalysis due to their intrinsically high conductivity and
electrochemical stability.10–15 The nanorod array structure
enhances adsorption capacity and improves catalytic kinetics
through a high specic surface area, while the heterostructure
with TiO2/ZnO/a-Fe2O3 can achieve performance enhancement
via interfacial charge synergism.16–19 WO3 is inert to inorganic
acids except for HF, making it suitable for acidic electrolysis
environments. However, the irreversible reaction between OER
intermediates and the lattice generates soluble
RSC Adv., 2025, 15, 29925–29936 | 29925
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peroxotungstate, resulting in a decrease in the stability of the
catalytic system.20,21

Metal–organic frameworks (MOFs) have emerged as exem-
plary precursors for electrocatalysts owing to their tunable
structural and compositional exibility, ultrahigh specic
surface areas, and open-framework architectures. These char-
acteristics render them particularly suitable for applications in
ion intercalation energy storage and catalysis.22–24 Among their
subclasses, Prussian blue analogues (PBAs) exhibit unique
advantages for multi-ion channel systems through cyano-
bridged structures that enable reversible metal-ion
insertion.25–30 These materials feature three-dimensional open
frameworks with high active site exposure, rapid charge-
transfer kinetics, and multiple ionic conduction pathways.
However, their practical applications are hindered by intrinsi-
cally low electrical conductivity and limited accessibility of
surface active sites, which collectively impede charge transport
and cause sluggish reaction kinetics.31

Although several Co-based MOF/metal oxide hetero-
structures have been reported for OER applications, they typi-
cally suffer from poor interfacial coupling, limited active site
accessibility, and inadequate long-term stability under alkaline
conditions. Most existing approaches rely on physical mixing or
conventional growth methods that fail to establish strong
electronic interactions between components. Furthermore, the
dissolution of cobalt species in alkaline electrolytes remains
a critical challenge that limits their practical applicability.
Therefore, developing novel interface engineering strategies
that can simultaneously optimize electronic coupling, enhance
stability, and maximize active site utilization represents
a signicant advancement in the eld.

Based on these challenges, our design strategy was moti-
vated by addressing the complementary limitations of indi-
vidual components through synergistic heterostructure
engineering. While WO3 exhibits high conductivity and
electrochemical stability, it suffers from limited active sites and
poor OER kinetics, conversely, Co-CoPBA provides abundant
active sites and high cobalt content but lacks electrical
conductivity and charge transfer efficiency. The core–shell
architecture was specically designed to maximize these
complementary advantages: the WO3 shell serves as a conduc-
tive framework and provides structural protection, while the Co-
CoPBA core delivers high-density active sites, and the hetero-
interface enables electronic coupling that modulates the d-band
center and optimizes intermediate adsorption energies
according to the Sabatier principle and the d-band theory.

In this work, we rationally designed a core–shell-structured
WO3@Co-CoPBA heterostructure through synergistic integra-
tion, where Co sites serve as the primary active centers while
WO3 functions as an electronic modulator and structural
stabilizer. The preparation method involves hydrothermal
fabrication of Co-CoPBA nanocubes followed by WO3 nanorod
loading, ultimately forming a single core–double shell
WO3@Co-CoPBA heterojunction aer annealing at different
high temperatures under N2 atmosphere. The above-mentioned
materials possess two advantageous features: (1) the synergistic
coupling of WO3 components and graphene layers signicantly
29926 | RSC Adv., 2025, 15, 29925–29936
enhances the density of active sites and (2) the strong electronic
coupling at the heterointerface simultaneously suppresses
active material dissolution and reinforces structural stability.
The WO3@Co-CoPBA reveals remarkable OER performance
with substantially reduced overpotentials compared to
commercial RuO2 benchmarks. Density functional theory (DFT)
calculations further elucidate that the interfacial electronic
reconstruction modulates Gibbs free energy of HER/OER
intermediates, while d-band center engineering of the catalyst
strengthens electronic coupling between active sites and OOH*,
enhancing molecular adsorption capabilities. This study
provides novel insights into the interface engineering design of
transition metal-based electrocatalysts for energy conversion
systems.
2 Experimental section
2.1 Chemicals

Potassium hexacyanocobaltate (K3[Co(CN)6], 1.0 g, 99.0%),
cobalt nitrate hexahydrate (Co(NO3)2$6H2O, 2.0 g, 98.5%),
sodium citrate (C6H5Na3O7, 0.5 g, 99.0%), sodium tungstate
(Na2WO4, 0.8 g, 99.5%), sodium sulfate (Na2SO4, 1.2 g, 99.0%),
hydrochloric acid (HCl, 2 mL, 37% concentration, analytical
grade), anhydrous ethanol (C2H6O, 50 mL, 99.7%), and Naon
solution (20 mL, 5 wt%, Sigma-Aldrich) were all purchased from
Aladdin Co., China. All reagents were of analytical grade and
were used directly without further purication.
2.2 Material preparation

Our design strategy was specically motivated by addressing the
complementary limitations of individual components through
synergistic heterostructure engineering. Unlike conventional
Co-based MOF approaches that oen result in poor electrical
coupling, we employed Co-CoPBA as a unique precursor that
enables topological reconstruction into porous Co3O4 cores
while simultaneously forming graphene encapsulation layers.
This approach fundamentally differs from existing literature by
creating triple synergistic effects: (1) WO3 nanorods provide
high conductivity and structural protection, (2) Co3O4 cores
deliver abundant active sites, and (3) graphene layers enhance
electron transport while preventing active material dissolution.

Co-CoPBA nanocubes were synthesized using a simple co-
precipitation method. At room temperature, cobalt nitrate
hexahydrate (Co(NO3)2$6H2O, 2.0 g) and sodium citrate
(C6H5Na3O7, 0.5 g) were dissolved in 50 mL of deionized water
under magnetic stirring to form solution A. The concentration
of Co(NO3)2 was 0.137 M and the concentration of sodium
citrate was 0.034 M. In addition, potassium hexacyanocobaltate
(K3[Co(CN)6], 1.0 g) was dissolved in 30 mL of deionized water to
prepare solution B with a concentration of 0.101 M. Then,
solution B was slowly added dropwise to solution A under
continuous stirring (300 rpm) over 30 minutes to ensure
uniform nucleation. The mixed solution was aged at room
temperature for 24 hours. The product was collected by centri-
fugation, washed several times with ethanol and water, and
then dried overnight at 60 °C. Na2WO4$H2O and Na2SO4 were
© 2025 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d5ra04599a


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
A

ug
us

t 2
02

5.
 D

ow
nl

oa
de

d 
on

 1
1/

8/
20

25
 1

2:
47

:0
6 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
dissolved in deionized water containing HCl, then the resulting
solution was transferred to a high-pressure reactor lined with
PTFE, and a hydrothermal reaction was performed at 180 °C for
12 h. The resulting white product was washed and dried. The
obtained sample was named WO3 nanorods. The synthesized
Co-CoPBA precursor was mixed with WO3 nanorods in an
aqueous medium, and hydrothermal treatment was performed
at 120 °C for 24 hours. Aer washing and drying, a pink
precursor WO3/Co-CoPBA was produced, which ultimately
transformed into a black-gray WO3@Co-CoPBA heterostructure.
Aer annealing in an Ar atmosphere, heterostructures were
formed.

2.3 Physicochemical characterization

The morphological and structural characterization of the
products was examined using scanning electron microscopy
(SEM, ZEISS Sigma 300, Germany, 1–30 kV) and transmission
electron microscopy (TEM, FEI Tecnai G2 F20, USA, 200 kV, 0.24
nm) equipped with energy-dispersive spectroscopy (EDS, Oxford
INCA). Physicochemical characterization was carried out by X-
ray diffraction (XRD, Bruker D8 Focus, Germany) and X-ray
photoelectron spectroscopy (XPS, Kratos AXIS Ultra DLD, UK).
The electrochemical characterization protocols followed estab-
lished methodologies for accurate surface analysis.32 XRD
patterns were collected on a D8 Focus (Bruker) diffractometer
with Ni-ltered Cu Ka radiation (l= 1.54 Å). XPS measurements
were recorded using a Kratos AXIS Ultra Spectrometer using
a focused monochromatized Al Ka radiation (hn = 1486.6 eV).

2.4 Electrochemical characterization

The OER activity of the synthesized catalysts was systematically
evaluated in a three-electrode conguration using a CHI 770E
electrochemical workstation (CH Instruments, USA). A Hg/HgO
reference electrode, a platinum foil counter electrode, and
a catalyst-loaded foam nickel–iron substrate (10 mm × 10 mm)
served as the reference electrode, counter electrode, and
working electrode, respectively. The working electrode was
prepared by dispersing 20 mg of catalyst powder in a mixed
slurry containing 20 mL of 5 wt% Naon solution, 0.5 mL
deionized water, and 0.5 mL absolute ethanol. Aer sonication
to form a uniform suspension, an appropriate volume of the
slurry was pipetted onto the foam nickel–iron substrate and air-
dried at room temperature to yield a well-adhered electrode
structure. All electrochemical measurements were conducted
using a reversible hydrogen electrode (RHE) reference system to
ensure inter-system comparability and establish a unied
potential reference. The measured potentials were converted to
the RHE scale using the Nernst equation, E(RHE) = E(Hg/HgO)
+ 0.059 × pH + 0.098 V, E°(Hg/HgO) = 0.098 V vs. RHE at pH14.

The overpotential for OER was calculated using the equation:
h = E(applied) − E°(OER) − iR, where h represents the over-
potential (V), E(applied) is the applied potential vs. RHE (V), E
°(OER) = 1.23 V vs. RHE is the thermodynamic potential for
oxygen evolution reaction, i is the current density (A), and R
represents the uncompensated solution resistance (U) deter-
mined from EIS measurements. The overpotential values
© 2025 The Author(s). Published by the Royal Society of Chemistry
reported in this study represent the additional potential
required beyond the thermodynamic requirement to achieve
specic current densities during OER.

The OER performance of WO3@Co-CoPBA-500 °C and its
annealing-temperature-controlled counterparts (300–700 °C)
was systematically evaluated in 1M KOH, alongside commercial
RuO2. The electrochemical measurements were performed in
a three-electrode setup with electrode surface activation via 10
cycles of cyclic voltammetry (CV) (10 mV s−1, 0.2–0.8 V), fol-
lowed by linear sweep voltammetry (LSV) measurements at
5 mV s−1.

To evaluate the electrochemically active surface area (ECSA),
double-layer capacitance (Cdl) was measured via CV in the non-
faradaic potential region. The effective active area was calcu-
lated using the formula ECSA= Cdl/0.042, enabling comparison
of active site density across different annealing temperatures.
The ECSA determinationmethod is as follows: (1) systematically
identify the optimal non-faradaic potential region through CV
screening across multiple potential windows; (2) use multiple
scan rates for verication to conrm the linear relationship
between current and scan rate; (3) verify that pseudocapacitive
contributions are minimized within the selected potential
range; and (4) conduct reproducibility testing to ensure the
reliability of the measurements.

Electrochemical impedance spectroscopy (EIS) technology
measures the impedance response of a system by applying an
alternating current signal. Its core is to quantitatively obtain the
charge transfer resistance (Rct), which reects the reaction
kinetics and is an important indicator for evaluating catalyst
activity.
2.5 DFT simulations

Density functional theory (DFT) calculations play a pivotal role
in elucidating reaction mechanisms, predicting active sites,
optimizing catalyst structures, and analyzing electron transfer
kinetics in OER studies.

While our DFT calculations provide valuable insights into
electronic structure and d-band center modulation, experi-
mental techniques such as Mott–Schottky analysis would
complement these theoretical predictions by determining at-
band potentials, carrier densities, and denitively classifying
the heterojunction type (type I, II, or III). Such experimental
validation would strengthen the mechanistic understanding of
charge separation and transfer processes at the heterointerface.

Density of states (DOS) analysis is an electronic structure
characterization method based on DFT calculations. By
comparing the distribution of electronic states, the position of
the d-band center relative to the Fermi level can be determined,
thereby revealing the microscopic mechanism of catalytic
performance improvement.

In this work, a Co3O4@WO3 molecular model was con-
structed using the Materials Studio soware with the PBE
functional. The Gibbs free energy (DG) of adsorbed intermedi-
ates was calculated via the formula: DG = DE + DZPE − TDS +
eU.where DE, DZPE, and DS represent electronic energy, zero-
RSC Adv., 2025, 15, 29925–29936 | 29927
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point energy correction, and entropy change, respectively, while
eU accounts for the applied potential.

The interface engineering approach demonstrated in this
work provides a novel theoretical framework for designing high-
performance electrocatalysts. By modulating the d-band center
position through heterointerface formation, we achieved
optimal binding energies for OER intermediates according to
the Sabatier principle.
3 Result and discussion

XRD analysis revealed that theWO3@Co-CoPBA heterostructure
underwent topological reconstruction at 500 °C, forming a gra-
phene-encapsulated Co3O4@WO3 heterostructure.33 The char-
acteristic diffraction peaks at 2q = 13.9°, 23.2°, 24.3°, 26.9°,
28.1°, 33.8°, 36.7°, 37.5°, 51.9°, 61.9° and 65.7°, corresponding
to (100), (002), (110), (111), (202), (210), (310), (214) and (304)
planes of WO3, and three characteristic diffraction peaks of the
(111), (220) and (311) lattice planes of Co3O4, at approximately
2q = 19.0°, 31.2° and 36.8° are observed. The peak for the (003)
planes at 2q = 26° unambiguously conrms the presence of
graphitic carbon layers (Fig. 1a), conrmed the existence of
heterogeneous phase structure. The preservation of distinct,
unshied XRD peaks for both WO3 and Co3O4 phases provides
strong evidence against signicant tungsten doping in the Co-
CoPBA framework. If tungsten incorporation had occurred
during the hydrothermal synthesis, characteristic peak shis,
broadening, or new mixed-metal reections would be expected
in the diffraction pattern. The sharp, well-dened peaks at their
standard crystallographic positions conrm the formation of
a heterostructure composed of distinct phases rather than
a tungsten-doped single phase. Comparative XRD patterns at
varying annealing temperatures demonstrate consistent peak
positions but signicantly enhanced intensities with increasing
temperature (Fig. 1b), indicating that thermal treatment effec-
tively modulates crystallinity and grain size. This structural
evolution governs the exposure of active sites and charge
transfer kinetics, ultimately inuencing the OER performance.

SEM characterization reveals that Co-CoPBA exhibits a well-
dened cubic morphology with sharp edges and approximately
200 nm in size, as shown in Fig. S1a, while WO3 nanorod arrays
Fig. 1 (a) XRD pattern of WO3@Co-CoPBA-500 °C; (b) comparative XRD

29928 | RSC Adv., 2025, 15, 29925–29936
showed uniform alignment with lengths of 5 mm and diameters
of 20 nm (Fig. S1b). The heterostructure material WO3@Co-
CoPBA maintains a 1.5 mm scale (Fig. S1c), where WO3 nano-
rods were homogeneously anchored on the Co-CoPBA surface.
The cubic edges exhibit surface roughening due to chemical
etching and anion exchange processes, conrming the struc-
tural reconstruction. Post-annealing at 500 °C (Fig. S1d)
preserves the WO3 coating integrity, while Co-CoPBA trans-
forms into a porous Co3O4 architecture encapsulated by wrin-
kled graphitic carbon layers. This hierarchical structure
provided abundant active sites and high specic surface area,
thereby enhancing water-splitting catalytic performance.

In addition, statistical analysis was conducted on the core–
shell morphology of WO3@Co-CoPBA heterostructures (Fig. S2).
Statistical data show that the core diameter exhibits good size
uniformity, with an average diameter of 200.6 ± 18.3 nm (160–
237 nm, 9.1%) (Fig. S2a). The average shell thickness is 51.3 ±

8.8 nm (34–70 nm. 17.2%) (Fig. S2b). The relatively small coef-
cients of variation indicate that the synthesis method can
effectively control the material morphology and ensure the
reproducibility of catalyst performance. Meanwhile, this core–
shell heterostructure provides an ideal spatial framework for
the synergistic effects of interfacial charge transfer and active
sites, which is of great signicance for enhancing electro-
catalytic performance.

TEM characterization of WO3, Co-CoPBA precursor, and the
WO3@Co-CoPBA heterostructure aer calcination at 500 °C was
performed, elucidating their structural morphology, crystal-
linity, and interfacial interactions (Fig. 2). The Co-CoPBA
precursor (Fig. 2a) exhibits a well-dened cubic morphology
with a particle size of 500 nm. HRTEM imaging (Fig. 2b) reveals
highly ordered lattice fringes with interplanar spacings of d =

0.338 nm (Co3O4(211)) and d = 0.458 nm (Co3O4(111)). The
corresponding Selected area electron diffraction (SAED) pattern
(Fig. 2c) displays ring-like diffraction features, conrming the
single-crystalline nature of Co-CoPBA. For WO3 (Fig. 2d), TEM
images show a typical nanorod morphology with a diameter of
20 nm. HRTEM (Fig. 2e) reveals uniform lattice fringes with d-
spacing of 0.642 nm, corresponding to the combined
WO3(010) and (100) planes. The SAED pattern (Fig. 2f) exhibits
distinct diffraction rings, validating its crystalline integrity.
patterns of WO3@Co-CoPBA at 300–800 °C.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 (a) TEM images of Co-CoPBA; (b) high-resolution images; (c) electron diffraction images; (d) TEM images of WO3; (e) high-resolution
images; (f) electron diffraction images; (g) TEM images of WO3@Co-CoPBA-500 °C; (h) high-resolution images; (i) electron diffraction pattern.
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Aer thermal treatment at 500 °C, the WO3@Co-CoPBA
heterostructure (labeled as Co3O4@WO3) undergoes signi-
cant structural transformation (Fig. 2g). The sample forms
a porous cubic architecture (around 200 nm) with characteristic
surface pitting. Notably, high-temperature treatment induces
shell-layer decomposition and structural rearrangement,
reducing particle size relative to the precursor, while preserving
the inner framework's stability and retaining the nano-cube
morphology. This core–shell porous heterostructure enables
precise modulation of the electronic and chemical environment
at active sites, critically inuencing the adsorption energy levels
of reaction intermediates and enhancing intrinsic catalytic
activity. Combined HRTEM (Fig. 2h) and SAED (Fig. 2i) analysis
elucidates the hetero-structural interface and further conrms
the coexistence of the two phases. The shell layer exhibits lattice
fringes of d = 0.642 nm (WO3(100)), d = 0.382 nm (WO3(001)),
d = 0.316 nm (WO3(200)), and d = 0.167 nm (WO3(202)), while
the core region displays interplanar spacings of 0.153 nm,
0.197 nm, 0.256 nm, and 0.280 nm corresponding to the (511),
© 2025 The Author(s). Published by the Royal Society of Chemistry
(400), (311) and (220) crystal planes of Co3O4. These results
conrm the formation of a strongly coupled core–shell hetero-
structure between WO3 and Co3O4, where individual crystal
structures are preserved while achieving intimate interfacial
contact, establishing a structural foundation for efficient
electrocatalytic systems.

Energy dispersive spectroscopy (EDS) elemental mapping
analysis (Fig. S3) quantitatively characterizes the spatial distri-
bution of C, N, O, Co, and W. Results reveal that C and N are
predominantly enriched at the particle surface, while W and O
exhibit throughout-particle distribution with uniform coverage
of the particle bulk. In contrast, Co accumulates predominantly
within the inner core. And this spatial distribution gradient
aligns with TEM observations, unambiguously verifying the
successful formation of a hetero-structured core–shell archi-
tecture in the annealed WO3@Co-CoPBA nanoparticles, where
a Co3O4 core is encapsulated by a WO3 oxide shell. This struc-
tural conguration provides a unique spatial framework for
RSC Adv., 2025, 15, 29925–29936 | 29929
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interfacial charge transfer and synergistic effects of active sites,
crucial for enhanced electrocatalytic performance.

Fig. 3 presents the XPS survey spectrum and elemental
valence state analysis of the WO3@Co-CoPBA-500 °C hetero-
structure. The XPS survey (Fig. 3a) detects C, N, O, Co, and W,
with spatial distributions consistent with EDS results. The C 1s
spectrum (Fig. 3b) exhibits a prominent peak at 284.8 eV cor-
responding to sp3-hybridized carbon (C–C), attributed to lattice
distortion from hexagonal ring defects. Weak signals at 285.8 eV
(C–OH) and 288.6 eV (HO–C]O) indicate minor surface oxygen-
containing functional groups. The N 1s spectrum (Fig. 3c)
reveals three distinct peaks at 398.2 eV (pyridinic N), 401.9 eV
(graphitic N), and 406.8 eV (N–O), revealing the polytypic nature
of nitrogen doping. The O 1s spectrum (Fig. 3d) shows contri-
butions at 530.0 eV (lattice O), 531.5 eV (bridging O), and
531.8 eV (carboxylate O), corresponding to oxygen species in
different coordination environments. The Co 2p spectrum
(Fig. 3e) features strong peaks at 781.2 eV (Co3+ 2p3/2) and
796.8 eV (Co3+ 2p1/2), with a secondary peak at 785.3 eV (Co2+

2p3/2), conrming the mixed valence states of Co. The W 4f
spectrum (Fig. 3f) displays a doublet at 35.3 eV (W 4f7/2) and
37.4 eV (W 4f5/2) with a binding energy difference of 2.1 eV,
consistent with the characteristic electronic state of W6+ in
WO3. Collectively, these XPS results elucidate the elemental
composition and chemical states of the heterostructure,
conrmed the coexistence of W6+ and Co3+/Co2+ and the
formation of a Co3O4@WO3 hetero-structured core–shell
architecture. The observed XPS changes directly support the
formation of Co–O–W interfacial bonds and electronic coupling
between WO3 and Co3O4 components. The peak shape
Fig. 3 XPS spectrum of WO3@Co-CoPBA-500 °C: (a) total spectrum; (b

29930 | RSC Adv., 2025, 15, 29925–29936
modications indicate that interfacial atoms experience
different chemical environments compared to bulk atoms,
conrming successful heterostructure formation rather than
simple physical mixing. This provides critical electronic struc-
tural insights into interfacial charge transfer mechanisms and
synergistic active site interactions essential for enhanced
electrocatalytic performance.

As shown in Fig. 4a, results demonstrate that the 500 °C-
annealed sample exhibits the lowest overpotential of 315 mV
at 100 mA cm−2, signicantly outperforming samples annealed
at 700 °C (330 mV), 600 °C (325 mV), 400 °C (335 mV), and 300 °
C (345 mV). All high-temperature-annealed samples surpass the
as-prepared precursor. These results underscore the critical role
of thermal treatment in enhancing OER performance.

Comparative analysis with commercial RuO2 is shown in
Fig. 4b reveals that WO3@Co-CoPBA-500 °C exhibits over-
potentials of 221 mV at 10 mA cm−2 and 315 mV at 100 mA
cm−2, compared to 204 mV and 372 mV for RuO2 (Fig. 4c), while
the material shows a slightly higher overpotential than RuO2 at
low current densities (10 mA cm−2), it surpasses commercial
benchmarks at high current densities (100 mA cm−2). It is
noteworthy that RuO2 exhibits higher current densities at very
high potentials (>1.45 V vs. RHE), which may be attributed to
different mass transport characteristics and electrode archi-
tectures operating in this extreme potential region. However,
practical water electrolysis typically operates at current densi-
ties of 10–100 mA cm−2, where our heterostructure consistently
demonstrates superior performance. This enhanced activity is
attributed to the three-dimensional porous core–shell archi-
tecture formed under an argon atmosphere during high-
) C 1s; (c)N 1s; (d) O 1s (e) Co 2p; (f) W 4f.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a) LSV curves for different annealing temperatures; (b) LSV curves for WO3@Co-CoPBA-500 °C versus RuO2; (c) Overpotentials at
different current densities; (d) Tafel curves for test samples.
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temperature annealing. The graphene-coated Co3O4 framework,
combined with WO3 nanoscale decoration, provides abundant
active sites and a hierarchical pore architecture that accelerates
mass transport kinetics.

The Tafel analysis was employed to characterize physical
parameters, such as the Tafel slope and the exchange current
density. This further quanties reaction kinetics, with tting
results at around 10 mA cm−2 yielding Tafel slopes of 71.35 mV
dec−1 (300 °C), 57.04 mV dec−1 (400 °C), 55.12 mV dec−1 (500 °
C), 72.58 mV dec−1 (600 °C), and 67.31 mV dec−1 (700 °C)
(Fig. 4d). The key to achieving optimal catalytic performance at
an annealing temperature of 500 °C lies in three synergistic
factors: rstly, this temperature completely converts the Co-
CoPBA precursor into a porous Co3O4 core and forms a gra-
phene encapsulation layer, establishing a strong electronic
coupling interface between WO3 and Co3O4; secondly, DFT
calculations show that the d-band center shis towards the
Fermi level, and the adsorption energy of OOH* intermediates
is optimized based on the Hammer–Nørskov theory to accel-
erate reaction kinetics; thirdly, the maximum electrochemical
active surface area (3.8 cm2) and the lowest charge transfer
resistance (0.37 U) are obtained. In contrast, at 400 °C, the
precursor decomposition remains incomplete and the interface
coupling is weak, resulting in a higher Tafel slope (57.04 mV
dec−1); at 600 °C, excessive annealing causes grain aggregation,
excessive graphitization, and interfacial stress, resulting in
a rebound of the Tafel slope (72.58 mV dec−1). Therefore, 500 °C
represents the optimal equilibrium point for structural trans-
formation integrity, active site density, interface electronic
coupling, and material stability. In addition, the 500 °C-
© 2025 The Author(s). Published by the Royal Society of Chemistry
annealed sample exhibits a markedly lower Tafel slope
(55.12 mV dec−1) than commercial RuO2 (60.2 mV dec−1),
indicating faster charge-transfer kinetics.

Table 1 presents a comprehensive performance comparison
between Co3O4@WO3 catalyst and existing Co-based OER
catalysts, demonstrating that this work achieves signicant
breakthroughs across all key metrics. In terms of overpotential,
Co3O4@WO3 exhibits excellent performance with 221 mV and
315 mV at 10 mA cm−2 and 100 mA cm−2, respectively, which
are signicantly lower than the 280–320 mV and 350–410 mV
ranges of comparative catalysts. The Tafel slope of 55.12 mV
dec−1 is the smallest among all compared materials, indicating
the fastest reaction kinetics. More remarkably, the stability
performance shows that Co3O4@WO3 exhibits less than 2%
performance degradation aer 100 hours of continuous oper-
ation, far exceeding the typical 20–50 hours lifetime and 5–8%
performance loss of other catalysts. This comprehensive
performance superiority stems from the unique interface
engineering strategy that creates strong electronic coupling
effects, optimized active site density (ECSA = 3.8 cm2), and
exceptional charge transfer efficiency (Rct = 0.37 U).

LSV comparisons between WO3@Co-CoPBA-500 °C and Co-
CoPBA-500 °C (Fig. 5a) conrm that WO3 incorporation signif-
icantly enhances OER performance. The WO3@Co-CoPBA-500 °
C catalyst demonstrates a signicant cathodic shi in onset
potential and substantially higher current densities across the
entire potential range. This improvement arises from increased
active site density and elevated specic surface area. Stability
tests further demonstrate that the material exhibits no perfor-
mance degradation over 100 hours of chronoamperometric
RSC Adv., 2025, 15, 29925–29936 | 29931
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Table 1 Performance comparison of Co3O4@WO3 with state-of-the-art Co-based OER catalysts

Catalyst
h@10
mA cm−2 (mV)

h@100
mA cm−2 (mV)

Tafel slope
(mV dec−1) Stability Ref.

Co-MOF/NiO 280 380 67 50 h (5% loss) 34
Co3O4/rGO 290 350 72 20 h (8% loss) 35
ZIF-67@Co3O4 310 390 65 30 h (6% loss) 36
Co-PBA/CNT 320 410 78 40 h (7% loss) 37
Co3O4@WO3 221 315 55.12 100 h (<2% loss) This work
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testing, conrming its exceptional structural stability and
electrochemical durability (Fig. 5b). Fig. S4 shows the LSV curve
comparison of WO3@Co-CoPBA catalyst before and aer 100-
hours stability testing. The initial overpotential was 315 mV,
increasing only to 321 mV aer 100 hours, with performance
degradation Dh = 1.9% (<2%), demonstrating the catalyst's
excellent long-term stability. The two curves almost completely
overlap, indicating that the Co3O4@WO3 heterostructure
maintained excellent electrocatalytic activity during long-term
continuous operation, providing a reliable foundation for
practical applications.

Fig. S5 presents the electrochemical active surface area
(ECSA) analysis of the WO3@Co-CoPBA-500 °C sample. Smooth
CV curves were obtained through cyclic voltammetry tests at
different scan rates (10–200 mV s−1), with current density
increasing linearly with scan rate (Fig. S5a). Linear tting
analysis shows a perfect linear relationship between current
density and scan rate (R2 = 0.9999), yielding a double-layer
capacitance Cdl of 152 mF cm−2, and subsequently calculating
an electrochemical active surface area of 3.8 cm2 according to
the formula ECSA = Cdl/Cs (Fig. S5b). Temperature comparison
studies demonstrate that within the annealing temperature
range of 300–700 °C, the sample annealed at 500 °C exhibits the
maximum ECSA value (3.8 cm2), conrming that 500 °C is the
optimal annealing temperature for achieving superior electro-
chemical performance (Fig. S5c). This is attributed to the uni-
que hierarchical porous core–shell structure formed at 500 °C,
where micropores provide abundant active sites, mesopores
enable rapid electrolyte transport, and macropores serve as gas
release channels. The interfacial effects of the heterostructure
Fig. 5 (a) WO3@Co-CoPBA-500 °C and Co-CoPBA-500 °C of LSV; (b)

29932 | RSC Adv., 2025, 15, 29925–29936
signicantly enhance active site accessibility and utilization
efficiency compared to single-component materials.

As shown in Fig. 6, CV curves for WO3@Co-CoPBA samples
annealed at 300–700 °C (Fig. 6a–e) reveal distinct Cdl values,
determined by the current density difference between the onset
and offset of each cycle in the average potential region. The
ECSA is calculated through double-layer capacitance (Cdl),
which mainly reects the electrochemically active surface area
rather than the total geometric surface area of the material. The
temperature-dependent Cdl trend is summarized in Fig. 6f.
Experimental results show Cdl values of 57.5, 49.5, 159, 92.5,
and 132.5 mF cm−2 for samples annealed at 300, 400, 500, 600,
and 700 °C, respectively. The 500 °C-annealed sample exhibits
the highest ECSA, directly correlating with its maximum specic
surface area and active site density. Specically, micropores
provide abundant active sites, mesopores promote rapid elec-
trolyte transport, and macropores serve as gas release channels
that effectively avoid mass transfer resistance caused by bubble
aggregation.

Additionally, we conducted BET specic surface area testing,
and the results showed that the BET surface area of WO3@Co-
CoPBA-500 °C is 60 m2 g−1 (Fig. S6). The BET surface area
reects the total physical surface area, while ECSA reects the
electrochemically active surface area. The ratio between these
two parameters helps evaluate the utilization efficiency of active
sites, and the ratio is reasonable, indicating good active site
exposure in the material. Furthermore, based on ECSA analysis,
pore structure characterization, and BET data, we further
elucidated the mechanism by which pore structure enhances
catalytic activity through multiple pathways: enhancing mass
stability test.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 (a)–(e) CV from 300 °C to 700 °C; (f) electrical double-layer capacitance (Cdl) of the test sample.
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transfer kinetics, optimizing gas release channels, and
improving active site accessibility.

Equivalent circuit model tting of EIS data reveals charge
transfer resistance (Rct) values of 2.07 U, 1.21 U, 0.37 U, 0.63 U,
and 0.43 U for WO3@Co-CoPBA samples annealed at 300–700 °
C, respectively (Fig. S7). The 500 °C-annealed sample exhibits
the lowest Rct, indicating optimal electrocatalytic activity and
fastest charge transfer kinetics. This conrms the synergistic
interaction between WO3 and Co-CoPBA and the synergistic
enhancement of catalytic kinetics by the annealing process,
which signicantly improves interfacial charge transfer effi-
ciency and electrochemical reaction kinetics.

Fig. S8 presents the Nyquist plots of WO3@Co-CoPBA at
different annealing temperatures (300–700 °C), clearly reect-
ing the signicant inuence of annealing temperature on
charge transfer resistance (Rct). The diameters of the ve
semicircular curves in the gure directly correspond to their
respective Rct values, where the 300 °C sample exhibits the
largest semicircle (Rct = 2.07 U), while the 500 °C annealed
sample (labeled as optimal) shows the smallest semicircle (Rct=

0.37 U), indicating its optimal charge transfer efficiency. In
comparison, the charge transfer resistances of the 400 °C (1.21
U), 600 °C (0.63 U), and 700 °C (0.43 U) samples are all signif-
icantly higher than that of the 500 °C sample. This result
convincingly demonstrates that 500 °C annealing treatment can
achieve a strong electronic coupling interface between WO3 and
Co3O4, forming optimal charge transport pathways and thereby
obtaining superior electrocatalytic performance.

The model development involved three stages: (1) structural
optimization of WO3 and Co3O4 crystals; (2) embedding of
Co3O4 within a carbon substrate; and (3) heterojunction re-
optimization to achieve an energy-converged stable structure,
© 2025 The Author(s). Published by the Royal Society of Chemistry
as shown in Fig. 7. For the slab model construction, we built
periodic surface structures based on the experimentally deter-
mined crystal orientations from our HRTEM analysis. The WO3

component was modeled using the most stable (001) surface,
while the Co3O4 was represented by the (311) surface. The slab
models consisted of 6–8 atomic layers with the bottom two
layers xed during optimization to simulate bulk behavior,
while the top layers were allowed to relax. The calculations
employed a k-point mesh of 3 × 3 × 1 for surface sampling with
an energy cutoff of 450 eV. The heterojunction interface was
constructed by placing the WO3 slab in contact with the carbon-
encapsulated Co3O4 surface, with careful attention to lattice
matching and interfacial strain minimization. A vacuum layer
of 15 Å was applied in the direction perpendicular to the
surface. Convergence criteria of 0.02 eV Å−1 for forces and
10−5 eV for energy differences were applied during geometric
optimizations. Spin-polarized calculations were performed to
account for the magnetic properties of Co3O4. The Gibbs free
energy calculations for OER intermediates followed the
computational hydrogen electrode model, where DG = DE +
DZPE − TDS + eU.

DFT calculations and experimental observations consistently
demonstrate that the Co3O4@WO3 heterostructure exhibits
signicantly enhanced alkaline stability compared to pure
Co3O4. The strong electronic coupling at the heterointerface
effectively suppresses the dissolution of active materials, which
is experimentally conrmed by the minimal performance decay
(<2%) observed during our 100-hours testing. Pure Co3O4-based
catalysts typically exhibit obvious degradation within shorter
periods (<50 hours) under similar alkaline conditions due to
metal ion leaching. The WO3 component in our heterostructure
not only provides inherent chemical stability, but its shell
RSC Adv., 2025, 15, 29925–29936 | 29933
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Fig. 7 (a) WO3 and its optimized structure; (b) carbon-encapsulated Co3O4 and its optimized structure; (c) WO3@Co-CoPBA-500 °C molecular
model.

Fig. 9 Overpotential step diagram of WO3 and WO3@Co-CoPBA-
500 °C OER.
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structure also offers additional protection for the internal Co3O4

active sites while maintaining high OER activity through inter-
facial electronic modulation. This design strategy provides an
effective approach for achieving a balance between high activity
and high stability.

OER proceeds via four elementary reaction steps. Reaction
pathway modeling (Fig. 8) enabled calculation of Gibbs free
energy changes (DG) for each step. By aligning these values with
the thermodynamic reference potential (1.23 V vs. RHE), the
overpotential h associated with each step was derived. As shown
in the reaction energy diagram (Fig. 9), exothermic steps (DG <
0) represent the spontaneous tendencies, while the rate-
determining step corresponds to the endothermic process
with the highest energy barrier. Analysis reveals that the
WO3@Co-CoPBA-500 °C system exhibits signicantly lower
maximum overpotential compared to reference systems, indi-
cating enhanced OER reactivity. The active site conguration
was determined by systematically examining different adsorp-
tion sites at the CO3O4@WO3 interface, including both indi-
vidual metal centers and interfacial bridge sites. The
calculations focused on the adsorption energies of key OER
intermediates (O*, OH*, and OOH*), with particular attention
to identifying the rate-determining step. The DFT calculations
Fig. 8 Model of adsorption process (a) O*; (b) OH*; (c) OOH*.

29934 | RSC Adv., 2025, 15, 29925–29936
provide quantitative evidence supporting Co sites as active
centers. The adsorption energies of key OER intermediates on
Co sites are as follows: OH* (−0.87 eV), O* (−1.23 eV), and
OOH* (−0.45 eV). Importantly, the formation of the
WO3@Co3O4 heterointerface shis the d-band center of Co sites
from −2.1 eV (pure Co3O4) to −1.9 eV (heterostructure), repre-
senting a 0.2 eV upward shi toward the Fermi level. This shi
optimizes the adsorption Gibbs free energy of the rate-
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 10 Total DOS and d-band center of (a) WO3 and (b) WO3@Co-CoPBA-500.
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determining OOH* step from 1.82 eV to 1.67 eV, directly
explaining the enhanced catalytic activity observed experimen-
tally. In contrast, calculations on W sites show much weaker
interactions with OER intermediates and no signicant
involvement in the catalytic cycle, conrming their role as
electronic modulators rather than direct active sites.

Comparative DOS analysis (Fig. 10) between WO3 and
WO3@Co-CoPBA-500 °C reveals that the d-band center of WO3

lies deeper below the Fermi level, whereas the d-band center in
the heterostructure shis closer to the Fermi level. Specically,
the d-band center of pure WO3 is located approximately 2–3 eV
below the Fermi level, while in the Co3O4@WO3 hetero-
structure, the d-band center shis upward by approximately
0.5–0.8 eV. This upward shi is a critical indicator of enhanced
electronic coupling and improved reactivity, as it increases the
antibonding states' occupancy and strengthens the interaction
between metal d-orbitals and adsorbate molecular orbitals
according to the d-band theory established by Hammer and
Nørskov. The d-band center modulation directly correlates with
the optimization of adsorption Gibbs free energy for OER
intermediates. Our calculations show that the Co3O4@WO3

heterostructure exhibits substantially reduced energy barriers
compared to pureWO3, with the rate-determining step (typically
*O / *OOH formation) showing improved thermodynamic
favorability. The density of states (DOS) analysis revealed that
the d-band center shis closer to the Fermi level in the
heterostructure compared to pure WO3, suggesting that the
metallic sites are more favorable for adsorption and activation
of reaction intermediates, thereby enhancing interfacial charge
transfer efficiency and intrinsic catalytic activity.

Based on the observed d-band center shis and enhanced
electronic coupling evidenced by XPS analysis, our hetero-
structure may potentially form a type II (staggered gap)
heterojunction that facilitates charge separation. The XPS
results (Fig. 3) show complementary binding energy shis: Co
2p peaks shi positively (781.2 eV for Co3+) while W 4f peaks
shi negatively (35.3 eV), indicating electron transfer from Co
to W sites. This charge redistribution pattern is characteristic of
type II band alignment where electrons and holes are spatially
separated across the interface. Additionally, DFT calculations
reveal a 0.2 eV upward shi of the Co d-band center toward the
Fermi level, conrming substantial electronic restructuring.
© 2025 The Author(s). Published by the Royal Society of Chemistry
The formation of a type II heterojunction would explain the
enhanced OER performance through efficient charge separa-
tion, which prevents electron–hole recombination and opti-
mizes the adsorption energy of OER intermediates (OOH*

formation energy reduced from 1.82 eV to 1.67 eV), ultimately
resulting in superior catalytic activity.
4 Conclusion

This work introduces several key innovations: (1) the use of Co-
CoPBA precursors for topological reconstruction, creating
unprecedented electronic coupling interfaces; (2) achievement
of superior OER performance (h= 315 mV@ 100mA cm−2) that
outperforms both commercial RuO2 and most reported Co-
based catalysts; (3) exceptional stability (100 h with <2%
degradation) that signicantly exceeds the typical 20–50 h life-
time of similar materials; and (4) comprehensive theoretical
understanding through d-band center engineering. In
summary, we have developed a simple and novel strategy to
synthesize Co3O4@WO3 hetero-structured heterostructures
with cost-effective and high-performance alkaline OER activity
through hydrothermal synthesis of WO3 on Co-CoPBA precur-
sors coupled with annealing temperature modulation. The
superior OER performance is attributed to the synergistic
effects between Co active sites and WO3 electronic modulators.
Specically, Co3O4 provides abundant Co3+/Co2+ active sites
that serve as the primary catalytic centers for OER, while WO3

nanorods modulate the electronic structure of these Co sites
through interfacial electronic coupling, simultaneously
providing high conductivity and structural stability. Experi-
mental and DFT calculation results revealed that the 500 °C
thermal treatment induces topological reconstruction of Co-
CoPBA into a porous Co3O4/graphene heterostructure, syner-
gistically interfacing with WO3 to enhance active site density
(ECSA = 3.8 cm2) and electron transfer efficiency (Tafel slope =
55.12 mV dec−1). The material exhibits an overpotential of
315 mV at 100 mA cm−2, outperforming commercial RuO2(372
mV). We expect that these initial studies on Co3O4@WO3

heterostructures will provide access to unprecedented multi-
functional materials for the development of high-performance
energy storage and conversion devices.
RSC Adv., 2025, 15, 29925–29936 | 29935
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