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Influence of praseodymium(in) chloride on
corrosion resistance of AS1020 steel in an
environment containing chloride ions and carbon
dioxide
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Rare earth salts (RESs) are considered one of the good choices for anticorrosion due to their high inhibition
efficiency via the suppression of oxygen reduction reactions. In this work, praseodymium chloride (PrCls)
was used as a potential inhibitor that can become a promising candidate for mitigating mild steel
corrosion in environments rich in chloride and carbon dioxide. The results of electrochemical and
surface analyses indicated that mild steel was protected from corrosion in a CO,-saturated sodium
chloride solution throughout 72 hours immersion when PrCls was added to the solution. This was
evidenced through considerably reduced corrosion current density, increased protective and charge
transfer resistances, especially, random redistribution of minor anodes, as well as less corrosion-induced
damages on the steel surfaces. Tafel extrapolations were applied to estimate the inhibition efficiency of
PrCls, achieving the highest value of 96.33 £ 0.47 % at 2.4 mM PrCls. This positive result is primarily
attributed to the formation of the barrier layer from praseodymium oxides and hydroxides in
combination with iron(i)-based products. Based on these findings, this work recommends a potential
inhibitor for mitigating mild steel corrosion in agueous media containing carbon dioxide and chloride ions.

1. Introduction

The progress of human society is intricately tied to advance-
ments in equipment and technology, both significantly affected
by the materials utilized. Nevertheless, the inevitability of
damage, particularly corrosion, poses a primary challenge. Mild
steel, valued for its ease of fabrication and affordability, is used
in a wide range of applications."” This is notably evidenced in
the construction of marine projects, including port facilities,
petrochemical installations, and ship structures, where steel
and reinforced concrete take precedence.? The imperative lies in
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safeguarding these materials against environments laden with
chloride ions and carbon dioxide (CO,), which are byproducts of
both natural surroundings and vehicular emissions - primary
contributors to sweet corrosion, pitting corrosion, and trans-
granular cracking.*® Since 90% of the world's trade in raw
materials and completed goods depends on the shipping
industry,® stringent measures are essential to control potentially
detrimental factors. In instances where their indispensability
cannot be altered, the need for protection becomes critical.
CO, exists in various industry systems, such as oil and gas,
CO, capture and storage, and enhanced recovery processes.
However, its significance is unfortunately accompanied by
adverse effects on Earth's climate and a heightened risk of
severe corrosion in aqueous environments.”® Notably, carbonic
acid-induced corrosion presents more substantial challenges
than that caused by strong acids at equivalent pH levels,’
leading to significant damage and increased risks in the use of
materials and equipment. Fueled by the above core objectives,
increasing efforts are being directed towards addressing the
challenges through corrosion-based methodologies such as
material selection,’ protective coatings," and corrosion
inhibitors.*>™* Although complete prevention of the corrosion
process is unattainable, these methods substantially reduce
corrosion rates, averting losses of approximately 20-30%.
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Corrosion inhibitors emerge as an effective method to prevent
the long-term corrosion of materials in general, which is widely
used in the petrochemical and mechanical manufacturing
industries.™"” These inhibitors facilitate the formation of
a protective film, influencing corrosion inhibition through
chemical bonds between metals and natural and/or synthetic
organic inhibitor molecules.

In fact, inhibitors form ordered molecular structures on
metal surfaces, similar to surfactants that create monolayers or
bilayers, and demonstrate the ability to slow down material
corrosion when introduced into the environment at minimal
concentrations. To date, inhibitors derived from inorganic,
organic, and inorganic-organic compounds have been devel-
oped and optimized for mitigating CO,-induced corrosion of
steel. Among them, organic inhibitors are considered an effec-
tive approach due to their ready availability, sustainability,
effective costs, easy extraction, high performance, and espe-
cially non-toxicity. The typical organic compounds can be clas-
sified as imidazoline-based compounds (or derivatives),'s>*
non-imidazoline inhibitors,*” polymeric inhibitors,***° and
natural inhibitors extracted from plant components® such as
Calotropis procera leaves,* Ginkgo biloba fruit,*® Stachys scardica
H. leaves,* and Syzygium malaccense DNA.** Recently, in a study
by Zhang and Xu,* two synthetic amino acid derivatives, namely
2-phenylthiazolidine-4-carboxylic acid (PTCA) and 2-
(thiophene-2-yl)thiazolidine-4-carboxylic acid (TTCA), demon-
strated corrosion inhibition effects on carbon steel in a CO,-
containing environment. Using a chemical modification
method, inhibition effects were observed at a concentration of
0.8 mM, Cunha et al.*® explored the use of furfural derivatives as
a green corrosion inhibitor for mild steel in CO,-saturated
aqueous solutions. Their research highlighted that the inhibi-
tion mechanism involves the transformation of FeOH-OH
surface species into a protective, surface-blocking film, thereby
enhancing corrosion resistance, achieving an inhibition effi-
ciency of 90.2% after 72 hours. These findings underscore
ongoing efforts to identify environmentally friendly, reliable,
and sustainable organic or inorganic inhibitors capable of
minimizing and controlling steel corrosion with minimal use of
the additive. However, the effectiveness of organic compounds,
typically imidazoline and its derivatives, in inhibiting localized
corrosion of carbon steel in CO,-rich environments, remains
uncertain.***’

Furthermore, Anadebe et al.*® showcased the anti-corrosion
effectiveness of synthesized Ni-MOF in sweet corrosive envi-
ronments, achieving a remarkable inhibition efficiency of 94%
for X65 steel. Extensive research has been focused on devel-
oping environmentally friendly corrosion inhibitors for steel in
CO,rich environments, with rare earth-based compounds
emerging as promising options due to their unique physico-
chemical properties and high inhibition efficiency.**** For
instance, in 2014, Forsyth and colleagues demonstrated that
a series of rare earth-based organic compounds serve as effec-
tive corrosion inhibitors for both steel and aluminum alloys.**
These substances form nanometer-thick films with complex
structures that effectively reduce electrochemical reactions
responsible for increasing the corrosion rate. Unfortunately, the
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synthesis involved several steps,*” and the resulting protective
film, characterized by crystalline particle coverage, exhibited
non-uniform distribution on the steel surface,**° thereby
raising concerns about the reliability and scalability of its
applications. Alternatively, rare earth elements can exert physic-
metallurgical effects on steel, enhancing its self-corrosion
resistance and reducing the current density of electrochemical
corrosion. This is achieved through their strong chemical
activities, facilitating interactions with elements such as O and
S in molten steel.* Xing et al. noted that the addition of rare
earth elements through coating enhances the stability and
resistance to electrochemical corrosion for grade 304 stainless
steel in a 3.5 wt% NaCl solution.* Zhang and colleagues
demonstrated that rare earth elements, when introduced via
alloying, improve the microstructure and overall properties of
alloys by enriching contact surfaces and hampering the
formation and development of undesirable phases.*” Collec-
tively, these findings suggest promising corrosion-inhibitory
properties of rare earth elements, which have been applied
through various methods. These investigations indicated that
rare earth salts could be potential inhibitors, offering viable
alternatives to traditional inorganic compounds such as
arsenic-, arsenate-, chromate-, dichromate-, and nitrate-based
formulations, which have unsightly influences on the environ-
ment and human health.*® Other works reported that lantha-
nide salts achieve a high degree of inhibition performance for
aluminum alloys via the retardation of the cathodic process in
electrochemical corrosion reactions*™*° via the hydrolysis
process of rare earth(m) cations. These studies also propose
lanthanide salts as ecological alternatives to chromate-based
inhibitors, with praseodymium chloride (PrCl;) demonstrating
its effectiveness in corrosion inhibition in NaCl media.?®
Moreover, recent toxicokinetic analyses have provided valuable
safety profiles in rodent models,” which provide a strong
rationale for selecting PrCl; as a promising candidate for
further investigation as an environmentally friendly corrosion
inhibitor. Furthermore, this salt has not yet been explored for
corrosion protection of carbon steel in carbon dioxide-rich
environments. Accordingly, the present work proposes the use
of PrCl; to investigate its inhibitory performance on mild steel
as immersed in a CO,-saturated sodium chloride solution. The
study will primarily focus on examining corrosion resistance
from electrochemical techniques, supplemented by surface
characterization methods to elucidate the role of PrCl; in the
development of protective mechanisms against corrosion.

2. Experimental section

2.1. Materials

All chemicals in this study, including praseodymium(m) chlo-
ride hydrate (PrCl;-xH,0), ethanol (C,HsOH), and sodium
chloride (NaCl), were sourced from Merck KGaA and used
directly without further purification. Mild steel, classified as
plain-carbon steel with low carbon content, was employed in
this study and its chemical composition is detailed in Table 1.

The mild steel was shaped into a cylindrical bar with
a diameter of 16 mm and then coated with an outer layer of

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 1 Mild steel compositions determined by optical emission spectroscopy (OES)

Chemical elements (wt%)

C Mn Si S P Ni Cr

Mo Cu A% Nb Ti Al B Fe

AS1020 0.16 0.73 0.21 0.01 0.02 <0.01 0.03

epoxy to retain fixed exposed surface area. The epoxy resin
utilized was a two-component system comprising resin A and
a hardener mixed at a ratio of 3/1 of resin and hardener. To
ensure the accuracy of all electrochemical experiments,
a crucial step involving the removal of corrosive products and
scratches from the steel surface is necessary. Therefore, before
all experiments, steel surfaces were polished with silicon
carbide papers with different grits of 120, 600, 1000, and 2000.
Subsequently, surface finishes were cleaned with distilled water
and ethanol and finally dried using a hairdryer.

2.2. Surface analysis

To investigate the morphological changes induced by PrCls,
various analytical techniques were employed to assess its
impact on the mild steel surface as immersed in a solution with
the inhibitor at different concentrations. A field emission
scanning electron microscope (FE-SEM), particularly Hitachi S-
4800 FE-SEM, was used to observe the morphologies and
elemental distribution on the mild steel surface after immer-
sion in the corrosive solution with different PrCl; concentra-
tions. At other neighboring positions for samples containing
0 and 2.4 mM PrCl;, energy-dispersive X-ray spectrometer (EDS)
detector was performed and reflected the mapping of charac-
teristic elemental distribution. Finally, X-ray photoelectron
spectroscopy (XPS) was conducted for precise examination and
identification of peaks corresponding to the presence of Fe, C,
0O, Cl, and Pr on the mild steel surface.

2.3. Electrochemical analysis

The electrolyte solution consists of 0.01 M NacCl, into which
PrCl; was added at different concentrations of 0.0, 0.4, 1.2, and
2.4 mM. Prior to experiments, each solution was aerated with
high-purity CO, gas (99.999%) for one hour and continuous CO,
bubbling was maintained throughout the experimental proce-
dure to ensure saturation (pH ~ 4). All electrochemical assess-
ments were conducted on a three-electrode system at an
ambient temperature of approximately 25 + 1 °C using a VSP
potentiate system (BioLogic Scientific Instruments). The three-
electrode system consisted of mild steel specimens serving as
the working electrode (WE), a counter electrode (CE) with tita-
nium mesh, and a Ag/AgCl reference electrode (RE) filled with
saturated KCl. Firstly, the open circuit potential (OCP) was
monitored for 2 hours before each electrochemical test to
ensure that the system remains stable. Secondly, electro-
chemical impedance spectroscopy (EIS) was carried out over
a frequency range of 10 kHz to 10 mHz with a sinusoidal
perturbation amplitude of 10 mV for 72 h. Continuous EIS
monitoring throughout the 72 hour immersion allowed

© 2025 The Author(s). Published by the Royal Society of Chemistry
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capturing the time-dependent evolution of the electrochemical
behavior, providing a comprehensive understanding of the
inhibitor's performance and stability over both the short and
prolonged exposures. These EIS results obtained were repre-
sented and fitted using the Origin program and Zsimpwin
software, respectively. In addition, after 72 hours of OCP,
potentiodynamic polarization (PD) was set up at a potential
ranging from —250 mV vs. OCP to 0.1 mVg/aec1 at @ scan rate of
0.166 mV s ' according to ASTM G5-94.

Furthermore, to characterize localized corrosion inhibition,
a wire beam electrode (WBE) test was performed following
a previously reported procedure.*®*® Particularly, after 1 h of
initial corrosion in the blank solution, PrCl; inhibitor (0.4, 1.2,
and 2.4 mM) were injected into the WBE testing cell every 24 h,
while continuous CO, purging was maintained.

3. Results and discussion

3.1. Surface morphology analysis results

The morphology of steel surfaces as immersed in the investi-
gated solutions for 72 hours was analyzed by SEM, and the
elemental distribution was identified via both SEM and EDS
mapping analyses. Fig. 1 presents the SEM images of the
corroded surfaces that are quite different between the unin-
hibited and inhibited surfaces. Fig. 1(a) shows that the surface
was severely corroded in the blank solution. In the investigated
solution with pH ~ 4, mild steel acts as an active material that
was easily dissolved to Fe** ions, releasing into the solution and
generating electrons used for hydrogen evolution at the
cathodic sites. Technically, aggressive corrosion occurrs on
unstable intermetallic phase, such as pearlite sites, while
cementite phase (Fe;C) was less affected by the corrosion
reactions due to its durability and structural stability, as shown
in Fig. 1(a). However, slight corrosion at pearlite sites can be
seen on the inhibited steel surfaces and the corrosion levels
decreased as the PrCl; concentrations in the electrolyte
increased, as presented in Fig. 1(b) and (c). Importantly,
Fig. 1(d) shows some lightly pock-marked locations due to the
gentle etching on the steel surface exposed to the CO,-saturated
0.01 M NacCl solution containing 2.4 mM PrCl;. Furthermore,
the inhibited surfaces likely have a thinner surface film formed
via Pr** hydrolysis, which facilitates the formation of the stable
protective layer composed of praseodymium oxides/hydroxides
and iron products. The distribution of elements in the protec-
tive layer was characterized by SEM/EDS mapping, as shown in
Fig. 2. The results showed a relatively rough and heterogeneous
surface morphology, indicative of surface modification and
possible formation of corrosion products and protective
deposits. The mixed-elemental distribution indicates that

RSC Adv, 2025, 15, 36981-36992 | 36983
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Fig.1 Scanning electron microscopy images showing morphologies after 72 hours corrosion in a CO,-saturated 0.01 M NaCl solution with: (a)

0.0, (b) 0.4, (c) 1.2, and (d) 2.4 mM PrClz addition.

abundant Fe, Pr, and O are uniformly distributed over the
inhibited surface. This mapping also reveals the presence of Fe
as the major component, with significant oxygen (O) signals,
suggesting the formation of oxide layers. In addition, carbon (C)
element contributes only marginally to the thin layer formed on
the steel surface. During corrosion, the ferrite and pearlite,
which are generally more electrochemically active, undergo
preferential dissolution. This process exposes the more

Goum Electron Image 1 50um Mix

Element Wt Fe
Pr < 518 P
P Fe [e] 424 [
a 0.03
Fe 90.14
Pr 044
__Total _100.00
5
of U
L Clcx Fe
IC ] ler i pr  Pr

C Kal 2

corrosion-resistant cementite (Fe;C), allowing carbon from this
phase to be detected in the spectra. Such selective phase
degradation is consistent with microstructural evolution
observed in low-carbon steels in corrosive environments.”
Additionally, chlorine (Cl) was detected at lower concentrations,
likely originating from the corrosive medium and subsequently
incorporated into the corrosion products. These ions can
accelerate localized corrosion processes, particularly pitting,

0 Kal
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Fig.2 SEM/EDS mapping of the substrate surface after 72 hours corrosion in a CO,-saturated 0.01 M NaCl solution with 2.4 mM PrCls addition.
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and may become embedded within corrosion layers as the
reaction progresses. Furthermore, Pr signals were consistently
detected across the surface alongside Fe, O, C, and Cl, indi-
cating effective adsorption and deposition of Pr ions onto the
mild steel substrate. Moreover, the EDS spectrum shows strong
Fe peaks along with clear Pr peaks, confirming the incorpora-
tion of rare earth elements into the surface layer.

To clarify the chemical state of elements on formed thin
layer of mild steel after 72 hours immersion, XPS was conducted
to the investigated solutions containing 0.0 and 2.4 mM PrCl;.
Fig. 3(a) presents the XPS spectra and confirms the evident
existence of different elements, including Fe 2p, C 1s, and O 1s
in the low-resolution spectra. Importantly, the Pr 3d peak was
only observed for the inhibited mild steel surface, demon-
strating the participation of PrCl; on the interface processes of
mild steel in corrosive solution. Fig. 3(b) presents the high-
resolution XPS spectrum of Fe 2p with Fe 2p,/, and Fe 2p;, at
binding energies around 723.8 and 710.3 eV, respectively. More
specifically, Fe(u)Fe 2p,,, and Fe(ui)Fe 2p3/, satellites positioned
around 733.1 and 719.1 eV are observed for both the uninhib-
ited and inhibited surfaces. However, there are less intensities
of Fe peaks observed on the inhibited surface reflecting the
reducing of corrosion products when PrCl; was added in
corrosive solution. Specially, the peak of Fe at around 706.7 eV
could be assigned to Fe from the mild steel substrate as
immersed in the blank solution, probably induced by the
formation of a thin corrosion product layer on the steel surface.
This process can cause the rapid release of Fe*" to the solution,
resulting in the Fe exposure of the steel substrate after 72 hours
corrosion in the CO,-saturated 0.01 M NacCl solution. Further-
more, peaks of carbon products can be observed at around
710.5 and 723.9 eV, as shown in Fig. 3(b), corresponding to the
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COO™ peaks of C 1s spectra at 288.3 eV in Fig. 3(c) and O 1s
spectra at 532.0 eV in Fig. 3(d), respectively. Importantly, the Fe
signals of Fe,03, FeO, and a-FeOOH products at around 726.3
and 713.8 eV, as shown in Fig. 3(b), correspond to 0>~ and OH~
peak at 531.1 and 729.7 eV of O 1s spectra in Fig. 3(d). Fig. 3(c)
shows the narrow scan of C 1s with three main peaks, namely
a peak at 288.3 eV assigned to iron carbonate and two peaks at
286 and 284.7 eV corresponding to C-O and C-C of the C-based
products from the original steel structure. Fig. 3(d) indicates
three O 1s peaks at around 532.0, 729.7, and 531.1 eV, which are
consistent with COO~, OH™, and O*" present in carbonates,
hydroxides, and oxides on the mild steel surface in all of results,
while Fig. 3(e) shows the limited occurrence of Cl-based prod-
ucts, as evidenced through low peaks of Cl 1s in all results.
Importantly, Pr 3d peaks shown in Fig. 3(f) with high intensity
of Pr 3d3,, and Pr 3ds,, at binding energies of around 943.1 and
934.1 eV, respectively, are consistent with the reported values
for praseodymium oxides and hydroxides incorporating iron
products leading the ligh shift of OH™ and O*>~ in O 1s spectra.®®
The dominant Pr 3ds,, peak position and line shape indicate the
presence of Pr** species, most likely present as Pr,0; or Pr(OH);
deposited on the steel surface during the inhibition process. In
this corrosive environment, the persistence of intense Pr 3d
signals suggests that the Pr-based compounds effectively adsorb
and form stable surface. This correlation between Pr chemical
states and the CO,-saturated 0.01 M NaCl environment high-
lights the ability of Pr salts to form robust protective layers,
thereby enhancing corrosion resistance under these conditions.

3.2. Electrochemical analysis results

Fig. 4 compares the polarization results of the mild steel in
a CO,-saturated NaCl environment. The curves show clear
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Fig. 3 Survey and narrow XPS spectra of MS surfaces immersed in a CO,-saturated 0.01 M NaCl solution with 0.0 and 2.4 mM PrCls addition: (a)

survey, (b) Fe 2p, (c) C 1s, (d) O 1s, (e) Cl 2p, and (f) Pr 3d spectra.
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Fig. 4 Represented potentiodynamic polarization of mild steel after
72 hours corrosion in CO,-saturated 0.01 M NaCl solutions containing
different PrCls concentrations.

differences between the uninhibited and inhibited systems,
indicating a significant influence of PrCl; on the electro-
chemical characteristics of the mild steel in the CO,-saturated
sodium chloride environment. For the uninhibited system,
results indicates that a plateau of applied potential ranging in
the cathodic branch (<E..,,) reflects a cathodic limiting current
density, suggesting the effect of diffusion in corrosion process
of mild steel. This phenomenon is consistent with previous
work by Aria and colleagues on a mild steel surface.>®>°
Furthermore, there is not any linear behavior of the anodic
current density in the PD result of the uninhibited specimen,
indicating the dissolution of mild steel surface in anodic
branch consistent with the SEM image shown in Fig. 1(a). It
suggests that mild steel acts as an active material in the CO,-
saturated NaCl solution. In the case of the inhibited systems,
the similar shapes are observed on both the cathodic and
anodic branches at all PrCl; concentrations, suggesting that
anodic and cathodic reaction mechanisms remained
unchanged for all inhibited systems. The inhibition effect is
primarily attributed to the reinforcement of the oxide/hydroxide
(as demonstrated in XPS spectra) layer formed through the
hydrolytic reaction of praseodymium ions from the inhibited
system. A similar cathodic polarization behavior was observed
in all results of the inhibited system, but without the plateau
associated cathodic limiting current density as the blank
sample. This indicates that Pr** ions are highly electroactive
and strongly affect the cathodic charge transfer process of mild
steel in the CO,-saturated NacCl solution, resulting in an overall
decrease in corrosion current densities. At this stage, the inhi-
bition of cathodic process is much pronounced due to the Pr**
hydrolysis that facilitates the precipitation of Pr(OH); and Pr,0;
products. This is relatively consistent with XPS observations
shown in Fig. 3(a) and (f). Thus, as PrCl; concentrations in the
electrolyte increase, its inhibition performance significantly
increases, primarily driven by the higher stability of the Pr(OH);
and Pr,0; precipitation. However, anodic current densities in
the polarization curves of the inhibited system indicate
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a significant influence of the inhibitor on electrochemical
processes, as evidenced by a substantially reduced current
density compared to the uninhibited system. This further
supports the formation of a stable protective layer on the mild
steel surface, retarding the anodic reaction. At low PrCl;
concentrations of 0.4 and 1.2 mM, the transition region occurs
at around —0.54 Vag/agci, which is not observed in the case of
2.4 mM PrCl;. Furthermore, the values of anodic current
densities begin to slightly increase with more positive anodic
potential, which agrees with the work done by Linter et al.>
Additionally, the stability of the protective layer could be
attributed to iron hydroxides and oxides in combination with
other products (Fig. 2 and 3), which are likely Pr(OH); and Pr,03
precipitations. Therefore, both anodic and cathodic corrosion
current densities reduce “hand in hand”, resulting in a signifi-
cant decline in overall corrosion current density. This
phenomenon demonstrates that PrCl; is a mixed corrosion
inhibitor, with predominant cathodic inhibition. Table 2 shows
the corrosion parameters, including icorr, Ecorry 8ay and —g,
extracted through PD curves by Tafel extrapolation, where i.opy
was calculated by means of duplicate or triplicate results. The
fitted errors are minimized via the movement of anodic and
cathodic lines within 100 mV from corrosion potential (Eco)-
The results indicate that the addition of higher concentrations
of PrCl; slightly leads to an increased corrosion potential (Ecorr)
and strongly decreased corrosion current density (i.or), indi-
cating a greater inhibition performance. In the blank sample,
the anodic dissolution of steel is fast and uncontrolled, and
hydrogen evolution and bicarbonate/carbonate reduction occur
rapidly, giving a steep slope of anodic (159 mV per decade) and
cathodic curves. With PrCl; addition, Pr’* hydrolyzes to
Pr(OH)3/Pr,03, co-depositing with Fe products to form
a protective film. This layer blocks active cathodic sites and
hinders proton reduction and bicarbonate-to-carbonate
conversion, leading to slow Fe®" release. As a result, the
kinetics of hydrogen evolution and metal dissolution becomes
more activation-controlled, hence lower 8, and —fg. values. The
fact that both slopes reduce steadily with the concentration also
suggests that film growth becomes denser and more adherent
with time and concentration, making charge transfer more
difficult in both directions.

Fig. 5 and 6 present the Nyquist and Bode (phase angle vs.
frequency) plots for EIS results for 72 hours of immersion in the
CO,-saturated NaCl solution containing different PrCl;
concentrations. The Nyquist plots show a single semicircle
corresponding to the solution and charge transfer resistances at
high and low frequencies,*® respectively. However, in blank
systems, the Nyquist plots at low frequencies exhibit a distinct
inductive loop, which is related to intermediate species involved
in the adsorption processes. Nevertheless, this inductive
behavior does not significantly influence the total resis-
tances.*®* Evidence of the decrease in solution resistance and
the increase in the diameter of semicircles is observed when
PrCl; concentrations increased from 0 to 2.4 mM in the inves-
tigated solution. In the blank solution, mild steel has relatively
small impedance values, indicating an accelerant corrosion
reaction. The slight increase in impedance values in some first

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 2 Corrosion parameters of AS1020 steel after 72 hours exposition in saturated CO, 0.01 M NaCl solutions containing different PrCls
concentrations, as observed from the PD curves in Fig. 4

Concentration Ba —Be Inhibition efficiency
(mM) Ecorr (MVagiagct) fcorr (LA cm™?) (mV per decade) (mV per decade) (%)

0.0 —684 163.8 + 1.38 159 605 —

0.4 —648 18.62 £ 6.27 110 375 88.64 £ 3.83

1.2 —644 11.23 £ 1.32 94 277 93.15 £ 0.81

2.4 —638 6.02 + 0.78 52 185 96.33 + 0.47

hours can be due to the formation of corrosion products
composed of main iron oxides/hydroxides/carbonate products,
while this decreased value could be assigned to the promotion
of the steel dissolution. The solution resistance decreases with
the increase in immersion time, ensuring an enrichment of ions
produced from steel dissolution in the investigated solution.
Regarding the inhibited systems, there is a significant reduction
of solution resistance due to PrCl; addition and a strong
increase in semicircle diameters caused by the protective film
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formation. The semicircle diameters of EIS results in the
corrosive solutions containing 0.4 mM and 1.2 mM PrCl; still
steadily increase and remain stably up to 72 hours of immer-
sion, suggesting the promoted corrosion resistance. Note-
worthy, the semicircle diameters of EIS results increase steadily
up to 32 hours with 2.4 mM PrCl; in the CO,-saturated NaCl
solution. After that, these semicircles remained stable until 48
hours and then slightly decreased over immersion hours, but
still reach very high impedance values. It indicated the thin film
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Fig. 5 Nyquist plots representing the experimental and fitted EIS results of mild steel during 72 hours corrosion in CO,-saturated 0.01 M NaCl
solutions with (a) 0.0, (b) 0.4, (c) 1.2, and (d) 2.4 mM PrCls addition.
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Fig. 6 Represented Bode plots of mild steel during 72 hours corrosion in CO,-saturated 0.01 M NaCl solutions with (a) 0.0, (b) 0.4, (c) 1.2, and (d)

2.4 mM PrCls addition.

layer is well protected, but may be present to be desorped slighly
of Pr and/or Fe(u)-based compounds. The variation in the phase
angle in Bode plots (Fig. 6) provides valuable insights into the
interfacial behavior and the stability of the protective film
formed on mild steel. In the blank system, the peaks of phase
angle only reach approximately 20°, indicating a highly porous
and defective surface with limited capacitive behavior. Such low
values reflect that charge transfer processes dominate, consis-
tent with rapid corrosion activity. Upon the addition of PrCl;,
the phase angle peak values increase progressively with inhib-
itor concentration, reaching nearly 60° at 2.4 mM. This increase
implies that the interfacial layer behaves more like a capacitive
barrier, where the charge transfer process is effectively sup-
pressed by the formation of a Pr-based protective film. Impor-
tantly, the broadening of the phase angle plateau over the
intermediate frequency region reflects that the film is not only
capacitive but also stable over a wide time constant distribution,
which is typical for a compact and adherent layer. Moreover,
after prolonged immersion (48-72 h), the shape of the phase
angle curves remains unchanged at higher inhibitor concen-
trations, indicating that the protective film maintains its
structural integrity without significant delamination or degra-
dation. Thus, the phase angle variations are closely linked to the
protective film characteristics with a compact, capacitive, and
durable Pr-based film, demonstrating by the higher values and
broader plateaus, and even this film is also stable over time.

36988 | RSC Adv, 2025, 15, 36981-36992

The EIS parameters were extracted from a proposed equiva-
lent circuit given in Fig. 7(a), and the accuracy of fitted
parameters were determined based on the traces between the
experimental and fitted data, as well as percent error and chi-
square (x?) values. The proposed equivalent circuits in
Fig. 7(a1) and (a2) are suitable for fitting EIS data flexibly,
ensuring small differences in the experimental and fitted data,
less than 100% errors and 10~ * x? values. The extracted data are
summarized in Tables S1-S4. Fig. 7(b) presents the average
values of R limited at low frequencies in EIS measurements.
Very small R, values slightly increase for first 8 hours of
immersion and then slightly decrease, suggesting high corro-
sion reactions on the mild steel surface as exposed to the CO,-
saturated NaCl solution. At a low concentration of the inhibitor,
specifically 0.4 mM PrCl;, the R, value increases significantly
with immersion time, indicating the strong protective effect of
the inhibitor at this concentration. At 1.2 mM concentration of
PrCl; in the CO,-saturated NaCl solution, the R, values rise
considerably for the first 28 hours, and then slightly decrease in
the subsequent hours. Afterward, they increase again and
remain stable at 64 hour until the end of the test. This behavior
could be attributed to the instability of the thin film, which is
subsequently restored by the inhibitor molecules in the corro-
sive solution. Meanwhile, the R, values of the CO,-saturated
NacCl solution containing 2.4 mM PrCl; increase over immer-
sion time and reach the highest values in comparison with

© 2025 The Author(s). Published by the Royal Society of Chemistry
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layer CPE magnitudes.

other concentrations, suggesting improved inhibition perfor-
mance. Furthermore, the influence of aggressive ions in the
investigated solution on the steel substrate could be assigned to
the CPE magnitude values, as given in Fig. 7(c). The result
shows the highest value for the uninhibited specimen, indi-
cating the limit formation of the corrosion products, and
instead, the steel surface became more corroded, as shown in
the SEM and XPS results. Furthermore, the decrease in the CPE
magnitude for inhibited surfaces indicates small values and it
decreases with the increase in PrCl; concentration, as shown in
Fig. 7(c). The obtained results show that the mild steel surface is
covered by the dense and improved integrity and adhesion of
the protective layer, as demonstrated in SEM/EDS and XPS
results in Fig. 1-3, as well as the polarization curve. This causes
high corrosion resistance of mild steel in the investigated
solution.

To characterize the localized corrosion resistance and
predominant cathodic inhibition of PrCl;, the current distri-
bution over the spontaneously corroding mild steel surface was
characterized by WBE, and the results are given in Fig. 8. The
current distribution map of the mild steel surface in Fig. 8(a)
was recorded after 24 h taking in the CO,-saturated NacCl solu-
tion, that shows high current values of both cathode and anode
sites, corresponding to center and borderland of the map,
respectively. This imbalance between 2 electrodes can lead to
severe localized corrosion. Importantly, a large difference
between maximum cathodic and anodic current values was
observed, indicating a high corrosion reaction of mild steel in
the investigated solution. Fig. 8(b)-(d) shows the map of current
distribution over the WBE surface after 24 h immersion time for
each condition. Anodic and cathodic currents are randomly
distributed on the inhibited surface with a significant decrease

© 2025 The Author(s). Published by the Royal Society of Chemistry

in current values when the PrCl; concentration is increased
from 0.4 to 2.4 mM. Importantly, the difference between
maximum cathodic and anodic current values of the anodic and
cathodic distribution in a random manner is very small and
significantly decreases with the increase in PrCl; concentration.
This is attributed to a less active steel surface, reflecting a great
inhibition of PrCl; for localized corrosion on the mild steel in
the CO,-saturated NacCl solution.

3.3. Corrosion and inhibition mechanisms

Based on surface analysis and electrochemical experiments, the
electrochemical corrosion of mild steel could initially appear at
the lacuna sites on the steel surface structure, particularly at the
boundary between the pearlite and cementite sites. This
phenomenon could result in a change in the local pH on the
steel surface. The steel, mainly iron, could be continuously di-
ssolved with increasing immersion time. As a result, a main part
of Fe ion (only Fe** at pH ~ 4)* release will be enriched in the
investigated solution and the other small part of Fe ions will
produce the corrosion scale formed on the steel surface. These
processes could result in severe corrosion in the pearlite regions
and cause limited damage to the cementite sites (Fig. 1(a)). In
addition, the thin corrosion scale layer mainly consists of Fe, O3,
FeO, and o-FeOOH formed on the steel surface, as shown in
Fig. 1(a), and confirmed by the Fe 2p and O 1s peaks in Fig. 3.
Fortunately, when mild steel is exposed to the investigated
solution containing Pr*" ion, the electrochemical corrosion
reactions of mild steel surface are significantly hindered by
a precipitation of praseodymium oxide/hydroxide (stable +III
state) and can exist the +IV state due to the complex oxidation
occuring in corrosion processes as well as the preferred oxida-
tion states of this element.”* The Pr’* ions are released by the

RSC Adv, 2025, 15, 36981-36992 | 36989
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addition and after 24 h with (b) 0.4, (c) 1.2, and (d) 2.4 mM PrClz additions.

dissociation of PrCl; in the investigated solution at pH ~ 4, and
subsequently reacted with OH™, leading to the formation of
praseodymium oxides and hydroxides due to the hydrolysis
process. The hydrolysis process could be described as follows:**

[Pr(H,0)o** + H,O — [Pr(H,0)s(OH)** + H;0" (1)

The process could produce a strong acid and this soluble
species can be polymerized to form di- or poly-nuclear species in
the investigated solution. Furthermore, the local pH around the
cathodic sites of electrochemical corrosion reaction should be
increased due to the increase in OH™ generation at these sites
on the steel surface. Therefore, when electrochemical corrosion
reactions start on the steel surface, the fast diffusion processes
happen to equalize the locally strong base (high OH™ concen-
tration) at the cathodic sites and availably strong acid formed in
the hydrolysis process. Hence, the praseodymium hydroxide
immediately deposits on the top of cathodic sites and this
deposit process could continue when other cathodic reactions
occur on the steel surface. Meanwhile, this solid protective layer
is also promoted by iron oxides, hydroxides and carbonates,
which were formed at the anodic sites. These processes could
result in the incorporation of the precipitate layer that agrees
with other findings,*** producing an entirely deposited steel
surface that strongly hinders the electrochemical corrosion. In
previous studies, the addition of LaCl; and CeCl; into CO,-
saturated NaCl solution resulted in inhibition efficiencies of
95.97 + 0.41% * and 95.86 £ 0.82%,° respectively, for the
corrosion protection of mild steel. The present work evaluated
the performance of PrCl;, which exhibited a higher inhibition

36990 | RSC Adv, 2025, 15, 36981-36992

efficiency compared with CeCl; and LaCl;. The difference in
inhibition efficiency can be expalined by the intrinsic properties
of the Pr*" ion. Firstly, LaCl; in the corrosive medium exists
predominantly in the stable La(m) state, thereby exhibiting
a slightly higher efficiency than CeCl;, where the coexistence of
Ce(u) and Ce(v) limits its protective capability. In contrast,
although Pr resembles Ce in that both have the +III and +IV
oxidation states. This can be explained by the smallest ionic
radii of Pr** (1.13 A), which enhances surface coverage due to
a higher surface coverage. Importantly, despite its larger atomic
number, the lanthanide contraction effect further reduces the
ionic radius, enabling praseodymium oxides/hydroxides to
precipitate at lower solubility and pH thresholds compared with
their lanthanum- or cerium-based.® Consequently, even with
the oxidation state transition between +III and +1V, the resulting
Pr-based precipitates exhibit suitable stability and optimal
coverage, thereby ensuring superior protection of the mild steel
surface.

4. Conclusions

The work has systematically characterized the influences of
small amounts of praseodymium(m) chloride from 0.0 to
2.4 mM on the corrosion properties of mild steel in an envi-
ronment containing carbon dioxide and chloride ions. Ulti-
mately, PrCl; performs an attractive corrosion resistance for
mild steel via mitigating both cathodic and anodic processes.
The increase in PrCl; concentration from 0.0 to 2.4 mM
promotes inhibition performance due to a strong reduction in

© 2025 The Author(s). Published by the Royal Society of Chemistry
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corrosion current density, achieving 96.33 & 0.47% at 2.4 mM
PrCl;. It is consistent with the significant decrease in polariza-
tion resistance. Importantly, the addition of PrCl; significantly
reduced localized corrosion on mild steel surface caused by
carbon dioxide and chloride ions. The electrochemical corro-
sion reactions could be inhibited primarily due to the formation
of the barrier layer, which was formed by the incorporation of
praseodymium oxides/hydroxides and iron oxide and hydroxide
depositions. The incorporated layer could prevent aggressive
ion attack to the steel surface, resulting in light corrosion being
observed on the inhibited steel surface. Therefore, the work
suggests a simple way to protect the mild steel against carbon
dioxide corrosion. Future work could explore the application of
PrCl; in a wider range of environments, likely in chloride-rich
marine atmospheres and high-temperature acidic or alkaline
solutions, with varying pH. Investigating PrCl;'s inhibition
performance across different material systems, such as stain-
less steels, aluminum alloys, and coated substrates, could
further clarify its versatility and corrosion inhibitory potential.
Moreover, combining PrCl; with other eco-friendly inhibitors to
develop multifunctional inhibition systems, studying its long-
term stability and assessing its compatibility with sustainable
coating technologies, would expand its potential applicability
and industrial relevance.
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