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metal batteries with a nano-
silicon nitride-based solid electrolyte interface
layer

Roya Damircheli, †a Odalys Cristina Campos, †b Binh Hoang a

and Chaun-Fu Lin*a

Lithium metal batteries promise high energy density but suffer from unstable solid–electrolyte interphases

that promote dendrite growth and premature failure. Here we report a simple drop-casting pretreatment

that deposits a uniform layer of nano-sized silicon nitride (Si3N4 <50 nm) onto lithium foil, forming

a Li3N-rich artificial interphase. Two loadings, 0.2 and 1 wt%, were evaluated under rinsed and non-

rinsed conditions. Structural and chemical characterization results from SEM and X-ray diffraction show

that the non-rinsed 1 wt% coating yields a dense, uniform layer dominated by Li3N. Electrochemical

impedance spectroscopy reveals a stable low charge-transfer resistance, and symmetric-cell cycling at 1

mA cm−2 demonstrates a lifespan of 1375 hours, compared with 950 hours for the rinsed sample and

280 hours for untreated lithium. The improved performance is attributed to the electrochemically stable,

ionically conductive, and mechanically robust Li3N-based interphase that suppresses dendrite formation

and preserves interfacial contact. This work highlights nano-Si3N4 as an effective additive for enabling

safer and longer-lasting high-energy lithium metal batteries.
1 Introduction

Lithium-ion batteries (Li-ion) have transformed energy storage,
serving as the backbone for portable electronics, electric vehi-
cles, and grid-scale applications due to their high energy density
and long operational lifespan.1–4 However, the increasing
demand for even greater energy capacity has driven extensive
research into lithium metal batteries (LMBs) as a next-
generation solution. LMBs gained signicant attention due to
their exceptionally high theoretical specic capacity of approx-
imately 3860 mAh g−1 and low reduction potential (−3.04 V vs.
the standard hydrogen electrode), making them a promising
candidate for advancing energy storage technology.5–8 However,
despite these advantages, the practical implementation of
lithium metal anodes faces considerable challenges related to
safety, cycle life, and performance degradation. One of the
primary obstacles hindering the commercialization of LMBs is
the uncontrolled growth of lithium dendrites.9–12 These needle-
like structures form on the anode surface during electro-
chemical cycling due to the instability of the solid–electrolyte
interphase (SEI).13–16 The inherent inability of the SEI to
accommodate the dynamic morphological and volumetric
tholic University of America, Washington,
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changes of lithium during repeated cycling results in dendrite
proliferation, continuous electrolyte consumption, and rapid
capacity fading.17,18 More critically, lithium dendrites can
penetrate the separator, causing internal short-circuits, thermal
runaway, and severe safety hazards, ultimately compromising
the reliability of lithium-ion batteries.19,20

To address these challenges, extensive research has focused
on engineering articial SEI layers to enhance the stability and
longevity of lithium metal electrodes. Various approaches have
been explored, including articial solid–electrolyte interphases
(ASEIs), modications to the electrolyte, and nanostructured
electrode architectures.21–23 Among these, the incorporation of
advanced coating materials has shown signicant promise in
mitigating dendrite growth and enhancing SEI stability. In
particular, silicon nitride (Si3N4) has emerged as a promising
candidate due to its exceptional thermal stability, high
mechanical strength, and ability to form lithium nitride (Li3N)
during the pretreatment.24 The presence of nitride-rich layers
has been shown to enhance the mechanical stability of the SEI
while simultaneously facilitating lithium-ion transport, thereby
improving overall cycling stability.25

In this study, we explore the role of nano-Si3N4 as an additive
in the formation of articial SEI to enhance the stability and
performance of lithium metal electrodes. By evaluating the
electrochemical behavior, cycling stability, and morphology
evolution of Si3N4-treated lithium metal electrodes, we aim to
provide insights into the development of more durable and
safer lithium metal batteries. The ndings from this study will
RSC Adv., 2025, 15, 30427–30435 | 30427
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View Article Online
contribute to the ongoing efforts to address the challenges
associated with lithium metal anodes, paving the way for their
broader adoption in next-generation high-energy-density
battery technologies.
2 Experimental section
2.1 Materials and preparation

Lithium metal (99.9%, Thermo Fisher Scientic) was manually
rolled to achieve a glossy surface and subsequently punched
into 1

2-inch diameter disks. These disks were placed onto 0.5
mm-thick stainless-steel substrates. Nano-sized silicon nitride
(Si3N4) powder (<50 nm, spherical), dimethyl carbonate (DMC),
ethylene carbonate (EC), and 1 M lithium hexauorophosphate
(LiPF6) in a 50 : 50 EC : DEC (ethylene carbonate : diethyl
carbonate) solution were obtained from Sigma-Aldrich.

The detailed procedure for sample preparation, along with
the corresponding schematic shown in Fig. 1, will be presented
in the Results and discussion section.
2.2 Materials characterization

The surface morphology of untreated and treated lithium, both
before and aer cycling, was determined using scanning elec-
tron microscopy (SEM) and X-ray diffraction (XRD). SEM
imaging was conducted with a Hitachi SU-70 FEG, and XRD
measurements were performed using a Rigaku SmartLab XRD.
Fig. 1 (a) Schematic illustration showing the formation of the artificial nan
1 wt% nano Si3N4 dispersed in DMC. (c) Comparative analysis of 1 wt% a

30428 | RSC Adv., 2025, 15, 30427–30435
2.3 Electrochemical characterization

CR2032 coin-type symmetric cells were assembled in an argon-
lled glove box. Each cell contained 80 mL of 1M LiPF6 dissolved
in a 1 : 1 mixture of ethylene carbonate (EC) and diethyl
carbonate (DEC) as the electrolyte. Two layers of 5/8-inch Cel-
gard 2400 separators were used to isolate the electrodes.
Electrochemical impedance spectroscopy (EIS) measurements
were performed using a Gamry Interface 1010E. The frequency
range spanned from 1 MHz to 100 mHz, with an applied AC
voltage amplitude of 10 mV. Cyclability was evaluated by
a Neware battery testing system (BTS8.0), where a current of ±1
mA cm−2 applied for one-hour intervals, alternating between
charge and discharge.
3 Result and discussion

Fig. 1a and b illustrates the detailed procedure utilized for
preparing silicon nitride (Si3N4)-based articial solid electrolyte
interphase (ASEI) layers on lithium metal surfaces. Silicon
nitride nanoparticles (<50 nm, spherical morphology) were
chosen for their high surface area, which promotes excellent
dispersion in solvents and facilitates the formation of uniform,
compact protective layers. A study by Damircheli et al.
conrmed that the Si3N4 nanoparticle structure tends to yield
more uniform and mechanically robust coatings compared to
micro-sized silicon nitride, which is essential for effectively
o Si3N4 layer on lithiummetal. (b) Structural representation of Si3N4 and
nd 0.2 wt% samples, including rinsed and non-rinsed conditions.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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mitigating dendrite growth and enhancing overall sodium
metal battery performance.25

Two distinct concentrations, 0.2 wt% and 1 wt%, of Si3N4

nanoparticles were dispersed in dimethyl carbonate (DMC), as
illustrated in Fig. 1b. DMC was selected as a solvent due to its
good compatibility with lithiummetal and its suitable volatility,
ensuring reasonable evaporation upon drying without leaving
signicant residues. The nanoparticle solutions underwent
continuous stirring for 24 hours at room temperature. This
extended stirring period was critical to disrupt nanoparticle
agglomerations, ensuring homogeneous dispersion and pre-
venting particle settling, thereby guaranteeing consistency in
the subsequent coating process.

Precisely 125 mL of the homogenized Si3N4/DMC suspension
was drop-cast onto pristine lithium metal disks, which had
been previously rolled and punched to standardize dimensions
and ensure surface uniformity. The coated lithium disks were
then carefully dried at a controlled temperature of 60 °C for 24
hours. This moderate drying condition allowed for thorough
evaporation of the DMC solvent without causing thermal
degradation or morphological alteration of either the nano-
particles or the lithium metal substrate.

To investigate the impact of the coverage of the ASEI layer on
its performance, a subset of coated samples underwent an
additional rinsing step. This involved gently rinsing the dried
lithium surfaces with pure DMC, removing loosely adhered or
excessive nanoparticles. Conversely, non-rinsed samples were
prepared to retain the complete deposited quantity of Si3N4

nanoparticles, allowing comparative analysis of the coating
coverage and its subsequent performance, as shown in Fig. 1a.

The comparative photographic images in Fig. 1c highlight
visible differences between rinsed and non-rinsed samples at
both concentrations (0.2 wt% and 1 wt%), clearly illustrating
variations in particle distribution and surface coverage. These
observations underscore the signicance of both nanoparticle
concentration and the rinsing process in determining the nal
characteristics of the ASEI layer.

Fig. 2 presents comprehensive characterization results of
Si3N4-based articial solid electrolyte interphase (ASEI) layers
prepared on lithium metal substrates, highlighting morpho-
logical and compositional differences under varying sample
conditions. Top-view scanning electron microscopy (SEM)
images shown in Fig. 2a–d offer detailed insights into the
surface morphologies of rinsed and non-rinsed 1 wt% Si3N4/Li
samples. The SEM analysis differentiates between the two
preparation conditions. The rinsed samples exhibit relatively
dispersed Si3N4 nanoparticles with intermittent agglomeration,
indicative of partial nanoparticle detachment or redistribution
due to the rinsing step. Conversely, the non-rinsed samples
demonstrate a noticeably thick and interconnected structure,
signifying the presence of a denser nanoparticle distribution
and a thicker ASEI layer. The thickness of this layer is approx-
imately 20 mm, as shown in Fig. S3. Such a thick layer with
interconnectivity potentially inuences ionic transport path-
ways and mechanical properties of the ASEI layers.

The structural and compositional analysis through X-ray
diffraction (XRD), presented in Fig. 2e, provides further clarity
© 2025 The Author(s). Published by the Royal Society of Chemistry
on the chemical interactions and resultant products formed
during the ASEI formation process. The XRD pattern of the
nano Si3N4 powder used in this work is shown in Fig. S1, and
the XRD prole of the stainless-steel substrate is provided in
Fig. S2. Prominent diffraction peaks at 51.9° in both 1 wt% and
0.2 wt% non-rinsed samples are attributed to lithium nitride
(Li3N), indicating the effective chemical reaction between
lithium metal and Si3N4 nanoparticles according to eqn (1):

Si3N4 + 12 Li / 4 Li3N + 3 Si (1)

Additionally, the persistence of a weaker diffraction peak at
approximately 32.5°, representative of residual Si3N4, highlights
incomplete consumption of the nanoparticles, even post-
rinsing. This conrms nanoparticle retention and provides
evidence of their sustained presence on the lithium surface. A
notable distinction arises at the diffraction peak around 36.1°,
attributed to metallic lithium. This peak shows signicantly
greater intensity in the 0.2 wt% Si3N4 sample compared to the
1 wt% sample, reecting differences in nanoparticle-lithium
interaction dynamics. Specically, the higher nanoparticle
concentration in the 1 wt% samples promotes extensive lithium
consumption through reaction, subsequently reducing the
intensity of the metallic lithium peak.26–30

The comparative analysis of XRD and SEM data underscores
the critical inuence of nanoparticle concentration on the ASEI
layer properties. Higher nano Si3N4 concentrations not only
enhance the density and uniformity of the formed ASEI but also
signicantly modify the lithium-metal surface chemistry
through more pronounced reactions. These detailed observa-
tions elucidate the intricate balance required in optimizing
nanoparticle concentration and processing steps to achieve
high-quality, uniform, and effective ASEI layers essential for
advanced lithium-metal battery applications.

Fig. 3 illustrates galvanostatic cycling proles comparing the
electrochemical stability and performance longevity of lithium-
metal symmetric cells under varying Si3N4 nanoparticle treat-
ments. These tests were conducted at a constant current density
of 1 mA cm−2 and a xed capacity of 1 mAh cm−2 using an
electrolyte consisting of 1 M LiPF6 dissolved in EC : DEC (1 : 1
volume ratio). The voltage-time behavior of bare lithium elec-
trodes, alongside lithium electrodes treated with 0.2 wt% and
1.0 wt% Si3N4 nanoparticles under rinsed and non-rinsed
conditions, is analyzed systematically.

The bare lithium electrode exhibited rapid deterioration
(Fig. 3a), characterized by escalating voltage instability and
eventual short-circuit behavior within approximately 280 hours,
marking the inherent instability of pristine lithium surfaces
under repetitive plating and stripping cycles. Conversely,
lithium electrodes treated with 0.2 wt% Si3N4 displayed notable
improvements in cycling stability, with rinsed and non-rinsed
samples demonstrating stable cycling up to approximately 550
hours and 425 hours, respectively. However, subsequent voltage
uctuations indicated gradual SEI instability, presumably due
to poor nano-Si3N4 coverage and inconsistent ASEI layer
formation that le localized lithium surface areas exposed. This
non-uniform ASEI layer facilitates uneven Li-ion plating and
RSC Adv., 2025, 15, 30427–30435 | 30429
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Fig. 2 (a–d) Top-view SEM images of 1 wt% nano Si3N4/Li samples, rinsed and non-rinsed samples in their as-prepared state. (e) XRD patterns of
1 wt% and 0.2 wt% nano Si3N4/Li non-rinsed as-prepared samples on a stainless-steel substrate.
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stripping processes that result in dendrite formation eventually,
causing internal short circuits that abruptly terminate cell
functionality.

Remarkably, the rinsed 1.0 wt% Si3N4-treated lithium cell, as
shown in Fig. 3a, demonstrated substantial stability improve-
ments, maintaining stable voltage proles up to approximately
950 hours before exhibiting similar voltage instabilities to the
lower concentration samples. This observation underscores the
effectiveness of a denser nano-Si3N4 particle-induced ASEI, even
aer partial removal via rinsing, in prolonging electrode
stability by uniformly covering more of the lithium surface and
effectively suppressing dendrite initiation.

The most signicant enhancement in electrochemical
stability is observed in the non-rinsed 1.0 wt% nano-Si3N4-
treated lithium electrode (Fig. 3b), which sustained stable
cycling conditions for nearly 1375 hours, approximately vefold
30430 | RSC Adv., 2025, 15, 30427–30435
longer than the bare lithium sample. Aer about 1000 hours,
a gradual increase in voltage hysteresis emerged, indicative of
incremental SEI thickening over prolonged cycling. Impor-
tantly, this thickening occurs at a signicantly mitigated rate
compared to untreated lithium, suggesting robust, ion-
permeable properties attributed to the intact, continuous ASEI
layer formed by higher Si3N concentrations without rinsing.
This result correlates with previous morphological analyses
(Fig. 2), demonstrating a good ASEI uniformity and integrity in
non-rinsed condition, such enhancements underscore the role
of strategically engineered nanoparticle treatments to advance
long-term stability and reliability in lithium-based energy
storage systems.

Fig. 4 provides post-mortem analyses of Li metal anodes to
reveal its morphological, structural, and chemical evolution of
lithium-metal anodes treated with 1 wt% Si3N4 nanoparticles,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Cycling performance of symmetric Li/x% Si3N4 (x = 1 and 0.2 wt%) (a) rinsed and (b) non-rinsed.
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assessing their interfacial stability throughout cycling. Fig. 4a
and b shows top-view SEM images of 1 wt% Si3N4/Li samples in
non-rinsed conditions aer 400 hours of cycling, revealing
a uniform surface morphology with no trace of 3D dendritic
structures, which indicates the presentence of the dendrites
(schematic illustration in Fig. 4e). In contrast, bare lithium aer
300 hours of cycling exhibits obvious 3D structures character-
istic of dendrite formation, as shown in Fig. S4. This indicates
the effectiveness of Si3N4 nanoparticles in forming a stable and
robust SEI layer capable of withstanding mechanical stresses
and volume uctuations during prolonged lithium cycling.

Fig. 4c and d exhibits Nyquist plots, from electrochemical
impedance spectroscopy (EIS), of bare lithium and Si3N4-treated
lithium electrodes at selected intervals (1st, 50th, 100th, 150th,
and 200th cycles). High-frequency semicircles, indicative of
charge-transfer resistance at the electrode–electrolyte interface,
offer insights into the dynamic evolution of SEI layers under
repetitive cycling. Electrochemical impedance spectra for bare
Li and 1 wt% Li/nano-Si3N4 electrodes, along with their tted
curves and corresponding equivalent circuits, are provided in
Fig. S5 (SI). In these plots, the colored square symbols represent
the measured impedance data, and the black lines show the
corresponding tting results. The equivalent circuit diagrams
included in the gures illustrate the model used for tting,
© 2025 The Author(s). Published by the Royal Society of Chemistry
which effectively captures the interfacial and charge-transfer
processes observed in the measurements.

Initially, both the bare and treated lithium electrodes
demonstrate comparable impedance behaviors, characterized
by relatively high charge-transfer resistances (∼90 U), consis-
tent with typical early-cycle phenomena involving surface
heterogeneity and evolving SEI formation. During subsequent
cycling, a gradual decrease in impedance occurs due to stabi-
lization and structural renement of the SEI layer. However,
aer approximately 200 cycles, the bare lithium electrode
reveals a notable impedance increase, suggesting instability
and accelerated SEI degradation. This elevated impedance is
symptomatic of growing SEI thickness, formation of insulating
decomposition products, and diminished interfacial ionic
conductivity, contributing to reduced battery efficiency and
eventual cell failure.

Conversely, the 1 wt% nano Si3N4-treated lithium electrodes
display remarkable impedance stability even aer extensive
cycling, signifying a robust and conductive SEI formation. This
stable impedance prole highlights the pivotal role of Si3N4

nanoparticles, along with the formation of Li3N interlayer, in
fostering a chemically uniform and mechanically resilient
interfacial layer that effectively mitigates impedance escalation
typically associated with prolonged lithium cycling. Such
RSC Adv., 2025, 15, 30427–30435 | 30431
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Fig. 4 (a and b) Top-view SEM images of 1 wt% nano Si3N4/Li samples, non-rinsed, after 400 hours of cycling. (c and d) Electrochemical
impedance of bare Li and 1 wt% Li/nano Si3N4 after x (x = 1, 50, 100, 50, 200 cycles). (e) Dendrite growth schematic (f) XRD patterns of 1 wt% Li/
nano Si3N4 non-rinsed as prepared and after 100 cycles samples on a stainless-steel substrate.
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behavior is essential for enhancing ion transport dynamics,
preserving interface integrity, and extending battery cycle life.

X-ray diffraction (XRD) analyses depicted in Fig. 4f further
elucidate the chemical transformations occurring during
cycling. Initially, the as-prepared 1 wt% Si3N4 non-rinsed
lithium electrode presents minimal Li3N formation, as
30432 | RSC Adv., 2025, 15, 30427–30435
indicated by a low-intensity diffraction peak at 51.9°.31–34

However, post-100 cycles, the signicant amplication of this
peak intensity indicates enhanced Li3N formation. This
phenomenon underscores the progressive reaction between
lithium and Si3N4 nanoparticles, fostering a chemically
enriched Li3N-dominated SEI that exhibits superior ionic
© 2025 The Author(s). Published by the Royal Society of Chemistry
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conductivity and mechanical strength. Li3N's presence is
instrumental in improving electrochemical stability by
providing a durable and conductive interface, signicantly
reducing charge transfer resistance, and effectively hindering
dendrite nucleation.

Collectively, these ndings provide compelling evidence that
incorporating Si3N4 nanoparticles signicantly enhances
lithium-metal electrode stability, emphasizing the critical
interplay between SEI chemical composition, mechanical
resilience, and electrochemical performance. These insights
offer a strategic approach for improving long-term stability and
reliability in advanced lithium-metal battery technologies.

4 Conclusion

In conclusion, this study systematically explores the incorpo-
ration of nano-sized silicon nitride (Si3N4) additives in lithium-
metal batteries, demonstrating substantial improvements in
anode stability and electrochemical performance. Through
detailed morphological, structural, and electrochemical anal-
yses, it was demonstrated that Si3N4 nanoparticles signicantly
facilitate the formation of a robust and Li3N-rich articial solid
electrolyte interphase (ASEI). This specialized ASEI effectively
mitigates dendrite formation and propagation, markedly
enhancing both the mechanical resilience and ionic conduc-
tivity of the lithium-metal interface.

Comparative assessments between rinsed and non-rinsed
treatment methodologies underscored the crucial role of the
uniform surface coverage of the nanoparticle on the lithium
surface. The non-rinsed 1 wt% Si3N4-treated lithium electrodes
showcased notably superior cycling stability, sustaining stable
electrochemical performance for up to 1375 hours, a signicant
improvement over the rinsed counterpart's 950-hour lifespan.
Such ndings emphasize the strategic advantage of maintain-
ing the nanoparticle additive layer intact, highlighting its crit-
ical function in stabilizing lithium metal surfaces and
extending operational longevity.

Overall, this research highlights nano-silicon nitride as an
effective and promising additive for overcoming key challenges
associated with lithium-metal anodes, including dendrite
suppression and solid electrolyte interphase stabilization.
These advancements are instrumental in promoting the
broader application and reliability of high-energy-density
lithium-metal battery systems, signicantly contributing to
their potential usage in electric vehicles, portable electronic
devices, and large-scale energy storage solutions.
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