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substitution for N2 on the
combustion characteristics and kinetics of oil shale
under oxy-fuel conditions

Qi Liu,ab Qing Wang, *ab Zhichao Wangab and Huishuang Dic

Oxy-fuel combustion is recognized as a near-zero-emission technology and an effective route for large-

scale CO2 capture. Using TGA-DSC-MS, this study performed non-isothermal combustion tests on

Fushun and Changji oil shales in two atmospheres—21%O2/79%N2 and 21%O2/79%CO2—to

systematically assess how replacing N2 with CO2 alters combustion behavior and kinetic parameters.

Across 0–1000 °C, the CO2-containing atmosphere exhibits weaker momentum diffusion, heat transfer,

and mass transport, which elevates ignition and burnout temperatures for both shales, delays the overall

combustion process, and diminishes performance. The ignition and burnout stages of both materials are

jointly governed by heating rate and CO2 concentration. Furthermore, the addition of CO2 causes the

decomposition process of carbonates in Changji oil shale to shift from a single weight loss peak to three

distinct peaks. Vyazovkin's advanced isoconversional kinetic analysis indicates that, as the combustion

reaction progresses, the activation energy of both oil shales first decreases and then increases. In CO2-

enriched atmospheres, higher activation energy is required to complete the combustion process. The

significant variation in combustion activation energy with conversion rate under both atmospheres

demonstrates that the combustion of organic matter involves multiple parallel or sequential reactions,

with the kinetic mechanism dynamically changing.
1. Introduction

Since the Industrial Revolution, widespread fossil-fuel
combustion has released substantial CO2, driving atmo-
spheric concentrations from 280 ppmv to over 420 ppmv in
recent years.1,2 To address this escalating challenge, China
announced its “30–60” climate targets in 2020—peaking CO2

emissions before 2030 and achieving carbon neutrality by 2060.
Against this backdrop, transforming the high-carbon emissions
prole of conventional fossil-fuel use has become imperative.
China possesses abundant oil shale resources, with major
deposits concentrated in regions such as Changji (Xinjiang) and
Fushun (Liaoning). Changji's proven oil shale reserves reach 4.6
× 108 tons,3 with a Type II kerogen.4 Fushun's recoverable oil
shale reserves reach 11 × 108 tons,5 with a Type I and II
kerogen.6 Both Changji and Fushun oil shale coexist with coal,
allowing the oil shale to be mined simultaneously during open-
pit coal mining, resulting in low-cost extraction. Currently, both
regions are being mined and utilized on a large-scale industrial
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scale. One of the primary applications of oil shale is combustion
for power generation and heating.7–9 Its development and
utilization must align with low-carbon development goals.
Accordingly, advancing efficient, clean combustion strategies
for oil shale is both urgent and essential. Within this frame-
work, oxy-fuel combustion offers a particularly promising
pathway to markedly reduce CO2 emissions associated with oil
shale utilization.

Oxy-fuel combustion is widely regarded as an energy-
efficient, cost-effective route for CO2 reduction and capture. In
this mode, fuel burns in a CO2-rich environment, producing
ue gas composed primarily of CO2 and H2O. Relative to
conventional air ring, oxy-fuel operation yields a much higher
CO2 concentration in the exhaust and a markedly smaller ue-
gas volume.10–13 Pronounced contrasts between CO2-rich and air
atmospheres—spanning thermophysical properties, reaction
pathways, and pollutant-formation behavior—have been docu-
mented. Building on these distinctions, extensive research has
examined the combustion characteristics of solid fuels under
oxy-fuel conditions.

Gil et al.14 employed non-isothermal thermogravimetric
analysis to examine the thermal reactivity of pulverized coal
under oxy-fuel combustion conditions. The results indicated
that substituting N2 with CO2 in a 21% O2 atmosphere led to
a reduction in the mass loss rate and caused a delay in the
overall combustion process. Niu et al.15 investigated the
RSC Adv., 2025, 15, 37937–37950 | 37937
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combustion kinetics of three coal samples under oxy-fuel
atmospheres, elucidating the inuence of oxygen concentra-
tion on the combustion process. Their ndings revealed that
increasing O2 levels from 10% to 40% enhances combustion,
while beyond 40%, the effect tends to plateau. Within an oxygen
concentration range of 10% to 60%, the activation energies of
the samples varied between 111 kJ mol−1 and 317 kJ mol−1. Liu
et al.16 examined the kinetics of coal char combustion under
oxy-fuel conditions using a generalized surface activation
function model. The study demonstrated that oxy-fuel
substantially increases the char combustion rate and yields
higher apparent activation energies than conventional air
ring. Baqain et al.17 investigated the ash characteristics
produced during oxy-fuel combustion of Estonian oil shale.
Their results indicate that oxy-fuel suppresses carbonate
decomposition, while promoting the formation of secondary
silicates and anhydrite, thereby altering the particle-size
distribution and increasing the specic surface area of the
ash. Loo et al.18 investigated the combustion characteristics of
Estonian oil shale under air and oxygen-enriched atmospheres
using non-isothermal thermal analysis. Their ndings indi-
cated that the overall combustion rate increased with rising
oxygen concentration. Notably, carbonate minerals in the oil
shale decomposed in a single step under O2/N2 conditions,
whereas under O2/CO2 atmospheres, the decomposition
occurred via two distinct stages. Baqain et al.19 employed TG-MS
coupled with kinetic analysis to examine the co-combustion
behavior of calcium-rich oil shale and biomass under air and
oxy-fuel atmospheres. The results show that oxy-fuel co-ring
alters combustion kinetics and gas emission proles, with
particularly pronounced effects on the release and trans-
formation of volatile species. Bai et al.20,21 utilized non-
isothermal thermogravimetric analysis to investigate the
combustion behavior and kinetic properties of Huadian oil
shale under atmospheres of O2/CO2 and O2/N2. Their ndings
revealed that as the oxygen concentration increased from 10%
to 50%, the combustion performance of the oil shale improved
signicantly, with a 30% O2 and 70% CO2 mixture identied as
the most favorable for combustion. Owing to the heterogeneous
composition of oil shale, the reaction mechanisms and kinetic
parameters governing its oxy-fuel combustion are not yet fully
resolved. Consequently, there is a clear need to delineate its
combustion reactivity and kinetic behavior under both air and
oxy-fuel conditions.

Various isoconversional methods have been applied in the
literature to study the combustion kinetics of fuels such as oil
shale. These methods include differential approaches, such as
the Friedman method,22 as well as integral methods, including
Flynn–Wall–Ozawa,23,24 Kissinger–Akahira–Sunose,25,26 and
Starink.27 The Friedman method requires numerical differen-
tiation, which amplies the noise present in the experimental
data. Additionally, smoothing the data introduces potential
systematic errors into the kinetic parameters. The advantage of
this method is that it does not require the evaluation of
temperature integrals. Linear integral methods, such as FWO,
KAS, and Starink, require simplications of the temperature
integral, necessitating the use of approximations. This can lead
37938 | RSC Adv., 2025, 15, 37937–37950
to signicant errors when estimating activation energy.28

Furthermore, these linear integral methods assume that acti-
vation energy remains constant across the entire integration
range. In reality, the activation energy in the combustion
process of solid fuels typically varies with conversion rate.
Violating the assumption of constant activation energy intro-
duces systematic errors. When the variation in activation energy
with conversion rate is substantial, the relative error in activa-
tion energy can reach 20–30%.29 To overcome the limitations of
traditional kinetic analysis methods, the Kinetics Committee of
the International Confederation for Thermal Analysis and
Calorimetry (ICTAC)30 recommends the use of the nonlinear
integral method proposed by Vyazovkin.31–33 This method
avoids the use of temperature integral approximations by
substituting temperature integration with time integration,
thereby minimizing systematic errors associated with temper-
ature integration. Additionally, the method assumes that the
activation energy (Ea) remains constant only within a small
a range (typically 0.01–0.02), which effectively eliminates errors
caused by signicant changes in Ea with a during the
combustion of oil shale. The nonlinear integral method
proposed by Vyazovkin has been widely recognized by many
researchers.34–36

Previous work on oxy-fuel combustion has focused largely on
coal and non-Chinese oil shales, with little in-depth analysis of
Chinese deposits—particularly the representative Changji
(Xinjiang) and Fushun (Liaoning) oil shales. In this study, these
two shales were examined via non-isothermal combustion
experiments under 21%O2/79%N2 and 21%O2/79%CO2 atmo-
spheres to compare their combustion behavior and kinetic
responses. Using coupled TGA-DSC-MS, we integrated mass
loss, heat-ow, and gaseous product data to track characteristic
changes in the combustion process (e.g., ignition and burnout
temperatures), thereby yielding more robust and informative
conclusions. In addition, rather than conventional iso-
conversional approaches, we employed the more reliable
advanced Vyazovkin method to determine the Ea–a relation-
ship, enabling a deeper understanding of how activation energy
and reaction mechanisms evolve during oil shale combustion.
The ndings furnish experimental evidence to optimize oxy-fuel
utilization of oil shale and provide a theoretical basis for
advances in clean combustion technologies.

2. Materials and methods
2.1. Materials

This study investigated two representative Chinese oil shales—
Fushun (FS) and Changji (CJ)—both characterized by substan-
tial reserves and active large-scale exploitation. The samples
were crushed and milled to pass completely through a 100-
mesh sieve, then dried in an oven at 40 °C to constant mass to
remove external moisture. Subsequently, the dried materials
were stored in a desiccator at ambient temperature to preserve
sample integrity prior to analytical testing.

Table 1 reports the proximate and elemental analyses for the
FS and CJ oil shales. Both exhibit ash contents >77%, volatile
matter around 17%, and xed carbon near 2%. These values
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 1 Proximate analysis and ultimate analysis of Fushun oil shale and Changji oil shalea

Oil shale

Proximate analysis (wad %) Ultimate analysis (wad %)

HHVcM A V FC C H N Oa St
b

FS 2.15 77.26 17.93 2.66 12.35 2.37 0.82 4.52 0.53 4661
CJ 1.42 79.15 17.61 1.82 14.41 1.98 0.96 1.43 0.66 5223

a ad: air-dried basis; a: by difference; b: total sulfur; c: higher heating value, kJ kg−1. M: moisture; A: ash; V: volatiles; FC: xed carbon.
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align with the commonly high ash and low xed carbon char-
acteristics of oil shale. Consistent with this composition, the
two samples contain substantial mineral matter and relatively
little combustible C and H, explaining their modest caloric
values. The higher heating value (HHV) of CJ is 5223 kJ kg−1,
slightly exceeding that of FS (4661 kJ kg−1). Sulfur levels are low
in both cases, with contents <1%.

Table 2 reports the XRF-derived ash compositions of the two
oil shales as oxide mass fractions (wt%). The ash is dominated
by Si-, Al-, and Fe-bearing oxides, whose combined content
exceeds 70 wt%. Minor constituents include Ca-, Mg-, K-, and
Na-bearing oxides. A clear compositional contrast is observed:
the FS sample contains markedly more Al-bearing oxides than
CJ, whereas CJ exhibits a pronounced enrichment in Ca-bearing
oxides. The remaining oxide components occur at broadly
comparable levels in the two ashes.

2.2. Experimental apparatus and test conditions

Fuel combustion can be characterised using thermogravimetric
analysis (TGA), a highly effective method.37 This integrated
thermal analysis enables simultaneous acquisition of mass loss,
heat ow, time, and temperature, yielding TG and DSC curves.
Experiments were performed on a Mettler–Toledo TGA/DSC1
with a sample mass of 10 ± 0.1 mg. The temperature was
ramped from 30 to 1000 °C at programmed heating rates of 5,
10, 20, and 40 °C min−1. Two carrier-gas mixtures were
employed—21%O2/79%N2 and 21%O2/79%CO2—each
supplied at a constant ow of 50 mL min−1. The thermogravi-
metric analyzer was coupled to a Thermo Star mass spectrom-
eter operating in multiple ion detection (MID) mode to
characterize ue-gas composition in real time. Ion currents
corresponding to CO2 (m/z 44), H2O (m/z 18), and O2 (m/z 32)
were continuously monitored, enabling time-resolved quanti-
cation of key gaseous species during oil shale combustion.
Elemental composition analysis was carried out using a Bruker
S8 TIGER X-ray uorescence (XRF) spectrometer. The instru-
ment is equipped with an X-ray tube featuring a rhodium (Rh)
target, with a maximum power output of 4 kW, a peak voltage of
Table 2 Compositional analysis of Fushun oil shale and Changji oil
shale ashes (wt%)

Ash SiO2 Al2O3 Fe2O3 CaO MgO SO3 TiO2 K2O Na2O P2O5

FS 55.30 22.60 10.90 0.72 1.25 0.77 1.07 1.20 1.14 0.21
CJ 55.70 12.20 6.99 6.14 2.66 1.23 0.54 2.59 2.22 0.52

© 2025 The Author(s). Published by the Royal Society of Chemistry
60 kV, amaximum current of 170mA, and an angular resolution
of 0.001°. To ensure the reproducibility of results, all
measurements should be repeated at least twice.
2.3. Method of determining combustion characteristic
parameters

Thermogravimetric (TG) and derivative thermogravimetric (DTG)
curves provide key thermal parameters for characterizing the
combustion process, including the ignition temperature (Ti),
burnout temperature (Tb), and the peak temperature (Tmax) corre-
sponding to the maximum weight loss rate. These thermal param-
eters serve as important indicators of the thermal decomposition
behavior and reactivity of the organic components in oil shale,
enabling a reliable evaluation of its combustion characteristics. In
this study, the widely accepted TG-DTG tangent method was
employed to determine the ignition temperature, with detailed
procedures available in ref. 38. It is noteworthy that oil shale
combustion typically yields multiple weight-loss peaks in the DTG
prole. In this context, the ignition temperature is most appropri-
ately dened as the rst pronounced peak in the low-temperature
region, reecting the onset of volatile release followed by their
oxidation.

The burnout temperature of solid fuels is commonly assessed
using thermogravimetric analysis (TGA), wherein it is identied by
achieving a weight loss rate below 1% per minute or by reaching
98% conversion, as reported in prior studies.38–40 Oil shale
commonly contains carbonate minerals that decompose at elevated
temperatures during thermal analysis, producing mass loss unre-
lated to the combustion of organic matter. Accordingly, when
determining the combustion temperature of the organic fraction
from TGA data, the inuence of carbonate decomposition must be
accounted for. In this study, the conversion rate was adopted to
identify the combustion temperature. Detailed analysis of the TG-
DTG proles indicated that the proportions of high-temperature
decomposing minerals, such as carbonates, were approximately
7% in FS oil shale and 21% inCJ oil shale. As a result, the conversion
rates corresponding to the combustion of organic matter were
found to be 0.93 for FS and 0.79 for CJ oil shale, underscoring
a pronounced difference between the two samples.

To evaluate the overall performance, the comprehensive
combustion characterization index S of oil shale is employed in this
paper, which is calculated as shown in eqn (1) and (2).41Researchers
have extensively utilized the S index to investigate the combustion
behavior of fuels under oxygen-enriched conditions. Its robustness
in capturing combustion characteristics across diverse reaction
environments has been rigorously demonstrated.13,42–44
RSC Adv., 2025, 15, 37937–37950 | 37939
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S ¼ R

E

d

dT

�
dw

dt

�
T¼Ti

ðdw=dtÞmax

ðdw=dtÞT¼Ti

ðdw=dtÞmean

Tb

¼ ðdw=dtÞmaxðdw=dtÞmean

Ti
2Tb

(1)

(dw/dt)mean = (aTb
− aTi

)/[(Tb − Ti)/b] (2)

where (dw/dt)max, (dw/dt)T=Ti
and (dw/dt)mean are the maximum

burning rate (% min−1), the burning rate at the ignition
tempera (min−1), and the average rate of conversion of Ti to Tb
(min−1), respectively. b is the rate of temperature rise (K min−1);
Tb is the burnout temperature (K); Ti is the ignition temperature
(K).

The integrated combustion characteristics index, S, R/E, is
indicative of fuel activity. A smaller value of E corresponds to
higher reactivity. The rate of change of combustion velocity at
the ignition point, [d(dw/dt)dT]T=Ti

, is another important index.
A larger value indicates a more violent ignition. (dw/dt)max/(dw/
dt)T=Ti

indicates the peak combustion velocity and the ignition
combustion velocity ratio. (dw/dt)mean/Tb indicates the ignition
of the end of life. As the value of this ratio increases, so does the
velocity of the burnout.

2.4. Kinetic analysis

An investigation was carried out to determine the combustion
kinetic parameters of oil shale based on thermogravimetric
analysis data. The study explored these parameters under two
atmospheric conditions: one comprising 21% O2 with 79% N2,
and the other consisting of 21% O2 with 79% CO2. The kinetic
equation for the non-isothermal non-homogeneous phase
reaction was based on the fundamental rate equation:

da

dt
¼ kðTÞf ðaÞ (3)

In eqn (3), a represents the conversion rate of the experimental
sample, t indicates the reaction time (in minutes), T signies
the reaction temperature (in Kelvin), k(T) denotes the
temperature-dependent reaction rate constant, and f(a) repre-
sents the reactionmechanism function. The conversion rate a is
denoted as:

a ¼ m0 �mt

m0 �mf

(4)

In the experiment, m0 is for the representation of the initial
weights of the sample, while mf is for the representation of the
nal weights. mt is for the representation of the weight of the
sample at a specic time. The aforementioned mass parameters
are measured in milligrams (mg). Base on the Arrhenius equa-
tion, k(T) can be written as:

kðTÞ ¼ Aexp

�
� E

RT

�
(5)

Bringing eqn (5) into eqn (3) yields eqn (6) below:

da

dt
¼ Aexp

�
� E

RT

�
f ðaÞ (6)
37940 | RSC Adv., 2025, 15, 37937–37950
In the Arrhenius equation, the subscripts A represent the
frequency factor (s−1), E represent the activation energy (kJ mol−1),
and R represent the universal gas constant (8.314 J (mol K)−1).

In the non-isothermal thermogravimetric analysis, the
sample is heated at a constant rate, with a heating rate b= dT/dt
(K min−1). Consequently, eqn (6) can be transformed as
followed:

da

dT
¼

�
A

b

�
exp

�
� E

RT

�
f ðaÞ (7)

The combustion kinetics of oil shale were analyzed using
eqn (7), which provides the study's principal framework. In oil-
shale research, multi-rate thermogravimetric experiments are
a standard means to quantify activation energy, typically in
conjunction with an appropriate isoconversional analysis. This
combined strategy has proven effective for extracting kinetic
parameters from thermal data. Among available approaches,
isoconversional methods are widely regarded as robust because
they do not require a priori specication of the reaction model.
These methods are generally classied as integral or differen-
tial; the integral class can be further divided into linear and
nonlinear formulations. Traditional linear integration methods
(FWO, KAS, and Starink, etc.) employ approximations for the
temperature integral during substitution, which can result in
substantial errors in the Ea, particularly when Ea varies signif-
icantly with the conversion rate.

In order to mitigate the errors associated with the conven-
tional linear iso-conversional method, Vyazovkin31–33 pioneered
an advanced nonlinear integration procedure. This methodology
operates under the assumption that the activation energy
remains approximately constant over a short interval, with inte-
gration performed within this limited range as represented by
eqn (8). For n experiments conducted at varying heating rates, the
activation energy Ea for each discrete segment is determined by
minimizing the function F(Ea) dened in eqn (9). To establish
the dependence of activation energy Ea on the conversion frac-
tion a, this minimization procedure must be systematically
repeated for each value of a. This method eliminates the need for
approximation and solves for the temperature integral through
the segmental integration of time, thus minimizing the system-
atic error associated with the temperature integral.45

J½Ea; TiðtaÞ� ¼
ðta
ta�Da

exp

�
� Ea

RTiðtÞ
�
dt (8)

FðEaÞ ¼
Xn

i¼1

Xn

js1

J½Ea; TiðtaÞ�
J
�
Ea; TjðtaÞ

� (9)

3. Results and discussion
3.1. Comparison of thermophysical parameters of two
atmospheres

Combustion performance of solid fuels differs markedly
between 21%O2/79%CO2 and 21%O2/79%N2 atmospheres,
primarily because replacing N2 with CO2 substantially alters the
© 2025 The Author(s). Published by the Royal Society of Chemistry
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thermophysical properties of the medium. To quantify these
contrasts at 1 atm, temperature-dependent thermophysical
parameters were calculated for both gas mixtures. In addition,
the distinct mass-diffusion behavior of O2 in CO2 versus N2

affects oxygen transport to oil-shale particle surfaces during
combustion. Accordingly, the mass-diffusion rates of 21% O2 in
79% CO2 and in 79% N2 were computed over a range of
temperatures. A consolidated summary of these results is
provided in Table 3.

As shown in Fig. 1, the CO2/N2 ratios of kinematic viscosity
(momentum diffusivity), thermal diffusivity, and mass diffu-
sivity increase with temperature over 0–1000 °C but remain
below unity. Thus, although contrasts diminish at higher
temperatures, the CO2-containing atmosphere consistently
exhibits lower momentum, thermal, andmass diffusivities than
its N2-based counterpart, implying reduced heat- and mass-
transfer capacity. The Prandtl number, which characterizes
the coupling of thermal and velocity boundary layers (Pr= n/a=

mCp/k), decreases monotonically during heating: the CO2/N2

Prandtl-number ratio falls from 1.03 at 0 °C to 0.96 at 1000 °C.
This trend arises because the relative increase in thermal
conductivity between the two atmospheres outpaces the corre-
sponding rise in the Cp/m ratio, yielding the observed decline.
3.2. Comparison of combustion characteristics under two
atmospheres

3.2.1. Analysis of the overall combustion process. To eval-
uate the effect of replacing N2 with CO2 on oil shale combustion
behavior, we conducted two series of programmed-temperature
(non-isothermal) combustion experiments on the selected
samples. Fig. 2 and 3 depict the TG and DTG curves for CJ and
FS oil shale combusted in atmospheres containing 21% O2 with
either 79% N2 or 79% CO2, evaluated at heating rates of 5, 10,
20, and 40 °C min−1. As summarized in Table 4, the two major
mass loss peaks within the principal combustion stages of both
Table 3 Physical properties of 21%O2/79%N2 and 21%O2/79%CO2 at 1 a

Atmosphere T °C r kg m−3
m

10−5 kg (m s)−1
n

10−5 m2 s−1 Cp kJ (kg °C)

21%O2/79%N2 0 1.289 1.72 1.33 1.012
25 1.180 1.84 1.56 1.013

200 0.743 2.60 3.50 1.032
400 0.522 3.32 6.37 1.076
600 0.403 3.96 9.82 1.123
800 0.328 4.53 13.82 1.163

1000 0.276 5.06 18.32 1.194
21%O2/79%
CO2

0 1.829 1.50 0.82 0.843
25 1.674 1.62 0.97 0.864

200 1.052 2.44 2.32 0.990
400 0.739 3.24 4.39 1.095
600 0.569 3.93 6.90 1.169
800 0.463 4.53 9.79 1.221

1000 0.390 5.08 13.01 1.258

a T: temperature; r: density; m: dynamic viscosity; n: kinematic viscos
conductivity; a: thermal diffusivity; Pr: Prandtl number; DO2,X: mass diffu

© 2025 The Author(s). Published by the Royal Society of Chemistry
oil shale samples under these conditions exhibit distinct char-
acteristic parameters. Additionally, an increase in heating rate
results in a clear displacement of the TG and DTG proles
toward higher temperature regions for both types of oil shale.
The size of the specic offset can be found by looking at the
highest temperature of the signicant weight loss peak in the
main combustion zone, as shown in Table 4. The phenomenon
can be interpreted as follows: at a given temperature under
programmed heating, a higher heating rate shortens the resi-
dence (reaction) time, yielding a larger residual mass at that
temperature. Consequently, achieving the same extent of mass
loss requires a higher temperature as the heating rate increases,
producing a systematic shi of the TG and DTG curves toward
higher temperatures during combustion.

Within 50–200 °C, both CJ and FS oil shales exhibit minor
mass loss, primarily attributable to moisture evaporation. Prior
studies similarly report moisture-related weight loss for air-
dried oil shale between 60 and 200 °C,46–48 reecting the pres-
ence of clay minerals with crystallization water and adsorbed
moisture that desorb at relatively low temperatures. As
temperature rises, marked devolatilization/oxidation occurs for
FS over 255–710 °C and for CJ over 260–770 °C in 21%O2/79%
N2. Under 21%O2/79%CO2, the principal mass loss for FS shis
to 270–720 °C, whereas CJ displays substantial loss across 270–
915 °C. Relative to the O2/N2 case, the dominant mass-loss
intervals in O2/CO2 shi toward higher temperatures for both
shales. This behavior can be rationalized by the reduced
momentum diffusion, heat transfer, and mass transport
capacities of CO2-rich atmospheres, which require higher
temperatures to achieve comparable reaction progress.

Under both atmospheric conditions, FS oil shale exhibited
two prominent weight loss peaks in the DTG proles. The rst
peak appeared within the temperature range of 333 to 400 °C,
followed by a second peak between 464 and 509 °C. These mass
loss events correspond well with the sequential processes of
thermal decomposition of organic constituents, liberation and
tm pressurea

−1 Cv kJ (kg °C)−1
k
10−2 W (m °C)−1

a

10−4 m2 s−1 Pr — DO2,X 10−5 m2 s−1

0.722 2.40 0.184 0.724 1.75
0.723 2.59 0.217 0.720 2.04
0.743 3.77 0.492 0.711 4.52
0.787 4.95 0.881 0.723 8.19
0.835 6.01 1.330 0.739 12.66
0.875 7.01 1.840 0.751 17.84
0.905 7.96 2.414 0.759 23.69
0.636 1.70 0.110 0.743 1.29
0.657 1.90 0.131 0.739 1.52
0.785 3.33 0.320 0.726 3.48
0.891 4.86 0.601 0.730 6.41
0.965 6.27 0.941 0.733 9.99
1.017 7.56 1.336 0.732 14.15
1.054 8.75 1.782 0.731 18.84

ity; Cp: isobaricheat capacity; Cv: isochoricheat capacity; k: thermal
sivity of O2 in X.
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Fig. 1 The relationship between the ratio for physical properties of 21%O2/79%CO2 and 21%O2/79%N2 atmospheres and temperature at 1 atm
pressure.
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oxidation of volatile matter, and subsequent combustion of
xed carbon. Initial investigations into the combustion
behavior of oil shale are consistent with the ndings presented
here.49,50 The DTG proles of Changji (CJ) oil shale under two
different combustion atmospheres reveal distinct differences in
thermal decomposition stages. Under the N2-based atmo-
sphere, three prominent weight loss peaks are observed,
whereas combustion in a CO2-containing atmosphere exhibits
ve distinct peaks. The rst and second major peaks occur
Fig. 2 TG and DTG curves of CJ oil shale combustion in the atmosphe

37942 | RSC Adv., 2025, 15, 37937–37950
within the temperature ranges of 340–387 °C and 491–582 °C,
respectively—values that are in close agreement with those
recorded for Fushun (FS) oil shale. Under a 21%O2/79%N2

atmosphere, the third DTG peak of CJ oil shale appears at 646–
732 °C and is attributed to CO2 release from the thermal
decomposition of carbonate minerals. In contrast, under 21%
O2/79%CO2, the carbonate-related mass loss resolves into
three distinct peaks: a third peak at 717–752 °C, a fourth at
790–807 °C, and a h at 873–890 °C. Relative to the N2 case,
res of 21%O2/79%CO2 and 21%O2/79%N2.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 TG and DTG curves of FS oil shale combustion in the atmospheres of 21%O2/79%CO2 and 21%O2/79%N2.
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the carbonate decomposition features shi toward higher
temperatures and evolve from a single event to three separate
events when CO2 replaces N2 in the surrounding gas. Prior work
on Estonian oil shale reported one carbonate decomposition
Table 4 The peak characteristic parameters of CJ and FS oil shale com

Oil shale Atmosphere
Heating rate
b °C min−1 TP1 °C

CJ 21%O2/79%N2 5 342.8
10 359.7
20 373.6
40 385.9

21%O2/79%CO2 5 349.9
10 360.5
20 374.4
40 389.4

FS 21%O2/79%N2 5 333.4
10 353.7
20 378.1
40 398.1

21%O2/79%CO2 5 341.9
10 355.8
20 379.6
40 399.4

© 2025 The Author(s). Published by the Royal Society of Chemistry
peak in air but two in oxy-fuel conditions, corresponding to
dolomite and calcite, respectively.18 By analogy, the high-
temperature peaks observed for CJ oil shale likely reect
successive decomposition of dolomite and calcite. The
bustion in 21%O2/79%N2 and 21%O2/79%CO2 atmospheres

(dw/dT)P1 % °C−1 TP2 °C (dw/dT)P2 % °C−1

−0.084 491.9 −0.073
−0.077 513.3 −0.072
−0.069 570.3 −0.074
−0.063 582.4 −0.077
−0.081 497.4 −0.075
−0.076 515.6 −0.072
−0.073 539.8 −0.070
−0.067 582.5 −0.067
−0.077 464.1 −0.112
−0.069 468.7 −0.107
−0.057 490.3 −0.115
−0.053 502.5 −0.117
−0.075 449.6 −0.105
−0.069 473.4 −0.107
−0.060 491.6 −0.110
−0.053 508.3 −0.109

RSC Adv., 2025, 15, 37937–37950 | 37943
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pronounced changes in CJ carbonate behavior across the two
atmospheres indicate that the elevated CO2 partial pressure in
the CO2-rich environment perturbs the decomposition equi-
libria, delaying carbonate breakdown. This delay separates
processes that overlap in air into three distinct steps under high
CO2. A denitive assignment of the three peaks will be
addressed in future work.

At a heating rate of 40 °C min−1, the heat-ow traces of CJ
and FS oil shales were acquired under two atmospheres. In both
cases, two distinct exothermic events appear, with the high-
temperature peak markedly weaker than the low-temperature
one. These exotherms coincide with the principal mass-loss
peaks within the main decomposition region of the DTG
curves. Prior work indicates that the organic fraction of oil shale
is dominated by aliphatic and aromatic compounds.6 Accord-
ingly, the low-temperature exotherm is ascribed to oxidation of
H2, CH4, and CO released during the thermal cleavage of those
structures, yielding a large amplitude and narrow width. The
higher-temperature exotherm is primarily associated with
oxidation of xed carbon formed from aromatic condensation,
and it exhibits a broader, lower-intensity peak. The overall
prole further implies that, on a mass basis, hydrogen oxida-
tion liberates more heat than carbon, consistent with the higher
specic enthalpy of H2 combustion.

Comparative evaluation of the two atmospheres indicates
that the low-temperature exothermic peaks of both CJ and FS
are of comparable magnitude, whereas the high-temperature
exothermic peaks measured in 21%O2/79%CO2 are modestly
attenuated. This attenuation is primarily attributable to the fact
that the high-temperature exotherm arises from carbon oxida-
tion to CO2; an elevated ambient CO2 level partially suppresses
this reaction, thereby lowering peak intensity. By contrast, the
low-temperature exotherm is dominated by combustion of
hydrocarbon gases released during thermal decomposition of
organic matter. Owing to the high concentration and reactivity
of these species, this peak is far less sensitive to variations in the
surrounding CO2 concentration.

As highlighted by the boxed region in Fig. 4, CJ oil shale
exhibits a distinct high-temperature endothermic peak under
the N2-containing atmosphere, consistent with the third mass-
loss peak in the DTG trace. Under CO2-containing conditions,
three additional minor endothermic peaks appear, corre-
sponding to the third through h DTG mass-loss events. The
endothermic features in CJ's heat-ow curves under both
atmospheres thus provide thermal evidence that the third to
h DTG peaks originate from carbonate decomposition. By
contrast, the FS sample shows no prominent high-temperature
mass-loss peaks in the DTG curve and no discernible high-
temperature endotherms in the heat-ow data, indicating
a relatively low carbonate content.

3.2.2. Comparative analysis of combustion characteristic
parameters. As shown in Fig. 5, the ignition (Ti) and burnout
(Tb) temperatures of both CJ and FS oil shales increase with
heating rate under both atmospheres. A higher rate shortens
residence time at any given temperature, so higher tempera-
tures are required to reach equivalent reaction extents. In the
N2-containing atmosphere, Ti rises by 51 °C (CJ) and 57 °C (FS),
37944 | RSC Adv., 2025, 15, 37937–37950
while Tb increases by 66 °C (CJ) and 76 °C (FS). In the CO2-
containing atmosphere, the corresponding increments are 41 °
C (CJ) and 38 °C (FS) for Ti, and 69 °C (CJ) and 58 °C (FS) for Tb.
Overall, the Ti and Tb responses are comparatively less sensitive
to heating-rate changes in CO2, a behavior attributable to the
distinct thermal and diffusive properties of CO2 relative to N2.

As shown in Fig. 5, the ignition temperature (Ti) and burnout
temperature (Tb) of both CJ and FS oil shale vary with changes in
heating rate under the two examined atmospheric conditions.
An increase in heating rate leads to a corresponding rise in Ti
and Tb for both oil shale samples across both atmospheres. This
is mainly because the heating rate has increased, meaning the
samples need to reach higher temperatures to undergo the
same chemical reactions. In the N2-containing atmosphere, as
the heating rate increased, Ti of CJ and FS oil shale increased by
51 °C and 57 °C, respectively, while Tb increased by 66 °C and
76 °C, respectively. In the CO2-containing atmosphere, Ti of CJ
and FS oil shale increased by 41 °C and 38 °C, respectively, while
Tb increased by 69 °C and 58 °C, respectively. The ndings
suggest that, within an CO2-containing atmosphere, Ti and Tb of
oil shale are relatively insensitive to this change, a phenomenon
primarily attributable to the thermal and diffusive properties of
CO2.

As shown in Fig. 5(a), under identical atmospheres and
heating rates, the ignition temperature (Ti) of FS is lower than
that of CJ. This implies weaker thermal stability of aliphatic
structures in FS, promoting earlier thermal cleavage, release of
ammable volatiles, and hence easier ignition. At 5 °C min−1,
the Ti values of both CJ and FS in N2 are noticeably lower than in
CO2; however, the inter-atmosphere difference narrows
with increasing heating rate, and the Ti values nearly converge
at 40 °C min−1. This trend indicates that, at higher heating
rates, the inuence of differing gas-phase thermophysical
properties on ignition diminishes, and the heating rate
becomes the dominant external factor governing Ti.

As shown in Fig. 5(b), under identical atmospheres and
heating rates, FS exhibits a lower burnout temperature (Tb) than
CJ, consistent with its earlier ignition and faster overall
combustion. Here, “burnout temperature” refers specically to
the temperature at which the organic fraction is fully
consumed; subsequent carbonate decomposition is excluded.
With increasing heating rate, the inter-atmosphere difference in
Tb at a given rate remains essentially constant, in contrast to the
convergence observed for Ti. In the high-temperature burnout
regime, differences in gas-phase thermophysical properties are
less consequential, and the dominant process is oxidation of
xed carbon to CO2. Elevated CO2 partial pressure moderates
this oxidation, necessitating higher temperatures to achieve
complete burnout; this delaying effect persists across heating
rates. Taken together, these results indicate that, among
external factors, heating rate primarily governs Ti, whereas CO2

concentration in the reaction atmosphere exerts the decisive
control on Tb.

3.2.3. Integrated combustion characterization. Fig. 6
presents the comprehensive combustion characteristic index (S)
for CJ and FS oil shales under CO2- and N2-containing atmo-
spheres across a range of heating rates. The index S is a robust,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Heat flow curve for CJ and FS oil shale combustion in the atmospheres of 21%O2/79%CO2 and 21%O2/79%N2 with heating rate of
40 °C min−1.
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integrated descriptor of the ignition, acceleration, and burnout
stages of oil shale combustion. Higher S values signify improved
overall combustion performance.

At a heating rate of 5 °C min−1, the index S values for CJ and
FS oil shale across both atmospheric conditions were found to
range from 1.3 × 10−11 to 2.8 × 10−11. At this point, the lower
heating rate allows for sufficient reaction time under both
atmospheres for CJ and FS oil shale, resulting in minimal
differences in the effects of internal and external factors inu-
encing the combustion process. As a result, the index S is
analogous. With increasing heating rates, the index S of both CJ
and FS oil shales shows a gradual increase, primarily due to the
reduction in combustion time per unit temperature. The S
index exhibits an approximately proportional relationship with
the heating rate, which is consistent with the ndings reported
by Wang et al.13

Compared to the 21%O2/79%CO2 atmosphere, both CJ and
FS oil shales exhibited higher S indices under the 21%O2/79%
N2 atmosphere, indicating superior overall combustion perfor-
mance in the latter condition. As the heating rate increases, the
Fig. 5 Ignition temperature Ti and burnout temperature Tb for CJ and F
O2/79%N2.

© 2025 The Author(s). Published by the Royal Society of Chemistry
difference in S indices becomes more pronounced. This
phenomenon can be attributed to the shortened reaction time
at each temperature increment under higher heating rates,
which amplies the inuence of differences in the combustion
characteristics of internal organic matter as well as the ther-
mophysical properties and CO2 concentration of the
surrounding atmosphere. Consequently, these factors lead to
more signicant variations in the S index.

At a given heating rate, the S index of FS is consistently
higher than that of CJ under both atmospheres, in agreement
with their respective ignition and burnout behaviors. These
results indicate that, under identical conditions, FS exhibits
more favorable overall combustion performance than CJ. The
divergence primarily reects intrinsic differences in organic
matter composition and molecular architecture: FS kerogen is
classied as Type I and II,6 whereas CJ kerogen is Type II,4

Consequently, FS shows a lower degree of metamorphism and
a higher alkane content, which promotes easier ignition and
more complete burnout, yielding a higher S index.
S oil shale combustion in the atmospheres of 21%O2/79%CO2 and 21%

RSC Adv., 2025, 15, 37937–37950 | 37945
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Fig. 6 Comprehensive combustion characteristics index S for CJ and
FS oil shale combustion in the atmospheres of 21%O2/79%CO2 and
21%O2/79%N2.
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3.3. Combustion kinetic analysis

The combustion behaviors of CJ and FS oil shale were system-
atically assessed under two different atmospheric environ-
ments. To facilitate this analysis, sophisticated iso-conversional
methods, including the Vyazovkin method,31–33 were utilized to
elucidate the kinetics of the combustion reactions. As depicted
in Fig. 7, the activation energy (Ea) associated with the
combustion of organic matter in these oil shale samples
exhibits a dependence on the conversion fraction (a) across
both atmospheres studied. Importantly, a has been recognized
as a dependable metric for characterizing the advancement of
the combustion process.

In the context of two distinct atmospheric conditions, the
activation energy Ea of CJ and FS oil shale demonstrate
a tendency to initially decrease and subsequently increase in
conjunction with the conversion rate a. This phenomenon is
predominantly ascribed to the combustion reaction of oil shale
Fig. 7 Composite activation energy for CJ and FS oil shale combustion

37946 | RSC Adv., 2025, 15, 37937–37950
organic matter, a process comprising multiple elementary
reactions that occur in parallel, partially overlap, or sequen-
tially. The kinetic mechanism of this process is subject to
variation in conversion rate a, and this change is reected in the
activation energy as Ea. It is not possible for Ea to remain
constant as a varies. The average activation energy for the
combustion of CJ oil shale was calculated to be 179.3 kJ mol−1

under a CO2-containing atmosphere and 124.3 kJ mol−1 under
an N2-containing atmosphere. In the case of FS oil shale, the
corresponding values were 161.3 kJ mol−1 and 133.6 kJ mol−1,
respectively. These differences in activation energy between the
two oil shale samples are primarily attributable to their distinct
structural features and the varying presence of specic
compositional constituents. The results of elemental analysis
and other basic characteristic analyses in Section 2.2 of this
paper indicate that there are certain differences in the organic
matter and inorganic minerals within CJ and FS oil shale.

At the same a, Ea for the combustion of CJ and FS oil shale in
a CO2-containing atmosphere are notably higher than those
observed in an N2-containing environment. As demonstrated in
Section 3.1 of this paper, when comparing the thermal prop-
erties of the two atmospheres (0–1000 °C), the momentum
diffusion coefficient, thermal diffusion coefficient, and mass
diffusion coefficient of the CO2-containing atmosphere are all
weaker than those of the N2-containing atmosphere. As a result,
in the CO2-containing atmosphere, the diffusion of oxygen to
the surfaces of oil shale particles, the particles' heating rates,
and the surrounding gas turbulence are all reduced compared
to conditions in the N2-containing atmosphere. This results in
more difficult combustion reactions in the CO2-containing
atmosphere, requiring more energy, as evidenced by the higher
activation energy Ea required for combustion reactions.

Beyond a of 0.7 for CJ oil shale and 0.8 for FS oil shale, Ea for
combustion rises more rapidly in the CO2-containing atmo-
sphere than in the N2-containing atmosphere. The underlying
reason for this phenomenon is that, within this conversion rate
a interval, the combustion reaction is predominantly governed
by xed carbon combustion, with the combustion products
being primarily CO2. In the event of substituting 79% N2 with
in the atmospheres of 21%O2/79%CO2 and 21%O2/79%N2.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 O2, CO2 and H2O evolution profiles followed by MS during CJ and FS oil shale combustion of 21%O2/79%CO2 and 21%O2/79%N2 (m/z 18,
H2O; m/z 32, O2; m/z 44, CO2, 20 °C min−1 heating rate).

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

0 
O

ct
ob

er
 2

02
5.

 D
ow

nl
oa

de
d 

on
 3

/1
7/

20
26

 1
0:

51
:1

8 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
79% CO2 in the combustion atmosphere, there is a considerable
increase in the partial pressure of CO2 surrounding the xed
carbon. This, in turn, impedes the reaction of xed carbon with
© 2025 The Author(s). Published by the Royal Society of Chemistry
O2 to produce CO2. Consequently, a greater quantity of energy is
necessary to facilitate the combustion reaction, resulting in
a substantial rise in Ea.
RSC Adv., 2025, 15, 37937–37950 | 37947
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3.4. Combustion product analysis

As demonstrated in Fig. 8, the ndings of mass spectrometry
measurements of H2O, CO2, and O2 in the emissions from the
combustion of CJ and FS oil shales under the rate of
20 °C min−1 are presented. In both atmospheres, two genera-
tion peaks emerge on the ion ow curves of CO2 and H2O, while
two consumption peaks appear on the O2 curves during the
combustion of CJ and FS oil shale. These observations corre-
spond to the two weight loss peaks of organic matter combus-
tion, indicating that organic matter combustion generates CO2

and H2O and consumes O2.
In a 21%O2/79%CO2 atmosphere, the CO2 signals from CJ

and FS oil shales are attenuated, whereas in 21%O2/79%N2 they
are more distinctly separated. This likely reects masking of
combustion-generated CO2 by the elevated background CO2

when N2 is replaced, complicating resolution of the CO2

evolution peak. Notably, for CJ in 21%O2/79%N2, a third CO2-
evolution peak appears at 650–760 °C, coincident with the third
high-temperature mass-loss event in the DTG trace. These
results indicate that CO2 release is conned to a specic
temperature window and corroborate that the third DTG peak
in CJ arises from thermal decomposition of carbonate phases.

A salient nding is that, in both atmospheres, the rst H2O-
evolution peak for CJ and FS exceeds the second, with the
attenuation of the second peak especially pronounced for CJ.
This behavior can be rationalized as follows. The initial mass-
loss event predominantly reects oxidation of hydrocarbon
species generated by thermal cleavage of aliphatic structures,
yielding relatively greater H2O. The subsequent mass-loss event
is governed by oxidation of aromatic constituents and xed
carbon, which produces less H2O and proportionally more CO2.
Consistently, the primary exotherm in the heat-ow trace is
substantially larger than the secondary one, providing thermal-
signal corroboration of this interpretation.
4. Conclusions

This study employed TGA-DSC-MS to perform non-isothermal
combustion experiments on Fushun and Changji oil shales
under two atmospheres: 21%O2/79%N2 and 21%O2/79%CO2.
The aim was to elucidate how replacing N2 with CO2 under oxy-
fuel conditions affects combustion behavior and the associated
kinetic parameters of these oil shales.

At a xed O2 concentration of 21%, the CO2-containing
atmosphere exhibits lower momentum (kinematic) diffusivity,
thermal diffusivity, and mass diffusivity than its N2-based
counterpart across 0–1000 °C. Consequently, substituting N2

with CO2 diminishes both heat- and mass-transfer capacity.
Relative to the N2 atmosphere, both oil shales ignite and burn
out at higher temperatures in CO2, showing a clear delay in
combustion and overall weaker performance, with the perfor-
mance gap widening as the heating rate increases. For a given
shale, the inter-atmosphere difference in ignition temperature
progressively shrinks with increasing heating rate—indicating
that heating rate becomes the dominant external factor at high
rates—whereas the difference in burnout temperature remains
37948 | RSC Adv., 2025, 15, 37937–37950
nearly constant, underscoring the pivotal role of CO2 concen-
tration. Moreover, elevated CO2 substantially affects carbonate
decomposition in Changji oil shale, increasing the number of
high-temperature DTG mass-loss peaks from one to three.

Vyazovkin isoconversional analysis—recognized for its
robustness—indicates that both oil shales require higher
apparent activation energies when combusted in CO2-contain-
ing atmospheres. The oxidation of organic constituents in these
samples is best described as a network of elementary reactions
that may occur concurrently, partially overlap, or proceed
sequentially, with the operative kinetic mechanism varying with
conversion (a). In addition, the elevated background CO2 in the
oxy-fuel environment masks combustion-generated CO2 in the
mass-spectrometric signal, reducing the resolvability of the CO2

ion-current peaks. This study provides empirical data and
a theoretical basis for understanding how substituting CO2 for
N2 alters the combustion characteristics and kinetic mecha-
nisms of oil shale. For practical deployment, we recommend
that the design of oxy-fuel oil shale boilers explicitly account for
changes in heat and mass transfer, with corresponding opti-
mization of furnace geometry and materials selection to ensure
operational stability and efficiency.
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