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ing of Cu sites in imine-based
covalent organic frameworks as catalytic centers
for efficient Li–CO2 batteries†

Haixia Chen, Zhixin Liu, Yunyun Xu, Xingyu Yu, Yinglei Tao, Yue Li, Xianli Huang,
Jianping He and Tao Wang *

Lithium–carbon dioxide (Li–CO2) batteries have attractedmuch attention due to their high theoretical energy

density and reversible CO2 reduction/evolution process. However, the wide bandgap insulating discharge

product Li2CO3 is difficult to decompose, leading to large polarization or even death of the battery, thus

seriously hindering the practical application of Li–CO2 batteries. The properties of covalent organic

framework (COF) materials, which can support the construction of multiphase catalytic systems, have

great potential in the fields of CO2 enrichment and electrocatalytic reduction. In this paper, the excellent

redox properties of transition metal were utilized to introduce Cu metal into an imine-based COF to form

Cu–O,N sites as the active sites for CO2 oxidation and reduction. The electrochemical performance of the

Cu sites in Li–CO2 batteries was investigated, and the prepared batteries were able to cycle stably at

a current density of 200 mA g−1 for more than 1100 h. COF structural sites can be anchored by metal Cu

sites to form Cu–O,N active centers for CO2 oxidation and reduction processes. This study provides

a new approach for the development of lithium CO2 batteries towards more stable and stable.
Introduction

In order to reduce carbon dioxide (CO2) emissions and pursue
a low-carbon economy and sustainable development of the global
community,1,2 in recent years, researchers have wondered
whether CO2 could be utilized as an energy source.3–5 Li–O2/CO2

batteries were rst reported by Takechi et al., who pointed out
that the introduction of CO2 into a battery system could increase
the discharge capacity.6 Attention was then drawn to a battery
system that used CO2 as a working gas, and the Li–CO2 battery
was born.7–9 Capturing and converting CO2 into an energy storage
material not only reduces the accumulation of CO2, but also
reduces the use of fossil fuels. The rechargeable organic Li–CO2

batteries reported so far, with the usual reaction mechanism: 4Li
+ 3CO2 % 2Li2CO3 + C, have a theoretical energy density of
1876Wh kg−1.10–14 Themany advantages of Li–CO2 batteries have
led researchers to develop a variety of materials to improve their
performance, but research in this area is still in its early stages
due to many insurmountable problems and challenges.4,14,15 For
example, the discharge product of Li–CO2, Li2CO3, a wide
bandgap insulator that is difficult to decompose, tends to create
buildup in the battery, which in turn reduces the reversibility of
the reaction and affects the cycle life.
erials Science and Technology, Nanjing
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the Royal Society of Chemistry
It is important to develop high-performance catalysts to
improve the charging and discharging process of Li–CO2

batteries. Recently, covalent organic frameworks (COF) have
shown great promise in the elds of gas storage, adsorption and
catalysis due to their large specic surface area, tunable struc-
ture, easy functionalization and excellent chemical stability.15,16

The design of COF materials has become an effective measure
to provide pores and active sites for Li+ transfer and CO2

transport.17–19 The COF material is utilized as a CO2 collector
during the discharge process to increase the discharge capacity,
and also to promote the decomposition of Li2CO3 during the
charging process. Li et al. reported an efficient COF cathode
consisting of a hybrid of a hydrazone COF and Ru nanoparticles
decorated with carbon nanotubes, which exhibited the ability to
accelerate the decomposition of the discharge product Li2CO3.20

Exfoliated nanosheets synergistically integrated with MnO2

were designed by Jiang et al. as Li–CO2 battery catalysts with
ultra-high discharge capacity, demonstrating a new path for
exploring porous crystalline materials as efficient cathode
catalysts for Li–CO2 batteries.21 Among the numerous COF
materials, the imine-based COFs are formed by the co-
condensation of aldehydes and amines, with high physical
and chemical stability and adjustable structural sites, which are
favorable for their use in various elds.22 By selecting suitable
organic ligands to modify these, COF-based catalysts with high
catalytic activity and excellent CO2 adsorption capacity could be
obtained.23,24 Researchers have carried out many studies of the
abundant transition metal Cu as the efficient catalyst due to its
Chem. Sci., 2025, 16, 4295–4302 | 4295
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advantages in CO2 adsorption and storage.25–28 Hu et al.
synthesized BTA-COF–Cu with a Kagome lattice and Cu active
sites, and the synergistic effect of the two promoted CO2

adsorption/activation, facilitated photogenerated carrier
migration, and induced the reduction of CO2 to propene.24 In
summary, the functional groups of imine-based COF materials
are able to coordinate with metals as active sites for catalysis,
which enables COF to be used as a foundation for constructing
high-level catalysts. Inspired by these, we designed to anchor
the transitionmetal Cu as a catalytic site on the structural site of
an imine-based COF to serve as an efficient cathode catalyst for
Li–CO2 batteries.

Here, we prepared Li–CO2 battery catalysts with Cu–O,N
active sites by utilizing the Schiff base reaction between the
imine group and methoxy group and introducing Cu. At
a current density of 200 mA g−1, the prepared batteries were
able to achieve effective reduction and oxidation of CO2 with
stable cycling for more than 110 cycles. This design of transition
metals combined with COF sites provides a new method for
realizing Li–CO2 batteries for large-scale applications.

Experimental
Materials

1,3,5-Tris(4-aminophenyl)benzene (TAPB) and 2,5-dimethoxy
benzene-1,4-dicarboxaldehyde (DMTP) were purchased from
Bide Pharmatech Co., Ltd. 1,4-Dioxane, acetic acid, tetrahy-
drofuran (THF), and methanol were purchased from Shanghai
Macklin Biochemical Technology Co., Ltd. n-Butanol and
acetone were purchased from Nanjing Chemical Reagent Co.,
Ltd. All reagents were used as purchased commercially without
any further purication.

Synthesis of Cu–TDCOF

The synthesis of TDCOF was based on the reported literature.29

6 mL of 1,4-dioxane, 6 mL of n-butanol and 1.5 mL of methanol
solution were measured out, and 36.5 mg of TAPB and 26.1 mg
of DMTP powder were weighed out. The above powders were
mixed with the solution, and a freshly prepared 12 mol L−1

acetic acid solution was added as a catalyst to the homogeneous
solution and allowed to stand for 30 minutes. The reaction
kettle was kept at 70 °C for 24 h. TDCOF powder was washed
with tetrahydrofuran at 8000 rpm three times and dried
completely. 50 mg of ground TDCOF powder was weighed out
and mixed with 15 mL of acetone in a glass vial. 34.1 mg of
CuCl2$2H2O was weighed out and added to 10 mL of acetone,
with ultrasonic mixing to achieve uniformity. The prepared
CuCl2 acetone solution was slowly added into a glass bottle
under stirring, followed by magnetic stirring for 24 h at room
temperature, washing and drying to obtain the Cu–TDCOF
materials.

Electrochemical tests

Carbon paper was used as the current collector, and the mixed
slurry (Cu–TDCOF : PVDF : Super P= 8 : 1 : 1) was loaded onto it;
the mass loading of Cu–TDCOF and TDCOF was 0.2 mg. It was
4296 | Chem. Sci., 2025, 16, 4295–4302
dried in a vacuum at 60 °C for 12 h. The dry electrode plate can
be used as a cathode for Li–CO2 batteries. Fresh lithium metal
served as the anode, glass ber as the membrane, and 1.0 M
LiTFSI/DMSO as the electrolyte. The Li–CO2 batteries were
placed in sealed glass bottles lled with carbon dioxide gas and
stabilized at 25 °C for 6 h before testing. Electrochemical
impedance spectroscopy (EIS) was conducted using a Bio-Logic
SP-200 (France). Cyclic voltammetry (CV) curves were measured
using a CHI 600E. A LAND CT2001A battery test systemwas used
to record the electrochemical performance of the batteries.
Material characterization

The X-ray diffraction (XRD) spectra were obtained using
a Rigaku Ultimate IV, with Cu Ka radiation (l = 1.5406 Å) and
a speed of 5° min−1. Scanning electron microscopy (SEM) was
conducted using a Hitachi Co. S4800. High-resolution trans-
mission electron microscopy (HR-TEM) and corresponding
energy dispersive spectrometry (EDS) were performed using
a JEOL JEM 2100F. The chemical composition was measured via
inductively coupled plasma optical emission spectroscopy (ICP-
OES) using a PerkinElmer Optima 8000 ICP-OES spectrometer.
X-ray photoelectron spectroscopy (XPS) was carried out using
a Thermo Scientic K-Alpha spectrometer. The Fourier trans-
form infrared (KBr pellets) spectra were recorded in the range of
400–4000 cm−1 using a Thermo Nicolet 5700 FT-IR instrument.
The special aberration corrected transmission electron
microscopy (AC-TEM) was conducted using a JEOL ARM200F.
Results and discussion

In this paper, Cu was introduced into an imine-based COF to
form the Cu–O,N active site to prepare the catalyst Cu–TDCOF;
the synthesis route and battery schematic are shown in Fig. 1
and S1.† As shown in Fig. 2a–c, the morphological features of
Cu–TDCOF were observed using SEM and TEM, and it was
found that Cu–TDCOF exhibited a spherical nanoparticle shape
consistent with that of TDCOF (Fig. S2†). The spherical particle
structure endows the catalyst with an excellent interface for gas
adsorption and electrochemical reactions for high active
surface area in the Li–CO2 batteries. From the TEM images, it
was found that the surface of the nanorods was smooth and at,
and as shown in Fig. 2c, the surface of Cu–TDCOF showed very
weak lattice streaks, conrming a certain crystallinity of the
material. To observe the Cu sites clearly, we further performed
AC-TEM tests and found that the bright spots of the Cu atoms
were randomly dispersed on the COF carriers without forming
clusters or nanoparticles (Fig. 2d). The results of EDS conrm
the homogeneous distribution of the elements Cu, C, N and O
in the structure of the spherical Cu–TDCOF particles (Fig. 2e).
Moreover, according to the ICP-OES test results, the mass ratio
of Cu is 7.02%.

The crystal structures of Cu–TDCOF and TDCOF powders
were determined using XRD. The diffraction peaks located at
5.6°, 7.4°, and 9.7° in Fig. 3a correspond to the (200), (210), and
(220) crystal planes of the composites, respectively, suggesting
that the TDCOF exhibits a two-dimensional stacked structure,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Schematic synthesis of Cu–TDCOF and its use in a Li–CO2 battery as a cathode catalyst.

Fig. 2 (a) SEM images, (b) and (c) TEM images (inset image in (c) is an enlargement of the yellow dashed box with a size of 4 nm), (d) AC-TEM
images, and (e) STEM images and element mappings of Cu, C, N, and O of the Cu–TDCOF sample.
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which is in good agreement with previous studies.29–32 The
properties of Cu–TDCOF are consistent with those of TDCOF,
with no obvious metallic phases, suggesting that the structure
of TDCOF is preserved. The FT-IR of the Cu–TDCOF, TDCOF
composites are shown in Fig. S3.† The C]N bond peaks of the
Schiff base reaction are obvious, which conrms the successful
preparation of the COF materials.29 In order to identify the
chemical state and coordination environment of Cu in the Cu–
TDCOF material, it was analyzed using XPS (Fig. 3b–f). The C 1s
© 2025 The Author(s). Published by the Royal Society of Chemistry
spectrum can be tted to the two diffraction peaks, C–O (285.78
eV) and C–C (284.8 eV), and the tted peaks of C 1s of Cu–
TDCOF and TDCOF are basically the same, which indicates that
the introduction of Cu does not affect the structure of TDCOF,
which is consistent with the XRD test results (Fig. 3c). As shown
in Fig. 3d, compared with the main O 1s peak for TDCOF, the O
1s spectrum of Cu–TDCOF exhibits an additional peak corre-
sponding to the formation of Cu–O bonds in Cu–TDCOF.26 In
the N 1s spectrum shown in Fig. 3e, in addition to the main
Chem. Sci., 2025, 16, 4295–4302 | 4297
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Fig. 3 Spectrogram characterization of Cu–TDCOF and TDCOF. (a) XRD spectra; (b) survey, (c) C 1s, (d) O 1s, (e) N 1s, and (f) Cu 2p XPS spectra.
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peak of C–N]C, a shoulder peak with a higher binding energy
of 400.08 eV was tted, indicating the presence of Cu–N
bonds.26 In addition, the Cu 2p spectrum was tted to Cu 2p3/2
and Cu 2p1/2 orbitals, with Cu mainly in the form of Cu2+

(Fig. 3f).33 This suggests that the Cu atoms coordinate with
the N and O atoms in the COF to form Cu–O,N sites on the COF
surface, which act as catalytic sites for CO2 reduction and
oxidation.

In order to systematically compare the effects of Cu–O,N site
construction on the electrochemical activity of Li–CO2 batteries,
the constant-current discharge curves and the depth of
discharge of Cu–TDCOF and TDCOF at a current density of
200 mA g−1 were rst compared. As shown in Fig. 4a, the
discharge capacity of Cu–TDCOF is much higher than that of
TDCOF and it has a higher discharge plateau. Notably, the
battery with Cu–TDCOF as the cathode shows almost no
capacity release under an Ar environment, as shown in Fig. S4.†
The lower electrochemical impedance values of Cu–TDCOF
similarly conrm the effect of the introduction of Cu on the
electron transport velocity and improved electrochemical
performance (Fig. 4b). In addition, the cyclic voltammetry (CV)
curves of the Cu–TDCOF catalyst batteries were measured at
a scan rate of 0.1 mV s−1 over the voltage range of 2.0 V to 4.5 V.
The CV curves of the Cu–TDCOF catalyst batteries showed
higher peak currents, suggesting that they have a higher
capacity for CO2 reduction and oxidation (Fig. S5†). No redox
peaks appeared, with only oxidation of the electrolyte, in the Ar
environment under the same conditions. The oxidation peak
near 3.5 V corresponds to the oxidation of the electrolyte
4298 | Chem. Sci., 2025, 16, 4295–4302
(Fig. S6†), which together, with the absence of capacity release
of the battery under an Ar atmosphere conrmed CO2 as an
active substance in the system.

The rate capability of Li–CO2 batteries with different cath-
odes was also investigated. The Cu–TDCOF cathode showed low
discharge and charge voltage uctuations as the current density
was increased from 100 mA g−1 to 2000 mA g−1 (Fig. 4c and d).
On the contrary, as the current density increased from
100 mA g−1 to 2000 mA g−1, the TDCOF cathode showed
signicant polarization, and the battery polarization voltage
increased from 1.3 V to 2.2 V. A comparison of the corre-
sponding overpotentials of the different cathodes at different
current densities is shown in Fig. 4d. The potential difference of
the Cu–TDCOF cathode always remains below 1.8 V, and when
the current density was reverted to 100 mA g−1, the Cu–TDCOF
battery was restored almost to the initial voltage plateau, which
demonstrated its remarkable stability, suggesting that the Cu–
O,N active sites played an active role.26 To assess its cycling
stability and practicality, Cu–TDCOF cycling performance was
tested. The overpotential of the Cu–TDCOF cathode increased
by only 0.8 V at a current density of 200 mA g−1 and a rated
capacity of 1000 mA h g−1 aer a long cycling period of over
1100 h (Fig. 4g). Using the TDCOF cathode under the same test
conditions, the discharge voltage plummeted aer 600 h of
cycling (Fig. S7†). This phenomenon can be attributed to round-
trip redox reactions during cycling, suggesting that it is chal-
lenging to maintain long-term cycling stability using pure COF
materials alone. During the cycling process of the battery, the
insulating discharge product Li2CO3 continuously accumulates
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Electrochemical performances of Cu–TDCOF for Li–CO2 batteries. (a) Full discharge and charge capacities of Cu–TDCOF and TDCOF at
200mA g−1. (b) EIS spectra of Cu–TDCOF and TDCOF for Li–CO2 batteries. (c) Rate performances at a different current densities (100, 200, 400,
500, 1000, and 2000 mA g−1). (d) Overpotential of the Cu–TDCOF and TDCOF Li–CO2 battery at different current densities. (e) Cycle
performances of Cu–TDCOF at a limited capacity of 1000 mA h g−1 at 200 mA g−1. (f) Comparison between Cu–TDCOF and reported excellent
Li–CO2 batteries catalysts, focusing on discharge capacity and cycle time. (g) Voltage/time curves of Cu–TDCOF at 200 mA g−1 with a limited
capacity of 1000 mA h g−1.
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at the cathode to cover the active sites and requires higher
energy input to decompose, which leads to the increasing
overpotential of the battery and the gradual decrease in the
cycling stability until deactivation.34 In addition, we tested the
cycling performance at 500 mA g−1 under limited capacities of
8000 and 1000 mA h g−1. As shown in Fig. S8,† under smaller
capacity, the battery can maintain a stable charge/discharge
voltage for than 120 h without signicant degradation. The
extra-large capacity battery no longer maintains a stable
discharge voltage aer only one cycle, and the battery is unable
to maintain long-lasting cycling at a larger capacity. Therefore,
determining how to realize the full discharge–charge of Li–CO2

batteries is one of the directions for future research. Fig. 4f
illustrates a comparative analysis between Cu–TDCOF and the
state-of-the-art catalysts reported in the literature, focusing on
© 2025 The Author(s). Published by the Royal Society of Chemistry
cycle time and discharge capacity (detailed information is pre-
sented in Table S1†).35–43 The excellent stability of TDCOF and
the high catalytic activity of the Cu–O,N sites in the CO2 redox
process endowed Cu–TDCOF with excellent charging and dis-
charging performance.26,44

The formation and decomposition of discharge products
and the corresponding electrochemical reactionmechanism are
the core of the operation of Li–CO2 batteries.45–47 The electro-
chemical process of Li–CO2 batteries involves charge transfer
processes at the multiphase interfaces, which include the solid
state (catalysts, discharge products), the gaseous state (CO2

gas), and the liquid state (electrolyte), and the different prod-
ucts correspond to different electrochemical processes with
different performances.15,48 In order to study the working prin-
ciple of Cu–TDCOF in Li–CO2 batteries, we investigated the
Chem. Sci., 2025, 16, 4295–4302 | 4299
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Fig. 5 (a–c) SEM images of Cu–TDCOF in the pristine, discharged, and recharged states. (d) XRD and (e and f) XPS spectra of Cu–TDCOF in the
pristine, discharged, and recharged states.
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cathode changes in different states via SEM, XRD and XPS
analysis. The results showed that a large number of aky
discharge products uniformly accumulated to form a “rose”-like
shape; they are distributed on the electrode surface and
completely disappear aer recharging (Fig. 5a–c and S9†). The
XRD spectra (Fig. 5d) showed diffraction peaks corresponding
to the Li2CO3 standard card (PDF#22-1141), conrming that the
system undergoes a recyclable process based on the generation
and decomposition of Li2CO3. In addition, the C 1s XPS spectra
show diffraction peaks corresponding to carbonate (290.78 eV)
at different positions during discharge compared to the initial
electrode (Fig. 5e).49 Combined with the Li 1s XPS results, it was
concluded that the battery generated Li2CO3 during the
discharge process (Fig. 5f), which was fully decomposed aer
charging.50

Conclusion

In summary, we have constructed a novel Li–CO2 battery cata-
lyst with Cu–O,N active sites by anchoring metal Cu to the
structural sites of imine-based COFmaterials via a solvothermal
method. Cu–TDCOF, which acts as a highly efficient electro-
catalyst, is capable of accelerating the redox kinetics. The Li–
CO2 batteries based on Cu–TDCOF can maintain stable cycling
for more than 1100 h at a current density of 200 mA g−1. The
Cu–O,N sites facilitate the accelerated electron transfer of the
4300 | Chem. Sci., 2025, 16, 4295–4302
COF and serve as highly selective CO2 reduction catalyst,
assisting in the full decomposition of the discharge products.
This work demonstrates the potential of modied COF mate-
rials as catalysts for CO2 redox and Li-air batteries.
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