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The exploration of new interfaces for in vivo analysis holds great promise for electrochemical acquisition of
chemical signals involved in brain events. In this study, we designed and created an implantable electrode
using a liquid/liquid (L/L) interface concept to monitor in vivo variations of K* in the living brain. Poly(1-
butyl-3-vinylimidazolium bis(trifluoro-methylsulfonyl)imide) (PB) and an ionic liquid of 1-decyl-3-
methylimidazolium bis(trifluoromethanesulfonyl)-imide (C;oM) were optimized to form a uniform ionic
liquid gel (ILG), which exhibits a wide potential window and remarkably enhances interfacial mechanical
stability. Furthermore, the specific ionophore [2.2.3]-triazacryptand (TAC) was optimized and
incorporated into the ILG (ILG-TAC) to molecularly tailor the micro-interface between the gel phase and

iizzgﬁ% 23801}; ﬁg:gsgozz?s water phase. The developed implantable ILG-TAC electrode demonstrated high selectivity for K*, and
good anti-biofouling capability with a signal deviation less than 8.5% over 50 days of continuous

DOI 10.1039/d55c01609f implantation. This ion-transfer-based sensing strategy introduces a novel approach for in vivo analysis,
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Introduction

The electrochemical technique using implantable microelec-
trodes has emerged as a pivotal and promising approach for
acquiring in vivo chemical signals in the brain, aiding in the
exploration of molecular mechanisms underlying brain
events."”> Widely used sensing strategies rely on solid electrode/
electrolyte interfaces, such as carbon fiber and noble-metal
microelectrodes, which generate faradaic current signals via
electron transfer processes.>® Nonetheless, these sensing
models frequently encounter limitations in detecting electro-
chemically inactive species, as these species are incapable of
undergoing redox reactions within the water-splitting potential
window.®

The interface between two immiscible electrolyte solutions,
referred to as the liquid/liquid (L/L) interface supported by
a pipette, offers significant advantages for the direct analysis of
ionic species.”*® This interface operates based on the difference
in solvation energies of ions in two adjacent phases, generating
ionic current signals and characteristic transfer potentials for
discrimination.”*™*  Unlike conventional electrochemical
sensors, L/L interfacial systems depend on ion transfer rather
than electron transfer, enabling the identification and
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especially beneficial for detecting redox inactive species.

quantification of non-electroactive species. Moreover, the L/L
interface supported by a pipette allows for high spatial resolu-
tion for in vivo analysis by reducing the tip size to the
micrometer scale.”>™ Despite its conceptual robustness, the
application of the L/L interface for in vivo analysis is still in its
early stages.'®* For instance, Zhang et al. employed a 1,2-
dichloroethane (1,2-DCE)/water interface sensor to detect
choline in the brain, demonstrating its potential feasibility for
in vivo analysis.”* However, the inherent mechanical instability
of the L/L interface often poses a risk of organic solvent leakage,
which can induce biological toxicity and impair brain func-
tion.*” To address this, Gu et al. recently developed an enhanced
L/L interfacial iontronics by using polyvinylchloride (PVC) to
improve the interfacial stability of the organic phase.® A
potential shortcoming is that the low conductivity of PVC may
increase the resistance of the organic phase, resulting in
elevated background current signals.?*** Additionally, in the
complex brain environment where numerous ionic interfer-
ences coexist,” the analytical model solely based on the
inherent ion transfer potentials at the L/L interface faces
significant limitations.

Motivated by these challenges, we designed and developed
an implantable L/L interfacial sensor supported by a micropi-
pette filled with an ionic liquid-gel (ILG) for in vivo monitoring
of extracellular K' in the living rat brain (Scheme 1). A hydro-
phobic ionic liquid, 1-decyl-3-methylimidazolium bis(tri-
fluoromethanesulfonyl)imide (C,,M), was optimized as the
organic phase. Simultaneously, conductive poly(1-butyl-3-
vinylimidazolium  bis(trifluoro-methylsulfonyl)imide) (PB),
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Scheme 1 (a) Working principle of the molecularly tailored ILG-TAC/
W interface supported by a micropipette for facilitating the K* transfer
process. (b) In vivo determination of K* in the living rat brain with acute
and chronic hyperkalemia models using the developed ILG-TAC
electrode.

instead of PVC, was used to enhance the mechanical stability of
the C;oM/W interface by forming an organic gel. It is important
to note that the traditional L/L interfaces require the addition of
an organic supporting electrolyte at relatively high concentra-
tions (~107°> M to 10> M) to ensure sufficient electrical
conductivity of the organic phase." The use of conductive ILs as
the organic phase eliminates the requirement for supplemen-
tary organic supporting electrolytes, thus simplifying the
fabrication process of interfacial sensors. By molecularly
tailoring the ILG/water interface using the specific K iono-
phore, [2.2.3]-triazacryptand (TAC)(ILG-TAC/W), we achieved
selective facilitation of K* transfer from the aqueous phase to
the ILG phase. The developed ILG-TAC electrode exhibited
remarkable anti-fouling capability, maintaining a current signal
decrease of less than 8.5% even after 50 days of immersion in
bovine serum albumin solution. Eventually, the resulting ILG-
TAC/W interfacial sensor was successfully implanted into the
cerebral cortex of rat brains, and in vivo variation of K' in rat
brains was selectively determined with hyperkalemia models.

Results and discussion

The ionophores of [2.2.3]-triazacryptand (TAC), C2, and
dibenzo-18-crown-6 (C3, a commonly used ionophore towards
K') were taken as specific recognition molecules for K*. Among
them, TAC and C2 were synthesized as reported previously
(Scheme S1, ESI{),2*” and characterized by "H NMR and "*C
NMR spectroscopy (Fig. S1t). Moreover, PB was prepared and
characterized by "H NMR and FT-IR spectroscopy (Fig. S271).2®
The primary criterion for selecting the IL was its high hydro-
phobicity, as this property enables the formation of a well-
separated L/L interface with aqueous solution. We selected
three hydrophobic ILs with the bis(trifluoromethanesulfonyl)
imide anion, 1-ethyl-3-methylimidazolium bis(trifluoromethyl-
sulfonyl)imide (CM), 1-butyl-3-methylimidazolium
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bis(trifluoromethyl-sulfonyl)-imide (C;M), and 1-decyl-3-
methylimidazolium bis(trifluoromethanesulfonyl)imide
(C10M) as the organic phase to form C,M/W, C,M/W, and C;,M/
W interfaces with aqueous solution, respectively. The C;,M/W
micro-interface exhibited the widest polarized potential
window (~800 mV) as determined by cyclic voltammetry (CV)
(Fig. S31), and hence was chosen to fabricate the uniform ILG
with PB at the mass ratio of 1:1 (Fig. 1a and b). When the
pipette filled with ILG was left standing vertically for 30 min, the
ILG level within the pipette showed no noticeable change
(Fig. 1d). In contrast, the liquid level of pure C;,M in the pipette
moved about 5 mm within 10 s, resulting in droplet formation
at the pipette tip (Fig. 1c). These results indicate that the
incorporation of PB efficiently enhanced the mechanical
stability of the ILG interface, which is critical for subsequent
implantation testing in the brain. Then, the micropipette was
prepared and characterized by scanning electron microscopy
(SEM), exhibiting a round orifice with a radius of ~2.5 pm
(Fig. 1e(i)). The ionophore of TAC was dissolved in the organic
gel to tailor the ILG/W micro-interface for K* detection via
specific chemical binding. In order to ensure the position of the
L/L interface, fluorescein was added to the gel phase. As shown
in Fig. S4,T the fluorescence signal was clearly observed along
the micropipette, indicating that the gel filled the micropipette
uniformly. Furthermore, the ILG-TAC was further demonstrated
to completely fill the micropipette tip by microscopy (Fig. 1e(ii)).
The polarized potential window remained almost unchanged
after TAC was incorporated into ILG in blank aqueous solution,
indicating that the addition of TAC had negligible effect on the
initial potential window (Fig. 1f).

To verify the K’ recognition capability of the ILG-TAC/W
interface, the voltammetric behaviors were recorded using
electrochemical cells 1-2. As illustrated in Fig. 1g, a well-defined
positive current with a half-wave potential of ~0.26 V was
observed at the ILG-TAC electrode in aqueous solution con-
taining 5 mM K" (curve i), while no significant current response
was observed at the ILG/W interface, even though the K'
concentration was enhanced to 80 mM (curve iv). Thus, such
current response at the ILG-TAC electrode was ascribed to the
transfer of K' facilitated by TAC. The transfer potentials of
facilitated ion transfer were calibrated using the tetramethy-
lammonium cation (TMA") as an internal reference ion. In this
case, the amount of TAC (200 mM) exceeds that of K*, making
the diffusion of K the rate-determining step of facilitated ion
transfer. The forward steady-state wave seen in the voltam-
metric curve is controlled by the hemispherical diffusion of K"
from the aqueous phase to the ILG-TAC phase by the following
chemical reaction:

K* (W) + TAC (ILG) — K-TAC" (ILG)

During the reverse scan, the voltammetric curve indicates
the hemispherical diffusion of the [K-TAC]" complex away from
the ILG-TAC/W interface. From a thermodynamic perspective,
the half-wave potential (Ay¢, /,) for the reaction between K” and
TAC in the case of a 1:1 (7 = 1) mass ratio can be expressed as:

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 (a and b) Typical photographs of C;oM and ILG formed by C;oM and PB. (c and d) (i) Upright and (ii) inverted positions of C;oM and ILG in
a pipette. (e) (i) SEM image of a micropipette, and (ii) confocal image of the micropipette filled with ILG-TAC. (f) CV curves of ILG (i) and ILG-TAC
(i) electrodes using cell 1: Ag|AgCl|ILG||5> mM NaCl|AgCl|Ag. (g) CV curves recorded at the three ionophores tailored ILG/W micro-interface ((i)
ILG-TAC/W, (i) ILG-C3/W, (iii) ILG-C2/W and (iv) ILG/W) using electrochemical cell 2: Ag|AgCL|ILG + TAC||x mM K*|AgCl|Ag ((i-iii) x = 5; (iv) x =
80), scan rate: 10 mV s™L. (h) Gibbs free energies of the complexation reaction between C2, C3 and TAC and K* obtained by DFT simulations. (i)
DPV curves obtained at the ILG-TAC electrode in the presence of different K" concentrations (Ck,: 0, 0.8, 1, 2, 5, 10, 15, 20, 25, 30, 40, 50 and 60
mM). (j) I, values obtained at the ILG-TAC electrode at different K* concentration. (k) Comparison of /, values at the ILG-TAC and the PVC-TAC
electrodes under different K* concentrations.

comparison, a lower current response was observed at more
positive Af'¢, , (~0.31 V) when using C3 as ionophore in ILG
(ILG-C3), but no obvious current response was obtained at the

A In(BraclK"))

! R
Al = ATy +—
where A‘(’)"qblo(/+ represents the formal potential of K' transfer
across the ILG/W interface, z denotes the transferred charge of
K', Brac is the association constant in the ILG phase, and [K']

indicates the concentration of K* in the aqueous phase. More-

These results suggested that TAC is a suitable ionophore to
facilitate the transfer of K" at the ILG-TAC/W interface. Upon

over, the electrochemical performance of the ILG-TAC is less
affected by the silanization of the micropipette (Fig. S51). By

© 2025 The Author(s). Published by the Royal Society of Chemistry

incorporating the ionophore into the ILG, density functional
theory (DFT) calculations were performed to estimate the Gibbs
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free energy (AG) values of three ionophores reacted with K'. As
shown in Fig. 1h, the AGs of TAC, C2, and C3 were
~—46.0 kcal mol !, ~—15.0 kecal mol %, and ~—30.6 kcal mol *,
respectively. The most negative binding energy of TAC suggests
that it has a stronger binding affinity with K* than C2 and C3.
Furthermore, the molecular cavity size of TAC is estimated to be
2.90 A, which aligns more closely with the ionic diameter of K*
(~2.66 A) than those of C2 (~4.32 A) and C3 (~3.2 A). Coupled

View Article Online

Edge Article

with additional oxygen binding sites in TAC, the selective
facilitation of K' transfer was achieved at the ILC-TAC/W
interface. By testing the transfer current at the ILG-TAC/W
interface over different times, 4 min was optimized as the
reaction time for K" determination (Fig. S61). Owing to the high
sensitivity, differential pulse voltammetry (DPV) was conducted
to study the variation of current responses in the aqueous phase
containing different concentrations of K*. The peak current (Z,)
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(a) Fluorescence images (upper) and relative fluorescence intensity (lower) tested at the ILG-TAC electrode immersed in 5 mg per mL

FITC-BSA solution for 0 d, 5d, 10 d, 25 d, 50 d and 60 d. (b) Fluorescence images (upper) and relative fluorescence intensity (lower) obtained at
the micropipette filled with 1,2-DCE which was immersed in 5 mg per mL FITC-BSA solution for 0 h, 2 h, 5h, 10 h, 15 h and 20 h. (c) DPV curves of
the ILG-TAC electrode for 5 mM K* after immersion in 5 mg per mL BSA for 0 to 60 d. (d) /Iy variations at the ILG-TAC electrode during
immersion in BSA for 60 days (i). /o//o at a micropipette filled with 1,2-DCE during immersion in BSA for 20 hours (ii). /o represents the initial peak
current obtained at the ILG-TAC electrode.
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increased with increasing K" concentration, exhibiting a linear
relationship ranging from 0.8 to 60 mM, with a detection limit
of 0.13 mM (Fig. 1i and j). Moreover, the mass ratio of C;,M to
PB was changed to 1:2 and 2 : 1, but the much narrower linear
range was obtained under these conditions (Fig. S71). As
a result, the 1:1 mass ratio of C;(M to PB was optimized to
prepare the organic phase for K' determination. In fact,
a popular approach to overcome the L/L interfacial stability is
using polyvinyl chloride (PVC) as a gelling agent to solidify the
organic phase.**** We incorporated PVC into the 1,2-DCE phase
with TAC, resulting in a PVC-TAC gel electrode. The electro-
chemical behavior of the PVC-TAC electrode was studied by DPV
(Fig. S87). The same amount of K" was found to generate a lower
current response at the PVC-TAC microelectrode than the ILG-
TAC microelectrode (Fig. 1k). These observations indicate that
the ILG-TAC electrodes possess a wider linear range and higher
sensitivity to K.

Electrochemical detection of chemical substances in the
complex biological brain environment is widely used for the
early diagnosis, prevention and treatment of diseases.*'"*
However, a significant challenge in electrochemical sensing
based on the current output arises when coexisting species (e.g.
biomacromolecules and proteins) nonspecifically adsorb onto
the polarized interface, resulting in the loss of current
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signals.>*® Therefore, the anti-biofouling capability of the
developed ILG-TAC/W interface is crucial for reliable in vivo
analysis. Bovine serum albumin (BSA) was selected as a model
protein to simulate the surface biofouling in rat brains.””*’
Surprisingly, no obvious fluorescence was observed at the
interface after the ILG-TAC electrode was immersed in the
fluorescein isothiocyanate(FITC)-labeled BSA (FITC-BSA) solu-
tion for 50 days (Fig. 2a). Moreover, the peak current exhibited
a decrease of less than 8.5% (Fig. 2c and d(i)). Nevertheless,
fluorescence was clearly observed at the 1,2-DCE/W interface
supported by a micropipette after immersion in BSA solution
for 15 h (Fig. 2b). Meanwhile, the current response to K was
rapidly decreased by 44% (Fig. 2d(ii)). These results demon-
strate that the ILG-TAC electrodes possess high anti-biofouling
capability, suitable for in vivo analysis in the brain.

Selectivity is another important factor for in vivo analysis in
the practical brain environment. To assess the selective detec-
tion capability of the ILG-TAC microelectrode for K', selectivity
tests were conducted against metal ions, anions, amino acids,
and biological species that coexist in the rat brain. The amount
of interference is decided referring to their concentrations in
the practical brain as reported previously.'**> Na” and Ca** are
identified as the main interferences due to their similar transfer
potentials to that of K" and high concentrations in the brain
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Fig. 3 (a) Selectivity tests of the ILG-TAC electrode for metal anions (Na*, Ca®*, Mg?*, Cu?*, Fe®*, Zn?*, Co?*, and Ni** at concentrations of
10 mM for Na*, 1 mM for Ca®* and Mg?*, and 10 uM for other ions). (b) Binding constants between TAC and K*, Na* and Ca®* obtained from DFT
simulations. (c) A schematic diagram of the implantation of the 1, 2-DCE-TAC electrode and ILG-TAC electrode filled with fluorescein in rat
brains. (d and e) Typical CV curves obtained at the 1,2-DCE-TAC electrode (d) and ILG-TAC electrode (e) in aCSF solution before (i) and after (ii)
implantation in the rat brain for 20 min. The fluorescence image of brain slices after implantation of the electrode for 5 h (iii). (Inset) Photographs
of the interfaces filled in capillaries under conditions of (d) and (e), respectively. (f) GFAP staining images of coronal brain sections from the rat in

the group implanted with the ILG-TAC electrode for 7 days.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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(Na® at ~100 mM and Ca®" at ~1 mM). As depicted in Fig. 3a,
the interferences from Na" and Ca®>" were less than 5.7% and
4.5%, respectively. For other species, including anions, amino
acids and biologically relevant reagents, the interference was
also negligible (<4.1%) (Fig. S91). Moreover, slight changes
(<6.1%) were observed in competition tests for K' in the pres-
ence of other interferences (Fig. S10t), indicating a high selec-
tivity of the ILG-TAC microelectrode for the detection of K'. DFT
simulations further estimated the binding constant of TAC with
K" to be 5.8 x 10!, which is 3.4 x 10"° times greater than that
of Na*, and 5.3 x 10" times greater than that of Ca>" (Fig. 3b).
This strong binding affinity of TAC with K explains the high
selectivity of the ILG-TAC electrode towards K'.

The mechanical stability of the L/L interface supported by
a micropipette is vital for in vivo acquisition of K* in the brain
(Fig. 3c). To address this, PB, a polymer of ionic liquid, was
incorporated into C;oM to fabricate gel microelectrodes. As ex-
pected, the ILG-TAC/W interface exhibited a stable polarized
potential window even after being implanted in the brain for
24 h without obvious gel interfacial movement (Fig. 3e(i) and
(ii)). At the same time, we added fluorescein in the gel phase to
observe the moving of the gel interface. Once the organic gel
flows out of the micropipette and contaminates the brain tissue,
fluorescence signals will be observed on the brain slices. As
displayed in Fig. 3e(iii), no fluorescence signal was observed in
the brain slice, indicating no leakage of gel from the micropi-
pette. These observations demonstrate that the ILG-TAC elec-
trodes possess excellent interfacial stability, which is highly
suitable for implantable determination. In contrast, the
conventional 1,2-DCE/W interface supported by a micropipette
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exhibited a significant change of polarized potential window
after 20 min of implantation in the brain (Fig. 3d). The liquid
level of 1,2-DCE in the micropipette also shifted toward the
orifice, reducing the liquid length within the micropipette from
17 mm to 13 mm (Fig. 3d(i) and (ii)). Fluorescein was used to
label the 1,2-DCE phase, and fluorescence was observed at the
border of the brain slice using confocal microscopy, revealing
the leakage of 1,2-DCE into the brain tissue (Fig. 3d(iii)).

After mechanical injury to the brain, astrocytes proliferate
abnormally, leading to increased expression of glial fibrillary
acidic protein (GFAP).*® Thus, GFAP expression in the rat brain
serves as a reliable indicator of tissue damage caused by
implanted microelectrodes. To assess the inflammatory
response induced by the implantation of the ILG-TAC micro-
electrodes, GFAP expression in the rat brain was evaluated. As
displayed in Fig. 3f, only a little fluorescence response of GFAP
expression was observed at the implantation site after 7 days
compared to the initial situation (Fig. S11f). In combination
with the results of 2,3,5-triphenyltetrazolium chloride (TTC)
staining of brain tissue slices (Fig. S12), the ILG-TAC micro-
electrodes demonstrated slight tissue damage and excellent
biocompatibility in vivo. Therefore, the ILG-TAC electrode, with
better mechanical stability and sensitivity for K*, was estab-
lished for implantable K" analysis in the brain.

In a state of hyperkalemia, the elevated potassium ion levels
might interfere with the normal electrophysiological processes of
neurons, leading to heightened neuronal excitability and poten-
tially disrupting neural function®**® Based on the promising
electrochemical performance, we implanted the ILG-TAC micro-
electrodes in the cerebral cortex to in vivo track K' in rat brains
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(a) Schematic diagram of the ILG-TAC electrode implanted in the cerebral cortex for in vivo detection of K*. (b and c) LFP recording

(upper) and in vivo measurements of K* levels (lower) in (b) normal and (c) acute hyperkalemia rat brains. (d) DPV curves of the ILG-TAC electrode
in the cortex of normal and acute hyperkalemia rats. (€) The concentrations of K* in the plasma of hormal and acute hyperkalemia rats. (f) LFP
recording in (i) normal and (ii) chronic hyperkalemia rats. (g) In vivo measurements of K* levels in the cortex of the rat brain with chronic
hyperkalemia for 14 days. (h) DPV curves of the ILG-TAC electrode in the cortex of normal and chronic hyperkalemia rats. (i) The concentrations

of K* in the plasma of normal and chronic hyperkalemia rats.
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(Fig. 4a). In this study, acute and chronic hyperkalemia models
were constructed. We constructed a rat model of acute hyper-
kalemia by continuous tail vein infusion of saline containing 2%
KCl. Compared to the electrocardiogram (ECG) of normal rats,
the QRS complex peak voltage in the ECG of acute hyperkalemia
model rats sharply decreased from 0.78 mV to 0.37 mV, while the
peak voltage of the T-wave increased from 0.19 mV to 0.54 mV
(Fig. S137). This significant rise in T-wave amplitude is indicative
of the severe electrolyte imbalance associated with acute hyper-
kalemia. The plasma K' concentration in the acute hyperkalemia
model rats was further measured using the ILG-TAC microelec-
trode. The current response was found to be greater in the brain
of an acute hyperkalemia rat compared to that of a normal rat
(Fig. 4d), indicating that the plasma K' concentration in the
terminal blood increased from 4.82 mM to 7.56 mM (Fig. 4e).
These results indicate that the acute hyperkalemia model rats
were successfully established. Subsequently, we used the ILG-
TAC microelectrodes to track the K' concentration in rat
brains. After stopping the injection of 2% KCl solution for
35 min, the K concentration in the cerebral cortex began to rise
slowly, increasing by approximately 23.6% within one hour
(Fig. 4c¢). Simultaneously, we recorded local field potential (LFP)
signals from the brains of acute hyperkalemia model rats. The
intensity of neuronal LFP signals started to decrease significantly,
which may be due to the increase in extracellular K* concentra-
tion leading to suppression of neuronal activity (Fig. 4c). In
contrast, in control rats injected only with saline, there was no
significant change in K' concentration in the cerebral cortex, and
the corresponding LFP signals indicated that neuronal activity
remained almost unchanged (Fig. 4b). These results suggest that
the extracellular K" amount in the rat brain is susceptible to acute
changes in plasma K" levels.*%

On the other hand, the ILG-TAC microelectrode was
employed to study the variations of K' levels in rat brains fol-
lowed by chronic hyperkalemia. The chronic hyperkalemia
model was achieved through unilateral nephrectomy and a diet
supplemented with 20% KCl over a 14-day period. The ECG
revealed a decrease in the QRS peak voltage from 0.78 to
0.49 mV (Fig. S147). Additionally, peaked T-waves were observed
in the ECG of chronic hyperkalemia rats, with the peak voltage
increasing from 0.19 to 0.28 mV. Despite a 2.51 mM increase in
plasma K' concentration in rats with chronic hyperkalemia
(Fig. 4i), only minimal changes were noted in both cortical K"
levels and spontaneous local field potential (LFP) activity
(Fig. 4f-h). These results suggest that chronic alterations in
plasma K" levels do not lead to significant fluctuations in K*
concentrations within the brain. This regulatory mechanism
may be mediated by adaptive modulation of K influx or
extrusion processes at the blood-brain barrier in response to
chronic changes in plasma K' levels. However, it appears that
the extent of such adaptive responses is markedly reduced
during acute changes in plasma potassium.*

Conclusions

In summary, a novel ionic liquid gel electrode was designed and
developed based on the principles of L/L electrochemistry. This

© 2025 The Author(s). Published by the Royal Society of Chemistry
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innovative approach enables current measurements through an
ion transfer mechanism, providing a promising platform for
detecting various ionic species, including electrochemically
inactive species. More importantly, the developed ILG electrode
demonstrated remarkable interfacial stability and excellent
anti-biofouling properties, both of which are critical for in vivo
applications. Furthermore, the successful functionalization of
the ILG electrode with specific ionophores for K" recognition
significantly enhanced its selectivity. This advancement fulfills
the stringent requirements for selective K* measurement in
complex brain environments. These features allow the appli-
cation of the L/L interface concept to implantable sensors
within the real brain system. This study introduces a new
strategy for the in vivo acquisition of chemical expressions
within complex brain systems. It is worth noting that the
present methodology can be easily extended to detect other
chemical species, particularly non-electroactive ions, by incor-
porating appropriate ionophores into the organic phase. This
flexibility not only broadens the applicability of the L/L elec-
trode but also paves the way for future research in the field of
biosensing and neurochemistry.
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