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gent multiple scattering
resonances in a photonic glass structure for
photoelectrochemical energy conversion†

Ashlyn G. DesCarpentrie a and Robert H. Coridan *ab

Light trapping nanostructures are often necessary to improve carrier collection yields in semiconductor

photoelectrodes with intrinsically poor electron transport. Photonic crystal templates can generate

tailorable light trapping via periodic and precise nanostructure, though this is not a scalable strategy for

photoelectrochemical (PEC) applications. It is therefore critical to identify alternative mechanisms for

light trapping that tolerate disorder. Light trapping in disordered media is generated by the diffusive

transport caused by multiple scattering. In some cases, multiple scattering can generate resonances that

resemble those observed in photonic crystals. While resonant multiple scattering is a disorder tolerant

light trapping mechanism, it is unclear if the effect is sufficiently adaptable, or even useful, for PEC

applications. Here, we describe a photonic omission glass, a nanostructure that can controllably induce

resonances in multiple scattering transport. We characterized the emergence of these resonances after

coating a disordered SiO2 colloidal structure with a layer of TiO2, which functions both as dielectric

contrast and as a light absorbing semiconductor. We show in finite element simulations and

spectroscopic characterization that the resonant multiple scattering effect improves light trapping near

the interface between the structure and the bulk electrolyte. This effect, coupled with the increased

electrochemically active surface area, results in a hierarchically structured TiO2 photoanode with orders

of magnitude higher photocurrents compared to an equivalent planar photoanode for PEC reactions

such as alkaline water oxidation. We show that controlling this resonant multiple scattering effect can be

advantageous for improving PEC energy conversion in disordered photoelectrodes.
Introduction

Photoelectrochemical (PEC) reactions are driven by the migra-
tion of photogenerated carriers to electrochemically active
interfaces.1 Excess recombination can signicantly reduce
carrier collection yields for these reactions, especially if photo-
generation occurs a signicant distance from the interface.2

Adding nanostructure to semiconductor materials can improve
carrier collection by coupling light absorption to the semi-
conductor interface.3–7 Periodic nanostructures, such as a self-
assembled layer of monodisperse dielectric spheres, can
generate evanescent transport at an interface, increasing light
absorption for a narrow band of wavelengths at a thin semi-
conductor layer beneath the assembly.8,9 Photonic crystals are
periodic dielectric structures that have a tailorable photonic
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stop band which slows the propagation of light through
a material.10,11 This effect can be exploited by designing
a structured electrode to match the slow light effect near the
stop band edge to the electronic band gap of the semiconductor
light absorber of interest.2,12 The most common example of this
in PEC applications is the inverse opal, a photonic crystal
formed by the deposition of the light absorbing semiconductor
in the void space of a close-packed colloidal template.13–19 Light
trapping effects in photonic crystals rely on the precision of the
structure, which necessitates slow and deliberate fabrication
that is not compatible with the large-scale deployment of solar
fuels materials.20,21 Hence, it is important for the prospects of
PEC solar fuels technologies to identify new mechanisms for
trapping light which are disorder tolerant and therefore able to
be fabricated by scalable methods.

The propagation of light through a material can be slowed
signicantly when the mean free path is shorter than the
wavelength of light.22,23 This induces the multiple scattering of
light which generates the diffusive transport that can be found
in disordered or hyperuniform materials.24–26 The refractive
index contrast that induces multiple scattering can produce
wavelength-dependent resonant transport.27 This emergent
resonant multiple scattering (RMS) effect can induce slow light
Chem. Sci.
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effects characteristic of highly-ordered photonic crystals. While
RMS has been observed in disordered colloidal systems,22,28 it
has not been clear how to intentionally induce this effect in
a strategic way, or even in a useful one, for PEC photoelectrode
design. A disordered lm of monodisperse colloids is less dense
than the close-packed colloidal template of an inverse opal with
correspondingly lower optical density. The absorption prole
generated by the RMS effect may therefore be signicantly
deeper than is useful for driving PEC reactions. Additionally,
the resonances for RMS in a disordered system are not deter-
mined by a simple design parameter, such as the diameter of
the spheres in the close-packed inverse opal template xing the
stop band for a given inltrating semiconductor. It is therefore
difficult to predict a disordered nanostructure that will couple
the “slow light effect” due to RMS to the absorption edge of
a semiconductor of interest. However, if it is possible to control
it, then it can lead to straightforward, scalable PEC photo-
electrode design and fabrication strategies.

Here, we describe the deliberate instigation of resonant
multiple scattering for light trapping in a photoelectrode
structure designed for photoelectrochemical energy conversion.
This structure, referred to as an omission glass, is based on
a self-assembled composite of polymer and silica nanospheres
with identical diameters. We used the selective atomic layer
deposition (ALD) of a nanoscale layer of ZnO to bind the silica
spheres together, then removed the polymer spheres. This
resulted in a close-packed colloidal structure with a fraction of
the spheres removed at random from the lattice. The degree of
omission indicates the fraction of polymer spheres included in
the starting composite, and therefore the fraction of spheres
omitted from the lattice. While the omission glass resembles
the template structure used to synthesize an inverse opal, we
show that the mechanism for light trapping in the omission
glass is a distinct one caused by the disorder generated by
removing a fraction of the colloids at random. We then add
a second, conformal ALD layer covering the omission glass to
act as both a semiconductor photoelectrode and as dielectric
contrast for increased light scattering. We show that this
additional layer induces optical resonances in the intrinsically
random structure. These new resonances are distinct from the
stop band observed in the initial crystalline composite, which
was disrupted by the omission process. We characterized tran-
sition of light transport through this omission glass structure
using both nite element simulations and optical spectroscopy.
We also characterized the integration of multiple scattering and
PEC water oxidation in the TiO2-based omission glass photo-
electrode structure. The light trapping for wavelengths near the
absorption edge of anatase TiO2 (l < 400 nm) is slightly
increased in photoelectrodes with increasing degree of omis-
sion compared to the 0% omission one, which is optically
identical to an inverse opal. However, the progressive opening
of the active surface area with increasing degree of omission
results in a signicant enhancement in photocarrier collection
yield for PEC water oxidation. We therefore show that RMS can
be employed as an effective and tailorable approach for light
trapping in photoelectrodes that gains function from disorder.
Chem. Sci.
Results and discussion

The omission glass photoelectrodes described in the Experi-
mental section are prepared from self-assembled composites of
SiO2 and polystyrene (PS) nanospheres on uorine-doped tin
oxide (FTO) substrates. The details of this synthesis and the
characterization methods are included in the ESI† and follow
previously reported procedures.29,30 We selectively coated the
SiO2 portion of the composite with a thin layer (50 cycles) of ZnO
by ALD. We then removed the polymer PS spheres by high
temperature annealing in air (600 °C). The remaining structure
consists of a SiO2 lattice with empty pores le behind by PS. We
chose 200 nm SiO2 and 200 nm PS spheres to assemble
a randomly dispersed binary composite colloidal crystal. This
diameter was chosen because it was approximately the wave-
length of the incident illumination used in this work (365 nm)
in SiO2 (lSiO2

= 365 nm/n = 239 nm) and can generate strong
scattering in the photoelectrode structures near the TiO2

absorption edge. We prepared nanosphere suspensions with PS
to SiO2 number concentration ratios of PS : SiO2 = 0 : 100, 20 :
80, and 50 : 50 (referred to here as the 0%, 20%, and 50%
omission glass photoelectrodes in reference to the fraction of
omitted spheres in the lattice). The void space of the 0% (100%
SiO2) photoelectrode was almost completely lled in by TiO2. Its
optical properties were therefore identical to an inverse opal
due to the refractive index contrast between the low index SiO2

spheres embedded inside the high index TiO2 inverse structure.
The practical difference between the 0% omission photo-
electrode and a true inverse opal was that the interior surface of
the 0% omission glass was blocked from PEC activity by the
retained SiO2 nanospheres. The porosity control facilitated by
increasing the degree of omission is shown in scanning electron
micrographs (Fig. 1).

We characterized the absorption of the TiO2 omission glass
photoelectrodes using UV-vis diffuse spectroscopy with an
integrating sphere. X-ray diffractionmeasurements showed that
the as prepared TiO2 layer was amorphous and formed the
anatase phase aer annealing at 500 °C (Fig. S1†). Parasitic
absorption has been observed in TiO2 lms grown by ALD at
these temperatures and is attributed to the presence of
incompletely decomposed ALD precursor.9,31 We observed this
parasitic absorption in the as-prepared lms as well (Fig. S2†).
The absorption spectra for the annealed omission glass pho-
toelectrodes are shown in Fig. 2. Aer annealing the photo-
anodes, the TiO2 coatings crystallized into the anatase phase,
and the remaining organic material was removed. The 0%, 20%,
and 50% omission electrodes showed negligible transmission
and reectance-limited absorption for wavelengths smaller
than the absorption onset of TiO2 (l < 400 nm). The difference
in absorption for l < 400 nm was increased slightly in the
omission glasses (58%, 68%, and 78% at 365 nm in the 0%,
20%, and 50% omission glass electrodes, respectively). As the
transmission for each omission glass was effectively zero at
these wavelengths (Fig. 2a), the difference resulted from a shi
in the reectance resonance near the absorption onset. The
resonance (Fig. 2b) is a maximum at l = 370 nm for 0%
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Scanning electronmicrographs of a 0% (a and b), a 20% (c and d), and a 50% (e and f) omission glass photoelectrode composed of 200 nm
SiO2 nanospheres and a 20 nm layer of TiO2. (g) A side-on image of the 50% omission glass photoelectrode, indicating that the structure was
roughly 15 mm thick.
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omission (indicated by a green arrow), while the maximum
shis to l = 400 nm for 50% omission (indicated by a red
arrow). The shi in this resonance accounts for the observed
increase in absorption near the absorption edge of TiO2 with
increasing omission (Fig. 2c). The visible light absorption (l >
390 nm) in the planar TiO2 layer was identical to the FTO
substrate, as would be expected for a TiO2 lm lacking chemical
defects or dopants. However, the visible absorption in the
omission glass electrodes was still higher than the FTO
substrate baseline. It is not possible to determine whether this
is an artifact of the UV-vis measurement (e.g., light leaking
through the edges of the structure and not collected by the
integrating sphere, with the measurement geometry shown in
Fig. S7†) or some residual parasitic absorption in the anatase
TiO2 or FTO layer. The ZnO deposition (50 ALD cycles) used to
bind the SiO2 nanospheres together during the omission
Fig. 2 UV-vis diffuse (a) transmission, (b) reflectance, and (c) absorption
TiO2 omission glass electrodes shown in Fig. 1. Absorption spectra of a pla
FTO substrate alone (black) are included for comparison. The reflectanc
0% and 50% omission glass electrodes are indicated by respectively by a

© 2025 The Author(s). Published by the Royal Society of Chemistry
procedure gave a negligible contribution to the optical proper-
ties of the omission glass. Additionally, the ZnO is not in elec-
trical series with the TiO2 except at the base of the structure and
had negligible photoelectrochemical effect as well. Photo-
electrochemical characterization of ZnO/TiO2 planar photo-
anodes are included in the ESI (Fig. S10).†

We tracked the emergence of the resonances in the 50%
omission glass photoelectrode by measuring the diffuse reec-
tance spectrum at each step of the synthesis (Fig. 3). The
substrate reectance (Fig. 3a) showed the thin lm oscillations
corresponding to the FTO coating (roughly 330 nm thick, per
supplier) on the at glass substrate. We observed a peak in the
reectance spectra at l = 460 nm in the as-assembled
composite structure (Fig. 3b) and aer 50 cycles of ZnO was
deposited to bind the SiO2 network together (Fig. 3c). This peak
is the stop band due to the crystallinity of the self-assembled
spectra of the annealed 0% (green), 20% (blue) and 50% (red) anatase
nar, 20 nm anatase TiO2 layer (500 ALD cycles) on FTO (purple) and the
e resonances that account for the absorption differences between the
green and red arrow.

Chem. Sci.
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Fig. 3 UV-vis diffuse reflectance spectra of a 50% omission glass photoelectrode at each step of the synthesis: (a) the fluorine-doped tin oxide
(FTO)-coated substrate, (b) the self-assembled polystyrene (PS)–SiO2 nanosphere composite, (c) the same composite after ZnO was deposited
on the SiO2 by ALD, (d) the composite after removal of the PS nanospheres, (e) after 500 cycles (20 nm) of TiO2 was deposited by ALD on the
remaining SiO2 structure, and (f) after the TiO2 layer was annealed to form the anatase phase.
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composite and was visible by eye as a faint, blue opalescence.
The periodic structure and the corresponding stop band
reectance feature were disrupted by removing the PS through
a high-temperature annealing step (Fig. 3d). A 20 nm TiO2 layer
was then deposited by ALD over the remaining SiO2 nanosphere
network. Two new resonant features were observed in the
reectance spectra at l = 385 nm and at l = 500 nm (Fig. 3e).
The reectance increased aer the TiO2 was annealed to the
anatase phase (Fig. 3f) due to the elimination of the visible light
absorption in the as-prepared TiO2. The emergent resonances
observed aer adding the TiO2 layer was distinct from the
opalescence of the composite colloidal crystal. The observed
resonances came from multiple scattering in the functional-
ized, disordered nanostructure and therefore can be referred to
as resonant multiple scattering. Similar observations have been
reported in transmission optical spectroscopy of lms of
disordered TiO2 nanoparticles.22 It has also been cited as a light
trapping strategy in dye-sensitized solar cells, though with
limited characterization of the optical properties of the reso-
nant transport.28 The omission glass structure allows for tail-
orable control of the dielectric contrast through both the
omission process and the precise coating properties facilitated
by the ALD coating process.

We used nite difference time-domain (FDTD) simulations
to characterize the distribution of absorption through an
omission glass photoelectrode as a function of the omission
percentage.32,33 While the experimental absorption spectra show
an increase near the TiO2 absorption edge as the omission
percentage increases from 0% to 50% (Fig. 2), there are factors
which may impact the usefulness of this absorption for PEC
applications. One is that the increase in observed absorption is
related to increased light propagation in directions that are not
captured in the integrating sphere measurements – transverse
‘leaking’ from the electrode sides, for example, would be
uncounted in diffuse reectance or transmission measure-
ments. Another issue is that the optical density of the omission
glass is decreasing with increasing omission percentage. This
Chem. Sci.
would suggest that the penetration of light, and hence the
average absorption depth, also increases with increasing
omission percentage. The steady-state carrier yield would then
be affected by the characteristic absorption depth due to limited
mass transport through the porous electrode structure. We used
FDTD to characterize the macroscopic transmission and
reectance spectra and the microscopic distribution of light
absorption. We simulated structures of identical composition
for 0%, 20%, and 50% omission in 16-layer omission glass
structures (∼2.6 mm thick) based on a 200 nm SiO2–PS omission
glass coated with a 20 nm conformal layer of TiO2. Details of the
simulations performed here are included in the ESI.† Index of
refraction and extinction coefficients (Fig. S4†) for TiO2,34

a transparent conducting oxide,35 and glass/SiO2 (ref. 36) were
taken from literature measurements collected in a publicly-
available database.37

FDTD-derived transmission, reection, and absorption
spectra for relevant omission glass structures in air is shown in
Fig. 4. The 0% omission glass structure is a denite structure, so
only one simulation was required to characterize its optical
properties. We observed signicant reectance (up to 0.42) in
the near-UV, suggesting an absorption-damped stop band in
this region. This demonstrates the signicance for the choice of
the 200 nm colloidal lattice for the TiO2 omission glass photo-
electrode – the absorption edge of TiO2 is aligned with the stop
band edge of the non-absorbing structure. The 0% omission
glass has a second stop band between 530–590 nm, where the
extinction coefficient, k(l), is negligible for real TiO2. Simulated
reectance spectra of 0% omission glass structures showed that
increasing the TiO2 thickness beyond 20 nm had little effect on
the position of the observed stop band (Fig. S6†). The spectra
averaged from the simulations of seven unique 20% omission
glass structures show a similar stop band to the 0% omission
electrode in that region of the spectrum, but decreased reec-
tance and lower transmission near the TiO2 absorption edge.
The spectra averaged from seven simulations of unique 50%
omission glass structures showed a shi in stop band in the
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a) Transmission, (b) reflectance, and (c) absorption spectra for omission glass photoelectrodes infiltrated by air (n = 1.0) calculated from
FDTD simulations. The 0% omission glass (green, ‘×’) is a structure with a definite unit cell, and required only one simulation. The 20% (blue, ‘C’)
and 50% (red, ‘+’) omission glasses are disordered with spheres removed at random, each spectrum was averaged from seven different
simulations with noted error bars calculated from the standard deviation of these simulations. For comparison, the spectra for infiltration with air
versus water (n = 1.33) is shown in Fig. S8.†
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visible region to lower l (500–560 nm). Additionally, the
reectance increased near the TiO2 absorption edge, suggesting
the emergence of a modied slow light mode in that structure.
The position and intensity of the features in the FDTD simu-
lations of the 50% omission glass structures are consistent with
those observed in the reectance spectrum of a 50% omission
photoelectrode (Fig. 2c). When we performed FDTD simulations
with the void space inltrated by water (n = 1.33) rather than
Fig. 5 (Top) A schematic of the FDTD simulation geometry. A more
detailed schematic and an example of simulation data is shown in
Fig. S3 and S5 in the ESI.† (Bottom) The integrated absorption of
365 nm illumination (left) in 200 nm slices through the layers of the
omission glass photoelectrode structure as a function of omission. The
cumulative absorption (dashed lines, right) shows the total percentage
of integrated light absorption as a function of depth in the material.
The 0% omission data was calculated from a single simulation because
there is a single structure in that ensemble. The 20% omission and the
50% omission data were calculated from 67 and 101 unique simula-
tions, respectively, of random structures in each ensemble. The
profiles from each spectrum are included as transparent lines under
the average profiles. The structures were infiltrated by water (n = 1.33)
in these simulations.

© 2025 The Author(s). Published by the Royal Society of Chemistry
air, we observed a slight red shi in the positions of the
reectance features (Fig. S8†). However, the inclusion of water
resulted in negligible differences in the absorption spectrum for
each structure. For reference, the absorption at 365 nm in each
simulation was between 65% and 80% of the incident intensity.

We also compared the depth distribution of absorption as
a function of the degree of omission for 365 nm illumination
(Fig. 5). The resonant transport would be ineffective for PEC
photoelectrodes if light absorption occurred in depths of the
structure where it was difficult to maintain sufficient reactant
transport. For this comparison, we integrated the absorption
prole of each simulation in 200 nm segments through the
depth of the omission glass electrode. Water (n= 1.33) was used
as the inltrating phase here to simulate the relevant photo-
electrochemical environment. The simulation set (l = 365 nm
incident wavelength) comprised one 0% omission, 67 unique
20% omission, and 101 unique 50% omission glass structures.
We observed that the partial absorption prole was slightly
higher in the rst two layers of the 20% omission (0.115 ±

0.010) and 50% omission (0.104± 0.015) electrodes than for the
0% omission electrode (0.095). The cumulative absorption in
the 0% omission electrode was lower on average than either of
the other structures in the top 1.2 mm of each electrode.
However, the cumulative absorption in the 0% omission elec-
trode (80%) was higher than either the 20% omission (77%) or
the 50% omission (66%) ones. While there was a decrease in the
total semiconductor volume with increasing degree of omission
for the values studied here, the depth prole of absorption was
roughly the same for each degree of omission tested here.
Hence, the prole of photocarrier generation should have the
same depth dependence.

We then characterized resonant multiple scattering effects
for water oxidation for TiO2-based omission glass photoanodes.
Fig. 6a shows CV measurements of PEC water oxidation under
LED illumination (l = 365 nm, 1100 mW cm−2) in 0.1 M KOH
for the series of omission glass photoelectrode structures
shown in Fig. 1. We chose this high intensity illumination to
Chem. Sci.
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Fig. 6 (a) j–E curves for 0% (green), 20% (blue) and 50% (red) porous
omission glass electrodes and a planar, annealed 20 nm ALD-TiO2

electrode (purple) in 0.1 M KOH. The solid line CV curves were
measured under illumination from a 365 nm LED at 1100 mW cm−2.
The dashed line CV curves were measured in the absence of this
illumination. The photocurrents obtained in the dark are indistin-
guishable from zero at this scale (Fig. S9†). (b) External quantum yield
of water oxidation on omission glass electrodes at varying 365 nm LED
intensity. (c) CA measurements on a 0% (green), 20% (blue) and 50%
(red) porous omission glass electrodes in 0.1 M KOH at 1.7 V vs. RHE
under illumination from a 365 nm LED at 1100 mW cm−2. Each solid
line and ribbon represent the average and standard deviation of CA
measurements from three identically prepared electrodes. Current
density was normalized to the projected geometric area of the
photoelectrode.

Chem. Sci.
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generate current densities relevant to solar fuels applications
(roughly 10 mA cm−2).38 This allows relevant electrochemical
effects such as mass transport limitations to be represented in
the experiments. For comparison, we included an identically
prepared, 20 nm planar TiO2 photoanode on FTO to emphasize
the effect of the omission glass structure. The photocurrent
measured on the planar TiO2 was 0.27 mA cm−2 at 1.57 V vs.
RHE, which can be explained by the combination of low
absorption in the thin lm (Fig. 2c) and the intrinsic low
quantum yield of TiO2 for oxidation reactions without a cocat-
alyst.39 The absorption increased signicantly for all omission
glass photoelectrodes, and we observed a corresponding
increase in the photocurrent. While the absorption increased by
a small percentage with increasing omission percentage (Fig.
2c), the photocurrent increased by a larger factor: from 3.25 mA
cm−2 at E = 1.57 V vs. RHE on the 0% omission photoelectrode
to 7.47 mA cm−2 and 11.5 mA cm−2 at the same potential for the
20% and 50% omission photoelectrodes, respectively. This is
summarized by calculating the external quantum yield (EQY) as
a function of intensity from the most positive potentials
measured (E = 1.57 V vs. RHE) on three identically prepared
photoelectrodes (Fig. 6b). The EQY and its variance increased
with increasing omission percentage, from a maximum of 1.3%
± 0.1% for the 0% omission photoelectrode to 5.8% ± 1.6% for
the 50% omission photoelectrode at 500 mW cm−2. We
observed that the EQY decreased slightly at the highest inten-
sities measured on the 20% and 50% omission photoelectrodes
compared to their maximum values. Chronoamperometry (CA)
proles averaged over three measurements on identically
prepared photoelectrodes (Fig. 6c) showed that the photocur-
rents on the 0% omission and 20% omission electrodes reached
a steady state value within a few seconds. The average photo-
current on the 50% omission electrode decayed to a steady state
value over the course of roughly 200 s and lost nearly a quarter
of the initial photocurrent, from an initial value of 11.5 mA
cm−2 to roughly 9.0 mA cm−2. The initial photocurrent and
decay time varied somewhat, but the qualitatively slow decay
and magnitude of the decay was consistent for each set of
identically prepared electrodes. Extended CA measurements of
omission glass photoelectrodes showed steady, reproducible
photocurrents for 60 minutes (Fig. S11†).

We compared the asymptotic behavior of the photocurrent of
a 50% omission electrode under frontside and backside
(through the transparent FTO substrate) illumination as
a function of intensity. The results of the FDTD simulations
(Fig. 5) suggested that a signicant fraction of the absorption
occurs within the rst few microns of the omission glass, so
backside illumination should generate most of the carriers near
the FTO substrate. The omission glass structure between the
region absorbing light and the bulk electrolyte would then to
impede mass transport to the regions of high carrier genera-
tion. The results of this experiment on a single 50% omission
glass electrode are shown in Fig. 7. The area of the front side of
photoelectrode was dened by epoxy. The backside area was
dened by matching the epoxied area with electroplaters tape,
which was opaque to 365 nm illumination as conrmed by UV-
vis spectroscopy. At the lowest intensity (100 mW cm−2),
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 CAmeasurements of a 50% omission electrode in 0.1 M KOH at
E = 1.7 V vs. RHE under various illumination intensities from a 365 nm
LED. Lines with solid circles indicate illumination from the front side of
the electrode, and lines with ‘×’ indicate illumination from the back
side of the electrode.

Edge Article Chemical Science

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
Ju

ly
 2

02
5.

 D
ow

nl
oa

de
d 

on
 7

/2
3/

20
25

 1
:3

1:
01

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
photocurrent from the front side and back side illumination
was indistinguishable, with an asymptotic value of 1 mA
cm−2. The asymptotic photocurrent values increased with
increasing intensity and were the same for frontside and
backside illumination (4.4 mA cm−2 for 500 mW cm−2 and 8.1
mA cm−2 for 1100 mW cm−2). However, the initial photocur-
rents were slightly lower. The decay time to reach the steady
state was only a few seconds for the backside illumination,
much shorter than for the frontside illumination on the same
electrode at these intensities (40 s for 500 mW cm−2, 260 s for
1100 mW cm−2). This suggests that the reduction in photo-
current on the 50% omission photoelectrode over time is
related to mass transport limitations within the interior of the
electrode. The backside illumination reached the asymptotic
limit more rapidly, but eventually even the electrode illumi-
nated from the front side shows the same mass transport
limited photocurrent.

The results described here demonstrate that the RMS effect
can be deliberately instigated in an omission glass photo-
electrode to improve yield for photoelectrochemical reactions.
While small light absorption improvements were observed by
increasing the degree of omission, both simulations and
experimental data establish that light absorption is insufficient
to account for the observed increases in photocurrent. Most of
the photocurrent enhancement results from allowing the elec-
trolyte to access the internal surface area of the photoelectrode.
This combination of improved light absorption and increased
electrochemically active surface area result in the observed
increases in photocurrents and EQY for the water oxidation
reaction studied here. The results are likely generalizable to
other photoelectrochemical reactions and semiconductors as
well, where carrier generation, recombination, and mass
transport of reactants and products are general issues for high-
yield PEC energy conversion.

Given the complexity of the overall PEC reaction, it is
somewhat surprising that the EQY metric was relatively
consistent for the range of intensities studied here. EQY has
© 2025 The Author(s). Published by the Royal Society of Chemistry
several components that can be affected by the light intensity.
The photovoltage generated in the photoelectrode increases
with increasing photocurrent, which essentially increases the
overpotential applied to drive the reaction.38 The temperature of
the interface can also increase due to the dissipation of heat
into the environment. There are also kinetic limitations for any
interface, where the reaction mechanism (e.g., electron transfer
or chemisorption of reactants) generates an intrinsic limit for
current density at a given electrode potential. Explicit mass
transport (in the case of a reversible redox reactant) or a pH
dependence on the intermediate formation (in the case of water
oxidation on TiO2 (ref. 40 and 41)) can limit the PEC reaction in
a non-uniform way throughout the interior of a structured
electrode. The portion of the electrode that is not absorbing
light may act to buffer the kinetic or mass transport limitations
of regions in the electrode where photocarriers are generated.
The interconnected nature of the interface may facilitate the
migration of photogenerated carriers to fresh, under-
illuminated surfaces with access to reactants. Further studies
could investigate the effect that the dark portion of the electrode
has on the overall PEC reaction.

The observed difference between the initial and the steady-
state, asymptotic photocurrents suggests that mass transport
into the interior volume of the electrode remains an issue for
improving the photoelectrode performance. The specic omis-
sion glass structures studied here were not chosen to optimize
the entire multistep transport processes of the full photo-
electrochemical reaction. The nanosphere diameter (200 nm)
used for developing the nanostructures in this work was chosen
with the intention of trapping near-UV light into the TiO2 light
absorber. Larger nanospheres would have been chosen to
improve visible light trapping relevant to solar-driven applica-
tions. The discrete porosity generated by removing 200 nm
spheres is likely the source of the mass transport limitations we
observed in the 50% porous electrode, for example. The ability
to tailor the RMS effect is an appealing strategy for instigating
light trapping in a simple-to-fabricate photoelectrode design.
Larger pores (e.g., larger polystyrene microspheres) or even
hierarchical, multiscale composites may be useful for
improving the mass transport through the electrode structure,
though the effects on optical transport should be considered for
further study. Additionally, the methods used to synthesize the
photoelectrodes in this work (e.g., slow evaporation of colloidal
suspensions, ALD for material synthesis) can potentially be
exchanged for more scalable and tailorable approaches. The
integration of semiconductors that can absorb visible light, the
identication of scalable composite synthesis strategies, and
Multiphysics characterization of the mass transport through
the electrode are important next steps in the development of
RMS as a light-trapping scheme for photoelectrode design.

Conclusion

In conclusion, we have demonstrated that resonant multiple
scattering can be induced in the omission glass photoelectrode
structure. The combined effect of light trapping and increased
electrochemically active surface area generated by the omission
Chem. Sci.
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process resulted in improved carrier collection yields in PEC
water oxidation. The self-assembly method for synthesis
combined with selective ALD processes allow for tailorable
porosity, which can be used to tune light absorption, photo-
electrochemically active surface area, and mass transport of
bulk electrolyte. Increasing the porosity in omission glass
photoelectrodes to the degree studied here showed enhance-
ments of up to a 50-fold improvement over an otherwise iden-
tically prepared planar ultra-thin lm electrode. Hence,
resonant multiple scattering is a practicable light trapping
strategy for PEC energy conversion. PEC characterization
showed that this can be attributed mostly to enhanced activity
from within the interior of the electrode structure, and mass
transport losses were observed in the omission glass photo-
electrodes under steady state operation. These results suggest
that to improve the overall photoelectrode performance, the
resonant multiple scattering effects should be coordinated with
other strategies to optimize the light, chemical, and electronic
transport characteristics simultaneously.
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