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hoto-reactor for high-
performance photothermal methane reforming†

Hamada A. El-Naggar, Hisao Yoshida and Akira Yamamoto *

Photothermal catalysis has garnered significant attention as a potential solution to address energy scarcity.

In photothermal catalysis, light irradiation directly heats the catalyst bed, inducing a localized temperature

gradient. However, in methane reforming reactions such as dry reforming, the undesired reverse reaction

typically proceeds in the lower temperature zone of the catalyst bed, which reduces the overall efficiency.

To address this issue, we developed a novel flow-type photo-reactor composed of a quartz tube and

a quartz filler welded within the tube. The narrow catalyst-filled gap was used for catalytic reaction that

minimizes the temperature gradient under light irradiation. The developed reactor, termed the gap

reactor, demonstrated excellent catalytic performance in photothermal dry reforming of methane (PT-

DRM), achieving ∼70–80% conversion of CH4 and CO2 over 100 hours using a SiO2-encapsulated Co–

Ni alloy catalyst previously developed by our group. Compared to the conventional quartz tube reactor

with the same cross-sectional area for light absorption, the gap reactor significantly enhanced both

conversion and stability. Furthermore, integrating the gap reactor with steam addition to the reaction

feed successfully suppressed coke formation to only 0.6 wt% after approximately 50 hours of reaction.

This study highlights the benefits of the gap reactor design in high-temperature catalytic applications up

to 1000 °C.
1. Introduction

Greenhouse gases (GHGs), particularly methane (CH4) and
carbon dioxide (CO2), are recognized as major contributors to
climate change, urging approaches to reduce their emissions.
Dry reforming of methane (DRM, eqn (1)) is proposed to reduce
both CO2 and CH4 emissions in an energy-intensive reaction to
produce syngas. However, the highly endothermic nature of
DRM and low catalyst stability present challenges. Due to the
thermodynamic limitation, high CH4 conversion could be ob-
tained at high temperatures over 800 °C, where the temperature
could be achieved by combustion of fossil fuel, similar to an
industrial steam-reforming process, when constructing a large-
scale process.1,2 This dependence on fossil fuels offsets the
advantages of DRM by increasing the carbon footprint of this
reaction.3 Hence, solar-induced photothermal effect was
proposed to drive this reaction without the combustion of fossil
fuels.4–8

CH4 + CO2 % 2H2 + 2CO, DH˚ = 247 kJ mol−1 (1)
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Photothermal catalysis has received signicant attention due
to global energy concerns. The photothermal effect can induce
sufficiently high temperatures ranging from 800 to 1500 °C.9–11

Therefore, photothermally-driven dry reforming of methane
(PT-DRM) was proposed to achieve considerable CH4

conversion.4,12–14 However, a temperature gradient, caused by
non-uniform light distribution under focused light, poses key
challenges in photothermal catalysis.4,11,15,16 This temperature
gradient promotes the reverse reactions in the low-temperature
zone of the catalyst bed.15 Several recent studies have investi-
gated reaction systems that combine external heating with
photothermal catalysis,12,17–19 these systems are likely to achieve
more uniform temperature distributions. However, achieving
stable and high CH4 conversion in the PT-DRM reaction without
external heating is still challenging. This raises the need for
thorough studies to develop stable catalysts and optimum
reactor design to maximize the CH4 conversion under high
irradiation uxes.4,20,21

Temperature gradients not only decrease the conversion
efficiency, but also severely compromise the catalyst stability.
Although high temperatures would benet the reaction rate and
conversion in PT-DRM, they can cause signicant sintering of
catalytically-active metal nanoparticles.22–25 In addition, cata-
lysts in the low-temperature zone promote coke deposition due
to the thermodynamic preference15 via side reactions such as
CH4 decomposition (eqn (2)) and Boudouard reaction (eqn (3)).
This journal is © The Royal Society of Chemistry 2025
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CH4 % 2H2 + C(s), DH˚ = 75 kJ mol−1 (2)

2CO % CO2 + C(s), DH˚ = −172 kJ mol−1 (3)

Therefore, it is crucial to develop stable catalysts with high
resistances to sintering and coke deposition. We previously re-
ported that Co–Ni alloy nanoparticles encapsulated in porous
SiO2 yolk shell (Co–Ni@SiO2) exhibited improved activity and
enhanced stability for the PT-DRM reaction, compared to the
monometallic Ni@SiO2 catalyst or impregnation catalyst
without a SiO2 shell.15

From the reactor design perspective, several studies have
proposed new designs of photo-reactors.5,20,21 For example,
a double-tube type photo-reactor with vacuum thermal insulation
and a selective solar absorbing coating was employed to achieve
high temperature for CO2 methanation under light irradiation.26

Additionally, a reective multi-pass photoreactor composed of
a tube reactor and solar concentrator was also reported as a low-
cost and highly effective photoreactor without the need for sun
tracking for application under irradiation conditions.20 These
examples highlight the importance of reactor design from both
fundamental and application-oriented perspectives. Inspired by
these studies, we hypothesized that minimizing the temperature
gradient has the potential to enhance the performance of the
photothermal CH4 reforming reaction under high-temperature
conditions. Herein, we developed a novel ow-type photo-
reactor consisting of a quartz tube and a quartz ller welded
inside the tube, with the catalyst positioned in the gap between
them (referred to hereaer as the “gap reactor”, Fig. 1a). The
decrease in the thickness of the catalyst layer could contribute to
a decrease in the temperature gradient. The developed gap-reactor
provided superior performance in CH4 conversion through dry-
and bi-reforming reactions using the Co–Ni@SiO2 catalyst.
Fig. 1 Schematic representation of the photo-reactors used in this study
catalyst. The light spot diameter of 11 mm F is used for the representati

This journal is © The Royal Society of Chemistry 2025
2. Experimental
2.1 Catalyst preparation

Co–Ni alloy nanoparticles encapsulated within a porous SiO2 yolk
shell were prepared by a two-step method according to a previous
report15 with slight modication. First, Co5Ni95 hydroxide nano-
platelets were prepared by hydrothermal treatment, and then
encapsulated within a SiO2 shell. Briey, a solution of pre-
dissolved polyvinylpyrrolidone (PVP, 3 g) in deionized water
(DIW, 120 mL) was mixed with 0.3 mmol of Co(NO3)2$6H2O and
5.7 mmol of Ni(NO3)2$6H2O solutions under Ar ow. Aer stir-
ring for half an hour, 30mL of NaOHwas added dropwise over 30
minutes. Aer that, the mixture solution was transferred to an
autoclave lined with Teon to be hydrothermally treated at 150 °
C for six hours. The resulting slurry was decanted three times
with DIW aer it had cooled to room temperature.

Aer dispersing the Co5Ni95 nanoplatelet suspension
(150 mL), 300 mL of ethanol and 15 mL of NH3(aq) were added.
Separately, cetyltrimethylammonium bromide (CTAB, 2.7 g) was
dissolved in ethanol/DIW (40 mL, 1/1, vol%). Then, 15.5 mL of
tetraethyl orthosilicate (TEOS) and the CTAB solution were
simultaneously added dropwise to the nanoplatelet suspension.
Aer vigorously stirring themixture for one hour, it settled down.
Aer the 250 mL supernatant was decanted, the 200 mL
suspension was dried at 80 °C using a water bath and then kept in
an oven overnight at 80 °C to remove any remaining solvents. The
catalyst was calcined at 500 °C at the heating rate of 10 °C min−1.
2.2 Reactor design

A ow-type photo-reactor was designed to increase the catalyst
temperature for PT-DRM effectively and minimize the temper-
ature gradient. In this reactor, quartz llers were welded inside
. (a) Overview. (b) Side view. (c) Side viewwith catalyst. (d) Top view with
on. Dimensions are in mm.

Sustainable Energy Fuels, 2025, 9, 1596–1604 | 1597
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quartz tube reactors with an inner diameter of 10 mm, respec-
tively (Fig. 1, for reactor's photograph please see Fig. S1†). In the
at-type quartz reactors used in our previous study,15 control-
ling the thickness of the catalyst bed and light irradiation area
was limited by its manufacturing process. The advantage of this
gap reactor lies in its ability to regulate the catalyst space
through the shape of the internal ller. In this study, three
reactors with gap thicknesses of 1, 2, and 3 mm were used for
catalyst lling and are referred to as x-mm-gap reactors, where x
is the gap thickness. Note that, in these reactors, the cross-
sectional area of the catalyst exposed to light (Fig. S2†)
changes with variations in the gap thickness (Fig. 1). Moreover,
the light penetration depth of the thin pellet of the reduced
catalyst was <200 mm, indicating that only a limited zone at the
top of the catalyst granules is directly heated by light irradia-
tion. For the control experiments, quartz tube reactors with
inner diameters of 4 and 8 mm (Fig. 1) were used, where the
cross-sectional area in the 2-mm-gap reactor matchs that of the
8-mm-tube reactor. The structural information for the reactors
used in this study is summarized in Table 1.

2.3 Characterization

The specic surface area was estimated from the amount of N2

adsorption at 77 K using a BEL-MAX-G instrument (Micro-
tracBEL, Japan), and the porosity of the catalysts was assessed via
the Barrett–Joyner–Halenda (BJH) method. X-ray diffraction
(XRD) measurement was carried out at room temperature using
a Shimadzu LabX XRD-6000 with Cu Ka radiation (40 kV, 30mA).
The crystallite size was determined by the Scherrer equation
using the full width at half maxima (FWHM) of the diffraction
line at 2q = 44.8°. Transmission electron microscopy (TEM) was
conducted using a JEM-2200SF and JEM-ARM200F devices (JEOL,
Japan). UV-visible diffuse reectance spectra (DRS) were recorded
on a JASCO V-570 spectrophotometer with a BaSO4 reference. The
amount of deposited coke aer the PT-DRM reaction test was
determined using the elemental analysis with a CNH analyzer
(MT-5 and MT-6, Yanaco Analytical Systems, Japan) and a Micro
analyzer (JM-10 and JM-11, J Science Lab, Japan).

2.4 Catalytic activity tests

Photothermal and thermal catalytic activity tests were carried
out under ambient pressure using a xed-bed continuous-ow
system. The powder of the Co5Ni95@SiO2 catalyst was ground
into 150–300 mm granules aer pelletization at 40 MPa. The
reactors with 1, 2, and 3-mm gap thicknesses were packed with
Table 1 Information of the reactor used in this study

Reactor Catalyst bed volume/mL Catalyst bed l

1-mm-gap 0.04 10
2-mm-gap 0.11 10
3-mm-gap 0.20 10
4-mm tube 0.13 10
8-mm tube 0.50 10

a Gas hourly weight velocity. The total ow rate was 200 ml min−1.

1598 | Sustainable Energy Fuels, 2025, 9, 1596–1604
35, 60, and 110 mg of the granules, respectively (Table 1). The
tubular reactors with inner diameters of 4 and 8 mm were lled
with 60 mg and 340 mg of the catalyst granules, respectively.

Before the activity test, the catalyst was pre-treated in a 100%
O2 gas ow (5 mL min−1) at 450 °C for 30 minutes to remove
organics, and then reduced for 30 minutes at 600 °C using a 10%
H2/Ar gas (100 mL min−1), followed by cooling to room temper-
ature under an Ar ow. In the PT-DRM and PT-BRM reactions,
gas compositions were CH4 (22.5 mL min−1)/CO2 (22.5
mL min−1)/N2 (10 mL min−1)/Ar (145 mL min−1) and CH4 (22.5
mL min−1)/CO2 (12.0 mL min−1)/H2O (11.0 mL min−1)/N2 (10
mL min−1)/Ar (145 mL min−1), respectively, unless otherwise
stated. A 300 W Xe lamp with a 435 nm cut-off lter and
a focusing lens were used for the light irradiation. A thermal
power sensor (S425C-L, Thorlabs Inc., USA) was used to measure
the light power. The power (P) and diameter of the irradiated spot
(F) were changed by altering the current of the power supply and
the distance between the light source and reactor, respectively. In
thermocatalytic activity tests, the catalyst was heated in a tubular
electric furnace without light irradiation.

The gas products were quantied using a gas chromatograph
(GC) with thermal conductivity detectors. The conversion rates
of the reactants (rx: x = CH4 or CO2) and formation rates of the
products (ry: y = CO or H2) were calculated using relative cali-
bration factors of each gas to an internal standard of N2.
Conversion of x was obtained according to eqn (4) and (5).

Conversion of x (%) = (Fx,in − Fx,out)/Fx,in × 100, (4)

where Fx,in and Fx,out are the ow rates of x in the inlet and outlet
gases, respectively. The following equation was used to calculate
the light to chemical conversion efficiency (h):

hð%Þ ¼
h
rH2

DcH
+
H2

þ rCODcH
+
CO � rCH4

DcH
+
CH4

i.
P� 100; (5)

where DcH+
x and DcH+

y are combustion enthalpies of x or y,
respectively.

The conversion and H2/CO ratio in chemical equilibrium in
the present gas compositions were calculated using the NASA
CEA program.27
3 Results and discussion
3.1 Characterization

Fig. 2 shows the characterization results of the prepared Co–
Ni@SiO2 catalyst. We checked the catalyst porosity by N2
ength/mm Catalyst weight/mg GHWVa/L g−1 h−1

35 3.4 × 102

60 2.0 × 102

110 1.1 × 102

60 2.0 × 102

340 3.5 × 101

This journal is © The Royal Society of Chemistry 2025
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adsorption–desorption measurements as it was a crucial factor
for the catalyst activity and stability in our previous study on PT-
DRM.15 The catalyst had a type IV isotherm as shown in Fig. 2a,
and the specic surface area calculated by the BET method was
93 m2 g−1. The pore size distribution showed bimodal pore
distribution around <2 nm and 10 nm (Fig. 2b). The XRD
patterns of the samples aer calcination and reduction
pretreatments indicated that the Ni(Co)O phase with rock-salt
structure was transformed to the metallic phase upon reduc-
tion at 600 °C (Fig. 2c). The crystallite size of the metallic phase
was estimated to be 11.0 nm using the Scherrer equation. The
spent catalyst maintained the metallic phase aer the 2 h PT-
DRM activity test using the 3-mm gap reactor with a slight
increase of the crystallite size to around 16.1 nm. Based on the
TEM images in Fig. 2d, the metal nanoparticles were encapsu-
lated within the SiO2 shell. The mean particle size of 13.5 nm
(Fig. 2e) was consistent with the crystallite size by XRD. The
diffuse reectance spectra (Fig. 2f) showed enhanced light
absorption properties upon reduction treatment.

3.2 Activity test results

3.2.1 Effect of light power. First, we investigated the effect
of the gap thickness (1, 2, and 3 mm) on the catalytic perfor-
mance at the light spot diameter of 11 mm under various light
power conditions. For all gap thicknesses, the surface temper-
ature of the reactor and formation rates of H2 and CO (rH2

and
rCO) increased with the increase in light power (Fig. 3a and b). A
similar trend was observed in our previous study on thermal
and photothermal DRM reactions,15 where increased reaction
temperature typically enhances the catalytic performance. The
2-mm-gap reactor showed higher rCO and rH2

values at all light
power values (18–25 W) compared to the 1-mm-gap and 3-mm-
gap reactors. The surface temperature of the reactor increased
Fig. 2 Characterization results of the Co5Ni95@SiO2 catalyst. (a) N2 adso
sample. (c) XRD patterns of the calcined, reduced and spent catalysts. (d
The scale bar is 50 nm. (f) UV-visible DRS of the calcined and reduced c

This journal is © The Royal Society of Chemistry 2025
with the gap thickness from 1 to 2 mm, likely due to the larger
cross-sectional area of the catalyst zone available for light
absorption (Fig. 1d; for details, see Fig. S2†). Notably, the 1-mm-
gap reactor achieved signicantly higher formation rates of H2

and CO at a light power of 25 W even at a low surface temper-
ature of 686 °C, compared to the 3-mm-gap reactor (surface
temperature: 811 °C), as shown in Fig. 3a. These results high-
light the positive effect of reducing the gap thickness. On the
other hand, at a gap-thickness of 3 mm, the formation rates of
H2 and CO decreased compared to that of 2 mm despite the
similar surface temperatures across all light power levels. Based
on these results, we concluded that a 2-mm-gap is optimum for
PT-DRM under the present reaction conditions.

Additionally, the H2/CO ratio was lower than the stoichio-
metric value in DRM (i.e., 1, eqn (1), Fig. 3b, right axis). This
could be interpreted by the simultaneous occurrence of side
reactions such as reverse water gas shi reaction (eqn (6)).

CO2 + H2 % H2O + CO, DH˚ = 41 kJ mol−1 (6)

Furthermore, the H2/CO ratio increased with increasing light
power in all gap reactors, although the difference was slight in
the 2-mm-gap and 3-mm-gap reactors. The trend is likely
attributed to the thermodynamic equilibrium because the H2/
CO ratio increases at higher temperatures (Fig. S3†). The light-
to-fuel conversion efficiency (h) in the 2-mm-gap reactor was
6.0% at 25 W at the conversion range of approximately 60%
(Fig. 3c, S4†).

To investigate the performance of this reactor system in the
absence of light irradiation, we conducted thermal DRM activity
tests using an electric furnace from 500 to 700 °C. In these tests,
we used the 2-mm-gap reactor and tube reactor (inner diameter:
4 mm) without altering the catalyst amount (60 mg) and the
rption–desorption isotherm. (b) Pore size distribution of the calcined
and e) TEM image and particle size distribution of the reduced catalyst.
atalysts.

Sustainable Energy Fuels, 2025, 9, 1596–1604 | 1599
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Fig. 3 Results of photothermal catalytic activity tests using 1-, 2-, and 3-mm-gap reactors (P = 18, 21.5, or 25 W, and F = 11 mm). (a) H2

formation rate, (b) CO formation rate, and (c) conversion of CH4 and CO2.
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reaction gas feed. The formation rates of H2 and CO (Fig. 4) and
conversions of CH4 and CO2 increased with rising the reaction
temperature. Moreover, as the reaction temperature increased,
the H2/CO ratio increased, which was consistent with the pho-
tothermal activity test using the 1-mm-reactor (Fig. 3b and c,
right axis) and was not observed in the 3-mm-gap reactor. This
Fig. 4 Results of thermal DRM activity tests using the 2-mm-gap reacto
rates of H2 and CO, and H2/CO (right-axis). (b) Conversion of CH4 and C

1600 | Sustainable Energy Fuels, 2025, 9, 1596–1604
comparison suggests that, at the increased gap thickness of 3
mm, reverse or side reactions proceeded at the lower tempera-
ture zone of the back side of the reactor.

3.2.2 Spot diameter and position. The irradiated spot
diameter and position signicantly affect the temperature
distribution and reaction efficiency.15,28 We investigated the
r, and 4-mm tube reactors under 500, 600, and 700 °C. (a) Formation
O2.

This journal is © The Royal Society of Chemistry 2025
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effect of spot diameter at a light power of 25 W. The formation
rates of H2 and CO increased with decreasing the spot diameter
across all gap thicknesses (Fig. 5a), accompanied by an increase
in surface temperature (Fig. 5b, right axis). The results indicate
that the decreased spot diameter from 11 to 7 mm (i.e.,
increased light ux) positively inuenced the performance. The
cross-sectional area for the light absorption decreased from
0.76 to 0.38 cm2 with a decrease in the spot diameter from 11 to
7 mm in the case of the 2-mm-gap reactor. Considering that the
increased cross-sectional area can positively contribute to the
rise in temperature, the increased temperature and perfor-
mance originate from the increased light ux under the present
conditions.

The impact of the temperature gradient perpendicular to the
light irradiation direction on the catalytic activity was evaluated
using the 2-mm gap reactor by irradiating different positions of
the catalyst bed with a 7-mm-spot (Fig. 6a). Light irradiation to
the middle and downstream positions resulted in slightly
higher formation rates of CO and H2 compared to the upstream
irradiation (Fig. 6b). We previously reported irradiation to the
downstream position produced twice the conversion and
Fig. 5 Results of activity tests using 1-, 2-, and 3-mm-gap reactors (P= 2
(right-axis). (b) Conversion of CH4 and CO2, and surface temperature (ri

Fig. 6 Effect of the position of the light spot on the photothermal cataly
CO (left-axis) and conversion (right-axis) of CH4 and CO2 using the 2-m

This journal is © The Royal Society of Chemistry 2025
formation rates compared with irradiating the upstream posi-
tion using a at type reactor (irradiation area: 20 mm × 20 mm,
thickness: 1 mm, light spot diameter: 7 mm F).15 The difference
in the performance was attributed to the reverse reaction being
promoted at a low-temperature downstream zone when the
upstream zone was irradiated.15 In the present experiment, the
size of the irradiation area (8 mm × 10 mm, Fig. 1) was nearly
consistent with the light spot diameter (7 mmF), which is likely
to reduce the positional effect of the light spot on the catalytic
activity. It is worth mentioning that the cross-sectional area of
the catalyst zone in the gap reactor is easily adjusted by modi-
fying the inner diameter of the quartz tube and the size of the
inner ller. This exibility provides a signicant advantage in
avoiding the mismatches of the light absorbing area and the
light spot.

3.2.3 Comparison with tubular reactors in long-term reac-
tion. The long-term stability of the catalytic systems was
examined using the 2-mm-gap reactor and tubular reactor
(inner diameter: 8 mm), with catalyst amounts of 60 and
340 mg, respectively (catalyst length: 10 mm). The 2-mm-gap
reactor demonstrated excellent catalytic performance of ∼78%
5W, and F= 11 or 7 mm). (a) Formation rates of H2 and CO, and H2/CO
ght-axis).

tic activity. (a) Schematic representation. (b) Formation rates of H2 and
m-gap reactor. (P = 25 W, F = 7 mm.)
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CO2 conversion and ∼72% CH4 conversion over 100 hours
during PT-DRM (Fig. 7a). The temporal decrease of the perfor-
mance was observed in 10–20 hours of PT-DRM, which aligns
with previously reported phenomena in thermal DRM reactions
and it is likely attributed to coke deposition.29–31 In contrast, the
8-mm-tube reactor, with the same cross-sectional area for light
absorption as the 2-mm-gap reactor, exhibited signicantly
lower conversion levels, with ∼60% for CO2 and ∼50% for CH4

(Fig. 7b). It should be pointed out that the GHWV value in the 8-
mm-tube reactor is 5.7 times lower than that in the 2-mm-gap
reactor. These results emphasized the effectiveness of
reducing the catalyst bed thickness to enhance performance in
PT-DRM. To the best of our knowledge, the conversion level
achieved in this study is the highest reported for systems
utilizing a low-power light source, such as 300–500 W Xe lamps
(for details please see Table S1†), without external
heating.15–17,32–37 Note that higher CH4 conversion levels have
been reported in PT-DRM when using high-power Xe lamps
(e.g., 3 kW 38 or 6 kW 39). Separately, the existence of a tempera-
ture gradient (> approximately 200 °C) was conrmed using
thermocouples under a ow of inert gas, even in the case of the
Fig. 7 Results of the long-time stability test using various reactors. (a)
2-mm gap reactor in PT-DRM. (b) 8-mm tubular in PT-DRM. (c) 2-mm
gap reactor in PT-BRM. (P = 25 W, F = 7 mm, and spot position:
middle.)

1602 | Sustainable Energy Fuels, 2025, 9, 1596–1604
2-mm-gap reactor (ESI Note 1†). These results indicate that the
gap reactor mitigated the temperature gradient, resulting in
high conversion even under relatively low light irradiation
conditions by suppressing the reverse reaction at the low-
temperature zone. Additionally, we conrmed that the conver-
sion of CO2 and CH4 was approximately 60% when using the 4-
mm-tube reactor (Fig. S5†), where the same catalyst amount and
bed length were employed as used in the 2-mm-gap reactor.

Coke formation is one of the crucial challenges in PT-DRM.
Based on elemental analysis, the amount of deposited coke aer
100-hours-reaction was 17 mg (28.3 wt%) in the 2-mm-gap
reactor and 115 mg (33.8 wt%) in the 8-mm tube reactor. The
reduced coke formation can be attributed to the decreased
temperature gradient because the coke formation is thermo-
dynamically favorable at lower temperatures.

The addition of steam into the reaction feed in DRM (i.e., bi-
reforming) is an effective strategy for reducing the coke
formation and controlling the H2/CO ratio in the produced
syngas.40,41 To check the applicability of this gap reactor, we
conducted the photothermal bi-reforming of methane (PT-
BRM) using a reaction feed of CH4 (22.5 mL min−1)/CO2 (12.0
mL min−1)/H2O (11.0 mL min−1)/N2 (10.0 mL min−1)/Ar (145
mLmin−1). In the PT-BRM test, the rH2

increased signicantly to
over 100 mmol h−1 compared to the PT-DRM results (Fig. 7c).
The CO2 and CH4 conversions were 75% and 73%, respectively,
aer 52 h of the activity test. The H2/CO ratio was 1.4 under PT-
BRM conditions, substantially higher than that observed under
PT-DRM conditions. Furthermore, the amount of the deposited
coke aer 52 h was only 0.6 wt%, indicating a signicant
reduction of coke formation due to steam addition. These
results suggest that combining the developed gap reactor with
PT-BRM could pave the way for highly active and stable solar
reforming systems. Additionally, this study underscores the
critical role of reactor design in photothermal reactions and
provides a novel method for developing efficient photo-reactors.
4. Conclusions

In photothermal dry-reforming of methane (PT-DRM), the
temperature gradient induced by light irradiation poses
a signicant challenge, as catalysts at a low-temperature zone
promote the reverse reaction, thereby reducing overall catalytic
performance. This study demonstrated the effectiveness of
a novel gap reactor with controllable thickness for mitigating
a temperature gradient and enhancing catalytic performance in
PT-DRM. Using the gap reactor, approximately 78% of CO2

conversion and 72% of CH4 conversion were achieved over 100
hours on the Co–Ni@SiO2 catalyst developed by our group
previously. Compared to the conventional tube reactors, the gap
reactor exhibited substantially higher conversion and long-term
stability. Furthermore, the developed gap reactor showed
excellent catalytic performance for the photothermal bi-
reforming of methane, with suppressed coke formation to
only 0.6 wt% aer approximately 50 hours of reaction. These
ndings highlight the potential of this novel gap reactor design
for photothermal catalysis, offering a promising pathway for
This journal is © The Royal Society of Chemistry 2025
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advancing catalytic reforming processes powered by solar
energy.
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