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Visualizing fiber end geometry effects on stress
distribution in composites using mechanophores†

Nazmul Haque,a Hao Chun Chang,b Chia-Chih Changb and Chelsea S. Davis *acd

Localized stress concentrations at fiber ends in short fiber-reinforced polymer composites (SFRCs)

significantly affect their mechanical properties. Our research targets these stress concentrations by

embedding nitro-spiropyran (SPN) mechanophores into the polymer matrix. SPN mechanophores

change color under mechanical stress, allowing us to visualize and quantify stress distributions at the

fiber ends. We utilize glass fibers as the reinforcing material and employ confocal fluorescence

microscopy to detect color changes in the SPN mechanophores, providing real-time insights into the

stress distribution. By combining this mechanophore-based stress sensing with finite element analysis

(FEA), we evaluate localized stresses that develop during a single fiber pull-out test near different fiber

end geometries—flat, cone, round, and sharp. This method precisely quantifies stress distributions for

each fiber end geometry. The mechanophore activation intensity varies with fiber end geometry and

pull-out displacement. Our results indicate that round fiber ends exhibit more gradual stress transfer

into the matrix, promoting effective stress distribution. Also, different fiber end geometries lead to

distinct failure mechanisms. These findings demonstrate that fiber end geometry plays a crucial role in

stress distribution management, critical for optimizing composite design and enhancing the reliability of

SFRCs in practical applications. By integrating mechanophores for real-time stress visualization, we can

accurately map quantified stress distributions that arise during loading and identify failure mechanisms in

polymer composites, offering a comprehensive approach to enhancing their durability and performance.

1. Introduction

In fiber reinforced polymer matrix composites, stresses concen-
trate near the ends of fibers upon loading. These discontinu-
ities in the reinforcing fibers often lead to highly uneven stress
and strain distributions, which can induce crack initiation
and ultimate composite failure.1 Understanding the effects of
discontinuous reinforcement in loaded polymer composites
is crucial for preventing catastrophic material failures. Short
fiber-reinforced polymers composites (SFRCs) are widely used
in aerospace, automotive, and energy industries due to their
high specific strength and stiffness, making them ideal for load-
bearing components.2 However, maximizing these inherent
strengths and overcoming existing limitations or challenges
that currently prevent these composites from achieving their opti-
mal performance and reliability are critical. These challenges often

revolve around identifying and mitigating issues related to failure
initiation and progression under real-world operating conditions.
By addressing these challenges, we can unlock the optimum
potential of SFRCs, ensuring they meet or exceed performance
expectations in demanding applications.

Localized stresses are a primary cause of failure in SFRCs,
where stress concentration at fiber ends or tips is particularly
problematic.3,4 Microfailures around fiber ends critically affect
the overall mechanical properties of composites, making their
analysis essential for improving material performance and
reliability. In SFRCs, fiber end geometry significantly influences
stress transfer and localization. Variations in the shape and
material composition of fiber ends generate stress concentra-
tions, with the most severe occurring where there are signifi-
cant strain mismatches. Sharp fiber ends cause higher stress
concentrations compared to rounded tips, leading to inefficient
load transfer and reduced composite strength and modulus.5–11

These stress concentrations often lead to interfacial debonding,
matrix cracking, or fiber pull-out.12,13 Identifying and mitigat-
ing these localized stresses is vital for improving the durability
and reliability of SFRCs. Techniques like fragmentation tests,
microdebond tests, and fiber pull-out tests assess the bonding
strength between the fiber and matrix in fiber-reinforced
composites.14–17 Among these, the single-fiber pull-out test is
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widely used due to its straightforward sample preparation and
measurement, where bond strength is measured by the force
required to pull-out a fiber embedded in the matrix.18–20

Developing non-destructive techniques to quantify and visual-
ize stress concentrations at fiber ends during these single fiber
pull-out tests is essential for advancing SFRCs performance.

Traditionally, most short fibers (specifically glass fibers) are
cylindrical and have flat ends with sharp edges due to conven-
tional production methods. Recent advancements now allow
for the economical production of round-ended short fibers,
enabling the experimental validation of theoretical predictions
and more extensive studies on the effects of fiber end geo-
metry.21 Researchers using photoelasticity and finite element
analysis (FEA) have demonstrated that stress profiles along
fibers vary significantly based on end geometry, with wedge
and V-shaped tips showing the highest stress concentrations
and semi-circular ends the lowest.22–25 Additionally, studies
indicate that composites reinforced with enlarged-end fibers
are stronger than those with plain fibers of similar properties
and aspect ratios.26–28 These findings align well with experi-
mental photoelasticity measurements, although the geometrical
effect of fiber ends on the localized stress profile in the matrix
around a single fiber have not been thoroughly examined. Current
techniques for stress analysis in composite materials each offer
unique advantages but face limitations when capturing localized
stresses at the fiber-matrix interface. Digital Image Correlation
(DIC) provides valuable strain data on the surface through marker
tracking, yet it lacks the ability to measure through-thickness
stress variations, limiting its use for 3D internal stress visualiza-
tion within composites.29 Similarly, photoelasticity relies on poly-
mer chain alignment under polarized light to visualize stress
fields and is restricted to transparent or translucent matrices and
cannot quantify stress for complex fiber geometries.30 Piezoelec-
tric sensors, while effective for external strain detection, encounter
difficulties in detecting localized internal stresses.31 Moreover,
several non-destructive testing (NDT) methods are commonly
employed for stress visualization in composite systems. Ultrasonic
imaging, for instance, provides internal inspection by sending
high-frequency sound waves through the material; however, it
requires extensive equipment and has limitations in detecting
micro-scale stress concentrations near fiber ends.32 Thermo-
graphy visualizes stress by detecting heat variations caused by
material deformation, offering surface-level insights but with
limited depth for internal stress profiling.33 Fiber Bragg grating
(FBG) sensors measure strain by tracking shifts in reflected light
wavelengths along fiber optic lines, enabling localized surface
stress mapping but posing challenges in terms of spatial resolu-
tion and depth sensitivity.34

One tool that can enable visualization of the localized
stresses with enhanced sensitivity is the incorporation of mechano-
responsive materials. Mechanophore-based approaches provide
high-resolution, real-time visualization of localized stress at a
molecular level. By embedding mechanophores within the
polymer matrix, internal stress concentrations near fiber ends
can be visualized directly under mechanical load, surpassing
the spatial resolution and depth limitations of other NDT

methods. Mechanoresponsive materials thus offer a unique,
non-destructive pathway for real-time stress mapping, particu-
larly valuable for visualizing and investigating damage and
mechanical load distributions in polymeric composites.35–39

Recent advancements in polymer mechanochemistry have
introduced mechanoresponsive molecules, known as mechano-
phores (MPs), as innovative stress sensors.40–44 Mechano-
phores are force-sensitive molecular units that undergo specific
chemical changes in response to mechanical stress, resulting in
visible signals such as color changes.39,45 When incorporated
into a polymer matrix, mechanophores can provide real-time,
molecular detection of stress and damage within the composite
material.46–48 For instance, spiropyran (SP), a well-known
mechanophore, changes color from colorless to purple under
mechanical forces and can revert back to colorless form.49 The
mechanochromic properties of SP-based mechanophore mate-
rials are influenced by several factors, including the polymeric
architecture, the mechanical properties of the matrix, and the
structure of the SP molecule itself. SP rings have several
functional attachment points where polymers can be covalently
linked, affecting how force is transmitted to the SP molecule
and leading to the cleavage of the spiro C–O bond as shown in
Fig. 1(a). The SP molecule consists of an indoline ring and a
chromene ring; effective force transmission to cleave the C–O
bond requires both rings to be connected to polymer
chains.50,51 Molecular-level detection of stress using SP mechano-
phores has been intensively studied by Creton and coworkers.52–56

Their work focused on chain fracture in multinetwork polymers to
investigate the mechanisms of stress transfer in materials. This
approach provided detailed insights into the detection of micro-
scopic cracks and macroscopic necking, highlighting the onset of
failure. Recently, our lab has shown that embedding SP into the
polymer matrix of fiber reinforced polymer composites allows for
the visualization of stress concentrations, enabling early detection
of stress localization and potential failure points.57–59

The use of mechanophores in SFRCs offers several signifi-
cant benefits. Mechanophores can detect stress concentrations
at the fiber/matrix interface before macroscopic damage occurs,
enabling preventative maintenance and reducing the risk of
catastrophic failure.60–64 Early failure detection is crucial for
maintaining the structural integrity of composite materials in
critical applications. Additionally, the color change in mechano-
phores provides immediate feedback on the stress state of the
composite, allowing for continuous monitoring of the material’s
load distribution.59 This real-time monitoring capability is parti-
cularly valuable in applications where safety and reliability are
paramount. Furthermore, by pinpointing areas of high stress
concentrations, mechanophores help identify critical regions that
require reinforcement or design modification.65,66 This localized
stress information is essential for optimizing composite design
and improving overall mechanical performance. In this work, we
aim to quantify the localized stress at the end of a reinforcing
fiber embedded in the matrix of a short fiber-reinforced polymer
composite by examining mechanophore activation intensity dur-
ing a single fiber pull-out test. We focus on the impact of varying
fiber end geometries by investigating four different shapes—three
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axisymmetric and one asymmetric. Utilizing in situ fiber pull-out
testing combined with confocal microscopy, we analyze the
mechanophore activation intensity arising from stress induced
by each fiber end shape. We further model each of the experiments
using finite element analysis to corroborate the experimentally
measured stresses that we observe. This approach allows us to
accurately quantify the localized stress at the fiber ends and compare
the results across different geometries. Our comprehensive analysis
addresses the critical issue of stress concentrations at fiber ends in
SFRCs, essential for preventing composite failure. By investigating
different fiber end geometries, we provide precise stress quantifica-
tion and real-time visualization using mechanophore activation and
advanced microscopy. Our experiments demonstrate the detection
of localized stresses, facilitating improved design and performance
optimization of composites. Our findings provide insights into stress
management strategies, essential for developing more durable and
high-performance SFRCs.

2. Materials and methods

The experimental setup involved embedding SP mechanophores
into the polymer matrix of a single fiber pull-out test specimen.
The fiber was then subjected to tensile loading as it was ‘‘pulled-
out’’ of the matrix while the activation of the mechanophores was
monitored using confocal microscopy. The intensity of the fluo-
rescent signal at the fiber end during pull-out was recorded and
analyzed to determine the stress distribution within the compo-
site. By comparing these intensity data with finite element
simulations, we established a direct correlation between mechano-
phore activation and stress levels around each fiber end.

2.1. Matrix and fiber materials

To visualize localized stresses in the matrix near the fiber end
during pull-out, an elastomeric matrix and glass fiber were

selected. For the matrix, we used polydimethylsiloxane (PDMS)
elastomer (Sylgard 184 Silicone, Dow), where the base and
curing agent were mixed in a 10 : 1 ratio by mass. PDMS offers
advantages over typical matrix materials, such as its high
flexibility and transparency, which make it especially useful
in applications requiring highly deformable materials. PDMS’s
low Young’s modulus and high extensibility allow it to undergo
large deformations without failure, unlike more rigid matrix
materials, making it ideal for real-time stress sensing where
large strain is critical.67 Moreover, its transparency supports
optical-based mechanophore activation, facilitating visualiza-
tion of stress distribution. By selecting PDMS as the matrix
material in this study, we leveraged its elastic and optical
properties to achieve non-invasive stress visualization that
would be challenging with more rigid composites.

To functionalize the matrix, we added nitro-spiropyran
(SPN) mechanophore at a concentration of 0.6 wt%. The
activation mechanism of SPNs embedded in PDMS has been
extensively studied previously.49,68,69 SPN mechanophores were
synthesized following the established protocols.59 At this
concentration, there were approximately 6.6 � 106 SPN mole-
cules per mm3, with an average spacing of 6.6 nm between
molecules. To enhance SPN solubility in the uncured matrix, we
adopted a two-step mixing procedure. The mechanophore was
first dissolved in xylenes (99%, ACS Reagent, Acros Organics) at
a concentration of 0.05 g mL�1 before being added to the PDMS
elastomer base. This mixture was then vortex-mixed (LP Vortex
Mixer, Thermo Scientific) for 60 s to ensure homogeneity.
Subsequently, the curing agent was added, and the mixture
was vortex-mixed for an additional 60 s. Finally, the uncured
PDMS mixture was placed under vacuum for 15–20 min to
remove entrapped air bubbles before casting.

For the fibers, we used commercially available unsized glass
fiber (Hampton Research - HR8-030) with an average diameter
of 300 � 2 mm. To form the cone and sharp fiber ends, we

Fig. 1 Single fiber pull-out sample preparation and experimental setup. (a) Molecular isomerization of MP from spiropyran to fluorescent merocyanine
upon loading. (b) Schematic of a glass fiber embedded in a PDMS elastomer matrix with SP mechanophores; loading direction and fixed bottom
condition are indicated. (c) Experimental setup for the pull-out test, with the sample secured at the fixed end and the fiber pulled from the actuating end.
(d) Confocal microscope setup focused on the fiber end to visualize stress localization via mechanophore fluorescence.
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polished the glass fibers on fine grit (2500 grit) papers, allowing
for controlled shaping through grinding. For the round tip, we
used a melting technique, heating the fiber end until it formed
a smooth, rounded shape. These methods allowed precise
control over the geometry of each fiber end for consistent
comparison across shapes. The glass fibers were then thoroughly
cleaned using acetone and deionized water to ensure a clean
surface for all experiments.

2.2. Single fiber pull-out sample preparation

To effectively visualize localized stresses at the embedded fiber
end, it was essential to prepare the samples so that stress
localization would initiate at the embedded end rather than
the emergent end at the free silicone surface. This considera-
tion was based on extensive prior research into the failure
mechanisms observed in single fiber pull-out tests.18,70,71

Two distinct loading configurations can be employed in
pull-out tests: the restrained-top condition and the fixed-
bottom condition (FBC) which is highlighted in Fig. 1(a). These
two conditions are also known as freely and fully supported
conditions, respectively. These configurations influence the
stress distribution within the specimen during testing, thereby
affecting the resulting failure behaviors. Stress concentrations
along the loaded fiber’s length can cause debonding at either
the loaded or embedded fiber end. In the FBC, the load is
applied by pulling the free end of the fiber while the bottom of
the matrix, where the fiber is embedded, is held fixed. This
setup leads to a localized stress concentration in the matrix
around the fiber’s embedded end. Stress analyses conducted by
Leung and Li for FBC provided a criterion for predicting the
debonding location by comparing the stresses at both ends.71

Their results indicated that embedded end debonding is
likely when:

R2
�
r2 � 1

� �
o Ef=Em (1)

where r is the fiber radius, R is the matrix radius, and Ef and Em

are the Young’s moduli of the fiber and matrix, respectively.
Subsequent research has further validated this criterion in
eqn (1), confirming its reliability in determining debonding
locations.18,70 In a scenario where Ef = 70 GPa, Em = 1 MPa, and
r = 150 mm, a matrix that extends 7 mm from the surface of our
fiber ensures FBC where the fiber pull-out initiates at the
embedded end. By inducing the FBC, we can visualize and
analyze the stress concentration at the embedded fiber end,
providing insights into the initiation and propagation of failure
mechanisms in polymer composites.

To prepare the single fiber pull-out samples with FBC, a
glass mold with dimensions of 7 mm � 7 mm � 14 mm was
constructed. Fibers were positioned in the center of the mold,
held vertically with a 7 mm clearance from the bottom, ensur-
ing an embedded length of 7 mm within the polymer matrix.
SPN-functionalized PDMS was then carefully poured into the
mold to avoid fiber misalignment or entrapped air bubbles.
Once the mold was filled, it was placed in a vacuum oven at
380 mmHg and cured at 70 1C for 24 h. After curing, the single

fiber pull-out test specimens (as shown in the inset in Fig. 1(b)),
were removed from the mold.

2.3. In situ fiber pull-out testing

We employed an in situ fiber pull-out testing approach that
combined a micromechanical load frame with a laser scanning
confocal microscope. This setup enabled the real-time quanti-
tative visualization of the stress distribution around embedded
fiber ends while measuring load and displacement of the fiber
during pull-out.

The composite samples were secured to the load frame (mTS,
Psylotech) using custom 3D-printed grips (Form3, Form Labs).
The bottom side of the matrix was affixed to the stationary grip
of the load frame, while the exposed fiber end was attached to
the movable grip of the frame. The mechanical testing configu-
ration shown in Fig. 1(b), enables precise observation of the
matrix near the fiber end during each experiment. Pull-out
experiments were conducted at a displacement rate of 10 mm s�1,
corresponding to a strain rate of 0.001 s�1, until failure.

During each fiber pull-out experiment, the SPN activation
intensity was recorded using a laser scanning confocal micro-
scope (SP8, Leica Microsystems). We utilized an air objective
lens (5X, NA = 0.15) with a long working distance (WD =
12 mm). The activated SPN molecules in the matrix were excited
at l = 552 nm with a 1 mW output power, selected to match the
absorbance peak of SPN in PDMS. Emissions from the activated
SPN were captured by a photomultiplier tube (PMT) set to a
gain of 600 mV, with an emission range spanning 600 nm to
725 nm.49,72

Images sequences (581 mm by 581 mm) with an approximate
pixel size of 1.14 mm by 1.14 mm were taken at the sample’s mid-
plane to provide a detailed view of stress localization and
debonding events at the fiber equator. For all experiments,
the pinhole size was set to 1 Airy Unit, providing a depth of field
of 7.23 mm. Images were acquired at intervals of 1.5 s. Manual
adjustments of the focal plane were performed at each mechan-
ical displacement step to maintain a precise focus on the fiber’s
mid-plane. By ensuring the focal plane remained aligned with
the fiber’s mid-plane, we could consistently capture images of
the stress distribution in the same location within the sample
volume.

3. Results and discussions

Using mechanophore activation intensity as a surrogate for
magnitude of stress, this study provided a detailed visualization
of localized stress zones within the matrix at the fiber ends in
short fiber-reinforced composites. We examined four different
fiber end shapes: three axisymmetric (flat, cone, and round
ends) and one non-axisymmetric (a sharp end shape with a
complex geometry designed to mimic real-world applications).
By analyzing the MP activation intensity for each shape, we
quantified the localized stress at the fiber ends and compared
the results across different geometries. This comprehensive
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analysis allowed us to identify the impact of localized stresses
and quantify them with high spatial sensitivity.

3.1. Analyzing the pull-out test results

A customized in situ pull-out testing setup was employed,
integrating a micromechanical load frame with a laser scan-
ning confocal microscope. As the fiber was pulled out from the
matrix, stress distribution was tracked by monitoring changes
in MP activation intensity around the fiber tip.

The load versus displacement curves of representative fiber
pull-out experiments shown in Fig. 2 offer a comprehensive
view of the mechanical response of the four fiber end geome-
tries tested here: round, sharp, cone, and flat. At small strains,
an initial linear increase in force was observed for all fiber end
geometries. During this phase, the material exhibits elastic
behavior, with the embedded fibers resisting the load without
permanent deformation and the interface between fiber and
matrix remaining intact. Just prior to detachment at the fiber
end, the highest peak force value was observed for the round
end and the lowest for the flat end fiber. Following this peak
force, additional displacement leads to a debonding event that
results in a large decrease in force. Frictional sliding then
occurs as the fiber is pulled out at a relatively low, gradually
decreasing load proportional to the decreasing embedded
length of the fiber.

The maximum load that could be applied to each fiber
before the onset of cavitation or interfacial failure varies with
end geometry. As the load increases to the peak force, stress
concentrations form (observed through fluorescence intensity
of the activated SPN) and increase in magnitude at the fiber
tips. This stress localization leads to initiation of the debonding
process between the fiber and matrix near the fiber tip as
highlighted in Fig. 3. This transition from predominantly

elastic behavior to debonding failure is marked by a sharp
decline in the load for each configuration.

Following the initiation of failure at the maximum load,
the load varies significantly between configurations, reflecting
different sliding and failure mechanisms that are commonly
described as ‘‘stick-slip’’ and ‘‘full sliding’’ friction mecha-
nisms. The stick-slip behavior is observed after debonding,
particularly in the sharp and round fiber ends. This behavior
is characterized by intermittent contact and localized reattach-
ment as the fibers are pulled through the matrix, resulting in
oscillations in the load-displacement curve. In contrast, a full
slip or continuous sliding mechanism is seen in the flat and
cone end configurations, reflecting a steady decrease in load
due to uninterrupted, frictional sliding with minimal load
fluctuations.

The points labeled (i), (ii), and (iii) on each curve (Fig. 2)
denote various experimental regimes during the pull-out
experiments. The corresponding mechanophore activation dur-
ing these experiments at the variously shaped fiber ends are
shown in the fluorescence intensity micrographs (Fig. 3). For
each geometry, (i) indicates the start of the experiment,
(ii) denotes the elastic deformation regime before debonding,
and (iii) indicates the friction resulting from the fiber sliding
through the shaft of the matrix. These distinct behaviors and
key events across different configurations highlight the fiber
end geometry effects on the failure process.

3.2. Evaluating MP activation intensities

The activation intensities of MPs enable direct observation of
the stress localization and distribution within the matrix of a
loaded composite sample. During fiber pull-out, strain-induced

Fig. 2 Pull-out force and localized stresses for various fiber end geome-
tries. Representative load vs. displacement curves are shown for round,
sharp, cone and flat fiber tips. Tip shapes are illustrated in the legend, with
colors corresponding to each curve. Numbered dots (i, ii, iii) indicate
different pull-out test regimes.

Fig. 3 Fiber end geometries (flat, cone, sharp, round) imaged before and
during pull-out testing. Rows (i, ii, iii) correspond to load and displacement
points as indicated on the curves in Fig. 2: (i) no strain, (ii) linear elastic
loading regime, prior to peak load and onset of fiber-matrix debonding,
and (iii) fiber sliding post-debonding. Scale bars on panel-A Flat, SEM and
confocal images represent 300 mm and apply to all images.
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deformation triggers molecular rearrangements in the MPs,
which are covalently attached to the polymer matrix. The
uniformly distributed MPs are activated in proportion to the
local stresses within the matrix. As stress in the matrix
increases, more MPs activate, resulting in increased fluores-
cence intensity. To investigate the stress localization, fluores-
cence intensities were compared at different global strains.
A 100 mm wide line scan of the fluorescence intensity was
taken, starting from the surface of the fiber end and extending
into the matrix away from the fiber at a 1801 angle relative to
the fiber loading direction as shown in the insert in Fig. 4a.

The normalized fluorescence activation intensity of SPN as a
function of distance from the fiber tip surface c is shown in
Fig. 4(a) for various fiber pull-out displacements d. Higher
activation intensities were observed in the matrix at larger
displacements around the fiber end due to the normal and
shear stresses accumulating in the matrix during fiber pull-out.
These intensity changes provide insight into how loading
affects the stress distribution near the fiber-matrix interface.

The round fiber end significantly impacts stress distribution
and MP activation, exhibiting distinct mechanical behavior
compared to other end geometries. When pulled, the surround-
ing matrix deforms, creating a more gradual and diffuse stress
distribution, affecting the composite material’s overall mechan-
ical behavior. As the distance from the fiber tip increases, normal-
ized intensity rises, peaking at varying distances depending on the
pull-out displacement. A small region (approximately 50 mm)
at the round fiber surface showed no MP activation as shown

in Fig. 4b. This depletion zone appears near the surface of the
fiber tip where overlapping tensile and shear stresses reduce
the overall stress, leading to less mechanophore activation.
In finite element modeling, hydrostatic stress models over-
estimate stress near these interfaces, missing the interaction
between different stress types. The maximum principal stress
can capture the actual stress distribution and match experi-
mental observations, as it correlates more accurately with the
observed mechanophore activation patterns in the matrix.

As displacement increases, stress concentrates in specific
regions, leading to a higher peak intensity as the stress is
redistributed in the fiber-matrix. The fluorescence intensity
peaks at increasing fiber displacements reflect alignment of
polymer chains within small, highly stretched regions of the
matrix, causing more SPN molecules to activate there.

The stress decay pattern is also influenced by fiber geometry.
The rounded tip’s curvature allows a more gradual stress
transfer into the matrix, resulting in a broader stress distribution
and reducing localized, high intensity stress concentrations.

3.3. Calibration of fluorescence intensity (I) to stress (r)

Finite element analysis was carried out to calculate the max-
imum principal stresses s (Abaqus/CAE 2021) by modeling the
mechanical behavior of each pull-out experiment. These ana-
lyses followed similar computations published previously.58,59

The model utilized a 2D cross-sectional representation of one
half of the sample to simplify the analysis. The SPN/PDMS
matrix was modeled using four-node hybrid cohesive plane
strain elements with reduced integration. Experimental data
fitting yielded a second-order Ogden hyperelastic model for the
matrix, characterized by a Poisson’s ratio (n) of 0.495, and the
Ogden constants m1 = 0.4095 MPa, m2 = 0.0243 MPa, a1 = 1.11,
and a2 = �6.19. The glass fiber was modeled as an elastic
material with a Young’s modulus (E) of 70 GPa and a Poisson’s
ratio (n) of 0.3. The fiber-matrix interface was treated as non-
deformable by tying the elements together along the fiber
surface. Symmetric boundary conditions were applied along
the interior faces of the quadrant to reduce computational
complexity. A displacement boundary condition was applied
to the top surface of the model, set to 7 mm to correspond with
the maximum embedded fiber length. Detailed discussions of
the FEA model and its implementation are provided in the
ESI.† The boundary conditions, mesh specifications, and
model dimensions have explicitly been described in the ESI.†
We have also provided detailed figures illustrating the model’s
meshing approach, the application of boundary conditions,
and a schematic of the 2D axisymmetric FEA model in ESI†
(Section 2), to support reproducibility and clarity in our FEA
methodology.

The plot in Fig. 5 compares the normalized fluorescent
activation intensities (I) from in situ single fiber pull-out testing
of a round-ended fiber with the maximum principal stresses (s)
derived from the FEA model. This data is presented for three
different angular orientations: 01, 451, and 901.

The 451 and 901 orientation data show a gradual decrease
in both normalized intensity and maximum principal stress

Fig. 4 (a) Mechanophore activation intensity as a function of distance
from the round fiber tip for various pull-out displacements. Inset shows
intensity scan direction relative to fiber loading direction. (b) Confocal
fluorescence images of a round fiber end during pull-out, with displace-
ment labeled atop each image. Scale bar in the left image applies to all
images.
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reflecting the material’s anisotropic properties. Along 01 orien-
tation, the experimental and FEA data both exhibits a decrease
in material response with distance. While the FEA model pro-
vides an estimate of stress distribution, the observed differences
between FEA-predicted stress and experimental mechanophore
intensity can be attributed to inherent model assumptions
and the specific characteristics of mechanophore response. The
FEA assumes uniform material properties and ideal boundary
conditions, which may lead to higher stress values calculated near
the fiber-matrix interface, especially where complex, non-linear
behaviors occur. Importantly, the FEA model accounts only for
elastic deformation and does not capture potential molecular-
scale damage or chain scission within the polymer matrix network
that is almost certainly occurring experimentally. Such network
damage results in more distributed stress and lower observed
intensity values in our real system than those calculated with FEA.

Additionally, mechanophore fluorescence intensity can be
influenced by factors beyond direct stress magnitude, such as
local environmental conditions, photo-reversion effects, and
fluorescence saturation at high-stress levels. These factors may
contribute to a non-linear intensity to stress response and a
plateau effect in mechanophore activation, creating discrepan-
cies between experimental measurements and FEA predictions.
Collectively, these considerations emphasize the need to inter-
pret FEA results with an understanding of the limitations of
mechanophore fluorescence response and the complexities of
real experimental conditions.

To describe this relationship, we fit an exponential decay
model to the data. By deriving a single equation that fits both
the normalized intensity and maximum principal stress data,
we establish a direct relationship between these parameters
and the distance from the fiber tip. Eqn (2) provides a direct
relationship between stress, intensity, and distance from fiber
tip surface. This equation is derived from the empirical obser-
vation that both stress (s) and mechanophore fluorescence

intensity (I) decrease exponentially with distance from the point
of maximum stress concentration. Previous studies have shown
similar exponential decay behaviors in mechanophore-based
stress reporting, particularly near localized stress fields, sup-
porting the applicability of this form for mapping stress fields
from fluorescence data.59,73 The calibration using the round
fiber geometry, with its consistent stress gradient and minimal
stress concentration anomalies, serves as a reliable basis for
establishing this relationship.

sð‘Þ ¼ s0
Ið‘Þ
I0

� �n

(2)

where, s is the maximum principal stress; I is the normalized
intensity; s0 and I0 are the initial values of stress and intensity
at c = 0; n is the ratio of decay constants (m/k). Decay constants
k and m describe the rate at which normalized intensity I(c) and
maximum principal stress s(c) decrease with distance c from
the fiber tip. These constants describe how quickly the normal-
ized intensity decreases with distance. A larger k and m indicate
a faster decay. The ratio of decay constants n provides insight
into the relative decay rates of intensity and stress. If n 4 1,
stress decays faster than intensity, and if n o 1, intensity decays
faster than stress. For the images acquired on our confocal with
the machine settings listed in the Materials and methods
section, n E 2.5 for a PDMS matrix with 0.6 wt% SPN. This
empirical relationship, represented by eqn (2), serves as a first-
order approximation for estimating stress from fluorescence
intensity, allowing for the visualization of general stress trends
across different fiber geometries. The calibration aligns well
with FEA predictions for simpler shapes such as the round
geometry. However, deviations observed in Fig. S6 (ESI†) for
more complex geometries, including the flat, cone, and sharp
fiber ends, can be attributed to geometry-specific stress locali-
zations and surface roughness effects at the fiber-matrix inter-
face. These factors are not fully captured by a calibration curve

Fig. 5 Correlation between finite element analysis (FEA) and experimental fluorescence intensities. (a) FEA-calculated maximum principal stress vs.
experimental fluorescence intensities at different orientations from the fiber tip. (b) Normalized intensity vs. distance from the fiber tip, with an MP
activation threshold at B1.0 MPa indicated by the dashed line. Shaded region highlights data below the threshold. Points are experimental intensity
measurements (left y-axis), and solid lines are FEA-calculated stress values (right y-axis).
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derived solely from the round-end geometry, which exhibits
a monotonic stress gradient. Such variations emphasize that
while eqn (2) is a useful tool for general stress mapping, it is not
intended to provide precise stress distributions for geometries
with complex boundary conditions.

Calibrating mechanophore intensity to maximum principal
stress was achieved using an established protocol57–59 that links
the intensity of MP activation from experiments to the stress
predicted by FEA for similar material systems. We performed line
scans at a 01 angle relative to the loading direction from the fiber
end into the matrix. These experimental intensities were then
correlated with stress values from FEA at different displacements.
This correlation approach allowed us to create calibrated images
of maximum principal stress in the matrix. The method was
initially calibrated using the round-end fiber, but it also applies to
cone and flat-end geometries, and extends to sharp ends, due to
the consistent MP/matrix materials and imaging protocols. The
calibrated images, shown in Fig. 6, align well with the FEA models
(Fig. S6, ESI†), highlighting the stress fields at the fiber end.

Detecting small local stress concentrations and gradients is
critical for evaluating matrix stresses in loaded composites.
We observed a potential combined impact of cavitation and
surface roughness on stress distribution for the irregular fiber
tips (cone, sharp), leading to distinct stress responses observed
at higher loads. The irregular fiber end shapes can cause more
acute stress concentrations, as demonstrated by the various
geometries. Applying the calibration shows high stress concen-
trations at specific regions, which act as nucleation sites for
fractures, ultimately leading to composite failure as cracks
propagate from these points.

While spiropyran is a reversible mechanophore capable of
activation and reversion under cyclic loading, the samples in
this study were tested to failure, limiting the experiments to
single-use activation. The mechanophore-based stress sensing
method can be adapted for various other fiber-matrix systems
by tailoring the mechanophore properties and interface
bonding. For example, in high-modulus matrices like epoxy,
higher activation-threshold mechanophores prevent premature

signaling. Thermoplastic matrices, on the other hand, benefit
from thermally stable, reversible mechanophores for applica-
tions with cyclic loading. Additionally, carbon or glass fibers
require mechanophores to be durable under high load condi-
tions, whereas natural fibers in bio-composites may need
environmentally resilient mechanophores to handle moisture
and UV exposure. These adjustments allow mechanophore as a
tool to support diverse composite applications effectively.
Future work will focus on refining calibration methods to
account for complex fiber geometries and variable surface
effects, aiming to improve the fidelity of stress-intensity map-
ping across diverse configurations.

4. Conclusions

This study examines the fiber end geometry effect on stress
distribution in short fiber-reinforced polymer composites.
We integrated mechanophore-based stress sensing with finite
element analysis to quantitatively assess localized stresses that
develop in the matrix of SFRCs upon mechanical loading in
real time.

By activating mechanophores embedded with the SPN func-
tionalized PDMS matrix, we visualized and quantified localized
stresses at fiber ends in SFRCs. Different fiber end shapes—flat,
cone, round, and sharp—were tested under a single fiber pull-
out test to analyze their effects on stress distribution and failure
initiation within the polymer matrix. Results show that round
fiber ends promote effective stress distribution and gradual
load transfer. This geometry creates a more distributed stress
field, enhancing the visualization of stress transfer mechan-
isms at the microscale. Sharp fiber ends demonstrate different
post-peak failure mechanisms.

Normalized intensity values of MP activation showed that
higher pulling distances induced greater stress concentrations
further from the fiber tip, effectively activating the MPs.
The geometrical effect of round-ended fibers significantly
alters stress localization and dissipation. This geometry also

Fig. 6 Quantified stress map using calibration based on MP activation intensity and FEA-derived maximum principal stresses for various fiber end
geometries. (a) Side-by-side FEA and calibrated images show stress distribution from experimental intensity data. (b) Calibrated stress maps for different
fiber end shapes at various displacement levels. Scale bar in the top left image of (b) applies to all images.
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influenced the stress decay pattern by promoting a smoother
transfer of stress into the matrix material, leading to a broader
and more diffuse stress distribution. The curvature of the
round fiber end causes a more gradual increase in stress. This
smooth stress transfer and distribution prevent premature
localized failure, as seen in sharply pointed fibers where stress
intensely localizes at the tip.

The intensity to stress calibration done for the round-end
geometry matched the specific FEA results for other fiber end
shapes, extending the methodology to complex non-axisym-
metric geometries like the sharp-end fiber. This versatility
enables precise stress mapping in intricate fiber shapes, pro-
viding essential insights for optimizing composite material
design and performance.

In conclusion, we demonstrated a comprehensive analysis of
stress distribution in the polymer matrix of SFRCs with varying
fiber end geometries. Mechanophore activation intensity serves
as a visualization tool for stress concentration zones, enhancing
our ability to map microscale stress distribution accurately.

Future research on the long-term behavior of mechano-
phore-embedded composites under cyclic loading and various
environmental conditions will provide valuable insights into
their durability and performance. Studies may also adapt mechano-
phore-based sensing to glassy matrices, using findings from similar
systems to evaluate potential changes in stress transfer and activa-
tion mechanisms. Additionally, the development of advanced
mechanophores with greater sensitivity and specificity will
enhance the resolution and accuracy of stress mapping,
enabling more sophisticated and reliable composite materials
across a range of industries. This approach holds significant
promise for advancing composite material design, leading to
innovations in structural applications where precise stress
management is essential.
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