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Exploiting photopolymerization to modulate
liquid crystalline network actuation†

Marco Turriani,ab Niccolò Cosottini, ‡a Neri Fuochi,ac Diederik S. Wiersma, ab

Daniele Martella*ac and Camilla Parmeggiani *ac

Liquid Crystalline Networks (LCNs) are widely investigated to develop actuators, from soft robots to

artificial muscles. Indeed, they can produce forces and movements in response to a plethora of external

stimuli, showing kinetics up to the millisecond time-scale. One of the most explored preparation

technique involves the photopolymerization of an aligned layer of reactive mesogens. Following this

approach, side-chain polymers are widely described, while a detailed comparison of light-responsive

LCNs with different architectures is not properly addressed. In this paper, two synthetic approaches

are exploited leading to photoresponsive LCNs with different architectures. Mixed main-chain/side-chain

LCNs are obtained in one-pot through a thiol–acrylate chain-transfer reaction, while main-chain LCNs

are achieved by a two-step approach involving an aza-Michael addition followed by acrylate

crosslinking. Comparison among the two materials highlighted the superior performances in terms of

tension developed upon light-activation of the former one, showing muscle-like force production

comparable to standard side-chain LCNs combined with the greater ability to contract from common

main-chain LCNs.

Introduction

The development of smart soft actuators able to successfully
replicate the high performance of biological muscles in terms
of efficiency, robustness, speed and power is still a challenging
objective in materials science and could lead to great advances
in biomedicine, industry and mobility.1–5

Since 1981, when Finkelmann first prepared Liquid Crystal-
line Elastomers (LCEs),6 these polymers have been investigated
as promising materials for the fabrication of soft actuators
ranging from the centimetre to the micrometric scale.7–10

Indeed, thanks to their unique characteristics, combining the
entropic elasticity of polymer networks with the orientational
order and responsivity of liquid crystals, they can undergo rever-
sible, programmable, and rapid shape changes in response
to various external stimuli like temperature,11,12 chemicals,13,14

electricity15 and light.16–18 This deformation is associated with a
gradual decrease of the molecular order under stimuli application
(up to the isotropic phase).19 The same behaviour was later
observed also for materials with higher glass transition tempera-
ture (Tg) and elastic modulus, thus more properly named Liquid
Crystalline Networks (LCNs) that are more promising in terms of
force production during the actuation.20 LCNs can reversibly
interchange between different programmed 3D shapes21,22 and
perform many soft robotic functionalities including lifting
weights,12 moving on surfaces,23–26 swimming in liquids,27,28 grasp-
ing and manipulating objects29–31 or self-oscillating.32,33 Indeed,
LCNs have been proposed also for tunable photonic applica-
tions,34,35 cell scaffolds36,37 and smart tags.38,39 Among the external
stimuli mentioned above light is one of the most promising for the
actuation due to its easily tuneable intensity, wavelength and
polarisation and its precise spatial and temporal control.18 Light-
driven actuators can be controlled remotely and precisely16 without
the need to heat or change the physical–chemical conditions of the
external environment (such as pH), making them particularly
suitable for miniaturized devices27 and soft robots.23,26

Focusing on the macromolecular architecture, LCNs can be
divided into two main classes, side-chain or main-chain poly-
mers, in which mesogens are attached as side-chains or directly
inside the polymeric backbone, respectively. The macromole-
cular architecture is fundamental to determine the mechanical
and actuation behaviour, with main-chain LCNs that exhibit
higher chain anisotropy, thus leading to a greater actuation
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strain.40 Different approaches were investigated to prepare
LCNs, including hydrosilylation,6,41 polycondensation42 and
free radical polymerisation that is often preferred due to its
simplicity and the possibility of using commercially widely
available acrylate and methacrylate monomers.43 The latter
methodology is generally combined with surface alignment of
the monomeric mixture and opens to many advantages includ-
ing one step and quick preparation, possible patterning at the
microscale (by photolithographic techniques)44,45 and integration
with other materials (as a coating,46–48 printed microelements,49

micro- or nano-particles50). However, curing of classical (di-)acry-
late mesogens leads to a side-chain structure while LCNs having
other architectures are less investigated by surface alignment and
photopolymerization. Previous attempts in this direction include
the exploitation of different click reactions51 (such as thiol–
ene52,53 and thiol–yne click reactions54,55) mainly leading to
thermoresponsive actuators.

In this paper, we focused on the preparation and characteriza-
tion of photoresponsive LCNs comparing two different preparation
pathways, both involving a photopolymerization. The first class of
materials was obtained in a single stage through thiol–acrylate
reaction, which proceeded starting from a LC diacrylate and a
dithiol either through acrylate chain-growth or thiol chain-transfer
to afford a mixed architecture (side-chain/main-chain) of the final
system.56–58 The second class of materials was obtained through a
two-step approach involving an aza-Michael addition followed by a
photocuring process, leading to main-chain polymers. Aza-Michael
addition has already been used for the synthesis of LCNs starting
from diacrylate liquid crystalline monomers and it is characterised
by mild conditions, suitable kinetics, and high conversions.59,60

The mechanism involves the nucleophilic attack of a primary
amine, that acts as a chain extender in the polymer, at the b
carbon of an a, b-unsaturated carbonyl compound.51,61 For both
approaches, the surface alignment technique was successfully
achieved and the comparison of the two classes of materials
(in terms of mechanical properties and behaviour as actuators)
led to the identification of the thiol-derived materials as superior
for the realisation of photoresponsive actuators.

Experimental
Materials

2-Methyl-1,4-phenylene bis(4-(3-(acryloyloxy)propoxy)benzoate)
(RM257) was purchased from Synthon Chemicals. 1,4-Benzene-
dimethanethiol (BDMT), methylhydroxyquinone (MHQ),
Irgacure 369, 1-dodecylamine (1-DA), dichloromethane, and
2-[N-ethyl-4-[(4-nitrophenyl)diazenyl]anilino]ethyl prop-2-enoate
also known as Disperse Red 1 acrylate (DR1-A) were purchased
from Merck. All the chemicals were used as received without
further purification. A detailed description of the polymer pre-
paration is reported in the ESI.†

Material characterization

Attenuated total reflectance infrared spectra (ATR-IR) were
recorded using a PerkinElmer Spectrum Two, while proton

nuclear magnetic resonance (1H-NMR) spectra were obtained
through a Varian INOVA-400. The LC textures were observed
through a Polarised Light Microscope (POM, Zeiss Axio Obser-
ver A1) in the cross-polarized mode, equipped with a Linkam
PE120 hot stage and an Axio camera. The order parameter was
evaluated through a custom set-up obtained by equipping the
POM with a photodiode (Thorlabs S120VC), a power metre
(Thorlabs PM101) and a LED lamp (Thorlabs M470L5). The
thermal contraction under free-standing conditions was eval-
uated through optical images of films on a hot-stage (Mettler
Toledo HS82) heating from 25 1C to 205 1C with a ramp of
10 1C min�1. The length of the samples was recorded every
10 1C using a Pentax K500 camera equipped with a Pentax SMC
18–55 mm f 3.5–5.6 AL objective, and each picture was analysed
using the ImageJ software. The storage moduli and the glass
transition temperatures were evaluated through Dynamic
Mechanical Analysis (DMA, PerkinElmer DMA 8000). The mea-
sures were performed in tension geometry on specimens of
4 � 2 mm2, at 1 Hz frequency, 0.25% strain and an applied pre-
load of 0.5 N. For each composition, three independent sam-
ples were analyzed. The temperature was increased from
�20 1C to 90 1C with a heating rate of 3 1C min�1. Tension
developed under thermal actuation was evaluated through
DMA. The tension developed under illumination by the LCNs
was recorded in a custom-made setup43 as described in detail
in the ESI.†

Results and discussion
LCN fabrication

Photoresponsive LCNs were prepared as thin polymeric films
starting from a mixture of a reactive mesogen and a comono-
mer (bearing amine or thiol groups) and employing the mole-
cular alignment imposed by surface anchoring.43 In all cases,
the materials have been prepared with a homogeneous planar
alignment, which leads to contraction along the rubbing direc-
tion with the maximisation of the force produced.

The first class of materials was synthesised through a single-
step procedure. Briefly, the commercial mesogenic diacrylate
RM257 (1 equiv.) was mixed with the dithiol chain transfer
agent 1,4-benzenedimethanethiol (BDMT) and the dye DR1-A
(1% mol/mol). To initiate the photopolymerization, Irgacure
369 (1% mol/mol) was chosen, while the radical scavenger
methylhydroquinone (1% mol/mol) was added to avoid the
thermal radical polymerization during the heating of the mix-
ture (needed to properly mix all the components and infiltrate
the mixture in the alignment cell). The amount of BDMT was
varied from 0.50 to 0.75 equivalents and the materials obtained
were named, respectively, LCN-SH50 and LCN-SH75 (the num-
ber indicating the dithiol equivalent content, e.g. LCN-SH50
contains 0.5 equivalent of thiols with respect to the acrylate
groups, Table 1).

The mesomorphic properties of the reactive mixtures were
first analysed through POM during both heating and cooling
cycles. The mixtures showed birefringence and Schlieren
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textures with twofold and fourfold brushes typical of the
nematic mesophase (Fig. S1, ESI†). The nematic to isotropic
transition temperature (Tni), reported in Table 1, was consis-
tently higher for LCN-SH50 (105 1C) with respect to LCN-SH75
(75 1C) according to the lower content in non-mesogenic
comonomers. To obtain homogeneous planar aligned films,
the mixtures were infiltrated by capillarity into liquid crystal
cells (Fig. 1a) constituted by two microscope glass slides
opportunely coated with a rubbed PVA layer.43 The mixtures
were heated above their Tni before being infiltered, then the
filled cells were slowly cooled to room temperature allowing for
the alignment of the mesogens along the rubbing direction.
The cells have been photopolymerized by UV light and the
success of the process was verified through IR-ATR (Fig. S2,
ESI†) observing the disappearance of the band at 1410 cm�1

relative to the CQC double bond of the acrylate groups and
the characteristic band relative toQCH2 (811 cm�1). The photo-
polymerization did not lead to complete conversion of the acrylate
group possibly due to a gel effect and a conversion of about

70–75% for both materials was estimated by ATR spectra. The
thickness of the films prepared was 20 � 4 mm for LCN-SH50 and
17 � 3 mm for LCN-SH75.

The second class of LCNs was obtained through a two-stage
approach. RM257 (1 equiv.) was mixed with DR1-A (1% mol/
mol) and Irgacure 369 (2.5% weight/weight), then 1-dodecyl-
amine was added (0.50 or 0.75 equiv.). Such mixtures were
heated to be in their isotropic phase, infiltrated in liquid crystal
cells, and cooled down at 50 1C (in their nematic phase) for
20 hours to obtain acrylate terminated oligomers through
Michael’s addition. The oligomerized mixtures were analysed
by 1H-NMR (Fig. S3, ESI†) to determine the RM257 conversion
and the average number of LC units present in the oligomers,
which were 2 and 3 for the oligomers obtained by adding 0.5
and 0.75 equivalent of 1-dodecylamine, respectively. Tni was
evaluated for both the reagents mixtures and the oligomers by
POM (Table 1). As already noticed for the thiol base LCNs, Tni

was higher for the mixture with the higher concentration of
mesogenic monomer (obtained by adding 0.5 equivalent of
1-dodecylamine). Furthermore, in the oligomers Tni was lower
if compared with the corresponding unreacted mixtures, sug-
gesting that the oligomerization partially disturbs the order of
the system. The oligomers were then cured through free radical
photopolymerization by shining UV light on the cells, leading
to materials named LCN-NH250 and LCN-NH275 (with respect
to the amount of amine added in the first step). ATR analysis
(Fig. 1b) was used to confirm the consumption of the diacrylate
monomer. The thickness of the films prepared was 15 � 4 mm
for LCN-NH250 and 18 � 4 mm for LCN-NH275.

Table 1 Temperature of nematic to isotropic transition (Tni) for the
monomer mixtures and the oligomers measured by POM

Equivalents
BDMT

Equivalents
1-DA

Tni mixture
(1C)

Tni oligomers
(1C)

LCN-SH75 0.75 75
LCN-SH50 0.5 105
LCN-NH275 0.75 62 56
LCN-NH250 0.5 92 86

Fig. 1 Synthesis of LCNs. (a) Representation of the principal steps for the preparation of LCN-SHx and (b) LCN-NH2x. (c) ATR spectra of LCN-NH275
mixtures, LCN-NH275 after Michael’s oligomerization and LCN-NH275 after photo-crosslinking reaction. (d) Representation of LCN structure at the
molecular level.
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Mechanical tests and order parameter evaluation.

A first qualitative assessment of the homogeneity and align-
ment of the films was obtained by POM observing the changes
in transmittance when the sample was rotated with respect to
the polarisers. In films with a good planar alignment, light
extinction was observed when the director of the film was
orthogonal to the polariser and the maximum transmittance
when it formed a 451 angle with both the polarisers (Fig. 2a and
b). For a more detailed comparison, the alignment degree of
the materials was evaluated by calculating an order parameter
(S) starting from the dichroic absorption (as described in ESI†)
and reported in Table 2. Both thiol-based LCNs, namely
LCN-SH50 and LCN-SH75, present the same order parameter
(S = 0.4), higher than those of amino-based LCNs (S = 0.29
for LCN-NH250 and S = 0.27 for LCN-NH275). Then, the

thermomechanical properties of the materials were investi-
gated through DMA. Fig. 2c reports the storage modulus (E0)
and tan(d) representative curves of all samples, showing for all
of them three different regions in the storage modulus traces: a
glassy plateau at low temperatures followed by a jump of 2–3
orders of magnitude in correspondence of the glass transition
temperature, and by a second plateau at high temperatures
corresponding to a rubbery plateau. LCN-SH50 and LCN-SH75
showed a sharper transition, and therefore narrower tan(d)
curves, and higher E0 values in the glassy state than LCN-
NH250 and LCN-NH275 (Table 2). From the storage modulus
(E0) value in the rubbery plateau, the crosslinking density (nc) of
all samples was also estimated,62 showing how, as expected,
material composition is the leading factor in its modulation
(Table 2). Indeed, samples obtained by different synthetic appro-
aches but with the same ratio between the two co-monomers
present similar nc values (LCN-NH250 vs. LCN-SH50 and LCN-
NH275 vs. LCN-SH75), while changing the ratio between the two
co-monomers induce a nc increase of six times for the amino-based
materials (LCN-NH275 vs. LCN-NH250) and of about three times
for the thiol-based materials (LCN-SH75 vs. LCN-SH50). In line
with these results, the glass transition Tg, obtained as the max-
imum of the tan(d) curve, was consistently higher for LCN-NH250
(Tg = 45 1C) if compared with LCN-NH275 (Tg = 24 1C) as expected
for a more crosslinked material. LCN-SH50 and LCN-SH75, other-
wise, showed a similar Tg of, respectively, 35 1C and 38 1C.

Comparing all the materials and the mechanical data col-
lected, we can conclude that the mechanical properties look to
be more effectively modulated by the oligomerization strategies
(LCN-NH2x series) allowing to obtain a more pronounced
differentiation in parameters as the storage modulus and Tg.

Thermal and light actuation

The actuation properties under thermal stimulation were eval-
uated both under free-standing and isometric conditions.
Briefly, for free-standing experiments, the length of LCN strips
without any load applied was measured during a heating ramp
(Fig. 3a). Due to the homogenous planar alignment, the films
can gradually contract along the nematic director as reported in
Fig. 3b. The thiol-based LCNs reached a contraction of 36% at
205 1C, higher than both the amino-based materials (23% for
LCN-NH250 and 27% for LCN-NH275) at the same temperature
and in agreement with the higher level of order of these

Fig. 2 Molecular alignment and mechanical tests on LCN films. (a) POM
images of an LCN film with the director (n) oriented orthogonally to the
polarisers and at 451. Scale bar: 200 mm. (b) Schematization of the
transmittance of LCN films under two crossed polarizer (P) and analyser
(A). (c) Storage modulus (E0) and tan(d) representative curves for the LCNs
synthesised.

Table 2 Order parameter and thermomechanical behaviours obtained
through DMA of LCNs

S Tg
a (1C) E0glassy MPað Þb E0rubbery MPað Þc nc (mmol cm�3)

LCN-SH75 0.40 38 � 1 4142 � 101 8 � 0.3 0.87 � 0.03
LCN-SH50 0.40 35 � 2 5246 � 220 18 � 5 2.08 � 0.56
LCN-
NH275

0.27 24 � 1 1915 � 315 4 � 1 0.45 � 0.11

LCN-
NH250

0.29 44 � 2 2868 � 527 24 � 3 2.8 � 0.33

a Defined as the temperature corresponding to the maximum of tan(d)
curves. b Storage modulus (E0) 40 1C below Tg. c Storage modulus (E0)
50 1C above Tg.
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materials. It is interesting to note that the temperature to
obtain the maximum rate of actuation, obtained as the mini-
mum of the first derivative of the actuation curves, moves to
higher values increasing the crosslinking density of the materi-
als. Indeed, it passes from 124 1C for the less crosslinked
material (LCN-NH275) to 165 1C for the more crosslinked ones
(LCN-NH250 and LCN-SH50).

The thermal actuation analysis under isometric conditions
was conducted through DMA. The sample strips, obtained
by cutting LCN films along their direction, were fixed to
avoid their contraction during the measurement. The tension
developed was registered during a heating ramp as reported in
Fig. 3c. The specimens’ behaviour was similar for all the
materials: after the first plateau region, the tension started
to increase in a pseudo-linear way before reaching a maxi-
mum at which the samples broke. Fig. 3d shows the aver-
age over three samples of the stress at the break for each
material. From the data emerges how LCN-SH50 was the
material with the higher performance reaching the maximum
tension developed of 0.95 MPa at 135 1C. Anyway, there was
not an evident and clear correlation between the structural
properties of the LCNs and the performances in terms of
tension developed.

Such high actuation temperatures should be a limit, parti-
cularly for biological applications, and further studies would be
needed to decrease them and to fit the requirements of the
specific device to be designed, e.g. by playing on the mesogenic
compositions.63,64 However, thermal actuation is here pre-
sented as a way to further characterize the materials, while
we believe that their photoactuation deserves to be better
investigated since it involves more biocompatible and interest-
ing temperatures (close to room temperature). The actuation
behaviour of LCNs was therefore evaluated under illumination
by using a custom setup (Fig. S4, ESI†).43 In this case, the
photoactuation is controlled by the azobenzene derivatives
(DR1-A) bonded to the polymeric network. Under light irradia-
tion (by blue LED with the chosen dye),65 such photoswitches
can isomerize from the trans to the cis form driving a macro-
scopic deformation by a photomechanical and/or photothermal
mechanism.66 When the light stimulus was switched on, the
samples began to generate a mechanical tension that increased
with time before reaching a plateau in approximately 1.5 seconds.
When the light was switched off, the specimen relaxed completely
in approximately 2 seconds.

A comparison between the materials under activation at
4.7 mW mm�2 is reported in Fig. 4a, the schematization of

Fig. 3 Thermal actuation of LCNs. (a) Picture showing the thermal actuation under free standing conditions of an LCN-NH275 sample at 25 1C (left) and
200 1C (right). (b) Thermal actuation under free standing conditions for all the LCN films. (c) Examples of one representative trace of tension vs.
temperature for each LCN in thermal actuation experiments performed under isometric conditions. (d) Average over three measures of the maximum
tension reached by each material.

Soft Matter Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

7 
Ja

nu
ar

y 
20

25
. D

ow
nl

oa
de

d 
on

 1
/1

8/
20

26
 3

:2
6:

15
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4sm01360c


This journal is © The Royal Society of Chemistry 2025 Soft Matter, 2025, 21, 1162–1169 |  1167

the light actuation experiment is shown in Fig. 4b, while the
maximum force produced by varying the light intensity between
1.3 mW mm�2 and 8.5 mW mm�2 is shown in Fig. 4c. In this
range, the maximum tension generated by the LCNs (taken in
the plateau region of the force trace) increases in a pseudo-
linear way with the light intensity, then reaches a threshold in
which the sample breaks (Fig. 4c). LCN-SH50 and LCN-SH75
exhibit, respectively, the higher and the lower efficiency, under-
stood as the ratio between developed tension and light inten-
sity: the more crosslinked one (LCN-SH50) reached a maximum
tension of 0.47 MPa at 4.7 mW mm�2, while LCN-SH75 could
develop 0.18 MPa at the same light intensity. The two amino-
based LCNs showed similar behaviour in terms of efficiency but
LCN-NH275 could withstand higher light intensities, up to a
value of 8.5 mW mm�2, without break and reached a value of
tension of 0.53 MPa. The mechanical properties and in parti-
cular the higher damping behaviour of LCN-NH275 could be
one explanation for the resistance to higher light power that
generates rapidly higher tensions. The actuation behaviour
of LCNs was compared with an acrylate side-chain LCN
(LCN-acrylate) synthesized by photopolymerization by us in
previous studies43,67 and adopted here as a benchmark. Indeed,
LCN-SH50 was able to slightly overcome the efficiency of LCN-
acrylate (with a similar value of maximum force obtained at
lower light power, Fig. S5, ESI†).

LCN-SH50 also exhibits actuation kinetic considerably
higher than the other LCNs (0.82 MPa s�1 at 4.7 mW mm�2).
Despite the lower tension developed, LCN-SH75 exhibits a

slightly higher rate of actuation (0.38 MPa s�1) if compared
with the amine-based materials (for both LCN-NH275 and
LCN-NH250 equal to 0.28 MPa s�1) (Fig. 4d).

Given the higher performance achieved by LCN-SH50, this
material was used to conduct further light actuation experi-
ments at higher pulse frequencies to demonstrate the rapidity
of the material’s response. In these experiments, a light inten-
sity of 4.7 mW mm�2 was used by illuminating the sample at a
frequency of 1 Hz and an illumination time of 250 ms (shown
in Fig. S6, ESI†). Analysing the traces, the tension did not reach
a plateau in such short intervals, yet it is evident that the
material was perfectly able to follow the light pulse without
hysteresis phenomena over several illumination cycles.

The thiol-based LCNs therefore present a higher level of
order and a better response, both under thermal and light
actuation, than the amino-based materials. If a correlation
between cross-linking density and contraction in free standing
thermal experiments is evident, under isometric conditions
there was not an evident and clear correlation between the
structure properties of the LCNs and the performances in terms
of tension developed under thermal activation.

Conclusions

In this work, two classes of photoresponsive LCNs were obtained
and investigated. The first one, namely the LCN-SHx series, was
obtained by a one-pot thiol–acrylate photopolymerization, while

Fig. 4 Photo-actuation of LCNs. (a) Traces of tension developed by LCNs during light actuation at 4.7 mW mm�2. (b) Schematization of light actuation
experiment. (c) Average of the maximum tension developed by the materials vs. intensity of light. (d) Rate of actuation of LCNs at 4.7 mW mm�2, obtained
as the slope of the tangent in the first 200 ms of the tension traces.
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the second one, the LCN-NH2x series, was prepared in two steps
through a Michael addition mediated oligomerization followed
by a photo-curing step. Free-standing thermal actuation tests
highlight that LCN-SHx reached higher contractions probably by
virtue of their higher order parameter, while the temperature of
maximum actuation was mostly controlled by the crosslinking
density. The tension developed under thermal or light stimulus
was not easily correlated with the structural properties of the
materials, however, the experimental data highlighted that LCN-
SH50 was the most efficient material being able to develop
0.95 MPa at 135 1C and, under illumination, 0.47 MPa at
4.7 mW mm�2. These performances are also combined with a
good resistance to many activation cycles showing an interesting
profile for the development of soft actuators. Both the synthetic
approaches investigated have been shown to be efficient in the
preparation of thermal and light-driven LCN materials. However,
for the greatest simplicity and the best performance of the
products obtained, the one-step click thiol–acrylate reaction
proved to be the best synthetic strategy. Also comparing these
materials with the side-chain LCN produced by photopolymeri-
zation, we can conclude that the thiol–acrylate material allows
higher deformation (under thermal stimuli), at the same time
maintaining a similar level of tension developed by light irradia-
tion (Fig. S5, ESI†). Since integration of the presented materials
should be easily envisioned with photolithographic techniques to
obtain 3D smart microstructures, these LCNs would represent a
good opportunity to improve the performances needed for tun-
able photonic devices, micro-robots or elements of microfluidic
devices. A study with a wider range of chain extenders will be of
great interest in the future to understand their role in imple-
menting the material mechanical properties and performance as
actuators.
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Jawecki, P. Grabowski, B. Fabjanowicz, M. Podgórska,
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