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Hydrothermal conversion can convert plastic materials into smaller hydrocarbons with the use of
supercritical water. However, the current knowledge of the process lacks detailed studies on the effects
of different reaction parameters, such as temperature and the polymer-to-water ratio. In addition,
a detailed analysis of all reaction product fractions is lacking. In this work, a multi-analytical study was
performed using polyethylene with different molecular weights. We found that for this polymer,
temperatures of 425-450 °C and reaction times of 0.5-2 h are necessary to achieve full conversion with
high selectivity towards liquid hydrocarbon species. Apart from acting as a solvent and catalyst,
supercritical water also acts as a reactant. The use of D,O showed that D-atoms from water molecules
were present in the hydrocarbon products formed. This observation shows that hydrothermal conversion
proceeds via a radical generation process induced by both the elevated temperature and hydrogen and
hydroxyl radicals originating from water. The process with supercritical water lowers the reaction rate
compared to pyrolysis at a similar temperature and suppresses the production of coke species.

Current recycling rates of plastic waste are low, with most of the waste being incinerated or landfilled, resulting in large quantities of CO, emissions and

environmental harm. Chemical recycling offers a way to convert this waste into chemicals that can be used to produce new materials, thereby supporting plastic
circularity and reducing our dependence on fossil resources. This work explores a chemical recycling technique for plastic waste to better understand the

process and improve the overall quality of the product stream, thus enhancing plastic circularity. This supports several UN Sustainable Development Goals,
particularly SDG 12 (Responsible Consumption and Production) by reducing waste and transforming it into new products, and SDG 13 (Climate Action) by

lowering CO, emissions.

Introduction

Plastic has become crucial for our society. This lightweight
material is used in a wide variety of applications, like packaging,
construction, and clothing, due to its versatility and tunable
properties. Between 1950 and 2017, more than 9.2 billion tons
of plastic were produced globally. The amount produced further
increases by 400 Mt each year."> Most of these materials are
fossil-based and often designed for single use, resulting in large
quantities of discarded plastic. Proper waste management is
necessary to process these plastic waste streams. Currently, the
largest share of plastic waste is landfilled (40%), incinerated for
energy recovery (14%), or released into the environment as litter
(32%).> The way society currently handles plastic waste is not
environmentally friendly and sustainable. Incineration emits
large quantities of CO,. Littering and landfilling disrupt
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ecosystems. More importantly, these methods lead to the loss of
carbon materials derived from fossil-based resources, which
must then be replenished.* Therefore, it is important to keep
the already produced carbon materials in the production cycle.
This would also decrease dependence on fossil resources and
lower CO, emissions from waste management, thereby gradu-
ally shifting to alternative carbon sources to produce fully
circular plastics.

Hence, to further improve the overall circularity of plastic,
more focus should be placed on the development of recycling.
Currently, most plastic materials are recycled via mechanical
recycling.® In this method, plastics are shredded, melted, and
reshaped into new plastic materials.® This is an effective way of
recycling, as seen with polyethylene terephthalate (PET) bottles,
but it requires a very clean stream of plastic. Over time, the
properties of the plastic deteriorate, resulting in a lower-value
waste product.” Chemical recycling of plastics, including poly-
ethylene (PE) and polypropylene (PP), can convert plastic waste
into smaller hydrocarbons that can be used to produce virgin
quality plastics. Chemical recycling techniques include pyrol-
ysis, hydrolysis, solvolysis, dissolution/precipitation and
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oxidative conversion.® Pyrolysis is the most commonly
researched method and is applied industrially although still at
small scale. Pyrolysis can process a wide variety of feedstocks.
However, the decomposition of plastics with pyrolysis requires
a dry feedstock and yields a mixture of low value chemicals.”*°

A technique that resembles plastic pyrolysis is hydrothermal
conversion. This method utilizes supercritical water to convert
plastic into a product stream similar to pyrolysis oil, consisting
of different hydrocarbon fractions. The products generated
through this process are primarily a naphtha-like mixture and
aromatic compounds. The naphtha-like fraction can be further
upgraded to become compatible with conventional refinery
processes, enabling its use as a feedstock for the production of
new plastics and other fine chemicals. The aromatic
compounds, specifically benzene, toluene and xylene (BTX), are
considered high-value products, with applications in the
manufacture of polystyrene (PS), PET, dyes, adhesives, and
resins."* To maximize economic and material recovery poten-
tial, the process should be optimized to achieve high selectivity
toward these desirable product streams.

Compared to pyrolysis, hydrothermal conversion has some
advantages. The process does not require a dry feedstock as the
conversion occurs in water."”” This is advantageous for plastic
waste processing in terms of energy efficiency, as the waste
material is typically washed prior to treatment and subsequent
drying steps are highly energy-intensive. By eliminating the
need for drying, hydrothermal conversion can reduce the
overall energy consumption in the process. Additionally, using
water in the process is beneficial, as it is classified as a green
solvent, is abundant, and is non-toxic.*®

Despite its advantages, the hydrothermal process also pres-
ents certain challenges. Supercritical water is inherently corro-
sive, and the presence of metals in waste materials can further
enhance this effect, potentially damaging the reactor system. To
mitigate these risks, the use of corrosion-resistant reactor
materials and feedstock pretreatment methods is essential.****

The promise of this process was recently shown by Peplow,
who reported the first recycling plant using supercritical water
in the Mura hydrothermal plastic recycling technology (Hydro-
PRT)."® Mura showed that it is possible to convert contaminated
polyolefin waste into light hydrocarbon gasses (10-15%),
naphtha/distillate gas oil (40-60%), heavy gas oil (20-30%), and
heavy residual oil (10-20%). The gasses are used for heating the
reactor and the heavier oils are used for various chemicals or
asphalt. The naphtha/distillate gas oil is used to produce new
plastics and other chemicals.

The physical and chemical properties of water at different
temperatures and pressures influence the outcome of the
process.” Under ambient conditions, water functions as
a highly polar solvent, with a dielectric constant of ~80. When
the critical temperature and pressure are surpassed, the
dielectric constant drops to a value of ~6, which makes the
water behave like a non-polar solvent due to the loss of
hydrogen bonds between water molecules.*®>* The change from
a polar to non-polar solvent allows smaller hydrocarbons to
dissolve in supercritical water due to the similar dielectric
constant, forming a homogeneous reaction mixture.”»*® This
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enhances the process in terms of heat transfer and diffusion.®**
Although, PE was found to melt and form liquid spherules in
supercritical water, it is speculated that after initial breaking of
C-C bonds in the polymer chains, the intermediates formed can
dissolve and be further cleaved faster due to enhanced heat
transfer and diffusion of products away from the reaction.”>**
Upon returning to ambient conditions, the water becomes polar
again and water and hydrocarbons separate, forming a two-
phase system, with low mutual solubility, which can easily be
separated to recover the products from the reaction mixture.

Additionally, depending on the temperature and pressure,
water can catalyze different types of chemical reactions.”® With
increasing temperature and pressure, the formation of H" and
OH™ ions increases, thus increasing the ionic product.””
Therefore, acid-base reactions are catalyzed. However, when
surpassing the supercritical point, the density of water drasti-
cally drops. This decreases the ionic product formation as fewer
ions can be dissolved.?® Under these conditions, free radical
reactions are catalyzed.”® By operating under specific condi-
tions, either acid-base or radical reactions are favored.

Only limited information on this type of chemical reaction of
polyolefins in water is available in the literature. The group of
Skerget has previously investigated the hydrothermal conver-
sion of virgin and recycled high density polyethylene (HDPE),
low density polyethylene (LDPE), and PP.">***' They aimed to
recover products that can be used as fuel. Therefore, they
focused on properties like the calorific value and high heating
value, while lacking a deeper investigation into the composition
of the different product fractions, such as the gas, liquid, wax,
and water fraction. More research has been performed by Wil-
liams et al. and Wang et al., who obtained mainly oily products
(>90 wt%) from PE and PP after reaction at 425 °C or above for
several hours using different plastic-to-water ratios.*** Again,
the authors focus on obtaining a product, which has fuel-like
properties.

While there have been multiple investigations on hydro-
thermal conversion, comparing these is difficult. Different
studies have been performed with different experimental
setups, starting materials, and conditions. Additionally, the
analytical techniques applied to the different product fractions
are not comparable. Besides this, the determination of the
product fractions differs, as most authors determine the liquid
and solid yield by weight, and calculate the gas yield by sub-
tracting the solid yield from 100%.">?°-*> Other groups calculate
the gas yield with the ideal gas law and weigh the solid
remainder, but do not weigh the liquid fraction.*

The above discussion shows a gap in the current knowledge
of the hydrothermal conversion of PE and PP. Hence, our study
focuses on the investigation of the effects of different parame-
ters — such as temperature, reaction time, polymer-to-water
ratio, molecular weight of the plastic, and plastic type (PP vs. PE)
- through a detailed analysis of all reaction product fractions
formed. By doing so, we obtained a more complete and
consistent dataset, which provides the tools for tuning the
(super-)critical parameters to obtain the desired product frac-
tions. These tools are useful for further implementation of
chemical recycling of polyolefins using supercritical water.
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Furthermore, the specific role of water is investigated. It has
been stated that water acts as an solvent, catalyst and/or reac-
tant, but its role is still debatable.***° Previous studies suggest
that water is not incorporated into hydrocarbon products via
hydrogen transfer during hydrothermal processes.?*3*3%
However, other reports using Fourier-transform infrared (FT-IR)
spectroscopy have demonstrated deuterium incorporation
during the upgrading of shale oil or vacuum residue.*”** These
inconsistent findings, combined with the use of different probe
molecules, leave the role of water in hydrothermal PE conver-
sion uncertain. In this work, we aim to clarify this role using
deuterated water as a reactant and analysing the products with
*H nuclear magnetic resonance spectroscopy (NMR), mass
spectrometry (MS), and FT-IR spectroscopy.

Results and discussion

Hydrothermal conversion of PE was performed in a 50 ml high-
temperature/high-pressure Parr autoclave. The PE used was
a LDPE (Sigma Aldrich) with a number average molecular
weight (M,) of 1800 ¢ mol™' and a weight average molecular
weight (M,,) of 4000 g mol™~". Typically, the autoclave was loaded
with 15 ml of ultra-pure water, an amount that was sufficient to
exceed the critical pressure when heated. Depending on the
experiment, a certain amount of PE was added to the autoclave,
with a 1:6 polymer-to-water ratio. Prior to the reaction, the
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autoclave was flushed with N, and pressurized to 5 bar N,
before sealing the reactor. The reactor was heated at 5 °C min ™"
to above the critical temperature. A temperature of 400 °C,
a reaction time of 1 h, and a pressure of 250 bar were chosen as
reference conditions, based on experimental conditions
commonly used in the literature, when varying the reaction
parameters. At this temperature, the reaction was initiated and
from this point, the reaction time was recorded. After main-
taining the temperature for a set time, the reactor was cooled
down to room temperature by using an ice bath. After reaching
room temperature, the gaseous products were captured using
a gas sampling bag. The liquid and solid products were ob-
tained by extraction with dichloromethane (DCM) from the
reaction mass and separation of the water, DCM, and solid
phase. Fig. 1 shows a schematic overview of the conversion
process, including the analytical approaches used to analyse the
reaction product fractions formed. The degree of PE conversion
is evaluated based on the increased formation of smaller
hydrocarbons (i.e., gaseous and liquid products) and the
reduction of the wax fraction.

Showcase of product analysis

To analyse the composition of the different reaction product
fractions from hydrothermal conversion, a set of different
analytical techniques was utilized (Fig. 2). The following section
describes the analysis of the fractions and gives an overview on
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Fig. 1 Flow scheme of the hydrothermal conversion of polyethylene (PE) and the different product fractions with representative molecules,

along with the analytical methods to analyse them.
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how the results were obtained. The four expected product
fractions were the gaseous, DCM/oil, water, and solid phases.

Ideally, the gas phase would be quantified from the increase
in pressure after the reaction at ambient temperature using the
non-ideal gas law. However, due to the behaviour of small
hydrocarbons under pressure, such quantification would result
in significant errors. The hydrocarbons that are present in the
gas phase at ambient temperatures (C;-Cg), will (partially)
liquify at elevated pressures.* This leads to a significant
difference in the observed pressure increase as fewer molecules
are present in the gas phase. Exact quantification of these
requires knowledge of the composition and non-ideal thermo-
dynamic behaviour of different components in the mixture.
Therefore, the gaseous products were quantified using the
method that is most commonly reported in the literature, which
assumes that the gas yield is the remainder of the hydrocarbons
after quantification of the liquid and solid phase (eqn (1)) as the
process is performed in a closed system. The product distribu-
tions calculated based on the pressure difference and the non-
ideal gas law are given in Fig. S1-54.

Gas yield (g) = starting material (g) — liquid yield (g)
— solid yield (g) (1)
After collection, the gas fraction was analysed using gas
chromatography (GC) coupled with a flame ionization detector
(FID), a thermal conductivity detector (TCD) and a mass spec-
trometer (MS) (Fig. 2A and B). Based on this analysis, the
distribution of products in the total gas fraction could be
determined.
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For the hydrocarbon species present in the DCM/oil phase,
a set of GC techniques were applied. GC-FID was used for
quantification of the oil phase. Butyl decanoate was added as an
internal standard to determine the total amount of hydrocar-
bons present in the DCM/oil phase. To obtain the relative
amounts of alkanes/alkenes and aromatics in the complex
mixture of hydrocarbons, two dimensional GC coupled with MS
(GCxGC-MS) was used (Fig. 2C).

The amount of solid fraction recovered depended on the
experimental conditions, as in some experiments no solid
material was found to be present. The solid phase was identified
as a wax consisting of long chain hydrocarbons that did not
dissolve in DCM. A combination of Fourier-transform infrared
(FT-IR) spectroscopy (Fig. 2D), differential scanning calorimetry
(DSC) (Fig. 2E) and diffusion-ordered spectroscopy (DOSY) 'H
nuclear magnetic resonance (NMR) (Fig. 2F) was used to
determine the functionalities present in these hydrocarbons
and their chain length.

The water fraction was analysed by high-performance liquid
chromatography (HPLC) (Fig. S17). The analysis showed that no
significant amount of carbon products was present in this
phase, and therefore, the analysis is not described in detail. In
the following sections, we use the analytical toolbox described
above to analyse the products that were formed during the
hydrothermal conversion of PE under different conditions.

Effect of temperature

Increasing the reaction temperature from 400 °C to 450 °C
resulted in an increase in conversion, as no wax was observed at
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Fig.2 Overview and examples of the analytical techniques used to investigate the composition and properties of the different product fractions
obtained after the hydrothermal conversion of polyethylene (PE). Gas chromatography (GC) coupled with (a) a thermal conductivity detector
(TCD) and (b) a flame ionization detector (FID) for the analysis of the gaseous products, (c) two dimensional gas chromatography coupled with
mass spectrometry (GCxGC-MS) for the analysis of the hydrocarbons present in the dichloromethane (DCM)/oil phase, (d) Fourier-transform
infrared (FT-IR) spectroscopy, (e) differential scanning calorimetry (DSC), and (f) diffusion-ordered spectroscopy (DOSY) *H nuclear magnetic
resonance (NMR) of the solid residue collected after the hydrothermal conversion.
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the highest temperature (Fig. 3). This shows that the long
polymer chains are converted into smaller compounds ranging
from C,-Cj,. The oil yield increased to 31 wt% at 425 °C and 24
wt% at 450 °C compared to 11 wt% at 400 °C. The decrease at
450 °C is ascribed to further cracking of the hydrocarbons
producing more gaseous compounds (34 wt% vs. 68 wt%). In
the gaseous phase, an increase in smaller hydrocarbons like
methane, ethane, and propane was observed, due to additional
cracking reactions. In the liquid phase, 6 wt% aromatics were
present at 450 °C. The increase in temperature favours the
formation of aromatics, as more cyclization, dehydrogenation,
and aromatization occurs, as also reported in the literature.®®
Regarding the solid wax products at 400 °C and 425 °C,
comparing the product to the starting material using FT-IR
spectroscopy, new peaks related to aromatic and unsaturated
carbon bonds are found (Fig. S10). Also the CH,/CHj; ratio
decreases from 7.1 to 3.4, indicating shorter hydrocarbon
chains. Carbon chain shortening is also observed with DSC, as
evidenced by the decrease in melting temperature (Fig. S12).
Based on the DOSY 'H NMR technique, the waxes consist of
hydrocarbons with a M, between 500 and 1200 g mol "
(Fig. S14). The changes in product composition can be attrib-
uted to differences in the properties of the supercritical fluid. As
the temperature increases, the density, dielectric constant, and
ionic product decrease further. This stimulates more radical
reactions and enhances the heat and mass transfer during the
process, thereby increasing the reaction rate.****

Effect of reaction time

Increasing the reaction time has a similar effect on conversion
as increasing the reaction temperature, and the two parameters
are often correlated in their influence on the reaction outcome
(Fig. 3). Due to the longer residence time of PE in supercritical
water, more cracking reactions occur and the hydrocarbons are
converted into smaller liquid and gaseous hydrocarbons. This is
evident from the decrease in wax from 53 wt% after 1 h to 21
wt% after 3 h. Simultaneously, the gas and oil fractions
increased by 18 wt% and 13 wt% respectively. In the gas phase,
the selectivity increased for the smaller hydrocarbons, namely
methane and ethane, while in the liquid phase more aromatics
were observed. These findings indicate that, as expected, the
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material undergoes more reactions upon increased residence
time. For the remaining waxes, the CH,/CH; ratio was similar
across different reaction times, with values varying between 3.0
and 3.8, indicating that the chain length of the hydrocarbons
was similar (Fig. $10). This is further confirmed by DSC, which
shows similar melting temperatures, and DOSY "H NMR, which
shows that the hydrocarbons present in the waxes had a M,,
between 500 and 1150 ¢ mol " for all materials (Fig. S12 and
S14).

Effect of the polymer-to-water ratio

Using a higher polymer-to-water ratio resulted in similar gas
yields (30-40 wt%), an increase in liquid products (9 wt% to
31 wt%) and a decrease of wax products (53 wt% to 38 wt%)
(Fig. 3). The selectivity toward C; and C, components remained
the highest, with a decrease in smaller components in the gas
phase and alkanes/alkenes in the liquid phase. The relative
increase in overall conversion is attributed to the availability of
water to the polymer material. With less polymer material
present, the contact between water and polymer increases and
therefore more energy and hydrogen and hydroxyl radicals can
act on the polymer material. This increases the reaction rate
and hence the polymer degradation is accelerated.***** The
shift towards larger hydrocarbons in the gas phase indicates
a change in reaction pathways with a higher contribution from
hydrogen abstraction during the degradation process.'*** The
remaining wax material showed similarities across different
polymer-to-water ratios (Fig. S10 and S12), with an approximate
M,, between 500 and 1100 g mol ' based on DOSY "H NMR
(Fig. S14).

Reaction optimalization

After a thorough investigation of the reaction parameters in
hydrothermal conversion, we optimized the reaction conditions
to increase conversion and selectivity towards the desired oil
phase or aromatics depending on the application. The reaction
was performed at multiple temperatures, 400 °C, 425 °C, and
450 °C, with reaction times varying from 0 to 3 h. The product
distributions show that a reaction temperature of 400 °C is not
high enough to reach full conversion within 3 h (Fig. 3). A
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Fig. 3 Overview of the product distributions after the hydrothermal conversion of polyethylene (PE) with a M,, of 4000 g mol™?* at various
reaction temperatures, reaction times and polymer-to-water ratios. Gaseous products are presented as fully coloured blocks, liquid products as

stripes and solids as dots.
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prolonged reaction time is necessary to convert the starting
material into a usable product fraction, as a large part of the
product is present as a wax (21 wt%). Full conversion is achieved
at temperatures of 425 and 450 °C. At 425 °C, a longer reaction
time results in almost no wax remaining and an increase in
reaction selectivity towards products in the liquid phase with
approximately 5 wt% more alkanes/alkenes and aromatics in
the product mixture. Higher concentrations of alkanes/alkenes
and aromatics are achieved at 450 °C with a reaction time of 15
min. It is important to note that the heating period to reach 450
°C was prolonged by 15 min and therefore the total time in the
supercritical region was approximately 30 min. With this short
reaction time, 41 wt% alkanes/alkenes and 6 wt% aromatics are
produced. Prolonging the reaction time yields similar amounts
of aromatics, but a decrease in alkanes/alkenes. The gas frac-
tion increases, as further cracking reactions result in smaller
hydrocarbons. Therefore, to achieve full conversion and high
selectivity towards alkanes/alkenes and aromatics, a tempera-
ture of 425 °C for 2 h or 450 °C for 15 min is recommended.
Higher temperatures/longer reaction times result in over-
cracking and give a larger fraction of gaseous compounds which
are less useful for recycling purposes as they are often used for
heating by burning and are not processed further into new
chemicals.

Higher molecular weight polyethylene

A PE with a higher M,, of 137 500 g mol " was used to investigate
the process with a material that is more comparable to the
polymers found in consumer plastic waste. Compared to the PE
with a lower M,,, similar trends are observed with respect to the
reaction temperature, time, and polymer-to-water ratio (Fig. 4,
S11, S13, and S15). However, the product distribution differs.
For the higher M,, PE, selectivity shifts towards longer hydro-
carbon products, as a larger percentage of the products are
present as wax or liquid products. This is due to the longer
chain length of the starting material. Under similar reaction
conditions, the hydrocarbon products are longer, compared to
those from the lower M,, PE, and therefore more wax and oil
products are formed. Thus, higher temperatures or longer
reaction times are needed to achieve full conversion of the

© 2025 The Author(s). Published by the Royal Society of Chemistry

starting material into a gaseous or liquid product. For the
higher M,, PE, reaction conditions of 425 °C for 2 h, are found to
be optimal. Full conversion is achieved, with no wax and a high
yield of liquid products (60 wt%).

Polyethylene versus polypropylene

This work focuses on the use of PE as feedstock, however,
besides PE, PP represents a large share of the commodity
plastics. Therefore, we compare the use of PP (M, = 1900 g
mol " and M,, = 8000 g mol ") with PE (M,, = 1800 g mol " and
M,, = 4000 g mol ') to show the differences between the two
feedstocks. For this, we used a reaction temperature of 400 °C
and reaction times of 1 and 3 h. With PP as feedstock, the
product distribution differs significantly as compared to PE
(Fig. 5). With PE the majority of product is wax, while for PP the
major product fraction is liquid hydrocarbons. Under the same
reaction conditions, PP produces almost no wax, indicating
a higher reaction rate producing smaller hydrocarbons. The
methyl-branching of PP facilitates the formation of more stable
secondary radicals compared to the primary radicals formed
from PE. Therefore, breaking the C-C bond in the polymer

PE PP
100 1 Wax
80 1
Aromatics
Alkanes &
401 Alkenes
Gas
Ci CG H2
201 Propane
Propene
CZ CA
1 3 1 3

Reaction time (h)

Cumulative yield (%)
[2]
o

Fig. 5 Product distributions of the hydrothermal conversion of poly-
ethylene (PE) and polypropylene (PP) at 400 °C for 1 and 3 h. Gaseous
products are presented as fully coloured blocks, liquid products as
stripes and solids as dots.
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backbone of PP requires less energy.*® For PP, selectivity
towards C; hydrocarbons in the gas phase and alkanes/alkenes
in the liquid phase is the highest. Compared to PE as feedstock,
PP generates 30 wt% more alkanes/alkenes and 6 wt% more
aromatics. This shows that with PP, lower temperatures or
shorter reaction times can be used to reach the same conversion
levels as for PE.

Role of water in the hydrothermal conversion process

The role of water in the hydrothermal conversion process is
a topic of debate in the literature. It has been suggested that
water functions as a solvent, catalyst, and reactant. Whether it
acts as a reactant is still uncertain as the literature has revealed
contradictory results.***** The literature ranges from reports
stating that water does not act as a reactant to studies showing
C-D vibrations with FT-IR spectroscopy when the reaction is
performed in D,0. To investigate this aspect in more depth, we
performed the hydrothermal conversion process with D,O and
analysed the products with multiple techniques. If water func-
tions as a reactant, deuterium atoms will be present in the
hydrocarbon products, and therefore they will be isotopically
labelled. Analysis using MS, ’H NMR, and FT-IR spectroscopy
will, in that case, show characteristic features associated with
deuterium incorporation in the product molecules. Comparing
hydrothermal conversion under different conditions with H,O
and D,0 shows (small) differences in the results of all analytical
techniques. In the MS of different liquid products, for instance
1-undecene (Fig. 6A) and toluene (Fig. 6B), the intensity of peaks
at higher m/z values increases. This is due to the heavier
deuterium atoms that are present. In ’H NMR, new peaks
appear in the liquid products when D,O0 is used instead of H,O,
indicating the presence of deuterium atoms in the hydrocarbon
products (Fig. 6C). FT-IR spectroscopy of the liquid phase shows
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Fig. 6 Hydrothermal conversion of polyethylene (PE) with H,O (red)
and DO (blue) as liquid medium. Two-dimensional gas chromatog-
raphy coupled with mass spectrometry (GCxGC-MS) analysis of the
liquid products, with the MS of (a) 1-undecene and (b) toluene high-
lighted and (c) 2H nuclear magnetic resonance (NMR), and (d) Fourier-
transform infrared (FT-IR) spectroscopy of reactions performed at
different reaction temperatures and times.
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new peaks related to C-D vibrations at ~2200 cm™*
which are not present when H,O is used.*®

Using different reaction parameters, like a longer reaction
time of 3 h or an increased reaction temperature of 450 °C,
similar results are observed (Fig. 6C and D). Under all condi-
tions, the signals are present in (very) low quantities and could
only be observed with high sample concentrations for analysis.

(Fig. 6D),

These results show that deuterium atoms are at least partially
transferred from D,O to the hydrocarbons, likely through the
generation of deuterium radicals that combine, during
a termination step, with hydrocarbon radicals. Therefore,
supercritical water functions as a reactant in the hydrothermal
conversion of polyolefins.

Elucidation of the reaction mechanism

Based on the reaction products of the hydrothermal conversion
and the related analyses, a plausible reaction mechanism can
be proposed, which is shown in Scheme 1. Mechanisms have
already been reported in literature, but these do not include the
interaction with water and the radicals that are produced.?*?"*
We demonstrate that hydrogen originating from water is found
in the hydrocarbons formed and that a higher water to polymer
ratio results in faster conversion. Therefore, water should be
included in the mechanism.

We propose that the conversion process is mainly initiated
by homolytic cleavage of the hydrocarbon backbone of PE,
which generates two hydrocarbon radicals, because of the
properties of supercritical water at elevated temperatures,
particularly its reduced ionic product. The low ionic product
favours the formation of free radicals, thereby promoting
homolytic bond cleavage, which is often considered as the first
step in the cracking of hydrocarbon chains.?® These radicals can
undergo further cracking via B-scission to generate an unsatu-
rated hydrocarbon and another hydrocarbon radical. This
radical can undergo subsequent reactions. Under supercritical
conditions, the presence of hydrogen and hydroxyl radicals can
also initiate the process. These radicals can abstract a hydrogen
from the PE backbone, to generate H, or water, and a hydro-
carbon radical. This radical can undergo homolytic cleavage to
generate a new hydrocarbon radical and an unsaturated
hydrocarbon. The new radical can afterwards react via B-scis-
sion to generate an additional unsaturated hydrocarbon and
a hydrocarbon radical, and this will continue the cleavage of the
hydrocarbon backbone. Replacement of PE by PP follows the
same mechanism. The reaction is initiated by the formation of
the hydrocarbon radical. This requires less energy, as the
hydrocarbon radical formed from PP is more stable compared
to the one from PE.

The pool of unsaturated hydrocarbons can undergo a series
of reactions, like hydrogenation, isomerisation, cyclization,
aromatization, and gasification. These reactions produce
a mixture of smaller (un)saturated and cyclic hydrocarbons,
which can be present in the gaseous, liquid, or solid phase.
Additionally, the unsaturated hydrocarbons can interact with
hydroxyl radicals to generate oxygenated compounds, like
alcohols and acids. These are present in the water phase.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Scheme 1 Mechanistic overview of the reactions occurring during the hydrothermal conversion of polyethylene (PE).

Furthermore, the hydrocarbon radicals produced can terminate
via two pathways. Disproportionation of two radicals generates
a saturated and an unsaturated hydrocarbon. The second
possibility is by recombination of two radicals, forming a single
saturated hydrocarbon. These compounds are present in the
different product phases.

Hydrothermal conversion versus pyrolysis

Hydrothermal conversion has similarities with thermal pyrol-
ysis. Both conversion processes proceed at elevated tempera-
tures. Polymers are converted via random radical reactions,
generating a mixture of gaseous and liquid hydrocarbons. To
compare these two processes, the pyrolysis of PE was performed
using the same setup as the hydrothermal conversion to enable
a 1-to-1 comparison between the two processes. The thermal
pyrolysis was performed at 400 °C for 0.5 and 1 h. A significant
difference between the two processes is the pressure: 250 bar for
hydrothermal conversion due to the vaporization of water and
only 50 bar for thermal pyrolysis caused by the formation of
gaseous products. When comparing the two conversion
processes, pyrolysis shows a higher reaction rate compared to
the hydrothermal conversion (Fig. 7). While hydrothermal
conversion generates 50 wt% wax at 400 °C for 1 h, pyrolysis
generates 50 wt% gaseous products and 46 wt% liquid prod-
ucts. This large fraction of gaseous and liquid products indi-
cates a high reaction rate. In the liquid phase, the selectivity is
33 wt% towards alkanes/alkenes and 11 wt% for aromatics. This
is significantly more than that observed for hydrothermal
conversion under similar conditions. To achieve similar reac-
tion mixtures in both processes, the pyrolysis process can be

© 2025 The Author(s). Published by the Royal Society of Chemistry

shortened. This increases the oil yield to 60 wt% with the
highest selectivity toward alkanes/alkenes, when the reaction is
performed for 0.5 h. For the hydrothermal conversion to
produce a similar reaction mixture, prolonged reaction times
and/or temperatures are needed, as discussed in previous
sections. Under all conditions, hydrothermal conversion
exhibits lower selectivity towards aromatics compared to
pyrolysis. Independent of parameter variations, pyrolysis
produces coke, which is never observed during hydrothermal
conversion, irrespective of the reaction conditions applied. This
is a characteristic of the pyrolysis reaction which can be

400°C,1h 450°C,0.25h 400°C,0.5h 400°C,1h
1001 Coke
<
S 80 Wax
3
2
> 60
" .
S Aromatics
-
% Alkanes &
£ 40 Alkenes
3
20 Gasv )
C,C, C,
CZ C.’S

Hydrothermal Pyrolysis

Fig. 7 Product distributions of the hydrothermal conversion at 400 °C
for 1 h and 450 °C for 0.25 h and thermal pyrolysis at 400 °C for 0.5 h
and 1 h of polyethylene (PE) with a molecular weight (M,,) of 4000 g
mol L. Gaseous products are presented as fully coloured blocks, liquid
products as stripes and solids as dots.
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prevented through hydrothermal conversion, thereby convert-
ing PE into more usable reaction products.

The density of the reaction medium plays a critical role in the
degradation behaviour of PE. In supercritical water at 250 bar,
the high fluid density facilitates enhanced heat and mass
transfer and promotes radical stabilization, all of which
contribute to a more uniform and controlled breakdown. In
contrast, pyrolysis in nitrogen at 50 bar occurs in a lower-
density, inert environment, and relies primarily on random
chain scission, allowing free radicals to persist and often
resulting in the formation of heavier products and solid resi-
dues such as coke. These differences in reaction medium could
be used as an effective tool to control the product selectivity
during the degradation process of plastics.

Conclusions

The hydrothermal conversion of polyethylene (PE) was studied
via a multi-analytical approach to investigate the critical reac-
tion parameters, including temperatures ranging from 400 to
450 °C and polymer-to-water ratios of 1:4 to 1:12, and their
effects on the reaction product distribution and related prop-
erties. With increasing reaction temperature and time, both sets
of PE materials with different molecular weights (M,,) were
converted into shorter chain hydrocarbon products, with reac-
tion temperatures above 425 °C or reaction times up to 2 h
necessary to reach full conversion of the starting material.
Using less polymer compared to the amount of water, the
selectivity shifted towards more gaseous products with the
highest selectivity observed for C; and C, hydrocarbons. This
indicates an increased reaction rate. The use of higher M,, PE
material showed that the reaction products consisted of longer
hydrocarbon chains and that higher temperatures or longer
reaction times were needed to achieve full conversion compared
to a similar polymer material with a lower M,,.

Using polypropylene (PP) instead of PE showed improved
performance, as milder reaction conditions were required to
fully convert the starting polymer material. Compared to
a similar process, namely pyrolysis, hydrothermal conversion
had a lower conversion rate due to the supressing effect of
water, but did not generate unwanted coke species.

Interestingly, by performing the hydrothermal reaction with
D,0 instead of H,O, it was shown that water is incorporated in
the hydrocarbon products. This observation indicates that
water also functions as a reactant in the hydrothermal conver-
sion. Based on this finding, it is proposed that the reaction
mechanism proceeds via radical formation through homolytic
cleavage, induced by elevated temperatures and hydrogen
abstraction by hydrogen and hydroxide radicals generated from
water.
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