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properties and application of
concentrated KN(SO2F)2/sulfolane solution in high-
voltage high-power K-ion batteries†

Daisuke Igarashi, a Ryoichi Tatara, ‡a Satoshi Yasuno b

and Shinichi Komaba *a

To achieve improved performance and practical applications of K-ion batteries (KIBs), which are considered

next-generation batteries without resource constraints, electrolytes that canmaximize the electrochemical

performance of K-insertable electrode materials are crucial. In this study, a potassium bis(fluorosulfonyl)

amide (KFSA)/sulfolane (SL) system was investigated as a potential electrolyte candidate for KIBs. The

KFSA/SL solutions were found to be in the liquid state at room temperature, even at a highly

concentrated KFSA/SL molar ratio of 1 : 1 (corresponding to 5.1 mol dm−3). A systematic spectroscopic

analysis revealed that the KFSA/SL solution has a K+–SL–K+ bridge-type structure unique to SL-based

electrolytes. In addition, the solutions remained in the liquid state at high concentrations by suppressing

the crystallization of solvates, because the interaction between K+ and SL was weaker than that between

Li+ or Na+ and SL systems. The concentrated KFSA/SL solution (1 : 1) exhibited superior electrochemical

stability, which enabled stable cycling of the graphite negative electrodes and a high-voltage operation

of the K2Mn[Fe(CN)6] and KVPO4F positive electrodes. Furthermore, the superior cation-transport

properties of the electrolyte owing to the bridge-type structure improved the rate capability of the

electrode-active materials. This study advances the possibility of using novel electrolytes for realizing

high-power, high-voltage KIBs.
Introduction

K-Ion batteries (KIBs) have emerged as sustainable next-
generation batteries that do not require minor elements, and
are promising alternatives to Li-ion batteries (LIBs).1 Compared
with Na-ion batteries (NIBs),2 KIBs are advantageous because
the standard electrode potential of K+/K is as low as that of Li+/
Li in non-aqueous electrolytes. They also benet from the
maturity of graphite negative electrodes that are widely used in
conventional LIBs.3–5 In recent years, extensive research has
been conducted on highly concentrated electrolytes for LIBs,
NIBs, and KIBs6–8 for developing electrolytes with a wide
potential window, which are compatible with both the high 4 V-
class positive electrodes9,10 and the negative electrodes operated
close to the metal-plating potential.11,12 The specic solution
structure of concentrated electrolytes, with contact ion pairs
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(CIPs) and ionic aggregates (AGGs), improves the electro-
chemical stability of the electrolyte in terms of both thermo-
dynamics and kinetics. This enhancement is due to the
increased oxidation stability of the solvents owing to the mini-
mized free solvent molecules and the protection of the electrode
surface by the anion-derived solid electrolyte interphase
(SEI).13,14

Sulfolane (SL) or sulfone-based concentrated electrolytes
have been widely studied as LIB electrolytes because of their
desirable characteristics: (1) they generally demonstrate good
oxidation stability to enable the operation of 5 V-class positive
electrodes.15–17 (2) A bridge structure is formed in which one SL
molecule coordinates to two different Li+ ions at a high Li salt
concentration, thereby resulting in a remarkably high Li+

transference number.18 Because of these favorable properties,
SL-based solutions have been reported as electrolytes not only
for LIBs,17 Li metal batteries,19 and Li–S batteries20 but also for
NIBs.21,22 The use of SL-based solutions as KIB electrolytes is
also of immense interest. However, few studies have applied SL-
based electrolytes to K systems. Li et al. reported a concentrated
electrolyte comprising potassium bis(uorosulfonyl)amide
(KFSA) and SL in a molar ratio of approximately 1 : 1.6.23

However, their study focused only on dual graphite batteries
and not on typical KIBs, and hence, the K+ transport properties
of the SL-based electrolytes were not examined.
J. Mater. Chem. A, 2025, 13, 12113–12123 | 12113
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In this study, we prepared and investigated KFSA/SL solu-
tions (see Fig. S1† for the chemical structures) as KIB electro-
lytes in terms of their fundamental physical properties,
cathodic and anodic electrochemical stabilities, and impact on
the battery performance of the active materials. In addition, we
systematically examined the solution chemistry of the KFSA/
sulfone electrolyte and compared it with those of the lithium
bis(uorosulfonyl)amide (LiFSA)/sulfone and sodium bis(-
uorosulfonyl)amide (NaFSA)/sulfone systems to understand
the effect of the cationic species in sulfone-based electrolytic
systems.
Experimental section
Materials for preparing the electrolytes

KFSA (>99.9%, extra dry) was purchased from Solvionic, France.
KPF6 (battery grade, H2O < 110 ppm) and battery-grade elec-
trolyte solvents (H2O < 30 ppm) such as SL, 3-methylsulfolane
(MeSL), triglyme (G3), ethylene carbonate (EC), propylene
carbonate (PC) and diethyl carbonate (DEC) were purchased
from Kishida Chemicals Co., Ltd, Japan. LiFSA (>99.0%, H2O <
200 ppm) was purchased from Kishida Chemicals Co., Ltd,
Japan, while NaFSA (>99%) was purchased from Solvionic,
France. All reagents were used as received without any further
purication and stored in an Ar-lled glovebox with a dew point
of approximately −80 °C.
Synthesis

A Prussian blue analogue, K2Mn[Fe(CN)6], was synthesized via
a chelate-assisted precipitation method reported in our
previous study.24 In particular, 40 mmol of K4Fe(CN)6 trihydrate
(Kanto Chemical Co., Inc., Japan) and 40 mmol of MnCl2 tet-
rahydrate (Sigma-Aldrich, USA) were separately dissolved in 1 L
of a 0.2 mol dm−3 aqueous solution of tripotassium citrate
(Kanto Chemical Co., Inc., Japan). The MnCl2 solution was then
added dropwise to the K4Fe(CN)6 solution at a rate of 5
mL min−1 under constant N2 bubbling. The as-obtained white
precipitate was aged for 15 h, collected via centrifugation,
washed several times with water and once with ethanol, and
nally, vacuum dried at 100 °C overnight. The chemical
composition of the nal product was determined to be K1.95Mn
[Fe(CN)6]0.95 using inductively coupled plasma-optical emission
spectrometry (ICP-OES).

KVPO4F was synthesized via a two-step solid-state reaction
according to a previously reported method, with some modi-
cations.25 First, a VPO4 precursor was prepared using the carbo-
thermal method. In particular, V2O5 (Kanto Chemical Co., Inc.,
Japan), NH4H2PO4 (Wako Pure Chemical Industries, Japan), and
acetylene black (Li-100, Denka Co., Ltd, Japan) were mixed in
a molar ratio of 1 : 2 : 2.1 via planetary ball milling using an
acetone dispersion medium and dried at room temperature for
several hours and then at 80 °C in an oven. The mixed powder
was pelletized, heated to 750 °C at a ramp rate of 5 °C min−1

under Ar gas ow (200 mL min−1), and nally sintered at 750 °C
for 4 h. The as-obtained VPO4 powder was mixed with KF (Wako
Pure Chemical Industries, Japan) via planetary ball milling
12114 | J. Mater. Chem. A, 2025, 13, 12113–12123
without a dispersant. The KF/VPO4 mixture was pelletized,
wrapped in Au foil, and heated at 700 °C for 4 h under an Ar gas
ow (50 mL min−1). Wrapping with Au foil was essential to
suppress the evaporation of F during the heating process.

Electrode preparation and electrochemical measurements

Graphite electrode. Natural graphite powder (SNO3, SEC
CARBON Ltd, Japan) was mixed with carboxymethyl cellulose
sodium salt (CMC, Grade No. #2200, Daicel Miraizu Ltd, Japan)
in a weight ratio of 95 : 5 using deionized water as the disper-
sion medium to form a homogeneous slurry, followed by
application onto an Al foil and drying at 80 °C.

K2Mn[Fe(CN)6] electrode. K2Mn[Fe(CN)6] powder was mixed
with Ketjen black (KB, EC600JD, Lion Speciality Chemicals Co.,
Ltd, Japan) and polyvinylidene diuoride (PVDF, Grade No.
#1100, Kureha Chemical Industry Co., Ltd, Japan) in a weight
ratio of 80 : 9.8 : 9.7 using N-methylpyrrolidone (NMP, Kanto
Chemical Co., Inc., Japan) to form a homogeneous slurry. A
single-walled carbon nanotube (SWCNT) dispersant consisting
of 0.4% SWCNT, 0.6% PVDF, and 99% NMP was added to the
slurry such that the resulting composition ratio of the active
material, KB, SWCNT, and PVdF was 80 : 9.8 : 0.2 : 10. Themixed
slurry was applied onto an Al foil and dried at 80 °C.

KVPO4F electrode. KVPO4F powder was mixed with acetylene
black (Li-400) and PVDF in a weight ratio of 80 : 10 : 10 using
dehydrated NMP as the dispersion medium. The subsequent
preparation process was identical to that described above for
the graphite electrode.

Full cell assembling. The K-ion battery full cells were
assembled using a KVPO4F positive electrode, graphite negative
electrode, and KFSA/SL = 1/1 electrolyte. The mass ratio of
KVPO4F/graphite was approximately 2.5. The graphite electrode
was precycled for 5 cycles in a half cell with a K metal counter
electrode to simplify the experiment. The low-temperature test
of the full cell was conducted in the fourth cycle aer three
cycles at 25 °C.

The active material//K half cells, KVPO4F//graphite full cells,
and K//K symmetric cells were assembled into 2032-type coin
cells (Hohsen Corp., Japan). A glass ber lter disc (GB-100R,
ADVANTEC Inc., Japan) was used as the separator. The galva-
nostatic charge and discharge tests were conducted at 25 °C
using a TOSCAT-3100 charge–discharge test system (TOYO
SYSTEM, Japan). All other electrochemical measurements were
conducted using a VMP-3 potentiostat (BioLogic, France) at 25 °
C. Rate capability test of K2Mn[Fe(CN)6], cyclic voltammetry
(CV) and linear sweep voltammetry (LSV) of the metallic
substrates were performed using a three-electrode cell (SB9 for
the rate capability test and SB1A for CV and LSV, EC FRONTIER,
Japan) with activated carbon as the counter electrode and K
metal wire as the reference electrode. The detailed cell cong-
uration is described in our previous study.26 The potential
sweep rate was set to 1 mV s−1 for both CV and LSV.

Characterization

The ionic conductivities of the electrolytes were measured using
an ionic conductivity meter (CM-41X, TOA DKK, Japan) in an
This journal is © The Royal Society of Chemistry 2025
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incubator set at different temperatures. The viscosities and
densities of the electrolytes were evaluated using a rolling ball
viscometer (Lovis 2000 M/ME, Anton Paar, Austria) equipped
with a density meter. The thermal phase transition behaviors of
the electrolytes were analyzed using differential scanning calo-
rimetry (DSC 3500 Sirius, NETZSCH, Germany). The electrolyte
samples were sealed in aluminum pans in an Ar-lled glovebox.
The sample temperature was rst increased to 110 °C and held
for 10 min, decreased to −100 or −130 °C and again held for
10 min, and nally increased to 110 °C at a heating/cooling rate
of 5 °C min−1. The thermograms were recorded during the nal
heating process. Raman spectra of the electrolyte solutions were
recorded using a 532 nm laser Raman spectrometer (Raman 11i,
Nanophoton, Japan), and were then deconvoluted using the
pseudo-Voigt function as required. Hard X-ray photoelectron
spectroscopy (HAXPES) was conducted at the BL46XU beamline
of SPring-8 at an X-ray excitation energy of 7939 eV. The
photoelectron detection angle was set at 80° and the pass energy
of the analyzer was set to 100 eV. The obtained spectra were
deconvoluted using the pseudo-Voigt function. The binding
energy of the obtained spectrum was calibrated with the
binding energy of the sp2 carbon of graphite (284.6 eV), and the
peak intensity was normalized to that of sp2 carbon. Ex situ X-
ray diffraction (XRD) measurements of the graphite electrode
were performed using an X-ray diffractometer with Ni-ltered
Cu Ka radiation (SmartLab, Rigaku Corporation, Japan). A
custom-made airtight sample holder was used to prevent the
electrode samples from being exposed to air.

Results and discussion

Photographs of the XFSA/SL mixtures (X = Li, Na, or K) with
various mixing ratios are displayed in Fig. 1a. Henceforth,
samples with a salt/solvent mixing ratio of 1/nwill be denoted as
“salt/solvent = 1/n.” According to the phase diagrams reported
by Dokko et al., the LiFSA/SL and NaFSA/SL systems exhibited
stable solid solvate crystals at room temperature when the
LiFSA/SL ratio was 1/5 or 1/1 and the NaFSA/SL ratio was 1/3 or
1/0.5.21,27 Therefore, the LiFSA/SL and NaFSA/SL systems with
highly concentrated mixing ratios cannot be used as battery
electrolytes at room temperature. In contrast, the KFSA/SL
solutions prepared in this study were homogeneous at room
temperature, even at a concentrated mixing ratio of KFSA/SL >
1/1. Although SL is a solid at room temperature with a melting
point of approximately 28 °C, the mixture with even a small
amount of KFSA salt added (KFSA/SL= 1/20) was liquid at room
temperature. The molar concentration of KFSA/SL = 1/1 was
calculated to be 5.1 mol dm−3 from the density measured at
room temperature (see Table S1†), which is higher than those of
previously reported KFSA/SL solutions.23,28 The phase diagrams
of the KFSA/SL = 1/n binary system electrolytes, based on DSC
measurements (see Fig. S2†), is shown in Fig. 1b. In the region
where the mole fraction of KFSA was low (xKFSA < 0.29, n < 2.5),
the KFSA/SL mixtures exhibited melting points. The melting
point reached a maximum for n = 4 (xKFSA = 0.2), and the
melting point depression appeared to be caused by the eutectic
effect between KFSA/SL = 1/4 and the solvates of other
This journal is © The Royal Society of Chemistry 2025
compositions before and aer xKFSA = 0.2. However, the phase
diagram for xKFSA < 0.4 is complicated, and no stable compo-
sitions other than that with n = 4 can be determined. In the
high-concentration region (xKFSA > 0.29), only glass-transition
points were observed, and these mixtures did not exhibit crys-
tallization or subsequent melting behavior. Therefore, the
concentrated KFSA/SL solutions were found to be in a meta-
stable liquid state; however, this state remained for a very long
period, and no signs of crystallization were observed. The KFSA/
SL = 1/1 electrolyte remained in the liquid state without any
precipitate, even aer storing in a freezer for more than one year
at approximately −18 °C (see Fig. S3†). Therefore, the concen-
trated KFSA/SL solution can be concluded to have more favor-
able physicochemical properties as a battery electrolyte than the
analogous Li or Na systems.

As shown in Fig. S4,† the dependence of the ionic conduc-
tivity and viscosity on the KFSA concentration is similar to that
of many other non-aqueous electrolytes. The ionic conductivity
reached its maximum value when the KFSA concentration was
approximately 1 mol dm−3. The relationship between the molar
conductivity, L, and viscosity, h, at 25 °C, of several KIB elec-
trolytes, including KFSA/SL = 1/1, is shown in Fig. 1c as a Wal-
den plot (see Table S2† for the physicochemical properties of
KFSA/G3 = 1/1 and 1 mol dm−3 KPF6/EC : PC (1 : 1 v/v%)). The
plot of KFSA/SL= 1/1 appeared immediately below the KCl ideal
line, and it was located considerably closer to the ideal line than
those of KFSA/G3 = 1/1 or 1 mol dm−3 KPF6/EC : PC, indicating
that the KFSA/SL = 1/1 electrolyte exhibited better ionic disso-
ciation than the other electrolytes. The KFSA/SL = 1/1 electro-
lyte demonstrated better ionic dissociation owing to its higher
KFSA concentration compared to the KFSA/SL = 1/10 electrolyte
(see Fig. S5a† for a more detailed analysis of the concentration
dependence). The values of KFSA/SL = 1/1 on this plot were also
substantially affected by the temperature, as shown in Fig. S5b;†
they deviated from the ideal line at higher temperatures.

The solvation structures of the KFSA/SL solutions were
analyzed using Raman spectroscopy. Fig. 1d shows the Raman
spectra of the neat SL and KFSA/SL = 1/n solutions, wherein the
Raman scattering of the SO2 scissoring vibration of neat SL is
observed at approximately 567 cm−1. This peak not only shied
toward higher wavenumbers with increasing KFSA concentra-
tions because of an increase in the solvent–cation interactions,
but also broadened and exhibited an asymmetric tail. This is
a typical behavior observed for concentrated sulfone-based
solutions,18,21 and the peak asymmetrization is due to the
appearance of a new peak at approximately 578 cm−1, origi-
nating from a bridge-type SL, where one SL molecule simulta-
neously coordinates to two cations, as shown in Fig. S6.† The
peak of KFSA/SL = 1/1 was observed at a lower wavenumber
than that of KFSA/SL = 1/1.5, which is probably due to the
presence of fewer SL molecules in the highly concentrated
KFSA/SL = 1/1 solution (see Fig. S7† for a clearer depiction).
Assuming that the bridge-type fraction is maximized and that
no free SL molecules are present in the KFSA/SL = 1/1.5 solu-
tion, the peak positions of the monodentate and bridge type SL
were estimated to be 571.3 and 578.1 cm−1, respectively, based
on the peak deconvolution of the spectrum of KFSA/SL = 1/1.5
J. Mater. Chem. A, 2025, 13, 12113–12123 | 12115
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Fig. 1 (a) Photographs of the XFSA/SL = 1/n mixtures (X = Li, Na, or K). Numbers on the bottle caps indicate the value of n for each solution. (b)
Phase diagram of the KFSA/SL = 1/n binary system. The red circles, blue squares, and black crosses indicate the melting points (Tm), glass-
transition points (Tg), and phase transition points that are not specifically attributed (Tx), respectively. (c) Walden plots of the KIB electrolytes.
Raman spectra corresponding to (d) SO2 vibration of SL and (e) S–N–S vibration of the FSA− anion in KFSA/SL = 1/1.
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shown in Fig. S8.†Notably, the shi and asymmetrization of the
SO2 scissoring peak are typical phenomena of concentrated SL
solutions;18 however, the degree of asymmetrization depends on
the cationic species. Fig. S9† shows the Raman spectra of neat
SL, KFSA/SL = 1/3, and LiFSA/SL = 1/3. The spectrum of LiFSA/
SL = 1/3 exhibited more pronounced tailing on the side of
higher wavenumbers than that of KFSA/SL = 1/3.

The Raman spectra of the KFSA/SL = 1/n solutions corre-
sponding to the S–N–S vibration of FSA− anions are shown in
Fig. 1e. The peak position shied to a higher wavenumber with
increasing KFSA concentration owing to an increase in the
cation–anion interactions caused by the formation of CIPs and
AGGs, as observed in the case of other FSA salt-based concen-
trated electrolytes. The formation of CIPs and AGGs in such
concentrated electrolytes is considered benecial in many
studies because it facilitates the decomposition of anions and
subsequent SEI formation on the surface of the metal or carbon
negative electrodes.11,29,30
12116 | J. Mater. Chem. A, 2025, 13, 12113–12123
Although the effect of cationic species on the solution
structure of the XFSA/SL system is of immense interest, the
large difference in the melting points of stable solvates
depending on the cationic species makes it difficult to compare
the physical properties of XFSA/SL systems for the same salt/SL
mixing ratio. Therefore, instead of the XFSA/SL system, we
compared the physical properties of mixtures of the XFSA (X =

Li, Na, or K) and MeSL (which has a methyl group added to the
ve-membered ring of SL, Fig. S10†) system. In the LiFSA/MeSL
and NaFSA/MeSL systems, the crystallization of the XFSA$x-
MeSL solvate at highly concentrated compositions is prevented
by the steric hindrance caused by the methyl group, which
makes the LiFSA/MeSL = 1/n and NaFSA/MeSL = 1/n (1 < n# 7)
solutions glass-forming liquids at room temperature.22,27

The phase diagram of the KFSA/MeSL system in Fig. 2a
shows that the concentrated KFSA/MeSL solutions exhibit
a glass-forming liquid state at ambient temperature over a wide
range of mixing ratios, similar to the LiFSA/MeSL and NaFSA/
This journal is © The Royal Society of Chemistry 2025
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Fig. 2 (a) Phase diagram of the KFSA/MeSL binary system. (b) Walden plot of the concentrated XFSA/MeSL (X = Li, Na, or K) solutions at room
temperature. (c) Raman spectra of XFSA/MeSL= 1/1.5 corresponding to the SO2 scissoring vibration of MeSL. The open circles, and blue, red, and
black solid lines indicate the experimental values, deconvoluted peaks attributable to monodentate MeSL, deconvoluted peaks corresponding to
bridge-typeMeSL, and the fitting total, respectively. Theminor peak observed at approximately 610 cm−1 is attributed to the alkyl chains of MeSL.
(d) Raman spectra of XFSA/MeSL = 1/1.5 corresponding to the S–N–S vibration of the FSA− anions. The minor peaks observed at approximately
774 and 792 cm−1 are attributed to the alkyl chains of MeSL.
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MeSL systems. The corresponding DSC curves are presented in
Fig. S11.† In our study, uniform liquids were obtained at room
temperature for XFSA/MeSL = 1/1.5, for all the LiFSA, NaFSA,
and KFSA/MeSL systems. Solid precipitates were observed in
solutions that were more concentrated than NaFSA/MeSL = 1/
1.4, whereas the LiFSA/MeSL and KFSA/MeSL solutions
remained as liquids even for n = 1.

TheWalden plot of the concentrated XFSA/MeSL solutions at
room temperature is shown in Fig. 2b. The ionic conductivity,
viscosity, and density of each electrolyte are listed in Tables S3
and S4.† The plots of the LiFSA/MeSL and KFSA/MeSL solutions
were observed near the KCl ideal line, and the plot of the Li
system was closer to this line than that of the K system for the
same salt/MeSL mixing ratio. By contrast, the plot of NaFSA/
MeSL = 1/1.5 was located far from the ideal line. This
suggests that the approximate estimated degree of ionic disso-
ciation for the Li, Na, and K systems is in the order of Li > K[

Na. A pronounced increase in the viscosity and decrease in the
conductivity of concentrated solutions of NaFSA have been
generally observed for other solvent systems, such as 1,2-
dimethoxyethane and propylene carbonate.31,32

The Raman spectra of the XFSA/MeSL = 1/1.5 solutions
corresponding to the SO2 scissoring vibration of MeSL are
shown in Fig. 2c. Each experimental spectrum was deconvo-
luted into peaks for two components, monodentate and bridge-
This journal is © The Royal Society of Chemistry 2025
type MeSL, with peak areas of Am and Ab, respectively. The Am/Ab
ratios for the Li, Na, and K systems were calculated to be 0.42,
3.40, and 3.90, respectively, and the integral intensity of Ab
followed the order of Li [ Na > K. The bridge-type solvation
structure was considerably more developed in the Li system
than in the other systems, probably because of its strong Lewis
acidity. The Raman spectra of the XFSA/MeSL = 1/1.5 solutions
corresponding to the S–N–S vibration of the FSA− anions are
shown in Fig. 2d, wherein a more pronounced Raman shi can
be observed for smaller cationic systems. However, the Raman
shi values for the Li and Na systems were almost the same.
This indicates that K+ interacts more weakly with the anions
than Na+ and Li+, or that Na+ has a stronger interaction than
what is intuitively estimated based on the order of the ionic
radius and Lewis acidity. Briey, the Raman spectral analysis
results indicate that Li+ interacts strongly with both the solvents
and anions, whereas Na+ interacts strongly only with the anions.

The above discussion on the compositions with stoichio-
metric solvates andmelting points of the XFSA/SLmixtures, and
the solution structure of the XFSA/MeSL solutions can be
summarized as follows: Li+ tends to form CIPs and AGGs easily
with solvents, with anions and bridge-type solvation structures.
This facilitates ion dissociation and cation transport, and is
therefore favorable for use in LIB electrolytes. However, strong
Li+–solvent and Li+–anion interactions enhance the
J. Mater. Chem. A, 2025, 13, 12113–12123 | 12117
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thermodynamic stability of the solvate crystal phase and induce
solvate precipitation in concentrated compositions such as
LiFSA/SL = 1/1. Na+ has a signicantly weaker interaction with
solvents to form a bridge-type structure than Li+; however, it
exhibits unusually strong CIP- and AGG-forming interactions
with anions, which make concentrated NaFSA solutions viscous
and poorly ion-dissociable, thereby making their use as NIB
electrolytes difficult, unless they are in a high-temperature
environment.21,22 The weak Lewis acidity of K+ results in weak
interactions with both solvents and anions and ensures a wide
liquid-phase range, where even equimolar mixtures of salts and
solvents can remain as liquids. The less rigid bridge solvation
structure is disadvantageous compared with that of the Li
analog system. The plot of the LiFSA/SL = 1/3 solution was
located closer to the ideal line of the Walden plot than that of
the KFSA/SL = 1/3 solution. However, the K system enabled the
formation of concentrated compositions with better dissocia-
tion, such as KFSA/SL = 1/1, without solvate precipitation,
because of its weaker K+–solvent and K+–anion interactions (see
Fig. S12†).

Because one of the advantages of KIBs is the applicability of
a graphite negative electrode, compatibility with graphite, such
as cathodic stability and SEI formation ability, is an important
aspect of KIB electrolytes. Prior to the electrochemical test with
K metal electrodes, the K metal foils were soaked overnight in
KFSA/SL = 1/10 or KFSA/SL = 1/1 mixtures to conrm their
compatibility for K-half cell tests, as shown in Fig. 3a. The
metallic luster was retained in the case of KFSA/SL = 1/1,
whereas the surface was dull and black in the case of KFSA/SL
= 1/10. The cathodic stability of KFSA/SL = 1/1 was also
conrmed from the reversible K-plating/stripping reaction on
the Cu substrate, as shown in the cyclic voltammogram in
Fig. S13.†

The current-reversal voltage proles of the K//K symmetric
cells with the KFSA/SL = 1/1 electrolyte and a previously re-
ported ether-based concentrated electrolyte, KFSA/G3 = 1/1, are
shown in Fig. 3b. The cell voltage of the K//K cells was smaller
when KFSA/SL = 1/1 was used, especially when the applied
current density was less than 250 mA cm−2, which is in good
agreement with the electrochemical impedance spectroscopy
results of the K//K symmetric cells (see Fig. S14†). Although this
nding was partially unexpected, considering the cathodically
unstable nature of SL at lower potentials,16,33 it could be related
to the large desolvation energy in the concentrated G3 electro-
lyte, which is a long-chain glyme, and the SEI composition on
the electrode surface, as discussed later. The key difference
between the two electrolytes is their K-plating/stripping behav-
iors under high current density conditions. The plating/
stripping reaction did not proceed properly, while the cell
voltage diverged above 2 V at 1000 mA cm−2 in the case of KFSA/
G3= 1/1, whereas it proceeded smoothly under the high current
density in the case of KFSA/SL = 1/1. This indicated that the
diffusion-limited current density in KFSA/SL = 1/1 was larger
than that in KFSA/G3 = 1/1, under this anion-blocking condi-
tion. Unlike in the cases of the Li salt/SL and NaFSA/SL systems,
the absence of a nuclear magnetic resonance (NMR)-sensitive
nucleus in the case of K and the large and unstable
12118 | J. Mater. Chem. A, 2025, 13, 12113–12123
impedance of the K-plating/stripping reaction make it difficult
to quantify the self-diffusion coefficient of K+ using pulse-eld
gradient NMR27 and the K+ transference number using the DC
polarization technique.21 However, we believe that the large gap
in the limiting current density is sufficient to demonstrate fast
K+ transport in the KFSA/SL = 1/1 electrolyte, as expected from
the solution structure inferred from the Raman spectra. The
variations in the limiting current density for the KFSA/SL = 1/1
and KFSA/G3 = 1/1 electrolytes are also in good agreement with
the Walden plot shown in Fig. 1c.

Fig. 3c shows the charge–discharge curves of a natural
graphite//K cell with the KFSA/SL = 1/1 electrolyte in the voltage
range of 0–2 V (vs. K) at a current density of 27.9 mA g−1. The
reversible capacity was 256 mA h g−1 in the rst cycle, which is
sufficiently close to the theoretical capacity of 279mA h g−1, and
the graphite electrode showed acceptable cyclability for 50
cycles (see Fig. S15†). The irreversible capacity of 44 mA h g−1 at
the rst cycle can be attributed to the electrolyte decomposition
and SEI formation.3 The initial coulombic efficiency was
calculated to be 85.4%. The obtained curves were almost iden-
tical to those obtained for the graphite//K cells with the
conventional 1 mol dm−3 KFSA/EC : DEC (1 : 1 v/v%) and KFSA/
G3 = 1/1 electrolytes shown in Fig. S16.† Despite the inferior
reduction resistance of SL compared to ether solvents, the
graphite electrode with KFSA/SL = 1/1 electrolyte showed
a similar performance to that using KFSA/G3= 1/1. This may be
because the KFSA concentration is higher for KFSA/SL = 1/1
(5.1 mol dm−3) than KFSA/G3 = 1/1 (3.5 mol dm−3), where
the effect of the improved SEI formation compensates for the
poor reduction stability of the SL solvent. Fig. 3d shows the ex
situ XRD patterns of the pristine and fully potassiated graphite
electrodes. The stage 1 potassium–graphite intercalation
compound, KC8, was detected as the main phase in the fully
potassiated electrode, which was consistent with the reversible
capacity determined from the galvanostatic charge–discharge
measurements. Therefore, the KFSA/SL = 1/1 electrolyte is
suitable for graphite negative electrodes for KIBs.

The surface conditions of the cycled graphite electrodes were
analyzed using HAXPES. The C 1s, O 1s, F 1s, and S 1s HAXPES
spectra are presented in Fig. S17, S18† and 3e, f, respectively. It
is well known that a KF-rich SEI is formed in electrolytes con-
taining a large amount of KFSA.34–36 The graphite electrodes
cycled in the concentrated electrolytes in this study also showed
a larger KF signal than that cycled in the conventional electro-
lyte. In addition, in the case of KFSA/SL = 1/1, the intensity of
the peak obtained at approximately 686 eV, which originates
from the F-containing organic compounds, is smaller than that
obtained in the case of KFSA/G3 = 1/1.

The intensities of the S 1s peaks were also higher for the
electrodes cycled in the concentrated electrolytes than that in
the conventional electrolyte. Considering that a recent study
suggested that not only a KF-rich SEI but also a K2S-rich SEI is
ionically conductive and improves the negative electrode
properties in K metal battery systems,37 the FSA−-derived S-rich
SEI may also contribute toward enhancing the electrochemical
properties of graphite electrodes in concentrated electrolytes
with respect to those in conventional electrolytes. S–O bonding
This journal is © The Royal Society of Chemistry 2025
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Fig. 3 (a) Photographs of K metal disks soaked in the KFSA/SL = 1/10 (left) and KFSA/SL = 1/1 solutions (right). (b) Voltage profiles of K//K
symmetric cells with the KFSA/SL= 1/1 and KFSA/G3= 1/1 electrolytes. (c) Charge and discharge curves of the graphite//K cell with the KFSA/SL=
1/1 electrolyte. (d) Ex situ XRD patterns of pristine and fully potassiated graphite electrodes. (e) F 1s and (f) S 1s HAXPES profiles of graphite
electrodes cycled in the KFSA/SL = 1/1, KFSA/G3 = 1/1, and 1 mol dm−3 KFSA/EC : DEC electrolyte.
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was detected at a higher binding energy predominantly for the
graphite electrode cycled in KFSA/SL = 1/1, whereas the K2Sx
and K2S peaks were observed at lower binding energies with
higher intensities for the electrode cycled in KFSA/G3 = 1/1.
This may imply that the S–O bond-rich SEI components
deposited in KFSA/SL= 1/1 are formed via the decomposition of
both FSA− anions and SL solvent. Although it is practically
difficult to determine which chemical species contributes more
to the SEI layer, since sulfur can be supplied from both FSA−

and SL, the contribution of SL to the SEI formation has been
suggested in studies of graphite electrodes in LIBs by Cai et al.
and Zheng et al.38,39 and hard carbon electrodes in NIBs by
Kuang et al.40

The compatibility of the KFSA/SL = 1/1 electrolyte with the
positive electrode materials was evaluated using LSV. Fig. 4a
shows the LSV curves of Pt foil in the KFSA/G3 = 1/1 and KFSA/
SL = 1/1 electrolytes. The detected anodic current in KFSA/SL =

1/1 was smaller than that in KFSA/G3 = 1/1 in the potential
region of 4 V vs. K+/K. Because the KFSA/G3= 1/1 electrolyte was
This journal is © The Royal Society of Chemistry 2025
previously reported to be compatible with the K2Mn[Fe(CN)6]
electrodes, the KFSA/SL= 1/1 electrolyte was expected to exhibit
the same or better performance for positive electrodes
compared with KFSA/G3 = 1/1.34

Fig. 4b shows the initial charge–discharge curves for the
K2Mn[Fe(CN)6]//K cells with the three types of electrolytes: 1 mol
dm−3 KPF6/EC : PC, KFSA/G3 = 1/1, and KFSA/SL = 1/1 in the
voltage range of 2.5–4.3 V (vs. K) at a current density of
15.5 mA g−1. Both the highly concentrated electrolytes
improved the initial coulombic efficiency of the K2Mn[Fe(CN)6]
electrodes. In addition to the better oxidation stability of the
concentrated electrolytes, we believe the primary reason for this
phenomenon to be the favorable anion-derived SEI that forms
on the K metal surface in the concentrated electrolytes, which
suppresses solvent decomposition on the K metal surface.41,42

This inhibits the so-called “cross-talk” effect between the posi-
tive electrode and Kmetal, which has recently been identied as
the dominant factor responsible for the irreversible capacity of
the positive electrode in KIB electrolytes.24,43,44 The
J. Mater. Chem. A, 2025, 13, 12113–12123 | 12119
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Fig. 4 (a) LSV of Pt foil in the KFSA/SL = 1/1 and KFSA/G3 = 1/1
electrolytes. (b) Initial charge–discharge curves of the K2Mn[Fe(CN)6]
electrodes in different electrolytes. The current density was
15.5 mA g−1 (corresponding to 0.1C). (c) Discharge rate dependence of
the discharge capacity of the K2Mn[Fe(CN)6] electrodes in highly
concentrated electrolytes.

Fig. 5 Schematic illustration of the solution structure of the KFSA/SL=
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improvement in the coulombic efficiency by using the KFSA/SL
= 1/1 electrolyte also indicates that the corrosion of the Al
current collector was suppressed in it, as well as in most highly
concentrated FSA-salt-based electrolytes.31,34,45 Fig. S19† shows
the coulombic efficiency and long-term cyclability of the K2Mn
[Fe(CN)6] electrodes. The concentrated electrolytes improved
the coulombic efficiency not only in the rst cycle but also
during and aer the second cycle.

The rate capability of the K2Mn[Fe(CN)6] electrodes in each
electrolyte was evaluated using a three-electrode setup. Unlike
two-electrode systems, such as coin-type cells, the three-
electrode system allows the correct evaluation of the rate
capability of the working electrodes without the effect of the
large polarization of the K metal-based counter electrodes.24,46

Fig. S20† shows the discharge rate curves of the K2Mn[Fe(CN)6]
electrodes at different current densities, and the observed
12120 | J. Mater. Chem. A, 2025, 13, 12113–12123
discharge capacity versus the discharge C-rate is plotted in
Fig. 4c. The discharge capacities were almost the same at lower
C-rates; however, larger discharge capacities were obtained in
the KFSA/SL = 1/1 electrolyte than in the KFSA/G3 = 1/1 elec-
trolyte at a high discharge rate of 5C, despite its very low ionic
conductivity and high viscosity. This could be because the
KFSA/SL = 1/1 electrolyte exhibited a larger diffusion-limited
current density than the KFSA/G3 = 1/1 electrolyte, as shown
in Fig. 3b. The above discussion demonstrates for the rst time
the superior cation-transport properties of SL-based concen-
trated electrolytes for the KFSA/SL system, as well as for the Li
and Na analogs.20,21

A schematic of the solution structure of the KFSA/SL = 1/1
electrolyte based on the above experimental results is pre-
sented in Fig. 5. The concentrated KFSA/sulfone-based electro-
lytes not only enlarged the potential window owing to the
increased CIPs and AGGs, as observed in other concentrated
electrolytes, but also enabled fast K+ hopping transport via the
K+–SL–K+ bridge-type solvation structure. It should be empha-
sized that an electrolyte system with the same ionic concen-
tration cannot be realized for the Li and Na analogs at room
temperature.

The KFSA/SL= 1/1 electrolyte, which exhibits durable anodic
stability, is expected to be appropriate for high-voltage KIB
materials. KVPO4F is an outstanding positive electrode mate-
rial, which exhibits sufficient practical capacity (with
a maximum of approximately 100 mA h g−1) and has a high
working potential of over 4 V vs. K+/K.25,47,48 However, in most
cases, a large irreversible capacity is observed in the electro-
chemical tests on KVPO4F composite//K cells because of its very
high working potential, which causes a large amount of elec-
trolyte decomposition. Fig. 6a displays the charge–discharge
curves of KVPO4F in the conventional 1 mol dm−3 KPF6/EC : PC
electrolyte in the voltage range of 2–4.9 V (vs. K) at a current
density of 13.1 mA g−1. Reversible cycling was observed;
however, a large irreversible reaction occurred during each
charging process, as demonstrated in previous studies.25,48,49

The KFSA/G3 = 1/1 electrolyte continuously decomposed at
approximately 4.7 V vs. K+/K during the rst charging process
(Fig. 6b), and thus, the electrode could not be fully charged to
the upper voltage limit of 4.9 V. This was possibly due to the
anodic decomposition of G3, an ether-based solvent with rela-
tively poor anodic stability, even in a highly concentrated
1/1 electrolyte.

This journal is © The Royal Society of Chemistry 2025
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Fig. 6 Charge–discharge curves of the KVPO4F electrodes in the (a) 1 mol dm−3 KPF6/EC : PC, (b) KFSA/G3 = 1/1, and (c) KFSA/SL = 1/1
electrolytes. (d) Cycling performance and coulombic efficiency of the KVPO4F electrodes.

Paper Journal of Materials Chemistry A

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

6 
O

ct
ob

er
 2

02
4.

 D
ow

nl
oa

de
d 

on
 3

/8
/2

02
6 

6:
54

:1
7 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
state.9,34 The reversibility of the charge–discharge reactions was
highly improved in the KFSA/SL = 1/1 electrolyte (Fig. 6c)
compared with that in the two above-mentioned electrolytes.
This can be explained on the basis of two factors: (1) suppres-
sion of the cross-talk effect between the KVPO4F and K-metal
electrodes owing to the formation of the SEI layer on the K
metal surface and (2) the inherently strong anodic stability of SL
solvents.15,17 In addition, several studies suggested that SL can
be decomposed on the surface of the electrode to produce
a cathode electrolyte interphase (CEI).38,40

Therefore, such passivation layer may also contribute to the
improvement of the apparent oxidation resistance of KFSA/SL.

The cycling performance and variation trend of the
coulombic efficiency of the KVPO4F electrodes in 1 mol dm−3

KPF6/EC : PC and KFSA/SL = 1/1 are shown in Fig. 6d. The
coulombic efficiency and cyclability were improved in the KFSA/
SL = 1/1 electrolyte. Consistent with this study, Kim et al. sug-
gested that the origin of the capacity degradation of KVPO4F can
be attributed to an increase in the surface resistance owing to
the deposition of electrolyte decomposition products.50 Para-
sitic reactions between the charged KVPO4F and electrolyte
components in the high-potential region have also been
recently reported by Wernert et al.51 The robust anodic stability
of KFSA/SL = 1/1 contributes toward improving the battery
properties of such high-voltage electrode materials, and it can
thus be a remarkable option as an electrolyte for high-voltage
KIBs. Based on the above results, a KIB full cell was fabricated
using a KVPO4F positive electrode, graphite negative electrode,
and KFSA/SL = 1/1 electrolyte. The charge–discharge curves of
the full cell are shown in Fig. S21.† The cell exhibited reversible
This journal is © The Royal Society of Chemistry 2025
operation with an average discharge voltage of 3.9 V at the
initial cycle. Although the further optimization of electrode
manufacturing and cell design to improve the cycle perfor-
mance remains a challenge, the results indicate that the KFSA/
SL electrolyte may contribute to the realization of 4 V-class KIBs
with high-voltage electrode materials. In addition, Fig. S22†
shows the charge–discharge curves of the full cell operated at
lower temperature (5 °C) in comparison with that at 25 °C.
Despite the high melting point of the SL solvent, the full cell
exhibited the reversible operation at 5 °C, although the capacity
decreased due to the increased cell resistance at low
temperature.
Conclusions

In this study, the solution chemistry of KFSA/SL and XFSA/MeSL
mixtures (X = Li, Na, or K) was systematically investigated, and
the compatibility of KFSA/SL = 1/1 as a battery electrolyte was
evaluated. In contrast to the Li and Na analogs, the KFSA/SL
system maintained its liquid state at room temperature over
a wide composition range, including the highly concentrated
region. The calorimetric analysis revealed that the concentrated
KFSA/SL solutions formed glass-forming metastable phases.
According to the Raman spectroscopy analysis results of the
XFSA/MeSL solutions, the weak interactions between K+ and
both the solvent and FSA− anions could enable the application
of both liquid states in battery electrolytes and also result in
desirable cation-transport properties owing to the weaker Lewis
acidity of K+ than Li+ and Na+. Fast K+ transport in the KFSA/SL
= 1/1 electrolyte, as evidenced by the limiting current density
J. Mater. Chem. A, 2025, 13, 12113–12123 | 12121

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4ta06029f


Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

6 
O

ct
ob

er
 2

02
4.

 D
ow

nl
oa

de
d 

on
 3

/8
/2

02
6 

6:
54

:1
7 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
under anion-blocking conditions, improved the high-power
operation of the K2Mn[Fe(CN)6] positive electrodes. The CIP-
and AGG-rich solution structure of KFSA/SL = 1/1, which is
typical for highly concentrated solutions, achieved a desirable
SEI, resulting in the effective passivation of the K metal surface
and reversible operation of the graphite negative electrode.
Furthermore, the superior oxidative stability of the SL and K+–

SL–K+ bridge-type solvation structure enabled the operation of 5
V-class positive electrodes and improved the rate capability of
the electrode-active materials, which was hardly achieved using
conventional ether-based concentrated electrolytes. We believe
that this study will contribute toward the exploration of novel
alkali metal ion chemistry and the development of a new family
of electrolytes for next-generation batteries.
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