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roadband emitters based on rare
earth phosphors for all-weather and efficient
radiative cooling and energy saving†

Qinglong Hu,a Ruiming Tan,a Pengjie Zhong,a Keyu Han, *a Yinyan Li, b

Peng Xue*c and Gongxun Bai *a

Passive daytime radiative cooling (PDRC) presents an effective strategy for mitigating the global greenhouse

effect. However, some existing PDRC systems necessitate complex designs and are limited to selectively

radiate heat into outer space. To improve the performance of PDRC systems, we have developed

a multifunctional rare earth phosphor film that integrates particle scattering, fluorescence emission and

broadband radiation capabilities. Outdoor tests conducted under an average solar radiation of 644 W

m−2 indicated that the film achieved a sub-ambient cooling temperature of 8.26 °C with a net cooling

power reaching up to 101 W m−2. During night tests, the SM film's average cooling was only 0.29 °C,

which is promising for real-life nighttime comfort and building service life. Given its superior

performance and multifunctionality, the composite film demonstrates significant potential for application

in contemporary green development initiatives.
1 Introduction

As the greenhouse effect keeps intensifying, it presents funda-
mental economic, health and security risks to human civiliza-
tion.1,2 Maintaining a habitable built environment has emerged
as one of the most pressing challenges of our era.3,4 Traditional
temperature regulation primarily relies on heating, ventilation
and cooling systems.5–7 Nevertheless, cooling and heating
consume a considerable amount of energy and release
a substantial quantity of greenhouse gases, which account for
over 30% of global energy emissions.8–12 In light of these issues,
development of an environmentally sustainable cooling solu-
tion that does not consume energy and does not produce
emissions has become a matter of urgency. Passive daytime
radiative cooling (PDRC) has garnered signicant attention
from researchers in recent years owing to its efficient cooling
performance.13 This technology achieves radiative cooling by
utilizing its superior reectivity in the visible range and superior
emissivity in the infrared range. Furthermore, PDRC can ach-
ieve cooling by radiating energy into outer space through an
atmospheric window (8–13 mm).8,13,14 The temperature of the
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universe is approximately −270 °C, while the Earth's surface
temperature is roughly 27 °C. The substantial temperature
disparity between the Earth and outer space enables the planet
to lower its temperature by emitting energy through the atmo-
spheric window.15–18

Recently, numerous PDRC materials and structures have
achieved outstanding accomplishments in their high reectivity
and high emissivity. Some examples include rare earth phos-
phor materials,13,18 multilayer photonic structures,19 porous
polymer materials,20,21 aerogels,22,23 and particle polymer coat-
ings.17,24 Typically, polymer materials exhibit outstanding radi-
ative properties in the infrared band, and hence, they are
frequently utilized as radiative cooling materials.25,26 By incor-
porating nanoparticles into polymers, radiatively cooled lms
with excellent reectivity and emissivity can be fabricated.13,17,26

To enhance the cooling efficacy of devices, many researchers
have focused on selective coolers with excellent emissivity
within the atmospheric transparency window region. For
instance, Wu et al. developed a dual-frequency radiative cooling
device with enhanced thermal emitting performance, which
reduced the temperature by 9 °C.27 Wang et al. created
a composite lm with a rational pore structure. The composite
lm exhibited selective radiative cooling during the daytime
and realized a cooling effect of 14.9 °C.28 Thus, these studies
reported materials with signicant radiative cooling perfor-
mance. However, their design is based on selective narrow-band
radiation, which only focuses on cooling during the day and
ignores the problem of excessive cooling at night. Excessive
cooling at night not only causes discomfort to the human body,
J. Mater. Chem. A, 2025, 13, 8549–8558 | 8549
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but also reduces energy efficiency due to the need for additional
heating.

To address these issues, we constructed a multifunctional
rare earth phosphor PDRC lm based on polydimethylsiloxane
(PDMS), which possesses excellent mid-infrared emissivity and
self-cleaning properties.29 During the preparation process, TiO2

nanoparticles were selected for their high spectral reectance in
the solar spectrum.30 However, TiO2 particles in the wavelength
range of 0.25 to 0.40 mm exhibit signicant solar absorption,
resulting in a total solar reectance of less than 0.90 for the
entire cooler, and are thus insufficient to mitigate heat from
solar radiation for achieving efficient PDRC.31,32 To address this
issue, we incorporated efficient and cost-effective rare earth
phosphors (REPs) as a ller that can effectively compete with
TiO2 nanoparticles in absorbing ultraviolet (UV) light and
subsequently emitting it as blue light at a wavelength of 470 nm.
This approach mitigates the temperature rise associated with
solar energy absorption.31 By employing this method, we over-
come the limitations of traditional coating materials in
achieving exceptionally high solar reectivity. Additionally,
glass microspheres (GMs) were introduced as an additional
ller to create three distinct sizes of llers alongside TiO2

nanoparticles and REPs. This strategy promotes multiple scat-
tering due to the large broad size distribution of inorganic
particles within the polymer matrix.17 Hence, the lm reec-
tance reached 0.93, and its average emittance in the mid-
infrared range was recorded at 0.94, which is particularly
notable at the atmospheric transmittance window where it was
Fig. 1 Application diagram and simulation analysis of the PDRC samples:
Standard solar spectrum, IAM1.5 (l) (gray), atmospheric transmission s
broadband radiator (red) and selective radiator (green), and blackbody ra
power with different h values. (d) Cooling temperatures of the selective
temperature. (e) Calculation of Prad − Patm for the selective and broadba

8550 | J. Mater. Chem. A, 2025, 13, 8549–8558
measured at 0.95. The outdoor test with an average solar radi-
ation of 644 W m−2 shows that the lm's sub-ambient cooling
temperature is 8.26 °C. Furthermore, the inclusion of broad-
band radiation allows the SM lm to better absorb down to the
long wavelength radiation range from the atmosphere at night,
providing a heating effect to the building. In the nighttime test,
the average temperature difference of the SM lm was only
0.29 °C, effectively mitigating the circumstance of nighttime
supercooling. In addition, our designed lms demonstrated
exceptional exibility, hydrophobicity (static water contact
angle: 120°) and self-cleaning properties under a series of tests.
2 Results and discussion

As illustrated in Fig. 1a, the SM lm serves as an effective
cooling coating for building surfaces by dissipating heat during
the daytime, maintaining a comfortable living environment.
Meanwhile, excessive cooling can be inhibited during the
nighttime, indicating its promising potential for practical
applications. In Fig. 1b, we assume an ideal emissivity of 1.0 for
a broadband radiator at 3–40 mm and 1.0 for a selective emitter
at 8–13 mm. The blackbody radiative spectrum at 32 °C was
further calculated, which provides a theoretical foundation for
subsequent calculations. In order to better reect the excellent
performance of the SM lm, we set the atmospheric downward
long-wave power to 400 W m−2.33–35 Under typical environ-
mental conditions, the heat transfer coefficient h usually falls
within the range of 2–10 W m−2 K−1. For still air or natural
(a) schematic demonstrating the application scenario of the SM film. (b)
pectrum, Tatm (l) (blue), ideal absorption spectrum, DRC (l) of the
diation spectrum at 32 °C, B (l, 32 °C) (orange). (c) Variation in cooling
and broadband radiators calculated and compared with the ambient
nd radiators.

This journal is © The Royal Society of Chemistry 2025

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4ta08945f


Paper Journal of Materials Chemistry A

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

1 
Fe

br
ua

ry
 2

02
5.

 D
ow

nl
oa

de
d 

on
 7

/3
1/

20
25

 9
:0

1:
11

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
convection conditions, h is typically between 2–5 W m−2 K−1,
while in conditions with higher wind speeds, h can reach up to
10 W m−2 K−1. We chose 4 W m−2 K−1, because it reects the
heat convection conditions in common environments and
aligns most closely with the experimental data. When the
cooling temperature reaches 8.26 °C, the cooling efficiency ob-
tained by COMSOL simulation calculation is 105 W m−2.
According to the actual test results, the net cooling efficiency is
101 W m−2. This consistency validates our theoretical calcula-
tions and establishes their scientic credibility. Our detailed
calculation results (Fig. 1c) show that the cooling power
increases with the temperature difference and hc values. Fig. 1d
and e are calculated based on the results from Fig. 1b. Fig. 1d
shows the cooling effect of two radiation coolers in one day. The
temperatures of the broadband radiator and the selective radi-
ator dropped by 18 °C and 16 °C at 2:00 PM, respectively.
Notably, the broadband radiator outperforms its selective
counterpart in terms of cooling efficiency. The Prad− Patm power
outputs from both types of radiators (Fig. 1e) under the h value
of 4 W m−2 K−1 further demonstrate that the performance
Fig. 2 Micro-morphological images and optical properties of the sampl
shows the cross-sectional features of the SM film, and the image on the r
The green particles represent REPs and the red particles represent GMs
TiO2 in the SM film. (b) SEM images of the REPs particles, TiO2 particles an
REPs. (c) Simulated scattering efficiency of the TiO2 particles. (d) Simulate
the REPs powder. (f) Reflectance test of the GMs particles, TiO2 particles a
Plot of the average reflectance data of SM films prepared with different

This journal is © The Royal Society of Chemistry 2025
metrics favoring the broadband radiators over the selective ones
persist. Fig. 1e provides a better quantication of the perfor-
mance of the two PDRC coolers on their effects of heat exchange
with the sky (i.e. Prad − Patm).36,37

As illustrated in Fig. 2a, SEM was employed to examine the
microscopic cross-section of the SM lm, with the GMs and
REPs highlighted in green and red with false colors, respec-
tively. Fig. 2a demonstrates that the REPs, GMs and TiO2 are
uniformly distributed throughout the composite lm. Fig. 2b
shows the SEM images of TiO2, GMs and REPs, revealing the
microscopic morphology and particle size of these three parti-
cles. As shown in Fig. S2,† we also examined the EDS spectra of
these particles to analyze their elemental composition. By
comparing their element content, we can more intuitively
assess whether the materials meet the requirements of our
experiment. Fig. 2c and d present the simulated data graphs of
the particle scattering efficiency of TiO2 and GMs generated
using MATLAB. It can be seen from the data diagram that the
scattering efficiency of TiO2 particles shi to the right as the
particle size gradually increases, accompanied by a decreasing
e films: (a) false color SEM image of the SM film. The image on the left
ight shows the locally enlarged image corresponding to the left frame.
. The view at the lower right corner is the microscopic morphology of
d GMs particles. The upper image on the right is the enlarged image of
d scattering efficiency of the GMs particles. (e) XRD spectral data plot of
nd REPs particles under the superposition of standard solar spectra. (g)
REP contents. (h) Reflectance spectra of the SM film and WR film.

J. Mater. Chem. A, 2025, 13, 8549–8558 | 8551
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trend. Furthermore, when comparing the refractive indices of
several commonly used particles (Fig. S3†), the TiO2 particle
refractive index is the best and most in line with our experi-
mental requirements. Therefore, the TiO2 particles with sizes of
200 nm or 300 nm meet our requirements. In the particle size
analysis test, we determined that the particle size of the GMs is
10–30 mm. According to high-order Mie resonance excita-
tion,30,38 GMs of varying sizes embedded in PDMS lms can
collectively enhance the scattering efficiency of the cooler. The
particle size analyses conducted on both TiO2 and GMs indicate
that their dimensions align with the simulation results
(Fig. S4†).

The XRD pattern of REPs, with characteristic peaks perfectly
matching those of the standard card (Fig. 2e), demonstrates
that the REPs powder has excellent purity and effective optical
properties. As shown in Fig. 2f, reectance tests were conducted
on TiO2, GMs and REPs; all of which exhibited outstanding
performance characteristics. Notably, upon comparing the
refractive index of several commonly used particles (Fig. S3†), it
was determined that the TiO2 nanoparticles exhibit the most
favorable refractive index, aligning best with our experimental
requirements. However, the reectance of the TiO2 nano-
particles in the wavelength range of 200–400 nm is low due to
the over-absorption of ultraviolet rays, which results in
a decrease in reectance. The reectance of the GMs particles in
the near-infrared spectrum is high, thereby enhancing the
reective performance of the SM lm in that range. Reectance
tests conducted on REPs particles demonstrate their ability to
improve the reection in the 0.5–2.5 mm range. Therefore, we
conclude that the three selected particles all meet the experi-
mental requirements of high reectivity.

In order to more effectively evaluate whether the addition of
REPs enhances the cooling performance of the SM lm, we
conducted several sets of experiments by changing the doping
ratio of REPs. The variation in the ratio of each component is
presented in Table S1.†We also measured the reectance of the
sample lms aer incorporating different ratios of REPs. Fig. 2g
illustrates the average reectance of the lms with varying
ratios, and their detailed reectance curves are displayed in
Fig. S5a.† In order to make the reection data more scientic,
error analysis was performed for the reection data with
different proportions of REPs. The error analysis is shown in
Fig. S5b.† By adjusting the ratio of REPs incorporated into the
SM lm, it can be concluded that the SM lm with REPs of 12%
exhibits the highest reectivity. From Fig. 2g, it is evident that as
the ratio of REPs increases, particles of varying sizes can be
more effectively mixed, resulting in enhanced reectivity of the
lm. However, when the ratio reaches a certain threshold, larger
particles may obscure smaller ones, leading to a decrease in the
scattering efficiency of the particles and, consequently,
a reduction in the reectance. Therefore, when the mass of
REPs constitutes 12% of the total mass, the reection perfor-
mance of the SM lm is optimized. We then conducted
a comparative test to evaluate the reectivity of the SM lm
against that of the WR lm (Fig. 2h). The WR lm does not
incorporate REPs, while all other materials and experimental
procedures remain consistent with those of the SM lm. The
8552 | J. Mater. Chem. A, 2025, 13, 8549–8558
test results indicate that the reective properties of the SM lm,
which includes REPs, are superior to those of the WR lm
without REPs. This improvement can be attributed to the high
inherent reectivity of the REPs and the distinct particle size of
the REPs compared to the other two particles, which enhances
the scattering efficiency among the particles and increases the
reectivity of the SM lm.

Fig. 3a illustrates that the primary components of the SM
lm and WR lm are C, O and Si. The high-resolution C 1s
spectra presented in Fig. 3b and c reveal the presence of
chemical bonds, such as C–C, C]O, and C–Si. Fig. 3d and e
display the FTIR spectra of the WR lm and SM lm, respec-
tively. The absorption peaks at 787.41/787.54 cm−1 and 1257.41/
1257.43 cm−1 correspond to the vibrational peaks of –CH3 and
the stretching peaks of C–Si in Si–CH3.39 The absorption peak at
1010.00/1009.82 cm−1 represents the antisymmetric stretching
vibrational peak of Si–O–Si.39,40 These features align with the
structural characteristics of PDMS, whose structural formula
and model diagram are depicted in Fig. S6.† Fig. 3f presents the
spectral characteristics of REPs. In the visible range, the
absorption decreases with increasing wavelength, as TiO2

exhibits very high absorption properties for UV light.31,32 The
excitation wavelength of the REPs particles is 390 nm, while the
emission wavelength is 470 nm. Hence, the doping of the REPs
particles not only reduces the absorption rate of the SM lm,
but also competes with TiO2 particles for absorbing UV. Addi-
tionally, it can effectively emit blue light, which mitigates the
temperature rise caused by UV absorption in the radiation
cooler.

As illustrated in Fig. 3g, we evaluated the photoluminescence
properties of the REPs powder and SM lm. The results indicate
that the photoluminescence performance of the SM lm is
somewhat lower than that of the REPs powder. The optical
cavity formed by the TiO2 particles signicantly inuences the
luminescence performance of the REPs.17 As the uorescence
lifetime of the REPs decreases, a greater number of photons are
converted by REPs, thereby enhancing the solar emissivity of
the SM lm. Fig. 3h presents a schematic diagram of the energy
level transition of a rare earth particle. When irradiated by
a laser, electrons in the valence band are excited and jump to
the conduction band. During this process, some electrons
directly undergo the characteristic leap 4f7 / 4f65d1 of the Eu2+

ion and return to the ground state, resulting in photo-
luminescence.41,42 According to Kirchhoff's law, the emissivity of
a polymer lm is determined by its absorptivity, the chemical
bonds it contains, and the type of particles incorporated within
it.13 Due to the large size distribution of inorganic particles
dispersed throughout the polymer matrix, the emissivity spectra
exhibit broadband characteristics. Consequently, the emissivity
of both the SM lm andWR lm exceed 0.9 at 3–20 mm, with the
emissivity of the SM lm reaching 0.95 at 8–13 mm, as shown in
Fig. 3i and Table S2.†

To evaluate the cooling effect of the composite lm,
a temperature measuring device was constructed, with its
schematic and physical drawings presented in Fig. 4a and S7.†
The xenon lamp was set to a power output of 1100 W m−2 to
simulate the sunlight conditions. The composite lm was
This journal is © The Royal Society of Chemistry 2025
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Fig. 3 Characterization and performance testing of the SM film and WR film. (a) Full spectrum analysis of the SM film and WR film using XPS. (b)
High-resolution spectra of the C 1s region of the SM film. (c) High-resolution spectra of the C 1s region of the WR film. (d and e) FTIR spectra of
the SM film and WR film. (f) Excitation, emission and absorption spectra of REPs particles. (g) Fluorescence lifetime mapping of REPs powder and
SM film. (h) Schematic of the energy level transitions in REPs. (i) Emissivity of the SM film and WR film.
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placed inside the cooling unit cavity, and covered with a poly-
ethylene lm avoid the inuence of the external environment
on the test. A K-type thermocouple was employed to record the
temperature within the cavity beneath the composite lm and
the cavity beneath the PE lm. The experimental results are
illustrated in Fig. 4b. Fig. 4c depicts the temperature difference
between the two sample membranes and the cooling unit cavity.
The data indicate that, under xenon lamp irradiation, the
cooling effect of the SM lm with added REPs is superior to that
of theWR lm. When the xenon lamp is turned off, the SM lms
exhibit better insulation properties, resulting in a slower
temperature drop compared to the WR lms. This suggests that
the SM lm effectively inhibits excessive cooling. We then
assessed the temperature performance of the two composite
lms under xenon lamp irradiation (Fig. 4d). In this scenario,
the composite lm was placed on a foam board and directly
irradiated with the xenon lamp. As the irradiation time
increased, the temperature of the WR lm rose more rapidly
than that of the SM lm. In order to more conveniently observe
the temperature variation trend in the sample lm, we plotted
a graph of the temperature data changing over time (Fig. 4e).
The experimental results not only demonstrate that the SM lm
This journal is © The Royal Society of Chemistry 2025
possesses superior cooling capabilities, but also indicate
that the incorporation of the REPs particles enhances the
cooling effect.

To better evaluate the scientic validity of the SM lm's all-
weather cooling performance, we simulated the data from the
cooling unit using COMSOL soware. Fig. 5a presents the
model of the cooling device created with COMSOL soware.
Fig. 5b displays the simulation result obtained aer inputting
the weather data from June 9 into the soware. By looking at the
cross-section of the cooling device, we can intuitively see that
the internal temperature of the entire device is different. The
highest temperature is in the cavity covered by the PE lm,
which is the part that receives direct sunlight. The second is the
SM lm that we prepared. Finally, the lowest temperature was
found in the cavity covered by the SM lm. Owing to the
excellent reectivity and emissivity of SM lm, its cavity
temperature is the lowest, and this result is consistent with the
actual test results. This further proves that our experimental
results are scientic. As illustrated in Fig. 5b, the SM lm
demonstrates a signicant cooling effect during the daytime
when the sunlight is abundant, achieving a cooling perfor-
mance of 17 °C at 12:00 noon. The cooling effect diminishes at
J. Mater. Chem. A, 2025, 13, 8549–8558 | 8553
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Fig. 4 Indoor cooling test. (a) Diagram of the temperature measuring device in the chamber. (b) Temperature data of the two composite films
under 1100 Wm−2 xenon lamp irradiation. (c) Temperature difference between the SM film and WR film and air under xenon lamp irradiation. (d)
Infrared thermal images showing the surface temperature of the SM film andWR film under varying durations of xenon lamp irradiation. (e) Trend
in temperature variation of the SM film and WR film over time under xenon lamp irradiation.

Fig. 5 Outdoor temperature simulated measurement experiments and actual outdoor temperature measurement experiments: (a) modeling of
the outdoor temperature measurement device using COMSOL software. (b) Cooling simulation of the temperature measurement device using
COMSOL software. (c) Plot of the outdoor temperature measurement data and cooling data on June 13th, 2024. (d) Plot of the outdoor
temperature data and cooling data for June 14th, 2024. (e) Plot of the outdoor temperature measurement data and cooling data for June 16th,
2024.

8554 | J. Mater. Chem. A, 2025, 13, 8549–8558 This journal is © The Royal Society of Chemistry 2025
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night, and the device's ability to mitigate nighttime super-
cooling aligns with the objectives of our experimental design.
Fig. 5c–e shows the results of our practical tests conducted
during both daytime and nighttime with the cooling device. The
schematic and physical representations of the outdoor cooling
device are shown in Fig. S8.† By analyzing the data presented in
the gures, it is evident that the SM lm exhibits superior
cooling performance. If the SM lm is combined with the
refrigeration system, the ambient temperature can be reduced
very quickly. This will effectively alleviate the heavy use of
energy for maintaining cooling, and play a role in saving energy.

As illustrated in Fig. 5c(i), during the daytime test conducted
on June 13, when the average solar power was 705.4 W m−2, the
maximum temperature drop of the SM lm reached 12 °C. The
average temperature drop was 8.4 °C, and the temperature drop
curve is presented in Fig. 5c(ii). Fig. 5d(i) demonstrates that, in
the nighttime test on June 14, the maximum temperature drop
was 0.45 °C. The average temperature drop at night was only
Fig. 6 Radiative cooling characteristics of the SM film and WR filmmeasu
down versions. (a) Temperature data of the ground, bare roof, and roof
presented in (a) were plotted as a line graph. (c) Temperature data of the
camera. (d) Plot of the data in (c) as a bar graph. (e) Temperature data fo
exposed surface and position covered with the SM film using an infrared

This journal is © The Royal Society of Chemistry 2025
0.29 °C, and the corresponding temperature drop curve is
depicted in Fig. 5d(ii). This suggests that the SM lm canmitigate
nighttime supercooling. As demonstrated in Fig. 5e(i), during the
daytime test on June 16, the maximum cooling effect of the SM
lm reached 11 °C when the average solar power was 608 Wm−2.
The average temperature difference was 8.12 °C, and the cooling
curve is shown in Fig. 5e(ii). The actual outdoor test results of the
cooling device are largely consistent with the simulation results,
indicating that the SM lm possesses effective radiative cooling
performance during the day and inhibited supercooling at night.
Additionally, we compared our fabricated radiative cooler with
previously reported radiative coolers, as shown in Table S2.† Our
radiative coolers demonstrate signicantly high reectivity, high
emissivity, and most importantly, exceptional radiative cooling
performance during real-world outdoor tests.

We then covered the top of the house model with the SM lm
to evaluate its radiative cooling performance (Fig. 6a). The
temperature data were recorded using an infrared camera, and
red using an IR camera. The models employed in this study are scaled-
covered with the SM film recorded using an infrared camera. (b) Data
bare arm and arm covered with different films recorded by an infrared
r a car model, sunshade, and e-bike seat cushion recorded from their
camera. (f) Data from (e) plotted as a bar graph.
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are presented in Fig. 6b. As illustrated in Fig. 6b, we began
recording the temperature at 0 minutes and continued
recording for a duration of 10 minutes. During this period, the
temperature gradually increased, with the temperature differ-
ence for the house model covered by the SM lm measuring
14.1 °C. Meanwhile, the average temperature difference for the
house model without the lm was 10.1 °C. In comparison, the
house model covered with the SM lm exhibited a more
pronounced cooling effect, enhancing the cooling performance
by 4 °C. If the SM lm is applied to the roof of the building, it
can effectively reduce the building's temperature, and protect it
from direct sunlight, thereby extending its service life.

Fig. 6c illustrates the temperature data recorded by the
infrared camera for the arm covered with different lms for 3
minutes, and the infrared imaging temperature under dark
conditions. The data for the four cases were compiled and are
presented in Fig. 6d. As shown in Fig. 6d, the temperature of the
arm covered with lm is lower than that of the arm without
a lm. The cooling effect of the arm covered with the SM lm is
more pronounced than that of the arm covered with the WR
lm, with a maximum temperature difference of 7.1 °C. Under
dark conditions, the temperature difference for the arms
covered with the SM lm is smaller than that observed under
bright conditions, indicating that the SM lm possesses the
capacity to inhibit supercooling under dark conditions.
Furthermore, the incorporation of REPs particles during the
production process of the SM lm enables it to exhibit a uo-
rescence effect under dark conditions, which can serve as
a warning signal for individuals in a dark environment.

As shown in Fig. 6e, we applied the SM lm to the surfaces of
various objects to evaluate its cooling effect. The data were
subsequently organized and are presented in Fig. 6f. The gure
demonstrates that when the car model is covered with the SM
lm, the temperature difference compared to the uncovered
model reaches 20.4 °C. In the car model that is partially covered
with the SM lm, the temperature difference between the
covered and uncovered areas is 15.4 °C. If the SM lm is utilized
to create sun protective clothing and sunshade, it lowers the
temperature inside the car and also mitigates the impact of
direct sunlight on the car. We tested the radiative cooling effect
by applying the SM lm to beach umbrellas and e-bike seats. As
illustrated in the gure on the right, it can be seen that the
temperature of the sunshade can be effectively reduced by when
covered with the SM lm, compared to a reduction of 8.5 °C for
a beach sunshade without the lm. This demonstrates that the
application of the SM lm signicantly enhances the cooling
efficiency of sunshade, creating amore comfortable environment
for people. Additionally, when applied to an electric bicycle seat,
the temperature can be reduced by an impressive 22.4 °C. If the
SM lm is commercially utilized, it has the potential to provide
a comfortable living space for individuals during the hot summer
day. Our cooling tests, which involved covering the surfaces of
various objects with the SM lm, demonstrate that our samples
not only exhibit excellent cooling performance, but also possess
promising market application prospects.

In addition to the excellent optical properties of the SM lm,
we also evaluated its exibility, hydrophobicity and self-cleaning
8556 | J. Mater. Chem. A, 2025, 13, 8549–8558
ability. As illustrated in Fig. S9,† we assessed the exibility and
stress change effect of the sample mold by twisting and rolling it.
Fig. S9a and b† demonstrate that the sample lm we prepared
exhibits remarkable exibility. Tensile instruments were also
employed tomeasure the impact of stress changes on the sample
lm. The maximum strain of the SM lm reaches 68%, with
a pulling force of 13.1 N (Fig. S9c†). In comparison, the
maximum strain of the WR lm reaches 63.6%, with a pulling
force of 12.7 N (Fig. S9d†). As illustrated in Fig. S10a,† four
different beverages (cola, Fanta, milk, and water) were applied to
the sample mold. Observations indicated that the liquid main-
tained a spherical shape, suggesting that the sample mold
exhibits signicant hydrophobic properties. Additionally, we
assessed the excellent hydrophobicity of the SM lm by depos-
iting several water droplets with varying volumes onto the sample
mold. The measured static water contact angle was approxi-
mately 120°. Fig. S11† demonstrates the self-cleaning perfor-
mance of the SM lm, as ne sand was sprinkled onto the
surface to simulate the erosion of the external dust environment.
Upon rinsing with water, it was evident that the ne sand can be
easily removed from the SM lm. If the SM lm is utilized on the
building wall, it could not only contribute to a reduction in
indoor temperature but also effectively mitigate the impact of
environmental erosion on the building.

3 Conclusions

In summary, we have integrated particle scattering, sun-
induced uorescence particle emission and broadband radia-
tive cooling to develop an all-weather broadband radiative
cooling composite lm. Particles with varying sizes enhance the
scattering efficiency of the lm, while the incorporation of
uorescent particles facilitates the outward emission of energy
in the form of visible light. The broadband radiative mecha-
nism employs the sky as a temperature regulator, thereby
minimizing temperature differentials. This integration
approach not only improves the reectivity and emissivity of the
cooling device, but also effectively reduces the temperature. Our
results show that the SM lm can provide radiant cooling
during the day, while effectively suppressing excessive cooling
at night. In addition, by testing the exibility, hydrophobicity,
self-cleaning performance and night uorescence warning
effect of the lm, our designed radiation cooling composite lm
has a wide range of application potential in daily life. This
radiation-cooled composite lm is not only suitable for the
cooling of buildings, but also for other material surfaces that
require radiation cooling. The PDRC system design concept
presented here has signicant advantages, including ease of
manufacturing, cost effectiveness, high performance and
versatility, positioning it as a promising solution for advancing
green development.

4 Experiment
4.1 Materials and method

Materials: the PDMS polymer (SYLGARDTM 184) and curing
agent were supplied by Dow Corning provided. REPs
This journal is © The Royal Society of Chemistry 2025
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(Sr2MgSi2O7:Eu
2+,Dy3+) were provided by Foshan Gaoliang

Phosphor Co., Ltd. TiO2 nanoparticles (100–600 nm) were
purchased from McLean Biotechnology, Shanghai, China. GMs
were obtained from 3M Co., Ltd. Ethyl acetate (EAC) was
supplied by Aladdin Biotechnology, Shanghai, China. Method:
the composite lm samples were composed of PDMS (16 wt%),
REPs (3.4 wt%), TiO2 (5.9 wt%), GMs (2.7 wt%) and EAC
(72 wt%), and were designated as the SM lm. The mass ratios
of PDMS, REPs, TiO2, and GMs in each sample are clearly pre-
sented in Table S1.† To demonstrate the effectiveness of REPs
(Sr2MgSi2O7:Eu

2+,Dy3+) for radiative cooling, we fabricated WR
lms without REPs to compare their optical performances, and
the other components of the WR lms were identical to those in
the SM lm. The experimental preparation steps for the sample
mold and the instruments used are illustrated in Fig. S1.† First,
we added PDMS and curing agent to a beaker containing EAC
solution at amass ratio of 10 : 1. The solution was then stirred at
500 rpm for two hours at 28 °C, during which the TiO2 nano-
particles and REPs particles were incorporated. Next, the stir-
ring speed was reduced and the GMs powder was added to the
solution. The mixture was stirred for 10 minutes and then
sonicated for 10 minutes, with this process being repeated
twice. The speed was lowered to prevent the GMs from breaking
up during mixing, while sonication was employed ensure even
distribution of the ller particles. To eliminate air bubbles
during the drying of the lm, we poured the solution into a Petri
dish and placed it into a vacuum freeze dryer for 5 minutes to
evacuate the air. Finally, the sample lm was dried in a blast
oven at 50 °C for 3 hours. The preparation method for the
control lm is basically the same as that of the SM lm. A
detailed schematic diagram of the preparation processes for the
SM and WR lms is presented in Fig. S1.†

4.2 Characterization

A UV-Vis-NIR spectrophotometer (Shimadzu UV3600) was used
to measure the reectance of the sample lms within the 0.3–
2.5 mm band. The microstructure of the samples and the
distribution of particles inside the lms were observed by a eld
emission scanning electron microscope (SEM, Carl Zeiss 300),
and the distribution of elements was detected using an energy
dispersive spectroscopy (EDS) module. Fourier transform
infrared spectroscopy (FTIR, Thermo Nicolet IS5) and X-ray
photoelectron spectroscopy (XPS, Thermo Kalpha) were
employed to determine the chemical bonding composition of
all sample lms. The purity of the sample powders and the
structural phase composition were investigated using an X-ray
diffractometer (XRD, Shimadzu XRD-6100). The hydropho-
bicity of the sample lms was characterized using an optical
contact angle meter (JY-82B Kruss DSA). The excitation and
emission spectra of the rare earth phosphors were measured by
a uorescence spectrometer (FL3-211).

4.3 Cooling performance tests

The radiation-cooled model was constructed using the SM lm,
WR lm, foam box, aluminum foil, and polyethylene lm (PE).
Additionally, some SM lms were covered on the arms, beach
This journal is © The Royal Society of Chemistry 2025
umbrella models, and car models to evaluate the cooling effect.
The surface temperature variation of the sample mold was
recorded by an infrared camera (FLIR ONE PRO). For the indoor
cooling experiments, a xenon lamp was used to simulate the
sunlight irradiation and a thermocouple (TA612C) was used to
record the temperature change data of the cooling device. In the
outdoor cooling experiments, the temperature and light power
were recorded using a K-type thermocouple and an optical
power meter (TES1333R).
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