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ReS2/TiO2 hollow microcones created through
microwave-hydrothermal consecutive synthesis†

Yoonsun Choi,‡ Geonwoo Kim,‡ Dongbeom Kim, Kyu-Su Kim, Junhyeok No,
In-Ho Baek, Sang-Mun Jung, * Yong-Tae Kim * and Unyong Jeong *

There is a need to develop a high-performance and low-cost hydrogen evolution reaction (HER) catalyst

without noble metal. Transition metal dichalcogenides are some of the most promising catalytic

materials, and rhenium disulfide (ReS2) emerges as a favorable material due to its unique structural

properties. However, ReS2 is still lacking in research for effective catalytic performance; especially,

increasing the electrochemical surface area has not been investigated. Herein, we present a 3D-

structured ReS2/TiO2 catalyst with a high electrochemically active surface area (ECSA) obtained through

a simple two-step process: (i) formation of TiO2 hollow microcones by microwave treatment and ReS2−x

coating and (ii) ReS2 nanowall formation by a hydrothermal process. The microconical structure of the

catalyst obtained via the two-step process significantly improved the HER activity of ReS2, exhibiting

a low overpotential (61 mV), and a large ECSA (3652 cm2) with negligible degradation after 10 000 cycles

of potential scanning and for 72 h of chronopotentiometric measurements at a current density of 500

mA cm−2, which is a superior result compared to previously reported ReS2-based HER catalysts.
Introduction

Hydrogen is a promising energy source in consideration of
energy depletion and global warming due to its high energy
efficiency and eco-friendly product aer use.1 Green hydrogen
evolution reaction (HER) based on water electrolysis has been
considered as a clean solution to environmental problems.2 As
HER consumes a large amount of electrical energy and uses
only the surfaces of the catalysts, synthesis of efficient and
noble metal-free catalysts is essential for practical hydrogen
production.3–5 Transition metal dichalcogenides (TMDCs) have
received much attention as HER catalysts due to the high
surface area resulting from the layered structure and their
earth-abundance.6–10 Rhenium disulde (ReS2), as an emerging
TMDC member, is a candidate material for HER on account of
its unique chemical and electronic properties: weak interlayer
coupling,11 stable distorted 1T-phase unlike other TMDCs,12 low
ion diffusion barrier,13 and large active site exposure.14 There
have been studies on controlling the HER performance of ReS2,
by regulating the internal structures through vacancy-engi-
neering,15 formation of grain boundaries,16 and designing
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superlattices. Zhao et al. compared HER catalytic performances
while varying the edge density and the length of pure ReS2
under various synthetic conditions.17 Nonetheless, pure ReS2
still did not reach performance levels comparable to those of
noble metals. Recently, doping and decoration of ReS2 with
heterogeneous elements have been explored to improve the
HER performance. Kim et al. presented a Pt/ReS2 hybrid HER
catalyst, in which Pt nanoclusters were impregnated in ReS2
nanoowers.18 They reported an excellent overpotential (20 mV
at 10 mA cm−2) and a high electrochemical surface area (4.07
cm2). Liu et al. doped uorine in ReS2 through post-uorina-
tion.19 They found that F dopants accelerated the charge
transfer and increased the active sites, resulting in a low over-
potential (142 mV at 10 mA cm−2) and a large electrochemical
active surface area (ECSA) of 400 cm2. ReS2 without containing
noble metals deserves more extensive studies to achieve high
HER performance.

Titanium dioxide (TiO2) has been synthesized in various
forms20–24 and is widely used as an energy-related electrode,
such as in electrocatalysis (hydrogen evolution, oxygen evolu-
tion, and oxygen reduction),25–28 photocatalysis,29 lithium-ion
batteries,30 energy conversion,31 and energy storage.32 In water
electrolysis, the 3D TiO2 structures have been explored as
a supporting body, which expands the surface area to improve
the catalytic activity. Nong et al. proposed a mesoporous TiO2

crystal by etching SrTiO3 under hydrothermal conditions, and
doped it with well-dispersed Ru for HER catalytic application.21

Chen et al. also prepared a porous TiO2 nanotube array through
This journal is © The Royal Society of Chemistry 2025
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anodic oxidation and introduced Pt nanoclusters on the array
by atomic layer deposition to improve the HER performance.24

Although the composites of 3D-structured TiO2 and noble metal
catalysts have made remarkable advances in performance and
durability, preparation of 3D-structured TiO2 has limitations in
terms of time, cost, and methodological complexity. In addi-
tion, there have been few studies that improved the HER
performance only with TiO2 and non-noble metals.

In this paper, we report a unique 3D-structured, noble metal-
free, high-performance ReS2 HER catalyst. The catalyst is
produced on a Ti ber felt, creating ReS2 nanowalls on TiO2

hollow microcones generated in situ on the Ti felt. We suggest
a two-step synthesis: (i) microwave-assisted 3D structuring of
TiO2 and ReS2 coating on the surface and (ii) hydrothermal
rening of the ReS2 nanowalls to signicantly improve the HER
performance such as a low overpotential (61mV at 10mA cm−2),
a high ECSA (3652 cm2), excellent cyclic durability (no degra-
dation aer 10 000 cycles), and good potential retention (for
72 h at a current density of 500 mA cm−2). The mechanism of
microcone formation, the chemistry of the crystal structures,
and long-term catalytic performances are thoroughly
investigated.

Results and discussion
Formation of the ReS2/TiO2 hollow microcones

The two-step synthesis of the hollow ReS2/TiO2 microcones is
depicted in Fig. 1a. Ammonium perrhenate (NH4ReO4) and
thiourea (SC(NH)2) were used as a Re precursor and as a S
precursor, respectively. The precursors were dissolved in an ionic
material (BMIM:BF4), which acted both as a solvent and as
a microwave (MW) absorber. Ti ber felt was selected as a Ti
source and a self-supported electrode. When MW was applied to
the Ti felt immersed in the precursor solution for 2 min, TiO2

microcones were created on the surface of the Ti felt, and ReS2−x
nanoparticles were coated onto the TiO2 microcones. The
hydrothermal (HT) process maintained the microcone structure
and generated stoichiometric ReS2 nanowalls. Scanning electron
microscopy (SEM) images in Fig. 1b–d exhibit the surface
morphologies of (b) the bare Ti felt, (c) ReS2 (MW), ReS2−x/TiO2

created by the MW process, and (d) ReS2 (MW-HT), ReS2/TiO2

created by the MW-HT consecutive process. The bare Ti felt did
not have any protruding structures on the surface. The average
bottom diameter of the microcones of the ReS2 (MW) specimen
was about 5 mm. Based on energy-dispersive X-ray spectroscopy
(EDS), the average stoichiometry of ReS2 (MW) was determined to
be ReS1.62 (Table S1†), whereas it was stoichiometric (ReS1.97) in
the ReS2 (MW-HT) specimen. The nanowall structure of ReS2
became prominent aer the HT process (Fig. 1d).

MW treatment can electromagnetically agitate ionic species.
For instance, during the synthesis of ReS2, the Re precursor was
ionized to form NH4

+ and ReO4
−. These ions, together with the

ionic material (BMIM:BF4), could absorb MW and cause volu-
metric heating,33 which is essential for rapid synthesis. Because
the solubility and degree of ionization of the precursor depend
on ionic molecules, proper combination of the precursors and
ionic molecules is crucial for the MW-assisted synthesis.
This journal is © The Royal Society of Chemistry 2025
Various materials (ionic molecules, metal precursors) were
explored to nd out the appropriate combinations. Specically,
BMIM:BF4 actively generated the TiO2 microcones (Fig. S1a†);
thus we used it in this study. Presence or absence of SC(NH)2
did not affect the formation of the microcones, whereas the
transition metal precursors affected it considerably. The
microcones could be formed using various Re and Mo precur-
sors (NH4ReO4, ReCl5, (NH4)2MoO4, MoO2(acac)2, MoCl5, and
(NH4)2MoS4) (Fig. S1b†). However, the microcones were not
formed by using other transition metal precursors (WCl4, ZrCl4,
NbCl5, FeCl2$4H2O, CoCl3, and CrCl3) (Table S2†), and no 3D
structures were found on the Ti felt surface, which is because
they have a low decomposition degree under MW heating in
BMIM:BF4.

To conrm the decomposition degree and reactivity of each
precursor, the amount of metal oxides formed from the Re, Mo,
and W precursors in the ionic solution by the MW process, in
the absence of SC(NH)2, was compared. The W precursor was
selected as a representative precursor with a low reactivity. Aer
2 min of MW reaction in the ionic solution, metal oxide nano-
particles were deposited on the Ti felt, and the remaining
amount was dispersed in the reaction solution (Fig. S2†). The
dispersed metal oxide nanoparticles in the solution were
centrifuged and washed with pure ethanol twice. The collected
nanoparticles were dispersed again in fresh ethanol (5 mL).
Inductively coupled plasma mass spectroscopy (ICP-MS) was
conducted with 5 mL of this dispersion to quantify the amount
of metal ions in the dispersion. The amounts of ions of Re (14.1
mmol) andMo (50.6 mmol) were more than 10 times greater than
that of W ions (1.9 mmol) (Table S3†). This result obviously
indicates that Re and Mo precursors could be decomposed
actively during the MW process, unlike other metal precursors
such as the W precursor. In addition, as Re was better deposited
on the Ti felt than Mo, the amount of Re remaining in the
solution was less than that of Mo. This is why the microcones
synthesized using the Re precursor were larger and denser than
when Mo precursor was the reactant.
Characterization of the ReS2/TiO2 hollow microcones

Fig. 2a–d characterize the microcones peeled off from the Ti felt
of ReS2 (MW-HT). The inside of the microcone was hollow
(Fig. 2a). The elemental mapping (Fig. 2b) and the SEM image
(Fig. S3†) reveal that the inside surface was coated with ReS2 as
well as the outside surface. The transmission electron micros-
copy (TEM) image in Fig. 2c shows the ReS2 nanowalls grown on
TiO2 which were collected by ultrasonication for 1 h. The high-
resolution TEM (HR-TEM) image in Fig. 2d shows the 0.62 nm
lattice spacings and 0.34 nm spacing which correspond to the
(001) plane of ReS2 and the anatase TiO2 (101) plane.

X-ray diffraction (XRD) patterns of the bare Ti felt, ReS2 (MW)
specimen, and ReS2 (MW-HT) specimen are exhibited in Fig. 2e.
The peaks corresponding to anatase TiO2 are marked with solid
triangles. New peaks were generated at 25.4° and 47.8° aer the
MW process and they were maintained aer the MW-HT
process, indicating new generation of anatase TiO2 on the Ti
felt surfaces by MW and maintenance of the crystals during the
J. Mater. Chem. A, 2025, 13, 10126–10134 | 10127
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Fig. 1 Morphological evolution of the ReS2/TiO2 microcones. (a) Illustration of the ReS2/TiO2 microcones with ReS2 nanowalls on the surfaces.
The structure was synthesized by consecutive processes of microwave (MW) treatment and hydrothermal synthesis. The insets magnify the top
of the microcones corresponding to the processes. FE-SEM images of bare Ti felt (b), ReS2−x/TiO2 (c), and ReS2/TiO2 (d).
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HT process. The peak of the ReS2 nanowalls was not observed
due to the relatively small amount compared to Ti and TiO2.
Fig. 2f shows the Raman spectra of the bare Ti felt, ReS2 (MW)
specimen, and ReS2 (MW-HT) specimen. Raman peaks from
pure ReS2 crystalline powder are compared, denoted with
hollow triangles. For the pure ReS2, the peaks at 148 cm−1 and
204 cm−1 are assigned to the in-plane (Eg) and out-of-plane (Ag-
like) vibration modes of ReS2, respectively. The ReS2 peaks
appeared aer the MW process, and they became more prom-
inent aer the HT process, implying that the crystal structure of
ReS2 was rened by the HT process. The anatase TiO2 peaks are
marked with solid triangles. The spectrum of bare Ti did not
have peaks corresponding to crystalline TiO2. Aer the MW
process, the TiO2 peaks appeared and remained the same aer
the HT process.

X-ray photoelectron spectroscopy (XPS) also conrmed the
formation of ReS2. Fig. 3a and b compare the Re 4f XPS spectra
10128 | J. Mater. Chem. A, 2025, 13, 10126–10134
of ReS2 obtained only by HT (Fig. 3a) and by the MW-HT two-
step process (Fig. 3b). The ReS2 (HT) specimen contained 32%
oxidation states of Re in the Re2O7 phase. In contrast, the ReS2
(MW-HT) specimen showed a negligible fraction of oxidized Re,
which indicates that the ReS2 phase created an interface with
the TiO2 support layer without the presence of an oxidized Re
layer. On the basis of the results, ReS2 is considered as the active
site for HER, while TiO2 is a material serving as a support. The
HER mechanism for ReS2 has been well investigated already in
many theoretical studies.34–36 The activity of the catalyst
prepared in this study can be characterized according to the
reported theoretical results.

We analysed X-ray absorption near edge structure (XANES)
spectra to conrm the changes in the local electronic structure
of the ReS2 (MW-HT) catalyst (Fig. 3c). Typically, the white line
intensity or area of XANES spectra for platinum group metal
(PGM) correlates with the oxidation state of a metal, where
This journal is © The Royal Society of Chemistry 2025
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Fig. 2 Characterization of the ReS2/TiO2 microcones obtained by the MW-HT consecutive process. (a) SEM image and (b) elemental mappings
of the ReS2/TiO2 microcone. (c) TEM and (d) HR-TEM images taken from ReS2/TiO2. The spacings of ReS2 (001) and anatase TiO2 (101) are
indicated. (e) Comparison of XRD patterns and (f) Raman spectra of the ReS2 (MW) specimen and ReS2 (MW-HT) specimen (powder ReS2 was
a reference, and bare Ti was the background).
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higher intensity or area indicates a higher oxidation state.18,37

The Re L3-edge spectra in Fig. 3c reveal that the white line in the
Re L3-edge adsorption edge for ReS2 (MW-HT) catalyst
decreased compared to the ReS2 (HT) catalyst, indicating lower
Fig. 3 Difference in the structural evolution when only the HT process w
4f XPS spectra of the ReS2 (HT) (a) and ReS2 (MW-HT) (b) specimens. (c) XA
and Re foil were references). Illustration for the competitive oxidation an

This journal is © The Royal Society of Chemistry 2025
oxidation state in the ReS2 (MW-HT) catalyst. The XANES results
were consistent with the XPS results.

The ReS2 growth mechanisms are illustrated for the HT
process on Ti (Fig. 3d) and for the MW-HT process on the TiO2
as applied and when the MW-HT consecutive process was applied. Re
NES Re L3-edge spectra of ReS2 (MW-HT) and ReS2 (HT) (ReS2 powder
d sulfurization for ReS2 (HT) (d) and ReS2 (MW-HT) (e) specimens.

J. Mater. Chem. A, 2025, 13, 10126–10134 | 10129
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microcones (Fig. 3e). In the HT process (12 h) without prior
surface coating with ReS2−x, the S elements decomposed from
the precursor should compete with oxygen for the reaction with
Re; therefore, Re2O7 could exist to a signicant degree.
Conversely, in the MW-HT consecutive process, as the ReS2−x

coating layer on the TiO2 surfaces provided plenty of Re–S
bonds, bond breaking by oxygen to form oxides is not relevant
during the later HT step. Thus, there were no Re oxides on the
TiO2 microcones. Because Re oxides interfere with the catalytic
reaction on the surface of ReS2, prevention of Re oxidation is
critical for HER performance.38
Formation mechanism of the ReS2/TiO2 hollow microcones

SEM images in Fig. 4a exhibit the temporal evolution of the
ReS2−x/TiO2microcones during theMWprocess. The evolution of
Fig. 4 Temporal process of microcone formation and the catalytic per
images at each growth stage. (b) Schematic description for the growth st
and the LSV curves (d) depending on the MW reaction time (from 0 s to

10130 | J. Mater. Chem. A, 2025, 13, 10126–10134
the conical structure is schematically described in Fig. 4b. Two
events occurred in parallel during the MW process: (i) formation
of a thick TiO2 layer (∼500 nm) by oxidation of Ti and (ii) depo-
sition of Re on the surface of the TiO2 layer. Delamination occurs
along the cracks in the TiO2 layer or at the inherent defects on the
surface of the commercial Tiber felt. The conical structures with
a diameter of 1 mm were formed in 45 s of the MW delamination
and the ReS2−x layer covered the outer surface of the TiO2

microcones within 60 s, which was conrmed through the SEM
study (Fig. S4†). The top of each microcone began to be perfo-
rated as the size of the microcone increased. The bottom
dimension of the microcone reached 5 mm in 90 s of MW treat-
ment and was saturated. All the microcones were perforated
within 120 s ofMW treatment. The top opening of themicrocones
allowed deposition of ReS2−x on their interior surfaces. In addi-
tion, the opening enabled formation of new TiO2 on the Ti felt
formance of ReS2 (MW) depending on the MW reaction time. (a) SEM
ages of the ReS2 (MW) during the MW process. Changes of the ECSA (c)
120 s).

This journal is © The Royal Society of Chemistry 2025
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area corresponding to the bottom of the microcones, on which
ReS2−x could be further deposited. The microcones began to be
peeled off from the Ti felt in 150 s of MW treatment and large
fractions were peeled off at 180 s (Fig. S5†). Therefore, we set the
time of the MW process at 120 s to prevent loss of catalyst. The
same vertical structure was also obtained on a Ti foil by applying
the same MW process (Fig. S6†).

The unique 3D morphology resulted in gradual enhance-
ment of ECSA according to theMWprocess time from 3.4 cm2 (0
s) to 4.5 cm2 (30 s), 154 cm2 (60 s), 273 cm2 (90 s), and 342 cm2

(120 s) (Fig. 4c). Because the microcones were delaminated from
the Ti felt by further MW process, the ECSA curve showed
a decreasing trend with MW time, for instance 148 cm2 in 150 s.
In line with the ECSA trend, the HER activity showed the best
performance at 120 s of MW treatment, with the lowest over-
potential (h = 181 mV) at 10 mA cm−2 current density (Fig. 4d).
Electrocatalytic HER performance of the catalysts

The HER performance of the ReS2 (MW-HT) catalyst was
measured using a three-electrode system in H2-saturated 0.1 M
HClO4 electrolyte at room temperature. The potential associ-
ated with zero current was recorded as the potential of Ag/AgCl
(Fig. S7†), and then all electrode potentials were noted against
the reversible hydrogen electrode (RHE).39 The HER polariza-
tion curves were acquired using linear sweep voltammetry
(LSV). The h scan was chosen for the LSV curve in each
sample, and all the acquired data were calibrated with a RHE.
The ReS2 (MW) catalyst showed a relatively poor catalytic
performance (h = 181 mV at 10 mA cm−2) (Fig. 5a). The ReS2
(HT) catalyst showed slightly better performance (h= 140 mV at
10 mA cm−2), but still much lower than the performance of
Fig. 5 HER performance of the catalysts. (a) LSV polarization curves, (b
plots. (d) Cyclic voltammetry cycles and chronopotentiometry. (e) HER p
catalysts in acidic media.

This journal is © The Royal Society of Chemistry 2025
a reported Pt/C catalyst (h = 30 mV at 10 mA cm−2).18 The ReS2
(MW-HT) catalyst showed a remarkable improvement of the
HER performance, reaching 61 mV at 10 mA cm−2.

We measured the double-layer capacitance in cyclic voltam-
mograms and compared the calculated ECSA (Fig. 5b). The
ECSA of ReS2 (MW-HT) was 3652 cm2, which was in contrast to
the values of bare Ti (3.4 cm2), ReS2 (MW) (342 cm2), and ReS2
(HT) (1302 cm2). The electrocatalytic properties of the same
specimens were characterized by electrochemical impedance
spectroscopy (EIS) analysis (Fig. 5c). The diameter of the semi-
circles in the Nyquist plot represents the charge-transfer resis-
tance (Rct), which has a signicant effect on the reaction
kinetics. The value of Rct for ReS2 (MW-HT) was lowest (Rct = 7
U) at h = 100 mV, compared to ReS2 (HT) (Rct = 17 U), ReS2
(MW) (Rct = 63 U), and bare Ti (Rct = 1500 U). Quantitative HER
kinetics was compared with the Tafel slope (Fig. S8†). The Tafel
slope of ReS2 (MW-HT) was 153mV dec−1, which was lower than
that of ReS2 (HT) (160 mV dec−1) and ReS2 (MW) (185 mV
dec−1). These results indicate that the superior HER activity of
ReS2 (MW-HT) is attributed to the high ECSA, fast charge-
transfer rate and reaction kinetics.

Long-term durability is a crucial performance indicator for
water electrolysis (Fig. 5d). We conducted an accelerated degra-
dation test (ADT) for the ReS2 (MW-HT) catalyst. Aer 10 000
voltammetry cycles in the range of −0.2 to 0.1 V (vs. RHE), the
catalyst showed a negligible negative shi (#2 mV at 10 mA
cm−2). Furthermore, the ReS2 (MW-HT) catalyst showed excellent
HER stability for 72 h at a high current density of 500 mA cm−2,
with a negligible activity loss. The amount of dissolved Re in the
electrolyte, analysed by ICP-MS, was approximately 44 ppb, indi-
cating a negligible level. XPS analysis further conrmed the high
HER stability of ReS2 (MW-HT) (Fig. S9†), displaying no changes
) ECSA calculated from the double-layer capacitance, and (c) Nyquist
erformance comparison with previously reported Pt-free ReS2-based
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in the chemical state aer the chronopotentiometry. The
increased intensity of the H–O peak in the O 1s spectrum was
attributed to the water-based nature of the HER process.

The ReS2 (MW-HT) catalyst investigated in this study
exhibited superior HER performance compared with that of
previously reported ReS2-based Pt-free electrodes in acid media.
Fig. 5e and Table S4† compare the performances with literature
values.10,17,19,40–42 The performances of the ReS2 (MW-HT) cata-
lyst were comparable with the recent values obtained for ReS2-
based HER catalysts containing Pt in acidic media (Table S5†).
On the basis of the results, we can conclude that our catalytic
electrode had a low overpotential and a high ECSA in addition
to excellent stability.

Experimental
Chemicals

All the chemicals were of analytical grade and used as received
without further purication. Ammonium perrhenate
(NH4ReO4), thiourea (CH4N2S), hydroxylamine hydrochloride
(NH2OH$HCl), 1-butyl-3-methylimidazolium tetrauoroborate
(BMIM:BF4), and oxalic acid ((COOH)2$2H2O) were purchased
from Sigma-Aldrich. Ethanol was purchased from Daejung
Chemicals, Inc. (Korea). Ti ber felt was purchased from
Bekaert.

Synthesis of ReS2 powder

The ReS2 powder was synthesized using the microwave-
irradiation method.18 16.8 mg of ammonium perrhenate
(NH4ReO4) and 23.8 mg of thiourea (CH4N2S) were rst dis-
solved in 2.5 mL of BMIM:BF4 at room temperature. Aer being
stirred for 4 h, the solution was transferred to a 20 mL quartz
vial. Subsequently, the solution was heated in a domestic
microwave oven at 200 W for 2 min and then allowed to cool to
room temperature naturally. The product was washed with
water and then ethanol three times using centrifugation. The
ReS2 powder was dried at 60 °C for 6 h.

Synthesis of ReS2 (MW)

Prior to synthesis, the Ti ber felt substrate was acid-treated
with 5 wt% oxalic acid solution at 80 °C for 30 min to remove
surface oxide and contaminants.43 16.8 mg of ammonium
perrhenate (NH4ReO4) and 23.8 mg of thiourea (CH4N2S) were
rst dissolved in 2.5 mL of BMIM:BF4 at room temperature.
Aer being stirred for 4 h, the solution was transferred to
a 20 mL quartz vial, and a 1× 1 cm2 part of 1× 3 cm2 Ti felt was
immersed into the solution. Subsequently, the solution was
heated in a domestic microwave oven at 200 W for 2 min and
then allowed to cool to room temperature naturally. The felt was
washed with ethanol and then water three times each with
vigorous shaking. The ReS2−x/TiO2 on the Ti felt was dried at
room temperature for 2 h.

Synthesis of ReS2 (HT)

134 mg of ammonium perrhenate (NH4ReO4), 190 mg of thio-
urea (CH4N2S) and 104 mg of hydroxylamine hydrochloride
10132 | J. Mater. Chem. A, 2025, 13, 10126–10134
(NH2OH$HCl) were dissolved in 20mL of deionized water under
magnetic stirring at room temperature for 30 min. The aqueous
solution was transferred to a 50 mL Teon-lined autoclave, and
a 1 × 1 cm2 part of 1 × 3 cm2 Ti felt was immersed into the
solution. The autoclave was sealed andmaintained at 220 °C for
12 h. Aer cooling down to room temperature, the felt was
washed with ethanol and then water three times each with
vigorous shaking and then dried at room temperature for 2 h.

Synthesis of ReS2 (MW-HT)

134 mg of ammonium perrhenate (NH4ReO4), 190 mg of thio-
urea (CH4N2S) and 104 mg of hydroxylamine hydrochloride
(NH2OH$HCl) were dissolved in 20mL of deionized water under
magnetic stirring at room temperature for 30 min. The aqueous
solution was transferred to a 50 mL Teon-lined autoclave, and
a 1 × 1 cm2 part of 1 × 3 cm2 ReS2 (MW) was immersed into the
solution. The autoclave was sealed andmaintained at 220 °C for
12 h. Aer cooling down to room temperature, the felt was
washed with ethanol and then water three times each with
vigorous shaking and then dried at room temperature for 2 h.

Structural characterization

The morphology of the synthesized catalyst was observed using
eld-emission SEM (Hitachi S-4800), TEM (JEOL JEM-2100F) at
200 kV, and high-angle annular dark-eld scanning trans-
mission electron microscopy (HAADF-STEM; JEOL JEM-2100F
with Cs Corrector) at 200 kV. Powder XRD (Rigaku D/MAX-
2500/PC) was performed with Cu Ka radiation (l = 1.54 Å).
The Raman spectrum was obtained using a micro-Raman
spectrometer (Witec Alpha 300 RA Confocal Raman) with
a wavelength of 532 nm and a laser spot size of 1 mm. The
amounts of Re and S were measured using the SEM instrument
equipped with an EDS facility (INCA X-sight 7421, Oxford
Instruments). The XANES data at the Re k-edge were obtained at
the 7D beamline in the PAL with uorescence mode. The X-ray
beam was monochromated by a Si (111) double crystal, where
the beam intensity was reduced by 30% to eliminate higher-
order harmonics.

ICP-MS characterization

The metal ion concentration was measured using ICP-MS
(PerkinElmer, NexION 300S). To ensure analysis reliability,
calibration curves were obtained by linear tting of the raw
intensities of each element at 1, 5, and 10 ppb before the ion
concentration measurements. The electrodes were fully dis-
solved in aqua regia using an ultrasonic bath, and the ion
concentration measurements were conducted by diluting the
solution to t within the calibration curves.

Electrochemical measurements

All the electrochemical characterizations were performed using
an electrochemical workstation (Metrohm Autolab,
PGSTAT204). Electrochemical measurements were conducted
using a standard three-electrode electrochemical system in
0.1 MHClO4 (Sigma-Aldrich) solution at room temperature. The
This journal is © The Royal Society of Chemistry 2025
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prepared samples, a graphite rod, and an Ag/AgCl (sat. KCl)
were used as the working, counter, and reference electrodes,
respectively. The graphite rod was used as the counter electrode
to prevent undesirable back reactions and cross-contamination
by trace Pt metal species.44 The calibration of the Ag/AgCl
reference electrode was conducted in high-purity (99.999%)
H2-saturated 0.1 M HClO4 with a polycrystalline Pt pellet as
working electrode.39,45 Linear sweep voltammetry curves were
obtained with sweeping the potential between hydrogen
evolution (−100 mV) and oxidation (+100 mV) regions with
a scan rate of 1 mV s−1, at room temperature. The Tafel plots
were replotted to the HER polarization curves as overpotential
(h) versus log current density (log j) The polarization curves for
HER were obtained using H2-saturated 0.1 M HClO4 at a scan
rate of 10 mV s−1 and the potential was iR-corrected with
workstation-assisted iR drop compensation (iR = 2 U). EIS
measurements were performed at −0.02 V vs. RHE, using
a sinusoidal wave with a frequency scan range from 105 to
10−1 Hz and an amplitude of 10 mV. The measured EIS data
were analyzed with the NOVA soware package. The ECSACdl

values of the electrodes were calculated by the potential-sweep
method in the electrochemical double-layer region.46,47 The
capacitance was measured via cyclic voltammetry in a non-
faradaic potential range of 0.15 to 0.3 V (vs. RHE), using 5 to
400 mV s−1. An accelerated durability test was conducted with
an extended potential cycling test (10 000 cycles) in the range of
−0.2 V to 0.1 V (vs. RHE) with a scan rate of 50 mV s−1. Chro-
nopotentiometry measurements were also performed with
a current density of 500 mA cm−2 for 72 h.

Conclusions

We have synthesized ReS2/TiO2 composites directly on Ti felt
with an ultra-high electrochemical surface area by employing
two sequential processes: rapid microwave irradiation and
a well-established hydrothermal method. Microconical TiO2

structures with nonstoichiometric ReS2−x fully covering the
surface were grown during 2 min of microwave irradiation.
Subsequently, the decient sulfur was replenished to convert
ReS2−x to ReS2 through sequential 12 h hydrothermal synthesis.
We could identify the growth mechanism of the catalytic
materials on 3D TiO2 through microwave treatment. The opti-
mized ReS2 (MW-HT) showed HER catalytic activity with a low
overpotential of 61 mV, Rct of 7 U, robust durability (showing
negligible activity loss aer 10 000 cycles of cyclic voltammetry
and over 72 h at 500 mA cm−2), and an ultra-high electro-
chemical surface area of 3652 cm2.
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