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Ferroelectric phosphate-based materials are known for their biocompatibility, dipole switching, and high

thermal stability. In this context, we report a novel organic ferroelectric material, diisopropylammonium

bis(4-nitrophenyl) phosphate (DIPA$BNPP), crystallizing in the monoclinic C2 space group. DIPA$BNPP

exhibits a high second harmonic generation (SHG) efficiency 2.5 times higher than that of potassium

dihydrogen phosphate (KDP). The ferroelectric nature of DIPA$BNPP was confirmed by the observation

of a rectangular P–E hysteresis loop, which gave a saturated polarization value of 6.82 mC cm−2. The

ferroelectric polar domains of DIPA$BNPP, along with the bias-dependent amplitude butterfly and phase

hysteresis loops, were visualized by piezoresponse force microscopy (PFM). Furthermore, the

polydimethyl siloxane (PDMS) composites of DIPA$BNPP enabled the fabrication of humidity-resistant

piezoelectric nanogenerators (PENGs) with energy harvesting and mechanical–electrical sensing

capabilities. The top-performing 10 wt% DIPA$BNPP-PDMS device achieved a peak output voltage of

9.5 V and a charge storage efficiency of 81.8%, successfully powering 53 LEDs. Additionally, its rapid

response time of 18.5 ms enables precise rotation sensing capabilities, suggesting potential applications

in motion monitoring, such as revolution per minute (RPM) counting. We also present a unique and

refined method for obtaining the output work efficiency (OWE) parameter, which quantifies the ratio of

harvested electrical energy to the maximum elastic energy stored in the composite device, taking into

consideration several key parameters during the PENG measurements. For the 10 wt% DIPA$BNPP-

PDMS composite, an OWE of 13.1% was achieved, highlighting both its current performance and

potential for optimization. This metric provides a standardized approach for evaluating PENGs,

addressing a critical gap in assessing mechanical-to-electrical energy conversion efficiency.
Introduction

The discovery of ferroelectricity in Rochelle salt and potassium
dihydrogen phosphate (KDP) has inspired the development of
molecular ferroelectric materials with switchable spontaneous
polarization.1,2 These ferroelectric substances, characterized by
their adherence to polar point groups, have found extensive
utility in a diverse array of electronic applications,
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encompassing eld-effect transistors (FETs), transducers,
photovoltaic systems, memory devices, self-powered portable
electronics, etc.3–8 Earlier research in this domain was
predominantly focused on ceramic materials composed of
inorganic oxides such as lead zirconate (PZT) and barium tita-
nate (BTO), but the presence of heavy elements, such as Pb,
spurred the study on molecular and polymeric ferroelectrics.
This transition led to the development of a plethora of organic
ferro- and piezoelectric materials, which offered a multitude of
advantages, including lightweight nature, facile synthesis,
mechanical exibility, cost-effectiveness, environmental
sustainability, and biocompatibility.9–16 Amongst these, the
diisopropylammonium (DIPA) family of salts has garnered
signicant attention due to their propensity to form non-
centrosymmetric assemblies exhibiting high spontaneous
polarization and low dielectric loss.17 Notably, the charge-
separated halide salts of DIPA, including chloride (DIPAC),
bromide (DIPAB), and iodide (DIPAI), have demonstrated
exceptional ferroelectric polarizations.18–21 Furthermore,
This journal is © The Royal Society of Chemistry 2025
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alternative combinations of DIPA cations with ClO4
2−, and also

complex anions such as MnBr4
2− and CdBr4

2− have been
investigated, revealing substantial ferroelectric polarization
characteristics (Scheme 1a–c). 22–24 Notwithstanding the
remarkable capacity of DIPA cations to stabilize polar ferro-
electric phases, numerous compounds within this family are
plagued by issues pertaining to their structural and environ-
mental stability, primarily stemming from the nature of their
counter anions. For instance, DIPAX (X = Cl, Br, I), DIPA(CdBr4)
and DIPA(MnBr4) exhibit sensitivity to moisture due to the
presence of halide-containing anions.25 Moreover, many of
these compounds manifest multiple polymorphic phases,
which may coexist or undergo transitions in response to subtle
environmental uctuations, such as variations in temperature
or humidity.26–32 The mere absorption of moisture by these
materials can result in the degradation of ferroelectric proper-
ties or an increase in dielectric losses, thereby compromising
their viability for long-term applications. Consequently, there
exists a pressing need for DIPA salts incorporating bulky and
halogen-free anions to achieve high-performance organic
ferroelectrics with enhanced Tc and stability.33

Phosphates and organo-phosphates have gained attention
due to their exceptional properties, including high exibility,
proton conductivity, elevated dielectric constants, remarkable
ferroelectricity, and biocompatibility.34–38 These attributes
render phosphate-containing organic materials particularly
attractive for the fabrication of advanced electronic devices with
environmentally benign characteristics.39–42 The dimensions of
the phosphate anion and the resultant molecular distortion
play pivotal roles in optimizing ferroelectric characteristics and
phase transition kinetics in such materials.43 Organophosphate
Scheme 1 (a) Strategy to design diisopropylamine-based two-
component ferroelectrics. (b) DIPA-derived ferroelectrics known for
spherical anions. (c) DIPA-based ferroelectrics known for multi-atomic
and metal-containing anions. (d) Synthetic scheme for the preparation
of the ferroelectric DIPA$BNPP compound reported in this work.

This journal is © The Royal Society of Chemistry 2025
anions exhibit the ability to retain their properties at elevated
temperatures, thereby expanding the temperature range for
ferroelectric applications. In light of these considerations, we
present a charge-separated molecular ferroelectric, diisopropyl
ammonium bis(4-nitrophenyl) phosphate, with the chemical
formula (iPr2NH2)$[PO2(O-C6H4-

pNO2)2] (DIPA$BNPP) (Scheme
1d).

The two-component DIPA$BNPP system exhibited strong
second-order nonlinear optical properties, manifesting
a second-harmonic generation (SHG) efficiency 2.5 times that of
the standard potassium dihydrogen phosphate (KDP). The
ferroelectric P–E hysteresis loop analyses revealed a substantial
saturation polarization (Ps) of 6.82 mC cm−2, indicative of the
material's robust ferroelectric nature. The ferro- and piezo-
electric characteristics of DIPA$BNPP were further corroborated
through piezoresponse force microscopy (PFM) measurements,
which yielded the characteristic amplitude-bias “buttery” and
phase-bias hysteresis loops. Additionally, the piezoelectric
nanogenerator (PENG) devices were fabricated by integrating
DIPA$BNPP with polydimethylsiloxane (PDMS). These
measurements resulted in the 10 wt% DIPA$BNPP-PDMS device
emerging as the superior performer, generating the highest
peak-to-peak voltage (VPP) of 9.5 V for the 10 wt% DIPA$BNPP-
PDMS composite device. The responsivity and sensitivity of the
champion 10 wt% device were calculated to be 625 VMPa−1 and
0.604 VN−1, respectively. The device's efficacy was further vali-
dated through capacitor charging and LED ash lighting
experiments, demonstrating its practical energy harvesting
capabilities. Leveraging the remarkable responsivity and
performance of the champion 10 wt% DIPA$BNPP-PDMS
device, its utility as a sensor for motor rotation speed (measured
in revolutions per minute, RPM) was demonstrated, utilizing
the device's output voltage as the input signal. This practical
application underscores the potential of two-component
ammonium phosphate salts in advancing sensor technology.
Moreover, one of the challenges in standardizing the perfor-
mance of the PENGs is the lack of a universal method for
evaluating their efficiencies. In this effort, this study introduces
a novel metric for assessing energy harvesting efficiency, named
as the output work efficiency (OWE) parameter. This parameter
is dened as the ratio of harvested electrical energy as output
work done (We) per second to the maximum elastic energy as
input work done (Wd) per second within the device. For the top-
performing 10 wt%DIPA$BNPP-PDMS device, an OWE of 13.1%
was found, providing a quantitative measure of its energy
conversion capabilities, and establishing a potential bench-
mark for future piezoelectric nanogenerator designs.

Results and discussion

The two-component DIPA$BNPP salt was synthesized by adding
an equimolar amount of diisopropylamine to the protonated
form of bis(4-nitrophenyl) phosphate in a water–methanol
medium (Fig. S1, ESI†). The resulting solution was ltered and
le to crystallize, yielding pale-yellow crystals of DIPA$BNPP.
The bulk purity of DIPA$BNPP was determined using infrared
spectroscopy and nuclear magnetic resonance (NMR)
J. Mater. Chem. A, 2025, 13, 22574–22582 | 22575
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spectroscopy (1H, 13C, and 31P) (Fig. S2–S4, ESI†). Single-crystal
X-ray diffraction (SCXRD) analyses at 150 K and 298 K
conrmed that DIPA$BNPP crystallizes in the polar non-
centrosymmetric monoclinic space group C2 at both tempera-
tures (Table S1, ESI†). The asymmetric unit consists of one
BNPP anion and one DIPA cation, as shown in Fig. 1a. The
distance between the centroids of the cation and anion (the
pnictogen N and P atoms) in the asymmetric unit is 4.092 Å. The
tetrahedral angles around the ammonium center are distorted
and consistent with that of other known organic salts of DIPA.
Notably, the H-N-H fragment exhibits the smallest angle of
106.7°, while the C–N–C angle is the largest at 117.20°. Inter-
mediate angles of approximately 108° are found for the C-N-H
fragments. Likewise, the phosphate anion exhibits distorted
tetrahedral geometry, with angles ranging from 102.47° to
122.43°. These angles were found to vary marginally with
temperature (Table S2, ESI†). The nitrate groups within the
BNPP moiety exhibit positional disorder at both 150 K and 298
K. At 150 K, additional disorder was observed in one of the
phenyl groups of the DIPA cation, with an alternative orienta-
tion of the benzene ring. However, this disorder was not
detected at 298 K, likely due to either thermal averaging or
limitations in resolving the atomic positions at higher temper-
atures. Despite these localized structural disorders, the overall
polar order and symmetry of the crystal lattice were preserved at
both temperatures, indicating that the disorder does not
Fig. 1 (a) Formation of a 1D-helical chain structure in DIPA$BNPP
mediated by hydrogen bonding interactions along the b-axis. (b) Top-
view of the helical assembly along the c-axis. (c) Humidity dependent
PXRD profiles of DIPA$BNPP showing its high moisture stability.

22576 | J. Mater. Chem. A, 2025, 13, 22574–22582
signicantly disrupt the long-range polar arrangement of the
crystal.

The crystal structure of DIPA$BNPP shows the formation of
a 1D-helical H-bonded network along the polar b-axis, mediated
by strong N–H/O interactions (Fig. S5, ESI†). The two amino
protons of the DIPA cation interact with the oxygen atoms of two
adjacent BNPP anions, while the two terminal oxygen atoms of
each BNPP anion connect with protons from two DIPA cations,
forming a helical single-stranded structure (Fig. 1a and b). The
pitch of the helix is determined to be 8.017 Å, while the width of
the helix is measured to be 4.04 Å (twice the distance from the
N-atom to the principal axis) and 5.14 Å (twice the distance from
the P-atom to the principal axis), respectively (Fig. S6, ESI†). The
helical chirality was conrmed by the circular dichroism (CD)
analysis in the solid state (Fig. S7, ESI†). The packing diagram of
DIPA$BNPP reveals additional structural features along the
crystallographic a- and c-directions. The view along the a-axis
shows the formation of a criss-cross arrangement for the BNPP
anions, while the view along the c-axis indicates an ABAB-type
arrangement of the DIPA (A) and BNPP (B) moieties (Fig. S8,
ESI†). Dipole interactions at the atomic level arise from elec-
trostatic forces, which are strongly inuenced by both the
relative orientation of dipoles and the distance between oppo-
site charges. Furthermore, the Mulliken charge distribution
offers a quantitative understanding of electron density distri-
bution and charge transfer processes, both of which directly
inuence dipole moments and the strength of dipole–dipole
interactions (Fig. S9, Tables S3, and S4, ESI†). Such interactions
can result in the cooperative alignment of dipoles within polar
materials, giving rise to macroscopic polarization. A detailed
Hirshfeld surface analysis44 of DIPA$BNPP was carried out at
298 K, identifying several key interactions (Fig. S10, ESI†).
Notably, the H/O/O/H interactions contribute 46.6% of the
total intermolecular interactions (Fig. S11–S13 and Table S5,
ESI†).

The bulk purity of the sample was determined by powder X-
ray diffraction (PXRD) analysis (Fig. S14, ESI†). Thermogravi-
metric analysis (TGA) of DIPA$BNPP revealed its stability up to
495 K, while the differential thermal analysis (DTA) curve
exhibited anomaly peaks at 448 K and 587 K, corresponding to
its melting and decomposition points, respectively (Fig. S15,
ESI†). Additionally, differential scanning calorimetry (DSC)
analysis conducted between 240 K and 430 K revealed no
anomalies during the heating and cooling cycles (Fig. S16,
ESI†). To track potential phase transitions, we performed
variable-temperature single-crystal X-ray diffraction (VT-
SCXRD) measurements on DIPA$BNPP in the temperature
range of 100 K to 400 K (Fig. S17 and S18, ESI†). These studies
revealed no apparent changes in the lattice parameters, albeit
with a marginal change in the beta-angle and slight volume
expansion at around 330 K, attributed to thermal expansions in
the unit cell.45,46 Similarly, the variable-temperature powder X-
ray diffraction (VT-PXRD) proles of DIPA$BNPP showed no
emergence of new peaks or shis in peak positions across the
entire temperature range, conrming phase stability at all
measured temperatures (Fig. S19,† ESI†). To evaluate the
moisture stability of DIPA$BNPP, we conducted humidity-
This journal is © The Royal Society of Chemistry 2025
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dependent PXRD measurements under varying relative
humidity (RH) conditions. The PXRD proles showed no
observable peak shis across the tested humidity range, con-
rming that DIPA$BNPP remains stable at RH levels as high as
99.9% (Fig. 1c). The appearance of a few unresolved peaks in
DIPA$BNPP aer 24 hours of exposure to 99.9% humidity
suggests that water interacts with the surface or localized
regions of the crystal, likely due to the presence of phosphate
and ammonium groups. However, this does not affect the
crystal stability (Fig. S20, ESI†). The elemental composition of
DIPA$BNPP was conrmed by FE-SEM-based energy-dispersive
X-ray spectroscopy (EDXS) and X-ray photoelectron spectros-
copy (XPS) analyses (Fig. S21 and S22, ESI†). The XPS spectrum
shows characteristic peaks due to C 1s, N 1s and P 2p electrons
present in DIPA$BNPP.

The acentric structure of DIPA$BNPP was further veried by
the Kurtz–Perry (Graja) powder method.47 Size-graded samples
of DIPA$BNPP and KDP were subjected to 1400 nm femto-
second laser pulses to yield second-harmonic generation (SHG)
responses. Analysis of SHG signal integral intensities indicated
that DIPA$BNPP exhibits a high SHG efficiency of 2.5 relative to
KDP (Fig. 2a). The SHG efficiency ofDIPA$BNPP surpasses those
of previously reported phosphate-based minerals such as
PbZn(PO4)F and NH4H2PO4 (ADP), approaching that of
KTiOPO4 (KTP).48–51 Notably, DIPA$BNPP is the rst metal-free
phosphate salt to demonstrate a higher SHG efficiency than
KDP. The optical band gap of DIPA$BNPP was determined by
solid-state UV/vis absorption spectroscopy on the powder
sample (Fig. S23, ESI†). The spectral prole and Tauc plot reveal
an optical band gap (Eg) of approximately 3.02 eV, comparable
to those observed for several ferroelectric oxides and organic–
inorganic hybrid ferroelectrics.52

Furthermore, the dielectric properties of DIPA$BNPP were
studied through frequency (f) and temperature (T) dependent
Fig. 2 (a) The spectra of the SHG response ofDIPA$BNPPwith respect
to the reference KDP. (b)Temperature-dependent relative permittivity
ofDIPA$BNPP. (c) The P–E hysteresis loop and leakage current density
plot of DIPA$BNPP. (d) Fatigue profile data of DIPA$BNPP up to 106

cycles.

This journal is © The Royal Society of Chemistry 2025
permittivity measurements on compacted pellets. The experi-
ment was conducted over the temperature range of 100 K to 413
K, and the data were analyzed over the frequency range of 1 kHz
to 1 MHz. The real part of the dielectric permittivity (30) vs. T
proles exhibited a consistent increase in permittivity with
increasing temperature, showing no heat anomalies (Fig. 2b).
However, the dielectric permittivity remained nearly constant
from 150 K to 298 K, suggesting the preservation of polar
symmetry and structural stability throughout this range. These
results conrm that DIPA$BNPP remains in the same polar
phase, with no evidence of dipole reorientation or symmetry
breaking within this temperature range. This behaviour can be
attributed to the enhanced thermal activation of dipoles,
resulting in greater polarization at higher temperatures. A
similar trend was observed in the 30 vs. f proles, with permit-
tivity values increasing at lower frequencies due to the contri-
bution of all types of polarization mechanisms (electronic,
ionic, dipolar, and interfacial) in these frequency ranges (Fig.
S24,† ESI†).53–55 The relative permittivity of DIPA$BNPP was
found to be 4.51 at 1 kHz and 298 K. The temperature and
frequency-dependent dielectric loss factors (tan d) followed
almost increasing trends, indicating energy dissipation associ-
ated with the polarization process (Fig. S25, ESI†). However, no
signicant heat anomalies were observed in the tan d proles,
implying that thermal effects primarily inuence permittivity
without introducing substantial dielectric loss instability.

The molecular symmetry (C2) of DIPA$BNPP falls under the
category of polar point groups capable of demonstrating ferro-
electric characteristics. Polarization vs. electric eld (P–E) loop
measurements were performed at room temperature on a drop-
casted thin lm sample of DIPA$BNPP on a conducting indium
tin oxide (ITO) coated glass substrate. These measurements
yielded a rectangular hysteresis loop with a remnant polariza-
tion value (Pr) of 9.59 mC cm−2 and a coercive eld (Ec) of 19 kV
cm−1 (Fig. 2c). The polarization observed in DIPA$BNPP can be
traced back to its stable charge-separated structure facilitated
by the BNPP anion and DIPA cation, and their helical H-bonded
1-D structure along the polar b-axis. The observed remanent
polarization (Pr) value of 9.59 mC cm−2 that is higher than the
saturation polarization (Ps) value of 6.82 mC cm−2 can be
attributed to several factors. Notably, organic ferroelectrics
mostly rely on relatively weak intermolecular interactions to
exhibit long-range order. The observation of higher Pr than Ps in
them could likely be due to eld-dependent relaxation effects.
Similar trends, with higher Pr values compared to Ps, have been
observed in previously reported molecular ferroelectrics.56,57

The leakage current density plot measured along the P–E loop
trace exhibits low leakage, with peaks that coincide with Ec,
conrming the ferroelectric nature of the obtained loop.
Ferroelectric fatigue measurements were conducted up to 106

cycles, conrming the retention of ferroelectric behavior in
DIPA$BNPP (Fig. 2d).

To investigate the polar domain structure in DIPA$BNPP, we
conducted vertical piezoresponse force microscopy (VPFM)
experiments on a single crystal grown on an ITO-coated glass
plate. Fig. 3a and b present the respective amplitude and phase
images of DIPA$BNPP, acquired from an active area of 10 × 10
J. Mater. Chem. A, 2025, 13, 22574–22582 | 22577
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Fig. 3 PFM analysis of DIPA$BNPP showing (a) its vertical amplitude
and (b) phase images. (c) The visualization of a single crystal of
DIPA$BNPP on the drop-cast thin film along with the PFM tip and its
3D-topography image. (d) The SS-PFM spectroscopy derived ampli-
tude-butterfly and phase-hysteresis loops as a function of voltage bias
at a single point on the DIPA$BNPP film substrate.

Fig. 4 (a) Schematic diagram showing the architecture of a composite
PENG device. The inset images show the flexibility of the 10 wt%
DIPA$BNPP-PDMS film. (b) Comparative voltage performance of all
composite devices of DIPA$BNPP with a shifted relative time axis. (c)
The current and voltage profiles of the 10 wt% DIPA$BNPP-PDMS
composite device under different external load resistances. (d) The
current density and power density values of the 10 wt% DIPA$BNPP-
PDMS composite device under different external load resistances. The
inset shows the profiles at lower resistances. (e) The voltage vs. force
and voltage vs. pressure plots of the 10 wt%DIPA$BNPP-PDMS device.
(f) The stress vs. strain graph of the 10 wt% DIPA$BNPP composite film
at lower strain percentages.
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mm2. A uniform stripe-line domain structure was observed in
the PFM images of the crystal. The bright and dark color
contrasts in the amplitude image indicate varying strengths of
piezoresponse in each domain, while the color tones in the
phase image represent different domain orientations. Switch-
ing spectroscopy PFM (SS-PFM) was conducted on a xed point
of the topographic surface of the DIPA$BNPP crystal by applying
an external bias of 60 V at the cantilever tip (Fig. 3c). Fig. 3d
shows the characteristic amplitude “buttery” loop showcasing
its piezoelectricity and a rectangular phase hysteresis loop
evidencing a 180-degree domain switching in DIPA$BNPP. The
observed shi towards the negative axis in phase-bias hysteresis
and amplitude-bias buttery curves could be due to internal
biases or built-in electric elds caused by defects and charge
trapping at the lm surface.58–61

The direct piezoelectric coefficient (d33) of DIPA$BNPP was
obtained using the Berlincourt method. A maximum d33 of 7.9
pCN−1 was obtained from a compacted pellet of DIPA$BNPP
(Fig. S26, ESI†). The piezoelectric voltage constant (g33) of
DIPA$BNPP was calculated using the correlation between the
absolute permittivity 3r × 30 and piezoelectric constant (d33), as
described by the equation g33 = d33/333. The absolute permit-
tivity is found to be 39.93 pF m−1. The obtained piezoelectric
voltage constant was 0.198 VmN−1, and the transduction coef-
cient (d33×g33) was calculated to be 1.563 × 10−12 m3 J−1,
demonstrating a good electromechanical conversion efficiency

of DIPA$BNPP. The electrostrictive coefficient
�
Q33 ¼ g33

2Ps

�
for

DIPA$BNPP is determined to be 1.45m4 C−2, comparable to that
of PVDF and other recently reported high-performance elec-
trostrictive organic and hybrid materials. Materials with a high
piezoelectric voltage and electrostrictive coefficient are highly
sought aer for electromechanical applications (conversion of
22578 | J. Mater. Chem. A, 2025, 13, 22574–22582
mechanical energy to electrical energy), which prompted us to
explore the potential of DIPA$BNPP for PENG applications.

To create a exible piezoelectric material, we prepared
polymer composites with different weight percentages (1, 5, 10,
and 15 wt%) of DIPA$BNPP in PDMS, a non-piezoelectric poly-
mer, and tested its stability inside the polymer matrix (Fig. S27,
ESI†). All polymer composites were thoroughly characterized by
PXRD analysis (Fig. S28, ESI†). To prepare the devices, the
composite lms were sandwiched between two copper strips
that serve as the top and bottom electrodes. The whole assembly
was subsequently wrapped with Kapton tape to avoid environ-
mental interference (Fig. 4a). Piezoelectric energy harvesting
experiments were conducted using a home-built impact setup,
where the PENG device under collision force was connected to
a Keithley digital multimeter (model: DMM 7510 7 1/2) via
copper wires attached to the surface of the copper electrodes.
The peak-to-peak voltages and currents increased with the
concentration of DIPA$BNPP in the PDMS composite lms,
ranging from 1 wt% to 10 wt%. The peak-to-peak voltage and
current values reached a maximum of 9.5 V and 7.7 mA,
respectively, for the 10 wt% DIPA$BNPP-PDMS composites
under an optimized mechanical force of 12 N and an operating
This journal is © The Royal Society of Chemistry 2025
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frequency of 8 Hz (Fig. S29 and S30, ESI†). The 10 wt%
DIPA$BNPP-PDMS device exhibited the highest peak-to-peak
output voltage of 9.5 V (forward) and 8.87 V (reverse). Polarity-
switching by reversing electrode connections conrmed the
intrinsic piezoelectric response, as evidenced by signals of
nearly equal magnitude and opposite polarity. The slight
voltage reduction in the reverse conguration (Fig. S31, ESI†) is
attributed to minor interfacial asymmetries. The cycling
stability of the 10 wt%DIPA$BNPP-PDMS device was tested aer
approximately 3 months under a 12 N force for up to 1200 cycles
(Fig. S32, ESI†). In contrast, the recorded lower output voltage
for 15 wt% DIPA$BNPP-PDMS, compared to the 10 wt%
DIPA$BNPP-PDMS device, indicates a reduction in long-range
dipole–dipole interactions among the ferroelectric particles.
Typically, increasing the concentration of ferroelectric or
piezoelectric particles in a composite generally leads to
enhanced mechanical stiffness and a higher total dipole
moment. This is attributed to improved stress transfer effi-
ciency between the active particles and the polymer matrix,
facilitating a more uniform mechanical load distribution and
polarization within the composite structure. This, in turn, could
result in a higher voltage output. However, achieving a notice-
able enhancement at resonance requires an optimal minimum
concentration, which, in our device architecture, is observed to
be 10 wt% DIPA$BNPP-PDMS. Higher particle agglomeration
occurs beyond this concentration (15 wt% DIPA$BNPP-PDMS),
as observed from the FESEM images (Fig. S33, ESI†). The
enhanced performance observed at the 10 wt% DIPA$BNPP-
PDMS composition can be attributed to a combination of
factors involving percolation behavior and atomic-level inter-
actions within the composite system. As the concentration of
piezoelectric particles increases, the increased interface area
between the particles and the surrounding matrix enhances the
Maxwell–Wagner–Sillars (MWS) polarisation, improving
dielectric permittivity.62,63 However, at low concentrations, the
particles are more dispersed, resulting in a smaller interface
area and a limited collective response to an applied electric
eld. While there is some increase in polarization at the inter-
faces, the overall effect on the material's dielectric properties is
limited due to the insufficient particle distribution. Beyond
a threshold concentration, say 10 wt% in this case, particle
aggregation occurs, which increases permittivity but also leads
to eld concentration and reduced dipole mobility. These
effects hinder the material's overall performance by distorting
the electric eld and limiting charge response.

To identify the optimal impedance matching for maximum
efficiency, the electrical output responses (voltage, current
density, and power density) of the best-performing device
(10 wt%) weremeasured using a range of resistors from 60 kU to
50 MU. The output voltage increased gradually with higher
resistance values while the corresponding currents decreased
(Fig. 4c). The maximum power density achieved was 2.72 mW
cm−2 at a threshold load resistance of 0.9 MU (Fig. 4d). Simi-
larly, a high current density of 1.2 mA cm−2 was achieved at the
minimum load resistance of 100 kU (Fig. 4d inset). The
observed power density values of the 10 wt% DIPA$BNPP-PDMS
device are among the highest reported for organic and organic–
This journal is © The Royal Society of Chemistry 2025
inorganic hybrid composite piezoelectric energy harvesting
devices (Tables S6 and S7, ESI†).

To further evaluate the sensitivity and responsivity of the
10 wt% DIPA$BNPP device, we systematically performed the
force-determination measurement (details are given in Sup-
porting Discussion 1 and Fig. S34, ESI†). We have conducted
force-dependent measurements at various forces of 1.5, 4.5, 6,
8.5, and 12 N with corresponding pressures of 0.0024, 0.0072,
0.0096, 0.0136, and 0.0192 MPa, respectively (Fig. S35, ESI†).
The slopes of the graphs of voltage vs. force and voltage vs.
pressure yield the sensitivity and responsivity of the device,
respectively (Fig. 4e). The champion 10 wt% PENG device
demonstrated a sensitivity of 0.604 VN−1 and a responsivity of
625 VMPa−1. This indicates the device's ability to detect subtle
force changes and efficiently convert them into electrical signals
for application as force sensors.

In the eld of piezoelectric energy harvesting, several metrics
describe PENG device performance: peak-to-peak voltage and
current, power and current density, threshold load resistance,
etc. While these parameters are used for comparing various
functional aspects of devices, for composite PENG devices,
there is no clear-cut parameter that could evaluate how effi-
ciently the applied mechanical energy is converted into elec-
trical energy. This is a signicant knowledge gap, as
information about the intrinsic conversion efficiency could be
used to assess the potential for improvements in both molec-
ular design and functional device architecture. Using the
10 wt% DIPA$BNPP-PDMS champion device as an example, we
provide a simple method for evaluating the output work effi-
ciency (OWE) metric of a PENG device.

When an external force is applied to polymer composite
devices, the generated mechanical energy is stored within the
material as elastic energy and plays a crucial role in its piezo-
electric energy harvesting potential.64,65 This stored elastic
energy can be quantied by conducting stress–strain measure-
ments and extracting Young's modulus of the composite (Fig. 4f
and S36, ESI†).66 Upon subjecting the 10 wt%DIPA$BNPP-PDMS
polymer composite lm to a force of 12 N (at a pressure of
0.0192 MPa), the maximum elastic energy stored, dened as the
input work done per second Wd (where the subscript d signies
the deformation of the device), was determined to be 3.70 ×

10−2 J s−1. This signies the considerable capacity of the device
to store mechanical energy under optimized conditions. Simi-
larly, by estimating the output voltage and current values for
a one-second period (Fig. S37, ESI†), the maximum electrical
energy (dened as the output work done per second, We) of the
10 wt% DIPA$BNPP-PDMS device was calculated to be 4.84 ×

10−3 J s−1 (the subscript e in We signies electrical output). For
full details pertaining to these calculations, kindly refer to
Supporting Discussion 2 in the ESI† (page numbers S25–S27).
This value provides insight into the effectiveness of the piezo-
electric energy harvesting process within the device. From the
ratio of these two work energy terms (We/Wd), the OWE
parameter of the 10 wt% DIPA$BNPP-PDMS device was
computed to be 13.1%. Although there are few methods to
evaluate the efficiencies of the PENG devices, this method
provides a simple and straightforward approach for obtaining
J. Mater. Chem. A, 2025, 13, 22574–22582 | 22579
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work efficiency based on the input and output energies directly
extracted from the impact setup (Table S6, ESI†). It should be
noted that the provided method for calculating the OWE
parameter is mostly reliable for composite devices such as
DIPA$BNPP-PDMS and not for the neat piezoelectric crystals, as
the applied force acts uniformly on the whole device. Hence,
there is currently limited data available for performing device
efficiency comparisons (Table S8, ESI†).

To test the energy storage capacity of the device, we con-
nected a full-wave bridge rectier circuit and a storage capacitor
(with a capacitance of 22 mF) in parallel to the 10 wt%
DIPA$BNPP-PDMS device. The maximum stored output charge
across the 22 mF capacitor was calculated to be 171.1 mC in 550 s
(Fig. 5a). The stored voltage (V) and stored energy were calcu-
lated to be 8 V and 6.92 mJ, respectively. The charge storage

efficiency
�
stored voltage
output voltage

� 100
�

of the device at 550 s was

found to be 81.8%. The voltage stored in the system is
substantial, providing sufficient power to illuminate LEDs
effectively (Fig. S38, ESI†). In a successful demonstration, we
showcased the utility of this stored energy by achieving a bright
glow of light for up to 53 LEDs (Video 1, ESI†). This result
highlights the practical application and efficiency of the energy
storage system based on the DIPA$BNPP-PDMS composite for
powering miniature electronic devices.

In our investigation, we evaluated the positive and negative
response times, as well as the relaxation time, for the 10 wt%
polymer composite device. Notably, the response time is
smaller than the relaxation time due to the elasticity of the
PDMS polymer (Fig. S37, ESI†). The total time for one full cycle
of the signal (both positive and negative response) is 18.5 ms,
indicating that the device can generate 54 electrical signals per
second. This demonstrates the rapid and efficient signal pro-
cessing capability of the 10 wt% device. Its quick response time
Fig. 5 (a) The graph of charge storage by using the 22 mF capacitor,
and the inset image shows the demonstration of flash lighting of 53
LEDs. (b) Voltage and energy vs. time profile during charging of a 22 mF
capacitor. (c) Schematic representation of an RPM sensor based on
DIPA$BNPP.

22580 | J. Mater. Chem. A, 2025, 13, 22574–22582
and high signal generation rate could, therefore, be suitable for
applications such as real-time rotations per minute (RPM)
sensors. A model RPM sensor device was prepared using
a brushless direct current (BLDC) motor with its probing arm in
contact with the 10 wt% device (Fig. 5c and Video 2, ESI†). The
continuous output voltage signal generated from the 10 wt%
device was received in a microcontroller, which processes the
data in RPM units (Supporting Discussion 3†). The measured
RPM value of 142 matches well with the rated value of the
commercial BLDC motor, signifying the precise nature of the
DIPA$BNPP-PDMS sensor (Fig. S39, ESI†).

Conclusion

The main outputs from the present work are threefold: related
to material design, functional aspects, and methodology.
Material-wise, we have successfully synthesized an ammonium
phosphate-based molecular ferroelectric, DIPA$BNPP, that
exhibits a Ps of 6.82 mC cm−2 at room temperature. Unlike
previously reported diisopropyl ammonium-based organic
salts, DIPA$BNPP displays no phase transitions up to its
melting point (451 K). This can be attributed to the presence of
a bulky phosphate anion in the system. The intrinsic non-
centrosymmetry of this material is reected in the 2.5-fold
higher SHG efficiency of DIPA$BNPP relative to that of the
reference KDP sample. The PFM studies performed on the
crystal ofDIPA$BNPP further support its ferro- and piezoelectric
properties. In turn, the demonstrated functionalities of the
DIPA$BNPP-PDMS composite device showcase its remarkable
versatility and practical applicability in energy harvesting and
sensing applications. The device exhibits excellent energy
storage capabilities, achieving a charge storage efficiency of
81.8% with the ability to store 6.92mJ of energy and generate up
to 8 V across a storage capacitor. This performance translates
into real-world applications, as evidenced by the successful
powering of multiple LEDs. Beyond energy harvesting, the
composite device displays technologically relevant dynamic
response characteristics, with a complete signal cycle time of
18.5 ms, thus enabling the generation of 54 electrical signals
per second. This rapid response capability has been successfully
leveraged in the development of a precise RPM sensor, where
the device accurately measured motor rotation speeds. The dual
functionality of efficient energy harvesting and precise sensing
capabilities positions this material system as a promising
candidate for self-powered sensor applications, particularly in
scenarios requiring both energy autonomy and real-time
monitoring capabilities. Finally, this work also introduces
a novel methodological approach for evaluating and comparing
piezoelectric nanogenerator efficiency through the OWE
parameter. This metric, derived from the formal ratio of har-
vested electrical energy to maximum elastic energy stored in the
device, potentially addresses a signicant gap in the eld of
piezoelectric energy harvesting. While existing metrics such as
peak-to-peak voltage and current, power and current density
provide valuable insights into device performance, they do not
directly assess the efficiency of mechanical-to-electrical energy
conversion. The OWE parameter, quantied at 13.1% for the
This journal is © The Royal Society of Chemistry 2025

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d5ta01846c


Paper Journal of Materials Chemistry A

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 3

0 
M

ay
 2

02
5.

 D
ow

nl
oa

de
d 

on
 1

1/
8/

20
25

 5
:4

1:
21

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
top-performing 10 wt% DIPA$BNPP-PDMS composite, therefore
offers a standardized method for comparing different piezo-
electric nanogenerators and identifying potential areas for
improvement in both molecular design and functional device
architecture. Although current data for device comparisons are
limited, the high OWE value observed in this study indicates
substantial room for enhancing the conversion efficiency of
stored elastic energy into electrical energy for harvesting
applications. This new metric also paves the way for more
informed research efforts in the eld of piezoelectric energy
harvesting applications.
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