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Traditional experimental techniques for metal–organic frameworks (MOFs) crystal growth are often time-

consuming due to the need for manual bench chemistry and data analysis. In this study, we integrated

laboratory automation with computer vision to accelerate the synthesis and characterization of Co-

MOF-74, a porous framework containing coordinatively unsaturated Co(II) sites. By utilizing a liquid-

handling robot, we significantly improved the efficiency of precursor formulation for solvothermal

synthesis, saving approximately one hour of manual hands-on labor per synthesis cycle. We developed

an accelerated characterization strategy using high-throughput optical microscopy and computer vision

to identify the quality of crystallization outcomes. Our computer vision framework, Bok Choy

Framework, enabled automated feature extraction from microscopic images, improving the analysis

efficiency by approximately 35 times compared to manual analysis methods. Using this integrated

workflow, we systematically performed a rapid screening of synthesis parameters and examined how

each parameter influenced the crystal morphology. Furthermore, by varying solvent compositions, we

rapidly screened synthesis conditions that modulated crystal formation, identifying regimes that

promoted crystallization or inhibit growth. The resulting structured dataset linking synthesis conditions to

crystal morphology provided a scalable foundation for data-driven materials discovery. The combination

of automated experimentation and data analysis establishes a cost-effective and widely applicable

platform for accelerating research of functional materials, with broad applications in catalysis, energy

storage, and beyond.
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1 Introduction

In recent years, metal–organic frameworks (MOF) have gained
signicant attention due to their high surface area, tunable
porosity, and diverse chemical functionality, enabling applica-
tions in gas storage, catalysis, and separation technologies.1

These crystalline materials, composed of metal-containing
nodes and organic linkers, exhibit ultrahigh porosity and
adjustable surface properties.2–4 However, optimizing MOF
synthesis remains a key challenge due to the difficulty of
consistently controlling crystal phase, shape, and size across
varying reaction conditions.5 This inconsistency stems from the
large and interdependent synthetic parameter space, where
variations in parameters such as solvent composition, temper-
ature, reaction time, and precursor concentration can result in
diverse morphologies or failure to crystallize altogether. More-
over, MOF formation is highly sensitive to minor uctuations in
synthesis conditions, makingmanual optimization difficult and
oen irreproducible.6 A systematic approach is required to
efficiently explore synthesis conditions and establish repro-
ducible pathways for controlling MOF formation. To address
this challenge, high-throughput experimentation using robotic
platforms has emerged in the eld of MOFs to reduce experi-
mental time and improve reproducibility.7,8 Since crystal size
and morphology inuence key properties such as gas adsorp-
tion capacity and diffusion pathway, precise control over both
MOF crystal size and aspect ratios (ARs) is desirable.5

Among various MOFs, this study focuses on Co2(dobdc)
(dobdc4− = 2,5-dioxido-1,4-benzenedicarboxylate), a member of
the M2(dobdc) or MOF-74 series, where M represents divalent
transition metal ions such as Mg2+, Mn2+, Fe2+, Co2+, Ni2+, and
Zn2+. The MOF-74 series was rst reported for Zn-based
frameworks by Yaghi et al., while the cobalt-based variant was
later reported by Dietzel et al.9,10 These MOFs feature Lewis
acidic metal centers and Lewis basic organic linkers, forming
a robust and versatile structure for various applications, such as
hydrogen storage, gas adsorption, and separation.11,12 Co2(-
dobdc) is particularly valuable due to its high stability, strong
metal–ligand interactions, and high porosity, making it an
excellent candidate for carbon dioxide absorption and hydro-
carbon separation.13

Accurate characterization of MOF crystals is equally critical
but remains slow and resource-intensive. Scanning electron
microscopy (SEM) enables high-resolution imaging for
analyzing crystal size and morphology, but requires extensive
sample preparation, vacuum environments, and prolonged
imaging times, making it low-throughput and costly.14 In
contrast, optical microscopy (OM) offers a rapid and cost-
effective alternative for initial morphology assessment, but
manual image analysis is time-consuming and subjective.15 To
overcome these limitations, computer vision algorithms have
emerged as powerful tools to automate feature extraction. For
instance, computer vision has been used for defect detection
and tracking the dynamic behavior of MOFs in electron
microscopy images.16,17 By enhancing characterization tech-
niques, computer vision provides an efficient and scalable
27280 | J. Mater. Chem. A, 2025, 13, 27279–27289
solution for high-throughput morphology analysis, signicantly
reducing the need for human intervention.

In this study, we developed an integrated workow that
combines automated MOF synthesis with high-throughput
optical microscopy and computer vision-assisted image anal-
ysis for rapid morphological screening. Utilizing the Opentrons
OT-2 liquid handling robot, we systematically explored
synthesis conditions for Co2(dobdc), ensuring precise and
reproducible sample preparation. To streamline characteriza-
tion, we developed a computer vision algorithm, named Bok
Choy Framework, that automated image processing, enabling
rapid and accurate identication of isolated crystals and clus-
ters in microscopic images and extracting key morphological
features. These extracted values were subsequently used for
high-efficiency and high-accuracy data analysis. Unlike previous
robotic workows that primarily focused on sample prepara-
tions and SEM-based phase identication, our approach
directly maps synthesis parameters to crystal morphology at
a single-crystal level. Leveraging this workow, we systemati-
cally screened reaction time, temperature, precursor concen-
trations, and solvent composition, identifying critical factors
that inuence crystallization and morphological variations. We
further demonstrated how high-throughput approaches can
accelerate MOF synthetic optimization through the construc-
tion of a scalable, structured dataset that links synthesis
conditions to synthetic outcome and crystal morphology. By
integrating automation with data-driven analysis, our workow
bridged traditional synthesis and high-throughput materials
screening, enabling precise, efficient, and scalable control over
MOF crystallization.
2 Results and discussion
2.1 Overview of data collection and analysis workow

Fig. 1 illustrates the schematic of the robot and computer
vision-assisted experimental workow for MOF crystallization.
The workow consists of three stages: high-throughput
synthesis, high-throughput characterization, and computer-
vision-enhanced image analysis. In the synthesis stage,
samples were prepared using a liquid handling robot (named
Mara) to automate the pipetting and dispensing of MOF
precursor solutions, ensuring consistency and reproducibility.
Using a 300 mL pipette as a reference, Mara was able to aspirate
300 mL and dispense the solutions into three wells, rell, and
repeat across a 96-well plate in 8 minutes and 18 seconds,
achieving a mass error of only 0.105% (see ESI Section S2† for
more details). The as-synthesized samples were subsequently
analyzed in the characterization stage using high-resolution
optical microscopy (EVOS imaging system with automated XY
stage), allowing high-throughput imaging without manual
repositioning. This setup signicantly improved imaging
throughput and consistency across multiple samples. In the
image analysis stage, we developed the Bok Choy Vision
Framework to detect and classify crystalization outcomes.
Quantitative features, including the aspect ratio of single crys-
tals and the crystal area, were extracted and analyzed. These
This journal is © The Royal Society of Chemistry 2025
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Fig. 1 Schematic illustration of the closed-loop workflow of the synthesis and optimization of MOF materials. Initial synthesis parameters were
programmed into the OT-2 liquid handling robot, which automated the dispensing of MOF precursors. The synthesized samples were then
characterized using an optical microscope to capture their brightfield images. These images were processed using computer vision techniques
for morphological classification, and the extracted features were subsequently analyzed to guide the selection of the next set of synthesis
parameters.
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insights enabled a faster, more efficient feedback loop between
synthesis and characterization.
2.2 High-throughput synthesis and characterization

Controlling solvent composition and ratio, reaction time,
temperature, and precursor stoichiometry is critical for modu-
lating the nucleation and growth of MOF crystals. However,
previous studies have focused predominantly on one or a few
variables at a time due to the complexity of the high-
dimensional synthesis space.5,18,19 In this work, a high-
throughput synthesis platform was implemented to explore
a ve-dimensional parameter space, allowing systematic and
Fig. 2 (a) Photograph of the automated synthesis system using an Opent
(ii) pipette tips, (iii) precursor solvents, and (iv) final products. (b) X-ray d
simulated reference pattern from the Cambridge Crystallographic Data (c
spheres represent Co, O, C, N, and H atoms, respectively. (d) Microscopic
MOF alongside a common side product (cobalt formate).

This journal is © The Royal Society of Chemistry 2025
data-driven control over the crystal morphology of MOFs. The
automated sample preparation setup for synthesizing Co2(-
dobdc) using Mara is illustrated in Fig. 2a. We rst randomly
selected six solvent conditions while keeping other synthesis
parameters (e.g., reaction time, temperature) constant (see ESI
Table S1† for experimental details) with the goal of training the
robot to follow synthetic protocols of MOF crystallization. We
programmed the liquid handling robot to automatically
perform precursor formulation tasks using three solvent
systems: dimethylformamide (DMF), water, and ethanol.
Compared to manual synthesis, although the robotic platform
completed the formulation of a single precursor solution in
rons OT-2 liquid handling robot. Insets show the (i) Opentrons pipette,
iffraction (XRD) pattern of synthesized Co2(dobdc) compared with the
) The crystal structure of Co2(dobdc). Purple, red, gray, blue, and white
images of the synthesized Co2(dobdc) crystals, showing the desirable
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a similar amount of time, it ensured precise reagent handling,
minimized human error, and signicantly reduced hands-on
labor by approximately one hour per synthesis cycle through
automated pipetting. This reduction inmanual time, along with
improved precision, enhanced experimental consistency, and
accelerated synthesis throughput, facilitating the development
and optimization of MOF materials (see ESI Section S2† for
benchmarking details).

Structural characterization using X-ray diffraction (XRD)
conrmed the successful formation of Co2(dobdc), as shown in
Fig. 2b, following solvothermal synthesis using Mara. While
XRD is the gold standard for phase identication, inline proxy
measurements are attractive for their lower cost and faster
feedback before full structural characterization. Optical
microscopy, particularly when integrated with an automated
scanning stage, enables high-throughput characterization with
acquisition times on the order of seconds, making it a powerful
tool for the rapid screening of large numbers of MOF crystals. In
this study, XRD was used to conrm the formation of Co2(-
dobdc), and optical microscopy (OM) served as a high-
throughput proxy to assess crystallization outcomes. Initially,
rod-shaped crystals observed via OM were cross-validated with
XRD to conrm their identity as Co-MOF-74. This characteristic
morphology was then used as a system-specic indicator of
successful MOF formation. Additionally, OM facilitated binary
classication of crystallization outcomes (crystals vs. no crys-
tals), enabling efficient early-stage screening across large
experimental spaces. The Co2(dobdc) crystals exhibit aniso-
tropic growth along the c-axis, forming one-dimensional chains
through coordination of dobdc ligands with the Co2+ centers,
resulting in hexagonal channels as shown in Fig. 2c.5 This
morphology is readily distinguishable from that of cobalt
formate, which typically crystallizes as hexagonal, plate-like
pink crystals. A representative optical image of as-synthesized
Co2(dobdc) is shown in Fig. 2d, highlighting well-dened rod-
like MOF crystals, along with a commonly observed side
product, cobalt formate. Furthermore, key morphological
features such as aspect ratio and cross-sectional area were
identied as important parameters to quantify the anisotropic
crystal growth. In addition to rapid identication of target and
side products, optical microscopy provides immediate access to
information on crystal size and morphology, which are more
challenging to extract from bulk XRD alone. The use of
microscopy, in combination with computer vision-based image
analysis, presents a low-cost, high-throughput alternative for
the preliminary examination of crystallization outcomes for
inorganic synthesis. This approach holds broad potential for
enabling autonomous experimental workows in chemical and
materials laboratories, beyond the scope of MOF synthesis
demonstrated in this work.
2.3 Synthetic screening for MOF-74 crystalization

The aspect ratio results from the initial six synthesis conditions
were successfully analyzed using the Bok Choy algorithm, as
shown in Fig. S1.† The aspect ratios were visualized in a heat
map (Fig. S2†) to illustrate variations across different solvent
27282 | J. Mater. Chem. A, 2025, 13, 27279–27289
concentrations. Crystals with shorter dimensions along the c-
axis are expected to enhance gas absorption efficiency due to
a reduced diffusion path.5 Among the initial six conditions, the
SolventVolumes-3I condition yielded the lowest aspect ratio
(1.40). Hence, this condition was selected as the benchmark for
further optimization to systematically investigate the impact of
reaction time, temperature, amount of metal precursors, and
amount of organic linkers on the growth of MOF crystal.

To determine the optimal conditions, a synthetic screening
approach was adopted. Representative images from each
condition were selected based on image quality for subsequent
morphological analysis (see ESI Table S3† for morphological
data). Taking advantage of the robot-assisted synthesis and
high-throughput characterization, rapid screening of the
synthesis parameters was conducted. As shown in Fig. 3a and b,
reaction time and temperature play critical roles in determining
the size and the morphology of Co2(dobdc). Under a tri-solvent
system with a xed solvent ratio of water : DMF : ethanol = 2 :
1 : 2, crystallization was not observed at short reaction time (<21
h) or low temperatures (<90 °C), indicating that insufficient
energy input and reaction duration are required for nucleation
and crystal growth.20 At 24 hours and 100 °C, well-dened
crystals were obtained, whereas prolonged reaction times or
elevated temperatures led to elongated morphologies, irregular
shapes, or aggregation, consistent with the literature results.18

Additionally, the stoichiometric balance between metal
precursors and organic linkers also affected nucleation and
crystal growth, as shown in Fig. 3c and d. Insufficient or
excessive precursors hindered metal–ligand complexation,
preventing the formation of well-dened crystal structures. Low
linker concentrations produced scant, small, and elongated
crystals, while high linker concentrations resulted in the
formation of nucleation clusters, leading to excessive side
products. This screening approach demonstrates the effective-
ness of automated synthesis and high-throughput character-
ization in rapidly identifying suitable conditions for MOF
crystallization and systematically mapping the effects of
synthesis parameters on nucleation and crystal growth.
2.4 Computer vision-assisted crystallization outcome
quantication

Traditionally, scientists manually extract crystal size and
morphology from microscopic images. However, with robotic
synthesis and high-throughput characterization producing
large volumes of data, manual analysis is no longer practical. To
overcome this, we developed a computer vision algorithm, Bok
Choy, enabling rapid processing of microscopic images and
extracting essential morphological features. In this study, we
focus on the automated quantication of crystal size and aspect
ratio. However, the computer vision (CV) methods developed
here are broadly applicable and can be extended to extract
additional crystal features, such as shape descriptors, and
spatial distribution, enabling a more comprehensive charac-
terization of crystallization outcomes. Unlike machine learning
models, Bok Choy is a rule-based CV framework that does not
require training data or supervised learning. Prior to executing
This journal is © The Royal Society of Chemistry 2025
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Fig. 3 (a–d) Variation in shape and shape and morphology of the synthesized crystals and different synthesis conditions: (a) time, (b)
temperature, (c) metal precursor, and (d) organic linker while keeping the other parameters constant.
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the algorithm, human input is required to assess whether
microscopic images are suitable for analysis. Once conrmed,
the images follow a structured analysis pipeline consisting of
preprocessing, contour detection, and classication (see
Fig. S3† for an overview of the combined human-Bok Choy
workow). The algorithm follows a structured image analysis
pipeline consisting of preprocessing, contour detection, and
classication. To address variability and noise in raw micros-
copy images, a preprocessing step is applied in which each raw
image is rst converted into binary format. This standardizes
lighting and background, enhances crystal contrast, and
suppresses background artifacts. Following binarization,
contour detection is then applied to identify the boundaries of
the detected object, as illustrated in Fig. 4a. The extracted
contours are overlaid onto the original microscopic image to
ensure consistency in results and enhanced visualization. In the
classication step, crystal types are categorized based on shape
and size parameters, as shown in Fig. 4b. A convexity index
This journal is © The Royal Society of Chemistry 2025
thresholding method was used for all detected contours, where
contours with a convexity index higher than 0.865 were classi-
ed as isolated crystals or impurities, while those below this
threshold were categorized as clusters or overlapping crystals
(see Computational methods 5.3).21 By default, Bok Choy clas-
sied objects into isolated crystals and clusters. An optional
overlapping crystal detection mode is also available, which
further classied contours into isolated crystals, overlapping
crystals, and clusters based on morphological deviations (see
ESI Section S5.3†). To rene the classication and remove
detected impurities, an area-based ltering step is applied.
Small detected features below the minimum area threshold are
removed, ensuring that only isolated crystals and clusters
remain for analysis. The algorithm extracts morphological
features, such as aspect ratios and crystal areas, for further data
analysis. A representative processed image using the Bok Choy
algorithm is shown in Fig. 4c, highlighting the accurate classi-
cation of isolated crystals and clusters.
J. Mater. Chem. A, 2025, 13, 27279–27289 | 27283
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Fig. 4 (a and b) Workflow of the Bok Choy, computer vision algorithm. (a) Image processing workflow for filtering microscopic images. (b)
Classification of the detected contours into isolated crystals and clusters using the Bok Choy algorithm. (c) Representativemicroscopic images of
MOF crystals synthesized under SolventVolumes-5I conditions and their corresponding contour classification into isolated crystals and clusters.
(d–f) Aspect ratios (d), areas (e), and processing speeds (f) were analyzed using the Bok Choy algorithm and ImageJ software, with relative
percentage differences labeled.

27284 | J. Mater. Chem. A, 2025, 13, 27279–27289 This journal is © The Royal Society of Chemistry 2025
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A direct comparison of quantifying MOF crystallization
outcomes using the Bok Choy Vision Framework and ImageJ,
a widely used image processing soware, was conducted to
validate the accuracy and reliability of Bok Choy. A dataset of 20
isolated crystals from 9 images was selected from Synthesis ID:
SolventVolumes-5I and analyzed using both methods. The
comparison of aspect ratios, as shown in Fig. 4d, reveals
a 2.93% difference between CV and manual crystal detection
using ImageJ, indicating a strong agreement in crystal shape
analysis. The comparison of crystal area showed an average of
12.35% deviation, reecting differences in how the two
methods dene object boundaries during contour detection
(Fig. 4e). This deviation arises because ImageJ relies on manual
thresholding and segmentation, introducing user-dependent
variability and inconsistencies in identifying crystal edges. See
ESI Table S2† for additional data on crystal classication for
isolated crystals. In contrast, Bok Choy applies an automated,
standardized pipeline for contour detection and ltering,
leading to more consistent and objective boundary identica-
tion. By processing every image using the same preset rules, Bok
Choy reduces subjective bias and improves reproducibility. Our
results show that Bok Choy demonstrated superior consistency
and accuracy in detecting, classifying, and quantifying crystal-
lization outcomes. Moreover, Bok Choy signicantly out-
performed ImageJ in processing speed. As shown in Fig. 4f, Bok
Choy successfully analyzed 282 images per hour, whereas the
manual workow using ImageJ could only process 8 images per
hour. This 35-fold increase in efficiency, combined with its
automated workow, established Bok Choy as a robust and
scalable tool for rapid and reproducible data processing. The
integration of this automated approach enables faster evalua-
tion of synthesis outcomes, facilitating the accelerated
synthesis and optimization of MOF materials.
2.5 Solvent engineering for morphological control

Leveraging the computer vision-integrated characterization
workow, the occurrence of crystallization, clustering, or failed
crystallization under various solvent compositions was rapidly
assessed within each synthesis cycle. The Bok Choy algorithm
enabled the correlation of morphological outcomes with the
compositions of solvent systems, as shown in Fig. 5a. By
keeping temperature, reaction time, and precursor ratios xed
at optimized values determined through synthetic screening in
the previous section, we then systematically varied the solvent
ratio to study its effect on crystallization behavior. Our solvent
engineering investigation revealed distinct regimes: conditions
that favored crystal growth, and others that inhibited crystalli-
zation, based on three repeated trials. Data from each trial were
compared, and the highest-quality images were selected for
analysis (see ESI Section S6†). The inset images shown in Fig. 5a
represent typical examples for each condition class. Among the
three solvents investigated, DMF plays a critical role in Co-MOF-
74 formation. Notably, no crystal formation was observed in
DMF-free systems from the synthesis conditions in this study,
which was attributed not only to its ability to dissolve the
H4dobdc linker, but also to its solvolysis under heating to
This journal is © The Royal Society of Chemistry 2025
generate dimethylamine.20,22 The formation of dimethylamine
provided a mild basic environment that facilitated the depro-
tonation of H4dobdc to form dobdc4−, enabling coordination
with Co2+ and initiating nucleation. In contrast, in pure DMF
systems lacking solvolytic conditions, dimethylamine genera-
tion was suppressed, resulting in insufficient deprotonation
and suppressed nucleation. These results highlight the need for
binary or ternary solvent systems to achieve controlled crystal-
lization. While further studies are needed to fully understand
the complex interactions among solvents, we hypothesize that
cosolvents such as water and ethanol serve dual roles in
modulating precursor solubility and enhancing the solvolysis of
DMF, thereby ne-tuning the crystallization kinetics.22

To further investigate solvent-mediated effects on crystal
morphology, key morphological features, including aspect ratio
and crystal area, were extracted using the Bok Choy algorithm.
As shown in Fig. 5b–d, violin plots illustrate the probability
distribution of the crystal area or aspect ratios, with red and
blue regions marking no crystallization or clustering occurred,
respectively. The aspect ratio was analyzed for isolated crystals,
while crystal areas were extracted for both isolated crystals and
clusters. Priority was given to analyzing isolated crystals before
evaluating clusters in the microscopic images.

The results indicated ethanol concentration inuenced
clustering, as evidenced by the increased presence of cluster-
dominated conditions at 40% ethanol (Fig. 5b). Increasing
DMF concentration while decreasing water concentration
initially led to larger crystals, as reected in the wider width of
the violin plot at 20% before gradually decreasing. This
behavior suggested that moderate DMF and water concentra-
tion could promote controlled nucleation and growth, while
excessive DMF may accelerate deprotonation, leading to exces-
sive nucleation. This caused crystal aggregation and reduced
the surface area.20,23 When DMF concentration was xed at 20%,
a broader range of conditions supported isolated crystal
formation, except in high-water-content regions (Fig. 5c). As the
water concentration decreased to 20%, the crystal area
increased, probably due to an optimized nucleation-growth
balance. However, further reducing water concentration below
20% impaired crystallization, suggesting that insufficient water
may limit solute transport and coordination interactions,
hindering proper crystallization.24 When water concentration
was xed at 40%, the crystal area remained relatively small,
while the aspect ratio exhibited a distinct trend (Fig. 5d).
Increasing DMF concentration initially promoted elongated
morphologies, but beyond a critical DMF threshold of 40%, the
aspect ratio decreased, suggesting that excessive DMF sup-
pressed directional growth, leading to a more isotropic crystal
structure. These results underscore the importance of precise
solvent composition control in modulating crystal shape and
size.

The high-throughput screening approach provides a system-
atic framework for correlating synthesis conditions with
morphological outcomes, accelerating material discovery and
the optimization or crystallization protocols. Compared to
manual trial-and-error methods, this workow enables faster
condition screening and automated quantitative morphology
J. Mater. Chem. A, 2025, 13, 27279–27289 | 27285
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Fig. 5 (a) Ternary plot illustrating the formation of Co2(dobdc) isolated crystals, clusters, and non-crystalline regions under different solvent
conditions. Insets show representative microscopic images of different morphologies. (b–d) Box plots summarizing the aspect ratios and/or
areas of the crystals under different solvent conditions: (b) varying the concentrations of DMF and water, while keeping the concentration of
ethanol constant at 40%, (c) varying the concentrations of water and ethanol, while keeping the concentration of DMF constant at 20%, and (d)
varying the concentrations of DMF and ethanol, while keeping the concentration of water constant at 40%.
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analysis. By facilitating a rational strategy for MOF design, it
serves as a complementary tool to empirical optimization and
contributes to the accelerated synthesis and development of
MOF materials.
2.6 Crystallization database construction

With our high-throughput synthesis and characterization
efforts, we constructed a new crystallization database for Co2(-
dobdc), a representative MOF within the MOF-74 family. In the
database, each optical microscopy image is matched with the
synthesis conditions, synthesis procedures followed, as well as
the metadata of each image stored in a dataset CSV and JSON
les. In total, our database contains 787 optical microscopy
images tested against 50 unique synthesis conditions. The
details of the database are outlined in the ESI.† The database
generated in this study has been made publicly available, as
listed in the Data availability section, to support future machine
learning model development and benchmarking in MOF
synthesis.
3 Conclusion

In this study, we successfully developed an integrated experi-
mental and digital workow that combines high-throughput
synthesis with computer vision-based characterization,
providing an automated and scalable approach for accelerating
materials discovery. By leveraging robot-assisted synthesis
using the Opentrons OT-2 liquid handling robot, we improved
efficiency, precision, and reproducibility, reducing manual
intervention and variability compared to traditional methods.

To further enhance materials characterization, we intro-
duced Bok Choy, a computer vision algorithm that automates
the classication of isolated crystals and clusters from micro-
scopic images. Unlike conventional characterization and data
processing methods, which oen require extensive sample
preparation and are time-consuming, this method provides
quantitative morphological analysis in a short amount of time,
making it a valuable tool for optimizing different synthesis
parameters.

Additionally, our workow facilitated a rapid screening of
synthesis parameters to determine the optimal synthesis
conditions for MOF crystallization. We observed that the
absence of DMF prevents crystallization, while conditions that
led to crystallization allowed us to extract morphological
information using computer vision. By integrating automation
and computer vision, we can efficiently extract crystal
morphology data, signicantly enhancing the speed, accuracy,
and reproducibility of the characterization process.

This workow has also enabled the creation of large-scale
material databases containing microscopic images and extrac-
ted morphological features. By systematically compiling crys-
tallization conditions and morphological features, we can
expand and structure the database which allows researchers to
access, analyze, and build upon the current database, further
accelerating machine learning-driven materials discovery. We
envision further studies extending this workow by
This journal is © The Royal Society of Chemistry 2025
incorporating machine learning models to predict crystalliza-
tion outcomes and structure–property relationships from
synthesis conditions, enabling autonomous proposal of exper-
imental parameters and fully automated, closed-loop accelera-
tion of MOF discovery.

While the present study focuses on liquid-phase synthesis of
Co2(dobdc), the integrated workow of automated synthesis
and computer vision-based analysis can be adapted to a wide
range of synthesis environments, including hydrothermal
methods, sol–gel, and potentially solid-state reactions with
suitable lab automation. This exibility highlights the potential
of our approach to accelerate materials discovery across diverse
materials systems.

Beyond this study, our workow has broader implications
for materials science and chemistry. By integrating automation
and high-throughput experimentation, this approach can
signicantly accelerate the design, synthesis, and optimization
of functional materials, reducing reliance on time-consuming
trial-and-error methods and facilitating the development of
next-generation materials through a systematic, scalable, and
reproducible workow.
4 Experimental methods
4.1 Chemicals

Cobalt(II) nitrate hexahydrate (Co(NO3)2$6H2O), N,N-dime-
thylformamide (DMF), and ethanol (200 proof) were purchased
from Fisher Scientic. 2,5-dihydroxyterephthalic acid
(H4dobdc) was purchased from Sigma-Aldrich. All chemicals
were used directly without further purication.
4.2 Synthesis of Co2(dobdc) crystals

The synthesis of Co2(dobdc) crystals followed a reported
method. In a typical process, (Co(NO3)2$6H2O) (80 mg) and
H4dobdc (20 mg) were dissolved in a mixture of DMF/ethanol/
water (10 mL). The resulting solution was heated at 100 °C for
24 h. An Opentrons OT-2 liquid handling robot was used
throughout the sample preparation process for solvent transfer
and mixing.
4.3 Characterization

Powder X-ray diffraction (PXRD) measurements were taken on
a Bruker D8 Discover diffractometer. To prepare MOF samples
for PXRD analysis, a portion of the samples was ltered and air-
dried to obtain crystalline solids. The dried crystals were
subsequently transferred onto the XRD mounting slide. The
sample was then gently leveled with a spatula to ensure a at,
evenly distributed powder. In parallel, the samples were allowed
to cool to room temperature to minimize post-synthetic
changes in crystal morphology, and image acquisition was
then performed. The brighteld optical images were captured
using an inverted microscope (EVOS FL auto imaging system).
J. Mater. Chem. A, 2025, 13, 27279–27289 | 27287
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5 Computational methods
5.1 Image preprocessing

Microscopic images with a resolution of 2048 × 1536 were rst
cropped and converted to grayscale for preprocessing. The scale
bar was detected as described in ESI S5.1.† Thresholding was
performed using the Mahotas library, which implements
Riddler–Calvard's method, due to its ability to automatically
determine the optimal threshold value for binarizing the image.
Next, the OpenCV library was used to apply morphological
closing operations, which smooth the image by removing noise
and closing small gaps.
5.2 Contour detection and classication

All contours in the microscopic image were detected using the
nd_contours() function provided by the Scikit-image library.
5.3 Crystal classication

The convexity index was calculated as:

Convexity index ¼ contour area

convex hull area
(1)

The convexity index threshold was set to be 0.865.21 Contours
with a convexity index greater than this threshold were classi-
ed as blue contours, which consist of isolated crystals and
impurities. All remaining contours were categorized as clusters
and/or overlapping crystals, as illustrated in Fig. S4.†

For all detected blue contours, key parameters such as area
and aspect ratio were extracted and visualized in histograms for
data analysis. To isolate true isolated crystals from small
impurities, a ltering step was performed: contours below the
mean area of the blue contour population were removed. The
aspect ratios of the ltered isolated crystals (see ESI S5.2†) were
then used as a reference distribution for identifying overlapping
crystals in subsequent analysis.
Data availability

The code for the Bok Choy computer vision framework is
available on the UWSUNLab/CO-MOF GitHub repository
(https://github.com/UWSUNLab/CO-MOF) with DOI: https://
doi.org/10.5281/zenodo.15116121. The full microscopic image
dataset has been made publicly available on GitHub at
uwsunlab/Co-MOF/comof_dataset/images (https://github.com/
uwsunlab/Co-MOF/tree/main/co-mof_dataset/images) and
archived on Zenodo with DOI: https://doi.org/10.5281/
zenodo.15793428.
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