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Due to their attractive band gap properties and van der Waals structure, 2D binary chalcogenide

materials have been widely investigated in the last decade, finding applications in several fields such as

catalysis, spintronics, and optoelectronics. Ternary 2D chalcogenide materials are a subject of growing

interest in materials science due to their superior chemical tunability which endows tailored properties

to the devices prepared thereof. In the family of AIIBIII
2 XVI

4 , ordered ZnIn2S4-like based photocatalytic

systems have been studied meticulously. In contrast, reports on disordered phases appear to a minor

extent. Herein, a photoelectrochemical (PEC) detector based on the pseudo-binary MnIn2Se4 system is

presented. A combination of optical measurements and DFT calculations confirmed that the nature of

the bandgap in MnIn2Se4 is indirect. Its performance outclasses that of parent compounds, reaching

responsivity values of 8.41 mA W�1. The role of the non-centrosymmetric crystal structure is briefly

discussed as a possible cause of improved charge separation of the photogenerated charge carriers.

1. Introduction

Nanostructured two-dimensional (2D) materials play a leading
role in modern chemistry due to their unique structure char-
acterized by features such as extended exposed surfaces, aniso-
tropic chemical bonding patterns, and short charge carrier
diffusion length, which endow them with superior properties
in the (opto)electronic,1 spintronics,2 and catalytic fields.3

2D transition metal chalcogenides (TMCs, e.g. MoS2 and WS2)
paved the way for a wide class of novel electronic nanodevices
thanks to their intrinsic bandgap4 associated with their van
der Waals structure,5 which allows the synthesis of few-layer
crystals. These crystals have been implemented as core materi-
als in various nanostructured optoelectronic devices, such as
photodetectors, transistors, and pseudocapacitors.6–10 As an
effect of quantum confinement and surface plasmon reso-
nance, the reduced dimensionality of 2D TMCs introduces
several size-dependent thermal11 and optical properties12,13 as
shown in the case of metallic PtSe2 which presents semiconduct-
ing properties when its size is scaled-down to a few layers.14

2D TMCs have witnessed explosive development for various
applications in the last few decades. Among them, binary
monochalcogenide, dichalcogenide, and trichalcogenide (e.g.,
GaSe,15 WS2,16 and In2S3

17) photoresponsive devices have been
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thoroughly investigated. The study of ternary 2D chalcogenide
materials has recently attracted growing interest due to
their peculiar features which further expand the chemistry of
chalcogenide materials,18,19 introducing multiple degrees of
freedom in tailoring their composition to the benefit of phase
engineering,20,21 and bandgap modulation.22 A plethora of
structures can be described by the general formula of AxByXz

with spacing from 1D-, 2D- to 3D-structures.23,24 In the case of
AIIBIII

2 XVI
4 chalcogenides, the relationship between the number

of octahedral and tetrahedral sites is a key factor in determin-
ing the crystal structure of the resulting materials.25 When
octahedral (O) or tetrahedral (t) coordination prevails, a 3D
spinel or tetragonal structure is formed, respectively. If a
(1(O) : 2(t)) balance is observed, the system holds a layered
rhombohedral ZnIn2S4-type structure, described by the stacking
of octahedral and tetrahedral sheets in an alternated sequence.26

The distribution of the cationic species within octahedral and
tetrahedral sites can assume two configurations, named ‘‘normal’’
A(O)B()

2X4; e.g. MgAl2Se4
27 and ‘‘inverse’’ A(t)B(O), B(t)X4 e.g. ZnIn2S4

28

rhombohedral structures. Besides ordered crystal structures, par-
tially disordered and pseudo-binary alloyed phases can be synthe-
sized. The disorder of the cations within different crystalline sites
is described using the normality index l, which describes the
fraction of metallic atoms located in their respective lattice. When
the index l = 1/3 a stochastic distribution is reached and a pseudo-
binary alloyed material is obtained,29 as shown in the cases of
MgIn2S4 and MnIn2Se4.30,31

The diffusion of cationic species within octahedral and
tetrahedral positions can be induced via vacancy-controlled
processes as an effect of the temperature (T 4 Tcritical) during
the crystal growth,32 or by high-pressure post-treatments.33 As a
consequence, the structural and electronic properties of these
materials might present a strong dependence on both growing
temperature and quenching rates, which determine the
presence of kinetic ion distribution in the final material. The
order/disorder transitions are known to affect the physical
properties of semiconducting materials to varying extents,
ranging from the introduction of additional states in the
bandgap,34 to the alteration of the electronic structure of the
resulting disordered phase,35 suggesting potential effects in
the optoelectronic devices prepared thereof. Significant attempts
have been devoted to the study, design, and synthesis of various
photocatalytic systems based on the ‘‘inverse’’ rhombohedral
phases.36,37 ZnIn2S4 has been employed as a photocatalyst for dye
degradation,38,39 hydrogen production,40,41 CO2 reduction42,43 N2

fixation,44 and light-driven synthetic reactions,45 either in the
presence of noble metal nanoparticles or as a part of a hetero-
junction system. In addition, we have recently shown that ZnIn2S4

crystals can be used to fabricate visible light-NIR photodetectors
characterized by high responsivity, small dark current, and a
switching ratio up to 10�6.46

In contrast, ‘‘normal’’ and ‘‘disordered’’ pseudo-binary
rhombohedral AIIBIII

2 XVI
4 structures have been investigated to a

minor extent.47 Non-intentionally doped MnIn2Se4 is a pseudo-
binary layered n-type semiconductor48 that can be prepared via
chemical vapor transport (CVT) or wet chemistry techniques.

Despite being characterized by a narrow band-gap (Eg 1.55–1.85 eV)
and wide visible light absorption,49 the study of photoelectronic
MnIn2Se4 properties has received only little attention so far.27,50,51

MnIn2Se4 belongs to the non-centrosymmetric R3m space
group. The lack of centrosymmetry in semiconductor materials
produces a polarization electric field along the crystal, with
different surfaces characterized by a prevalence of positive or
negative charge. This field has been recognized as a driving
force able to assist charge separation processes of photogener-
ated electrons and holes within the crystal, which represents
the major kinetic drawback in semiconductor photocatalysis.52,53

Therefore, the non-centrosymmetric 2D MnIn2S4 appears as an
attractive candidate to attain superior photoelectronic catalytic
performances in the context of ternary chalcogenide materials.
MnIn2Se4 nanosheets prepared via solvothermal synthesis have
been employed as a photocatalyst for water-splitting reactions
under UV illumination, in the presence of supported CoSeO3

nanoparticles as a co-catalyst. Interestingly, the superior photo-
catalytic properties of porous 2D MnIn2Se4 crystals allow hydro-
gen production even in the absence of sacrificial reagents, which
normally hinder the practical application of this class of photo-
catalyst. Moreover, the catalyst is characterized by excellent
stability, as shown by the linear production of hydrogen over
an extended period.54 However, solvothermal synthesis pre-
sents major drawbacks from the perspective of green chemistry,
such as the use of solvents, expensive precursors, reducing
agents, and the presence of byproducts that require further
purification processes. Consequently, it results in an inefficient
atom economy.55 High-quality few-layered nanocrystals can
also be prepared by mechanical exfoliation of bulk crystals56

prepared using a CVT technique with a stoichiometric mixture
of the elements as the starting material in the presence
of a catalytic amount of transporting agent (e.g., iodine,57 or
AlCl3

31). Mechanically exfoliated few-layer MnIn2Se4 nano-
crystals have been employed in field-effect transistors (FETs)
showing excellent optoelectronic properties. The transfer char-
acteristic of MnIn2Se4-based FETs under 532 nm laser irradia-
tion shows an enhancement of the on–off ratio from 450 times
to 1000 times in the range of gate sweep voltage from �40 to
40 V at a 10 V source–drain voltage.57 High photoresponse,
electrical transport properties, and stability are important
requisites in the design of efficient photodetector systems.
In light of these considerations, we describe in this manuscript
the photoelectric properties of exfoliated 2D MnIn2Se4 crystals
supported on ITO glass as a photodetector system, where we
observed a substantially high photocurrent density at 420 and
460 nm wavelengths (purple and blue, respectively) with high
responsivity and stability, paving the way for expanding the
research on novel ternary chalcogenides.

2. Results and discussion

MnIn2Se4 crystals prepared via the CVT technique were charac-
terized by X-ray diffraction (XRD), Raman, and UV-Vis Spectro-
scopy. The XRD pattern (Fig. 1(a)) shows the characteristic peaks

Paper Journal of Materials Chemistry C

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

5 
Ja

nu
ar

y 
20

25
. D

ow
nl

oa
de

d 
on

 7
/3

1/
20

25
 3

:5
0:

05
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4tc04380d


5358 |  J. Mater. Chem. C, 2025, 13, 5356–5369 This journal is © The Royal Society of Chemistry 2025

of the non-centrosymmetric rhombohedral R%3m phase reported
by Döll et al.31 with lattice parameters of a, b = 4.057 Å and c =
39.497 Å (PDF: 00-046-1050). The crystal structure is depicted in
Fig. 1(b). The unit cell is composed of a sequence of three Se–
M(t)–Se–M(O)–Se–M(t)–Se crystalline layers held together by van
der Waals forces. The layers are formed by a combination of
MnSe6 octahedral sheets sandwiched between two InSe4 tetra-
hedral layers coordinated in the axial positions.

To the best of our knowledge, Raman spectroscopy analysis
of MnIn2Se4 has not been reported in the literature. Thus,
herein we report for the first time the vibrational modes of the
material through a combination of experimentally acquired
data with DFT simulations. For bulk MnIn2Se4, three peaks
were observed at 26, 75, and 175 cm�1 while upon exfoliation of
the material, three more peaks emerged at 19, 92, and 259 cm�1

(Fig. 2).
The theoretical calculations for the identification of the

Raman modes of MnIn2Se4 are in excellent agreement with
the experimental data (Fig. S1, ESI†). The peaks at 75 and
259 cm�1 are the vibrational frequencies related to the A
vibrational mode. The peak at 175 cm�1 contains both vibra-
tional modes A and E. We also confirm that there are vibra-
tional modes A with vibrational frequencies at 184.6, 238.7,
252.1, and 256.5 cm�1 with zero Raman intensity in the bulk

phase. The phonon modes corresponding to the most promi-
nent Raman peaks are presented in Fig. S2 (ESI†). These modes
are grouped into five frequency ranges: 6.5, 21, 62, 86, and
165 cm�1. The angular orientations of the phonon modes
within each group were analyzed. Phonon modes around
165 cm�1 are predominantly perpendicular to the 2D surface
(5 out of 9 phonon modes). In contrast, those around 21 and
62 cm�1 are primarily parallel to the 2D surface (2 out of 6
phonon modes and 1 out of 3 phonon modes respectively). This
observation aligns well with experimental results, which show a
significant enhancement of the Raman peak near 165 cm�1

when transitioning from bulk to 2D, while the peaks around
26 and 75 cm�1 exhibit relatively minor intensity changes.
However, we should mention that, as not all phonon modes
within a given frequency range are strictly perpendicular or
parallel to the 2D surface, it is not possible to categorize them
exclusively into these two orientations. Nonetheless, all Raman
peaks display varying degrees of intensity enhancement when
transitioning from bulk to 2D.

The other Raman peaks are all assigned to the E phonon
modes. As evident from the experimentally obtained data, upon
exfoliation and reduction in the number of layers, in addition
to the emergence of new peaks, the modes attributed to the A
vibrational modes are amplified in intensity.

To further confirm the layered nature of the crystals synthe-
sized via the CVT technique, their morphology was character-
ized by scanning electron microscopy coupled with energy
dispersive spectroscopy (SEM/EDS). As displayed in Fig. 3, the
SEM images represent the typical feature of layered materials,
allowing us to identify the crystalline plane produced during
the mechanical exfoliation. Furthermore, the EDS analysis
revealed the homogenous distribution of the elements across
the materials and an elemental quantification analysis in
agreement with the expected stoichiometry of 1 : 2 : 4 for
MnIn2Se4.

Fig. 4 shows the STEM analyses performed on the MnIn2Se4

flakes. The size of the flakes is typically between 100 and
400 nm. The elemental quantification was extracted from the
EDS analyses and is shown in Table S1 in the ESI.† The
composition is in excellent agreement with the SEM/EDS
analysis, as shown above, and corresponds to the expected
stoichiometry. According to the EDS maps (Fig. 4(b)) as well

Fig. 1 (a) XRD pattern of MnIn2Se4. (b) Crystal structure of rhombohedral
MnIn2Se4 along the c-axis (side view) and a–b plane (top view). Blue atoms
correspond to In, purple to Mn, and green to Se.

Fig. 2 Raman spectra of bulk (black) and 2D (red) MnIn2Se4.

Fig. 3 SEM image of a MnIn2Se4 crystal prepared via a CVT technique
and the corresponding EDS elemental mapping, spectrum, and semi-
quantitative analysis.
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as medium (Fig. S3, ESI†) and high-resolution STEM-HAADF
images, the flakes appear homogeneous in composition.
Fig. 4(d) shows the HR-STEM HAADF micrograph acquired on
the same flake. The high-crystalline quality of the flake is
clearly presented. The corresponding FFT pattern was success-
fully indexed, matching the MnIn2Se4 R3m crystal structure,
seen along the [0 0 1] zone axis. It should be noted that all the
analyzed FFT and SAED patterns (Fig. S4, ESI†) were success-
fully indexed by using the expected crystal structure. All these
results highlight the high-crystalline quality of the synthesized
material.

Surface oxidation states were analyzed by X-ray photoelec-
tron spectroscopy (XPS). The composition ratio calculated from
the wide-survey spectrum was 1 : 2.05 : 3.78 (Fig. S5, ESI†) which
is very close to the expected stoichiometry. Notably, the oxygen
concentration was very low at ca. 3.8% showcasing good
stability in ambient conditions. The core-level spectra of In
3d and Se 3d only displayed one oxidation state with energies
similar to those reported previously.57 Furthermore, the high-
resolution XPS spectrum of In 3d shows two clear, well-defined
peaks corresponding to In 3d5/2 and 3d3/2 with a 7.54 eV spin–
orbit separation (Fig. 5(b)), while lastly, the Se 3d high-
resolution XPS peak was deconvoluted into Se 3d5/2 and Se
3d3/2 with a spin–orbit splitting of 0.86 eV, ascribed to Se�II

(Fig. 5(c)). On the other hand, the spectrum of Mn 2p exhibited
a much more complex structure (Fig. 5(a)). Previous studies on
MnIn2Se4 in the literature show similar spectral features, where
a broad main region from 639 eV to 645 eV is observed,
accompanied by a strong satellite feature around 646 eV.57,58

In these studies, the presence of MnIII or MnIV is reported.

However, extensive studies on Mn-based compounds (such as
oxides, hydroxides, and oxides-hydroxides) suggest that a more
complex multiplet fitting approach may be more suitable for
Mn deconvolution. This complexity is reinforced by the fact
that MnII, MnIII, and MnIV all exhibit similar binding energies
which is in strong contrast to the aforementioned reports.59,60

Notably, only MnII species are commonly associated with
satellite features, which aligns with the findings here.59 For
Mn 2p deconvolution, we followed the procedure outlined in
previous work,59 where the peak intensity ratios were adjusted
slightly to obtain a satisfactory fit, acknowledging that values
reported for Mn oxides may differ for other compounds. Due to
the complexity of the deconvolution, these results should be
considered to have qualitative significance at best and be
interpreted with caution. The MnIn2Se4 flakes were ground
and exfoliated by ultrasonication for 3 h with a programmed
pulse of 2 s (En = 310 kJ) and DMF as a solvent. The suspension
as prepared was analyzed by AFM (Fig. 6). The illustration of a
representative AFM image of a MnIn2Se4 flake revealed a lateral
size of 1.4 mm with a thickness of 30 nm. Further AFM images
are shown in Fig. S6 (ESI†), where the thickness of the flakes
varies between 20–50 nm and the lateral size between 1–1.6 mm.

To investigate the light-harvesting properties of the as-
prepared suspension, absorbance spectra of the MnIn2Se4

nanosheets in DMF were recorded. As shown in Fig. S7a (ESI†),
the exfoliated MnIn2Se4 material presents a broad absorption
profile in the visible range characterized by a peak around
450 nm, highlighting the possibility of obtaining an active
photodetector system in the zone of blue light. The corres-
ponding Tauc plot diagram (Fig. S7b, ESI†) locates the optical
band gap at 1.88 eV. This value is close to those reported in the
literature for bulk MnIn2Se4 semiconductor materials, which
typically lie between 1.55 and 1.85 eV.49,50 Fig. 7 shows a

Fig. 4 (a) Low magnification STEM-HAADF image of a MnIn2Se4 flake.
(b) Corresponding Mn, Se, and In EDS maps, and (c) EDS spectrum
extracted from the flake shown in (a). (d) HR-STEM HAADF image of the
same flake. The inset displays the corresponding FFT pattern which has
been successfully indexed with the MnIn2Se4 R3m crystal structure seen
along the [0 0 1] zone axis.

Fig. 5 High-resolution XPS spectra of (a) Mn 2p, (b) In 3d, and (c) Se 3d
regions.

Fig. 6 AFM image and the corresponding height profile plotted for an
exfoliated MnIn2Se4 flake.
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comparison of photoreflectance (PR), transmission (T), and
photoacoustic (PA) spectra measured at room temperature for
a 10 mm thick MnIn2Se4 crystal. The transparency region for
this sample reaches B1.6 eV. Above this energy the PA spec-
trum saturates. Using the knee method for the PA
spectrum,61,62 it is possible to determine the energy gap from
the intersection of the saturated area and the PA signal growth
area, see the intersection of the black lines. It is worth noting
here that the absorption begins well below 1.6 eV, and this is
clear from both transmission and photoacoustic measure-
ments. In order to determine the nature of this absorption
(indirect vs. direct), these spectra are compared with the
photoreflectance spectrum, which is not sensitive to indirect
absorption. This method probes only direct optical transitions
at singularities of the total optical density of states.63 A distinct
resonance is observed in the PR spectrum at 1.64 eV and is
attributed to the direct band gap in MnIn2Se4. This resonance
is modulated by a Fabry–Perot oscillation, which is strong in
the transparency region and disappears above the transparency
region. In order to extract the energy of the direct gap in
MnIn2Se4, the PR spectrum is fitted (see the solid grey line)

by the Aspnes formula64 (eqn (1))

DR
R

Eð Þ ¼ Re Ceij E � EDir þ iGð Þ�m
� �

(1)

where Re denotes the real part of the complex function given in
curly brackets, E is the photon energy, EDir, C, G, and j, are the
energy, amplitude, broadening, and phase of PR resonance,
respectively. m depends on the type of optical transition and for
a direct band-to-band transition m = 2.5 is assumed.64

In addition, the modulus (Dr) of the PR resonance is plotted
for better visualization of the optical transition, see the dashed
grey line in Fig. 7(a). This modulus for the complex function in
curly brackets in eqn (1) is given by eqn (2).

Dr Eð Þ ¼ Cj j

EDir � Eð Þ2þG2
� �m

2

(2)

Thus, from this direct comparison of the PR spectrum with
the transmission spectrum, it can be concluded that the
fundamental energy gap in MnIn2Se4 is indirect. The

Fig. 7 (a) Comparison of photoreflectance (green line), transmission (red line), and photoacoustic (blue line) spectra measured at room temperature. (b)
Temperature dependence of absorption spectra. (c) Analysis of absorption spectra at low and room temperature. (d) Temperature dependence of
indirect (open red diamonds) and direct (solid blue diamonds) gap determined from absorption measurements together with the direct gap determined
at room temperature by photoacoustic spectroscopy (solid green triangle) and photoreflectance (solid cyan triangle).
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conclusion is further supported by theoretical calculations
which are presented in more detail below.

To determine the temperature dependence of the funda-
mental energy gap for MnIn2Se4, absorption measurements
were carried out as a function of temperature, and the spectra
are presented in Fig. 7(b). To determine the indirect gap, the
square root of the absorption spectrum was drawn, where the
linear dependence was extrapolated to zero and thus the
indirect energy gap was determined. Additionally, the absorp-
tion square was plotted, and by linear extrapolation of this
spectrum to zero the direct band gap was estimated (see the
example analysis for determining the indirect and direct band
gap in Fig. 7(c)). As can be seen, the direct energy gap deter-
mined in this way is B50 meV smaller than the energy gap
determined using the photoreflectance method (compare the
solid diamonds with the triangles in Fig. 7(d)). This difference
is related to the non-parabolic nature of the valence band (note
here that the linear relationship of the square of absorption
used to determine the direct gap is expected for parabolic
bands) and the sample thickness being too large to determine
the direct band gap from absorption measurements.

Based on absorption measurements, it was found that the
energy gap narrows with increasing temperature linearly with a
factor of 0.39 � 0.01 and 0.40 � 0.01 meV K�1 for the direct and
indirect energy gap, respectively, see Fig. 7(d). This gives a
narrowing of the gap by B110 meV in the temperature range
of 20–320 K, which is slightly larger than that observed for
group III–V semiconductors in the same temperature range
(70–90 meV).65

As in other semiconductors, the narrowing of the energy gap
with increasing temperature is associated with an increase
in lattice parameters and electron–phonon interactions. Typi-
cally, the temperature dependence of the band gap is described
using the empirical Varshni relationship66 (eqn (3)) or the
Bose–Einstein formula67,68 (eqn (4)), which takes into account
the electron–phonon interaction. The former relationship is
given by:

E0 Tð Þ ¼ E0 0ð Þ � aT2

bþ T
(3)

where E0(0) is the energy of transition at T = 0 K, whereas a and
b are the so-called empirical Varshni coefficients, the values
of which are typical for a given material but have no deeper
physical meaning.

The latter formula, i.e., the Bose–Einstein one, can be written
in the form of:

E0 Tð Þ ¼ E0 0ð Þ � 2aB

exp
YB

T

� �
� 1

(4)

where aB is the strength of the electron-average phonon inter-
action and YB is the average phonon temperature. Both Varshni
and Bose–Einstein relationships are non-linear in the low-
temperature regime but it is easy to see that the Varshni
relationship becomes linear E0(T) E E0(0) � aT at T c b and a

linear relationship E0 Tð Þ � E0 0ð Þ � 2aB
T

YB
can be assumed for

the Bose–Einstein relationship at T c YB. Therefore, the linear
fitting of the experimental results for direct and indirect energy
gaps is justified in this case, especially since we expect a
magnetic phase for this crystal at low temperatures. Hence, the
expected nonlinearity in this temperature range can be sup-
pressed. It has recently been shown that the energy gap for CrSBr
in the antiferromagnetic and paramagnetic phases exhibits a
slightly different temperature dependence69 and therefore the
description of energy gap dependence by the simplest formula,
i.e. linear approximation, may be the best solution in the first
approximation.

Generally, MnIn2Se4 is a magnetic material due to the
presence of Mn atoms, but the ferromagnetic phase is expected
at very low temperatures. In our optical experiments, we are
dealing with a paramagnetic phase, but this phase is a challenge
in density functional theory (DFT) calculations. Therefore,
we performed band structure calculations for the ferromagnetic
phases using a hybrid functional (Fig. 8). So far, we have
observed experimentally that the electronic structure (i.e., the
energy gap, etc.) does not change much when the crystal goes
from the magnetic to the paramagnetic phase.69 This means that
calculations for the ferromagnetic phase can be used to interpret
optical transitions observed for the paramagnetic phase. For the
ferromagnetic phase of MnIn2Se4, it is clearly visible that we are
dealing with a crystal with a fundamental indirect gap. A direct
gap in this crystal is at the G point of BZ and is larger by
B110 meV than the indirect gap. Therefore, we claim that our
DFT calculations support experimental data on the indirect
nature of the band gap in MnIn2Se4.

2.1 Photoelectrochemical (PEC) photodetectors

Prior to the photoelectrochemical (PEC) experiments, the sta-
bility of the material was tested by submitting crystalline
powder supported on a glassy carbon electrode (GCE) to
potentials ranging from �0.1 to 1 V vs. SCE. As shown in
Fig. 9(a), the material does not present any redox peak

Fig. 8 Electronic band structure for the K–G–M path for ferromagnet
MnIn2Se4 calculated with a PBE0 hybrid functional.
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indicating the absence of any electrochemical reaction occur-
ring in the specific potential window.

20 mL of the exfoliated MnIn2Se4 DMF suspension was
dropcast onto an ITO glass equipped with a mask which set
the active area to a spot of 0.196 cm2. The electrodes were tested
in a PEC cell equipped with a saturated calomel electrode (SCE)
and platinum wire as the reference and counter electrodes,
respectively. The scheme of the experimental setup employed in
the PEC tests is represented in Fig. S8 (ESI†). The photorespon-
sive behavior of the MnIn2Se4/ITO electrode was studied by
linear sweep voltammetry (LSV) as depicted in Fig. 9(b). The
photodetector under illumination with chopped purple light
(power 100 mW) shows a photoresponsive behavior in the range
of 0.25–1 V vs. SCE.

A potential of 0.5 V vs. SCE was applied during the PEC tests
to evaluate the photodetection performances of exfoliated
MnIn2Se4 crystals supported on ITO toward LED light sources
with wavelengths with frequencies spanning from the UV to the
visible (purple light l = 420 nm, blue light l = 460 nm, green

light l = 532 nm, and red light l = 633 nm). The chronoampero-
metric diagrams recorded with varying power of incident light
are reported in Fig. 10.

As displayed in Fig. 10(a)–(f), the chronoamperometry dia-
grams recorded with varying the intensity of the incident light
show a trend characterized by a continuous increase in the
photocurrent variation (Iph = Ilight � Idark) with the increase of
the power, as a consequence of the increased number of
photons promoting the creation of electron–hole pairs within
the semiconductor material. A comparison of the results
obtained performing the illumination under the wavelengths
of 385, 420, 460, and 532 nm (herein named for simplicity UV,
purple, blue, and green light) in the presence of 1 M KOH as the
electrolyte demonstrates a predominant response to purple
light and blue light which determine a maximum photocurrent
density of 112.8 mA cm�2 and B59 mA cm�2 respectively (power
1000 mW).

Beyond blue light, the photodetector demonstrates a weak
response to UV, green, and red light, reaching the photo-
current’s values of B9.2, B4.1, and B2.3 mA cm�2, respectively.

The response time for purple light is represented in
Fig. 10(c). The photodetector demonstrates a fast response
toward the illumination being characterized by a delay of
0.1 s in reaching the maximum current density and a recovery
time of 0.1 s to diminish the current to 20% of the value
assumed under irradiation.

In order to further investigate the excited state charac-
teristics of the bi-dimensional MnIn2Se4, transient absorption
(TA) experiments were carried out. The transient absorption
spectrum of MnIn2Se4 has been acquired at 500 ns upon
illumination with a laser pulse at a 420 nm excitation

Fig. 10 Power dependence of the photocurrent density under the illumination for a PEC-type MnIn2Se4/ITO photodetector upon irradiation with (a) UV
(l = 385 nm), (b) purple (l = 420 nm), (d) blue (l = 460 nm), (e) green light (l = 532 nm), and (f) red light (l = 633 nm) LED sources in 1 M KOH solution at
0.5 V vs. SCE. The power was set to the values of 50 mW (violet), 100 mW (olive), 200 mW (red), 300 mW (cyan), 500 mW (blue), 800 mW (green), and
1000 mW (black). (c) Response time of the PEC photodetector under the illumination with purple light LED with a power of 1000 mW.

Fig. 9 (a) Cyclic voltammetry of MnIn2Se4 supported on a GCE. Scan rate
0.1 V s�1. (b) Linear sweep voltammetry of a MnIn2Se4/ITO electrode.
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wavelength (Fig. 11). The TA spectrum of a MnIn2Se4 dispersion
in acetonitrile under a N2 atmosphere shows a continuous
band decreasing in intensity from the UV towards the NIR.
This is in consistent with the band gap value of MnIn2Se4

(reported in the range of 1.55 to 1.85 eV and measured as
1.88 eV).

On the other hand, the transient decay of photogenerated
species was monitored at 360 nm (Fig. 11(b)). The transient
decay presents similar bimodal behavior in the range of ns–ms
time scale, which can be fitted to a bi-exponential function
(eqn (5)).

f tð Þ ¼ A � e
�t
t1

� �
þ B � e

�t
t2

� �
(5)

The fitting of the experimental data obtained from MnIn2Se4

dispersions in acetonitrile under a N2 atmosphere and moni-
tored at 360 nm shows a fast component of t1 = 79 ns and a
second component of t2 = 553 ns. These results indicate the
presence of two different types of defects acting as charge
carrier traps which are most likely positioned deep within the
bandgap.

To characterize the performances of the photodetector,
figures of merit such as responsivity and photoresponse have
been determined for the MnIn2Se4/ITO system. The respon-
sivity describes the relationship between the photogenerated
current per unity of area and the power density of the incident
light, as expressed by eqn (6):

R ¼ Iph

PS
(6)

where the Iph corresponds to the photocurrent obtained upon
irradiation (Iph = Ilight � Idark), P indicates the power density and
S is the effective area under illumination. The photoresponse
expresses the relationship between Iph and the current under
dark as described by eqn (7):

PR ¼ Iph

Idark
(7)

The responsivity and the photoresponse diagrams for the
MnIn2Se4/ITO photodetector for the case of 1 M KOH as the
electrolyte solution are reported in Fig. 12.

The responsivity of the photodetector shows a trend identi-
fied by an exponential decrease of R in the increase with the

power, owing to the higher fraction of electrons per unity of
power that are promoted to the conduction band upon low-
intensity illumination. Conversely, the responsivity diagram
shows a minimum at high power values determined by a lower
population of free charge carriers respective to the power of
the incident light. In contrast, the photoresponse of the device
demonstrates a steady growth concerning the power, which
reflects the steady increase of the photogenerated current
compared to the current under dark conditions.

The maximum values of responsivity and photoresponse are
reached under purple and blue light irradiation, setting the
maximum parameters for the MnIn2Se4/ITO photodetector to
R = 8.41 mA W�1, PR = 2060 and R = 3.28 mA W�1, PR =
1070 respectively. The responsivity obtained under irradiation
with UV, green, and red light demonstrates values an order of
magnitude lower concerning purple and blue light pointing out
a certain selectivity to the frequency in the range of 400 nm.

The values of responsivity obtained for MnIn2Se4/ITO can be
compared with the results reported in the literature for PEC-
type photodetectors performing in the presence of low applied
potential (0–1 V). As shown in Table 1, the values obtained in
the present work for the MnIn2Se4/ITO photodetector exceed
those reported for other layered mono- and ternary-sulfides
reaching the values obtained for perovskite-based heterojunc-
tion systems.

Furthermore, detectivity (D*) is another crucial parameter
that quantifies the efficiency of a photodetector in detecting
weak optical signals. It is expressed in eqn (8):

D� ¼ R
ffiffiffiffi
A
p
ffiffiffiffiffiffiffiffiffiffiffiffiffiffi
2eIdark
p (8)

where R is responsivity, A is the area, and e is the electron
charge. The detectivity plot displayed in Fig. 13 revealed a
maximum D* of 7.40 � 1012 and 2.87 � 1012 Jones under
420 nm purple light and 460 nm blue light, respectively. The
strong correlation between D* and the device’s responsivity
under specific wavelengths underscores the reliable photode-
tection capabilities of MnIn2Se4 in the visible spectrum. In
addition, the noise equivalent power (NEP) represents the input
signal power required to achieve a signal-to-noise ratio (S/R) of
1 within a 1 Hz output bandwidth. It is calculated using eqn (9):

NEP ¼ IN

R
(9)

Fig. 12 (a) Responsivity and (b) photoresponse for the PEC-type
MnIn2Se4/ITO photodetector in 1 M KOH solution at 0.5 V vs. SCE.

Fig. 11 (a) Transient absorption spectrum of a N2-purged dispersion of
MnIn2Se4 in acetonitrile, acquired at 500 ns upon 420 nm laser excitation.
(b) Transient absorption decay of a N2-purged dispersion of MnIn2Se4 in
acetonitrile, monitored at 360 nm upon 420 nm laser excitation.
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where IN is the noise current, directly influenced by the dark
current. A detailed comparison of NEP values for different
wavelengths, presented in Table S2 (ESI†). Finally, the long-
term stability of a photodetector plays a role of primary
importance in the practical application of the device. To fulfill
this requirement, long-time on–off cycle experiments have been
performed on MnIn2Se4/ITO photodetectors. As shown in
Fig. S9 (ESI†), the photodetector shows stable on/off behavior
under blue light irradiation over an extended irradiation time,
showing a minor decline of signal intensity (5%) which can be
attributed to the poor cohesion of MnIn2Se4 nanosheets to the
ITO surface.

3. Conclusion

To summarize, the properties of MnIn2Se4, a novel layered,
ternary material, have been thoroughly characterized with
respect to its structure, morphology, and optics using a combi-
nation of experimental results and DFT calculations. In this
manuscript, we report the indirect nature of the material’s
bandgap and additionally, the material has been studied as a

photodetector in an alkaline environment where it showed
excellent response upon blue and purple irradiation with a
photocurrent density maximum of 59 and 112.8 mA cm�2

respectively. The responsivity of the material at these wave-
lengths was found to be higher than that of similarly reported
devices with values at 8.41 and 3.28 mA W�1 for 420 and
460 nm wavelength illumination. Based on these results, the
investigation of the usage of ternary chalcogenides as photo-
detectors is highly anticipated.

4. Experimental section
4.1 MnIn2Se4 synthesis

MnIn2Se4 crystals were prepared by chemical vapor transport
(CVT) in a quartz glass ampoule. Manganese (99.95%,
�100 mesh, Mateck), indium (99.9999%, 1–2 mm, Wuhan
Xinrong New Material Co., China) and selenium (99.9999%,
2–4 mm, Wuhan Xinrong New Material Co., China) were placed
in quartz ampoule (35 � 180 mm, wall thickness 3 mm) in
amounts corresponding to 20 g of MnIn2Se4 together with
0.5 g of iodine (99.9%, granules, Fisher Scientific, USA)
and melt sealed under high vacuum (under 10�3 Pa, diffusion
pump with LN2 trap). The ampoule was first placed in a
muffle furnace and heated at 500 1C for 25 h, at 600 1C for
50 hours and at 800 1C for 50 hours. After the reaction in a
muffle furnace, the ampoule was placed in a horizontal two-
zone furnace for CVT crystal growth. First, the growth zone
was heated at 850 1C and the source zone at 600 1C. After two
days, it was thermal gradient reversed and the crystal growth
took 10 days (source zone at 850 1C and growth zone at 750 1C).
After growth, the ampoule was opened in an argon-filled
glovebox.

Solvent-assisted exfoliation was performed in DMF by
ultrasonication. First, the CVT growth crystals were ground
in an agate mortar and sieved. Subsequently, ultrasonication
was performed in DMF (1 mg mL�1) using a 100 W sonotrode
under an argon atmosphere (Bandeline Sonoplus HD2200).

Fig. 13 Detectivity (D*) of the MnIn2Se4 photodetector across various
wavelengths.

Table 1 Values of responsivity obtained for photodetector systems based on various materials

Material(s) Device configuration Electrolyte
Applied
potential (V)

Responsivity
(mA W�1) Wavelength (nm) Ref.

ZnIn2S4–Ag. Gel-Pt Metal–semiconductor–metal — 0 0.02 Simulated sunlight 70
InSe nanosheets PEC-type 0.2 M KOH 1 3.3 � 10�3 455 71

4.0 � 10�3

Black phosphorous
nanosheets

PEC-type 0.1 M KOH 0 1.9 � 10�3 Simulated sunlight 72
2.2 � 10�3

GeSe nanosheets PEC-type 0.1 M KOH 0.3 0.044 Simulated sunlight 73
0.076

SnS PEC-type 0.1 M Na2SO4 0.6 0.018 365 74
Perovskite (CH3NH3PbI3) Metal–semiconductor–metal — 5 4.4 633 75
Perovskite (CH3NH3PbI3)
PDPP3T

Metal–semiconductor–metal — 1 10.7 365 76
25.5 650
5.5 937

MnIn2Se4 PEC-type 1 M KOH 0.5 8.41 420 This
work
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4.2 Material characterization techniques

XRD patterns were acquired on a Bruker D8 Discover powder
diffractometer (Bruker, Germany) in Bragg–Brentano para-
focusing geometry with Cu Ka radiation, in an angular range
of 5–901 2y, with a step size of 0.0201 and the data was analyzed
with HighScore Plus 3.0e software. The Raman spectrum were
obtained using an inVia Raman microscope (Renishaw,
England) in backscattering geometry with a CCD detector
for Raman spectroscopy. DPSS laser (532 nm, 50 mW) with an
applied power of 5 mW and 50� magnification objective
was used for the measurement. Instrument calibration was
achieved with a silicon reference which gives a peak position
at 520 cm�1 and a resolution of less than 1 cm�1. The samples
were suspended in deionized water (1 mg mL�1) and ultraso-
nicated for 10 min. The suspension was deposited on a small
piece of silicon wafer and dried.

The morphology was investigated using SEM with a FEG
electron source (Tescan Lyra dual beam microscope). Elemental
composition and mapping were performed using an EDS anal-
yzer (X-MaxN) with a 20 mm2 SDD detector (Oxford instruments)
and AZtecEnergy software. To conduct the measurements, the
samples were placed on carbon conductive tape. SEM and EDS
measurements were carried out using a 10 kV electron beam. The
STEM was performed with a Tescan Lyra dual beam microscope
equipped with an FEG electron source and STEM sample holder.
To conduct the measurements, the sample suspension was
dropcast onto a 200 mesh Cu TEM grid and dried in a vacuum
oven (50 1C). STEM measurements were carried out using a 30 kV
electron beam.

Aberration-corrected high-resolution (scanning) transmis-
sion electron microscopy imaging (HR-(S)TEM) and energy-
dispersive X-ray spectroscopy (EDS) were performed using a
FEI Titan Cubed Themis microscope (University of Cádiz),
which was operated at 80 kV. It is equipped with a double Cs
aberration-corrector, a monochromator, an X-FEG gun, an
ultrahigh-resolution energy filter (Gatan Quantum ERS), which
allows working in dual-EELS mode, and a super-X EDS detector,
which consists of four windowless SDD detectors that can be
read out independently. HR-STEM imaging was performed
using a high-angle annular dark-field (HAADF) detector. EDS
quantification was achieved using the Brown–Powell model for
the ionization cross sections. Selected Area Electron Diffraction
(SAED) and fast Fourier transform (FFT) patterns were auto-
matically indexed using the JEMS software.77

High-resolution XPS was performed using an ESCAProbeP
spectrometer (Omicron Nanotechnology Ltd, Germany) with a
monochromatic aluminum X-ray radiation source (1486.7 eV).
Wide-scan surveys of all elements were performed, with subsequent
high-resolution scans of manganese (Mn 2p), indium (In 3d),
and selenium (Se 3d). Relative sensitivity factors were used
to evaluate the carbon-to-oxygen (C/O) ratios from the survey
spectra. The samples were placed on a conductive carrier made
from a high-purity silver bar. An electron gun was used to eliminate
sample charging during measurement (1–5 V). All XPS spectra were
analyzed by CasaXPS software.

AFM observations were implemented using a Ntegra Spectra
from NT-MDT. The surface scans were carried out in a tapping
(semi-contact) mode. Cantilevers with a strain constant of
1.5 kN m�1 equipped with a standard Si tip with a curvature
radius lower than 10 nm were used for the measurements.
The AFM imaging was performed by drop-casting a sample
suspension (1 mg mL�1) on freshly cleaved mica substrate. The
measurements were conducted in ambient conditions with a
scan rate of 1 Hz and scan line of 512. Data analysis was done
using the software package Gwyddion.

4.3 Electrochemistry

The electrochemical characterization by means of cyclic voltam-
metry was performed using an Autolab PGSTAT 204 (Metroohm,
Switzerland). All glassy carbon electrodes were cleaned by polish-
ing with an alumina suspension to renew the electrode surface
then washed and wiped dry prior to any use. For the measurement
a modified glass carbon electrode was used as a working elec-
trode, with a calomel reference electrode, and a platinum counter
electrode.

ITO electrodes were cleaned by rinsing with water, ethanol,
and acetone and dried at 60 1C. An adhesive mask was applied
to reduce the active area to a circle of 0.5 cm in diameter. The
samples were dispersed in DMF as the organic solvent to obtain
a 1 mg mL�1 suspension. The suspension was then sonicated
for 5 min at room temperature before every use. A cleaned ITO
electrode was then modified by coating with a 10 mL aliquot of
the suspension and left to dry in a box oven at 60 1C to prepare
MnIn2Se4/ITO electrodes. The modified GC electrodes, SCE
reference electrode, and platinum counter electrode were then
placed into an electrochemical cell which contains the electro-
lyte solution, and the measurements were then taken. All
measurements were performed for three consecutive scans at
a scan rate of 100 mV s�1.

4.4 Optical measurements

For photoreflectance measurements, the sample was illumi-
nated with a spectrum of white light from a halogen lamp,
which, after being reflected from the sample, was directed at a
monochromator (Triax 550) using appropriate lenses. The dis-
persed light was analyzed step by step (wavelength by wave-
length) by measuring its intensity using a silicon photodiode.
A 405 nm laser with a power of 80 mW was used to modulate
the surface electric field in the sample. The laser beam was
modulated at a frequency of 280 Hz. Changes in the reflection
(DR) caused by laser modulation were measured in the lock-in
technique using a phase-sensitive nanovoltmeter (Stanford
SR830). The reflectance spectrum (R) was simultaneously
measured to obtain the photoreflectance spectrum, i.e., DR/R.
The spot size of the probing beam (white light) and the size of
the laser beam on the sample were very comparable and had
a diameter of 1–2 mm. For more details of photoreflectance
measurements see ref. 63.

For photoacoustic measurements, the sample was placed in
a photoacoustic chamber equipped with a broadband micro-
phone.78 The sample was illuminated with monochromatic
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light from a halogen lamp after passing through a monochroma-
tor (iHR 320). The measurements were performed using the lock-
in technique with a phase-sensitive nanovoltmeter (Stanford
SR830) and modulating the light beam with a frequency of 20
Hz. Powdered carbon was used to calibrate the system.

For transmission (absorption) measurements at various
temperatures, the sample was placed in a closed-cycle helium-
cooled cryostat, which allows measurements in the temperature
range from 10 to 325 K. The light from the halogen lamp, after
passing through the monochromator (Omni-l300i), was directed
at the sample, and after passing through the sample, at the silicon
(and InGaAs) photodiode. The light beam was modulated in front
of the monochromator at a frequency of 280 Hz and its transmis-
sion through the sample was measured in the lock-in technique
with a Stanford SR830 phase-sensitive nanovoltmeter.

4.5 DFT calculations

The electronic structure and Raman spectra of MnIn2Se4 were
computed by density functional theory (DFT) calculations using
two codes: Quantum ESPRESSO code79,80 together with norm-
conserving SG15 pseudopotentials81,82 and Vienna Ab Initio
Simulation Package together with the PAW method.83–86

In the first approach, we calculated the Raman spectrum using
the Perdew, Burke, and Ernzerhof (PBE) exchange–correlation
functional.87 The cut-off energies of the wave function and
charge density were chosen to be 70 Ry and 280 Ry respectively.
All structures are relaxed until the force is less than 5.0 �
10�4 Ryd Bohr�1. We used an 8 � 8 � 1 k-mesh for surface
structure calculation and G-point only for molecular structure
calculations. Electronic spin-polarization is also considered in
all the simulations, and we verified that for the bulk MnIn2Se4

structure, the ferromagnetic structure has a 1.47 eV lower
energy per manganese atom than the anti-ferromagnetic order-
ing. Thus, we assumed a ferromagnetic state in all the following
calculations. To overcome the lack of van der Waals inter-
actions in the PBE functional, the semiempirical Grimme’s
DFT-D3 correction88 is applied. The resulting exfoliation energy
is 13.54 meV Å�2, which also indicates that bulk MnIn2Se4

is easy to exfoliate and confirms its potential application as a
low-dimensional material.89

As the PBE level of DFT predicts no band gap for bulk
MnIn2Se4 a Hubbard U correction is applied,90 which improves
the PBE electronic structure and correctly predicts the semi-
conducting nature of the material. In the MnIn2Se4 structure
shown in Fig. S10 (ESI†), selenium atoms are divided into two
types, namely the Se-outer and Se-inner. The outer selenium
atoms only have chemical bonds with indium atoms and
are placed on the outer side of the MnIn2Se4 layer. The inner
selenium atoms have both chemical bonds with manganese
atoms and indium atoms and are placed inside the MnIn2Se4

layer. In our treatment, we consider these two types of selenium
atoms as different types. We therefore calculated from first-
principles the U values by using the HP module of Quantum
ESPRESSO, which uses density-functional perturbation theory
to calculate the constrained linear-response matrices employed
in the prediction of the Hubbard U parameters.91,92 All the

U-values are calculated using a 2� 2� 1 q-mesh and are obtained
from a single calculation, meaning no self-consistent procedure
convergence of the Hubbard parameters was applied. The ortho-
atomic manifolds were used in all the Hubbard calculations as
orbital projectors.93 We obtain 5.06 eV for the manganese 3d
orbital, 3.34 eV for the inner selenium 4p orbital, and 3.11 eV for
the outer selenium 4p orbital. For indium atoms, as the 4d orbital
is very close–shell, the occupation number on the 4d-orbital is not
going to change significantly when a perturbation is performed.
As a consequence, we do not apply any Hubbard correction to the
4d orbital of indium atoms. An 8� 8� 1 k-points mesh is used in
all self-consistent electronic calculations and linear response
Hubbard-U calculations.

The Raman spectra were computed by the AiiDA-vibroscopy
package,94 which uses the AiiDA95–97 interactive infrastructure
to automatically submit jobs on remote machines, while mana-
ging data and workflows locally. We used the finite electric
field98,99 and the finite displacement100 methods to carry out
the calculation of the Raman tensors and force constants
matrix needed for the prediction of the Raman spectra. These
techniques allow for the usage of any functional, hence are
suitable for considering the Hubbard corrections. The Raman
spectra were computed considering a powder phase, a 532 nm
incoming laser wavelength, and a temperature of 300 K. Since
experimental Raman spectra are acquired at room temperature,
the material is found in a paramagnetic state, with zero total
magnetization. For the Raman calculations only, we model the
magnetic state of the bulk in an anti-ferromagnetic configu-
ration, which can be considered as a very first approximation of
paramagnetic ordering. The simple anti-ferromagnetic struc-
ture is found to be sufficient to reach good agreement with
experimental data (Fig. S1, ESI†), thus is sufficient to carry out
normal mode analysis in this material.

Apart from the calculation at the DFT+U level, we also
performed band structure calculations by means of a hybrid
functional via the VASP code, with the aim of obtaining better
quantitative agreement with the experimental band gap. For
geometry optimization, we used, as in the Quantum ESPRESSO
simulations, the PBE functional together with D3 corrections.
The resulting lattice constants a = 4.045 Å and c = 39.718 Å are
in good agreement with the experiments (4.057 and 39.497 Å).
The refined calculation of electronic properties was carried out
by employing the PBE0 hybrid functional. In order to further
improve agreement with optical measurements we fitted para-
meters that mix GGA and HF exchange in the PBE0 functional
in such a way as to achieve an experimental direct band gap.
The final mixing parameter was fixed at 0.33 (for PBE0 it is
0.25). All calculations were performed with an energy cutoff of
600 eV and k-point sampling of 10 � 10 � 1.

Data availability

The datasets generated during and/or analyzed during the
study are accessible via the Zenodo repository: https://doi.org/
10.5281/zenodo.13827444.
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and E. Mares-Jacinto, Phys. B, 2015, 477, 123.
51 J. C. Mantilla Ochoa, V. Bindilatti, E. ter Haar, J. A. H.

Coaquira, G. E. de Souza Brito, X. Gratens and V. Sagredo,
J. Magn. Magn. Mater., 2004, 272–276, 1308.

52 F. Chen, H. Huang, L. Guo, Y. Zhang and T. Ma, Angew.
Chem., Int. Ed., 2019, 58, 10061.

53 J. Li, L. Cai, J. Shang, Y. Yu and L. Zhang, Adv. Mater., 2016,
18, 4059.

54 H. Liang, T. Feng, S. Tin, K. Zhao, W. Wang, B. Dong and
L. Cao, Chem. Commun., 2019, 55, 15061.

55 D. Zhang, D. Chao, C. Yu, Q. Zhu, S. Zhou, L. Tian and
L. Zhou, J. Phys. Chem. Lett., 2021, 12, 8939.

56 G. Enlai, L. Shao-Zhen, Q. Zhao, M. J. Buehler, F. Xi-Qiao
and X. Zhiping, J. Mech. Phys. Solids, 2018, 115, 248.

57 J. Yang, Z. Zhou, J. Fang, H. Wen, Z. Lou, G. Shen and
Z. Wei, Appl. Phys. Lett., 2019, 115, 222101.

58 H. Sun, H. Liang, Q. Xu, F. Zhou and L. Cao, Catal. Lett.,
2024, 154, 2551.

59 M. C. Biesinger, B. P. Payne, A. P. Grosvenor, L. W. M. Lau,
A. R. Gerson and R. S. C. Smart, Appl. Surf. Sci., 2011,
257, 2717.

60 H. W. Nesbitt and D. Banerjee, Am. Mineral., 1998, 83, 305.
61 A. K. Bhatnagar and S. V. Subrahmanyam, Solid State

Commun., 1982, 42, 281.
62 J. J. Prias-Barragan, L. Tirado-Mejia, H. Ariza-Calderon,

L. Banos, J. J. Perez-Bueno and M. E. Rodriguez, J. Cryst.
Growth, 2006, 286, 279.

63 R. Kudrawiec and W. Walukiewicz, J. Appl. Phys., 2019,
126, 141102.

64 D. E. Aspnes, Surf. Sci., 1973, 37, 418.
65 I. Vurgaftman, J. R. Meyer and L. R. Ram-Mohan, J. Appl.

Phys., 2001, 89, 5815.
66 Y. P. Varshni, Physica, 1967, 34, 149–154.
67 S. Logothetidis, M. Cardona, P. Lautenschlager and M.

Garriga, Phys. Rev. B: Condens. Matter Mater. Phys., 1986,
34, 2458–2469.

68 P. Lautenschlager, M. Garriga, S. Logothetidis and M.
Cardona., Phys. Rev. B: Condens. Matter Mater. Phys.,
1987, 35, 9174–9189.

69 W. M. Linhart, M. Rybak, M. Birowska, P. Scharoch,
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