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free volume control
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Exploiting extremely low hydrogen permeability films is imperative for mitigating hydrogen damage and

failure generated by strong hydrogen diffusion in storage vessels and pipelines. In this contribution, we

have designed a simple yet effective strategy to fabricate a high-performance poly(vinyl alcohol) (PVA)-

based composite thin film via a scalable spraying method, with the modification agent phytic acid (PA) in-

corporated to enhance crosslinking density. Various intermolecular interactions between PVA and PA form

rigid structures that suppress chain mobility. Consequently, the fractional free volume (FFV) of the compos-

ite, as measured by positron annihilation lifetime spectroscopy (PALS), is reduced to merely 0.6509%. This

leads to an unprecedented low H2 gas transmission rate (GTR) of 0.518 cm3 m−2·24 h−1·0.1 MPa−1. These

mutual interactions and mechanisms have also been corroborated by various simulation approaches and

comprehensive experimental characterizations. Furthermore, this low H2 GTR value exhibits no significant

change even after 4 MPa hydrogen environment impact for 16 days, demonstrating high-pressure stability.

Combined with a realistic coating process in the pipeline and a high mechanical tensile strength of 78 MPa,

this composite thin film possesses tremendous application potential in hydrogen industries.

Keywords: Hydrogen gas barrier; PVA; MD simulation; PALS; Fractional free volume (FFV).

1 Introduction

Hydrogen is currently regarded as an essential industrial feed-
stock applied in diverse fields including fuel cells, aerospace,
and automobiles.1,2 In particular, hydrogen pipeline transpor-
tation is regarded as a future optimum delivery option from
an economic perspective owing to its long-distance transpor-
tation viability.3

Nevertheless, the high diffusivity of hydrogen, owing to its
extremely small molecular size, increases the risks of hydrogen

leakage and correspondingly induced damage to metals.4 It is
mandatory to effectively mitigate this safety issue by ‘wearing’
protective shielding materials on metal substrates. In the field
of H2 barrier composite films/membranes/coatings, numerous
researchers have adopted high-gas-barrier polymers, such as
ethylene vinyl alcohol (EVOH),5 polyurethane (PU),6 polyamide 6
(PA6),7 and thermoplastic polyurethane (TPU),8 to cooperate
with high-aspect-ratio nanosheets to further strengthen H2 bar-
rier performance. Regrettably, the H2 gas transmission rate (H2

GTR), the core evaluation indicator, of these materials is not
sufficiently low to evade the negative effects of hydrogen diffu-
sion. Recently, Liu et al.9 employed innovative molecular patch
engineering to fabricate a highly oriented polyethyleneimine
(PEI)-modified graphene oxide (GO) membrane to achieve H2

barrier performance. Assisted by abundant interactions between
GO nanosheets and PEI, the assembled and highly aligned GO
nanosheet sample exhibited a low H2 GTR value of 4.2 cm3

cm−2 s−1 Pa−1, which also equals 3.6288 cm3 m−2·24 h−1·0.1
MPa−1 at 25 °C. However, relying only on thousands of layers of
GO and meticulously regulating their alignment to block H2

molecules are costly and tedious, hindering industrial scalabil-
ity and future pipeline applications.

It is thought-provoking what kinds of materials can be se-
lected and paired to realize high H2 blocking efficiency by a
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facile and cost-effective method. Poly(vinyl alcohol) (PVA) is
an extensively applied barrier polymer in the food packaging
field because of its excellent O2 barrier property.10,11 This is
attributed to its strong intermolecular interactions and semi-
crystalline nature.12 Furthermore, beyond its barrier capabili-
ties, PVA has also been demonstrated to exhibit good corro-
sion resistance, forming protective coatings that can shield
metal substrates from corrosive environments.13 Most impor-
tantly, most previous studies have endeavoured to fortify its
O2 and CO2 barrier performance in humid environments and
strengthen its water resistance.14 However, investigations into
its H2 barrier performance and corresponding improvement
strategies are still in their infancy, which endows us with nu-
merous opportunities to explore the possibility of its applica-
tion in this field.

Moreover, it is theoretically plausible to further enhance
its H2 barrier performance by introducing crosslinkers in the
PVA composite system by learning from other literature stud-
ies on gas-blocking performance optimization methods. Spe-
cifically, various acids such as boric acid,15 citric acid,16 and
oxalic acid17 were incorporated into a PVA-based composite
system to improve its O2 barrier performance and other prop-
erties. The creation of more compact and rigid chain struc-
tures, facilitated by crosslinking reactions, contributed to
upgrading its O2 barrier performance.14,18 Phytic acid (PA) is
a macromolecular additive that is completely bio-derived,
nontoxic, and easily accessible from plant sources, and it has
more hydroxyl groups than other synthetic acids and hence is
anticipated to more actively engage in crosslinking reactions
with PVA polymer chains via abundant noncovalent and cova-
lent chemical interactions. Therefore, the resulting high
crosslinking density of the modified system may have a posi-
tive influence on H2 diffusion inhibition. The theoretical sim-
ulation and experiments conducted by Li et al. on the elabo-
rate chain dynamics and interactions between PVA and PA
provide vital inspiration on the viability of PA as a gas barrier
performance enhancer from a mechanistic aspect.19 This
modification agent's influence on the H2 barrier performance
remains intriguing and is worthy of thorough clarification.
Additionally, the interplay between the crystallinity and the
FFV, two crucial parameters that govern the gas barrier prop-
erty of composites, remains unambiguously unexplored and
requires clarification.

In our approach, PA is employed as a crosslinking reagent
to fabricate PVA–PA composite thin films by a facile spraying
method. The effects of different PA contents in the composite
system on its H2 barrier performance and other properties
are explicitly surveyed. Consequently, the optimum sample,
PVA–20PA, exhibits an exceptionally low H2 GTR value of
0.518 cm3 m−2·24 h−1·0.1 MPa−1 and a minimal FFV of
0.6509%, as quantitatively measured by PALS. The abundant
intermolecular interactions between PVA and PA, rigorously
evidenced by various characterization methods and further
supported by comprehensive simulations, promote the for-
mation of a tightly crosslinked network, effectively reducing
the free volume in the PVA chain. We have also elucidated

that the determining factor affecting the H2 barrier perfor-
mance of PVA is the FFV rather than crystallinity. In addition,
the optimal sample maintains its remarkable H2 barrier prop-
erty with an H2 GTR value of 0.966 cm3 m−2·24 h−1·0.1 MPa−1

even after exposure to a harsh 4 MPa hydrogen environment
for 16 days. The high mechanical tensile strength of 78 MPa
also synergistically endows this PVA–PA composite film with
tremendous practical application prospects.

2 Results and discussion
2.1 Chemical and structural characterizations

The detailed preparation process of the composite film is
shown in Fig. 1a. The water-bath heating and ultrasonic treat-
ment ensured the complete hydrolysis and reaction of the
PVA–PA mixture. Moreover, the PVA–PA-coated graphite paper
is expected to possess better mechanical stability, with no vis-
ible cracking phenomenon observed after hand-bending. In
contrast, the uncoated graphite paper presents noticeable
fractures (as shown in the insets of Fig. 1a). The plant-based
origin of PA, the biodegradability of PVA, and the entirely
water-based process collectively ensure environmental friend-
liness throughout the preparation cycle, paving the way for
large-scale applications with a low carbon footprint.

The scalable spray-coating method, while advantageous
for future applications, is susceptible to defect formation,
such as pinholes, cracks, or inhomogeneities, if the parame-
ters are not optimized. These defects can serve as fast path-
ways for gas permeation, severely compromising barrier per-
formance.20 In this work, several strategies were employed to
mitigate such defects: (1) solution preparation: ultrasonic
treatment was applied to the PVA–PA mixture to ensure a ho-
mogeneous and well-dispersed solution, preventing the ag-
gregation of components that could act as defects. (2) Opti-
mized spray parameters: the combination of a low-solid-
content solution, an appropriate spray distance, and a heated
substrate (140 °C) was crucial. This setup promoted rapid sol-
vent evaporation upon droplet impact, “freezing” the film
structure instantly and minimizing the time for phase separa-
tion or uneven flow, which leads to defects like ‘orange-peel’
morphology. (3) Multiple thin passes: instead of a single
thick coating, we applied multiple light passes. This ap-
proach allowed each layer to dry and form a continuous net-
work before the next was applied, effectively “healing” poten-
tial minor imperfections in the underlying layer and
resulting in a denser, more integral final film. (4) In situ
crosslinking: the elevated substrate temperature not only
aided drying but also promoted the crosslinking reaction be-
tween PVA and PA during film formation. This created a ro-
bust network that enhanced mechanical integrity and re-
duced the likelihood of crack formation during handling or
under stress.

Therefore, the resultant high quality of the films, as evi-
denced by the dense and uniform SEM morphologies (Fig.
S4a4 and a5), the visible smooth surface in the digital picture
captured by a smartphone (Fig. S3), and the homogeneous
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Fig. 1 (a) The preparation procedure of the PVA–PA composite thin film; insets show the illustration that PA mainly originates from plumules, bran
of cereals, and plant seeds and the comparison between coated and uncoated graphite paper; (b) the graphical representation of the formed
crosslinking network between PVA and PA; (c1) hydrogen bonding between PVA and PA; (c2) phosphate bond between PVA and PA; (c3 and c4)
intermolecular hydrogen bonding and ether bond in PVA, respectively; (c5) intermolecular hydrogen bond in PA; (d) electrostatic potentials (ESPs)
and molecular structures of PVA and PA; (e) the maximum and minimum ESP distributions of PVA and PA; (f) the DFT calculations for the binding
energies of PVA to PA, PA to PA, and PVA to PVA; (g) the IGMH analysis of PVA and PA; and (h) the IGMH scatter plot of PVA and PA.
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elemental distribution (Fig. S4a1–a3), coupled with the excep-
tionally low and reproducible H2 GTR values, strongly indi-
cates that defects have been effectively minimized in our op-
timized process.

2.1.1 FT-IR analysis. As displayed in Fig. 2a, the pure PVA
film exhibits significant and characteristic peaks at 3290
cm−1 and 2940 cm−1, which are associated with the –OH and
C–H groups in the PVA chain, respectively.11,21 Additionally,
the peak at around 1087 cm−1 represents the C–O bond
stretching vibration of the residual nonhydrolyzed vinyl ace-
tate group on PVA.22,23 Noticeably, the absorption band at
1143 cm−1 is attributed to the typical crystallisation peak fre-
quently employed to evaluate the crystallinity changes in the
PVA structure.24 Another characteristic peak found at 915
cm−1 is attributed to the syndiotactic structure and skeleton
of PVA.25 After the introduction of PA, the peak located at
3290 cm−1 shifts to a lower wavenumber for all PA-
incorporated samples, suggesting strong intermolecular hy-
drogen bonding interactions between the hydroxyl groups on

PVA and PA (Fig. 1c1).26 A newly emerged peak at 996 cm−1

can be observed for the PVA/PA composite film when the
added PA amount exceeds 0.2 g. This band is direct evidence
of the existence of the P–O–C bond and the covalent linkage
between PA and PVA by a phosphonate structure (Fig. 1c2),
indicating the successful formation of a crosslinking net-
work.27 However, the esterification reaction between the hy-
droxyl groups on the PVA chain and the phosphonic acid
groups of PA is less likely to happen with insufficient incor-
poration of PA (0.2 g), leading to the absence of the absorp-
tion band at 996 cm−1. It should also be noted that the bands
at 1087 cm−1 and 1709 cm−1 (the evidence of the CO
bond28,29) vanish for all the composite films with gradually
increasing PA ratio. This may be due to the generation of
ether bonds via hydrolysis between various PVA chains in
acid environments (Fig. 1c4).10,30 It is boldly extrapolated that
the nonhydrolyzed vinyl acetate group of PVA experiences
gradual hydrolysis, and the formation of ether bonds demon-
strates the intermolecular interactions between PVA chains.

Fig. 2 Structural and surface characterization of the PVA–PA composite films: (a–d) FTIR spectra, XRD patterns, TGA curves, and DTG curves of
PVA–PA with different PA contents, respectively; (e–g) C 1s, O 1s, and P 2p XPS spectra of PVA–20PA; (h) overall XPS spectra of PVA–20PA and PVA;
and (i) water contact angles (WCAs) of PVA and the PVA–PA samples with various PA percentages.
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Most importantly, the phenomenon that the intensity of the
crystallisation-sensitive peak at 1143 cm−1 shows a weakening
trend with increasing PA addition suggests that the introduc-
tion of foreign molecules has a negative impact on the inter-
molecular hydrogen bonding between PVA chains (Fig. 1c3).
The formation of these new interactions can impair the crys-
talline structure of pure PVA and weaken its crystallinity.31,32

To further determine the mutual noncovalent interactions
between PVA and PA, DFT was implemented to compare the
electrostatic potential (ESP) distributions of PVA and PA, as
exhibited in Fig. 1d. The calculated results reveal that PA pos-
sesses the most positive ESP value of 65.58 kcal mol−1. In
comparison, PVA demonstrates the most negative ESP value
of −49.72 kcal mol−1 (Fig. 1e), evidencing the strong affinity
between them. Therefore, the PVA–PA combination exhibits
the highest binding energy with a value of −40.92 kcal mol−1

(Fig. 1f), also suggesting that PVA preferentially interacts with
the PA molecule. In addition, hydrogen bonding is identified
as the dominant force between PVA and PA, as evidenced by
peaks in the sign(λ2)ρ < 0 region (dashed rectangle) of IGMH
2D scatter plots (Fig. 1g and h).

To conclude on the structural changes after the introduc-
tion of PA, the PVA chain and the PA can interact via phos-
phonate bonds, while intermolecular hydrogen bonding can
also be generated between hydroxyl groups. Moreover, the
ether bond between various PVA chains in the presence of PA
has been verified. The intermolecular H-bonding interactions
in PA molecules (Fig. 1c5) can also be generated to synergisti-
cally promote the development of a dense crosslinking net-
work and mutual interactions (Fig. 1b).

2.1.2 XRD analysis. In Fig. 2b, the intense peak at around
2θ = 19.5° belongs to the (101) characteristic diffraction peak
of PVA, ascribed to the abundant and strong intermolecular
hydrogen bonding between hydroxyl groups in the repeating
units of PVA chains.30 However, the intensity of the peak at
19.5° reveals a decreasing trend as the weight ratio of PA in-
creases, with the sharp peak gradually transforming into a
shoulder peak. This is because the introduction of foreign
molecules is capable of inhibiting and disrupting the original
intermolecular hydrogen bonding between PVA chains and
constructing new mutual interactions. Consequently, this
crosslinking effect between PVA and PA through phosphonate
bonds as well as hydrogen bonding and intermolecular ether
bonds between PVA chains collaboratively prevent crystalline
region establishment and therefore reduce the degree of crys-
tallinity, which is consistent with the FT-IR analysis of the
crystalline-sensitive peak of PVA at 1143 cm−1.

2.1.3 TGA analysis. To investigate the thermal stability of
the PVA film and PA-incorporated composite films with dif-
ferent contents, thermogravimetric (TGA) and derivative ther-
mogravimetric (DTG) tests were carried out under a N2 atmo-
sphere. As displayed in Fig. 2c, before the temperature
reaches 100 °C, the adsorbed water molecules are mainly
eliminated. In the temperature range from 100 °C to 230 °C,
the weight loss is not evident, and the molecular structure of
PVA is not destroyed. Afterwards, the weight of PVA suffers

from a sharp decrease from 250 °C to 370 °C, and the TGA
curve exhibits the largest slope, which represents the depoly-
merization process of the PVA molecular chain. The tempera-
ture of the first maximum degradation rate (Tmax,1) is around
305.83 °C (obtained from Fig. 2d). When the temperature ex-
ceeds 370 °C, the C–C skeleton of PVA is fully destroyed and
converted to CO and CO2 during the cyclization process.33

Noticeably, all PA-incorporated samples exhibit lower Tmax,1

values than pure PVA and an overall gradually decreasing
trend with increasing PA content (detailed information can
be found in Table S1), which is highly associated with the PA-
assisted catalytic decomposition in the early stage of PVA deg-
radation owing to the existence of phosphorus groups in
PA.34 The crystallinity reduction of PVA induced by PA intro-
duction also promotes loose structure formation, leading to
faster free-bound water evaporation.24 In addition, the tem-
perature at which 5% weight loss of PVA takes place (T5%) is
approximately 93.83 °C. The introduction of PA significantly
increases the T5% at all contents except for the highest PA
content (50 wt%), which is attributed to the carbon layer's en-
hanced thermal stability caused by PA catalytic degradation.34

Also, the char residue of all PA-incorporated composite films
is greatly increased compared to that of pure PVA, with PVA–
45PA possessing the highest percentage of char residue. In
the meantime, the maximum weight loss rate of all PVA–PA
composite films reveals a decreasing tendency compared with
pure PVA. Furthermore, the slopes of the weight loss curves
of all PVA–PA composite films are conspicuously lower than
that of pure PVA, demonstrating that PVA–PA composites pos-
sess better thermal stability.

The aforementioned data and analysis provide strong evi-
dence for the improved thermal stability of PVA–PA samples.
Primarily, the strong intermolecular covalent linkage, P–O–C
bond, and noncovalent hydrogen bonding between PVA and
PA, as evidenced by FTIR and XPS, can effectively prevent or
hinder the thermal degradation of PVA.30 In addition, the
ether bonds formed by the dehydration of various PVA chains
play positive roles in improving thermal stability.10 Further,
the higher level of char residue for all PA-incorporated com-
posite samples, compared with pure PVA, results from more
effective dehydration carbonization and OH radical capture
induced by the phosphate substance from PA.35

2.1.4 XPS analysis. The XPS spectra of pure PVA and PVA–
PA were further analysed to investigate the chemical struc-
tures and mutual interactions between PVA and PA. As shown
in Fig. S2, the pure PVA film displays three curve-fitted char-
acteristic peaks at 284.8 eV, 286.4 eV, and 288.9 eV in the C
1s spectrum, which are ascribed to the C–C, C–O, and CO
bonds, respectively.36 The presence of the CO bond indi-
cates the incomplete hydrolysis of ethyl acetate during the
PVA manufacturing process. In addition, it presents only a
single peak at 531.5 eV, associated with the C–O and C–O–C
bonds in the O 1s spectrum.37 By comparison, there are four
deconvoluted peaks for the PVA–PA sample in the C 1s spec-
trum (Fig. 2e), from which the satellite peak at 292.5 eV
stands out. It is attributed to the intermolecular noncovalent
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π–π* bonding due to the existence of a benzenoid ring in the
PA molecule,38 which evidences that the incorporation of PA
not only generates intermolecular interactions with PVA (co-
valent and hydrogen bonding) but also induces its own inter-
molecular noncovalent bonding. The small peak with a bind-
ing energy of 532.5 eV in the O 1s spectrum corresponds to
the P–O–C/P–O bonding (Fig. 2f),39 consistent with the FTIR
analysis of covalent interactions. The partially deprotonated
state of the phosphate groups, as inferred from the O 1s XPS
peaks, suggests the potential for ionic or electrostatic interac-
tions with the hydroxyl groups of PVA.40 This ionic compo-
nent can further strengthen the crosslinking network, adding
another layer of restriction on chain dynamics. The intermo-
lecular hydrogen bonding between PVA and PA can also be
verified by the peak at 133.4 eV (ref. 41) in the P 2p spectrum,
while another peak located at 132.9 eV represents the phos-
phate group from the PA (Fig. 2g) molecule.42 Comparing the
overall spectra of PVA and PVA–PA, two small peaks belong-
ing to the P 2p and P 2s orbitals are evident (Fig. 2h).

2.1.5 Surface analysis. The water contact angle (WCA) of
PVA and some PVA–PA samples was measured and is exhib-
ited in Fig. 2i. It increases moderately from around 28.75° for
pure PVA to 69.25° for PVA–50PA (detailed measurement re-
sults are provided in Fig. S7). This consistent rise is a direct
indicator of the successful crosslinking reaction between PVA
and PA. The reaction consumes the hydrophilic hydroxyl
(–OH) groups of PVA, converting them into covalent P–O–C
bonds and integrating them into the network structure with
the more complex, cyclic PA molecule. This process reduces
the overall surface energy and the density of polar groups
available to interact with water, thereby rendering the com-
posite film's surface less hydrophilic. However, the flat sur-
face morphology and uniform C, O, and P elemental distribu-
tion, captured by scanning electron microscopy (SEM) and
corresponding energy-dispersive X-ray (EDX) spectra, indicate
the successful fabrication of this hybrid film (Fig. S4a1–a6).
The corresponding scanned elemental weights and atomic
percentages are revealed in the inset of Fig. S4a6. The thick-
ness of this hybrid film is roughly 6.2 μm, as seen from the
cross-sectional SEM image in Fig. S4a5.

2.2 Hydrogen gas barrier property and overall comparison

The H2 gas transmission rate (GTR) was employed to assess
the H2 barrier property of PVA and composite films, accord-
ing to GB/T 19789-2021. The graphite paper was selected as a
substrate for sprayed composite films because it was fully
permeable without barrier properties against H2 molecules.
Therefore, the acquired test data directly reflected the actual
H2 barrier performance of the fabricated films. As shown in
Fig. 3a, pure PVA exhibits a H2 GTR value of 2.11 cm3 m−2·24
h−1·0.1 MPa−1. PVA's low H2 permeation value is attributed to
its high degree of crystallinity and strong intermolecular hy-
drogen bonding forces. Later, this value shows a gradually
decreasing trend to the lowest value of 0.518 cm3 m−2·24
h−1·0.1 MPa−1 for the PVA–20PA sample, representing a

∼75.5% reduction compared to the pure sample. By contrast,
it constantly increases to 2.275 cm3 m−2·24 h−1·0.1 MPa−1 at
the highest PA content. Similarly, the PVA–20PA sample ex-
hibits the lowest H2 permeability coefficient of 6 × 10−12 cm3

cm m−2 s−1 Pa−1 (Fig. 3b). The permeation curves, captured by
the permeation testing machine, presented in Fig. 3c also
provide solid evidence of these extraordinarily low H2 perme-
ation values. The ending lower-chamber pressure of PVA–
20PA is lower than 15 Pa after an 8 hour consecutive H2 per-
meation process, while that of pure PVA exceeds 40 Pa in the
same period.

The deterioration of the H2 barrier property beyond the
optimal PVA–20PA composition, despite a continued increase
in the crosslinker content, can be attributed to microstruc-
tural changes induced by excessive PA. We propose a multi-
faceted mechanism: firstly, the surplus of unreacted PA mole-
cules at a high loading (e.g., 50 wt%) can act as plasticizers,
enhancing the polymer chain mobility and dynamic free vol-
ume, thereby facilitating gas diffusion.43 Secondly, an exceed-
ingly high crosslinking density can lead to a heterogeneous
network. The formation of locally over-crosslinked clusters
may introduce nanoscale stress and defects, such as micro-
voids at the interfaces between domains of different
crosslinking densities.44 These defects can serve as efficient
pathways for gas permeation. Consequently, the positive ef-
fect of a denser network is counteracted and surpassed by
these negative consequences of over-crosslinking, leading to
a net increase in the FFV and H2 permeability for PVA–50PA.

Comparing the absolute H2 GTR value with previously re-
ported studies on polymer-based H2 barrier membranes/coat-
ings/films and other commercial gas barrier products is ben-
eficial for understanding the level that our work has achieved
and highlighting our work's advantage. As shown in Fig. 3d,
many works employed chemically modified graphene oxide
(GO) and MXenes as two-dimensional nanofillers to incorpo-
rate into various polymer matrices to construct H2 barrier
composite systems. However, the H2 GTR values in most re-
search studies are distributed in high and medium levels,
suggesting that the barrier enhancement ability of sheet-like
fillers is limited. The H2 GTR value of our optimal film repre-
sents a top-tier level of barrier performance, as it is lower
than that of most reported polymer-based composites and
comparable to that of the best-performing systems (see Table
S3 for a detailed comparison).

Positron annihilation lifetime spectroscopy (PALS) was em-
ployed to determine the FFV in the composite system, which
is mainly responsible for gas diffusion and transport. The
ortho-positronium (o-Ps) pickoff lifetime (τ3) and its intensity
(I3) can be related to the size (pore radius r) and density of
nanoholes in the composites. As can be seen in Fig. 3f, the τ3
and free volume hole radius r present similar rising tenden-
cies, with PVA–50PA exhibiting the largest values of τ3 (1.553
ns) and r (0.239 nm). Contrastingly, the I3 gradually declines
with more PA incorporation, while the FFV value first de-
creases from 0.7176% to 0.6509% and then increases to
0.7161%. It has been clarified that the distribution of free
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Fig. 3 (a and b) H2 GTR and permeability values of PVA and diverse PVA–PA samples; (c) the instrument-generated permeation curves (lower chamber
pressure as the function of time) of all the specimens; (d) the comprehensive comparison of the H2 GTR values from this work with other researcher
works; (e) the measured positron lifetime spectrum and the three-component τ3 fitting curve for PVA, PVA–20PA, and PVA–50PA; (f) τ3 and pore radius r
of PVA, PVA–20PA, and PVA–50PA; (g) I3 intensity and FFV of PVA, PVA–20PA, and PVA–50PA; (h) comparison of the FFV value of PVA–20PA with other
materials; (i) free volume reduction effect of PVA assisted by PA crosslinking and hydrogen bonding interactions; and (j1–j3) multipeak fitting analysis of
the WAXS curves, deconvoluting the (101) and (200) crystal planes. The corresponding 2D scattering patterns are the inset in each panel. (k) The corre-
sponding 1D integrated WAXS curves; (l) the calculated crystallinity χc and lateral crystal size of the (101) crystal plane D(101); and (m) SAXS patterns of PVA,
PVA–20PA, and PVA–50PA.
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volume holes and their size collaboratively exert an impact
on the FFV.45 The trend for the FFV complies with the H2

GTR variation tendency, with PVA–20PA exhibiting the lowest
H2 GTR and FFV values. Even a slight change in the FFV
value tends to have a significant influence on the gas trans-
port property.46 Besides, this FFV value reaches an extremely
low level compared to common engineering and barrier poly-
mers (EVOH, HDPE, etc.), representing the superiority of this
work (Fig. 3h). Other detailed information from PALS is pro-
vided in Table S2.

The wide-angle X-ray scattering (WAXS) test of the same
samples was conducted to clarify the crystal structures of PVA
and composite films both quantitatively and qualitatively.
Multiple-peak fitting analyses were utilized on the 1D inte-
grated WAXS curves for quantitative analysis, as displayed in
Fig. 3j1–j3. The typical diffraction peaks for the (101) and
(200) crystal planes were accordingly deconvoluted. The exis-
tence of the (101) crystal plane contributes to the gas barrier
property of the PVA film.47 Therefore, the crystallinity χc, de-
termined using the ratio of the area of the (101) crystal plane
in the deconvolution results and its lateral crystal size (D101),
is summarized in Fig. 3l. The WAXS peak intensity of PVA,
PVA–20PA, and PVA–50PA (Fig. 3k) exhibits a gradually weak-
ening trend analogous to the decreasing tendency of χc from
15.1597% to 9.8243%. Meanwhile, the 2D WAXS scattering
ring shows the corresponding attenuation with increasing
percentage of PA as the red colour becomes lighter. Even
though the crystal size of the (101) crystal plane, calculated
by the Scherrer equation (detailed calculation process can be
found in the SI), first reduces to 1.02 nm and then increases
to 2.8761 nm, it can still be firmly concluded that the crystal-
line structure destruction effect due to the PA-assisted
crosslinking reaction with PVA occurs.

The small-angle X-ray scattering (SAXS) result of PVA indi-
cates a single peak at a scattering vector of 0.067 Å−1, attrib-
uted to its semicrystalline structure. The gradual absence and
blur of the observed peak for PVA–20PA and PVA–50PA
(Fig. 3m) demonstrate a significant reduction in the polymer
crystallinity as well.48 As the PA content increases, the elec-
tron density contrast between crystalline and amorphous
phases and the lamellar correlation both decrease, indicating
the progressive weakening of the lamellar semicrystalline
structure; at 50 wt% PA, it is the weakest, tending toward a
more amorphous network. The long period L can be deter-
mined by the electron density correlation function γ(r) curves
using the Fourier transformation. In the meantime, the la-
mella thickness dc is obtained by L times the crystallinity χc.
Then, the subtraction of the crystalline thickness dc from the
long period L yields the interlamellar spacing da. The corre-
sponding plots and calculated results are presented in Fig.
S8–S10. The synergistic reduction tendency of L, dc, and da
implies the gradual destruction of PVA crystals, which is also
consistent with the progressive attenuation of the SAXS dif-
fraction ring (Fig. S12–S14). Overall, SAXS results also con-
firm the attenuation of lamellar semicrystalline structures
with increasing PA content.

In conclusion, the apparent paradox—where a significant
decrease in the composite film's crystallinity (as evidenced by
XRD and WAXS/SAXS) coincides with a significant improve-
ment in hydrogen barrier performance (Fig. 3a)—is unequivo-
cally resolved by pinpointing the fractional free volume (FFV)
with an ultralow value of 0.6509% as the decisive factor con-
sequently, the outstanding hydrogen barrier performance is
unequivocally governed by this FFV reduction, establishing it
as the dominant mechanism that supersedes the traditional
role of crystallinity.

2.3 High-pressure hydrogen tolerance and comprehensive
performance

Most gas impermeability tests are performed at ambient pres-
sure and lack higher-pressure evaluation. However, whether
the prepared composite film can withstand the impact of a
pressurized hydrogen environment is worthy of scrutiny to
meet the requirements of practical hydrogen transportation.
The operation pressure varies from 3 to 5 MPa, and the pipe-
line is made of multiple steels including ASTM 106, API 5L
Grade B, and modern X42/X52 steel.49 China is also advanc-
ing the development of pure hydrogen pipelines with abun-
dant projects, in which the Wuhai-Yinchuan project stands
out because of its longest distance of around 217.5 km.3,50

The operating pressure is below 4 MPa because safety issues
have been the primary concern. Therefore, several samples
were sealed in an autoclave with a hydrogen pressure of ap-
proximately 4 MPa for 16 days. Later, the tested specimens
were again appraised by hydrogen permeation tests to deter-
mine the influence of 4 MPa hydrogen conditions on various
composite films.

As displayed in Fig. 4b, the H2 GTR of pure PVA increases
sharply from 2.11 cm3 m−2·24 h−1·0.1 MPa−1 to 13.272 cm3

m−2·24 h−1·0.1 MPa−1 after this high-pressure hydrogen shock
experiment. Although other PA-incorporated composite films
also reveal a similar increasing trend, compared with the
original samples, their growth rate is not as evident as that of
pure PVA, in which PVA–20PA is noticeable because it still ex-
hibits at an extremely low H2 GTR level of 0.966 cm3 m−2·24
h−1·0.1 MPa−1. Its corresponding permeation curve also shows
a sluggish lower-chamber pressure growth rate (Fig. 4a). Spe-
cifically, the free-volume holes of PVA will be largely occupied
because of the drastic accumulation of H2 molecules under
the effect of high-pressure hydrogen aggression, whereas the
PVA–PA compact crosslinking network promoted by multiple
noncovalent and covalent interactions still displays extraordi-
nary high-pressure hydrogen resistance, with fewer hydrogen
molecules invading into the free-volume voids (Fig. 4i).

Regarding the surface morphology after high-pressure hydro-
gen exposure, macroscopically, the supported films exhibit a
fine wrinkling pattern (Fig. S15a), a common viscoelastic re-
sponse to the compressive stresses during the pressurization-
depressurization cycle. Crucially, however, scanning electron
microscopy (SEM) analysis confirms that the surface of the
PVA–20PA film remains smooth and continuous at the
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microscopic level, with no evidence of microcracks, blistering,
or delamination (Fig. S15b). This indicates that the wrinkling is
a macroscopic, substrate-level phenomenon that does not com-
promise the intrinsic structure or continuity of the composite
coating itself. The retention of a defect-free surface morphology
provides a direct structural explanation for the outstanding
preservation of the hydrogen barrier property after the aggres-
sive high-pressure test.

Other performances were explicitly investigated as well.
The optimal specimen, PVA–20PA, also presents similarly de-
creased CO2 and O2 permeability compared to pure PVA, with
extremely low GTR values of 0.52 and 0.346 cm3 m−2·24
h−1·0.1 MPa−1, respectively, suggesting comprehensive and
outstanding gas barrier properties (Fig. 4c). The correspond-
ing permeation curves were captured and are plotted in
Fig. 4d. The mechanical strength of six samples is revealed
and compared in stress–strain curves. Pure PVA possesses a
tensile strength of 41.61 MPa and an elongation at break of

305.14% (Fig. 4e–g). The tensile strength value exhibits a
moderately increasing tendency, reaching 78.02 MPa for
PVA–20PA, while its elongation at break percentage experi-
ences a slight change to 312.4%. The denser H-bond and P–
O–C covalent bond crosslinking network formation caused by
the complete reaction between PVA and PA contributes to this
reasonable trend.11,51 In comparison, further addition of PA
leads to a decreased tensile strength but an increased tough-
ness for the rest of the samples, making more ductile mate-
rials. This is because excessive PA incorporation will bring
about the exposure of numerous unreacted phosphorous hy-
droxyl groups to act as plasticizers,52 as stated in the previous
section, leading to a highly mobilized PVA chain and a gradu-
ally loosening crosslinking network. Concurrently, an exceed-
ingly high crosslink density can lead to a heterogeneous net-
work architecture and increased brittleness, where stress
concentration at microstructural defects facilitates earlier
failure. Therefore, the decline in tensile strength at higher PA

Fig. 4 (a and b) Instrument-generated permeation curves of all samples after 4 MPa hydrogen impact for 16 days and the H2 GTR value before
and after 4 MPa hydrogen impact for 16 days of all samples, respectively, the insets show the high-pressure autoclave for this test and the pressure
gauge; (c and d) CO2 and O2 GTRs of PVA and PVA–20PA samples and instrument-generated O2 and CO2 permeation curves for PVA and PVA–
20PA samples, respectively; (e) stress–strain curves of PVA and the PVA–PA samples; (f) tensile strengths and elastic moduli of PVA and the PVA–PA
samples; (g) elongation at the break of PVA and the PVA–PA samples; (h) the digital image comparison of the coated and uncoated pipelines by the
thin composite film PVA–20PA; and (i) the high-pressure hydrogen resistance mechanism of PVA and the PVA–PA composite film.
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loadings is a result of the competing effects between network
reinforcement induced by crosslinking and the detrimental
plasticization and embrittlement induced by an overabun-
dance of the crosslinker, which is disadvantageous for im-
proving tensile strength.40

Additionally, this thin film can be sprayed on the inner
wall of the pipeline made of steel 20 (OD = 15 mm, wall
thickness = 1 mm, as shown in Fig. 4h), which is mostly ap-
plied in hydrogen transportation, based on ICS 77.140.50. It
is, therefore, reasonable to deduce that when applied to me-
tallic substrates such as carbon steel, the PVA–PA composite
film is expected to maintain comparable barrier performance
owing to its strong interfacial adhesion and chemical com-
patibility with metal oxides. The abundant hydroxyl and
phosphate groups in PA can chelate surface Fe3+/Fe2+ ions53

and form a thin phosphate interphase, analogous to a con-
version coating, thereby enhancing coating adhesion and pre-
venting under-film corrosion. The hydrogen-bonded and co-
valently crosslinked PVA–PA network further suppresses
interfacial microvoid formation, which is critical for main-
taining long-term barrier stability under cyclic pressurization.
As demonstrated in Fig. 4h, the film adheres uniformly to
the steel inner wall without peeling or cracking. These results
suggest that the coating structure and interfacial chemistry
can be effectively translated to practical metallic pipeline ap-
plications, ensuring durable hydrogen impermeability.

2.4 Simulations

According to the MD simulation method, PVA composite
films with three representative PA incorporation levels were
constructed. The corresponding film properties, including
the FFV, porosity, and pore size distribution based on the
simulation results, are presented in Fig. 5a–c. Consistent
with the experimental results, the PVA–20PA sample exhibits
the lowest FFV of 9.58%, while its porosity follows the same
trend, reaching merely 0.37341%. The green curve (PVA) ex-
hibits a broader and less symmetric profile, with its maxi-
mum located at around 4 nm, suggesting a wider pore size
distribution and the coexistence of mesopores and macro-
pores. In contrast, the orange curve (PV–20PA) shows a
unimodal distribution with a sharp peak centred at approxi-
mately 2 nm, indicating a relatively uniform pore structure.
The FFV and pore size distribution simulation results of
other samples are also presented in Fig. S16–S18. In addition,
the number of hydrogen bonds exhibits a decreasing trend
with increasing PA loading (Fig. 5d) once the film reaches dy-
namic equilibrium (t ≥ 2 ns). This is attributed to the con-
sumption of –OH groups by crosslinking and the replace-
ment of PVA–PVA H-bonds. The information on the angle
and length of the hydrogen bonds of different PVA–PA com-
posite films is provided in Fig. S18 and S19.

It is noted that the absolute FFV values obtained from MD
simulations are consistently higher than those from PALS
measurements. This discrepancy is well-documented in the
literature and originates from the fundamental differences in

their definitions: MD computes the total geometric void
space accessible to a small probe, while PALS selectively
quantifies the volume fraction of discrete nanoscale holes
that can trap a positronium, which are the very sites
governing gas molecule diffusion. Consequently, the PALS-
FFV is the key parameter directly correlated with experimen-
tal permeability trends, whereas the MD-FFV and its derived
pore size distribution provide critical complementary insights
into the nanostructural evolution and relative compactness
induced by crosslinking.

Then, different permeants (water and hydrogen molecules)
were selected to elucidate the atomic-level interactions and
diffusion pathways within hydrogen barrier films. The molec-
ular dynamics simulation snapshot in Fig. 5e illustrates the
migration of water molecules from the bulk water phase (left)
into the PVA-based composite film (right). In the bulk phase,
water molecules are densely packed, forming a continuous
hydrogen-bonding network. Upon approaching the film inter-
face, they permeate into the polymer matrix through inter-
connected free-volume regions, diffusing along tortuous path-
ways formed by PVA chains and crosslinking nodes. The
movement of water molecules within the film is severely
constrained compared to that in the bulk phase. The mean-
squared displacement (MSD) curves illustrated in Fig. 5f
show that the water diffusivity follows the order: PVA > PVA–
5PA > PVA–50PA ≈ PVA–20PA. The covalent–noncovalent hy-
brid network reduces the fractional free volume and en-
hances transient binding, indicating that PA crosslinking
markedly suppresses water mobility. The MD simulation
snapshots of water molecules' permeation into other samples
are presented in Fig. S20.

Fig. 5g displays the MD simulation of H2 permeation into
a PVA–20PA film under a 4 MPa hydrogen atmosphere within
12 ns. Depth-resolved MD snapshots of H2 in the film are
shown in Fig. 5h. In the 0–1 nm interfacial slab, hydrogen
molecules accumulate and are transiently trapped, forming a
dense near-surface layer. In the 1–2 nm slab, the population
drops to sparse isolated molecules with no connected path-
ways, indicating a steep concentration gradient and an ultra-
short penetration length (∼≤1 nm). This depth decay directly
reflects a compact PVA crosslinking network constructed by
hybrid noncovalent and covalent interactions that suppresses
H2 ingress beyond the immediate interface. By contrast, at
identical exposure times and pressures, all comparator PVA
films exhibit a deeper hydrogen penetration depth than the
optimum sample (beyond the 1–2 nm slab, as shown in Fig.
S21–S23), indicating a looser network with a larger fractional
free volume and faster ingress of hydrogen.

Besides, the trend of change in the number of hydrogen
molecules permeated during the simulation time period is
given in Fig. 5i. Pure PVA shows the largest, near-linear in-
crease before a mild plateau; PVA–5PA closely follows. PVA–
50PA exhibits a much slower growth. In sharp contrast, the
minimal rise for PVA–20PA suggests an optimally compact co-
valent and noncovalent network that strongly limits diffu-
sion. The hydrogen MSD curves in Fig. S24 also follow the
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trend: PVA > PVA–5PA > PVA–50PA > PVA–20PA, which quan-
titatively substantiates the differences in H2 permeation
among the four films from a simulation perspective.

Subsequently, to establish a predictive computational fluid
dynamics (CFD) model for macroscopic transport behaviour,
we defined its core inputs using key microstructural parame-
ters derived from MD simulations, spanning the following

critical statuses: (1) the diffusion coefficient within the mate-
rial and (2) the porosity characterizing the internal structure.
These parameters, originating from MD simulations, were di-
rectly applied to initialize the corresponding physical fields
and define the porous media properties in the CFD simula-
tion. The simulation was performed on the symmetrical half
of the pipe's inner wall cross-section, as illustrated in Fig.

Fig. 5 (a) The FFV molecular simulation model of PVA–20PA; (b and c) the porosity and pore size distribution based on the simulation results of various PVA–
PA films, respectively; (d) variation in the hydrogen bonding number of PVA composite systems after dynamical equilibrium; (e) snapshots of the MD simulation
of the water permeation process of the PVA–20PA film; (f) MSD curves of PVA chains in the composites as a function of time are employed to analyze the
water diffusion coefficient, the insets show the corresponding calculated water diffusion coefficient; (g) snapshots of the MD simulation of the 4 MPa
hydrogen permeation process of the PVA–20PA composite film; (h) visualization of hydrogen permeation at different positions within the film; (i) the number of
permeated hydrogen molecules in the PVA–20PA composite film; (j and k) 2D plot and line plot of the hydrogen concentration (in mol m−3) in PVA–20PA at t =
60 d, respectively; and (l) the DFT calculations for the binding energies of H2 to PVA and PA, the insets present the molecular structures of the PVA and PA.
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S25 (assuming a coating thickness of 0.01 mm), using a time-
dependent solver with a time range of 60 days. Fig. 5g and h
displays the 2D distribution of the hydrogen concentration
(CH2

) in PVA–20PA-coated API X52 steel (base metal) at the
end of the simulation (t = 60 d) and a line plot of the hydro-
gen concentration across various composite coatings along
the permeation direction, respectively. Obviously, the colour
gradient along the 0–0.01 mm depth axis (right legend) quan-
tifies the permeation intensity, with saturated hues indicat-
ing the peak concentration at a 0 mm depth and fading tones
toward the film-substrate interface (0.01 mm), confirming the
strong shielding ability of the PVA–20PA composite coating
against hydrogen molecules (Fig. 5h). PVA–20PA shows the
sharpest normalized CH2

decrease among PA-incorporated
samples, which is also in agreement with the experimental
results (Fig. 3a). The 2D plot of the hydrogen concentration
(in mol m−3) in other specimens is given in Fig. S26–S28.

The binding energies of PVA–H2 and PA–H2, investigated
by DFT calculations, are illustrated in Fig. 5l, both of which
(−2.90 kcal mol−1 and −0.06 kcal mol−1, respectively) prove
their weak interactions with hydrogen molecules. This result
verifies that PVA or PA itself possesses no significant affinity
for hydrogen molecules. Contrastingly, the high binding en-
ergy between PVA and PA (−40.92 kcal mol−1) is the key mech-
anism for enhanced H2 barrier properties, attributed to the
formation of a tightly crosslinked, low-free-volume composite
network. Therefore, PA functions primarily as a crosslinking
agent for PVA. Its effectiveness stems from forming a robust,
cohesive network with PVA, rather than directly interacting
with or blocking H2 molecules.

3 Conclusion

In this work, we have successfully designed and fabricated a
highly effective poly(vinyl alcohol) (PVA)-based composite thin
film using a facile spraying method, incorporating phytic acid
(PA) as a bio-derived crosslinker to enhance the crosslinking
density. Consequently, the optimized PVA–20PA composite film
achieves an unprecedentedly low hydrogen gas transmission
rate (H2 GTR) of 0.518 cm3 m−2·24 h−1·0.1 MPa−1, representing a
∼75.5% reduction compared to pure PVA. The synergistic inter-
play of abundant intermolecular (hydrogen bonding and phos-
phonate bonds) interactions within the PVA–PA system induces
the formation of a densely crosslinked network. This network
significantly restricts polymer chain mobility, contributing to a
remarkable reduction in the FFV to merely 0.6509%, as compre-
hensively elucidated through combined experimental character-
izations (FTIR, XPS, PALS, and XRD) and theoretical simulations
(DFT and MD). Crucially, the film demonstrates outstanding
high-pressure stability, maintaining a low H2 GTR of 0.966 cm3

m−2·24 h−1·0.1 MPa−1 even after prolonged exposure to a de-
manding 4 MPa hydrogen environment for 16 days. Further-
more, the composite film exhibits robust mechanical properties,
with a high tensile strength of 78.02 MPa, and possesses supe-
rior barrier capabilities against other gases (CO2 and O2). This
work not only advances the development of high-performance

hydrogen barrier materials but also provides valuable insights
into the design of functional composites for industrial
applications.

4 Experimental section
4.1 Materials

Polyvinyl alcohol, PVA-1799 (degree of polymerization: 1700, de-
gree of hydrolysis: 99%, analytical purity), was purchased from
Shanghai Bide Pharmaceutical Technology Co., Ltd., China.
Phytic acid (PA, 50 wt% aqueous solution) was obtained from
Xiensi Opd Technology Co., Ltd. Graphite papers were bought
from Hebei Jingtan Technology Co., Ltd. The steel pipe was pro-
vided by Tianjin Hongda Metal Materials Sales Co., Ltd.

4.2 Preparation of PVA–PA composite thin films

Initially, a 1 wt% PVA aqueous solution was prepared by dis-
solving the PVA powder in water via 90 °C water-bath heating
for 1.5 hours. Then, a certain amount of a PA aqueous solu-
tion was added to the PVA solution with continuous stirring
for another 15 min, followed by ultrasonic treatment to en-
sure a complete and homogeneous mixture. The as-prepared
solution was sprayed on graphite paper by employing a facile
spray-coating process using a spraying gun with an air-
assisted atomizing nozzle at a spraying pressure of 4 bar. The
nozzle-to-substrate distance was approximately 15 cm, and
the substrate (graphite paper) temperature was maintained at
140 °C on a heating platform to accelerate solvent evapora-
tion and crosslinking. The spray gun was reciprocally moved
across the substrate from the left to the right until the entire
surface was uniformly coated, and the process was repeated
while allowing the solvent to fully evaporate between passes,
which was defined as one spray cycle. Typically, 15–20 cycles
were required to obtain a coating with a thickness of about
5–10 μm for further characterization. The composite thin
films with 5–50 wt% PA (the proportion of the actual amount
of PA in PVA) were denoted as PVA–5PA to PVA–50PA,
respectively.

4.3 Characterization

Film morphologies and structural features were investigated
employing a scanning electron microscope (SEM, Apreo S
LoVac). Energy-dispersive X-ray (EDX) spectra linked to SEM
were also obtained to analyse the elemental weights and
atomic percentages. The valence of elements and bonding de-
tails of PVA and PVA–PA composite films were investigated by
X-ray photoelectron spectroscopy (XPS, Thermo Fisher Scien-
tific ESCALAB Xi+). The chemical groups of films were exam-
ined by a Fourier transform infrared (FT-IR) spectrometer
(PerkinElmer, iS50) in the range of 450–4000 cm−1. An X-ray
diffractometer (XRD, Smartlab, maximum output power: ≥3
kW, voltage: ≥60 kV, current: ≥60 mA) was employed to de-
tect the crystal structures of the composite film with the
Bragg angle ranging from 5° to 40°. Thermogravimetric analy-
sis (TGA, TG 209 F3 Tarsus) was employed to evaluate the
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thermal stability of the composite film under a N2 atmo-
sphere between 25 and 600 °C with a heating rate of 10–20
°C. The differential scanning calorimetry (DSC) technique
was conducted to determine the thermal properties of the
prepared coatings. It was conducted using a Netzsch Instru-
ments DSC 200F3 in a nitrogen atmosphere to prevent sam-
ple oxidation. Firstly, the sample was heated from 40 °C to
200 °C at a rate of 10 °C min−1, held at 200 °C for 5 min and
then cooled to 40 °C. Secondly, the sample was again heated
to 200 °C at 10 °C min−1. The water contact angle was mea-
sured by a contact angle measuring system (Attention Theta
Lite) based on the sessile drop measuring method, and the
average WCA value was obtained by testing five different po-
sitions on each surface with a water volume of 10 μL at room
temperature (25 °C). The H2 GTR values of various composite
coatings were tested by the GPT-H201 (Jinan Saicheng) gas
permeability machine at 106 kPa (pressure) and 25 °C. The
tests were conducted in accordance with the Chinese Na-
tional Standard GB/T 19789-2021. The sample preparation
and subsequent testing followed three main steps. Firstly,
some vacuum grease was smeared around the cavity and cov-
ered by filter paper. Then, the prepared sample was placed
on the test bench and ensured that the size of the covered
area was larger than that of the cavity. Finally, the inner and
outer chambers of the container and the entire system were
evacuated until the targeted vacuum degree (around 26 Pa)
was reached; the vacuuming process lasted for at least 3 h to
eliminate any gas and water vapour adsorbed by the sample,
and test gas was introduced into the outer chamber of the
container. After this process, permeation happened under the
action of the differential pressure gradient, and the GTR
value was calculated by a plot generated by the software
linked to the machine by monitoring the pressure on the
lower-pressure side. The positron annihilation lifetime spec-
trometry (PALS) test employed two self-developed BaF scintil-
lator detectors and the standard NIM plugin from EG&G,
USA, to measure the positron annihilation lifetime spectra by
the fast-slow conformal measurement technique. A Kapton
membrane with a 7.5 μm thickness with sealed 22Na was
used as the positron source with an activity of about 10 μCi.
A “sample-source-sample” sandwich structure was adopted
for the test, with the source and sample placed in the middle
of the two detectors. The time resolution of the spectrometer
was 210 ps, 2 million total counts were collected for each life-
time spectrum, and the general Lifetime 9.0 software was
used for data processing.
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