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In three phase CO2 methanation, the hydrogenation of the liquid phase dibenzyl toluene (DBT) occurs as a

side reaction in the liquid phase. Additionally, DBT decomposition leads to catalyst deactivation by carbon

deposition on the catalytic surface. By analyzing the influence of catalyst deactivation on the reaction rates

of CO2 methanation and DBT hydrogenation, partial wetting of the catalyst particles is observed. The

catalyst surface is not entirely covered by the liquid phase, instead small gas-filled pores remain, within

which CO2 methanation occurs in the gas phase. Reaction kinetics under steady state conditions at high

reactor temperature is determined for CO2 methanation.

1 Introduction

In future energy systems, the supply of electrical energy is
expected to become more volatile due to fluctuating wind and
solar power. To match energy supply and demand, processes
that offer dynamic operability are needed. One such process
is three phase CO2 methanation in a slurry bubble column
reactor: catalyst particles are suspended in the liquid phase
dibenzyl toluene (DBT) and fluidized by the feed gas flow
entering the reactor at the bottom. Due to the high heat
capacity and high degree of mixing in the reactor, near
isothermal and load-flexible operation is achievable.1

For reactor design and scale-up, reaction kinetics of three
phase CO2 methanation is essential. In the literature,
different approaches to determine reaction kinetics in three
phase systems are discussed: reaction kinetics can be derived
using the gas-phase partial pressures of the educt and
product gases or from their concentrations in the liquid
phase. Typically, catalyst particles are assumed to be fully
wetted by the liquid phase, and thus liquid phase
concentrations are used to determine reaction kinetics.

In this work, a theory of partial wetting of catalyst
particles by the liquid phase is introduced and validated: the
catalyst pores are not completely filled with liquid, instead
only a portion of the pore surface is covered. To validate this
theory, the impact of catalyst deactivation due to DBT
decomposition on the reaction rates of CO2 methanation and
DBT hydrogenation is evaluated. Furthermore, reaction

kinetics under steady-state conditions for CO2 methanation
with catalyst deactivation is determined.

2 Theory
2.1 Catalytic CO2 methanation

Catalytic CO2 methanation was first described by Sabatier,2

and its application in the Power-to-Gas process has been
extensively discussed in the literature.3,4 CO2 and H2 are
converted to CH4 and H2O according to eqn (1):

CO2 + 4·H2 ⇌ CH4 + 2·H2O ΔHR = −165 kJ mol−1 (1)

Nickel is often used as an active component of catalysts, as it
exhibits high activity for CO2 methanation and high
selectivity toward CH4.

5,6 Typically, a reactor temperature
above TR > 200 °C is chosen to obtain high reaction rates.
However, the maximum temperature is limited by thermal
catalyst deactivation and the constraints of chemical
equilibrium on achievable conversion. Moderate reactor
pressures, up to pR,abs = 20 bar, are commonly applied.

Various reactor concepts are employed for catalytic CO2

methanation, including fixed-bed, fluidized-bed or micro-
structured reactors.3 The main challenge in reactor design is
efficient heat management, which is essential due to the
highly exothermic reaction.

In three phase CO2 methanation (3PM), a slurry bubble
column reactor is used, and a schematic of the reactor is
shown in Fig. 1.

In the slurry bubble column reactor, catalyst particles are
suspended in the liquid phase and fluidized by the gas flow
entering from the bottom through a gas sparger. The
incoming gas flow creates a high degree of mixing that allows
isothermal operation of the reactor.7 The reactor
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demonstrates robustness under dynamic operation, with only
a moderate temperature increase observed during a 100%
change in gas load.1

Dibenzyl toluene is used as a liquid phase due to its high
thermal stability, low vapor pressure, high gas solubility and
favorable hydrodynamic properties.8 Lefebvre9 determined
the reaction kinetics of three phase CO2 methanation as a
function of gas concentrations in the liquid phase.

Catalyst deactivation in three phase CO2 methanation. At
elevated temperatures, DBT is prone to decomposition10–12

primarily forming benzyl toluene, benzene, toluene, xylene
and methane.

DBT decomposition leads to catalyst deactivation due to
carbon deposition.13 Catalyst deactivation occurs at
temperatures above TR > 260 °C resulting in a reduction of
the CO2 methanation reaction rate by approximately 50%.

2.2 DBT hydrogenation in three phase methanation

Dibenzyl toluene is also discussed as a liquid organic hydrogen
carrier (LOHC) in the literature.14,15 Each DBT molecule can
bind up to 9 H2 molecules as shown in reaction eqn (2).

C21H20 + 9·H2 ⇌ C21H38 ΔHR = −588 kJ mol−1 (2)

The nickel catalyst used in 3PM is also active for DBT
hydrogenation, and thus DBT hydrogenation is observed as a
side reaction in three phase methanation.16

To describe the hydrogenation reaction of DBT and
determine the reaction rate rDBT, the degree of
hydrogenation DoH is used. It quantifies the fraction of
hydrogenated double bonds in DBT, as defined in eqn (3). In
three phase CO2 methanation experiments, Marlotherm SH
is used as the liquid phase, which is an isomeric mixture of
DBT molecules with a DoH of 0. As hydrogenation proceeds
during methanation, an increase in DoH is observed over
time.

DoH ¼ Nhydrogenated double bonds

Ninitial double bonds
(3)

All experiments in this work are conducted in a continuous
stirred-tank reactor (CSTR). In this setup, DBT hydrogenation
is operated in semi-batch mode; the CO2 methanation
reaction rate rCO2

increases until chemical equilibrium of
DBT hydrogenation is reached.

In DBT hydrogenation experiments, deactivation of the
Ni catalyst was also observed. The hydrogenation reaction
rate rDBT decreases with increasing reactor temperature.13

This behavior is attributed to the CO2 methanation
reaction and catalyst deactivation at reactor temperatures
above TR > 260 °C.

2.3 Determination of reaction kinetics in three phase systems

Continuous stirred-tank reactors can be used to determine
reaction kinetics in three phase systems. The concentration
profile of reactants in the CSTR is illustrated in Fig. 2.

In a CSTR, ideal mixing is assumed in both the gas and
the liquid phases, so a concentration gradient is only present
at the gas–liquid interface. The solubility of the educt and
product gases in the liquid phase is described by the Henry
coefficient Hi,px, as defined in eqn (4):

H i;px ¼ lim
xi→0

pi
xi

(4)

The Henry coefficient Hi,px represents the ratio between the
gas partial pressure pi and the concentration of the
component in the liquid phase xi.

A second concentration gradient arises from the reaction
occurring on the catalyst surface: it is typically assumed that
the entire catalyst surface is wetted by the liquid phase, so
the reaction takes place within the liquid phase on the
catalyst surface, and is described by the reaction rate ri,liq (2).

There are two main approaches to determine the reaction
kinetics for three phase systems in a CSTR:

• Using the partial pressures of reactants in the gas phase
to derive reaction kinetics.

• Using the concentrations of reactants in the liquid
phase to derive reaction kinetics.

Fig. 2 Concentration profile of an educt gas species in an ideally
mixed CSTR for a fully wetted catalyst particle.

Fig. 1 Schematic drawing of a slurry bubble column reactor used for
three phase CO2 methanation.
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Both approaches are discussed in the literature for three
phase syntheses, such as slurry-phase Fischer–Tropsch
synthesis.17 In the first approach, the reaction rate equation
is derived using the gas-phase partial pressure pi of the
reactants.18–20 As a result, the reaction rates obtained not
only describe the reaction at the catalyst surface ri,liq (2) but
also incorporate gas solubility via the Henry coefficient Hi,px

(1). An advantage of this method is that Henry coefficients do
not need to be determined for the used system.

However, a limitation is that the resulting reaction
kinetics is only valid for the specific liquid phase and
hydrodynamic conditions investigated, and cannot be applied
to reactor designs where additional mass transport
resistances are present.

In the second approach, reaction kinetics is derived based
on liquid phase concentrations of the reactants.21–24 This
requires determining the Henry coefficients of the reactants
for the specific liquid phase and reaction conditions. The
concentration of reactants in the liquid phase can then be
calculated from their gas-phase partial pressures using the
Henry coefficient. An advantage of this approach is that the
resulting reaction kinetics are applicable to reactor designs
where mass transport limitations are present.

In the slurry bubble column reactor used for CO2

methanation, mass transport of educt gases from gas bubbles
to the catalyst surface must be considered. Lefebvre
demonstrated that mass transfer from the gas/liquid
interphase to the liquid bulk, described by the volumetric
liquid-side mass-transfer coefficient kLai, along with the
chemical reaction, is the relevant step in determining the
effective reaction rate.25 Therefore, kLai must be considered
in reactor design, which is not accounted for in the CSTR
(see Fig. 2). This is only feasible if reaction kinetics based on
liquid phase concentrations are available.

Lefebvre determined the reaction kinetics of three phase
CO2 methanation based on liquid phase concentrations.9 To
calculate the concentration of reactants in the liquid phase,
the Henry coefficients of the educts CO2 and H2 as well as
the products CH4 and H2O were measured over the relevant
temperature range.25 Using these coefficients, the
concentration of educt and product gases in the liquid
phase ci,DBT can be calculated from their gas-phase partial
pressures pi (see eqn (4)). A reaction rate equation was
derived from 91 CO2 methanation experiments conducted in
a CSTR:9

rCO2 ¼ 3:90699 × 105·exp −79061
R·T

� �
·

c0:3H2;L·c
0:1
CO2;L

1þ cH2O;L
� �0:1 ·K (5)

Here, K represents the limitation of the reaction rate due to
chemical equilibrium and is calculated as a function of the
gas-phase partial pressures pi:

K ¼ 1 − pH2O
2·pCH4

pH2
4·pCO2

·
p0

2

Keq
(6)

3 Materials & methods

In the following chapters, experiments involving two distinct
reactions will be presented: DBT hydrogenation and three
phase CO2 methanation. In both experiments, the same
catalyst and liquid phase are used. In DBT hydrogenation,
only H2 is introduced into the reactor, whereas in CO2

methanation, both H2 and CO2 are supplied.

3.1 Experimental setup

All experiments are conducted in a continuous stirred-tank
reactor (CSTR). The absence of mass transfer limitations was
validated by varying the stirrer speed. Gas solubilities,
described by Henry coefficients,25 are used to determine
reaction kinetics based on reactant concentrations in the
liquid phase.

For all experiments, a commercially available Ni/SiO2

catalyst and Marlotherm SH as the liquid phase are used.
The catalyst is reduced in a fixed-bed reactor at TR = 430 °C
for tred = 72 h according to the manufacturer's instructions
and then transferred to the liquid phase in the CSTR under
an inert atmosphere to prevent oxidation. The flow rate of
educt gases ṅi is controlled using mass flow controllers.
Electrical heating is used to set the reactor temperature TR,
and a pressure regulator controls the reactor pressure pR. To
determine the CO2 methanation reaction rate rCO2

, the
product gas composition is analyzed using an Agilent 490
Micro GC. During the experiment, liquid phase samples are
taken to determine the Degree of Hydrogenation (DoH) of the
liquid phase and calculate the DBT hydrogenation reaction
rate rDBT. The loss of liquid phase and catalyst due to
sampling from the CSTR is accounted for in the calculation
of reaction rates.16

3.2 Determination of reaction rates

To determine the reaction kinetics of CO2 methanation,
experimental reaction rates are calculated from the product
gas composition. Reaction rates for DBT hydrogenation are
determined by sampling the liquid phase and measuring the
DoH.

3.2.1 Determination of the CO2 methanation reaction rate.
The mole fraction of CO2 in the product gas is measured via
gas analysis. Using the molar flow rate of CO2 in the educt
gas, the CO2 conversion is calculated according to eqn (7):

XCO2 tð Þ ¼ _nCO2;in tð Þ − _nCO2;out tð Þ
_nCO2;in tð Þ (7)

To calculate the CO2 methanation reaction rate from XCO2
,

both the molar flow rate of CO2 and the mass of the catalyst
must be considered. This ratio is expressed by the modified
residence time of CO2 τmod,CO2

:

τmod;CO2 ¼
mcat

_nCO2;in
(8)

Using XCO2
and τmod,CO2

, the CO2 methanation reaction rate
rCO2

is calculated as:
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rCO2 ¼
XCO2

τmod;CO2

(9)

3.2.2 Determination of the DBT hydrogenation reaction
rate. The reaction rate of DBT hydrogenation is determined
by sampling the liquid phase. The DoH of each sample is
calculated from density measurements using the following
correlation:13

DoH ¼ 22:45 − 37:36· ρDBT
g cm− 3

� �
þ 15:19·

ρDBT
g cm− 3

� �2

(10)

The density of the liquid phase samples is measured using
an Anton Paar 4200 M benchtop vibration tube density meter.
Samples are taken throughout the experiment to observe the
change in DoH over Time on Stream (ToS). The DBT
hydrogenation reaction rate rDBT is calculated as:

rDBT ¼ nDBT
mcat

·
DoH tð Þ −DoH t0ð Þ½ �

t − t0½ � (11)

The change in DoH is evaluated for values below DoH < 0.2
to minimize the influence of chemical equilibrium. Similar
to the CO2 methanation reaction rate (eqn (9)), both the
molar amount of DBT nDBT and the catalyst mass mcat are
considered.

3.3 Evaluation of catalyst deactivation

In three phase CO2 methanation, catalyst deactivation due to
carbon deposition is observed.13 The impact of catalyst
deactivation on both CO2methanation and DBT hydrogenation
is also addressed in this work. The detailed experimental
procedure for determining the loss in catalytic activity is
described in the previous work.13

Catalyst activity is calculated as the ratio of the measured
reaction rate ri to the reaction rate without deactivation ri,0.
This approach is applied to both reactions:

ai ¼ ri
ri;0

; i ¼ CO2; DBT (12)

4 Results

In this chapter, the wetting behavior of the catalyst particle
with the liquid phase DBT is discussed for three phase
systems, and a partial wetting theory is introduced. This
theory is validated by analyzing the influence of catalyst
deactivation on CO2 methanation and DBT hydrogenation
activity. Furthermore, reaction kinetics under steady state
conditions for the deactivated Ni catalyst is determined.

4.1 Catalyst wetting in three phase reactions

DBT hydrogenation involves DBT as a liquid phase reactant,
and therefore only occurs at active sites on the catalyst
surface that are wetted by DBT. In contrast, the CO2

methanation reaction occurs both at sites covered by the

liquid phase and at those directly exposed to the gas phase.
Lefebvre9 assumed that the entire catalyst surface is wetted by
DBT and derived the reaction kinetics based on liquid phase
concentrations. However, analysis of the used catalyst used
shows that the pore sizes range from dp = 0.5 to 300 nm,
making partial wetting of the catalyst pores more likely.
Diffusion limitations for DBT molecules in catalyst pores have
been shown to occur for pore sizes below dp < 30 nm.26,27

A schematic illustration of a partially wetted catalyst is
shown in Fig. 3. The gaseous reactants dissolve in the liquid
phase and react at the catalyst surface. Active sites wetted by
DBT are involved in both CO2 methanation (blue sites) and
DBT hydrogenation (orange sites). In small pores, where DBT
does not wet the gas–solid interface, only CO2 methanation
occurs.

Since catalyst deactivation is caused by DBT
decomposition and carbon deposition on the catalyst surface,
only the DBT-covered surface areas, i.e. the larger pores, are
affected. This consideration is discussed in detail in the
following chapter to validate the partial wetting theory. Due
to partial wetting of the catalyst, reaction kinetics based on
liquid-phase concentrations are not intrinsic. They include
the reaction at liquid-covered active sites as well as Henry
coefficients, mass transport and reaction at active sites
within gas-filled catalyst pores.

In Fig. 4, the concentration profile of an educt gas species
in a CSTR with a partially wetted catalyst pore is illustrated.
Due to ideal mixing in the CSTR, the concentration remains
constant in both the gas and liquid bulk phases. The Henry
coefficient describes the solubility of reactants in the liquid
phase. The catalyst pores are only partially wetted by DBT,
and the educt gas concentration decreases along the pore
length due to the reaction at active sites covered by the liquid
phase. In this region, no diffusion limitation of the gas
species is observed.25 At the gas–liquid interface inside the
catalyst pores, Henry coefficients can be used to calculate the
gas-phase partial pressure. In the gas-filled pores, both mass

Fig. 3 Schematic drawing of partial wetting of the Ni catalyst by DBT
with active sites for DBT hydrogenation (orange) & CO2 methanation
(blue).
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transport resistances and chemical reaction must be
considered to describe the educt gas concentration profile.

4.2 Validation of the partial catalyst wetting theory

To validate the partial wetting theory for the catalyst used in
three phase CO2 methanation, catalyst deactivation was
evaluated in detail for both CO2 methanation and DBT
hydrogenation. When catalyst deactivation was observed in
CO2 methanation, the maximum loss in catalytic activity was
consistent across all experiments, regardless of reactor
temperature or pressure. After deactivation, the catalytic
activity was aCO2

≈ 50%.13 This observation can be explained
by partial wetting of the catalyst surface: deactivation is
caused by DBT decomposition and carbon deposition, which
occur only on the surface areas covered by DBT. Therefore,
deactivation is limited to the fraction of catalyst surface
wetted by DBT. Even when the wetted surface is fully
deactivated, CO2 methanation still proceeds in the gas-filled
catalyst pores. In contrast, if the entire catalyst surface was
covered by DBT, complete deactivation would be expected,

and no catalytic activity would be observed after sufficient
Time on Stream.

In Fig. 5, the DoH is shown for two different CO2

methanation experiments. The reaction conditions were
identical in both cases: one experiment used a fresh Ni
catalyst, while the other used a deactivated catalyst. To induce
deactivation, the reactor temperature was set to TR = 320 °C for
ToS = 120 hours. As a result, a DoH of approx. 10% was already
present at the start of the experiment.

Since DBT hydrogenation occurs as a side reaction in
three phase CO2 methanation, the DoH increases over ToS in
both experiments. However, for the deactivated catalyst, the
increase in DoH is significantly less pronounced compared to
the fresh catalyst. To evaluate catalytic activity for DBT
hydrogenation, the reaction rates rDBT were compared. These
rates were calculated using the slope of the DoH curves (see
eqn (11)). For the deactivated catalyst, an activity of only aDBT
= 10% was observed. This result demonstrates that DBT
hydrogenation is more strongly affected by catalyst
deactivation than CO2 methanation (aCO2

≈ 50%). This can
be attributed to the partial wetting of the catalyst surface:
DBT hydrogenation occurs exclusively on DBT-covered active
sites, which are also the sites affected by deactivation. In
contrast, CO2 methanation is less impacted, as it also takes
place in the gas-filled pores, which remain active.

In Fig. 6, the catalytic activity for CO2 methanation aCO2
is

shown over Time on Stream for two different experiments.
The reaction conditions were identical, with the reactor
temperature of TR = 320 °C chosen to induce catalyst
deactivation. In these experiments, two catalysts with distinct
mean pore diameters – dp = 30 nm and dp = 45 nm,
respectively – were compared. Details of the catalyst synthesis
procedure are provided in the SI. The catalysts were
characterized by N2 physisorption; the corresponding
adsorption–desorption isotherms and pore size distributions
are presented in Fig. S1, while their textural and structural
properties are summarized in Table S1. The nickel loading,

Fig. 4 Concentration profile of an educt gas species in a CSTR for a
partially wetted catalyst pore.

Fig. 5 Evolution of Degree of Hydrogenation over Time on Stream for
two CO2 methanation experiments with the same reaction conditions
for fresh and deactivated catalysts.

Fig. 6 Catalyst activity for CO2 methanation over Time on Stream at
TR = 320 °C. Comparison of two catalysts with different mean pore
diameters dp.
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determined by ICP-OES, is reported in Table S2. XRD patterns
of the catalysts are shown in Fig. S2.

In both cases, a loss of catalytic activity was observed.
However, for the catalyst with larger pore diameter dp, the
loss in activity was greater compared to the catalyst with
smaller dp. Smaller pore diameters result in a lower fraction
of the catalyst surface wetted by DBT, meaning less surface is
susceptible to deactivation. Consequently, the loss in catalytic
activity is reduced for catalysts with smaller pore diameters
as fewer DBT-covered sites are affected.

4.3 Reaction kinetics for stationary operation of three phase
CO2 methanation

At temperatures above TR > 260 °C, catalyst deactivation is
observed in three phase CO2 methanation. Under these
conditions, the reaction kinetics developed by Lefebvre et al.9

is no longer valid.
In Fig. 7, the experimental reaction rate of CO2 methanation

rCO2
is shown over Time on Stream at TR = 320 °C. Additionally,

the reaction rate predicted by Lefebvre's kinetics9 is plotted
for the same reaction conditions. At the chosen
temperature, catalyst deactivation occurs, and rCO2,exp

decreases with ToS. At the beginning of the experiment, the
kinetic model accurately describes the experimental reaction
rate. However, after the first few hours a sharp decline in
rCO2,exp is observed, which can be attributed to the
formation of a carbon layer on the DBT-covered catalyst
surface. After ToS ≈ 6 h, the reaction rate continues to
decrease, but at a slower rate, due to limited remaining
surface area available for further carbon deposition. After
ToS ≈ 120 h, steady state is reached, and rCO2,exp

significantly deviates from rCO2,kinetics. Thus, the reaction
kinetics developed by Lefebvre et al.9 are only applicable in
the absence of catalyst deactivation, which corresponds to
temperatures below TR ≤ 260 °C.

For the application of three phase CO2 methanation in
slurry bubble column reactors, higher temperatures are
generally preferred to achieve high CO2 conversion. However,
under these conditions deactivation occurs, and reaction
kinetics suitable for steady state operation is required for
reactor design. In this work, reaction kinetics for steady state
operation considering catalyst deactivation have been
determined for the typical reaction conditions in three phase
CO2 methanation. To achieve steady state operation, the
catalyst was intentionally deactivated at TR = 320 °C until a
stable reaction rate was reached (see ToS ≈ 120 h in Fig. 7).
Subsequently, reaction conditions were adjusted according to
the ranges provided in Table 1.

After deactivation at TR = 320 °C, steady state operation is
achieved and the methanation reaction predominantly occurs
in the gas-filled catalyst pores. Reaction kinetics was
determined based on liquid phase concentration of the
reactants, as mass transfer in the catalyst pores depends only
on the catalyst properties and reaction conditions, not on the
reactor configuration. Henry coefficients determined by
Lefebvre25 were used to calculate liquid phase concentrations
from gas phase partial pressures.

In total, 72 data points were used to derive the kinetic rate
equation for steady state operation of three phase CO2

methanation:29

rCO2 ¼ 104·exp −66:93 kJ mol − 1

R·T

� �
·

c0:63H2 ;L·c
0:07
CO2;L

1þ cH2O;L
� �0:36 ·K (13)

Here, K describes the limitation of rCO2
due to chemical

equilibrium as defined in eqn (6).

Conclusions

In three phase CO2 methanation, three reactions occur
simultaneously: CO2 methanation, DBT hydrogenation and
DBT decomposition, the latter leading to catalyst deactivation
via carbon deposition. In the literature, complete wetting of
the catalyst particle is typically assumed for three phase
systems. However, in this work, partial wetting of the catalyst
particles in three phase CO2 methanation was experimentally
validated: the catalyst pores are not fully filled with the liquid
phase DBT. Instead, small catalyst pores remain gas-filled,
and consequently no DBT hydrogenation or decomposition
occurs in these regions.

The following experimental observations were used to
validate the partial wetting theory:

Fig. 7 The CO2 methanation reaction rate rCO2
over Time on Stream

at TR = 320 °C and the reaction rate calculated with reaction kinetics
determined by Lefebvre et al.;9 experimental data provided by
Holfelder.28

Table 1 Range of process parameters for the development of a reaction
rate equation for stationary operation of three phase CO2 methanation

Process parameter Range

TR 220–320 °C
pCO2

1–3.3 bar
_nH2

_nCO2

4–8

τmod,CO2
10.3–164.3 kg s mol−1
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• The loss in catalytic activity for CO2 methanation is
limited and consistent across all experiments. This is due to
partial wetting: once the DBT-covered surface is fully
deactivated, steady state operation is reached.

• The loss in catalytic activity for CO2 methanation is
more pronounced for catalysts with larger mean pore
diameters. Larger pores result in more surface area being
wetted with DBT and thus, a greater susceptibility to
deactivation.

• The loss in catalytic activity is greater for DBT
hydrogenation than for CO2 methanation. Only the DBT-
wetted active sites are involved in DBT hydrogenation and
decomposition, which leads to carbon deposition. Therefore,
activity loss is more significant for DBT hydrogenation.

For CO2 methanation in a slurry bubble column reactor,
high reactor temperatures are favorable to achieve high CO2

conversion rates. However, at these temperatures, catalyst
deactivation occurs due to DBT decomposition and carbon
deposition. A kinetic rate equation was developed for steady
state operation of CO2 methanation with a deactivated
catalyst, which describes the state relevant for technical
application.

For catalysts with smaller pore size diameters of the
catalyst support, less deactivation was observed. Future
investigations into the support structure of the Ni catalyst, as
well as nickel loading and dispersion may help maximize
catalytic activity in three phase CO2 methanation. The partial
wetting of the catalyst particles was experimentally validated,
and this finding is also relevant for determining reaction
kinetics in other three phase systems.
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