
Chemical
Science

EDGE ARTICLE

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
D

ec
em

be
r 

20
25

. D
ow

nl
oa

de
d 

on
 3

/1
3/

20
26

 1
:1

3:
15

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
Hydro-photo-syn
aNanoyang Group, Tianjin Key Laboratory

Energy Storage, School of Chemical E

Industry-Education Integration Platform

Innovation Centre of Chemical Science and

300072, China. E-mail: wushichao@tju.edu
bState Key Laboratory of Chemical Engineer

University, Tianjin 300072, China
cHaihe Laboratory of Sustainable Chemical
dJoint School of National University of Singa

Campus of Tianjin University, Binhai New C

Cite this: Chem. Sci., 2026, 17, 3783

All publication charges for this article
have been paid for by the Royal Society
of Chemistry

Received 12th November 2025
Accepted 19th December 2025

DOI: 10.1039/d5sc08815a

rsc.li/chemical-science

© 2026 The Author(s). Published by
ergy unlocks deep and reversible
chemistry of solid-state lithium–oxygen batteries
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Harnessing light to drive high-energy batteries is an intriguing goal, yet photoactivity often fails for reasons

that have remained elusive, which is starkly exemplified in photo-assisted solid-state lithium–oxygen

batteries. Here, we identify photo-shielding by opaque, ionically resistive discharge products as the

critical, previously overlooked failure mechanism. This “catalyst blinding” effect not only blocks light but

also passivates the electrochemical interface, causing a catastrophic kinetic shutdown. We overcome

this limitation with a “hydro-photo-synergy” strategy, using controlled water vapor to shift the solid-state

electrochemistry from a 2e− to an efficient 4e− pathway and transform the product into highly

transparent, ionically conductive products. This dual optical and electrochemical enhancement sustains

photocatalysis for deep and reversible reactions, unlocking a 2-fold increase in accessible capacity, a low

overpotential (0.3 V), and outstanding stability (>170 cycles for 34 mA h cm−2). This work establishes in

situ product engineering as a new paradigm to unlock high-energy solid-state photo-electrochemical

devices.
1. Introduction

Solid-state photo-chemical systems, encompassing diverse
applications such as photocatalytic CO2 reduction, photo-
catalytic N2 xation, and photolithography, represent a frontier
in sustainable energy and advanced manufacturing.1–3 A
unifying theme in these technologies is the precise use of light
to drive chemical transformations at solid interfaces.
Leveraging this principle in high-energy storage, specically by
applying photo-assistance to high-energy-density solid-state
lithium–oxygen batteries (SSLOBs),4–9 offers a compelling
strategy to overcome their sluggish oxygen reduction and
evolution reaction (ORR/OER) kinetics and perhaps even bypass
thermodynamic limitations.10–13 While various photocatalysts
(e.g., C3N4,14,15 TiO2–Fe2O3,16 Au/rGO,17 single-atom catalysts
(SACs),18 p-MoS2 (ref. 19)) have been increasingly explored, re-
ported photo-assisted Li–O2 batteries universally exhibit
severely limited discharge capacities (<5000 mAh g−1)15,16,20,21
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and ultralow cycling cut-off capacities (<0.1 mAh cm−2),20–24

leaving the true potential of this approach unrealized and its
fundamental limitations poorly understood.

Photo-assistance offers a powerful tool to control Li–O2

reaction pathways.25,26 During discharge, the photo-excited
catalyst generates electron-hole pairs, with the electrons facili-
tating the ORR.15,27 In liquid systems, the photo-eld can
enhance the adsorption of the lithium superoxide (LiO2) inter-
mediate, inhibiting its dissolution and thereby favoring a two-
electron pathway to form Li2O2 thin lms.24,28,29 Higher
current densities or illumination intensities were found to
further encourage the formation of these Li2O2 thin lms.17

However, the expected benets are oen counteracted because
the absence of a liquid medium for ion transport severely
restricts Li2O2 growth within the solid-state cathode, regardless
of the initial growth morphology, leading to premature passiv-
ation and capacity limitations.30,31 Furthermore, the subsequent
charging process in photo-assisted SSLOBs (P-SSLOBs) is
frequently challenged by high overpotentials and the incom-
plete decomposition of the Li2O2 product. Despite the obser-
vation on morphology control issue, a deeper mechanistic
understanding of the interplay between photo-effects, solid-
state capacity limitations and reaction kinetics is lacking.

Here we identify photo-shielding as the critical, previously
overlooked bottleneck suppressing the performance of P-
SSLOBs by photo-shielding from the opaque Li2O2 discharge
product. This “catalyst blinding” effect causes a sharp potential
slump and negates the benets of photo-assistance (Fig. 1b). We
Chem. Sci., 2026, 17, 3783–3792 | 3783
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Fig. 1 Photo-shielding failuremechanism in P-SSLOBs and our proposed hydro-photo-synergy solution. (a) In conventional dark conditions, the
Li2O2-based 2e− reaction leads to product agglomeration. (b) Under photo-assistance, the same reaction produces an opaque Li2O2 film that
“blinds” and deactivates the photocatalyst, causing premature failure. (c) The hydro-photo-synergy strategy introduces controlled water vapor,
redirecting the reaction to a 4e− pathway that forms highly transparent LiOH. Our strategy prevents photo-shielding by transforming the opaque
discharge product (Li2O2) into a transparent one (LiOH), ensuring sustained photocatalysis.
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overcome this by introducing a hydro-photo-synergy strategy:
controlled water vapor induces an in situ transformation of
opaque Li2O2 to transparent LiOH (Fig. 1c). This pivotal
conversion not only sustains photocatalysis by eliminating light
blockage but also fundamentally redirects the electrochemistry.
The system shis from a passivating 2-electron pathway to
a highly efficient 4-electron pathway that forms LiOH, a product
also more amenable to rapid charge transport. This combined
optical and electrochemical enhancement boosts oxygen utili-
zation, suppresses side reactions, and drastically reduces
recharging overpotentials. Our strategy yields P-SSLOBs with
a discharge capacity of 7 mAh cm−2, a charge overpotential of
only∼0.3 V, and stability exceeding 170 cycles for 34 mAh cm−2.
2. Experimental section
2.1 Synthesis of (110) Fe2O3

2.76 g FeCl3$6H2O (Aladdin, 99%) and 5.25 g CH3COONa$3H2O
(Aladdin, 99%) were dissolved in 35 mL anhydrous ethanol and
stirred vigorously for 10 minutes. The solution was transferred
into a 50 mL Teon-lined stainless-teel autoclave and heated in
an oven at 200 °C for 24 h. Aer being cooled down, the
resulting powder was vacuum-ltrated and then dried at 80 °C.
3784 | Chem. Sci., 2026, 17, 3783–3792
2.2 Synthesis of Li1.3Al0.3Ti1.7(PO4)3 pellet

Li1.3Al0.3Ti1.7(PO4)3 (LATP) raw powder was purchased from
GanfengLiEnergy. 0.40 g of the LATP powder was uniaxially
pressed into a green pellet for 5 min at 800 MPa using a 12 mm
stainless-steel mold. The pellets were covered with the same
powder and sintered at 900 °C for 6 hours at a heating rate of 2 °
C min−1 in MgO crucibles. The pellets were reduced to a thick-
ness of 850 mm with 240-grit SiC sandpaper, followed by pol-
ishing with 2000, 4000 and 8000-grit metallographic
sandpapers.

2.3 Preparation of the polymer electrolyte

PEO (MW = 600 000, Sigma) and LiTFSI (Aladdin) were rstly
dissolved in acetonitrile (Macklin), and stirred for 12 hours to
form a uniform solution with an EO/Li molar ratio of 14 : 1.
Subsequently, the solution was cast into a poly-
tetrauoroethylene (PTFE) dish with a thickness of 6 mm. PEO
membranes were nally dried for 48 hours.

2.4 Preparation of the cathode

MWCNTs (XFNANO), LATP nanoparticles and (110) Fe2O3 with
a weight ratio of 1 : 1:6 was high-energy ball milled at a rate of
500 rpm for 15 h, and then dispersed into solution composed of
5% polyvinylidene uoride and 95% N-methyl-2-pyrrolidone.
© 2026 The Author(s). Published by the Royal Society of Chemistry
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The solution was uniformly painted on one side of LATP pellet
and heated at 500 °C for 60 min in Ar atmosphere. The mass of
the air electrode was about 0.5 mg.

2.5 Battery assembly and test

A pouch-type Li metal anode was fabricated to protect the Li
metal from moisture during operation in the humid atmo-
sphere. The cathode/LATP plate, PEO, and a piece of Li foil
(12 mm in diameter and 0.5 mm in thickness) were vacuum-
sealed using thermoplastic sealing lm (Meltonix 1170-25,
Solaronix) while leaving a 5-mm-diameter window. Then thus
assembled Li–O2 cell was operated in a PTFE chamber with
a vial containing a small amount of water; before this step,
purging was performed using pure O2. For photo-assisted
charge, the Xe lamp (CEAULIGHT-HXF300) was opened at the
current of 15 A to irradiate the cell through the vessel. The
assembled cell was tested on a battery tester (LAND CT2001A)
between 2.0 and 4.2 V and electrochemical impedance spectra
(EIS) were tested on a CHI660E electrochemical workstation
(Shanghai, China).

2.6 Material characterization

X-Ray diffraction (XRD, Rigaku MiniFlex-600) patterns were
recorded to conrm the successful synthesis of (110) Fe2O3.
Fourier transform infrared (FTIR) spectra were recorded on
a Thermo Scientic Nicolet iS50 spectrometer to test the
information of functional groups. Raman spectra were recorded
on a Raman spectrometer (HORIBA Jobin Yvon, LabRAM HR
Evolution, Japan) with an Ar ion laser of l = 785 nm. The
scanning electron microscope (SEM, S4800) was employed to
determine the morphologies of the surface and cross-section of
all samples. X-ray photoelectron spectroscopy (XPS, Thermo
Fisher Scientic ESCALAB Xi+, Al Ka radiation, hn = 1486.6 eV,
UK) was used to determine surface chemical composition. Gas
production was recorded by differential electrochemical mass
spectrometry (DEMS, Linglu Instruments, Shanghai).

3. Results and discussion
3.1 Identifying photo-shielding and the hydro-photo synergy
breakthrough

In a conventional environment, the P-SSLOB exhibits a charac-
teristic performance failure that severely limits its practical
capacity. To unveil this limitation, we investigated the discharge
behavior of a (110) Fe2O3-based cathode under photo (Fig. S1).28

As shown in Fig. 2a, under an illumination of 40 W, the battery
initially discharges at a high-potential plateau of 2.8 V.
However, upon reaching a mere areal capacity of 0.7 mAh cm−2,
the battery undergoes a sharp potential slump to ∼2.4 V
(Fig. 2a). This lower voltage is consistent with that observed
under dark conditions.

To diagnose the root cause, we examined the inuence of
light intensity. Increasing the light intensity to 45 W delays the
potential slump to occur at a later stage, with the high-potential
capacity contributing 51.8% of the total (Fig. 2b and c). Raising
the light intensity further to 50 W delays the slump even more,
© 2026 The Author(s). Published by the Royal Society of Chemistry
increasing the contribution of the high-potential capacity to
67.8% (Fig. 2b and c). Nevertheless, the ultimate failure could
not be prevented. This behavior indicates that while a higher
photon ux can temporarily compensate for performance loss,
the fundamental issue lies in a progressive light attenuation at
the buried catalytic interface as the discharge product
accumulates.

This phenomenon can be quantitatively described within the
Beer–Lambert law framework, which models the local light
intensity, I(z), reaching a catalytic site at a depth z beneath the
product layer:

I(z) = I0e
−k

opt
d (1)

Here I0 denotes the incident light intensity and kopt is the
optical attenuation coefficient. This model reveals two primary
mitigation strategies: (i) increasing the incident intensity I0, or,
more fundamentally, (ii) decreasing the effective optical atten-
uation coefficient kopt of the product itself. Our experimental
results have already shown the inherent limitations of the rst
strategy; it offers only temporary and partial improvements
constrained by practical illumination limits.

Therefore, we focused on the second, more intrinsic strategy:
engineering the physicochemical properties of the discharge
product to reduce its optical attenuation coefficient kopt, i.e.,
improving the optical transparency, providing a more intrinsic
and sustainable pathway to enhance light penetration. By
tailoring the physicochemical properties of the discharge
products or engineering the electrode–electrolyte interface,
light absorption within the growing product layer can be
fundamentally suppressed.

To alter the reaction products, we implemented a hydro-
photo-synergy strategy by introducing water vapor. As shown
in Fig. S5, although the two-plateau phenomenon still occurred
under intensities of 40 W and 45 W, the proportions of high-
potential plateau capacity reached 36.6% and 76.5%, respec-
tively (Fig. 2c)—both higher than those under photo at the same
intensities (25.4% and 51.8%) (Fig. 2c). As shown in Fig. 2b,
strikingly, at an intensity of 50 W, the potential slump was
completely eliminated, with the potential plateau accounting
for 100% of the total discharge. This indicates that our strategy
fully inhibits the photo shielding effect and maintains catalyst
activity throughout a deep discharge. This unlocked a signi-
cant increase in discharge capacity, reaching 7 mAh cm−2 in the
hydro-photo-synergistic cell in stark contrast to the premature
failure of the cell under photo (3.63 mAh cm−2) (Fig. 2b). For
a direct comparison of the hydro-photo strategy, the ratios of
high/low-potential capacities and the unused capacity ratio
relative to the maximum capacity (7 mAh cm−2) are plotted in
Fig. 2c. The “Unused Capacity” is calculated using the formula:
unused capacity (%) = [(7.04 – measured capacity)/7.04] ×

100%. As dened by the axes, the ideal state corresponds to an
“Unused Capacity” of 0, a “Low-potential Capacity” of 0, and
a “high-potential capacity” of 1, meaning that the region with
optimal performance is located in the upper-le quadrant of the
phase diagram. The results show that the data points under the
hydro-photo strategy are predominantly distributed in this
Chem. Sci., 2026, 17, 3783–3792 | 3785
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Fig. 2 Discharge depth enhancements resulting from the hydro-photo-synergy strategy. (a) Discharge voltage profiles show the sharp potential
slump at intensity of 40W and alleviate at 45 W under photo. (b) Discharge voltage profiles show the elimination of the sharp potential slump and
a significant capacity increase under hydro-photo compared to photo at a current density of 0.1 mA cm−2 at 50 W. (c) The contribution of the
high-potential photocatalytic plateau is increased under hydro-photo system across different light intensities. (d and e) In situ electrochemical
impedance spectroscopy (EIS) tracks the kinetic evolution during discharge, comparing (d) the rapid impedance rise (passivation) under photo
with (e) the sustained low impedance (fast kinetics) under hydro-photo. (f and g) DRT calculated from EIS measurements at different discharge
states under (f) photo and (g) hydro-photo. Hydro-photo-synergy strategy overcomes premature failure by maintaining rapid kinetics and
preventing catastrophic electrode passivation.
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region, indicating its favorable capacity performance. In
contrast, the data points obtained under photo conditions are
mainly concentrated in the lower-right quadrant, reecting
comparatively inferior performance.

The hydro-photo-synergistic cell shows a fundamental
improvement of the reaction kinetics, as revealed by in situ
electrochemical impedance spectroscopy (EIS) conducted
throughout the discharge process (Fig. 2d and e). Both the
conventional and hydro-photo-synergistic systems began with
a comparable initial cell resistance of approximately 500 U.
However, their kinetic behavior diverged sharply as discharge
progressed. In system under photo, the impedance rapidly
doubled as the cell reached its low-potential plateau, signaling
a catastrophic loss of kinetic activity (Fig. 2d). This impedance
surge is indicative of severe electrode passivation and a shut-
down of charge transfer processes. In stark contrast, the cell
operating under our hydro-photo-synergy strategy maintained
a consistently low and stable impedance throughout its entire
high-capacity discharge (Fig. 2e).

According to the further analysis of distribution of relaxation
time (DRT), three dominant peaks are observed (Fig. 5f and g),
labeled as s1, s2 and s3, respectively. s1 (sz 10−6 s) is related to
the RGB (grain boundary impedance) of solid-state electro-
lytes.32,33 s2 (1 × 10−4–1× 10−3 s) is attributed to ion transport.34

Since the charge transfer process has a longer relaxation time
and shorter characteristic frequency than the ion mass transfer
process, the s3 peak is related to the charge transfer process of
3786 | Chem. Sci., 2026, 17, 3783–3792
the cathode.35 The change of s3 peak is related to the product
state of the cathode. As the discharge proceeds, the product
gradually forms on the surface of the cathode, hindering the
transfer of electrons, and thus charge transfer impedance (Rct)
of both batteries shows a steady growth. The comparison of the
evolution laws of the SSLOB under the two conditions revealed
that during the discharge process, the Rct under hydro-photo-
synergy remained consistently lower than that under photo,
with a slower rate of increase. Even at the end of discharge, it
was only 330 U, signicantly lower than the 1200 U observed
under photo. This indicates that the product formed under
hydro-photo-synergy effectively facilitate charge transfer during
the reaction. Similar to the trend observed with the s3 peak, the
intensity of the s2 peak (corresponds to ionic mass transfer
resistance) continued to increase under photo, while no
signicant change was observed under hydro-photo-synergy.
This demonstrates that the variation in ionic mass transfer
resistance is also closely related to the state of the products.
This sustained low impedance provides direct evidence of rapid
and stable reaction kinetics, which is the underlying reason for
the cell's ability to operate at a high potential and achieve a deep
discharge. The dramatic difference in kinetic behavior strongly
suggests that our strategy fundamentally alters the nature of the
discharge process and the properties of the resulting product on
the electrode surface.
© 2026 The Author(s). Published by the Royal Society of Chemistry
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3.2 Product transformation and transparency engineering

To understand the origin of the dramatically different kinetic
behaviors observed under the two conditions, we investigated
the composition and physical properties of the respective
discharge products. The composition and morphology of the
discharge products on the cathode were investigated by Raman,
Fourier Transform infrared spectroscopy (FTIR), X-ray Photo-
electron Spectroscopy (XPS) and Scanning Electron Microscope
(SEM). The Raman spectra of discharge products under photo
in Fig. 3a shows a characteristic peak at 789 cm−1 correspond-
ing to Li2O2 while the spectra of discharge products under
hydro-photo shows a characteristic peak at ∼3660 cm−1 corre-
sponding to LiOH, which indicates that the discharge product
of P-SSLOB is Li2O2 under photo and is LiOH under hydro-
Fig. 3 Discharge product transformation and links it to enhanced optic
FTIR, and (c and d) XPS confirm the discharge product is Li2O2 under ph
visually compare the morphology of the products. (g) A schematic illustra
Transparency tests reveal that LiOH (small k-value) is significantly more
affected by thickness. (j) A direct correlation is shown between the produ
In situ formation of highly transparent LiOH is the direct cause for mitig

© 2026 The Author(s). Published by the Royal Society of Chemistry
photo. The results were similarly veried by FTIR (Fig. 3b)
and XPS spectra (Fig. 3c and d). The SEM images (Fig. 3e and f)
show that the discharge products under both conditions were
membranous, but the product formed under hydro-photo was
more transparent in comparison. This evidence points to a clear
mechanism proposed in eqn (1): the accumulation of opaque
Li2O2 physically blocks light from reaching the photocatalyst,
causing the observed deactivation and potential slump—
a severe photo-shielding effect.

We measured and compared the transparency of Li2O2 and
LiOH by a custom photoresistor setup (Fig. 3g) with a photo-
resistor, while using a glass sheet as a blank sample. The
pressed pellet is placed in front of the photoresist and the
resistance (R) obtained by shining a ashlight through the
al transparency. (a–d) Spectroscopic analyses including (a) Raman, (b)
oto and transforms to LiOH under hydro-photo. (e and f) SEM images
tes the custom-built setup for measuring optical transparency. (h and i)
transparent than Li2O2 (large k-value), with its transparency being less
ct's light transmittance (T) and the cell's achievable discharge capacity.
ating photo-shielding and unlocking high discharge capacity.

Chem. Sci., 2026, 17, 3783–3792 | 3787
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pellet is related to its transparency. The stronger the light
shining on the photoresistor, the smaller its resistance. The
results of the transparent tests are shown in Table S1. The
results revealed that light passing through a Li2O2 pellet resul-
ted in a resistance approximately ve times higher than through
a LiOH pellet of similar thickness, conrming the low intrinsic
transparency of Li2O2 (Fig. 3h, i). In order to show the difference
in transparency between the two more intuitively, we processed
the values obtained from the tests and plotted them. We rst
quantied the transparency as the characteristic penetration
depth (D). Based on the Beer–Lambert law and the power-law
response of the photoresistor (R f I−g), we derived the linear
relationship

lnR f k × d (2)

The penetration depth is dened as the reciprocal of the effec-
tive attenuation coefficient (k), i.e.,

D = 1/k (3)

The calculations yielded DLi2O2
= 0.763 and DLiOH = 2.778.

Subsequently, we employed a Langmuir saturation model to
describe the dependence of Q on D:

Q = (Qmax × D)/(K + D) (4)

By substituting the experimental data points, we determined
the theoretical capacity limit (Qmax = 10.87 mAh) and the half-
saturation constant (K = 1.51). Consequently, the quantitative
relationship between Q and D is expressed as Q= 10.87D/(1.51 +
D) , as illustrated in Fig. S8.

The prole exhibits two mechanically distinct zones. Li2O2

falls within the rapid growth region, where the capacity is highly
sensitive to variations in optical depth (D < K). This implies that
the discharge process is strictly rate-determined by light trans-
mission efficiency. Conversely, LiOH lies in the asymptotic
saturation region (D > K). In this regime, although the optical
penetration depth increases drastically, the capacity growth
plateaus as it converges towards the theoretical maximum. This
saturation conrms a paradigm shi in the failure mechanism:
the removal of the optical bottleneck allows the system to reach
its physical limit, where capacity becomes constrained by the
available electrode pore volume (spatial limitation) rather than
photon supply.

The results aer varying the illumination intensity are
shown in Table S2, Fig. 3i, and S7, from which it can be
observed that the resistance values through the three materials
increase as the intensity decreases, suggesting that the intensity
also has an effect on the photo-assisted system. The relation-
ship between the characteristic penetration depth and the
discharge capacity is consolidated and presented in Fig. 3j.
Regardless of the illumination intensity, the higher the trans-
mittance of the product, the higher the discharge capacity of the
battery. The direct correlation between product transparency
and discharge capacity underscores the critical role of this
physical property. This demonstrates that LiOH enabled by the
hydro-photo-synergy strategy can effectively suppress the photo-
3788 | Chem. Sci., 2026, 17, 3783–3792
shielding phenomenon throughout deposition. Moreover, to
provide a standardized and quantitative comparison of optical
transparency, we performed UV-visible transmittance
measurements on LiOH and Li2O2 pellets. As shown in Fig. S10,
LiOH exhibits consistently higher transmittance than Li2O2

across the wavelength range of 300–500 nm. This result further
conrms the superior optical transparency of LiOH and
substantiates its role in mitigating photo-shielding, consistent
with our earlier photoresistor-based measurements.
3.3 Shiing to a four-electron pathway

The introduction of water does more than just alter product
transparency; it fundamentally redirects the electrochemical
reaction pathway. We rst observed a high equilibrium poten-
tial under hydro-photo (∼3.2 V) compared to photo (2.96 V) via
galvanostatic intermittent titration technique (GITT) tests,
indicating a thermodynamic shi to a different reaction (Fig. 4a
and b). To provide direct evidence for this pathway change, we
performed in situ differential electrochemical mass spectrom-
etry (DEMS). The ratio of electrons transferred to oxygen
consumed (e−/O2) during discharge was calculated to be 1.99 : 1
(4.48 × 10−5 mol and 2.25× 10−5 mol) under photo, conrming
the expected 2-electron reaction to form Li2O2.36–38 In stark
contrast, the ratio under hydro-photo was 3.93 : 1 (4.48 ×

10−5 mol and 1.1 × 10−5 mol), unequivocally demonstrating
a shi to a 4-electron electrochemical process to form LiOH
(Fig. 4c).

Furthermore, this 4-electron pathway enhances reaction
reversibility. During charging, the loss of oxygen (O2 consumed
vs. O2 evolved) was substantially greater under photo, which we
attribute to parasitic reactions where the aggressive Li2O2

product attacks the carbon cathode to form Li2CO3

(Fig. 4e).30,39–41 The corresponding CO2 release during charging
under photo conrms this side reaction (Fig. S11). In contrast,
the more stable LiOH product under hydro-photo mitigates
these side reactions, leading to improved cycling efficiency.

To further elucidate the reaction mechanism at the molec-
ular level, we directly detected the formation of the key inter-
mediate lithium hydroperoxide (LiOOH) during the discharge
process via in situ Raman spectroscopy (Fig. S13). Based on the
experimental evidence, we propose the following reaction
pathway: O2 react with Li+ and electrons to form the oxygen-
containing intermediate LiOOH, which subsequently
undergoes further reduction with Li+ and electrons at the
interface or active sites to yield LiOH. This result strongly
supports the conclusion in the manuscript regarding the water-
induced change in the reaction pathway.

In summary, we can get the different reaction paths of P-
SSLOB under the two conditions. Photoelectrons generated by
photoexcitation of the catalyst under photo react with oxygen in
a ratio of 2 : 1 to form the less transmissive product Li2O2, which
covers the catalyst surface leading to catalyst deactivation
during the discharge process. However, under hydro-photo,
photoelectrons and oxygen participate in the reaction at
a ratio of 4 : 1, and LiOH with high transparency is formed
directly without the process of generating Li2O2. Such a reaction
© 2026 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Electrochemical pathway shift from a 2e− to a more efficient 4e− process. (a and b) Galvanostatic intermittent titration technique (GITT)
results for (a) discharge and (b) charge reveal a thermodynamic shift to a different reaction under hydro-photo system. (c and d) In situ differential
electrochemical mass spectrometry (DEMS) quantifies the electron-to-oxygen ratio (e−/O2) during (c) discharge and (d) charge. (e) The total
amount of O2 consumed during discharge and evolved during charge is compared for both systems. (f) Charge and discharge profiles at 0.1 mA
cm−2. (g and h) FTIR spectra (g) and Raman spectra (h) of the electrode surface after charging. The demonstrated 4e− pathway enhances O2

utilization and improves reaction reversibility by suppressing parasitic side reactions.
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process improves the utilization of oxygen and reduces the side
reactions brought about by discharge products with oxidative
properties. Moreover, there are no reduction or evolution of H2

under hydro-photo, indicating that the dense LATP solid-state
electrolyte effectively isolates the lithium anode from direct
contact with water vapor, inherently preventing its corrosion.

The combination of sustained photocatalysis and an effi-
cient 4e− pathway translates into superior overall electro-
chemical performance. The P-SSLOB under hydro-photo
exhibits a high discharge potential of 3.1 V and a low charge
potential of 3.4 V, resulting in a small voltage hysteresis of only
0.3 V and a high round-trip efficiency of 91.2% (Fig. 4f). This is
a dramatic improvement over the system under photo (2.7 V
and 3.8 V), which suffers from a high potential gap of 1.1 V and
a low round-trip efficiency (73.12%). The excellent reversibility
of the system under hydro-photo was further conrmed by post-
cycling characterization. Aer charging, the LiOH product
decomposed completely, restoring the pristine cathode,
whereas the Li2O2 under photo showed incomplete decompo-
sition and particle agglomeration, leading to interfacial
passivation (Fig. 4g and h, Fig. S16, 17).
© 2026 The Author(s). Published by the Royal Society of Chemistry
3.4 Superior electrochemical performance and reversibility

The enhanced reversibility of the hydro-adapted P-SSLOB is also
reected in the EIS data. Under photo in Fig. 5a, the impedance
signicantly increases to 1200 U aer discharging due to the
insulating properties of Li2O2, and the impedance cannot
return to the initial state aer charging (only return to 700 U)
due to the inability of the products to completely decompose
leading to the passivation of the electrode surface. In contrast,
the aer-discharge impedance under hydro-photo (570 U) is
much smaller than the discharge impedance under photo,
which shows that the high ionic conductivity of the product
makes the interfacial charge transfer kinetics under hydro-
photo still superior (Fig. 5b). Its impedance aer charging is
almost the same as that before discharging, demonstrating the
excellent reversibility of the charging and discharging process
under hydro-photo.

The hydro-adapted P-SSLOB also demonstrates excellent rate
capability (Fig. 5c) and outstanding cycling stability (Fig. 5d). It
maintains a high discharge voltage of ∼2.6 V even at a high
current density of 0.5 mA cm−2, which is much better than that
of the cell under photo (∼2.2 V). And the charging voltage (3.42
Chem. Sci., 2026, 17, 3783–3792 | 3789
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Fig. 5 Electrochemical performance and reversibility of the hydro-adapted P-SSLOB. (a and b) EIS spectra of the discharge and charge
processes under (a) photo and (b) hydro-photo, respectively. (c) Discharge and charge voltage variation at different current densities. (d) Long-
term cycling performance exhibits outstanding stability for over 170 cycles at a fixed capacity of 0.2 mA h cm−2. (e and f) cycling performance at
a fixed capacity of 2 mA h cm−2 under (e) photo and (f) hydro-photo, respectively. (g) A benchmark chart compares the cumulative capacity of
this work against previously reported state-of-the-art P-SSLOBs. Our hydro-adapted P-SSLOB outperforms the conventional system under
photo and surpasses the performance of previously reported benchmarks across key metrics: voltage efficiency, rate capability, and long-term
cycling stability.
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V) and overpotential (0.82 V) of the cells under hydro-photo are
much lower than those under photo (3.93 V and 1.73 V,
respectively). Most impressively, the P-SSLOBs under hydro-
photo demonstrated outstanding cycling stability, maintain-
ing a high-potential discharge for over 170 cycles with a xed
capacity of 0.2 mAh cm−2 at 0.1 mA cm−2 (Fig. 5d). The char-
acterization via SEM and XRD aer cycling (Fig. S21) revealed no
signs of corrosion, pulverization, or abnormal dendritic growth
on the lithium anode, demonstrating its morphological
stability. The cell under hydro-photo exhibited stable cycling
performance at high-potential plateau with a xed capacity of 2
mAh cm−2 at 0.2 mA cm−2 (Fig. 5e). However, two plateaus
appeared in the rst cycle of discharge due to the opaque Li2O2

under photo and the high-potential capacity gradually
decreased with the number of cycles (Fig. 5f). This ultra-stable
performance is attributed to the complete and reversible
decomposition of LiOH during charge, enabled by its high ionic
3790 | Chem. Sci., 2026, 17, 3783–3792
conductivity and the sustained photocatalytic activity, which
prevents the interfacial passivation observed in the system
under photo (Fig. S16). A comprehensive comparison highlights
that the cumulative and the total capacities achieved in our
work surpass most previously reported levels for P-SSLOBs
(Fig. 5g and Table S3).15,16,20–24,42–44

4 Conclusions

In summary, we have shown that catalyst photo-shielding by
opaque discharge products is a primary failure mechanism in P-
SSLOBs. Our hydro-photo-synergy strategy, which transforms
Li2O2 to transparent LiOH in situ, completely overcomes this
limitation. This approach simultaneously sustains photo-
catalysis and unlocks a more efficient four-electron chemistry,
leading to a dramatic enhancement in capacity, efficiency, and
cyclability. This work provides a clear and scalable path to
© 2026 The Author(s). Published by the Royal Society of Chemistry
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realizing the promise of high-energy photo-assisted batteries.
Furthermore, by demonstrating that controlled amounts of
water are not detrimental but in fact benecial, our ndings
challenge conventional battery design wisdom and align the
technology more closely with practical applications, as opera-
tion in ambient air naturally provides the necessary humidity.
This work offers new insights into other photocatalytic/
photoelectrochemical systems (e.g., water splitting, CO2 reduc-
tion, and photoelectrochemical sensors) that suffer from
performance degradation due to product deposition.
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